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THE  THEORY  OF  THE  CIRCULAR  MASONRY  DOME 

OF  UNIFORMLY  VARYING  THICKNESS. 

Bv  WM.  H.  BURR. 

Masonry  domes  have  rarely  been  constructed  in  this  country  un- 
til a  very  recent  period  and,  hence,  the  theory  of  such  structures 
has  not  received  general  attention  among  civil  engineers  and  archi- 
tects. The  theory  of  domes  of  all  suitable  shapes  of  vertical  sec- 
tion  is  no  new  subject  among  those  engineers  who  have  been  in 
the  habit  of  making  quantitative  investigations  in  connection  with 
masonry  structures  in  general,  but  the  accurate  expressions  for  the 
stresses  in  a  dome  of  varj'ing  thickness  are  not  easily  accessible.  In- 
asmuch as  the  best  design  requires  the  thickness  to  vary,  it  is  of 
practical  importance  to  determine  the  analytical  expressions  to  be 
employed  in  such  design,  and  that  observation  receives  emphasis 
from  the  fact  that  the  masonry  domes  thus  far  designed  or  con- 
structed in  this  country  have  usually  been  built  with  a  sensibly 
uniformly  varying  thickness  and  with  a  vertical  section  either 
circular  or  so  nearly  so  that  a  theory  for  a  circular  section  can  be 
made  to  fit  the  case  without  material  error.  In  this  investigation, 
therefore,  the  formulae  to  be  established  will  be  those  belonging  to 
the  circular  section,  although  formulx  for  any  other  vertical  section 
can  be  deduced  by  the  same  general  method. 
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THE  QUARTERLY. 


In  Fig.  \,A  B  C'is  the  circular  center  line  with  the  radius  f  of  a 
circular  segmental  dome.     Let  a  be  the  thickness  of  the  shell  of  the 


dome  at  the  crown,  B,  and  as  the  thickness  of  the  shell  is  to  vary 
uniformly  as  the  distance  from  the  crown,  let  c  be  such  a  constant 
that  the  thickne^  t  at  any  ring,  as  D,  will  be : 


t^  a-\-  T^c 


CO 


As  shown  in  Fig.  i,  f  is  the  angular  distance  of  the  ring  considered 
from  the  vertical  axis  of  the  dome.  The  coordinates  x  and  y 
locate  the  centre  of  any  ring  from  the  crown  as  an  origin.  It  will 
be  desirable  first  to  determine  the  volume,  V,  of  any  portion  of 
the  dome  above  the  ring  located  by  x  and  y.    The  section  of  an 
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THEOR  Y  OF  CIRCULAR  MASONR  Y  DOME.  3 

clemeotary  ring  of  the  dome  will  be  rdfj,  and  its  circumference 
will  be  2itr  sin  f.  Hence  the  volume  of  this  elementaiy  ring  will 
be  tlie  product  of  these  two  quantities,  on 

dV~2Ttr*  sin  ^{a+crfyif 

The  volume  of  that  portion  of  the  dome  between  the  crown  and 
the  ring  at  the  angular  distance  f  from  it  will  then  be : 

V=  2irf* J  (^asitifdp+crsin^.f.dp) 
,:     V  —  2w*[<j(l  —  cos  (j)  +fr{sin  f  —  p cosy)]  (2) 

If  w  is  the  weight  of  a  cubic  unit  of  the  masonry,  the  weight  of 
the  volume  given  by  equation  (  2  )  will  be : 

W^wV.  (3) 

If  it  be  assumed  that  the  joints  are  perfectly  fitted  and  that  all 
parts  of  the  dome  are  in  complete  stability,  which  two  assumptions 
-must  be  attained  as  nearly  as  practicable  in  an  actual  design,  the 
total  or  resultant  pressure  on  any  circular  ring  joint  may  be  taken 
as  uniformly  distributed  and  as  having  a  direction  tangential  to  the 
-dome,  i.  e.,  normal  to  the  joint.  That  total  or  resultant  pressure  will 
be  equal  to  the  weight  of  the  dome  above  the  joint  multiplied  by 
the  secant  of  the  inclination  of  the  dome  at  the  joint  to  a  vertical 
line,  i.  e.,  it  will  be  equal  to 

Z*^  — wf^cosecy  — 2>rr'a'[(i(cosec  y  — cotan  9>)  + 

«■(  I  —  f  cotan  p  )  ].  (  3fl ) 

The  total  outward  radial  (horizontal)  pressure  around  the  ring 
will  be  the  horizontal  component  of  the  preceding  expression,  i.  e., 
it  will  be  equal  to : 

H~  wKcosec  f    cos  y  =  wl^ cotan  f.  (4) 

The  "  hoop  tension  "  of  this  horizontal  ( radial )  outward  pres- 
sure will  be  found  by  dividing  it  by  its  circumference  and  multi- 
plying by  its  radius  (  r  sin  9>. ).     Hence  the  hoop  tension,  T,  will  be : 

(S) 
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4  THE  QUARTERLY. 

As  the  crowa  of  the  dome  is  departed  from,  the  weight  con- 
stantly increases,  but  the  inclination  of  the  shell  to  a  vertical  line 
constantly  decreases.  Hence  there  will  be  some  joint  at  which 
wFcotanf,  and,  hence,  T  will  become  a  maximum.  That  joint 
will  be  the  so-called  "joint  of  rupture,"  i.  e.,  the  joint  at  which  the 
outward,  radial  ( horizontal )  thrust  is  the  greatest  possible. 
Above  this  joint  of  rupture  the  dome  will  evidently  be  stable,  for 
the  reason  that  there  will  be  no  tendency  to  subject  the  masonry 
to  anything  but  compression.  At  every  ring  joint  below  the  joint 
of  rupture,  on  the  other  hand,  the  outward  radial  thrust  will  be 
less  than  at  the  joint  of  rupture,  and  either  the  tensile  resistance 
of  the  masonry  ring  between  the  joints,  the  supporting  pressures 
of  buttresses,  or  some  other  equivalent  to  those  features  must  re- 
sist the  difference  in  the  outward  pressures  of  the  two  joints  or 
the  difTcrence  of  the  corresponding  hoop  tensions. 

If  /,  is  the  rate  of  change  of  hoop  tension  along  the  circumfer. 
ence  rtp,  i.  e.,  the  change  for  each  unit  of  length  of  rtp,  then  the 
joint  of  rupture  will  be  located  wheie/,  no.  If  i/T'is  the  change  in- 
7'for  the  indefinitely  short  distance  n^fi.the  change  for  the  distance- 
unity,  which  is  /„  will  be : 

By  substituting  the  value  of  V  from  equation  (2)  in  equation  ($)■ 
there  will  result : 

Tbb  wf'  [(i(i  —  cos  f)  cotan  <p-^  cr  (sin  y  —  p  cos  f)  cotan  f ]  (7) 
Then  if  this  value  of  T'be  placed  in  equation  (6): 

dT  ra  (cos  tf  —  sin'  v) 

■"      rdip  l_      I  H-  cos  y 

(I  —  »  cotan  pxT 
"=»"' — J„,— )J  <'> 

In  order  to  locate  the  joint  of  rupture  it  will  be  necessary  to  place 
/,  —  o  and  solve  the  resulting  equation  for  f.  It  will  be  necessary- 
to  make  the  solution  by  trial  which  is  quite  practicable. 

It  is  sometimes  convenient  to  use  the  intensity  p^  of  the  hori- 
zontal outward  pressure  whose  total  is  H;  i.  e.,p^  is  the  horizontal 
outward  pressure  per  unit  of  circumference   corresponding  to  the 
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THEORY  OF  CIRCULAR  MASONRY  DOME.  5 

hooptension  7.  That  intensit/ is  found  by  dividing Z^, equation  (4), 
hy  the  circumference  Zxr  sin  f.  After  completing  that  operation 
there  will  result : 

•w  V  cotan  9  ,         r**  f  i  —  cos  9  \  , 

p  _ ___!:  «  a/r  cotan  f  I  -^ — : ^+ 

''        2)rrsin  f  L        sinf 

it(  I  —  ?-  cotan  f  )  I-  (9) 

In  a  complete  hemispherical  dome  for  which  f  »  90°,  P,  by 
equation  (311)  would  become  equal  to  the  weight  wV,  while  7* and 
p^  would  each  be  equal  to  o. 

If  a  circular  opening  is  made  at  the  top  of  the  dome  with  a 
radius  equal  to  r  sin  f,  as  shown  in  plan  in  Fig.  2,  the  expression 
for  F'will  take  the  form : 

V^2icT*\      {^asm^dtp -^  cr&\a  f.ipAif)^  (10) 

2jt/*[a(co8  f,  —  cosy,)  +  ^(siuf,  —  sin  p,  +  <f^  cos  (Hi— y, cos ?, )] 

In  this  case  the  angular  coordinate  f ,  would  locate  any  ring  joint 
desired  below  the  edge  of  the  circular  opening  located  by  f,. 
The  remaining  equations  would  only  be  changed  by  taking  V  from 
equation  (10)  instead  of  equation  (2).  The  position  of  the  joint  of 
rupture  will  obviously  depend  4i$)on  the  angular  width  of  the 
circular  opening,  as  indicated  by  equation  (8)  in  the  new  form 
which  it  would  take. 

The  preceding  equations  are  all  that  are  necessary  for  the  com- 
plete design  of  a  spherical  dome  of  uniformly  varying  thickness 
or  for  determining  the  stability  of  such  a  dome  if  already  designed. 
They  will  be  applied  to  the  case  of  a  brick  dome  (originally  in- 
tended  to  be  of  concrete)  which  recently  came  under  the  examina- 
tion of  the  writer.  The  thickness  of  the  shell  at  the  crown  B, 
Fig.  3,  was  0.75  ft.,  while  at  the  springing  joint  it  was  34  feet. 
The  angular  length  of  the  center  line  from  the  crown  was  63°  19' 
^  I.1050S4  with  units'  radius.  Hence  by  using  equation  (l),  at 
joint  A : 

/— u-l-iTy  —  3.4  —  0.75  +49  X  1.105084  X  c 
.:  c  ™  .04894. 
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In  this  case  the  shell  of  the  dome  carried  a  4"  shell  or  outer 
covering  of  stone  besides  a  wind  load  taker  as  uniform  at  50  pounds 
per  sq.  (it.,  so  that  those  two  loads  were  equivalent  to  about  .8  ft.  of 
additional  concrete.  No  wind  would  ever  produce  a  pressure  of  50 
pounds  per  sq.  ft.  over  the  sur^e  of  a  dome,  but  it  is  quite  im- 
possible precisely  to  determine  just  what  maximum  pressure  would 
exist  or  how  it  would  be  distributed.  If,  on  the  other  hand,  a  uni- 
form pressure  of  50  pounds  per  sq.  ft  be  taken  it  may  confidently 
be  assumed  that  the  wind  loading  is  sufficiently  recognized. 


,^^^l^r^3>  t  »  a,e  a.js^ft. 


F/s.  3. 


'-\  E 


In  consequence  of  these  additional  loads  it  will  be  necessary  to 
take  aw  .75  -J-  .8 iH  1.55  ft.  in  the  formulae  for  pressures, hoop  ten- 
sion and  joint  of  rupture.  The  latter  joint  will  first  be  located. 
By  placing  the  second  member  of  equation  (8)  equal  to  zero  and 
arranging  terms : 


I  +  cos  f 


+  CTflcoa  (9  + 


cotan  f  \        a  sin*  v 


f\        a  SIT 
7)  "  H-  c 


After  a  few  trials  it  wtis  found  that  by  placing  ^  —  59°  in  equa- 
tion (u)  the  equation  would  stand  : 

3.5264-3.3478- 
This  result  indicates  that  the  point  of  rupture  is  a  very  little  less 
than  sg",  but  so  little  less  that  59*'  was  taken. 
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By  the  use  of  equation  (7)  the  hoop  tensions  at  the  joint  of  rup- 
ture and  at  the  springing  joint  are  found  as  follows,  the  weight  w 
per  cubic  foot  of  masonry  being  taken  at  1 50  pounds  : 

At  joint  of  rupture,  tp  =  59° : 

^■=  334r866  pounds. 
At  springing  joint,  f  ™  63°  ig': 

T=  326,832  pounds. 

In  this  instance  there  were  no  buttresses  to  take  up  the  horizon- 
tal thrust  of  the  dome  and,  hence,  steel  rings  or  bands  embedded 
in  the  masonry  on  the  outside  of  the  shell  of  the  dome  were  em- 
ployed. A  low  working  stress  should  be  taken  for  the  steel  or 
iron  used  in  order  to  have  a  sufficient  margin  of  resistance  even 
should  some  corrosion  take  place.  A  working  stress  of  l2,ocx> 
pounds  per  square  inch  was  therefore  taken  for  the  steel  rings. 
The  net  sectional  area  for  the  rings  will  then  be ; 


334^866  ^  ^g  (nearly). 

12,000  ^        \         11 


Two  steel  bands  I2"xi^"  with  the  splice  joints  properly 
designed  will  give  sufficient  net  section  to  meet  the  requirements. 
In  this  instance  the  joint  of  rupture  is  so  near  the  springing  joint 
that  the  two  bands  would  be  placed  one  immediately  above  the 
other,  the  upper  one  having  a  tittle  less  diameter  than  the  lower  to 
fit  the  varying  slope  of  the  outer  surface  of  the  dome. 

In  general,  the  Rrst  or  highest  metal  ring  or  band  would  be 
placed  at  the  joint  of  rupture  and  it  should  be  of  sufBcicnt  section 
to  take  up  all  the  hoop  tension  between  it  and  the  next  lower 
band.  The  latter  should  then  be  designed  to  take  up  all  the 
hoop  tension  computed  between  it  and  the  next  lower  one ;  and  so 
on,  until  the  springing  joint  is  reached,  where  enough  metal  should 
be  provided  to  resist  all  the  hoop  tension  at  that  joint. 

If  buttresses  are  employed  to  resist  the  horizontal  outward 
thrust  of  the  dome,  each  buttress  is  to  be  treated  as  acted  upon  by 
its  proportionate  part  of  the  total  horizontal  thrust  taken  as  a  hori- 
zontal force,  the  proportionate  part  of  the  weight  of  the  dome  as  a 
vertical  force  and  its  own  weight,  all  these  forces  being  given  their 
proper  lines  of  action  and  points  of  application.  The  stability  of 
the  buttress  wilt  then  readily  be  determined  in  the  usual  manner. 
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There  stilt  remain  to  be  found  the  unit  loads  on  the  masonry 
joints  resulting  from  the  inclined  outward  (tangential]  thrust 
P^  given  by  equation  (  311).  That  thrust  is  uniformly  distributed 
over  the  entire  ring  joint.  It  is  to  be  remembered  that  w—  150 
lbs.  For  joint  of  mptu/n,  y  =  59°  ;  thickness  of  joint,  /»■  «+tyf 
■■  0.75  +  49  X  1.03  X  .0489  —  3  22  ft.  Radius  o(  joint,  «  rsin  9 
«a  49  X  .85717  =  42  ft.  .■.  area  of  joint  —  2>r  x  42  x  3.22  •■ 
850  sq.  ft. 

By  equation  (  31 ) : 

P^  mt  4,io9,cxX)  pounds. 


Hence,  pressure  per  sq.  ft.  of  joint  •■       .,   ' —  4834  lbs. 


4,109.000  _ 
850 

For  sptinging  joint  y  ^  fi^  19':  thickness  of  joint, /=■  fl+^»f  » 
3.4ft.;  radius  of  joint —  /■  sin p  — 43.8  ft.     .-.  area  or  joint  = 
2.rx43-8  X  3-4  =  935  sq.ft. 
By  equation  (3a): 

P^  _  4,575,  648  pounds. 

Hence,  pressure  per  sq.  ft.  of  joint  ^  f'S/S-^  4  _  ^  894  lbs. 

lk>th  these  unit  loads  are  well  within  the  safe  working  resis- 
tance of  either  brick  masonry  or  concrete. 

In  the  determination  of  P^  the  crown  thickness  a  has  been  taken 
at  1.55  feet,  as  already  explained,  while  in  the  determination  of 
the  loads  per  sq.  ft.  of  joints  a  is  taken  as  0.75  feet. 

General  Formul*:. 
The  general  formulae  for  a  dome  of  any  vertical  section  and  of 
any  thickness  are  written  by  Rankine  and  others  as  follows : 

;n  , -■  =  cotan  9  and  -=-  = 
ax  ^         ax 

If  W  is  the  weight  of  that  portion  of  the  dome  above  any  joint 
located  by  f,  the  total  inclined  tangential  pressure  at  that  joint  will 

be:  /",=  W''co3ecf  —  ^^.r'>  and  the  total  horizontal  component 

of  that  tangential  pressure  or  thrust  will  take  the  form : 

H~  Ifcotanv=  w'^J .  (13) 
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The  horizontal  outward  pressure  per  unit  of  the  circumference 
2icy  has  the  value : 

Wcotan  f      ur^f_ 


2>y 
The  hoop  tension  7'will  then  be: 

K^cotany      ''  dx  (15) 


T'-^A- 


Finally : 


A 


rfr       I    rf(  If^cotan  ¥-)_  1    ^*^ 


■4n 

-dx)        (16) 


NOTES  ON  THE  EXPLORATION  OF  MINERAL  PROP- 
ERTIES. 
Bv  HENRY  S.  MUNROE. 

Before  the  method  of  opening  and  working  a  mine  can  be 
planned .  intelligently,  before  the  sc^c  of  operations  can  be  defi< 
nitely  determined,  and  before  the  permanent  plant  is  designed  and 
erected,  it  is  necessary  to  have  as  full  and  accurate  information  as 
possible  as  to  the  following : 

1.  The  probable  extent  and  area  of  the  deposit,  its  average 
thickness,  and  the  probable  amount  and  value  of  the  mineral  to  be 
obtained  by  mining  operations. 

2.  The  distribution  of  the  workable  areas  of  mineral  in  the 
deposit,  that  is  the  location  and  extent  of  their  workable  portions, 
and  also  of  the  barren  or  unworkable  areas. 

3.  Conditions  affecting  the  cost  of  opening,  developing,  and 
working  the  mine,  or  determiiitog  the  methods  to  be  adopted. 

A  deposit  which  is  of  small  extent,  or  which  is  very  thin,  can  as 
a  rule  be  worked  on  a  small  scale  only.  The  cost  of  mining  per 
ton,  will  be  lai^e,  and  the  ore  must  be  rich,  or  the  mineral  valu- 
able to  be  worked  with  profit    On  the  other  hand  a  small  and  in- 
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expensive  plant,  and  a  moderate  amount  or  capital  only  will  be 
needed. 

A  deposit  of  low  grade  ore,  or  of  a  cheap  or  abundant  mineral 
must  generally  be  worked  on  a  large  scale  to  yield  a  profit.  ■  To 
be  workable  the  deposit  must  be  of  sufficient  extent  and  of  suffi- 
cient thickness  to  permit  the  necessary  output  to  be  obtained. 
Such  a  mine  will  generally  require  a  large  and  expensive  plant, 
and  abundant  capital  (or  its  successful  operation. 

Mining   Risk. 

It  must  be  remembered  that  the  line  between  a  workable  de- 
posit and  one  that  cannot  profitably  be  worked  is  often  very  nar- 
row; and  further,  that  the  majority  of  mineral  deposits  are  not 
workable.  The  money  that  is  spent  in  prospecting  and  in  devel- 
opment is,  therefore,  liable  to  prove  a  loss.  This  is  a  recognized 
and  legitimate  business  risk,  differing  only  in  degree  from  the  risks 
attending  all  business  operations.  The  risk  of  failure  in  mining 
enterprises  is  oflfset  by  the  chances  of  more  than  ordinary  profits. 
If  the  property  proves  valuable  the  returns  may  be  very  great. 

While  the  risk  of  loss  of  capital  is  not  to  be  avoided,  the  amount 
of  the  risk  may  be  lessened  by  the  exercise  of  prudence  and 
caution. 

It  is  of  the  utmost  importance  to  limit  the  amount  of  money 
expended  at  first,  while  the  extent  and  value  of  the  deposit  are 
still  unknown  and  uncertain ;  and  to  do  the  necessary  work  at  this- 
stage  of  operations  by  the  cheapest  methods  consistent  with 
thoroughness.  Any  large  expenditures,  for  plant  or  in  costly 
method  of  exploration,  will  be  unwise.  As  the  work  progresses^ 
and  the  information  as  to  the  character  and  extent  of  the  deposit 
becomes  more  definite  and  satisfactory,  and  as  the  prospects  of 
success  become  more  favorable,  and  the  chances  of  failure  dimin- 
ish, money  may  be  spent  more  freely. 

The  amount  and  kind  of  risk  at  the  inception  of  a  mining  enter- 
prise will  vary  with  the  character  of  the  deposit.  In  the  case  of 
deposits  of  the  cheaper  and  more  abundant  minerals,  such  as  beds 
of  coal  and  of  iron  ore,  and  in  the  case  of  large  deposits  of  low 
grade  ores,  the  extent  and  character  of  the  deposit  can  generally 
be  determined  by  surface  examinations  and  at  comparatively  small 
expense.  The  risk  of  failure  in  such  cases  is  chiefly  that  due  to- 
incompetent  business  management,  or  to  the  lack  of  sufficient 
capital. 
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On  dw  other  hand  in  the  case  of  less  regular  deposits,  including 
most  metalliferous  veins  and  especially  those  of  the  precious  metals, 
the  uncertainty  as  to  the  continuance  of  the  deposit  is  often  very 
great  and  it  is  sometimes  necessary  to  work  the  mine  on  a  small 
scale  for  months,  or  even  for  a  year  or  more,  before  the  element  of 
risk  is  so  far  reduced  as  to  justify  any  considerable  expenditure  of 
money. 

Work  of  Exploration. 

The  cheapest  method  of  obtaining  the  necessary  information 
d>ave  outlined  is  by  surface  explorations.  The  work  of  the  pros- 
pector frequently  furnishes  much  of  the  data  required.  By  sinking 
additional  pits  or  bore  holes,  by  extending  the  costeaning  ditches 
and  uncovering  the  outcrop  of  the  deposit  more  fully  it  is  often 
possible  to  obtain  all  the  information  required  for  the  most  exten- 
sive and  important  mining  operations.  Whenever  it  is  possible  to 
do  this  the  information  gained  is  likely  to  be  quite  as  accurate  and 
conclusive  as  that  to  be  obtained  by  underground  workings.  If  the 
deposit  shows  great  variations  in  thickness- in  its  outcrop  along  the 
surface  it  is  probable  that  a  drift  or  a  slope  would  show  the  same 
thing.  If  the  workable  areas  are  small  and  poor  and  appear  only  at 
long  intervals  along  the  outcrop,  the  chances  of  discovering  lar|[er, 
more  numerous  and  richer  areas  by  a  shaft  are  infinitely  small. 

While  the  information  obtained  bysurfaceexplorations  is  always 
valuable  and  often  conclusive  as  to  the  value  of  the  deposit,  it  is 
usually  necessary  to  supplement  and  confirm  this  data  by  under- 
ground work.  As  such  work,  the  sinking  of  shafts  or  the  driving 
of  narrow  entries  or  drifts  is  expensive,  and  as  the  mineral  extracted 
rarely  pays  more  than  a  small  fraction  of  the  cost  of  such  workings, 
it  is  usual  to  plan  this  exploratory  work  so  that  the  openings  made 
shall  serve  some  useful  purpose  later. 

The  mistake  is  often  made,  however,  of  undertaking  for  this 
reason  the  sinking  of  lai^e  and  expensive  shafts,  or  driving  costly 
tunnels  before  it  is  fully  proved  that  the  deposit  can  be  worked  on 
a  scale  to  warrant  such  developments,  and  indeed  too  often  before 
it  is  known  with  certainty  that  the  deposit  can  be  worked  at  all  I 
Any  expenditure  beyond  that  which  is  absolutely  required  to 
secure  the  necessary  information  simply  increases  the  money 
risked,  and  in  too  many  cases  large  amounts  of  money  are  thus 
unnecessarily  lost  by  over  confident  and  over  sanguine  mine  man- 
agers. 
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It  is  usually  necessary  to  mine  a  few  tons,  or  perhaps  a  few 
hundred  tons  of  mineral  to  determine  the  richness  or  the  economic 
value  of  the  product  by  working  tests.  Such  mineral,  mined  on  a 
small  scale,  and  with  imperfect' appliances  is  usually  mined  and 
treated  at  a  loss ;  or,  in  the  case  of  very  rich  ores,  at  a  profit  very 
much  less  than  would  be  obtained  in  regular  work.  The  loss  in- 
curred or  the  profits  sacrificed  are  a  legitimate  part  of  the  cost  of 
exploring  and  developing  the  property,  but  these  losses  should  not 
be  made  unnecessarily  great  by  mining  large  amounts  of  ore  be- 
fore the  mine  is  fully  developed  and  the  permanent  plant  erected. 

The  extent  to  which  this  work  of  exploration  and  development 
shall  be  pushed  before  the  erection  of  the  permanent  plant  will 
vary  in  each  particular  case  and  the  decision  of  this  question  de- 
mands  both  experience  and  good  judgment 

In  the  case  of  regular  and  uniform  deposits,  the  continuance  of 
which  over  \xc%f:  areas  may  be  safely  assumed,  the  amount  of  de- 
velopment is  determined  by  the  output  desired  and  not  by  the  ne- 
cessity for  exploration.  In  such  case  the  openings  need  be  ex- 
tended only  so  far  as  to  provide  working  places  for  the  men  required 
to  produce  the  daily  output,  and  the  openings  will  be  kept  only  so 
far  in  advance  of  the  work  of  mining  as  may  prove  necessary  to 
maintain  this  output 

In  the  case  of  irregular  deposits,  the  continuance  of  which  is 
more  or  less  uncertain,  and  possibly  containing  lai^e  barren  or  un- 
workable areas,  it  may  be  ncecasafy  to  continue  the  exploratory 
work  until  there  is  a  certainty  of  a  regular  output  for  one  or  more 
years. 

In  very  doubtful  cases  a  conservative  policy  should  be  adopted 
and  the  mine  should  be  worked  at  first  on  a  very  small  scale  and 
operations  enlarged  gradually  and  with  caution  as  further  develop- 
ments are  made. 

It  will  thus  be  seen  that  the  work  of  exploration  may  begin  with 
and  form  a  continuation  of  the  surface  prospecting  and  that  it  may 
continue  through  the  period  of  opening  and  development. 

In  most  cases,  indeed,  exploratory  work  continues  through  the 
whole  life  of  the  mine  and  forms  a  necessary  or  integral  part  of  the 
regular  mining  operations.  Even  the  most  regular  deposits  have 
barren  or  low-grade  areas,  or  are  liable  to  "  faults,"  "  troubles"  or 
"  squeezes"  in  which  the  mineral  is  absent  or  unworkable,  and  it  is 
important  that  the  exploration  should  be  far  enough  advanced  at 
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all  times  to  ensure  the  development  of  new  mineral  areas  before  the 
exhaustion  of  the  old. 

The  work  of  exploration  should  be  under  constant  oversight. 
The  data  as  obtained  must  be  carefully  studied  that  the  full  bear- 
ing of  each  new  development  may  be  recognized  and  the  further 
work  of  exploration  planned  intelligently  in  the  directions  indicated 
by  such  developments. 

The  expenditures  at  each  sb^e  should  be  carefully  limited  to  the 
risk  warranted  by  the  prospects  of  success. 

On  the  other  hand,  the  work  of  exploration  should  be  thorough 
and  complete. 

1.  The  underground  work  should  extend  far  enough  in  depth  to 
prove  the  character  of  the  unaltered  deposit  below  the  zone  of  sur- 
face action. 

2.  Exploration  should  be  pushed  far  enough  to  determine  the 
character  and  extent  of  the  irregularities  in  thickness  and  in  rich- 
ness, and  to  obtain  at  least  some  idea  of  the  location  and  distribu- 
tion of  the  workable  areas  and  their  relations  to  the  areas  of  barren 
and  unworkable  ground. 

3.  The  numbcrof  openings  made  in  the  deposit  including  shafts,, 
or  drifts,  will  be  determined  by  the  nature  of  the  problem  in  each 
case.  In  deposits  of  irregular  and  uncertain  character  the  open- 
ings should  not  be  so  far  apart  as  to  permit  lai^e  areas  of  barren 
or  unworkable  ground  to  escape  detection. 

4.  If  necessary,  cross-cuts  or  bore-hdles  should  be  driven  at  in- 
tervals to  search  for  and  prove  parallel  beds  or  fissures,  or  to  prove- 
the  deposit  itself  if  wide  or  thick. 

5.  Assays  should  be  made  from  time  to  time  on  carefully  taken 
average  samples,  and  these  should  be  supplemented  by  working 
tests  on  lots  of  one  ton  or  several  tons  representing  fairly  the  aver- 
age quality  of  the  ore  or  mineral. 

6.  Finally  the  explorations  and  the  work  of  development  should 
be  pushed  far  enough  to  make  sure  that  there  is  sufficient  mineral 
to  warrant  the  erection  of  a  permanent  plant,  and  far  enough  to 
determine  all  questions  affecting  the  profitableness  of  the  enter- 
prise. 

In  the  case  of  a  valuable  deposit  it  is  not  unusual  to  spend  f  lOO,- 
000  or  more  in  this  preliminary  work  of  testing  the  value  of  the 
property.  Indeed,  equally  large  amounts  are  sometimes  spent  on 
perfectly  worthless  properties,  owing  to  the  lack  of  a  proper  pre- 
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liminary  examination  and  to  the  want  of  intelligent  direction  and 
oversight  of  the  work. 

In  the  case  of  rich  properties  it  will  .sometimes  happen  that  all 
or  a  large  part  of  the  expense  of  exploration  will  be  paid  from 
m>nei:al  extracted.  In  rare  cases  the  necessary  capital  for  the 
erection  of  a  plant  and  for  working  has  been  thus  secured. 

In  most  instances,  however,  and  especially  in  the  case  of  the 
cheaper  minerals  or  deposits  of  low  grade  ore,  no  profit  can  be  an- 
ticipated until  after  the  erection  of  a  permanent  plant  and  the  com^ 
mencement  of  regular  operations  on  a  large  scale.  In  such  cases 
the  cash  capital  expiended  may  reach  ^500,000  or  $\fXXifXXi, 
or  even  more.  With  such  large  interests  at  stake  the  exploration 
and  development  of  such  a  mining  property  call  for  good  busi- 
ness management  and  a  high  degree  of  technical  skill  and  experi- 
ence. 


AN    INTRODUCTION  TO  THE  STUDY  AND  EXPERI- 
MENTAL DETERMINATION  OF  THE  CHAR- 
ACTERS OF  CRYSTALS. 

Bv  ALFRED  J.  UOSES,  Ph.D. 
(Continued  from  p«ee  4"i  VoL  XVIII.) 

CHAPTER  V. 

MEASUREMENT  OF  CRYSTAL  ANGLES. 
The  instruments  used  in  measuring  the  angles  between  the  faces 
of  crystals  are  called  gonwmtters,  the  simplest  form  being  the  appli- 
cation goniometer  invented  for 
Delisle  by  Carangeot  and  con- 
sisting of  a   semicircular   grad- 
uated arc  and  two  arms  jnoving 
upon  a  pivot,  the   position  df 
which  may  t>e  changed  accord* 
tng  to  the  size  and  position  of 
the  crystal.    In  the  older  instru- 
ments the  arms  are  fastened  to 
189.  the  arc,  but  in  the  later  types,  as 
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in  Fig.  189,  they  are  detached  from  the  arc  during  measurement 
and  replaced  for  the  reading.  In  use  the  arms  are  each  in  close 
contact  with  a  face  and  at  right  angles  to  the  edge  between  the 
faces.  They  cannot  be  relied  upon  closer  than  one  degree,  and 
are,  therefore,  practically  limited  to  the  identification  of  previously 
measured  angles. 

All  measurements  of  ac* 
curacy  are  obtained  by  ro- 
tating the  crystal  around 
the  edge  between  the  faces 
and  determining,  by  the  aid 
of  a  ray  of  light  fixed  in 
dirtctitm,  the  angle  between 
the  position  in  which  the 
first  face  gives  a  reflection 
and  that  in  which  the  sec- 
ond face  does  the  same. 

In  Fig.  190  the  crystal 
is  so  adjusted  that  an  edge 
coincides  with  the  axis  of 
rotation  O.  The  fixed  direction  of  the  ray  of  hght  is  CO  7 
that  is,  the  incident  ray  is  CO  and  the  eye  or  telescope  is  at 
T.  Then  OA  will  be  the  direction  of  the  first  face  when  it  acts  as 
a  reflecting  surface,  and  OB  will  be  the  direction  of  the  second 
face  at  that  time,  and  only  when  rotated  to  the  respective  direc- 
tions,  OA'  and  OB',  will  a  reflection  be  obtained  from  the  second 
face,  that  is,  after  a  rotation  measured  by  the  equal  arcs  AA',  BB' 
or  NN',  the  normal  angle  between  the  faces. 

Goniometers  with  Horizontal  Axes. 

The  original  reflection  goniometer  is  that  of  Wollaston.*  In 
this  a  base  and  column  support  in  a  collar  a  hollow  axle  to  which 
there  is  attached  at  one  end  a  vertical  disc  with  a  graduated  rim 
and  at  the  other  end  a  handle.  Through  this  axle  passes  a  second 
axle,  with  at  one  end  the  crystal  holder  and  at  the  other  a  handle. 
These  two  axles  may  be  clamped  to  turn  together,  or,  by  the  inner 
axle,  the  crystal  may  be  rotated  without  the  graduated  circle. 

In  the  simplest  forms  of  this  goniometer  the  crystal  is  fastened 


*W.  H.  WollMton,  DeMripikm  a(  s 
453-359. 


reflectire  goniometer,  fAil.  TVant.,  1809,  p. 
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with  wax  to  a  thin,  flexible,  brass  plate,  and  this  is  fixed  in  a 
holder  which  has  several  simple  motions  by  means  of  which  the 
faces  of  the  zone  to  be  measured  can  be  made  to  project  clear  of 
the  apparatus  and  the  edge  to  coincide  with  the  axis  of  rotation. 
The  signal  may  be  a  horizontal  window  bar  twenty  to  thirty  feet 
away,  or  better,  a  horizontal  slit  in  a  screen  before  an  artificial  light 
and  it  must  be  parallel  to  the  axis  of  rotation.  The  eye  is  brought 
almost  into  contact  with  the  crystal  and  there  watches  for  the  re- 
flection of  the  signal  as  the  faces  successively  move  into  position. 

To  secure  a  constant  line  of  sight  a  reference  mark  may  be  made 
below  the  crystal  parallel  to  the  signal,  or  better,  a  second  image 
of  the  signal  may  be  obtained  in  a  small  mirror,  the  plane  of  which 
is  parallel  to  the  axis  of  rotation,  or  still  better,  a  telescope  with 
cross  hairs  may  be  used.  In  each  case  the  rotation  is  continued 
until  the  image  of  the  signal  is  bisected  by  or  coincides  with  the 
reference  mark. 

Mallard's*  modification  of  the  WoUaston  goniometer,  shown 
in  Fig.  191  on  the  l^ft,  differs  from  the  earlier  types  in  the  sub- 


stitution of  a  better  crystal  holder ;  the  crystal  is  supported  in  the 
manner  suggested  by  Groth,  that  is.  it  is  fixed  with  wax  on  a  smalt 
•  Er.  M«llard,  Annaies  dis  Minn,  Nov .- Dec. '1 887. 
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circular  disc,  d,  and,  by  turning  the  screws  v,  v,  and  i^,  i^,  can  re- 
ceive two  movements  of  rotation  on  two  arcs  of  circles  perpendic- 
ular to  each  other  which  have  their  common  center  near  the  middle 
of  the  crystal,  A,  so  that  the  changes  of  orientation  of  the  crystal 
do  not  too  much  displace  its  center  of  gravity. 

For  the  proper  centering,  the  entire  system  which  holds  the 
crystal  is  attached  to  two  sliding  planes,  g  and  g*,  which,  by  means 
of  the  screws,  »  and  u',  impart  to  the  crystal  two  movements  of 
translation  in  a  plane  perpendicular  to  the  axis  of  rotation.  There 
is  also  a  tangent  screw  for  fine  rotation  and  the  mirror,  M,  has  four 
motions  of  adjustment  parallel  to  the  axis  of  rotation.  Any  signal 
may  be  used,  but  preferably  the  collimator  and  artificial  light,  as 
shown  in  the  figure. 

The  collimator  is  a  cylinder,  C,  with  at  one  end  a  large  lens,  Z, 
and  at  the  other,  which  is  the  exact  focal  plane  of  the  lens,  an  ad- 
justable plate.  Fig.  192,  pierced  with  signals,  _/^,/',_/'",  of  various 


4"  -^ 


i- 

a 

\ : -. : i 

^ 

Fia  19a. 

forms  beneath  each  of  which  is  a  fine  reference  slit.  The  light 
from  an  Argand  gas  lamp,  R,  or  a  Welsbach  burner  passes  through 
the  cencral  signals,  emerges  as  parallel  rays  from  the  lens  and  is 
reflected  to  the  eye  at  the  same  time  from  the  crystal  face  and  the 
mirror. 

A  greater  degree  of  accuracy  would  be  secured  by  the  addition 
of  an  observation  telescope,  as  in  the  Mitscherlich*  modification 
of  the  Wollaston,  but  this  is  accompanied  by  loss  of  light  and 
usually  makes  a  dark  room  necessary,  whereas  the  Mallard- Wol- 
laston  gives  good  results  in  ordinary  light. 

Professor  Groth  describesf  a  simple,  inexpenuve  Wollaston  with 
a  telescope  fixed  parallel  to  the  plane  of  the  graduated  circle  and 
centered  on  the  goniometer  axis.     The  crystal  bolder  is  like  that 

*  Ueber  ein  Goaiometer  Abhandl.  Btriin  Akad.,  1843,  '89-197, 

\nysikaliicht  Krytlaliagraphit,  III.  Ed.,  p.  613. 
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of  the  Mallard  instrument,  but  the  inner  axle,  which  ordinarily 
rotates  the  crystal  independently,  is  replaced  by  a  screw  which 
moves  the  crystal  horizontally  in  the  direction  of  the  axis.  The 
signal  used  by  Professor  Groth  is  a  very  small  incandescent  light  at 
a  distance  of  about  thirty  feet  where  it  appears  like  a  luminous 
point. 

The  principal  objection  to  the  WoUaston  type  of  goniometer  is 
that  the  weight  of  the  crystal  tends  to  throw  it  out  of  adjustment. 

Goniometers  with  Vertical  Axes. 

Babinct,  v.  Lang,  Miller,  Websky  and  others  have  gradually  de- 
veloped this  more  perfect  and  more  generally  applicable  variety  of 
goniometer,  and  there  is  little  doubt  that  for  simplicity  of  adjust- 
ments and  perfection  of  construction  the  instrument  known  as  the 
Fuess  Model  II.  at  present  excels  all  others.  It  is  shown  in  Fig. 
193  and  consists  of: 

a.  The  Stand.  A  tripod  with  a  conically  bored  head-piece  sup- 
porting three  concentric  axles— /ife  outer  axle  carrying  the  vernier 
circie  and  telescope,  and  turned  by  the  latter ;  the  fine  adjustment 
is  by  the  tangent  screw,  F,  and  the  clamp  screw,  a, — the  middle  axle 
carrying  the  graduated  circle  and  turned  by  the  disc,  g,  or  more 
conveniently  by  ^j*  the  fine  adjustment  is  by  the  tangent  screw, 
G,  and  the  clamp  screw,  ^f—the  inner  axle  guiding  the  rod  of  the 
crystal  carrier  and  which  may  be  turned  separately  or  damped  to 
the  others. 

The  circle  is  graduated  to  half  degrees.  The  vernier  circle  is 
protected  by  a  ring,  AT,  with  glass  windows  over  the  verniers,  while 
between  the  tripod  and  the  vernier  circle  is  a  ring  with  two  arms 
each  with  a  magnifier  and  a  mirror,  s,  by  means  of  which  the  vernier 
can  be  read  to  half  minutes  and  estimated  to  quarter  minutes. 

a.  The  Crystal  Carrier  is  like  that  described  in  the  Mallard- 
Wollaston,  the  crystal  being  attached  to  a  platef  by  wax,  and  this  to 
two  cylinder  arcs,  which  are  moved  by  tangent  screws  around  inter- 
secting axes  at  right  angles  to  each  other  and  to  the  goniometer  axis. 
The  common  point  of  intersection  is  within  the  crystal,  so  that 


*  The  put  g'  is  omilled  in  many  initiniiiealt  and  the  dunptng  of  the  innei  axle  ii 
by  K  vertical  Krew. 

f  Two  or  three  sizes  are  furnished.  For  very  imall  crystal!  pUtinum  wire  maybe 
used  with  a  cement  of  gelatitw  and  acetic  add.  By  beadiug  the  wire  the  difiereot 
zones  may  be  adjusted. 
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Fig.  193. 

their  motions  tip  the  crystal  without  moving  it  much  out  of  center. 
Tlie  arcs  rest  upon  sliding  parts,  which  are  moved  by  micrometer 
screws,  in  the  direction  of  the  axes  of  the  arcs. 

c.  The  Telescope  L.  The  observation  telescope  turns  with  the 
.vernier  circle  to  which  it  is  attached  by  a  pillar  and  its  axis 
always  intersects  and  is  perpendicular  to  the  axis  of  the  gonio- 
meter. The  vertical  cross  hair  is  parallel  to  the  axis.  Before  the 
infinite  distance  objective  swings  an  extra  lens  of  a  focal  length 
equal  to  the  distance  to  the  goniometer  axis.  When  in  use  this 
converts  the  telescope  into  a  weak  microscope.  There  are  four 
eye  pieces  magnifying  respectively  six  diameters,  three  diameters 
(generally  used),  two  diameters  (for  distorted  reflections)  and  a 
diminishing  combination  which  is  used  with  very  small  faces  to  re- 
duce the  signal  to  one  third  of  its  natural  size. 
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d.  The  Collimator.  The  infinite  distance  collimator  is  fixed 
firmly  to  the  tripod  by  the  pillar  C  and  its  axis  and  the  telescope 
axis  are  in  the  same  place  perpendicular  to  the  goniometer  axis. 
The  signals  are  either  separate  tuties  or  all  four  may  be  on  a  revolv- 
■ng  target  in  the  focal  plane  of  the  collimator  lens. 

The  Sckrauf  signal  is  a  light  diagonal  cross  on  a  dark  back 
ground,  with,  at  the  center,  very  minute  cross  hairs  which  are  used 
in  the  adjustments  and  with  rare  very  perfect  faces. 

The  Websky  Signal  is  an  orifice  bounded  by  two  circular  discs 
of  equal  diameter,  the  distance  apart  of  which  is  regulated  by  a 
screw.  This  admits  more  light  than  a  narrow  cleft  while  still 
very  narrow  in  the  center  and  if  dilated  by  a  narrow  face  (see  p. 
23)  and  diminished  in  intensity  the  shape  may  still  be  divided 
symmetrically  with  some  accuracy. 

The  Slit  Signal  is  an  adjustable  vertical  cleft  especially  adapted 
to  broad  faces  or  for  measurement  of  indices  of  refraction. 

The  Pinhole  Signal  is  a  round  34mm.  opening  used  in  adjustii^ 
and  in  recognizing  slight  deviations  from  the  zone  or,  by  multiple 
reflection,  cracked  and  facetted  faces. 

After  the  instrument  is  in  adjustment*  once  for  all  the  process 
of  measurement  is  as  follows  : 

*Tbe  complete  adjustiiieDt*  >re  : 

I.  Adjtafaunt  aftht  vtrlical  hair. 

A  needle  ii  adjoited  id  the  axis  of  ihe  goniometer,  lo  that  daring  rotBtion  it  doet  not 
■ppesr  to  move. 

Ad  ejepiece  is  adjucted  «o  that  iti  ctom  bain  are  distinct  and  ii  then  pUced  in 
the  telescope  tube,  Tociissed  on  some  diitant  object,  the  exlia  lens  dropped  into  position 
and  the  eyepiece  turned  antil  one  hair  is  parallel  to  the  needle,  then  Ihe  cross  hairs  aie 
moved  horizontally  until  this  hair  coincides  with  the  oeedle. 

Making  Tiliteeept  axil  normal  to  Geniomitir  axit. 

A  plate  of  parallel  gl*s»  is  futencd  to  the  holder  approximately  parallel  to  the 
goniometer  axis  and  perpendicnlar  to  the  telescope  axis  and  is  made  exactly  to  bj  re- 
flecting light  upon  the  cross  hairs  from  another  pUte  fastened  in  front  of  the  eyepiece  ' 
at  about  ^tp  to  the  telescope  axis.  The  reflected  light  throws  an  image  of  the  cross 
bain  upon  the  parallel  glass,  which  is  reflected  back  into  the  telescope. 

By  aid  of  the  arcs  the  images  reflected  from  opposite  sides  of  the  parallel  glass  are 
made  to  take  the  same  position  in  the  fleld,  that  is,  the  plate  is  made  exactly  parallel  10 
the  axis  ol  the  goniometer,  and  by  raiung  or  lowering  the  cross  wires  their  center  is 
brought  into  coiacidencc  with  its  image  as  seen  after  reflection.  The  telescope  axis 
is  then  normal  to  the  plate  and  therefore  to  the  axis  of  the  goniometer. 
Adjuilmenl  e/  Noruonlal  Hair. 

DnriDg  rotation  of  the  outer  axle  the  image  of  the  inteneclim  of  the  crow  wires 
ibonld  move  across  Ihe  field  in  coincidence  with  the  borimntal  wire,  if  not,  raise,  lower, 
or  tnni  the  wire  as  needed. 
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Several  of  the  smallest  and  most  brilliant  crystals  are  selected, 
carefully  cleaned  with  chamois  skin  and  thereafter  handled  only 
with  pincers  or  a  tapering  pencil  of  wax.  Sketches  are  made 
showing  striations,  flaws  and  other  peculiarities  as  revealed  ^y  the 
magnifier  and  later  by  the  micro-telescope.  Letters  are  assigned 
to  all  faces  and  thereafter  represent  them. 

The  most  prominent  zone  is  first  measured  and  is  designated  by 
thelettersof  its  two  most  prominent  faces, say[^  (7].  Thecrystal 
is  fastened  with  a  conical  pencil  of  wax  to  the  plate  so  that  the 
zone  axis  is  approximately  vertical  and  one  face  is  parallel  to  one 
of  the  motions  of  translation. 

The  crystal  is  brought  into  view  by  the  extra  lens  and  raised  or 
lowered  by  the  mother  screw  k.  With  one  arc  at  right  angles  to  the 
telescope  axis  one  of  the  edges  of  the  zone  is  made  coincident  with 
the  vertical  hair  by  means  of  the  corresponding  micrometer  screws; 
then  with  the  other  arc  at  right  angles  to  the  telescope  axis  the  same 
adjustment  is  made  with  the  other  screws,  and  this  is  repeated  until 
during  a  rotation  the  edge  and  vertical  hair  appear  to  be  one,  and  on 
raising  the  extra  lens  the  image  of  the  signal  from  any  face  in  the 
zone  is  symmetrically  bisected  by  the  cross  hairs. 

Except  in  the  case  of  .very  narrow  faces*  it  is  not  necessary  to 
recenter  on  each  edge,  but  is  sufficient  by  a  slight  motion  with  the 
centering  screws  to  make  the  vertical  hair  coincident  with  an  imag- 
inary central  axis  within  the  zone. 

With  the  telescope  at  some  convenient  angle  to  the  collimator 
(100  to  120  degrees)  and  with  only  ^  undamped,  the  graduated 
circle  and  crystal  are  turned  together  by  the  disc  g  until  the  re- 
flected signal  is  seen  through  the  telescope,  then  p  is  tightened,  the 
signal  moved  by  the  tangent  screw  G  until  it  is  bisected  by  the 
vertical  cross  hair  and  the  vernier  is  read  and  recorded. 

T)u  Culliniatar  Adjuitmettt, 

The  pin  hole  ligokl  is  flnt  inserted,  focosied,  and  iu  center  made  to  coincide  with 
tiie  horiwatal  wire  of  ihe  leletcope  by  the  Krew  which  Tastens  Che  pillurC  to  the  tdpod. 
The  Teiticm]  ilit  and  Web*k;'t  lignol  are  Ibcnssed  and  made  ajiomeCricBl  to  thetele- 
Mope  croEa  hain  and  finally  the  crou  hurs  of  the  Schrauf  signal  are  tounght  ioto  ap- 
parent coinddeQCe  by  their  travelling  acrewi. 

Ikt  Other  Eyefitcis. 

Are  adjnited  by  meani  of  Schrauri  atgnal.     AH  eyepiecei  and  tignab  b»e  illdlng 
collan  with  a  prtqecting  tooth  which  Rca  into  a  notch  in  the  tube  of  the  teletccfM  or  ool- 
liualor.     The  cellar  ia  tightened  when  the  tube  is  in  tinal  adjuilment  and  thitreafter  b 
fixed.     {M.  Webaky,  Ztil.  f,  KrystaUograpkit,  IV.,  S4S. ) 
•Seepogeaj. 
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The  screw  fi  is  again  loosened  and  the  rotation  continued  until 
the  signal  is  received  from  a  second  face,  and  this  is  centered  by 
G  and  j9  and  recorded  as  before  and  the  difierence  between  the  two 
readings  is  the  normal  angle.  The  position  of  a  third  face  is  de- 
termined in  the  same  way  and  so  on  around  the  zone. 

At  least  three  measurements  of  any  angle  should  be  made  .iiid 
prefer^ly  with  difTerent  portions  of  the  circle.  For  the  second 
measurement  when  the  signal  from  the  second  face  is  centered  the 
clamp  /  is  loosened  and  the  crystal  alone  is  turned  until  the  signal 
from  the  first  face  is  centered,  then  /  is  tightened  and  ff  loosened  and 
the  crystal  and  circle  turned  together  as  before.  This  is  repeated 
before  a  third  measurement. 

It  is  important  to  assign  a  quality  mark  to  each  image  of  the 
signal.  For  instance,  a  distinct  image  may  be  2,  a  poor  image  i, 
a  band  or  shimmer  o,  and  the  proportionate  value  of  any  measure- 
ment may  then  be  taken  as  the  sum  of  the  quality  marks  of  the 
readings.  These  may  be  recorded  in  tabular  shape,  as  in  the  fol- 
lowing example : 

Crystal  i.     Zone  [m  m'"] 


. 

" 

I 

Firrt. 

Second. 

Third. 

m 

117 

«» 

S4 

%%\ 

33*  1  " 

mm-       8J3« 

.+.-, 

'^1 

11 

249  !  50 

«.'<,'       4845 

M-^ 

16 

«'«"      4844 

m"' 
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i 

"34 

51 

% 

3 

m"m"'  ia  sS 
»'"<.      48  44 

M 

■3  —  3 

a 

103 

1 

««           4845 

m 

iti 

S4 

33^ 

■ii 

The  angles  indicate  that  m,  m', 
fft",  m'"  are  faces  of  one  form  and 
that  a,  a'  are  faces  of  another  form 
truncating  the  first  as  in  Fig.  194. 
The  most  probable  angles  will  be 
determined  by  averaging.  For  in- 
stance, the  probable  angle  m-m'" 
may  be  the  average  of: 
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°    '  Times  to  be  eouDted.        H 

«  «       =  97  3ot 

m'  a'      =  97  SI; 


I 


iBo  —  mm'^gfj  aS\  3  "  6  171 

>&  — '""'«"'-97  3"t  3  "  6  1H7 

mm'"    =97  agl  3  "  6  177 

M'D."   =97391  3  "  6  »79 

34  101a 

«  —  <«'"  =  97°  "91' 

Ekroks  due  to  Imperfect  Centering. 

Let  £  denote  the  error. 

Let  a  denote  the  angle  between  the  crystal  edge  and  the  goni* 
ometer  axis. 

Let  r  denote  the  angle  obtained. 

-  [COS  45°- cos  (2r  + 45°)]. 

This  value  is  a  maximum  when  cos  (Zf  +  45°)is— i>  that  is, 
when  r^  (>7}i°  for  which  £=>  j^o*  (approximately)  and  a  mini- 
mum when  cos  (2  j-  -J-  45  °)  =  +  i  or ;-  =  I S  7  J^  for  which  E=  -^a^. 

This  error  is  guarded  against  by  the  coincidence  of  signals  from 
different  faces  of  the  zone. 

In  addition. 

Let  t  denote  angle  of  incidence  of  the  light. 

Let  d  and  tf  denote  the  distances  of  the  faces  from  the  axis. 

Let  r  denote  the  distance  to  the  light  source. 

Then  will  h-^^smi. 
r 

This  diminishes  as  r  increases  or  /  decreases  and  is  zero  if  r  is 
infinite  or  d=<P;  that  is,  the  second  error  is  eliminated  by  an  in- 
finite distance  collimator,  and  even  without  it  is  only  about  9"  if 
d—{P^}4  mm.  and  r=  lo  m. 
Sfeqal  Cases  in  Measurement. 

Narrmo  faces  tend  to  broaden  the  image  by  a  phenomenon 
analogous  to  diffraction.  The  diminishing  eyepiece  may  obviate 
this,  but  as  the  error  is  proportionate]  {  to  the  eccentricity  of  the 
face,  in  such  a  case  each  edge  must  be  separately  centered. 

*Tbe  error*  in  the  first  Tour  are  already  doubled,  hence  they  can  be  allotted  only 
half  the  rani  oT  their  qnalit;  morki. 

f  Story  Haakelyne'a  CryitatUgrapky,  p.  414. 
t  Ibid,  402. 

§  For  other  reasoni  i  ii  commonly  50°  to  60°. 
\tull.  Soc.  Mim.  dt  Frame,  I.,  35. 
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Ttanspareni  Crystals  give  colored  images  due  to  total  reflections 
within  the  crystal,  if  the  crystal  and  telescope  are  turned  steadily 
in  one  direction  these  images  at  a  point  move  backwards  (angle  of 
least  deviation) ;  when  such  an  image  coincides  with  the  true  one 
it  is  only  necessary  to  alter  the  angle  of  incidence. 

Finely  Striated  Faces  yield  a  bright  colorless  image  with  colored 
images  on  each  side.  The  bright  image  is  due  to  the  plane  tan- 
gent at  the  edges  of  the  strix  and  only  when  an  image  is  obtained 
after  the  plane  has  been  turned  into  some  other  zone  is  it  proved 
that  there  is  a  definite  crystal  face  underneath  the  striae. 

Bent  or  Cracked  Faces  yield  distorted  or  manifold  images.  An 
irisblende  eyepiece  will  limit  the  reflection  to  a  selected  best  por- 
tion, or  an  approximate  measurement  may  be  obtained  from  the 
outer  member  of  each  group,  or  by  measuring  in  several  zones 
to  the  opposite  face  the  properly  oriented  portion  may  be  found. 
The  best  way  is  to  use  another  crystal. 

Twin  Crystals  and  Composite  Crystals  in  approximately  parallel 
position  will  give  good  images  in  part  of  a  zone  and  in  the  rest  the 
images  will  be  a  little  out  of  center. 

Dull  Faces*  may  be  coated  with  thin  varnish  or  cover  glasses 
may  be  glued  to  them  or  the  extra  lens  may  be  used,  the  col- 
hmator  slit  narrowed  to  the  smallest  width  which  will  give  an  illu- 
mination and  the  position  of  brightest  illumination  of  both  faces 
recorded  several  times.  Traube's  attachment  to  the  collimator  of 
the  Fuess  goniomelerf  shown  in  Fig.  195  may  be  used.    It  is 


^B 


practically  a  little  extra  dark  room  ;  the  light  passing  through  the 
collimator  and  the  conical  tube  d  to  the  crystal.     The  cylinder  e 

*GTDtli  describes  an  el&bonte  applicatioD  gomomeler  "  das  Fuhlbebel  goniometer  " 
for  measuring  dull  crystals  Pkysikalhcht  Kryslal.,  III.  Ed.,  pp.  604-60S. 

\Ntus  Jahrk.  f.    MintraUgU,    1894,  Bd,  11. 
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shuts  out  much  of  the  extraneous  light  giving  a  darker  field  in 
which  the  luminous  signal  is  by  contrast  brighter.  Still  more 
light  can  be  shut  out  by  laying  a  card  over  the  top  of  e  or  better  by 
the  cap  g,  which  may  be  turned  to  diminish  the  window /to  a 
mere  slit 

Small  and  neariy  parallel  faces -v/\uc\\  yield  a  combined  image  may 
be  distinguished  by  changing  the  angle  of  incidence. 

Crystals  which  alter  in  tlie  air  may  be  protected  during  measure- 
ment by  replacing  the  crystal  plate  by  a  hollow  cylinder*  a. 
Fig   196,  supporting  a  hemisphere  s  and  plate  /,  the  whole  cov- 


ered by  a  little  glass  bottle  with  bottom  pressed  in  and  ground  to  fit 
air-tightintheoiled  hemisphere.  In  the  channeled  bottom  is  placed 
sulphuric  acid  or  chloride  of  lime  for  deliquescent  crystals,  and 
water,  etc.,  for  effloreccnt  crystals.  The  bottle  is  steadied  by  the 
spring  clamp  A,  and  the  light  enters  and  emerges  normal  to  the 
plane  windows  of  the  bottle. 

Imbedded  crystals  m&yhs  measured  to  withinone  degree  by  means 
ofimpressions  in  sealing  wax. 

Theodolite  or  Two-Circle  Goniometers. 

In  the  reflection  goniometers  described  all  faces  of  the  zone  which 

is  placed  perpendicular  to  the  graduated  circle  reflect  the  signal  and 

ojairi.  d.gtal.  UticAianttalt,  1SS4,  319. 


DiglizedbyGoOglc 


26  THE  QLARTERLY. 

if  the  circle  is  considacd  to  be  the  plane  of  projection  their  poles 
are  in  the  drcomiercnce  at  angles  apart  equal  to  those  mcas- 
uriD£  the  rotation. 

If  a  second  direction  of  rotation  at  rigtit  angles  to  the  other  be 
added,  any  face  in  any  zone  may  be  referred  to  this  first  zone  by  the 
two  motions  necessary  to  bring  it  into  the  Geld,  the  one  giving  the 
point  where  its  meridian  cuts  the  primitive  circle,  the  other  giving 
the  number  of  d^rees  on  this  meridian  firom  the  primitive  drcle. 
Czapski,  Goldsdimidt*  and  v.  Federow  have  described  such  instru- 
ments; that  of  the  latter,  shows  in  Fig.  197,  consists  of  a  telescope 


B,  which  is  also  the  collimator.  The  signals  arc  on  the  revolving 
disc  h,  and  the  light  entering  at  the  focal  plane  of  the  objective 
passes  through  a  small  total  reflecting  prism  and  cmei^es  as  parallel 
rays.  There  is  an  extra  lens  /to  bring  the  crystal  into  focus  or,  by 
means  of  the  spring  clamp  k  and  the  rack  and  pinion  H  and 
K,  one  of  the  weaker  objectives  of  a  microscope  may  be  focussed 
on  the  crystal.  The  eye-piece  has  an  adjustable  irisbleade. 
*ZiU.f.  Xr/it.XXl.,  310-332. 
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The  stand  consists  of  a  tripod  with  a  bored  conical  head  in  which 
rests  the  graduated  circle  C  turned  by  </and  read  by  the  fixed  ver- 
nier TV,  using  clamp  e  and  tangent  screw/.  The  stand  also  sup- 
ports V,  the  carrier  of  the  vertical  circle,  which  can  be  clamped  to 
the  stative  by  g;,  or  to  the  horizontal  circle  by  e. 

The  vertical  circle  is  a  complete  Wollaston  goniometer,  but 
rotates  with  the  horizontal  circle  when  /  is  clamped.  By  trans* 
ferring  the  centering  apparatus  to  the  horizontal  circle  the  instru- 
ment may  be  used  as  a  goniometer  with  vertical  axis. 


CHAPTER  VI. 

CRYSTAL   PROJECTION  OR   DRAWING. 

For  the  purposes  of  calculation  and  for  a  comprehensive 
view  of  the  relations  between  the  faces,  the  latter  are  more  con- 
veniently represented  either  by  points,  Fig.  198,  as  described  pp. 
284-288,  under  stereographic  projections,  or  by  hnes  as  in  the  so- 
called  Linear  projection.  For  description  and  illustration  some 
projection  which  actually  figures  the  shape  of  the  crystal  is  usually 
preferred. 

Linear  Projections. 

In  Quenstcdt's  linear  projection*  each  face  of  the  crystal  is  as- 
sumed to  be  moved  parallel  to  itself  until  it  cuts  the  vertical  axis 
at  a  unit's  distance  above  the  the  plane  of  the  basal  axes.  The 
line  in  which  the  bee  then  intersects  the  plane  of  the  basal  axes 
represents  the  plane. 

For  example,  the  crystal  of  topaz.  Fig.  201,  is  orthorhombic  in 
crystallizationwithii:^:^=.529:  l :  .477.  The  basal  axes  are  drawn 
at  right  angles,  and  the  proportionate  lengths  .5  29 :  i  laid  off  upon 
them.  As  the  crystal  is  symmetrical  to  the  axial  planes  it  is  only 
necessary  to  determine  the  projections  of  the  faces  of  one  octant, 
say  the  upper  right  hand.  The  indices  of  these,  therefore,  are 
written,  then  their  reciprocals,  which  are  the  axial  intercepts  (p. 
277),  and  finally,  these  divided  by  the  third  term,  that  is,  the  inter- 
cepts of  the  faces  when  they  cut  the  vertical  axis  at  unity — 

*  Beitragen  jwr  riduuHdtH  Krystallograpkic,  Tubingen,  1848. 
t In  GoIiUclimidI'*   Eathygnphic   Projection  the  facet   cut*  unit's  dUtaoce  bebw 
the  basd  aie*.     Uebrr  n-ejetHen  w.  graph.  Krytlal.,  p.  as. 
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The  points  on  a  and  b  corresponding  to  the  first  and  second 
term  of  each  unit  c  intercept,  arc  then  connected  by  a  straight  line 
which  is  the  linear  projection  of  the  face.    Fig.  200. 

The  projection  of  the  edge  between  any  two  faces  is  evidently 
the  line  from  the  center  of  the  projection  to  the  Intersection  of  the 
two  lines  representing  the  faces,  and  the  direction  of  that  edge  is 
the  line  from  the  intersection  to  the  unit  point  on  the  vertical  axis. 
Hence  all  faces  projected  in  lines  with  a  common  intersection  in- 
tersect in  parallel  edges  or  lie  in  one  zone.  Evidently  also  a  face 
lying  in  two  zones  will  be  projected  in  the  line  through  the  two 
common  intersections  or  zonal  points. 

The  zonal  equations  maybe  here  used  as  described,  pp.  280-283, 
and  calculations  may  be  made,  though  less  conveniently  than  with 
the  stereographic  projection. 

Projections  in  Parallel  Perspective. 
If  the  eye  be  conceived  to  be  at  an  infinite  distance  the  visual 
rays  become  parallel, and  all  parallel  lines  remain  sot  when  pro- 
jected, and  the  proporiionate  lengths  into  which  any  line  is  divided 
are  not  changed,  although  the  line  may  be  foreshortened. 

Orthographic  Parallel  Perspective. 

The  plane  of  projection  is  at  right  angles  to  the  visual  rays.  If 
the  plane  is  the  base  the  basal  axes  are  full  length,  but  if  it  is  at 
right  angles  to  the  vertical  axis  the  axis  a  in  monoclinic  crystals 
will  be  foreshortened  to  a  sin  ^  and  in  triclinic  crystals  a  will  be- 
come a  sin  p  and  d  will  become  b  sin  a. 

The  faces  of  the  zone  normal  to  the  plane  oE  projection  will  be 
projected  as  lines  bounding  the  figure  at  their  true  angles.  The 
edges  between  other  faces  will  be  parallel  both  to  the  tdge  projec- 
tions (see  above)  of  the  linear  projection  on  the  same  plane  or  to 

*  Prism)  ire  all  projected  u  Unci  through  the  center  parallil  to  the  frejteliiiHS  tf 
fyramidi  of  Che  sime  zone.     In  this  case  such  a  pyramid  as  III. 

t  Lines  parallel  in  projection  are  nol  necesnrily  so  in  the  crystal,  for  all  1in«t  in  a 
plane  through  two  rays  are  projected  in  the  ume  line. 
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PROJECTIONS  OF  A  TOPAZ  CRVSrAL. 

B.  Samocnphlc  ,^.  Onhosraplile  P.n 

0-  Une»j.  „,.  Clinosriphlc  Pin 

2<n.  Llsorupon  aiUl  cnH. 
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the  tangent  to  the  primitive  circle  st  the  intersection  wkh  the  zone 
circle  of  the  two  faces.  For  instance,  in  Fig.  199,  the  direction  of 
the  orthographic  projection  of  any  edge,  say  [041,  223],  is  both 
that  of  the  line  Oc,  Fig.  201,  and  of  the  tangent  at  O,  Fig.  198. 

Clinographic  Parallel  Perspective, 
The  plane  of  projection  is  oblique  to  the  visual  rays.  This  method 
gives  an  appearance' of  solidity  and  usually  is  made  upon  a  vertical 
plane,  the  point  of  sight  being  to  the  right  and  above  the  crystal. 
Tlu  Axial  Cross,  or  perspective  view  of  the  axes,  is  first  prepared. 
If  the  angle  to  the  right,  or  horizontal  angle,  is  denoted  by  i  and 
the  angle  of  elevation  by  e,  then  the  following  relations*  exist  be- 
tween these  angles  and  the  projected  lengths  and  angles  of  the 
isometric  axes  in  which  the  notation  is  as  in  Fig.  203. 

7;  £?C=cos. 


OA  =  v'  1  —  cos' S  cos' t ;  0B=  s^  i  —  sin'  8  c 
cotAOC^ — 3sinr;  coXBOC^  —  tan^sint;  cot^ 


=>!! 


^/i/-  .<(0'4'  +  '0B'- 00]  iOB'+OC'  -  OA') . 

COS  /iUi'  = . .  .  .-.-T' 1 

2  UA.OC 


COS  JiUL JOBUC ' 

The  following  table  gives  a  series  of  projections,  of  which  num- 
bers 3,  4,  s.  6  and  10  are  usually  preferred. 


1 

Angldof 

AnglM 
between  projected 

lengths  of  axes  for 

«=s: 

^OC     1    £OC 

930  58'  1  y,o  ,0' 

true  length 

=  1. 

length* 

11O35/I    0049' 

OA   1    OB 

OC 

OA 

OS 

OC 

, 

.100 

.980 

10 

I4O3J/I     1O17' 
iSOaJ-l    6OJ0' 

94O  55'  1  90O  3C/ 

.250 

.96K 

■999 

V 

3* 

T 

108O  19'  1  9»o  06* 

■  a39 

.994 

»> 

130 

A 

110O34'  1  9iOa3' 

■118 

16 

1 

.160  .7' ,930    y 

■353 

■95° 

.qJit. 

V 

104 

96O  33'  1  900  47' 

■333 

"7 

18 

I 

2jO  59/        9O  50' 

45°     1  35°  "6' 

1070  49' 195°  "' 
laoo     '     120O 

■493 

.817 

.887 
.R17 

■f,i 

s 

9 

10 

9 

aoo  43'    190  ay 

«3'°»S'  197°"' 

■47"    1 

I 

a 

a 

.30  38/  1  130  ,5/ 

i33°»4'!93°"' 

■%l 

1 

" 

loO  lo*      loO 

1340   6' 1  91°  47' 

.146  1  .985 

' 

4 

4 

"  SEoiy-Maskeiyne't  Cryslalhgrapky^  p.  480.     Jos.  Barrett,  Lehigh  Quarttrly, 
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In  drawing  the  cross,  OC  is  vertical  and  the  directions  of  OA 
and  OB  result  from  the  angles  AOC  3.nd  BOC.  The  proportionate 
lengths  may  be  laid  off  at  any  scale  desired. 

When  cot  d  and  cot  c  are  simple  numbers  as  in  Nos.  3  and  5  in 
which  cot  J  =  3  and  cot  e  =  9  and  6  respectively,  the  projection 
of  the  axial  cross  may  be  obtained  as  follows : 

A  horizontal  line  ss,  Fig.  203,  isbisected  by  a  perpendicular,  and 
perpendiculars  are  drawn  as  indicated  at  the  ends  and  at  points 
/  and  f  and  distances  laid  off  so  that 


Ol-Oe-sg^-^  and  .'.  _  0,  ?'  " 

*       cot  3  cot « 

(in  the  figure  cot  *  =  3,  cot  £  =  6). 

The  point  e  determines  the  line  eO 
and  AA'\  the  projection  of  the  front 
horizontal  axis  is  the  portion  of  this 
line  which  is  included  between  the 
perpendiculars  at  /  and  /*.  The  point 
g  determines  the  radius  Og,  which  is 
the  length  of  half  the  vertical  axis  CC 
For  the  projection  of  the  third  axis  ' 
draw  Af  parallel  to  s^,  draw/0,  and 
from  the  intersection  v  draw  vB  par- 
allel to  ss".  SB'  completes  the  de- 
sired projection  or  axial  cross. 

The  axial  cross  for  crystals  of  other  systems  is  derived  from  the 
isometric  cross  by  assuming  the  latter  to  be  the  projection  of  lines 
each  equal  in  length  to  that  axis  of  the  crystal  which  extends  con- 
ventionally from  left  to  right  [b). 

In  the  TETRAGONAL  and  orthorhombic  crosses  the  proportion- 
ate values  of  the  axes  c  and  a  are  laid  ofT  on  CC  and  AA'  re- 
spectively. In  Zircon,  for  instance,  the  vertical  axis  is  made  -^^^  of 
CO. 

In  the  MONOCUNic  crosses.  Fig.  204,  the  vertical  axis  is  a  propor- 
tionate length  on  C€,  but  AA  is  the  projection  of  a  line  at  right 
angles  to  CC  and  the  direcHon  of  the  clino  axis  is  first  found  by 
laying  oS  Or=OC  co&  (!  3.niOn-=OA  sin  .-Sand  completing  the  par- 
allelogram OAtr.  The  proportionate  value  of  a  is  then  laid  ofT 
upon  the  diagonal  Ot. 
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This  and  other  projections  are  quickly  obtained  by  using  a  metal 
quadrant*  Fig.  204  the  center  of  which  is  at  B.  The  edge  AB 
and  the  arc  AC  are  tapered  to  a  thin  edge  for  greater  exactness  in 
marking.  With  AB  ten  centimeters  long  the  results  will  be  cor- 
rect within  the  limits  of  a  drawing. 


A  scale  line  OS  is  drawn  at  will  from  the  center  O  and  axiat 
lengths  are  transferred  directly  from  AB  to  the  scale  line  approxi- 
mately to  the  third  decimal.  Sines  and  cosines  are  transferred  as. 
follows.  If  the  edge  BC  and  the  scale  line  are  made  coincident 
and  then,  by  use  of  a  triangle,  the  quadrant  is  slid  along  in  a  direc- 
tion at  right  angles  thereto  {BC  remaining  parallel  to  the  scale  line), 
until  the  scale  line  cuts  the  arc  at  the  given  degree  and  the  approxi- 
mate minute,  the  intercept  on  the  scale  line  will  be  the  sine.  Simi- 
larly with  the  edge  AB  coincident  with  the  scale  line  and  a  motion 
at  right  angles  thereto,  the  intercept  on  the  scale  line  will  be  the 
cosine. 

All  measurements  are  transferred  to  other  lines,  by  lines  parallel 
to  the  direction  between  the  ends  of  the  scale  line  and  the  unit 
line.  For  instance,  in  a  monoclintc  crystal  in  which  a:b:c^ 
1.092: 1  -.0.589  and  fS=-74°  10'.  Oh  is  sine  74"  10'  when  radius  is 
Oi' and  transferred  to  (7./4  is  C«;  Orfis  cosine74*' lo' when  radius 
is  0^  and  transferred  toOCis  Or;  by  completing  the  parallelo- 
gram /  and  Ot  result  For  the  axiat  lengths,  Oi  is  1.092  times  OS 
and  Oe  is  0.589  times  OS  and  transferred  are  respectively  Oa~- 
i.092xC'/and  Oc^o.^%<)y.OC. 


•  Described  A.  J.  Moks,  Am.  Jottrn.  Sdtnet,  I„  Jun 


1896. 
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In  the  triclituc  crosses.  Fig,  205,  the  Sctme  method  is  carried  fur. 
ther,  for  instaace :  The  constants  for  axinite  are  a:b:c^o^')2-_ 
I  :0.479,  a  (\  e:a.,?=.9I°  52',  b  /\  <r-.<3«82  S4'  ('OO)  A  (OIO)= 
13"°  39'- 

/  'cTtical  Axis.    Make  Oc^OCx  .1^79. 

Macro  Axis.  MakeO=.05sin  131° 
39',  and  Od=OAzosiii°  39';  com- 
plete the  parallelogriim  dOen.  Make 
Ot^On  SID  82"  54'  and  t?j:=t?Ccos  „_ 
82°  54' ;  complete  the  parallelogram 
rOxb.  Then  is  Ob  the  projection  of 
one-half  the  desired  axis. 

Bracky  Axis.  Make  01  =  OC  co^ 
9!"  52',  and  Op=OA  sin  91°  52'. 
Complete  the  parallelogram  ;  pOU 
make  (?a  =  0.49a  =  Ot ;  then  is  Oa 
the  projection  of  one-half  the  desired  axis.  These  results  aremore 
quickly  made  with  the  quadrant  previously  described. 

In  the  Hexagonal  crosses,  Fig.  206,  the  proportionate  value  of 
e  is  laid  ofTon  CC  and  the  basal  axes  are  derived  as  follows : 

Make  (7/s=0^=i.732  ;  draw /5 
and  pB' ;  bisect  Op  by  a  line  parallel 
to  BB' ;  then  are  OB,  Oa  and  Oa, 
the  projections  of  desired  semi-axes. 

Deteruination  of  ths  Direction 
OF  Edges. 

The  unit  form  always  results  from 
joining  the  extremities  of  the  axial 
cross  by  straight  lines  and  other  sim- 
ple forms  are  easily  drawn  by  meth- 
ods which  suggest  themselves, for  in- 
Fic  w)6,  stance,  the  unit  prism  bylines  through 

the  terminations  of  the  basal  axes 
parallel  to  the  vertical  axis.  It  is  always  possible,  also,  to  obtain 
two  points  of  any  edge  by  actually  constructing  the  two  planes 
and  finding  the  intersection  of  their  traces  in  two  axial  planes. 
The  method,  however,  is  cumbersome. 

In  all  systems  the  projected  intersection  may  be  most  easily 
found  by  the  following  method :    A  linear  projection  of  the  faces 
vol.  XIX.— 3. 
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is  made  (Fig.  202)  upon  the  basal  axes  of  the  axial  cross  precisely- 
as  described  for  the  ordinary  linear  projection.  One  point  of  the 
edge  between  any  two  planes  is  the  unit  point  on  the  vertical  axis ; 
another  is  the  intersection  of  the  linear  projections  of  the  two 
planes  and  the  line  connecting  these  is  the  edge.  For  instance, 
Oc,  Fig.  202,  is  the  direction  of  the  edge  [041,223]  and  is  so  drawn 
in  Fig.  201. 
Construction  of  the  figure. 

The  edges  thus  formed  must  be  united  in  ideal  symmetry, yet  so 
as  to  show,  as  far  as  possible,  the  relative  development  of  the  forms. 

A  second  axial  cross  is  drawn  parallel  to  that  used  in  determin- 
ing the  edge  directions  and  these  are  transferred  by  triangles,  care 
being  taken  that  all  corresponding  dimensions  are  in  their  proper 
proportions  and  in  accord  with  the  planes  of  symmetry.  Gen- 
erally it  will  be  best  to  pencil  in  and  verify  the  principal  forms 
and  later  work  in  the  minor  modifying  planes. 

The  back  (or  dotted)  half  of  many  crystals  can  be  obtained  by 
marking  the  angles  of  the  front  half  on  tracing  paper,  turning  the 
paper  in  its  own  plane  180°  and  pricking  through.  This  is  also  a 
test  of  accuracy,  for  the  outer  edge  angle  for  angle  should  coin- 
cide. 
Twin  Crvstals. 

These  have  two  set  of  axes,  the  second  so  related  to  the  first  that 
it  corresponds  to  a  revolution  of  180°  about  the  twin  axis  or  line 
normal  to  the  twining  plane. 

The  two  individuals  may  be  in  apposition,  that  is,  the  twin  plane 
coinciding  with  the  combination  face.  In  this  case  the  twin  axis 
which  passes  through  both  centers  normal  to  the  twin  plane  will 
be  bisected  by  the  latter. 

In  interpenetrating  twins  the  two  centers  may  coincide  or  be 
near  together.  The  onentation,  however,  will  be  as  in  the  former 
case. 

Given  the  axial  cross  of  one  crystal  to  find  that  of  a  second  crystal 
in  apposition  thereto.* 

Let  OA  OB  OC,  Fig.  207,  be  the  axial  cross  of  the  first  crystal 
and  HKL  the  twinning  plane.  To  find  first  the  point  Z  at  which 
the  normal  from  0  cuts  HKL,  draw  IfL  and  HL'  parallel  AC 
and  draw  KL"  and  ICL  parallel  BC.    Complete  the  parallelograms 

*  Grolh,  Physikalisaehe  KrystalUgraphie,  p  599,  III  Ed. 
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Fig.  307. 

OITML'  and  OJCNL"  and  draw  their  diagonals  OM  and  ON  and 
from  the  intersections  of  these  with  HL  and  Z.A"draw  RK  and  Sfl 
respectively ;  their  intersection  is  the  desired  point  Z. 

Because  the  crystals  are  in  apposition  prolong  OZ  till  ZO*  =  OZ, 
then  is  0  the  center  of  axes*  for  the  second  crystal  and  as  the  face 
HKL  is  common  (yH,  O'K  and  t/Z.  are  in  direction  and  length 
the  coordinates  of  this  face  on  the  new  axes. 

The  unit  lengths  will  be  found  by  drawing  AA',  BB'  and  CC 
parallel  to  OZ. 

All  constructions  on  the  axes  of  the  second  crystal  follow  the 
rules  previously  given. 


NOTES  ON  THE  PRESENT  WESTERN  PRACTICE  OF 
METALLURGY— ECONOMICALLY  CONSIDERED. 

.  Part  II. 
By  W.  B.  DEVEREUX. 

Copper  metallurgy  in  the  West  may  have  for  its  object : 

I.  The  extraction  of  copper  from  ores  which  do  not  contain  any 
appreciable  amounts  of  precious  metals. 

II.  The  treatment  of  ores  which  contain,  in  addition  to  the  cop- 
per, an  appreciable  amount  of  precious  metals. 
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III.  The  treatment  of  aa  ore  mixture  consisting  of  copper  ores- 
and  so-called  dry  ores,  the  latter  term  being  used  to  denote  ores- 
which  contain  precious  metals, but  no  appreciable  amount  of  either 
copper  or  lead,  as  the  case  may  be. 

Under  the  conditions  existing  in  a  smelting  furnace  copper  has 
a  great  affinity  for  both  gold  and  silver,  and  a  very  small  percent- 
age of  copper  will  suffice,  in  a  good  smelting  mixture,  to  extract 
a  large  percentage  of  the  precious  metals  contained.  Under  some 
conditions,  as  low  as  2^  per  cent,  of  copper  in  the  total  charge  is^ 
found  to  produce  good  commercial  results.  With  very  few  excep- 
tions smelting  processes  arc  used  to  extract  the  copper  from  ores 
or  ore -mixtures. 

I  shall  not  attempt  in  these  lectures  to  do  more  than  outline  the 
processes  which  are  most  in  vogue  at  present,  and  indicate  the 
general  tendencies  which  show  the  direction  in  which  progress  is- 
being  made. 

So  far  as  operations  in  the  West  are  concerned,  the  smelting  of 
the  ore-mixtures  is  the  principal  process,  and  this  determines  the 
preliminary  preparation  of  the  ore  and  the  subsequent  treatment 
of  the  products. 

Ore  smelting  is  carried  on  both  in  shaft  and  in  reverberatory 
furnaces.  The  following  conditions  determine,  to  a  lai^e  extent 
which  type  of  furnace  must  be  used : 

For  the  use  of  the  shaft  furnace  there  must  be  a  sufficient  per- 
centage of  coarse  ore  in  the  mixture  to  permit  the  passage  of  the 
blast.  Fine  ore  cannot  be  used  exclusively  with  satisfactory  re- 
sults. Coke  and  charcoal  must  also  he  available  at  a  reasonable 
price.  The  use  of  the  reverberatory  furnace  is  indicated  where 
the  ore  is  largely  concentrates  or  is  in  a  pulverized  condition; 
provided  coal  and  fire  brick  and  quartzose  materials  for  lining 
the  furnace  are  available  at  reasonable  prices.  Some  localities- 
furnish  conditions  permitting  the  use  of  both  shaft  and  reverbera- 
tory furnaces  in  the  same  works,  the  former  being  used  for  the 
coarse  ores  and  for  slags,  and  the  latter  for  finely  pulverized  ores. 
Charcoal  or  wood  are  not  as  satisfactory  fuel  as  coke  or  coal. 
Shaft  furnaces  are  generally  expected  to  make  cleaner  slags  than 
reverberatory  furnaces.  The  selection  of  either  type  of  furnace 
can  only  be  determined  by  careful  considerations  of  the  conditions 
existing  at  any  given  locality. 

The  metallurgical  practice  of  the  Copper  Queen  Mining  Com- 
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pany  of  Arizona,  Tumishes  a  good  example  of  the  treatment 
-of  ores  included  under  division  I  viz.,  copper  ores  proper.  This 
-company  produces  about  two  million  pounds  of  copper  per  month, 
and  has  developed,  under  unfavorable  conditions,  an  admirable 
metallurgical  plant.  The  early  operations  at  this  mine  furnished 
only  oxidized  copper  ores,  which  were  smelted  in  small  water- 
jacket  shaft  furnaces,  the  product  being  black  copper.  As  devel- 
-opments  progressed,  large  bodies  of  sulphide  ore  were  discovered, 
and  at  the  present  time  the  available  ores  comprise  both  sulphides 
and  oxidized  ores  in  large  quantities.  The  smelting  for  black 
-copper  was  discontinued  and  the  practice  now  is  to  make  a  uniform 
mixture  of  both  classes  of  ores,  the  copper  and  sulphuc  con- 
tents being  maintained  at  a  uniform  percentage,  and  the  ore  mix- 
ture, at  the  same  time,  being  self-fluxing.  The  amount  of  sul- 
phide ores  is  proportioned  so  as  to  obtain,  as  nearly  as  possible, 
a  matte  containing  fifty  per  cent,  of  copper,  this  being  the  most 
satisfactory  percentage  for  the  subsequent  Bessemerizing  process. 
At  times  a  small  percentage  of  the  sulphide  ores  Is  roasted  in  a 
Douglas  calciner.  The  smelting  of  the  ore  mixture  is  carried  on 
in  water-jacket  shaft  furnaces  of  a  type  peculiar  to  these  works. 

Through  the  kindness  of  Mr.  James  Douglass,  Jr.,  president  of 
the  Copper  Queen  Mining  Company,  I  am  able  to  show  you  the 
working  drawings  of  the  latest  furnace  constructed  for  the  com- 
pany. It  is  a  rectangular  water-jacket  with  rounded  comers,  con- 
structed without  sections.  The  dimensions  at  the  tuyeres  are  42  by 
120  inches;  the  height  from  the  tuyeres  to  the  charging  door  six 
feet,  and  there  are  eighteen  tuyeres  4^  inches  in  diameter.  The 
water-jacket  does  not  extend  to  the  bottom  of  the  crucible,  the 
latter  being  constructed  of  brick  retained  in  place  by  the  outside 
sheet  of  the  water-jacket  extended  downwards.  The  tuyeres  are 
rigidly  connected  with  a  wind-box  which  extends  around  the  fur- 
nace above  the  tuyere  openmgs. 

Two  things  are  especially  noticeable :  The  large  number  and 
size  of  the  tuyere  openings,  and  the  fact  that  the  depth  of  the 
<barge  is  only  six  feet.  The  blast  pressure  varies  from  twenty- 
six  to  thirty  ounces.  These  furnaces  smelt,  on  an  average,  about 
one  hundred  and  ninety  tons  per  day  of  ore  with  a  consumption 
of  about  1 3  >^  per  cent,  of  Colorado  coke  containing  not  less  than 
17  per  cent,  of  ash.  A  great  deal  of  the  ore  comes  out  of  the 
(nine   in  a  comparatively  granular    condition,  and,  as  a   conse- 
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quence,  considerable  flue  dust  is  collected.  The  top  of  the  fur- 
nace is  naturally  quite  hot;  points  of  burning  gas  generally 
showing  to  some  extent  The  damp  ore  from  the  mine  is  charged 
so  rapidly  however,  that  the  top  never  seems  to  become  ex- 
cessively hot  With  the  low  charge  a  certain  amount  of  sulphur 
is  undoubtedly  burned  ofl",  but  how  much  has  not  yet  been  deter- 
mined. Until  very  recently  the  matte  in  these  large  furnaces  was 
allowed  to  accumulate  in  the  crucible  and  from  thence  was  tapped 
into  the  converter  direct.  Later,  a  large  outside  well  or  fore- 
hearth  of  wrought  iron  lined  with  converter  lining  was  used  to  sepa- 
rate the  matte  and  slag,  and  from  this  the  charges  for  the  converter 
were  tapped.  Owing  to  the  difficulties  occasioned  by  the  matte 
breaking  out  from  this  well,  and  the  difficulty  in  stopping  the  flow 
of  the  matte  at  the  end  of  the  charging  operation,  a  new  well  was 
devised  which  is  turned  on  trunnions  by  hydraulic  power.  This 
tilting  well,  so-called,  gives  perfect  satisfaction  and  avoids  all  the 
difficulties  enumerated  above.  The  smelting  process  then  is  as 
follows : 

The  ore  mixture  is  charged  into  the  furnace  and  the  melted 
products  flow  into  the  outside  well,  having  at  each  end  stag 
spouts  from  which  the  slag  overflows ;  the  matte  accumulates  in  the 
well  until  a  charge  is  desiredfor  the  corresponding  converter.  The 
well  is  then  tilted  and  the  matte  poured  out  into  a  clay-lined 
trough  which  carries  it  into  the  converter.  The  converters  are 
of  the  ordinary  trough  type,  and  are  conveyed  back  and  forth  for  re- 
lining  by  means  of  a  small  car  carrying  a  hydraulic  piston  which 
lifts  the   converter  from  its  supports. 

Formerly,  the  matter  was  cast  in  slabs  which  were  broken  up 
and  remelted  for  the  converter.  The  lowest  coke  consumption 
for  remelting  the  matte  was  eight  per  cent. 

From  this  brief  description  you  will  readily  notice  that  develop- 
ment here  has  been  in  the  same  direction  as  already  pointed  out 
in  respect  to  lead  smelting ;  namely,  blast  furnaces  designed  to 
give  the  largest  output  possible,  and  the  elimination  of  inter- 
mediate steps  in  order  to  combine  the  smelting  of  the  ore  and  the 
Bessemerizing  of  the  matte  practically  in  one  process  without  re- 
melting  or  rehandling  the  matte.  The  converter  linings  are  made 
from  crushed  quartzite  and  clay  obtained  in  the  mines.  It  may 
be  noted  here  that  the  most  needed  improvement  in  the  Bessemer- 
izing of  copper  matte  is  some  method  by  which  quartz  can  be  fur- 
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nished  externally  for  fluxing  the  iron  set  free  in  the  process  of 
conversion.  None  of  the  many  plans  tried  have  been  success- 
ful, and  it  is  still  necessary  to  furnish  the  silicia  from  the  lin- 
ing of  the  converter  itself.  One  improvement  has  been  made 
which  permits  the  wear  of  the  lining  to  a  greater  extent  than  here- 
tofore. This  consists  in  putting  in  a  Uyer  of  basic  bricks  next  to 
the  converter  shell,  the  ganister  lining  being  formed  inside  of  this 
layer.  The  shell  is  consequently  always  protected  from  the  action 
of  the  charge.  Where  available,  quartzose  ores  containing  valu- 
able metals  may  be  used  for  the  lining  of  converters,  in  this  way 
their  contents  are  gradually  collected  by  the  metal  in  the  charge 
during  the  process  of  conversion. 

Another  improvement  contemplated  is  the  casting  of  copper 
from  the  converter  into  anodes  for  subsequent  electrolytic  refining. 

The  location  of  the  works  is  in  a  narrow  gulch  adjoining  the 
principal  mine  shafts,  and,  as  a  consequence,  it  has  required  great 
judgment  to  construct  a  plant  which  is  satisfactory  from  a  me- 
chanical standpoint. 

Each  furnace  is  provided  with  a  converter,  and  the  operation  of 
both  in  such  a  way  that  the  product  of  one  shall  equal  and  not  ex- 
ceed the  capacity  of  the  other,  furnishes  an  admirable  illustration 
of  good  metallurgical  practice. 

The  ftue  dust  is  made  into  bricks  with  slacked  lime.  These 
are  chained,  after  drying,  into  the  furnaces. 

Some  copper  works  in  the  West  treat  ores  in  which  sulphides 
are  in  excess.  Roasting  them  becomes  necessary.  Mechanical 
roasting  has  largely  supplanted  other  processes.  The  only  objec- 
tion to  mechanical  roasting  is  the  fineness  of  the  product.  Hence, 
where  shaft  furnace  smelting  is  desirable,  roasting  in  stalls  is  some- 
times practiced,  since  this  permits  a  larger  proportion  of  coarse 
ore.  Mechanical  roasting  as  a  preparation  for  copper  smelting 
does  not  present  the  same  disadvantages  as  in  lead  smelting,  since 
an  amount  of  sulphur  is  required  in  the  roasted  product  propor- 
tionate to  the  copper  contents,  in  order  to  furnish  sulphur  for  the 
resulting  matte.  Practice  has  shown  that  a  fifty  per  cent,  matte  is 
the  most  desirable  one  for  subsequent  Bessemer  conversion ;  more- 
over, the  production  of  matte  without  black  copper  makes  cleaner 
slags  and  avoids  the  accumulation  of  chilled  copper  in  the  furnace 
crucibles  and  in  the  outside  wells. 

Division   II.   includes  smelting   processes  which  are   best  ex- 
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emplified  by  the  Montana  practice.  The  ores  tretaed  arc  either 
quartzose  ores,  rich  enojgh  for  direct  smelting,  or  concentrates 
from  low  grade  ores,  or  a  mixture  of  both.  The  amount  of  silver 
and  gold  in  these  ores  is  generally  an  important  consideration. 
Owing  to  the  large  amount  of  concentrates  reverberatory  furnaces 
are  used  to  a  large  extent.  The  ores  arc  roasted  in  mechanical  roast- 
ers and  fused  in  revcrberatories,  the  resulting  matte  containing  from 
forty  to  fifty  per  cent,  of  copper.  The  reverberatory  furnaces  have  a 
capacity  of  from  fifty  to  sixty  tons  per  day;  in  some  cases  more, 
and  are  charged  by  cars  through  hoppers  in  the  top ;  the  slag  is 
either  skimmed  into  sand  beds,  or  into  running  water  where  pos- 
sible. In  some  cases  the  ashes  also  are  carried  off  by  running 
water.  The  matte  is  Bessemerized  and  subsequently  refined  by 
electricity.  Converter  slags  are  treated  in  shaft  furnaces,  or  in 
some  cases  carried  mechanically  to  reverberatory  furnaces,  and 
poured  into  the  furnace  when  the  charge  is  ready  to  tap.  Only  a 
few  minutes  is  required  to  clean  the  slags  before  tapping  out  the 
whole  charge.  The  latest  reverberatory  furnaces  are  also  provided 
with  hoppers  at  the  top  which  are  kept  filled  with  coal  either  by 
conveyers  or  by  cars  running  on  an  overhead  track.  Coarse  ores 
are  smelted  in  shaft  furnaces,  with  converter  slags,  sometimes 
with  an  addition  of  fine  ores,  also.  The  copper  blast  furnaces  in 
Montana  correspond  very  closely  with  the  lines  of  lead  furnaces ; 
a  much  greater  depth  of  chaise  being  used  than  is  the  case  in  the 
Copper  Queen  furnace  already  described.  Outside  wells-  are  al- 
most universally  used  for  separating  the  matte  and  slag^  Where  the 
content  of  the  precious  m:tals  is  lai^e  the  loss  in  converters  is  ex- 
cessive, and  hence  the  f  rit  matte  is  roasted  and  made  into  blister 
copper  in  reverberatory  furnaces,  the  product  being  refined  by 
electricity.  Some  works  now  in  operation  in  the  West  use  not 
more  than  three  per  cent,  of  copper  in  shaft  furnace  smelting  and 
obtain  a  high  percentage  of  the  gold  and  silver  in  the  ore.  It  will 
be  noted  that  this  is  a  much  smaller  percentage  than  is  necessary 
when  lead  is  the  collector  for  the  gold  and  silver.  Mechanical 
handling  in  lai^e  works  is  introduced  wherever  possible,  the  en- 
deavor beirg  to  make  the  regular  operations  automatic.  Me- 
chanical charging  of  shaft  furnaces  hns  not  yet  been  introduced, 
but  in  view  of  the  large  capacity  of  the  latest  furnaces  its  desira- 
bility is  indicated.  In  smaller  furnaces  the  attention  to  the  feeding 
is  more  necessary  than  in  large  furnaces,  and  I  look  in  the  near 
future  for  the  introduction  of  mechanical  charging. 
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Divi^on  ni.  comprises  the  practice  in  such  works  as  the 
Boston  and  Colorado  Smelting  Company,  which  treat  custom  ores 
exclusively.  In  these  works  the  ores  are  roasted  mechanically 
and  smelted  in  reverberatory  furnaces.  Owing  to  the  difficulty  of 
obtaining  copper  the  amount  used  is  limited  to  zyi  or  3  per  cent. 
As  a  consequence  the  resulting  matte,  which  contains  about  50 
per  cent,  of  copper,  is  very  rich  in  gold  and  silver.  This  matte  is 
treated  by  the  ZierVogel  process  for  silver  and  subsequently  for 
gold  by  Pearce's  process,  the  details  of  which  have  never  been 
made  public.  One  of  the  most  interesting  features  of  the  Boston 
and  Colorado  works  is  the  latest  type  of  reverberatory  furnace 
constructed  by  Mr.  Pearce.  I  have  here  a  diagram  showing  the 
development  of  this  type  of  furnace  at  these  works.  It  begins 
with  the  original  Swansea  type,  which  had  a  capacity  of  about 
nine  tons,  and  progressively  increases  in  size  to  the  present  fur- 
nace with  a  capacity  of  seventy  tons  per  day,  which  is  especially 
large  considering  that  the  ore  mixture  contains  95  per  cent,  of 
slag  forming  material.  This  latest  furnace  is  a  noteworthy  exhi- 
bition of  what  can  be  done  by  proceeding  along  well-known  lines 
a  step  at  a  time,  and  utilizing  the  experience  gained  at  each  ad. 
vance  before  taking  the  next  step.  It  has  four  openings  on  each 
side  for  manipulating  the  interior,  and  four  charge  openings  in  the 
roof.  The  firebox  has  a  step  grate  and  the  coal  is  charged  from 
above  by  means  of  a  hopper.  The  firing  arrangement  is  in  the 
mature  of  a  gas  producer,  the  hot  gases  being  immediately 
burned  by  means  of  hot  air  introduced  through  holes  in  the  arch 
over  the  bridge.  The  enormous  arched  roof  of  the  furnace  is 
only  nine  inches  in  thickness,  and  is  constructed  of  fire  brick  set 
-on  end.  Chaises  weigh  about  twelve  tons  each  and  require  about 
three  and  one-half  to  four  hours  for  perfect  fusion.  The  capacity 
of  this  furnace  has  averaged  as  high  as  seventy-two  tons  of  ore 
per  day,  with  a  consumption  of  one  ton  of  coal  to  four  tons  of 
ore.  The  matte  is  allowed  to  accumulate  in  the  bottom  of  the 
furnace  for  one  or  even  two  weeks,  thus  giving  a  product  of  from 
twenty-five  to  fifty  tons  of  matte  at  a  single  tapping.  The  bottom 
of  the  furnace  is  consequently  protected  nearly  all  the  time  by  a 
layer  of  melted  matte.  This  prevents  the  charges  from  sticking 
to  the  bottom  and  assists  in  making  a  rapid  fusion.  After  the 
matte  ha.s  been  tapped  out  the  6rst  charges  are  made  richer  in 
-copper,  if  possible,  in  order  to  quickly  cover  the  bottom  of  the 
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furnace  with  a  layer  of  mitte.  Longitudinal  air  passages  are  con. 
structed  in  the  foundation  under  the  hearth,  and  the  air  for  com- 
bustion, after  traversing  these  passages,  passes  up  a  flue  at  the 
side  of  the  furnace  and  is  admitted  through  holes  at  the  top  of  the 
arch  over  the  fire  bridge.  A  separate  stack  is  also  provided  for 
use  when  the  furnace  is  being  charged.  The  charging  of  dry  ore 
produces  a  large  quantity  of  dust,  and  formerly  a  considerable 
amount  of  this  was  carried  out  through  the  regular  stack  into  the 
air,  owing  to  the  intense  draft  existing.  In  the  present  furnace, 
communication  is  cut  off  from  the  main  stack  by  means  of  a  sheet- 
iron  damper,  and  a  slight  draft  is  created  by  means  of  a  slack  at 
the  side,  which  is  only  used  during  the  chaining.  This  stack  is 
connected  with  a  short  dust  chamber,  in  which  fine  ore  of  consid- 
erable value  is  deposited.  When  a  chaise  has  been  thoroughly 
melted  the  two  doors  farthest  from  the  fire  box  on  each  side  are 
opened, and  the  slag  is  skimmed  from  both  sides  at  the  same  time. 
Four  men  work  at  this  and  the  operation  is  concluded  in  about 
ten  minutes.  A  section  of  the  slag  trough  is  made  out  of  a  tri- 
angular cast-iron  box  through  which  the  slag  flows  and  in  which 
any  globules  of  matte  settle.  This  box  has  two  tap  holes  at  the 
side,  from  the  upper  one  of  which  the  slag  is  tapped  after  it  has 
settled,  the  matte  being  obtained  from  the  lower  one.  The  whole 
operation  of  drawing  the  slag  and  recharging  does  not  occupy 
more  than  twenty  minutes.  The  construction  and  operation  of 
these  furnaces  requires  trained  men  and  a  high  degree  of  technical 
skill.  Mr.  Pearce  tells  me  that  he  thinks  he  has  reached  the  limit 
of  size  in  thiu  furnace,  and  that  beyond  the  present  dimension 
there  will  be  very  little  saving  in  fuel  or  in  the  cost  of  manipula- 
tion. The  largest  furnace  which  he  has  constructed  has  now  been 
in  operation  a  year  and  stands  the  wear  and  tear  of  use  remark- 
ably well.  It  is  generally  admitted  that  mattes  such  as  are  formetf 
in  these  works  are  not  suitable  for  Bessemerizing,  as  the  unavoid- 
able loss  in  gold  and  silver  would  be  large. 

The  treatment  of  sulphide  ores  by  the  pyritic  process  has  re* 
cently  attracted  much  attention.  In  this  process  sulphur  is  sup- 
posed to  furnish  the  fuel  necessary  for  fusing  the  mixture,  a  part 
being  oxidized,  and  the  remainder  combining  with  the  copper  to 
form  matte.  Theoretically  this  is  perfectly  possible,  but  in  prac- 
tice many  obstacles  have  arisen,  and  the  process  has  not,  as  yet, 
been  proven  a  commercial  success,  although  there  are  strong  indi- 
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cations  that  it  will  soon  be  perfected.  The  method  has  been  aban- 
doned in  some  places  where  it  has  been  tried  and  pronounced  sue* 
cessful.  Several  works,  however,  are  operating  on  a  commercial 
scale  and  are  reported  to  obtain  good  results  with  three  or  four 
per  cent,  of  coke  in  the  charge  and  four  or  five  per  cent,  of  fuel 
used  to  heat  the  blast.  Up  to  the  present  time  I  am  informed  that 
a  hot  blast  is  necessary,  and  that,  with  perhaps  one  exception,  a 
small  amount  of  coke  is  also  necessary.  A  high  concentration 
producing  at  the  first  operation  a  matte  suitable  for  Bessemerizing 
is  also  impracticable.  Of  course,  only  ores  carrying  a  large 
amount  of  sulphur  will  ever  be  suitable  for  this  process,  but  the 
advantages  of  avoiding  roasting  and  using  but  little  high  priced 
fuel  are  so  great  that  the  ultimate  perfection  of  the  process  may 
be  assured. 

I  have  now  outlined  to  you  the  methods  by  which  the  greater 
part  of  the  copper  in  the  West  is  produced.  As  in  lead  smelting, 
the  treatment  of  large  quantities  of  ore  affords  the  best  opportuni- 
ties for  economical  work  and  the  best  commercial  results.  These 
large  works  ofTer  the  best  opportunities  for  learning  metallurgy, 
and  employment  in  them  will  furnish  you  with  the  best  means 
of  supplementing  your  theoretical  knowledge  with  practical  expc- 


CONTRIBUTIONS    FROM    THE    ANALYTICAL    LABO- 
RATORIES OF  COLUMBIA  UNIVERSITY. 

CORRECTED  ASSAYS. 

By  EDMUND  H.  MILLER. 

During  the  last  four  or  five  years  great  progress  has  been  made 
in  assaying  both  in  this  country  and  in  England,  but  on  entirely 
di/Terent  lines. 

In  England  the  advance  has  been  mainly  in  the  greater  accuracy 
of  their  gold  bullion  assays.  This  has  been  obtained  by  more 
sharply  defining  the  conditions  under  which  each  operation  is  per- 
formed and  particularly  by  the  use  of  the  pyrometer,  so  that  the 
cupcllation  is  conducted  at  an  almost  uniform  temperature. 

In  the  United  States  the  great  development,  aside  from  minor 
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improvements  in  apparatus  and  charges,  is  taking  place  as  a  con- 
sequence of  the  introduction  of  corrected  assays  in  connection 
with  the  Russel  process.  It  was  found  that  in  many  cases  the 
actual  yield  by  this  process  exceeded  the  amount  presumably  pres- 
ent from  the  results  of  ordinary  assays ;  so  the  slags  and  cupels 
were  ground,  assayed  and  the  silver  obtained  added  to  the  result 
of  the  ordinary  assay.  When  this  was  done  the  mill  returns  fell 
to  their  normal  position  below  the  assayers'  figures. 

The  introduction  of  corrected  assays  has  not  only  given  more 
accurate  results  for  silver  in  rich  material,  such  as  the  precipitated 
sulphides  from  the  Rusael  process,  lead  bullion,  slimes,  sweeps, 
mattes,  etc.,  but  It  has  drawn  the  attention  of  the  assayer  to  the 
location  of  the  losses  in  the  assay  of  ores  by  assaying  the  slags 
and  cupels  separately  and  so  determining  the  loss  in  each  opera- 
tion. Thus  it  has  been  shown  that  as  the  value  of  the  ore  in  silver 
diminishes  the  percentage  of  loss  increases,  and  also  that  the  loss 
in  assaying  does  not  increase  in  all  cases,  as  one  might  suppose, 
with  the  impurity  of  the  ore, 

The  question,  what  is  the  best  charge  for  a  particular  ore,  is  best 
answered  by  means  of  a  corrected  assay  :  for  it  is  the  charge  giv- 
ing the  result  nearest  that  of  the  corrected  assay. 

The  following  results,  obtained  by  E.  H.  Hodgson  and  A.  G. 
Stillwell,  students  in  the  School  of  Chemistry,  afford  a  good  ex- 
ample of  this  use  of  corrected  assays. 

A  charge  of  one  assay  ton  of  litharge  and  a  large  excess  of 
potassium  cyanide  as  a  reducing  and  a  sulphurizing  agent  has 
come  into  use  lately  for  sulphuret  ores.  This  method  is  rapid, 
gives  clean,  malleable  buttons,  but  its  accuracy  for  silver  seemed 
doubtful ;  so  comparative  corrected  assays  were  made  on  two 
typical  ores  rich  in  silver;  one  a  galena,  the  other  a  rich  siliceous 
ore  containing  a  little  galena  and  malachite. 


Charges 


Galena. 
Nitre  Method. 
Ore  I  A.  T. 

Litharge  i     " 

Soda  I      " 


Nitre 
Borax  g 


Cyanide  Method. 
Ore  I  A.  T. 

Litharge      yi     " 
Cyanide        2     '* 


10  grams. 
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Th«*e  bulloiit  wne  hard  and  brittle.     Tb«7        In  the  prteeding  cbarge  lets  than  ■ 
were  scodiied  with  ao  grams  of  tcM  lead  and    A.  T.  of  Jitharge  wa*  used  on  account 
%  mm  of  botai  glats.     Alter  scorilicalion    of  the  lead  prcKnt  in  the  ore. 
the  b-ttOD*  weighed 
No.  1     >xi3  grams.        No.  >    31.98  grams. 

The  slags  from  the  scorllication  of  the  but- 
torn  were  combined  and  aasajed,  ^ving  3. 1 5 
mgs.  of  silver. 

Calculated  Weight  of  Slags. 

2%  A.  T.  2yi  A.  T. 

Weights  of  Lead  Buttons, 

No.  1         32.33  grams  No.  i         20.98  grams 

No,  2         32.11      "  No.  2         21.15      " 

After  cupelling,  parting  and  deducting  the  silver  in  the  litharge 

the  weights  of  silver  were : 

No.  1         560.93  ings.  No.  I        525.69  mgs. 

No.  2.        56673    "  No.  2        525-45     " 

The  crucible  slags  were  in  each  case  remelted  with  25^  A.  T-  of 

litharge  and  i%  grams  of  argol,  the  lead  buttons  cupelled,  with 

feathers  as  usual,  and  the  silver  in  the  litharge  deducted.     The 

amounts  recovered  from  the  slags  were  as  follows: 

No.  I         3.16  mgs.  No.  I         36.96  mgs. 

No.  2        2.66    "  No.  2        35.96    " 

The  cupels  were  ground  and  melted  with  litharge  2  A.  T.,  soda 
(NaHCO,)  I  A.  T.,  borax  glass  i  A.  T.,  argol  2  grams.  The 
silver  recovered  weighed  as  follows : 

No.  I         7.81  mgs.  No.  I         6.26  mgs. 

No.  2        8.06    "  No.  2        6.56    " 

Summary  of  Results. 

Nitre  Method.  Cyanide  Method. 

No.  I.       No.  2.  No.  I.       No.  2. 

560.93      566.73  525.69      52545 

4-23          3-73  36-96        35-96 

7.81          8.06  6.26          6.56 


Silver  by  uncorrected  assay 
Silver  from  slags 
"       "     cupels 
Total  Silver 


572.97       578-52       568-91       567-97 

Two  conclusions  may  be  drawn  from  these  results:  1st.  That 
the  use  of  potassium  cyanide  causes  an  extraordinary  loss  of  sil- 
ver in  the  slag.  2d.  That  this  loss  can  not  be  completely  recovered 
by  reassaying. 
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SiucEous  ORE  CARRYING  GOLD.  The  chargcs  used  were  similar 
to  those  already  given. 

Nitre  Method.  Cyanide  Method. 

From  Ordinary  Assays. 

No.  I.     174.88  mgs.  No.  I.     172.76  mgs. 

No.  2.     173.80  mgs.  No.  3.     171.66  rags. 

From  Slags. 
No.  I.    040  mgs.  No.  I.     1.22  mgs. 

No.  2.    0.64    "  No.  2.     2.18    " 

From  Cupels. 
No.  1.     3,33  mgs.  No.  I.    4.07  mgs. 

No.  2.    2.90    "  No.  2.    4.07    " 

Average  Ordinary  Assays. 
174.34  oz.  172.21  oz. 

Average  Corrected  Assay. 
^77 -97  17798 

The  gold  was  practically  the  same  by  either  method,  i-ij- 
1.17  oz. 

The  results  on  this  ore  are  not  so  striking  as  the  preceding,  but 
point  to  a  loss  of  silver  in  the  slag  due  to  the  potassium  cyanide. 
To  test  this  more  fully  two  assays  were  run,  A  with  2  A,  T.  of  po- 
tassium cyanide,  B  with  4  A.  T.     The  results  were  as  follows*. 

B. 
16248 

8.68 
171. 16 

Showing  that  the  loss  of  silver  increases  with  the  quantity  of 
cyanide. 

The  relative  merits  of  scorification  and  crucible  methods  may 
readily  be  tested  by  comparative  corrected  assays.  In  this  way 
we  have  confirmed  the  well-known  fact  that  the  crucible  assay  is 
preferable  for  carbonate  ores  by  locating  an  extraordinary  loss 
of  silver  in  the  scorification  slag.* 

These  results  are  sufficient  to  show  the  use  of  corrected  assays 
in  connection  with  the  selection  of  charges  and  also  the  impor- 

■QUARTKKLY,  JuilUliy,  IS96. 


A. 

Silver  from  ore 

169.54 

«     slag 

3-45 

ToUl 

172.99 
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tance  of  definitely  locating  the  loss  by  assaying  separately  the 
slags  and  cupels. 

Future  development  in  assaying  will  also  take  place  during  the 
next  few  years  by  improvements  in  the  methods  of  heating  and 
regulating  the  heat.  Gas  is  rapidly  replacing  coat  and  coke  and 
the  electric  pyrometers  of  Le  Chatelier  and  others  are  being  sim- 
plified  for  practical  use.  Then  we  shall  be  able  to  make  correc- 
tions not  only  for  losses  in  the  slag  and  cupel,  but  also  for  the  loss 
due  to  volatilization. 


CARBON  COMPOUNDS  USED  IN  MEDICINE. 

CLASSIFIED  ACCORDING  TO  CHEMICAL  STRUCTURE. 

By  MARSTON  TAYLOR  BOGERT. 


Derivatives  of  Methane. 
During  the  past  decade  the  market  has  been  flooded  by  a  perfect 
deluge  of  Carbon  Compounds,  mainly  of  synthetic  origin,  and  for 
use  in  nearly  all  the  innumerable  ills  to  which  flesh  is  heir.  Many 
attempts  have  been  made  to  classify  this  ever-increasing  mass  of 
material;  but  the  classification  has  been  either  an  alphabetical  one, 
for  ready  reference  by  the  practitioner  or  druggist ;  or  else  a  purely 
physiological  one,  in  which  substances  having  a  similar  action 
upon  the  human  organism  are  grouped  together ;  in  both  of  which 
methods  much  valuable  data  bearing  upon  the  relation  between 
chemical  structure  and  physiological  action  is  entirely  lost  sight  of. 
The  object  of  this  paper  is,  therefore,  to  present  a  classification  ot 
these  Carbon  Coupounds  which  shall  be  based  wholly  upon  chem- 
ical structure,  indicating  briefly  their  physiological  action,  so  that, 
where  possible,  we  may  see  more  clearly  the  relation  between  the 
two ;  for  the  time  is  rapidly  approaching  when  we  shall  see  our 
Materia  Medica  resting  upon  a  sound  chemical  foundation.  This 
cannot  be  accomplished  by  attempting  to  discover  from  the  action 
of  a  mixture  of  five  or  ten  ingredients  which  particular  substance 
produces  which  particular  symptom,  but  by  beginning  at  the  other 
end  of  the  route,  with  the  simplest  groups  of  elements  and  the 
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simplest  chemical  compounds,  and  then  passing  on  to  the  more 
complex.  That  is  what  is  being  done  at  the  present  time,  and 
what  has  already  furnished  much  interesting  information  on  the 
physiological  effect  of  the  introduction  of  certain  elements  and 
groups  into  other  compounds,  so  that  the  day  is  speedily  dawning 
when  it  will  be  possible  for  the  chemist  to  build  up  compounds 
which  shall  produce  any  desired  physiological  effect,  just  as  readily 
as  he  can  put  together  a  chromogcn  and  a  salt-forming  group  and 
obtain  a  dyestuff.  There  is  before  us  a  most  fruitful  and  fascinating 
field  for  research  along  these  lines. 

The  subjoined  list  does  not  profess  to  be  complete,  but  aims  to 
discuss  those  Compound:!  of  Carbon  which  have  more  than  a 
passing  interest,  either  chemically  or  physiologically.  Many  mix- 
tures and  substances  of  unknown  or  uncertain  composition  have 
been  omitted,  since  they  contribute  little  of  value  to  such  a  study. 
Dosage  and  method  of  administration  have  likewise  been  usually 
neglected.  The  material  from  which  this  paper  has  been  compiled 
was  drawn  from  all  sources  which  were  available  to  the  writer,  and 
they  will  be  duly  indicated  in  the  Bibliography  with  which  these 
papers  will  conclude. 

In  a  bird's  eye  view  of  the  field  of  Organic  Chemistry  it  will  be 
noticed  that  the  Derivatives  of  Methane  include  the  more  im- 
portant Hypnotics  and  Ak£STHetics,  while  the  more  prominent 
Antiseptics  and  Antipyretics  are  found  among  the  Derivatives 
of  Benzene.  Therefore,  before  taking  up  the  discussion  of  the 
different  members  of  the  Methane  Class,  a  few  words  on  the 
physiological  side  of  the  question  may  not  be  amiss. 

The  function  of  an  Anesthetic  is  to  abolish  pain  and  reflex 
action.  That  it  is  not  due  to  any  action  of  the  drug  upon  the  cir- 
culatory system,  but  solely  upon  the  nervous  tissue,  is  clearly 
shown  by  the  well-known  experiment  of  the  so-called  "  salt  frog." 

The  sensation  of  pain  is  awakened  in  the  cerebral  centre  by  a 
stimulation  of  the  peripheral  ends  of  the  afferent  nerves,  from 
which  it  passes  through  the  nerve  trunks  and  spinal  cord  to  the 
brain.  Pain  may  therefore  be  prevented  in  one  of  three  ways: 
1.  By  acting  upon  the  peripheral  ends  of  the  nerves,  so  that  they 
do  not  receive  the  impression  of  pain.  2.  By  acting  upon  the 
conducting  path  of  the  nerve  trunks  and  spinal  cord  ( which  are 
usually  much  less  sensitive  than  the  peripheral  ends ),  so  that,  al 
though  the  painful  stimulus  may  be  received,  it  nevertheless  fails 
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to  reach  the  brain,  and  3.  By  paralyzing  the  cerebral  centre  itself. 
The  anesthesia  produced  in  the  first  and  second  cases  will  be 
Local;  that  in  the  third  case  will  be  General. 

Local  AN.csTii£SiA  may  be  produced  by  the  direct  application 
of  a  drug  or  by  freezing.  In  the  latter  case,  care  must  be  observed 
not  to  destroy  the  tissues  and  cause  subsequent  ulceration. 

The  difficulty  with  all  known  General  Anaesthetics  is  that  they 
do  not  conflne  their  activity  to  the  pain  centre  alone,  but  tend  to 
paralyze  the  other  centres  as  well,  beginning  with  the  most  vo- 
litional, or  those  which  serve  preeminently  to  raise  man  above  the 
beasts,  and  ending  with  the  most  automatic — those  situated  in  the 
medulla  ;  so  that,  if  pushed  far  enough,  they  will  all  paralyze  the 
respiration  and  heart.  In  the  former  case,  artificial  respiration  may 
keep  the  blood  aerated  until  the  anesthetic  has  been  eliminated 
or  destroyed  and  respiration  regained ;  but  in  the  latter  case  the 
chances  are  much  more  desperate,  for  when  the  central  pumping 
station  stops,  the  supply  of  oxygen  to  the  tissues  ceases  entirely, 
the  drug  is  not  eliminated  or  destroyed,  the  processes  of  life  are 
arrested,  aijd  death  generally  ensues.  A  good  general  anxsthetic 
should,  therefore  act  rapidly  and  powerfully,  have  no  great  tendency 
to  paralyze  the  heart  or  respiration,  its  action  should  cease  with  the 
cessation  of  its  administration,  and  its  effects  should  be  rapidly 
eliminated.  The  only  substances  which  at  all  approach  these  re- 
quirements are  the  gases  and  volatile  liquids;  the  gases  are  in 
most  cases  inconvenient,  since  they  require  special  apparatus  for 
their  administering,  so  that  the  physician  is  driven  to  the  volatile 
liquids,  and  in  the  Derivatives  of  Methane  he  finds  his  most 
useful  general  anaesthetics. 

On  the  other  hand,  for  the  production  of  prolonged  sleep,  a 
substance  is  required  whose  action  shall  be  slight  yet  continuous, 
"  faint  yet  pursuing."  The  Hypnotic,  therefore,  should  be  a  solid 
or  liquid  which  can  be  administered  by  the  mouth,  absorbed  into 
the  blood,  and  continue  to  act  for  some  time. 

For  convenience,  the  Derivatives  of  Methane  have  been 
grouped  under  the  following  headings : 

1.  C,  CO,  CO,,  CS,.  and  Petroleum. 

2.  Hydrocarbons. 

3.  Haloid  Ethers. 

4.  Alcohols. 

S-  Oxygen  Ethers. 

VOL.  SIX.— 4. 
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6.  Esters  of  Inorganic  Oxygen  Acids. 

7.  Aldehydes. 

8.  Ketones. 

9.  Sugars. 

10.  Organic  Acids;  their  Salts,  and  Esters. 

11.  Amines. 

12.  Amides. 

13.  Cyanogen  Derivatives. 

14.  Organo- metallic  Compounds. 

I.  C,  CO,  CO,,  CS,.  Petroleum,  etc. 

Charcoal,  Carbo  Ligni  (U.  S.  P.). — C.  Although  not  properly 
speaking  a  "  Derivative  of  Methane,"  Carbon  has  been  here  intro- 
duced as  the  real  starting  point  for  all  classifications  of  "  Carbon 
Compounds."  As  a  disinfectant  and  absorbent  it  has  been  given 
with  advantage  in  diarrhcEa,  dysentery,  nausea  of  pregnancy,  etc., 
while  poultices  of  charcoal,  bread  crumbs,  linseed  meal,  and  boiling 
water  form  an  excellent  application  for  foul  and  gangrenous  ulcers, 
removing  the  fetid  odor  and  improving  the  condition  of  the  sore 
(Cataplasma  carbonis,  of  U.  S.  P.). 

Carbon  Monoxide,  Carbonous  Oxide,  Formic  Anhydride,  or 
Carbonyl — CO. — $%\n  the  air  is  sufficient  to  produce  rapid  anaes- 
thesia, convulsions  and  death.  As  a  genera!  anaesthetic  it  is  too  dan- 
gerous to  be  of  any  medicinal  value.  Its  action  is  very  interesting,  for 
it  has  been  shown  that  it  forms  a  definite  compound  with  the  oxy- 
hemoglobin of  the  blood,  the  CO  displacing  the  oxygen,  molecule 
for  molecule.  This  CO -haemoglobin  is  reduced  only  with  the  great- 
est difficulty,  and  thesupply  of  oxygen  to  the  tissues,  to  carry  which 
is  the  function  of  theoxy-haemoglobin,  is  thus  entirely  cut  ofT,  and 
death  results. 

Carbon  Dioxide,  Carbonic  Oxide,  Carbonic  Anhydride  or  Car- 
bonic Acid — CO, — ^when  present  in  the  air  to  the  extent  of  25% 
causes  rapid  and  deep  insensibility,  with  convulsive  action  and 
asphyxia.  Liquid  CO,,  sold  in  cylinders  containing  I2lbs.,is  occa- 
sionally used  to  produce  local  aneesthesia  by  freezing. 

Bisulphide  of  Carbon,  Bisulphuret  of  Carbon,  Carbonei  Bisul- 
PHiDUM  (U.  S,  P.). — CS,. — Air  containing  10  %  CS,  induces  rapid 
ancesthesia,  the  recovery  from  which  is  speedy  and  followed  by  few 
bad  after  efTects.  It  is  rarely  used  thus  in  medicine,  but  more  often 
as  a  local  anaesthetic  and  counter  irritant,  although  also  occasionally 
given  internally  for  gastric  cancer,  diarrhcej,  dyspepsia,  etc. 
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Petroleuu. — As  one  of  the  old  household  remedies.  Petroleum 
has  been  considered  a  stimulating  antispasmodic,  expectorant,  and 
diaphoretic ;  also  valuable  as  an  antiseptic  dressing  for  wounds,  skin 


Distillation  products  of  petroleum : 
Rhigolene. — B.  P.  about  i8°  C.  Used  in  an  atomizer  as  a  local  an- 
aesthetic spray  for  minor  surgical  operations.     It  is  said  to  pro- 
duce a  temperature  of  —  9*^  C. 
Benzine,  Benzinuu  (U.  S.  P.). — B.  P.  so*'-6o°  C. — Counter-irritant 
and   parasiticide.     In  domestic  practice  it  has  been  used  for 
bronchial  affections,  worms,  itch,  etc. 
Kerosene. — Household  remedy  for  various  throat  troubles. 
Vaseline,  Petrolatum  (U.  S.  P.). — A  vacuum  residum  filtered 
through  heated  bone  black.    A  most  valuable  bland  emollient, 
used  as  the  basis  of  many  ointments,  salves,  etc. 
Terroline,  Cosmolin,  FossiLiN,  LuciLLiN,  and  Albolene,  are  like- 
wise refined  petroleum  jellies,  used  in  the  same  way  as  vaseline. 
Vasogeks  are  claimed  to  be  "  vaseline  impregnated  (?)  with  oxy- 
gen," and  carrying  various  medicaments,  such  as  iodoform, 
menthol,  pyoktanin,  etc. 
Paraffin. — ^The  ' '  Unguentum  Parapfini  "  of  the  U.  S.  P.  is  a  mix- 
ture of  one  part  hard  paraffin  (Paraffinum  durum)  with  three 
parts  soft  paraffin  (Paraffinum  liquidum),  and  serves  as  a  sub- 
stitute (or  vaseline. 

Ozokerite,  Earth  Wax. — A  natural  paraffin,  occurring  as  a  dirty 
^een  or  black  wax  in  Galicia  and  the  country  around  the  Caspian 
Sea.  It  is  said  to  possess  the  therapeutic  properties  of  tar,  and  it 
has  been  used  as  a  substitute  for  it,  mixed  with  glycerine  or  lin- 
seed oil,  in  the  treatment  of  skin  diseases. 

2.  Hydrocarbons. 
All  the  lower  aliphatic  hydrocarbons  act  as  general  anaesthetics, 
their  action  being  usually  rapid,  with  but  a  short  spasmodic  period, 
followed  by  quick  recovery  and  few  disagreeable  after-effects. 
They  are,  however,  difficult  to  control,  and  capricious  in  behavior, 
as  well  as  possessing  a  distinct  tendency  to  paralyze  the  heart,  so 
that  they  are  rarely  used  except  for  minor  operations  of  short 
duration.  Some  experimenters  maintain  that  these  lower  hydro- 
carbons are  without  any  physiological  action  upon  the  human 
organism  whatever,  and  that  the  effects  observed  are  due  simply 
and  solely  to  the  exclusion  of  oxygen  from  the  lungs. 
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The  higher  hydrocarbons,  on  account  of  their  greater  molecular 
weight  should  be  still  more  powerful  general  anaesthetics  than  the 
lower  ones ;  but  a  difficulty  confronts  us  here  which  opposes  us  in 
nearly  all  cases  where  we  endeavor  to  increase  the  power  of  a 
compound  by  increasing  its  molecular  weight,  and  that  is  the  rise 
in  boiling  point  and  decrease  in  solubility  which  go  hand  in  hand 
with  an  increase  in  the  molecular  weight.  These  higher  hydro- 
carbons, therefore,  being  high  boiling  liquids  or  solids  of  low 
meltii^  point,  could  only  be  administered  by  the  mouth,  and  even- 
then  are  practically  without  any  physiological  action,  on  account 
of  their  great  insolubility. 

a.  Paraffin  Series. — CnH^^.^ 

Methane,  Methyl  Hvdkide,  Marsh  Gas,Fire  Damp — CH^. — An 
odorless  gas,  breathed  without  irritation,  and,  when  present  in  the 
air  to  the  amount  of  35  per  cent.,  slowly  inducing  anaesthesia,  ap- 
parently without  any  active  spasmodic  stage ;  but  it  is  troublesome 
to  handle  and  not  satisfactory  for  general  use. 

Ethane,  Ethyl  Hydride — CiH,. — An  odorless  gas,  producing 
rapid  anaesthesia  with  short  spasmodic  period,  rapid  recovery  and 
no  vomiting ;  but  too  apt  to  paralyze  the  heart. 

Butane,  Butyl  Hydride,  Diethyl — CiHj.CjH(. — Gas,  B.P.i"  C. 
Action  similar  to  that  of  ethane. 

Iso  Pentane,  Secondary  Pentane,  Amyl  Hydride,  Ethyl  Iso. 
PROPYL,  or  Methyl  Isobutyl — (CH,)^H.C,Hj. — Action  similar  to- 
that  of  ethane ;  too  rapid  and  dangerous.  It  is  a  colorless  liquid^ 
boiling  at  31°  C. 

b.  OUfine  Serus.—C^\{^. 

Ethene,  Ethylbke,  Olefiant  Gas,  or  Elayl — CH^CH,. — Gas> 
Anxsthesia  rapidly  produced,  short  spasmodic  stage,  speedy- 
recovery  without  bad  effects.  A  good  general  anxsthetic,  but  in- 
convenient on  account  of  its  gaseous  state. 

Ahylene,  Valerene,  Pental,  Trimethyl  Ethylene — (CH,),^ 
C:CH{CH,). — A  colorless  liquid,  boiling  at  about  36°  C.  It  first 
appeared  upon  the  market  as  "  Amylene  "  or  "  valerene,"  and  was 
prepared  by  distilling  amyl  alcohol  with  a  concentrated  solution  of 
ZnClj,  rectifying  the  product,  collecting  the  first  portion  of  the  dis- 
tillate separately,  shaking  it  with  H^04  to  remove  H,0,  and  tbetk 
separating.     The  product  obtained  was  impure,  of  uncertain  com- 
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position,  and  was  apt  to  contain  CI,  so  that  it  was  abandoned  as 
unreliable.  Later  it  was  resurrected  under  the  name  of  "  Pental," 
and  is  now  quite  largely  used  for  minor  surgical  operations  (especi- 
ally by  the  dentists).  Its  users  report  it  easy  of  administration, 
certain  in  action,  with  speedy  recovery  and  no  bad  after  effects. 
It  is,  however,  liable  to  paralyze  the  heart,  and  several  deaths  have 
already  resulted  from  its  use.  Recently  it  has  been  made  from 
amylene  hydrate,  by  heating  under  pressure  at  loo°  C.  with  a 
mixture  of  equal  parts  H^O^  and  HjO,  distilling,  washing  the  dis< 
tillate  with  alkali,  then  with  HjO,  drying  and  rectifying. 

3.  Haloid  Ethers. 
The  introduction  of  a  halogen  into  a  hydrocarbon  tends  to  in- 
crease its  anaesthetic  power,  but  also  increases  the  danger  of  para- 
lyzing the  heart.  The  increase  in  the  molecular  weight  and  the 
consequent  rise  in  the  melting  point  and  boiling  point  should  like- 
wise be  borne  in  mind  in  considering  the  efiect  of  the  halogen. 

a.  Fluorine  SubstiiuHons. 

Methvl  Fluoride,  Fluor  Methane — CH,F. — A  colorless  gas 
which  was  once  proposed  as  a  general  anaesthetic,  but  which  is  now 
rarely  heard  of. 

6.  Chlorine  Substitutions. 

Methyl  Chloride,  Chlor  Methane — CH^Cl. — A  colorless  gas, 
pleasant  to  breathe.  When  the  air  contains  15%,  rapid  and  deep 
narcosis  is  produced,  followed  by  quick  recovery,  and  rarely  with 
any  vomiting  or  other  bad  sequelae.  Considered  by  Dr.  Richard- 
son as  one  of  the  best  and  safest  of  all  general  anaesthetics,  and 
the  best  of  the  chlorine  anaesthetics.  Its  gaseous  state,  however, 
renders  it  inconvenient  for  every  day  practice,  and  it  is,  therefore^ 
little  known.  Liquefied  and  sold  in  copper  siphons,  it  has  found 
employment  as  a  local  anaesthetic  spray  for  severe  neuralgia,  etc. 

Methylene  Chloride, Methene  Chlobide.Dichlor  Methane — i 
CHjCl,— Colorless  liquid,  B.  P.  42°  C.  Produces  rapid  and  com- 
plete anesthesia,  but  is  not  safe,  and  was  rejected  because  it  was 
difficult  to  obtain  it  sufficiently  pure.  It  is  decomposed  in  the 
light  in  the  same  manner  as  chloroform,  so  that  i  ^  of  alcohol  is 
often  added  to  retard  this  decomposition.  The  ordinary  method 
of  preparation  is  by  the  action  of  Zn  and  HCl  upon  chloroform. 
The  so-called  "  Methyl  bichloride,"  which  is  a  mixture  of  one  vol- 
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ume  methyl  alcohol  with  four  volumes  chloroform,  and  also  used  as 
a  general  anesthetic,  should  not  be  confused  with  this  methylene 
chloride. 

Methenyl  Chloride,  Trichlor  Methane,  or  Chloroform — 
CHOj, — B.  p.  6l°C.  Ansesthetic,  analgesic  and  antiseptic.  As  ft 
general  anccsthetic  chloroform  is  more  rapid  in  action  than  ether, 
and  less  apt  to  produce  vomiting ;  but  it  is  not  so  safe,  because  it 
is  3  powerful  sedative  and  tends  to  paralyze  the  heart,  while  ether 
has  a  direct  stimulating  action  upon  that  organ.  A  valuable  prop- 
erty of  chloroform,  which  renders  it  particularly  useful  in  con- 
finement cases,  is  its  power  of  relaxing  the  muscles.  Applied  ex- 
ternally, it  exerts  an  anodyne  and  antiseptic  action.  It  has  also 
been  given  internally.  The  "Chloroformum  purificatum  "  of  the 
U.  S.  P.  is  99%  CHCl,  and  l%  QHj.OH,  the  alcohol  being  added 
to  prevent  its  decomposition  by  the  hght.  "  Chloric  ether  "  was 
a  name  given  to  a  mixture  of  chloroform  and  alcohol  in  varying 
proportions  which  was  recommended  for  anesthesia  under  the  im- 
pression that  it  was  safer  than  chloroform. 

Carbon  Tetrachloride,  Tetrachlor  Methane,  or  Phcenixin — 
CCI4. — Colorless  liquid,  B.  P.  77°  C.  In  this  maximum  chlortna- 
tion  product  of  methane  we  find  the  anesthetic  action  very  slow, 
the  convulsive  st^e  long  and  acute,  with  prolonged  recovery,  and 
dangerous  depressing  effect  upon  the  heart.  As  a  local  anodyne, 
for  tic- douloureux,  neuralgia,  etc.,  it  is  less  irritating  to  the  skin 
than  chloroform. 

Ethyl  Chloride,  Chlor  Ethane,  or  Hydrochloric  Ether — 
QHjCI.— Colorle3sliquid,B.P.l2.5°  C.  Made  by  passing  dry  HCI 
gas  through  absolute  alcohol,  in  presence  of  ZnCI,  or  other  dehy- 
drating agent.  A  good  general  anesthetic,  but  too  volatile  for  con. 
venience ;  now  largely  used  as  a  local  anesthetic  spray,  which  has 
proven  peculiarly  efficient  in  the  lancing  of  felons,  amputation  of 
digits,  excision  of  ingrowing  nails,  and  in  circumcision.  Its  great 
inflammability  should  not  be  forgotten.  During  1 896  some  30,000 
I -ounce  tubes  were  sold  in  the  United  States.  "  Coryl,"  "  Chloryl " 
and  "Anestile"  are  all  mixtures  of  methyl  and  ethyl  chlorides  in 
varying  proportions  and  similarly  used  as  local  anesthetics. 
Although  producing  a  lower  temperature,  and,  therefore,  more 
rapid  in  action  than  ethyl  chloride,  there  is  a  correspondingly 
greater  danger  of  freezing  the  tissues.  "  Polychlorated  ethyl 
chloride"  is  a  mixture  of  chlorination  products  of  ethyl  chloride. 
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chiefly  tri-,  tetra-  and  penta-chlor  ethane,  which  is  used  externally 
as  a  local  irritant  and  anaesthetic  in  the  treatment  of  rheumatism, 
chronic  sdatica,  etc. 

Ethylene  Chloride,  Dichlor  Ethane,  or  Dutch  Liquid — 
C1CH,.CH,C1.— Colorless  liquid,  B.  P,  84°C.  Made  by  action  of 
CI  upon  ethylene.  Too  slow  in  action  and  recovery  to  be  used  as  a 
general  anesthetic,  but  is  of  much  greater  value  as  a  local  ano- 
dyne in  rheumatism,  neuralgia,  etc. 

Ethylidene  Chloride,  or  i,  i,  Dichlor  Ethane — CHjCHCI,. — 
Produces  rapid  and  quiet  narcosis  of  short  duration,  and  with  little 
depressing  action  upon  the  heart.  It  is  held  by  some  to  be  of  equal 
value  with  chloroform,  while  others  regard  it  as  unreliable,  and  suit- 
able only  for  minor  operations.  It  is  a  colorless  liquid  boiling  at 
60°  C,  and  its  greater  anaesthetic  activity  is  probably  due  to  its 
lower  boiling  point,  as  compared  with  the  isomeric  ethylene  chlo- 
ride. 

Chlor  Ethylene  Chloride,  Vinyl  Trichloride  or  Trichlor 
Ethane— CICHi.CHCls.— Colorless  liquid,  B.  P.  114,'^C.  From 
vinyl  chloride  and  SbClg.  Was  claimed  by  a  few  to  be  a  superior 
anaesthetic  to  chloroform  or  ethylene  chloride,  but  is  now  rarely 
heard  of. 

I,  I,  I,  Trichlor  Ethane,  or  Methyl  Ciiloroforu — CHj.CCIg. 
— Colorless  liquid,  B.  P.  75°C.  Another  chlorine  derivative  that 
has  been  proposed  for  use  as  a  general  ancesthetic. 

Butyl  Chloride,  or  Chlor  Butane — C,Hg.Cl. — Colorless  liquid, 
B.P.  78°  C.  Ansethesia  too  slow  and  profound,  and  accompanied  by 
enormous  reduction  of  temperature,  which  latter  peculiarity,  it  has 
been  suggested,  might  be  of  value  in  reducing  very  high  tempera- 
tures in  fevers,  although  the  writer  has  not  encountered  any  record 
of  experiments  to  determine  its  usefulness  in  this  direction. 

IsoAHYL  Chloride,  or  3-Methyl  i-Chlor  Butane — {CH,)jCH. 
CH,.CHjCl.—Coloriess  liquid,  B.  P.  I00°C.  Physiological  action 
and  anaesthetic  value  same  as  for  butyl  chloride. 

e.  Bromine  Substilutions. 

It  is  interesting  to  note  how  the  greater  weight  of  the  bromine 
atom  tends  to  overwhelm  more  rapidly  than  chlorine  the  action  of 
the  hydrocarbon  rest,  the  characteristic  physiological  effects  of  the 
bromine  very  quickly  becoming  dominant  in  the  compound. 

Methyl    Bromide,    or    Brom    Methane — CH,Br. — Colorless 
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liquid,  6.  P.  4.5°C.  Physiological  actioD  similar  to  that  of  ethyl  bro- 
mide, but  said  by  some  to  produce  more  irritatioa  and  salivation, 
to  be  more  difficult  to  handle,  and  less  steady  in  action ;  while 
others  find  it  rapid,  effective  and  safe. 

Mbthekyl  Bkohioe,  Tribrom  Methane,  or  Brouoforh — CHBr,. 
■ — Colorless  liquid,  B.  P.  \%  i°C.  Anaesthetic,  nervine  and  sedative. 
As  an  anccsthetic  it  is  too  irritant,  and  produces  excessive  cyan- 
osis of  the  face.  In  whooping  cough,  however,  it  has  proven  of 
considerable  service  in  diminishing  the  frequency  and  violence  of 
the  paroxysms  which  form  the  chief  danger  of  the  disease.  It  is 
prepared  from  NaBrO  and  acetone. 

Ethyl  Bromide,  Broh  Ethane,  or  Hydrobrouic  Ether — CjHf 

Br Colorless  liquid,  B.  P.  38°C.    By  inhalation,  in  less  than  one 

minute,  ethyl  bromide  produces  loss  of  sensation,  although  often 
without  complete  sleep  or  loss  of  reflex  action,  during  which  the 
sensation  of  pain,  and,  in  general,  the  tactile  senses,  are  no  longer 
present,  and  minor  operations  can  then  be  performed,  such  as  in- 
cisions, extraction  of  teeth,  etc.  Recovery  usually  follows  in  four 
or  five  minutes,  with  no  bad  alter  effects.  Objections  that  have 
been  urged  are  that  it  does  not  keep  well,  that  it  is  expensive,  and 
that  it  is  still  more  dangerous  to  the  heart  than  chloroform. 

Ethylene  Bromide,  or  Bibrom  Ethane — Br,CH,.CHj.Br. — 
Heavy  oily  liquid,  boiling  at  i3i°C,  Made  by  passing  ethylene  gas 
through  bromine.  A  sedative  and  antiepileptic,  introduced  to 
avoid  the  undesirable  eflfects  produced  by  the  alkaline  bromides. 
When  inhaled  it  produces  marked  toxic  effects,  and  acts  as  a  car- 
diac poison.     It  is  used  for  epilepsy,  delirium  tremens,  etc. 

Allyl  Tribkomide,  Glycervl  tribromide,  Tribromhydrin, 
Propenyl   Tribromide,    or    Tribrom    Propane— Br.CH,,CH Br. 

CH,.Br Colorless   liquid,  boiling  at   22o°C.  and   solidifying  at 

l6°C.  As  a  sedative,  antispasmodic  and  anodyne,  it  has  been 
used  in  whooping  cough,  asthma,  hysteria,  etc. 

IsoAMYL  Bromide,  or  i-Brom  3-Methyl  Butane — (CH,),.CH. 
CH,.CH,.Br. — Colorless  liquid,  B.  P.  1 2o°C.,  prepared  by  the  action 
of  Br  and  P  upon  isoamyl  alcohol.    Germicide  and  antiseptic. 

d.  Iodine  Substitutions. 

The  iodine  atom  being  still  heavier  than  bromine  causes  the 

action  of  the  hydrocarbon  part  of  the  compound  to  be  even  more 

quickly  obliterated,  while  the  effect  of  the  iodine  becomes  more 

and  more  prominent. 
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Methyl  Iodide,  or  Iodo  Methane— CH,.I Heavy  colorless 

liquid,  B.  P.  43°  C.  As  a  general  anaesthetic  its  action  is  said  to  re- 
semble that  of  chloroform,  but  it  is  too  apt  to  decompose  with 
partial  liberation  of  its  iodine.  Used  as  a  vesicant  on  lint,  with  a 
few  drops  of  soda  solottORto  neutralize  any  free  iodine,  it  has  been 
reported  to  blister  as  well  as  cantharides. 

Methenvl  Iodide,  Tri-iodo  Methane,  or  Iodoform — CHI,. — 
Yellow  crystalline  solid,  M.  P.  1 19°  C.  A  very  useful  external  anti- 
septic, possessing  also  anaesthetic  properties.  The  prime  requisites 
for  an  external  antiseptic  are  that  it  should  be  sparingly  soluble,  not 
powerfully  toxic  and  not  locally  irritant.  Iodoform,  although  spar- 
ingly soluble,  is  yet  sufRciently  so  to  occasionally  produce  symptoms 
of  poisoning, and  these  symptoms  are  just  such  as  might  be  expected 
from  a  mixture  of  an  alkyl  and  iodine.  The  special  value  of  iodo- 
form was  supposed  to  be  that  its  iodine  would  be  set  free  only  by 
living  protoplasm,  and  would  then  exert  its  antiseptic  power  and 
kill  the  microbe;  just  as  sulphur  will  destroy  the  fungi  on  vines, 
because  the  protoplasm  of  the  fungus  converts  the  S  into  HjS  or 
SO,,  by  which  it  is  itself  destroyed.  The  great  objection  to  the 
use  of  iodoform  is  its  persistent  repulsive  odor,  which  is  masked 
only  with  difficulty.  Iodoform  was  at  one  time  given  internally, 
but  this  use  has  now  been  abandoned.  "  Iodoform  absolut "  is 
made  by  electrolyzing  a  very  dilute  alcoholic  solution  of  KI. 
-"  Iodo  iodoformin  "  is  reported  as  "  a  mixture  of  iodine  and  iodo- 
form," although  its  name  would  indicate  it  as  being  rathera  mixture 
of  iodine  and  iodoformin. 

Ethyl  Iodide,  Iodo  Ethane,  or  Hvdriodic  Ether — CiH(.I 

Colorless  liquid,  B.  P.  72*  C.  Ansestheticantispasmodic,  and  gen- 
eral stimulant.  When  inhaled  for  bronchitis,  dyspncea.  etc.,  1 5  to  20 
inspirations  are  sufficient  to  impregnate  the  system  with  iodine. 
Internally  it  has  been  employed  for  chronic  rheumatism,  scrofula, 
secondary  syphilis,  etc. 

Tetra-iodo  Ethylene,  Ethylene  PERiODiDE,or  Di-iodoforh — 
Cjl^.— Yellow  odorless  needles,  decomposed  by  light,  containing 
■9S'5  fo  iodine,  and  proposed  as  a  substitute  for  iodoform.  It  is  now; 
made  by  the  action  of  iodine  upon  crude  barium  carbide  in  benzol 
solution. 

ISOAUYL  Iodide,  Iodide  of  Amyl — (CH,),CH.CHj,CHj.I, — Col- 
orless liquid,  6.  P.  148'^C,  Sedative  and  antiseptic,  inhaled  for 
dyspncea  and  heart  affections. 
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4.  Alcohols. 

In  general,  the  narcotic  power  and  duration  of  action  of  the  alco- 
hols, increases  with  the  molecular  weight. 

Methyl  Alcohol,  Wood  Alcohol,  Rectified  Wood  Spirit — 
CH,.OH. — Mobile  liquid,  B.  P.  66''  C.  Narcotic,  sedative,  and  an- 
tiemetic; for  diarrhoea,  dysentery,  fever  and  cough  of  consump- 
tion, etc.  It  also  produces  slow  and  incomplete  anaesthesia. 
Rarely  used  now  in  medicine. 

Ethyl  Alcohol,  Alcohol,  or  Spirit — CjHj.OH. — B.  P.  /S^C- 
Stimulant  and  irritant.  Uses  and  physiological  action  too  welt 
known  to  require  any  discussion.  An  alcoholic  solution  of  sodium 
ethytate,  produced  by  the  action  of  Na  upon  absolute  alcohol,  has- 
been  recommended  fur  use  as  a  caustic  in  lupus,  psoriasis,  and 
other  skin  diseases.  Some  writers  speak  of  a  10%  "aqueous"" 
solution  being  employed,  but  this  is  probably  an  error,  since  the 
ethylate  is  instantly  decomposed  by  water  into  NaOH  and  alcohol, 
which  solution  would  have  no  advantage  over  an  ordinary  dilute 
alcoholic  solution  of  NaOH. 

IsoAHYL  Alcohol,  Am YL  Alcohol, Fusel  Oil  Amvl  Alcohol — 
(CH,)j,CH.CH2.CHyOH. — Colorless  liquid  of  peculiar  odor,  boiling 
at  131°  C.  The  "Alcohol  amyiicum  "  of  the  U.  S.  P.  is  rectified 
fuse!  oil,  collected  between  122.8°  C.  and  126,7°  C.  It  is  an  active 
irritant  poison,  officinal  only  as  a  source  of  valerianic  acid  and  the 
valerianates. 

Amylene  Hvdrate,  Tertiary  Amyl  Alcohol,  or  Dimethyl 
Ethyl  Cabbinol—(CH,),C(C,Hj)OH.— Liquid.  B.  P.  loi^C,  pre- 
pared from  commercial  amylene  and  HjSO,.  A  very  useful  hyp- 
notic, intermediate  in  power  between  chloral  hydrate  and  paralde- 
hyde, and  possessing  also  sedative  and  anodyne  properties.  It  has 
been  administered  with  advantage  in  cases  of  insomnia,  alcoholic 
excitement,  epilepsy,  whooping  cough,  etc.,  but  is  not  now  so  much 
used  as  formerly. 

Glycerine, Glycerol,Glycerinum(U.S.P.)—CH,(OH).CH(OH). 
CH,(OH).— Colorless  syrupy  liquid,  B.  P.  290°  C  Physiological 
action  slight,  although  it  has  been  used  internally  as  a'  feeble- 
laxative,  and  externally  in  the  treatment  of  various  skin  diseases. 
Its  chief  value,  however,  is  as  a  vehicle  for  other  medicines,  the  "Gly- 
cerita,"or  glycerites,  being  solutions  of  various  drugs  in  glycerine. 
"  Colligamen  "  are  bandages  prepared  with  glycerine  and  glycerine- 
zinc  paste.     "  Glycozone  "  is  claimed  to  be  "  glycerine  acted  upon 
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(?)  by  ozone,"  and  is  sold  as  a  substitute  for  H,0,  in  the  treatment 
of  gastric  ulcers,  catarrh  of  the  stomach,  etc.  For  Nitro-glycerine, 
see  Group  6,  c. 

Mannite,  Manna  Sugar,  Fraxinin,  Triticin,  Syringin — 
CH,(OH).(CH.OH),.CH,(OH).  White  crystalline  solid,  M.  P. 
166°  C,  possessing  feeble  laxative  properties. 

5,  Ethers. 
a.  Oxygen  Ethers. 

All  the  volatile  oxygen  ethers,  with  but  few  exceptions,  possess 
decided  anaesthetic  power,  and  are  usually  much  safer  than  the  hal- 
ogen anaesthetics  in  that  they  are  free  from  the  great  depressing  ef- 
fect which  the  latter  exert  upon  the  heart. 

Methyl  Ether,  Methyl  Oxide — (CH,),0. — Gas ;  produced  by 
the  action  of  H,SO^  upon  methyl  alcohol.  Anaesthetic  action  rapid, 
followed  by  speedy  recovery  without  bad  after-effects.  Dr.  Rich- 
ardson regards  it  as  the  safest  and  best  of  all  known  general  anses- 
thettcs,  because  it  possesses  the  unique  property  of  destroying  sen- 
sibility before  consciousness.  Its  gaseous  condition  is  against  its 
more  general  use,  but  this  has  been  overcome  by  absorbing  it  in 
ethyl  ether,  the  resulting  solution  being  reported  as  rapid,  effec- 
tive and  safe. 

Ethyl  Ether,  Ethyl  Oxide,  Sulphuric  Ether,  Ether — . 
(C,H,),0.— Mobile  liquid,  B.  P.  3S°C.  The  most  largely  used  and 
most  valuable  of  all  general  ancesthetics.  The  "  Aether  fortior  "  of 
the  U.  S.  P.  is  94 ^{i  ethyl  ether,  the  remainder  being  alcohol  and 
water.  It  is  occasionally  given  internally  as  a  sedative  and  ano- 
dyne, and  is  one  of  the  constituents  of  "  Hofmann's  anodyne." 

Methylal,  Methylene  Dimethyl  Ethek — CHj(O.CH,),. — 
Colorless  liquid,  B.  P.  42°  C.  Anesthetic,  hypnotic,  antispasmodic, 
nerve  sedative,  and  anodyne.  For  producing  general  anesthesia,  it 
is  unsatisfactory,  since  too  slow  in  action  and  recovery,  although 
practically  free  from  danger.  As  a  hypnotic  it  has  been  given  for 
delirium  tremens,  etc.,  but  seems  to  lose  its  power  as  the  patient 
becomes  accustomed  to  it. 

Dimethyl  Acetale.  Ethylidene  Dimethyl  Ether — CH,. 
CH(O.CH,),.-~ColorIess  liquid,  B.  P.  64°  C.  A  general  anesthetic, 
used  alone  or  mixed  with  half  its  volume  of  chloroform. 

Acetale,  or  Ethylidene  Diethyl  Ether — CHyCH{0.<Z^W^  — 
Colorless  liquid,   B.  P.  104*^  C.     Hypnotic  and  sedative,   given 
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when  chloral  is  contra-indicated.  There  is  also  a  proprietary 
"  Acetale,"  which  is  reported  to  be  a  mixture  of  acetic  ether,  oils 
-of  orange,  thyme,  wild  thyme,  cloves,  lavender,  lemon,  rosemary 
■and  bei^amot,  menthol  and  absolute  alcohol. 

b,  Thio  Eilurs. 
Allyl  Thio  Ether,  or  Allyl  Sulphide — (C,Hj)^. — Liquid  of 
powerful  alliaceous  odor,  and  boiling  at  1 39°  C.  It  is  the  principal 
'Constituent  of  Oil  of  Garlic.  Medicinally  it  has  been  used  as  an 
antidiarrhceal,  stomachic,  and  nervine;  for  cholera,  indigestion, 
hysteria,  &c. 

6.  Esters  of  Inorganic  Oxygen  Acids. 
a.  Boric  Acid. 
'•  Antibacterin,"  a  proprietary  article,  which  is  inhaled  for  tuber- 
culosis, is  said  to  be  an  ethyl  orthoborate  compound  containing 
some  iron.    It  should  not  be  confounded  with  "Antibacterin-stier," 
which  is  a  crude  sulphate  of  aluminum  mixed  with  soot. 

Boroglycerine,  BoROGLycEKiDE,GtACiALm,  Glyceryl  Borate — 
CH,0. 
I         ^ 
CH.O. — B — ^White  hygroscopic  solid,  presenting  a  readily  soluble 

form  of  boric  acid.  It  is  a  useful  antiseptic  and  preservative,  oc- 
casionally given  internally,  but  more  often  used  as  a  preservative 
for  milk,  fruit,  meat,  etc.  There  is  also  a  "  Glacialin,"  which  is  a 
mixture  of  boric  acid,  borax  and  sugar. 

b.  Nitrous  Acid. 
Nitrites,  both  inorganic  and  organic,  dilate  the  blood  vessels, 
thus  assisting  a  weak  heart,  and  lessening  the  danger  of  rupturing 
the  vessels  when  the  tension  is  high,  as  in  the  blood  vessels  of  the 
kidneys  during  Bright's  disease.  Nitrites  when  inhaled  lock  up 
the  oxygen  in  the  oxy-h^moglobin,  so  that  the  blood  will  not  take 
up  or  give  off  oxygen  as  readily  as  usual,  and  only  powerful  reduc- 
tion will  remove  the  oxygen  so  that  the  hxmoglobin  may  be  set 
free  to  unite  with  fresh  oxygen  ;  thus  when  the  creature  is  neariy 
suffocated  by  this  locking  up  of  oxygen,  the  nitrous  compound  is 
reduced  and  the  hemoglobin  resumes  its  natural  functions.  The 
isomeric  nitro  bodies,  on  the  other  hand,  do  not  cause  this  dilation 
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of  the  blood  vessels  atid  consequent  lowering  of  the  pressure,  but 
tend  rather,  like  the  halogen  derivatives,  to  produce  narcosis. 

Ethyl  Nitrite,  Nitroxk  Ethbr — C.Hj.NO,. — Colorless  liquid, 
B,  P.  i7°C.  The  officinal "  Sweet  Spirit  of  Nitre"  (Spiritus  xtheris 
nitrosi,  U.  S.  P.),  prepared  by  the  action  of  nitric  acid  upon  alcohol, 
contains  about  S9&  of  ethyl  nitrite,  the  rest  being  ethyl  nitrate, 
aldehyde  and  alcohol.  This  officinal  preparation,  which  is  largely 
used  in  febrile  affections,  acts  as  a  diaphoretic,  diuretic,  antipyretic, 
antispasmodic  and  stimulant.  " Itrosyl"  is  said  to  be  "a  concen- 
trated spirit  of  nitrous  ether." 

IsoAUYL  Nitrite,  or  Nitrite  of  Amvl  (CH,\CH.CH,.CH,.N0,. 
—Colorless  liquid,  B.P.99°C.  The  "  Amyl  nitris  "  of  U.S.P.  is  pre- 
pared from  isoamyl  alcohol,  sodium  nitrite  and  H,SO,,  It  is  anti- 
spasmodic, depresso-motor,  and  vaso-dilator,  and  is  inhaled  to 
relax  spasms  and  convulsions,  having  proved  beneficial  in  angina 
pectoris,  asthma,  tetanus,  epilepsy,  syncope,  dyspnoea  of  Bright's 
disease,  convulsions,  chlorosis  of  asphyxia,  etc.  The  isoamyL 
compound  is  more  powerful  in  action  £haii  either  ethyl  or  capryl, 
but  less  so  than  butyl. 

c.  NUric  Aad. 

IsoauylNitrate,  or  Nitrate  OF  Amyl(CH,\CH.CH,.CH^NO,. 
— Colorless  liquid,  B.  P.  88°C.  Was  formerly  used  for  neuralgia  of 
the  trigeminus  nerve,  and  in  malaria. 

Glyceryl  Trinitrate,  Nitro  Glycerine,  Gi.onoin,Trinitrine, 
or  Angioneurosine— CH^NO,).CH(NO,).CH,(NO.).~Nitro  gly- 
cerine acts  upon  the  system  in  a  manner  closely  resembling  that  of 
the  nitrites,  except  that  it  does  not  reduce  the  blood  pressure  so^ 
strongly,  and  its  influence  is  felt  for  a  much  longer  time.  It  is  a  very 
powerful  drug,  one-45th  of  a  drop  afTecting  the  system  strongly. 
The  officinal  preparation  is  a  i  ^  alcoholic  solution  ( Spiritus 
gIonoini,U.  S.  P.), of  which  but  one  or  two  drops  are  administered 
at  a  time.  It  is  likewise  an  efHcient  antineuralgic,  and  has  been 
recently  applied  to  the  treatment  of  sciatica,  migraine,  etc. 

"Erythrol  (Erythrite?)  Tetkamitrate  "  is  advertised  for 
cardiac  afTections  as  a  substitute  for  glonoin. 

d.  Pkospkork  Acid. 

Glycerino     Phosphoric     Acid  —  CH,(0H).CH{0H).CH,.O- 

FO(OH)^ — An  inodorous  oil  of  acid  taste,  made  by  the  interaction 

of  glycerine  and  phosphoric  acid  in  presence  of  dehydrating  agents. 
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The  phosphorus  of  the  lecithin  of  food  is  converted  into  glycer- 
ino  phosphoric  acid  before  assimilation,  hence  it  is  the  most  nat- 
ural form  of  administering  this  element.     The  breaking  down  of 
lecithin  may  be  expressed  by  the  following  formula  : 
HOiH 
HO.  N(CH,)..CH,.C  H,:0.  P0{0  H  ).0.CH,.CH:0.C0.C„H„. 

HO?H  CHJo.CO.C„H„. 

HOiH 
Cholin  Glycerino 

phosphoric  acid  Stearic  acid 

(2  molecules) 

The  various  salts  of  this  acid  are,  therefore,  given  to  increase 
the  phosphorus  in  the  system  of  neurasthenics,  and  for  nervous 
disorders  of  many  kinds. 

1 .  Li  salt.— Nerve  tonic. 

2.  Na  salt.— For  deficient  nerve  nutrition,  neurasthenia,  Addi- 
son's disease,  phosphaturia,  convalescence  from  influenza,  etc. 

3-  NH,  salt. — Same  uses  as  sodium  salt. 

4.  Mg  salt. — Same  uses  as  sodium  salt. 

5.  Ca  salt — Nerve  tonic,  where  lime  and  phosphorus  are  both 
needed,  as  in  rachitis,  wasting  diseases,  convalesence,  etc, 

e.  Sulphuric  Acid. 
Methyl  Sulphuric  Acid — CH,.HS04. — 

Na  salt— CH,.NaSO«,HjO.— A  new  purgative,  said  to  act  with- 
out producing  any  cramps. 
Ethyl  Sulphuric  Acid,  or  Sulphovinic  Acid — C,Hj.HS04. — 

Na  salt— CiHs.NaS0«,H,O.— A  mild  but  active  cathartic. 

7.   Aldehydes. 

Many  of  the  aldehydes  possess  distinct  hypnotic  characteristics, 
which  are  intensified  by  substituting  the  hydrogens  by  halogens, 
as  is  well  seen  by  comparing  the  action  of  acetaldehyde  with  that 
of  chloral.  Usually  the  simple  aldehydes  exert  an  irritating  action 
upon  the  mucous  membranes,  which  is  a  great  objection  to  their 
use  as  hypnotics ;  but  the  polymeric  forms  are  much  less  objec- 
tionable in  this  respect. 

FORUALDEHYDE — H.CO.H. — Gas ;  produced  by  the  oxidation 
of  methyl  alcohol.    Formaldehyde  preparations: 

I .  Formalin,  or  Formol — A  40%  aqueous  solution.     A  very  use- 
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ful  antiseptic,  germicide  and  deodorizer;  non-irritating,  non-toxic 
and  Don -corrosive.  For  general  antisepsis,  as  a  substitute  for 
HgCl,,  a  J^%  to  29^  solution  is  used;  for  surgery,  3.  ^^  to  }4% 
solution;  for  coUyria,  a  ^^  solution;  for  hardening  anatomical 
specimens,  4%  to  lofc  solution;  as  a  food  preservative,  iiiooQOOO 
to  1:5000. 

2.  Holzin — A  60%  solution  in  methyl  alcohol,  likewise  used  as 
an  antiseptic  and  disinfectant. 

3.  Holzinol — A  methyl  alcohol  solution  of  formaldehyde  con- 
taining a  small  amount  of  menthol. 

4.  Carnoltn — A  jyife  aqueous  solution,  recommended  as  3 
harmless  disinfectant  and  food  preservative. 

5.  Steresol — A  saturated  solution  of  formaldehyde  in  milk  sugar 
solution,  administered  as  an  internal  antiseptic  for  tuberculosis, 
erysipelas,  etc. 

Paraformaldehyde,  Paraforh,  or  Triforhol — (H.CO.H),. — 
White  crystalline  solid.  Antiseptic  and  astringent,  given  internally 
for  diarrhcea,  cholera  nostras,  phthisis,  etc.,  and  used  externally  for 
antiseptic  bandages  and  surgical  dressings. 

ACETALDEHYDE — CH,.COH. — Excrts   a   powerful   action  upon 
the  respiration.     A  2^  solution  has  been  used  in  preserving  meat, 
on  account  of  its  strong  antiputrescent  properties. 
CH,.CH.O.CH.CH. 

Paraldehvde— (CH,.COH),—    O.CH.O  .—Hypnotic,  an- 

CH, 
tispasmodic,  sedative,  and  apparently  also  diuretic.  It  is  largely 
used  as  an  hypnotic,  and  is  claimed  to  be  safer  than  chloral,  since 
it  has  no  depressing  action  upon  the  heart.  It  has  been  given  suc- 
cessfully in  tetanus,  asthma,  alcoholism,  etc.,  and  does  not  seem  to 
disturb  the  appetite  or  stomach.  However,  its  taste  and  odor  are 
against  it,  the  latter  persistently  remaining  in  the  breath  for  several 
hours. 

Metaldehyde — (CH,.COH),. — White  prisms.  Sedative  and 
hypnotic,  for  insomnia,  hysteria,  etc. 

CH,.CH.S.CH.CH, 

SuLPHALDEHTDE— {CH,.CSH),—       S.CH.  S  .—A  oew  oily 
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hypnotic,  made  by  the  action  of  H,S  upon  an  aqueous  solution  of 
aldehyde,  and  probably  not  pure  sulphaldehyde,  but  a  mixture  of 
several  substances  of  which  sulphaldehyde  is  the  most  prominent. 
It  is  analogous  to  paraldehyde,  and  was  claimed  to  be  more  power- 
ful, but  never  rose  to  any  importance. 
CH..CH.NH.CH.CH. 
Thialdin^        S.    CH.S  . — Prismatic  crystals.produced 

by  the  action  of  H,S  upon  an  aqueous  solution  of  aldehyde-am- 
monia.    It  has  been  proposed  as  a  heart  stimulant 

Trichlor  Acetaldehyde,  or  Chloral— CCl,,  CO  H. — Free 
chloral  is  a  colorless  liquid,  boiling  at  98°C. ;  while  the  hydrate, 
which  is  the  form  in  which  it  is  usually  sold,  is  a  white  crystalline 
solid,  melting  at  57°C.  Chloral  hydrate  is  an  hypnotic,  antispas- 
modic, analgesic  and  antiseptic,  of  which  more  than  one  ton  is 
consumed  daily  in  England  and  America  alone.  It  is  employed 
chiefly  to  induce  sleep  and  relax  spasm,  for  as  an  analgesic  it  is  not 
so  powerful  as  opium.  Large  doses  cause  death  by  paralyzing  the 
nerve  centres,  arresting  the  action  of  the  heart  and  lungs,  an  effect 
which  we  might  have  expected  from  the  presence  of  the  three 
chlorine  atoms  in  the  molecule.  The  hypothesis  that  chloral  is  de- 
composed by  the  alkalmity  of  the  blood  into  chloroform  and  potas* 
slum  formate  seems  scarcely  In  harmony  with  the  facts  ;  for  chloro- 
form has  never  been  detected  in  the  blood,  breath  or  excreta,  nor 
has  formic  acid  been  found  in  the  urine.  Chloral  hydrate  is  the 
drug  generally  used  for  the  so-called  "  knockout  drops,"  which  are 
so  popular  with  criminals  at  the  present  day,  and  the  possession  of 
which  has  been  made  the  subject  of  state  legislation. 

Chloral  preparations : 

1.  Syrupus  chloral — Chloral  hydrate,  simple  syrup,  and  water. 

2.  Chloral  camphor — Thick  oil.  Local  anaesthetic  and  counter- 
irritant,  for  toothache,  neuralgia,  etc.  Consists  of  equal  parts  chloral 
hydrate  and  camphor,  rubbed  up  together. 

3.  Chloral  carbol — A  liquid  obtained  by  rubbing  chloral  hydrate 
and  carbolic  acid  together.     Local  anaesthetic  and  counter-irritant. 

4.  Chloral  menthol — Colorless  oil,  prepared  from  equal  parts 
chloral  hydrate  and  menthol  triturated  together  and  then  gently 
heated  on  the  W.  B.    Local  anxsthetic  and  counter-irritant. 
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5.  Chloral  cyanhydrate~CCl,.CH(OH).CN.— Crystalline  pow- 
der, proposed  as  a  substitute  for  HCN,  since  more  permanent,  and, 
therefore,  a  more  exact  dose  can  be  obtained. 

6.  Chloral  ammonium — CCI,.CH(OH),NH,. — Colorless  needles, 
M.P.  63°  C.  Hypnotic  and  analgesic;  for  nervous  insomnia, 
neuralgia,  etc. 

7.  Chloralamide,  chloral  formamide—CCI,.CH(OH).NH.COH.— 
Colorless  crystals.  A  useful  hypnotic,  of  doubtful  anodyne  action, 
less  powerful  than  chloral  hydrate.  It  has  practically  no  effect 
upon  the  mucous  membranes,  and  is  supposed  to  break  up  in  the 
system  into  chloral  and  formamide  again.  It  has  had  some  little 
sale  as  an  antidote  for  sea-sickness.  "  Chlorobrom  "  is  a  mixture 
of  chloralamide,  KBr,  and  water,  and  flavored  with  licorice  extract ; 
it  is  used  for  the  same  purposes  as  chloralamide. 

8.  Chloralimide—(CClg.CH:NH),.— Colorless  crystals.  Hyp- 
notic, analgesic  and  antipyretic ;  given  to  reduce  fever  and  arrest 
pain,  and  claimed  to  be  a  superior  hypnotic  to  chloralamide. 

9.  Chloralose,  or  anhydro  gluco  chloral — CgH„Cl,0,. — Com- 
paratively soluble  needles  of  bitter  taste,  prepared  from  anhydrous 
chloral  and  dry  gluco:>e.  An  hypnotic  which  purports  to  be 
surer  than  chloralamide,  and  to  be  free  from  the  disagreeable  car- 
diac after-effects  and  cuinulative  tendency  of  chloral,  although  it 
occasionally  causes  symptoms  of  intoxication.  It  is  said  to  act 
principally  by  reducing  the  excitability  of  the  gray  matter  of  the 
brain. 

10.  Chloral  oximes — Combinations  of  chloral  with  various  ox- 
imes,  which  are  intended  for  use  as  hypnotics.  They  are  sup- 
posed to  break  up  in  the  system  into  chloral  and  the  oxime  again, 
so  that  the  action  is  essentially  that  of  the  separate  constituents. 

a.  Chloral  acetaldoxime~CCl^CH(OH).O.N:CH.CH,.  — M. 
P. 74°C. 

b.  Chloral  acetoxime  — CCVCH'OHJ.O.NiqCHjV  — M.  P. 
72°C. 

c.  Chloral  benzaldoxime— CCl,.CH(OH}.O.N:CH.CsH,.— M. 
P.  62°C. 

d.  Chloral  camphoroxime— CCIj.CH(0H).O.N:C(,H„.— M.  P. 
98='C. 

e.  Chloral  nitroso  (9.  naphthol— CCI,.CHtOH).O.NO.C,BH,.— 
M.  P.  iOO°C. 

11.  Spiritus  stheris  chlorati — A   colorless  volatile  liquid,  pre- 
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pared  by  distilling  a  mixture  of  MnO,,  HQ,  and  alcohol,  and  used 
as  an  excitant  It  contains  chloral  hydrate,  chloral  alcohoUte, 
ethyl  chloride,  aldehyde,  alcohol,  acetale,  and  higher  chlorine  sub- 
stitutions of  ethane  and  acetale. 

Meta  Chloral — (CO^COH)i. — Physiological  action  resembles 
that  of  chloral  hydrate. 

Bromal  Hydrate — CBr,.CH(OH)^ — Colorless  crystals,  M.  P. 
53.5°C.  Hypnotic,  sedative,  and  antispasmodic;  for  epilepsy, 
chorea,  insomnia,  etc.,  and,  in  general,  to  relieve  pain  and  produce 
sleep.  The  dose  is  about  half  that  of  chloral  hydrate,  after  effects 
are  generally  milder,  sleep  is  not  so  deep,  and  excitement  is 
greater.     It  is  not  often  used  now. 

Butyl  Chloral  Hydrate,  Butyrchloral  Hydrate,  Crotok- 
CHLORAL  Hydrate,  Butyl  Chloral  Hydras  (U.S.P.) — CH^CHCl. 
CCl,.CH(OH),. — Hypnotic,  analgesic,  anaesthetic,  and  antidiabetic. 
Used  for  neuralgia  of  the  trigeminus  nerve,  toothache,  insomnia 
of  heart  disease,  diabetes  (to  reduce  the  amount  of  urine  passed) 
etc.     It  is  a  colorless  ciystalline  solid  melting  at  78°C. 

8.  Ketones. 

The  sutphonal  bodies  have  been  included  under  the  ketones, 
since  they  are  derived  from  the  latter  by  combination  of  the  ketone 
with  a  mercaptan  and  subsequent  oxidation  of  the  resultant  com- 
pound. 

Acetone,  Dimethyl  Ketone — (CH,),CO. — Colorless  liquid,  B.P. 
56°  C.  A  mild  alterative,  anthelmintic  and  nervine ;  given  for 
rheumatism,  neurosis,  etc.  It  may  also  produce  intoxication  and 
sleep,  but  it  is  far  less  powerful  than  ether  or  chloroform.  Exter- 
nally it  acts  as  a  topical  irritant  There  is  also  an  "Aceton,"  which 
is  a  proprietary  grippe  and  headache  remedy,  and  is  not  the  same 
as  this  chemical  acetone. 

Sulphonal,  or  Dibthylsulphone  Dimethyl  Methane — 
(CH  ),QSO,.C,H^),.— Colorless  prisms,  M.  P.  125°  C.  Hypnotic, 
sedative,  antihydrotic  and  antispasmodic.  Has  been  largely  used 
in  insane  asylums,  but  is  apt  to  produce  toxic  symptoms  if  contin- 
ued  for  any  length  of  time.  It  has  been  reported  to  have  been 
given  with  advantage  in  cramps,  sea-sickness,  hiccoughs,  etc. 

TrIONAL,      or      DlETHYLSULPHONE      MeTHYLETHYL      METHANE — 

(CH,XC,H,)C(SO,.C,H,),.— Colorless  plates  melting  at  76*  C.  A 
valuable  hypnotic,  more  active  than  sulphonal,  and  not  causing 
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the  same  drowsiness  and  sluggishness  the  following  day.  It  acts 
promptly,  inducing  a  deep  and  natural  sleep,  with  no  disagreeable 
after-effects,  and  exhibits  also  an  antihydrotic  action.  Largely 
used  at  present. 

Tetronal,     or     Diethylsulphone      Diethyl      Methane — 

(C,H,\qSO,.C,H,), Colorless    crystalline   plates,    M.  P.  9g°  C. 

Another  new  hypnotic,  reported  to  have  all  the  disadvantages  of 
sulphonal  without  its  power,  its  action  being  more  sedative  than 
hypnotic.  It  is  not  as  reliable  as  either  sulphonal  or  trional,  and 
is,  therefore,  rarely  used. 

9.  Sugars,  etc. 

NiTKO  Glucose. — Obtained  by  acting  upon  glucose  with  a  mix- 
ture of  HNO,  and  H,S04.  It  has  been  used  in  solution  as  a  stim- 
ulant in  epilepsy  and  cardiac  weakness. 

Levulose.  Fruit  Sugar,  Fructose,  or  Diabetin — HO.CHj. 
{CH.OHVCO.CH,.OH.— Has  been  recommended  for  diabetic 
patients. 

Saccharose,  Cane  Sugar,  Sugar,  Sacchakum  (U.S.P.).  C,tH„0„. 
— Sweetening  agent ;  in  powder,  or  as  a  concentrated  aqueous  solu- 
tion (Sinipus  simplex). 

Lactose,  Milk  Sugar — C„Hj,On,H,0. — Used  in  phthisis,  car- 
diac dropsy,  wasting  diseases,  as  nourishment  for  babies,  etc.  It 
.appears  also  to  possess  a  diuretic  action.  " Calolactose "  is  re- 
ported to  be  a  mixture  of  one  part  calomel,  one  part  Bi(NOt)t,  and 
eight  parts  lactose,  and  is  sold  as  an  intestinal  disinfectant. 

10.  Organic  Acids;  their  Salts,  and  Esters. 
The  salts  of  the  organic  acids  have  been  included  in  this  list  to 
show  what  a  minor  part,  after  all,  the  organic  portion  of  these  com- 
pounds plays,  as  compared  with  that  of  the  metal. 

a.  Acids  C.H^O,. 

FoRuic  Acid,  Aciduh  Forhicum — H.COOH. — Colorless  pun- 
gent liquid,  boiling  at  100°  C.  Caustic  and  antiseptic.  Dilute  solu- 
tions are  used  externally  to  stimulate  the  circulation  in  paralyzed 
limbs.    It  is  rarely  administered  internally. 

Salts: 

1.  Li  formate — .H.COOLi-f-H,0. — For  rheumatism  and  gout. 

2.  Na  formate — -H.COONa-fHjO. — A  hypodermic  antiseptic 
for  surgical  tuberculosis. 
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3.  NH^  formate — H.COONH,. — For  chronic  paralysis,  and 
palsy  of  sensation  or  motion. 

4.  Al  boroformate — A  mild  antiseptic  and  astringent,  for  throat 
diseases,  etc. 

Esters: 

I.  Ethyl  formate,  Formic  Ether — H.COOC,H,, — Hypnotic  and 
analgesic. 

Acetic  Acid,  AcidumAceticum~CH,,COOH. — Colorless  liquid, 
B.  P.  liS''  C.  The  crude  "  Pyroligneous  Acid,"  sometimes  termed 
"  Wood  Vinegar,"  on  account  of  the  creosote  bodies  which  it  holds 
in  solution,  has  been  used  as  an  external  antiseptic  and  stimulant  in 
the  treatment  of  ulcers,  gangrene,  etc.  Vinegar  (acetum)  is  diuretic 
and  refrigerant,  and  is  useful  as  an  antidote  for  alkali  poisoning, 
to  remove  pieces  of  lime  from  the  eye,  etc.  The  officinal  "  Acidun> 
aceticum  "  (U.  S.  P.)  is  a  36%  solution,  and  was  tried  at  one  time 
for  cancer,  but  proved  unsatisfactory.  The  glacial  acid  may  be 
used  to  remove  warts,  corns,  etc.,  or  to  produce  a  rapid  blister,  but 
is  never  given  internally. 

Salts  :— 

1.  Na  acetate  (Sodii  acetas)— CH,.C00Na+3H,0.— A  weaker 
diuretic  than  the  K  salt.    In  large  doses,  acts  as  a  purgative. 

2.  K  acetate  (Potasii  acetas)_CH,.COOK.— Diuretic,  antacid- 
antipyretic,  and  mild  cathartic.  As  is  the  case  with  most  of  these 
organic  salts,  the  organic  part  is  burned  up  in  the  system,  leaving 
the  metal  to  act  as  a  carbonate  or  oxide. 

3.  NH^  acetate— CH,.COONH«.— A  valuable  diaphoretic,  refrig- 
erant and  antipyretic,  largely  used  in  febrile  affections. 

4.  Mg  acetate  (Magnesii  acetas)— (CH,.C00),Mg+4H,0.— A 
mild  purge,  proposed  as  a  substitute  for  the  citrate. 

J.  Sracetate-(CH,.COO),Sr+J^H,0 Tonic  and  anthelmintic. 

6.  Al  acetate— (CH,.C00)»A1,.— Used  externally  as  a  disinfec- 
tant, and  internally  as  a  remedy  for  diarrhcea  and  dysentery. 

Al  subacetate. — A  local  astringent  for  various  skin  diseases. 

Al  acetoborate. — Antiseptic  and  disinfectant. 

Al  acetoglycerinatc. — Antiseptic  and  disinfectant. 

;.  Zn  acetate  (Zinci  acetas)—(CH,.COO),Zn+3H,0.— Astrin- 
gent, antiseptic,  emetic  and  nervine ;  for  delirium,  neurosis,  etc. 

8.  Ferric  acetate. — The  various  officinal  solutions  of  ferric  acetate 
form  excellent  mild  chalybeates  ( Liquor  ferri  acetatis,  Tinctura. 
fern  acetatis,  Mistura  ferri  et  ammonii  acetatis,  etc.). 
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9.  Pb  acetate  (Plumbi  acetas)— (CH,.COO),Pb+  3H,0.— "Sugar 
of  Lead."  A  powerful  sedative  astringent,  acting  as  an  irritant 
poison  in  overdoses.  It  is  also  used  externally  in  the  treatment  of 
ivy  poisoning. 

Pb  subacetate — "Goulard's  Extract"  is  prepared  by  dissolving 
PbO  in  a  solution  of  the  normal  acetate,  and  is  an  external 
astringent  and  sedative.  There  is  also  a  diluted  solution  known 
as  "  Lead  Water."  "  Goulard's  Cerate"  is  a  mixture  of  the  sub- 
acetate  with  camphor  cerate,  and  is  very  useful  in  inflammatory 
skin  diseases. 

10.  Mercurous  acetate — (CH,.CO0),Hg,. — For  syphilis ;  exter- 
nally as  salve,  internally  in  pills. 

11.  Cupric  acetate  (Cupri  acetas)— (CH,.COO),Cu-t-H,0.— 
Astringent  and  alterative ;  given  internally  for  scrofula,  epilepsy, 
skin  diseases,  etc. ;  externally,  for  conjunctivitis,  gonorrhoea,  etc. 

Esters: 

I.  Ethyl  acetate.  Acetic  ether,  vEther  aceticua — CH,.COO.C,H,. 
— Colorless  liquid  of  pleasant  odor,  boiling  at  77''C.  Stimulant 
and  antispasmodic.  "  Migrosin"  is  a  mixture  of  acetic  ether  and 
menthol  sold  to  combat  migraine.  "  Salubrine"  is  reported  to 
consist  of  25  %  acetic  ether,  2<fo  anhydrous  acetic  acid,  50^  alco- 
hol, and  the  balance  water.  It  is  an  antiseptic,  astringent  and 
hxmostatic ;  and  it  is  used,  diluted  with  water,  as  a  gargle,  or  on 
compresses. 

Crixiracetic  AciD — CH,.C1.C00H. — Colorless  crystals,  M.  P. 
63°C.    Caustic,  astringent  and  hemostatic. 

DiCBLORACETic  AciD — CHCI,.COOH. — Colorless  liquid, boiling 
at  I90°C.     Caustic,  astringent  and  haemostatic 

Thichlosacetic  Acid — CCi,COOH, — Colorless  crystals,  M.  P. 
SS^'C  Caustic,  astringent  and  haemostatic  ;  for  warts,  corns,  nosti 
bleed,  obstinate  gleet,  indolent  ulcers,  etc. 

Bromacbtic  Acid — CH,Br.COOH.— It  is  interesting  to  note 
that  while  the  sodium  salt  of  this  acid  acts  upon  the  muscles  of 
the  irog  to  render  them  as  rigid  as  wood,  the  sodium  salt  of  the 
unsubstituted  acetic  acid  has  no  such  action. 

b-Amido  Propionic  Acid,  or  o-Alanin— CH,.CH(NH,).C00H:. 
— The  mercury  salt  of  this  acid  has  been  proposed  as  a  substitute 
for  HgCI,  in  subcutaneous  treatment. 

Valerianic,  Isovalerianic,  Valeric,  Isovaleric,  Phocenic, 
Pentoic,  or  Isopentoic  Acid— (CH,),CH.CH,. COO H.— Colorless 
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liquid,  B.  P.I76°C.    The  officinal  "  Addum  valerianicum"  is  pre- 
pared by  distillation  of  the  oil  or  root  of  valerian.    It  has  been 
used  in  various  nervous  disorders,  and  possesses  properties  re- 
sembling those  of  valerian. 
Salts: 

1.  Li  valerianate — C^Hi-COOU.  Antilithic and  antispasmodic; 
for  lithiasis  and  rheumatism,  especially  rheumatism  with  hysteria 
or  nervousness. 

2.  Na  valerianate — (Sodii  valerianas) — QH^COONa. — ^Nervc 
stimulant. 

3-  K  valerianate — CjH,.COOK. — Stimulant ;  for  hysteria,  insaa* 
ity,  low  fevers. 

4.  NH,  valerianate  (Ammonii  valerianas) — C,H,.COONH,. — 
Nerve  tonic,  for  mild  nervous  troubles.  An  acid  ammonium  salt 
of  the  formula  C,H,.COONH,+  2C,H„0,,  is  also  used  in  medicine. 

5.  Zn  valerianate  (Zinci  valerianas)— (CjH,.COO),Zn. — Antispas- 
modic, astringent  and  tonic ;  for  various  nervous  aflfections. 

6.  Ferric  valerianate  (Fern  valerianas) — (C,H,.COO),Fe,. — Tonic, 
nervine,  and  emmenagogue  ;  for  anxmia,  nervous  exhaustion,  etc. 

7.  Bi  valerianate  (Bismuthi  valerianas)— Bi,(C,H,O,\(OH),0r 
— Sedative  and  antispasmodic ;  for  neuralgia,  cephalalgia,  epilepsy, 
chorea,  cardialgia,  etc. 

8.  Quinine  vaterianate(Quininx  valerianas) — C^H„N,O,.C,H„0,. 
— For  nervous  disorders  attended  with  debility. 

Esters : 

1.  Ethyl  valerianate,  or  Valerianic  ether— C,H,.COO.C,H,.— 
Colorless  liquid,  B.  P.  I34°C.  Antispasmodic  and  sedative;  for 
asthma  and  many  nervous  affections. 

2.  Isoamyl  valerianate,  or  Apple  oil — C,H,.COO.C(H,j. — Color- 
less liquid  of  peculiar  fruity  odor,  and  boiling  at  i94°C.  Itissaid 
to  afford  an  excellent  remedy  for  fevers  and  nervous  troubles,  and 
to  exert  a  specific  stimulating  and  sedative  action  upon  the  liver  in 
cases  of  gall-stone  colic. 

Palmitic  Acid— CibH„.C0OH.— Spermaceti  (Cetaceum,  U.  S. 
P.),  which  is  so  largely  used  as  a  basis  for  numerous  ointments  and 
cerates,  is  composed  mainly  of  the  cetyl  ester  of  this  acid. 

Stearic  Acid — Ci,Haj.COOH.— Stearate  of  zinc  is  an  a^ringent 
and  antiseptic  which  is  frequently  employed  for  such  diseases  as 
gonorrhcea,  atrophic  rhinitis,  etc. 
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b.  Acids  C,H^_,0,. 

CH,.CH 
Angelic  acid  ||  . — An  aromatic  tonic. 

CH,.C.COOH 
CH,.CH 
TiGLic  ACID  II        . — Vesicant. 

HOOCC.CH, 

Oleic  Acid,  Acidum  Oleicum— C„H|^CH:CH.CH,.C00H.— 
Mainly  used  for  the  preparation  of  the  oleates.  "  Lipanin "  is 
olive  oil  mixed  with  6%  of  free  oleic  acid. 

Salts,  or  Oleates. — The  oleates  are  used  similarly  to  the  oint- 
ments, but  are  considered  to  give  much  better  absorption  and  to 
be  cleaner.  The  officinal  oleates  are  really  solutions  of  the  true 
oleates  in  excess  of  oleic  acid. 

1.  Na  oleate—Ci,H„.COONa.— Detergent. 

2.  K  oleate — CuH^-COOK. — Detei^ent  and  emollient ;  for 
cleansing   and   hcalinfr   abscesses,   etc. 

3.  Al  oIeatc—(C„H„.COO},Al,.— Yellowish  tenacious  mass.  An 
external  antiseptic  for  skin  diseases.  An  ethereal  solution  has  been 
used  as  a  substitute  for  "  Traumaticin,"  as  a  protective  covering  for 
bleeding  surfaces. 

4.  Zn  oleate  (Oleatum  zinci) — (C„H„.COO),Zn. — For  skin  dis- 
eases, especially  chronic  eczema,  generally  mixed  with  vaseline 
{Unguentum  zinci  oleati). 

5.  Mn  oleate — (C„H||.COO),Mn. — Inunction  in  anazmia,  chlo- 
rosis, etc 

6.  Ni  oleate — (C,7H„.C00),Ni. — An  external  sedative,  for  appli- 
cation in  diseases  of  the  spinal  column. 

7.  Fe  oleate — (Ci,H„.COO),Fe. — An  external  tonic,  for  admin- 
istering iron  by  absorption. 

8.  Pb  oleate— (C„H„COO),Pb.— For  skin  diseases.  The  so- 
called  "  Lead  plaster"  or  "  Diachylon"  is  an  oleo-palmitate  of  lead, 
prepared  by  boiling  together  a  mixture  of  olive  oil,  litharge  and 
water,  and  is  -osefal  in .  covering  raw  surfaces,  ulcers,  tXc'.,  and  as 
the  basis  of  other  plasters. 

9.  Hg  oleate  (Oleatum  hydrargyri)—C„Ha.COOHg.— Oldest 
and  most  valuable  of  the  oleates,  and  one  of  the  best  substances  for 
mercurial  treatment,  being  more  readily  absorbed  than  the  oint- 
ment There  is  also  a  double  oleate  of  mercury  and  morphia,  the 
alkaloid  acting  as  an  anodyne  to  allay  the  irritation  occasion- 
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ally  produced  by  otclc  acid,  but  the  preparation  does  not  keep 
well. 

to.  Bi  oleate — (Ci,Hg.COO)aBi. — Emollient  and  mild  astrln* 
gent,  for  skin  diseases. 

II.  Cu  oleate— (C,tH„.CO0),Cu.— For  skin  diseases ;  as  yet  of 
unknown  value.  There  are  also  oteates  of  aconitia,  atropia,  mor- 
phia, quinia,  strychnia  and  veratna. 

SuLPHOLEic  Acid,  Sulphoricikoleic  Acid,  etc. — ^These  acids  arc 
obtained  by  acting  upon  olive  oil,  castor  oil,  or  other  fixed  oils,  with 
concentrated  HjSO,,  under  certain  conditions.  The  salts  are  anti- 
septic, deodorant,  and  irritant,  and  are  applied  externally  for  oz- 
aena,  diphtheria,  tuberculosis,  ulcerations,  and  other  diseases  of  the 
mucous  membrane  and  skin.  "  Polysolve," or  "  Solvin,"  is  the  so- 
dium salt  oF  sulphoricinoleic  acid. 

c.  Acids  C.H,.0,. 
Carbonic  Acid — HjCO,. — The  charging  of  a  beverage  with  CO, 
renders  it  more  palatable  and  more  easily  borne  by  the  stomach. 
Salts: 

1.  Li  carbonate  (Lithii  carbonas] — LijCO, — ^The  property  of 
lithium  forming  a  soluble  salt  with  uric  acid  has  suggested  its  use  in 
all  cases  of  uric  acid  diathesis;  as  in  gout,  calculi,  etc.  It  exerts 
also  a  diuretic  action. 

2.  Na  carbonate  (Sodii  carbonas) — NajCOj-J-loHjO Has  no 

general  effect  upon  the  system,  so  that  it  is  preferable  to  the  K  salt 
to  correct  any  acidity  of  the  stomach  or  urine  when  nothing  but 
an  alkaline  action  is  required.    It  mayalsobe  applied  for  burns. 

Na  bicarbonate  (Sodii  bicarbonas) — NaHCO,. — Antacid,  mild 
antipyretic  and  antiseptic ;  less  irritating  to  the  stomach  than  the 
neutral  carbonate.  It  is  widely  used  for  the  production  of  CO,  in 
all  kinds  of  efTervescent  beverages — as  Seidlitz  Powders,  Granulated 
Citrate  of  Mg,  Sodio  Citro-tartras  Effervescens,  etc.  The  original 
"  saleratus"  of  the  household  was  KHCO,,  but  this  has  now  been 
superseded  by  NaHCO,,  "  baking  soda"  or  "  cooking  soda,"  and 
to  which  the  name  of  "  saleratus"  is  now  frequently  applied. 

3.  K  carbonate.  Salt  of  Tartar  (Potasii  carbonas)— K,CO,-l-  3H,0. 
Antacid,  diuretic,  and  antilithic;  for  dyspepsia,  dropsy,  gravel, 
etc..  and  for  the  preparation  of  various  effervescing  mixtures. 

K  bicarbonate  (Potasii  bicarbonas) — ^KHCO,. — Same  properties 
and  uses  as  the  neutral  carbonate,  but  rather  milder. 
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4.  Rb  carbonate — Rb,CO,. — Antacid. 

5.  NHj  carbonate — Theoflficinal  "Ammonii carbonas "  isproba- 
■fcly  a  mixture  of  the  bicarbonate  and  carbamate.  It  is  a  powerrul  car- 
-diac  and  pulmonary  stimulant,  but  its  action  is  only  of  short  dura- 
'tion.  In  sufficient  amount,  it  is  an  irritant  poison.  It  has  been 
-used  for  syncope,  heart  failure,  pneumonia,  phthisis,  hysteria,  etc., 
is  also  an  expectorant,  and  may  even  be  used  externally  as  a  rube- 
facient. Coarsely  crushed  with  half  its  volume  of  strongest  am- 
monia water,  and  scented  with  oil  of  lavender,  it  forms  the  ordinary 
"smelling  salts." 

NH,  bicarbonate — (NH,)HCO,. — As  antacid  In  fermentation  of 
'the  stomach  and  as  stimulant  for  depressed  condition. 

6.  Mg carbonate  (Magnesii  carbonas) — 4MgCO,,Mg(0H),.sH,O. 
— An  antacid  and  laxative,  but  notsogoodasMgO,  since  it  is  apt  to 
produce  flatulence  from  the  liberation  of  its  CO,. 

7.  Ca  carbonate  (Calcii  carbonas  prxcipitatus) — CaCO,. — Given 
internally  for  diarrhoea,  or  acid  condition  of  the  intestines.  It  is 
the  basts  of  many  tooth  powders. 

8.  Zn  carbonate  (Zinci  carbonas  praecipitatus) — 2ZnCO,.3Zn- 
(OH), — -A  mild  external  astringent  and  exsjccant,  antiseptic  and 
slightly  sedative,  for  superficial  ulcers,  etc. 

9.  Mn  carbonate — MnCOj. — Tonic;  for  chlorosis,  anicmia,  etc. 

10.  Fc  carbonate — The  saccharated  carbonates  of  iron  form 
a  group  of  useful  chalybeate  preparations. 

1 1.  Pb  basic  carbonate.  White  Lead  (Ptumbi  carbonas) — 2PbC0t. 
Fb(OH],. — External  antiseptic, astringent  and  sedative;  for  ulcers, 

€tC. 

13.  Bi  subcarbonate  (Bismuthi  subcarbonas) — (BiO),CO,.H,0. 
A  useful  sedative,  tonic,  astringent  and  stomachic;  for  djarrhcea, 
■nausea,  and  disordered  condition  of  the  alimentary  canal.  Exter- 
nally it  has  been  employed  as  a  face  powder. 

DiTHio  Carbonic  Acid— H,C0S,. — The  K  salt  has  been  recom- 
mended as  an  external  antiseptic  for  skin  diseases.  It  is  a  deli- 
-quescent  orange- red  crystalline  powder, 

IsoAUYL  Xanthogenic  Acid— -(C,H„)HC0S,.— The  K  salt  has 
been  reported  as  an  antiparasitic. 

Lactic  Acid,  o-Lactic  Acid,  Aciihjm  Lacticum — CH,.CH(OH).- 
•COOH. — The  officinal  "Acidum  lacticum"  is  a  75%  aqueous 
-solutioB.  Caustic,  astringent,  digestiveand  antidiabetic;  for  dys- 
pepsia, diarrhoea,  cholera,  dissolving  the  false  membranes  ta 
-diphtheritic  troubles,  croup,  etc. 
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Salts:— 

1.  Na  lactate — Na{C,H,0,). — Hypnotic;  for  insomnia. 

2.  Mg  lactate— (C,H,0,j,Mg+  3H,0.— A  mild  aperient 

3.  Ca  lactate — "  Syrupus  calcii  lactophosphatis  "  of  the  U,  S.  P. 
is  essentially  a  solution  of  Ca  phosphate  in  lactic  acid,  and  affords 
a  good  means  of  administering  the  former  compound.  It  is  used 
for  scrofula,  rachitis,  conditions  of  malnutrition,  etc. 

4.  Sr  lactate— {C,H,0,),Sr+3H,0.— Anthelmintic,  antinephri- 
tic  and  tonic.  Has  been  tried  for  kidney  disease  on  the  hypothe- 
sis that  it  diminishes  the  amount  of  albumin  without  producing 
any  diuresis. 

5 .  Zn  lactate  (Zinci  lactas)— (C,H,0,\Zn-f  3H,0.— As  a  remedy 
for  epilepsy  it  is  said  to  be  better  borne  and  to  be  more  easily 
taken  than  the  oxide.     Externally  it  is  used  as  an  eye  wash,  etc. 

6.  Mn  lactate— (C,Hp,\Mn,3H,0. —Tonic  ;  for  chlorosis. 

7.  Fe  lactate. — Many  lactate  of  iron  preparations,  on  account  of 
their  tonic,  astringent  and  diuretic  properties,  have  been  employed 
in  the  treatment  of  anaemia,  chlorosis,  debility,  etc. 

8.  Bi  lactate  (Bismuthi  lactas). — Uses  and  properties  similar  to- 
those  of  the  nitrate. 

9.  Ag  lactate. — A  resolvent  and  antiseptic,  sold  under  the  name 
of  "  Actol." 

d.  Acids  C„H^^,0.. 

OxAUC  Acid,  Acidum  Oxalicum  (U.  S.  P.)— HOOCCOOH, 
2H,0. — Monoclinic  crystals,  M.  P.  lOi^C. — An  emmenagogue  and 
sedative ;  for  functional  amenorrhoea  and  acute  cystitis. 

Salts;— 

1.  Ce  oxalate  (Cerii  0Jtalas)—(C,0,\Ce,.9H,O.— Sedative  and 
nerve  tonic ;  for  nausea  of  pregnancy,  sea  sickness,  epilepsy,  mi- 
graine, cardialgia,  chronic  diarrhoea,  hysteria,  etc. 

2.  Fe  oxalate  (Ferri  oxatas)— (C,0,)Fe,2H,0.— A  feeble  chaly- 
beate tonic  and  alterative. 

Succinic  Acid— HOOC.CH,.CH,.COOH.— Monoclinic  crystals, 
M..F.  i85°C.    Antispasmodic  and  diuretic. 
Salts  :— 

1.  K  succinate — (C,H,0,)K,,3H,0, — For  delirium  tremens. 

2.  NH,  succinate— (CjHjO,XN^^i)i-—^^*s  ti^^"  Q"'**  largely 
used  for  delirium  tremens,  cramps,  hysteria,  etc. 

3.  Fe  succinate — (C,H,0,)Fc(OH). — A  tonic  and  alterative,  said 
to  be  of  value  as  a  solvent  of  biliary  calculi. 
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e.  Acids  C^H^^O.. 

HOOC.CH 
FuMARic  Acid —  ||  . — A  feeble  tonic-like  fumitory. 

H.CCOOH 

Camphoric  Acid,  Dextro  Cauphoric  Acid. — Antiseptic,  anti- 
pTj  hydrotic,  astringent  and  anticatarrhal ;  used  in- 

I    *  ternally  for  phthisis,  night  sweats  of  consumptives 

LH,.C.CUUrl      ^often   in  combination   with  antipyrin),  chronic 


CH,.C.C 


COOH      bronchitis,     pneumonia,    gonorrhoea,    anginas, 

r  u  chronic  cystitis,  etc.,  and  as  intestinal  disinfectant ; 

»    »  externally,  as  a  remedy  for  acute  skin  diseases  and 

as  an  antiseptic  gargle  for  acute  or  chronic  diseases  of  the  respiratory 

tract 

Salts:— 

1.  Na  camphorate — (C„H„OjNa,. — Antiseptic. 

2.  K  camphorate — (C„H„0,)K,. — Antiseptic;  for  night  sweats 
of  consumptives,  bronchitis,  cystitis,  sore  throat,  etc. 

3.  NHj  acid  camphorate  — (C„H„0JNH,.3H,0.— Has  been 
recommended  as  a  stimulant  and  nerve  sedative. 

/.  Acids  C,H,„_,0.. 
Malic  Acid— H00C.CH(0H).CH,.C00H.— Antiscorbutic  and 
antipyretic. 
Salts  :— 

1.  Mg  malate — (C,Hp,)Mg,5H,0.— A  mild  laxative  and  anti- 
lithic. 

2.  Fe  malate — (CjH,0,),Fej. — A  mild  chalybeate  tonic  and  as- 
tringent. 

g.  Acids  C.H^_,0,. 

Tartaric  Acid,  Dextro  Tartaric  Acid,  Aciduh  Tartaricuh  (U. 
S.  P.)— HOOC.CH{OH).CH(OH).COOH.— Monodinic  crystals. 
Refrigerant  and  anti3cort)utic.  Its  physiological  action  resembles 
tiiat  of  citric  acid,  except  that  it  is  rather  more  irritant.  Its  main 
use  is  in  the  preparation  of  various  efTervescing  beverages,  such  as 
Seidlitz  Fowders,.and  also  as  a-substitute  for  citric  acid  in  artificial 
lemonade,  because  it  is  cheaper. 

Salts:— 

1.  Li  bitartrate— (C,H,0,)Li,H,0.— Has  been  used  for  gout 

2.  Na  tartrate  (Sodii  tartras)— (C,H,0,)Na,.2H,0.— An  agreea- 
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ble  aperient  and  diuretic,  equal  in  power  to  MgSO^,  and  nearly 
tasteless.  The  so-called  "  soda  powders  "  form  ao  extempore  tar- 
trate of  Ns  somewhat  aerated  with  CO,. 

Na  borotartrate. — A  mixture  of  Ka  tartrate  and  borax,  used  as 
an  antiseptic  and  diuretic,  for  lith^emia,  etc. 

3.  K  tartrate.  Soluble  Tartar  (Potasii  tartras)— {CjHp,)K,.  jiH,0. 
— A  mild  cooling  aperient  and  diuretic,  occasionally  combined 
with  senna. 

K  bitartrate,  Cream  of  Tartar  (Potasii  bitartras)— (C,H,0,)K — 
Cathartic,  diuretic  and  refrigerant;  often  prescribed  with  senna 
(Confectio  sulphuris),  or  jalap  (Fulvia  jalapse  compositus). 

K  and  Na  tartrate,  Rochelle  salt  (Potasii  et  sodii  tartras) — 
(C.H,0,)NaK,H,O.  A  gentle  and  cooling  pui^ative.  The  blue 
paper  of  Seidlitz  Powders  contains  an  intimate  mixture  of  Rochelle 
salt  and  sodium  bicarbonate. 

4.  Cs  bitartrate — (CjH,0,)C3, — Recommended  for  nervous  pal- 
pitation of  the  heart. 

5.  Rb  bitartrate— (CjH,0,)Rb. — Same  properties  as  the  Cs  com- 
pound. 

6.  NH.  tartrate— {C,H^O,l(NH.),.~Expectorant. 

7.  Mg  metatartrate — (CjH,0,)Mg. — Has  been  proposed  as  a 
substitute  for  the  citrate,  but  in  power  more  nearly  approaches  the 
sulphate. 

8.  Al  acetotartrate — Caustic,.astringent  and  antiseptic ;  of  espe- 
cial value  in  nasal  and  laryngeal  troubles. 

AI  borotartrate,  Boral. — An  external  disinfectant  and  astringent ; 
mainly  employed  for  inflammatory  diseases  of  the  nose  and  throat 

9.  Mn  tartrate. — Has  been  suggested  as  a  useful  salt  for  admin- 
istering manganese. 

10.  Ferric  tartrate. — A  mild  chalybeate  tonic  and  emmenagogue. 
Potassio  ferric  tartrate  (Ferri  et  potasii  tartras). — ^An  agreeable 

chalybeate  tonic,  especially  good  (or  children,  on  account  of  its 
slight  taste  and  ready  solubility. 

Ammonio  ferric  tartrate  (Ferri  et  ammonii  tartras). — Another 
mild  chalybeate. 

11.  Sbtartrate—(C,H,O,t(SbO)j.H,0.— Given  intenially  for  skin 
diseases,  instead  of  arsenic. 

Sb  ^nd  K  tartrate,  Tartar  Ematic(Antimonii  et  potasii  tartras) — 
Emetic,  sedative,  alterative,  counter-irritant,  antiphlogistic,  dia- 
phoretic and  expectorant ;  for  febrile  affections,  pulmonary  trou- 
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Sb  C  H  O  K  ''''''  ^^'  ^*  '^  ""^  ***^  *^*  constituents  of  the  so- 
\v  *  '  '  called  "  Brown  Mixture,"  a  popular  cough  remedy^ 
O  O  ,H,0  and  also  of  the  Compound  Syrup  of  Squills  {3yr- 
I/  „  _  „  upus  scilliE  compositus).  Recently  this  powerful 
'  <  •  *'  drug  has  somewhat  fallen  into  disrepute.  The  ho- 
meopathic remedy  "  Stibium  "  is  a  preparation  of  tartar  emetic  with 
milk  sugar. 

Sband  Li  tartrate,  Tartarlithiae. — The  lithium  analogue  of  tartar 
emetic,  and  anotherof  the  numerous  lithium  preparations  for  com- 
bating uric  acid  diathesis. 

A.  Acids  C.H^O,. 
CH,.CH.CH,.COOH 
Camphoronic  Acid—        CH,.CH.CH,.C00H.— Soluble  white. 

needIes,obtainedbythe  COOH  oxidation  of  cam-- 

phoric  acid,  and  recommended  as  an  antiseptic.    It  is  not  often 
heard  of. 

/.  Acids  C,H^_0,. 
CiTRtc  AaD,  AciDuil  CiTRlcUB  (U.S.P.). — Antiscorbutic,  rcfrig- 
CH  COOH  crant  and  antiseptic.     In  larger  doses  it  may 

iact  as  a  poison  by  irritating  the  gastro-intes- 
.COOH,H,0  tinal  mucous  membrane,  but  it  is  not  so  ir- 
1  ritating  as  tartaric  acid  and  has  never  caused 

CH,.COOH         j^^h     u  ^  eliminated  by  the  kidneys,  and 
when  given  in  excess  renders  the  urine  acid.     As  a  substitute  for 
lemon  juice,  it  keeps  better,  but  is  not  so  pleasant  in  flavor. 
Salts: 

1.  Li  citrate  (Lithii  citra3)—{C,HjO,)Li,.— Acts  practically  the 
same  as  the  carbonate,  since  the  citric  acid  is  burned  up  in  the 
system  and  the  carbonate  results,  which  is  finally  eliminated  by 
the  kidneys.  It  has  a  less  disagreeable  taste  than  the  carbonate, 
and  is  less  liable  to  irritate  the  stomach. 

2,  Na  citrate  (Sodii  citras) — 2(C,HjO,)Na„  1 1  H,0. — Proposed  as 
a  pleasant  pui^ative  similar  to  the  Mg  salt,  but  of  more  saline  taste,, 
cheaper,  and  of  a  constant  solubility,  permitting  it  to  be  mixed  with 
ottier  medicines.  It  is  also  a  diuretic  and  antipyretic ;  used  in 
fevers,  diseases  of  the  genito-urinary  tract,  etc. 

Na  citrotartrate  (Sodio  citrotartras  eflfcrvescens). — Prepared  from 
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sodium  bicarbonate,  citric  acid  and  tartaric  acid.  It  is  an  effer- 
vescing draught  of  refrigerant  laxative  properties,  for  use  in  fevers, 
the  CO,  rendering  it  more  acceptable  to  the  stomach. 

Na  acid  citrate — (C,H,0,)Na,H,0. — Diuretic  and  antipyretic, 
for  fevers. 

Na  borocitrate. — A  mixture  of  sodium  citrate  and  borax  used 
for  amemia,  etc.,  as  an  antilithic  and  diuretic. 

3.  K  citrate.  Salt  of  Riverius  (Potasii  citras)— (C,H,0,)K,,  H,0.— 
A  refrigerant  diaphoretic  for  fevers.  The  so-called  "  efTervescing 
draught "  is  prepared  by  neutralizing  lemon  juice  (consisting  es- 
sentially of  citric  acid),  or  citric  acid,  with  potassium  bicarbonate, 
and  is  borne  better  by  the  stomach  on  account  of  the  CO,  prcscat. 

4.  NH,  citrate— (C.HjOjXNH/),.— A  dilute  solution  (Liquor  am- 
monii  citratis,  U.  S.  P.)  is  used  for  the  same  purposes  as  the  ace- 
tate. 

NHj  citrate  with  Fe  phosphate Tonic,  astringent,  emmena- 

gogue,  and  chalybeate. 

5.  Mg  citrate — (C,H,0,),Mgj. — "Liquor  magnesii  citratis"  of 
the  U.  S.  P.  is  an  aqueous  solution  of  Mg  citrate  and  K  citrate, 
containing  also  free  citric  acid,  sugar,  and  CO,.  It  is  a  mild  and 
cooling  aperient,  widely  and  favorably  known.  This  solution,  on 
standing,  deposits  crystals  of(C^H,0,),Mg,,  I4H,0,  thereby-rendier- 
ing  the  supernatant  liquid  useless. 

Mg  borocitrate. — Antilithic  and  antiseptic;  for  lithiasis,  gout 
rheumatism,  etc. 

6.  Mn  acid  citrate — (C,H,0,)Mn. — Tonic  and  astringent;  sub- 
stitute for  citrate  of  iron  in  anaemia. 

7.  Fe  citrate  (Liquor  ferri  citratis). — A  pleasant  chalybeate. 
Feand  NH^  citrate  (Ferri  et  ammonii  citras)— (C,H,0,),Fe,(NH,),, 

3H,0. — Another  agreeable  chalybeate,  more  soluble  than  the  pre- 
ceding. 

Fe  and  Mg  citrate  (Ferri  et  magnesii  citras). — Prepared  by  dis- 
solving ferric  hydroxide  and  carbonate  of  Mg  in  citric  acid,  and 
evaporating  to  crystals. 

Fe  and  Bi  citrate  (Ferri  et  bismuthi  citras). — Made  by  dissolving 
citrate  of  Bi  in  ammonia  water  and  adding  ammonio-citrate  of  iron- 
It  has  been  proposed  as  a  remedy  for  dyspepsia. 

Fe  and  quinine  citrate  (Ferri  et  quinine  citras). — Tonic, 

Fe  and  strychnine  citrate  (Ferri  et  strychninas  citras). — From  iron 
ammonium  citrate,  strychnine,  citric  acid,  and  water,  evaporating 
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the  resultant  solution  to  cr>'stals.  Although  an  efficient  tonic,  it 
has  no  advantage  over  its  constituents  given  separately.  It  con- 
tains about  I  %  of  the  alkaloid. 

8.  Ag  citrate. — An  external  antiseptic,  sold  under  the  name  of 
"  Itrol." 

9,  Bi  citrate  (Bismuthi  citras) — (C,H^O,)Bi.  Stomachic  and 
astringent ;  for  diarrhcea,  dyspepsia,  etc. 

Bi  and  NH,  citrate  (Bismuthi  et  ammonii  citras) — (C,HjO,)Bi,- 
3NH,,  3H,0. — Prepared  by  evaporating  to  crystals  an  ammoniacal 
solution  of  citrate  of  Bi,  which  it  closely  resembles  in  properties. 
In]  cases  of  irritation  or  inflammation  of  the  gastro -intestinal 
mucous  membrane  it  is  much  inferior  to  the  insoluble  prepara- 
tions ;  but  where  there  is  relaxation  with  excessive  discharges,  it 
may  be  administered  with  advantage. 

/.  Acids  C.H^_,0^. 
Saccharic  Acid— HOOC.(CH.OHVCOOH. 
Salts:— 

1.  Ca  saccharate — (C,H,0,)Ca,H,0. — An  antacid,  given  for  dys- 
pepsia, flatulence,  etc.,  particularly  for  children. 

2.  Mn  saccharate. — A  manganese  compound  which  is  used  only 
occasionally. 

3.  Fe  saccharate. — "  Ferrum  oxydatum  saccharatum  solubile"  of 
the  U.  S.  P.,  in  addition  to  its  chalybeate  properties,  is  a  very  val- 
uable antidote  in  cases  of  arsenical  poisoning. 

4.  Pb  saccharate — (C,H,0,)Pb. — Has  also  found  some  use  in 
medicine. 

II.  Amines. 

TRtHETHYLAMiNE — {CH,),N. — ^This  amine  is  a  product  of  albu- 
minous fermentation,  and  is  found  in  rotten  cheese,  in  the  cadaver, 
etc.,  and  is  the  substance  which  causes  the  peculiar  disagreeable 
pungent  odor  noticed  in  herring  barrels ;  while  dimethylamine 
occurs  in  decomposing  glue.  In  contrast  to  most  of  the  amines 
these  two  just  mentioned  have  little  toxic  action  upon  mammals. 
A  dilute  aqueous  solution  of  trimethylamine  is  sold  under  the 
name  of  "  Aminol,"  and  is  recommended  as  an  antirheumatic, 

caustic,  disinfectant  and  antiseptic.    This  "Aminol"  should  not  be 

confounded  with  "  Ammonol"  which  is  an  acetanilid  preparation 

and  will  be  discussed  later. 
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Tetramethylium  Hydrate — (CH,\N.OH. — A  crystalline  mass, 
a  10%  solution  of  which  has  been  advanced  as  a  caustic. 

Tetrethyuum  Hydrate — (C,H,\N.OH. — Crystalline  solid.  A 
10%  solution  has  been  recommended  as  a  uric  acid  solvent  and 
antirheumatic. 

Tetrallyuum  Alum— (C,H,\N.A1,(S0^1,.  I2H,0.— Uric  add 
solvent. 

Trimethyl  Vinyl  Amuonium  Hvd8*te,  or  Neurin — 
(CH,),N(C,H,)OH.— Produced,  together  with  neuridin(C.H„N,},  in 
the  putreraction  of  meat.  A  3%  aqueous  solution  is  occasion- 
ally employed  for  painting  the  throat  in  diphtheritic  afiections. 
The  relation  of  neurin  to  two  other  common  ptomaines  can  be 
readily  appreciated  from  the  following  formulae  : 

CH:CH,  CH,.CH,.OH  CU,.CH(OH), 

(CH,\N  (CH,),N  (CH,\N 

OH  OH  OH 

Neurin.  Cholin.  Muscarin. 

These  three  substances  greatly  resemble  each  other  in  action, 
although  varying  enormously  in  toxicity,  muscarine  being  by  far 
the  most  powerful.  This  latter  body,  it  should  be  recalled,  occurs 
not  only  as  a  ptomaine,  but  is  also  found  in  toadstools  [A^aricus 
muscarius),  of  which  it  is  the  active  poisonous  constituent.  That 
the  poisonous  activity  of  these  compounds  is  not  due  to  the  pres- 
ence of  the  OH  group  is  evident  by  the  similar  behavior  of  the 
following : 

CH,.CH,.CH(CH,\  C(H, 

(CH,),N  (CH,),N 

CI  CI 

Propylamine— C,Hj.CH,.NH,.— The  HCl  salt  is  suggested  for 
chorea,  best  with  syrup  of  peppermint  as  corrigent. 

Amylamine — C,Hj,.NH,. — The  HCl  salt  forms  white  efflores- 
cent scales,  and  is  said  to  diminish  the  pulse  and  temperature. 
CH, 
Spermine,  Dimethylene  Imine —  I  >NH, — A  leucomaine  from 
CH, 
the  seminal  fluid  of  animals.    A  2%  solution  of  the  HCl  salt  has 
been  used  subcutaneoitsly  in  the  treatment  of  nervous  diseases 
complicated  with  anemia. 
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Ethylene  Diamine — NHj.CH,.CH,.NHj. — Combined  with 
some  antiseptic  and  given  for  diphtheria.  "Argcntamin"  is  reported 
to  be  an  8%  solution  of  silver  phosphate  (nitrate  or  chloride)  in  a 
15^  aqueous  solution  of  ethylene  diamine,  and,  as  an  antiseptic 
and  astringent,  to  act  more  energetically  than  a  silver  nitrate  so- 
lution of  the  same  strength. 

Lysidin,  Methylglyoxaudin,  or  ExHYtESE  Ethenyl  Diamine — 
(i;  j^  jj  A  pinkish-white  crj-stalline  solid,  sold  in  a 

J\\  50^  aqueous  solution.    It  is  claimed  to  have 

/  C.CH,       five  times  the  solvent  power  for  uric  acid  that 
H,.NH  piperazine  has,  and  not  to  cause  any  digestive 

troubles  or  albuminuria.    It  also  appears  on  the  market  as  the 
white  crystalline  bitartrate. 

FiFERAZINE,  PiPERAZlDtM,  FYRAZINE  HEXAMVDRIDE,  Or  DlSPER- 
HINE — ' 

CH  CH  Generally  sold  as  the  crystalline  HCl  salt.    It 

/      '  \  '        forms  a  readily  soluble  salt  with  uric  add,  and  is 
NH  NH     therefore  lai^ely  used  for  gout,  calculi,  etc.     It 

.    \^Ti  /u  '^  believed  to  be  more  soluble  than  carbonate  of 

•'  '  lithium,  and  to  dissolve  much  more  uric  acid. 
It  has  also  been  used  for  diabetes,  on  the  supposition  that  it  pre- 
vents the  conversion  of  the  glycogen  into  sugar.  There  is  also  a 
combination  with  lithium,  called  "  Lithio  Piperazine,"  likewise 
used  as  a  uric  acid  solvent. 

Lycetol,  or  Dimethyl  Piperazine. — Usually  appears  as  the  tar- 
trate. 

CH,.CH(CH,)  jj  jg  another  of  the  numerous  uric  acid 

^jj  NH    solvents,  claimed  to  be  better  than  piper- 

N.CH  .CH{CH,)/         azine,  but  not  very  often  used  nowadays. 

OXALETHYLIHE,   MeTHYL    EtHYL    GlYOXALINE,    OxAL    MeTHYL 

Propyune. — 

Like  atropine,  it  stimulates  the  brain,  dilates 

.    ■      the  pupil,  and  paralyzes  the  inhibitory  powers  of 

N  CH   ^^  vagus.    But  if  one  atom  of  H  be  replaced 

/    II        by  CI,  the  resulting  chlor  oxalethyline,  while 

CjH,.C.       Ij        still  retaining  its  powers  over  the  vagus,  no 

M  rv\   'o^gc''  dilates  the  pupil,  and  acts  as  a  soporific 

to  the  brain  similar  to  morphine. 

Hexametbylene  Tetramine,  Urotropine,  Utropin,  or  Formim 

vol.  XIX_& 
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— -(CH,),Nj. — A  non-toxic  uratolytic,  increasing  the  excretion  of 
urine  and  uric  acid. 

Formin  preparations: — 

1.  Bromalin,  or  Bromethyl  formin — A  combination  of  ethyl 
bromide  and  fotmin,  used  as  a  nervine  and  sedative  for  women 
and  children,  and  as  a  substitute  forKBr  in  epilepsy,  etc. 

2.  lodoformin — Obtained  by  rubbing  together  iodoform  and 
formin  with  a  little  absolute  alcohol,  until  a  diy  powder  results. 
Its  function  is  as  a  substitute  for  iodoform,  for  moisture  breaks  it 
up  into  its  constituents.  •'  lodoformin  mercury  "  is  proposed  as  an 
antiseptic. 

12.   AUIDES. 

The  xanthin  derivatives  have  been  included  in  this  group,  be* 
cause  of  their  close  relation  to  uric  acid. 

FoRHAMiDE — H.CO.NH, An  aqueous  solution  of  the  mercury 

compound  (Hydrargyrum  formamidatum  solutum)  is  administered 
hypodermically  as  an  antisyphilitic. 

CH,.CO 

SucciNiMiDE —  I        >NH The  Hg  compound  is  an  antisyphi- 

CH,.CO 
litic,  antiseptic  and  alterative,  given  subcutaneously. 

NH,.CH.CO.NH, 

ASPARAGIN,  ASPARAMIDE  Or  AlTHEIN —  |  ,H  O. 

CH,.COOH 
Some  have  recommended  its  use  in  cardiac  disorders  as  a  diuretic, 
while  others  report  it  to  be  physiologically  inactive.     The  Hg 
compound  is  used  in  the  same  manner  as  in  the  case  of  the  two 
preceding,  and  is  dispensed  as  "  Hydrargyrum  asparaginicum." 

Carbavic  Acid — HO.CO.NH,. — ^The  ammonium  salt  of  this  acid 
is  a  decided  stimulant. 

Esters : — 

1.  Ethyl  ester,  or  Urethane—C,H,O.CO.NH,.— White  crystals. 
It  occurred  to  Schmicdeberg  that  if  he  could  insert  an  alkyl  rad- 
ical in  carbamic  acid,  the  hypnotic  action  of  the  alkyl  would  be 
obtained,  while  the  NH,  group  present  would  tend  to  stimulate 
the  heart  instead  of  depressing  it  as  chloral  and  many  other  hyp- 
notics do.  The  result  of  this  hypothesis  was  Urethane,  a  mild  and 
useful  hypnotic,  antispasmodic  and  sedative,  of  especial  value  for 
children  and  having  less  disturbing  influence  upon  the  functions  of 


DiglizedbyGoOglc 


CARBON  COMPOUNDS  USED  IN  MEDICINE.       83 

the  organism  than  ony  other  known  hypnotic.  It  is  not,  however, 
anodyne  or  analgesic  to  any  useful  extent,  and  is,  therefore,  not 
applicable  in  cases  of  insomnia  due  to  pain.  The  urethanes  con- 
taining higher  alkyls  should  be  still  more  powerful  hypnotics,  but 
they  are  all  too  insoluble. 

Chloral  Urethane,  Uraliuu,  Uraune  or  Ural — CCI,. 
CH(OH).NH.C0.0C,H,.— White  powder.     Hypnotic. 

SouNAL,  or  Chlokal  Urethane  Alcoholate — CCl,CH(O.C,H,). 
NH.CO.O.C,H,. — Colorless  crystals.  Hypnotic.  An  alcoholic 
solution  of  chloral  and  urethane  is  also  sold  under  this  name. 

Urea,  or  Carbahipe — NH,.CO.NH,. — Colorless  crystals,  M.  P. 
132°  C.  It  has  been  found  to  act  as  a  diuretic  and  uric  acid  sol- 
vent, free  from  any  unpleasant  symptoms. 

Urea  preparations: 

1.  Hydrargyrum  btchloratum  carbamidatum  solutum  (U.  S.  P.). — 
A  solution  of  urea  in  HgCl,,  given  subcutaneously  for  syphilis. 

2.  Urisolvin — A  compound  of  urea  and  citrate  of  lithium,  pro- 
posed  as  a  diuretic  and  uric  acid  solvent 

3.  Citrurea — Said  to  be  a  mixture  of  urea,  citric  acid,  and  LiBr, 
and  to  act  in  the  same  way  as  urisolvin. 

Thiosinnamine,  Rhodaline,  or  Allyl  Thio  Urea — (C,HJNH. 
CS.NH,.— Colorless  crystals,  M.  P.  78.4°  C.  Escharotic  and  anti. 
septic,  for  hypodermic  injection  in  skin  diseases,  particularly  lupus: 

Crbatin— NH,.q:NH).N(CH,).CH,.COOH,  H,0.-Transparent 
prisms.  One  of  the  constituents  of  muscular  tissae,  now  used  as  a 
muscular  and  digestive  tonic. 

,NH.CO 
Creatinin — NH:C  |     . — A  leucomaine  from  the  urine,used 

\N    .CH,      for  the  same  purposes  as  creatin. 
CH,  The  tiring  of  the  muscles  results 

in  the  production  of  creatinin  from  creatin. 

NH.CH:C.NH 
GuANiN —         I  I     >C0. — Present  in  the  human  pan- 

NH:C.    NH.C:N  creas,  and  here  inserted  to 

show  its  relation  to  xanthin. 

NH.CH:C.NH 
Xanthih— I  j     >C0.— The  active  stimulating  principle 

CO.NH.C:N  of  beef  tea. 
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Theobrohine,  Dihbthti.  Xanthine. — In  general  its  properties 
CH..N.CH:C.N.CH. 

/  I     >CO  resemble  those  of  cafTeia. 

CO.NH.fcN 

CH,.N.CH:C.NH 
Theophylun  or  Dihethvi.  Xanthin —      /  |     >C0.— 

CO.N    .C:N 

One  of  the  alkaloids  of  tea  leaves,  closely  related  to  the  foregoing, 
and  to  which  tea  owes  a  porttoB  of  its  stimulating  properties. 

Caffbin,  Thein,  Guaranin,  Capfeina  (U.S.P.>-C,H„N,0,.— It  is 
a  trimethyl  xanthin,  and  is  expressed  by  the  following  formula,  by 
which  its  intimate  relation  to  the  preceding  is  dearly  evident 
CH,.N.CH:C.N.CH^    Caffdn  is  a  valuable  cardiac  and  cerdwal 
/  1  -  ^"^^     stimulant,  diuretic,  and  musde  invigorator; 

,  ■  for  opium  poisoning,  nervous  headaches, 

CH,  neuralgia,    heart    failure,   cardiac     dropsy, 

chronic  nephriUs,  etc.  Doses  larger  than  )^g  cause  disturbances 
of  the  digestion  (cramps,  nausea,  etc.),  dizziness,  and  collapse,  to 
prevent  which,  cocain  hydrochlorate  is  sometimes  added.  Some 
experimenters  have  maintained  that  the  action  of  the  alkaloid  ob- 
tained from  tea  leaves  differs  physiologically  from  that  of  the  alka- 
loid prepared  from  cofTee  beans  ;  thein  acting  principally  upon 
the  sensory  nerves,  while  cafTein  acts  mainly  upon  the  motor  nerves. 

1.  CafTein  hydrochlorate,  or  muriate— C,H„N,0,.HC1,  2H,0.— 
Glassy  crystals.     Used  for  same  purposes  as  caffein. 

2.  CafTein  hydrobromate,  or  bromide — C,H„N,0,.HBr. — Glassy 
crystals,  which  become  red  or  green  on  exposure.  Mainly  usedas 
a  diuretic. 

3.  Caffein  hydroiodate— C„H,Np,.HI. — White  crystals.  Same 
uses  as  cafTein. 

4.  lodo  cafTein,  or  lodo  thein — White  crystals,  produced  by  Oie 
action  of  H,S  upon  a  solution  containing  KI,  or  NaT,  and  catTein. 
Diuretic,  stimulant,  and  alterative ;  chiefly  used  for  mitral  stenosis 
and  other  cardiac  diseases,  to  increase  the  arterial  and  systolic  pres- 
sure of  the  heart. 

5.  Caffein  nitrate— C,H,^N^O,.H NO,.  H,0.— Same  uses  as  caf- 
fein. 

6.  Caffein  sulphate— C,H,,Np,.H,SO..— White  crystals.  Same 
uses  as  caffein. 
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7.  Caffemphosphate—C,H„N,0,.H,PO,— White  crystals.  Same 
uses  as  caflfein. 

8.  Cafreinacetate—C,H„N,0,.(CHp,),.— White  crystals.  Same 
uses  as  caflein. 

9.  Caffein  valerianate — CgH„N,0,.C5H,|,0,.  —  Small  lustrous 
needles.  Used  for  nervous  headaches,  nervous  vomiting,  whoop- 
ing cough  aod  hysterical  conditions  with  pain. 

10.  Caffein  lactate— C,H,,N.O,.C,H,0,— White  crystals.  Same 
uses  as  caffein. 

1 1.  Caffein  malate—(C,H,„N.O,),.C,H,0,.— White  crystals. 
Same  uses  as  caffein. 

12.  Caffein  citrate— (C,H„N,Osj).C,H,0,.— White  crystals. 
Same  uses  as  caffein. 

13.  Citrate  of  caffein  (Caffeina  citras)— C,H,,Np,.C,H,0,.— 
Same  uses  as  caffein.    Not  the  same  as  No.  12. 

14.  "  Citrated  caflein." — Contains  $0%  caHein,  and  is  not  the 
-same  as  either  No.  12  or  No.  13. 

15.  "Effervescent  citrated  caffein." — Contains  only  1%  of  caffein. 

16.  Caffeinborocitrate— {C,H,,N.O,),BO,.(C,H,„N,0,),.C,H,0,(?). 
— White  crystalline  powder,  combining  the  action  of  caffein  with 
the  antiseptic  effect  of  the  boric  acid. 

17.  Caffein  chloral,  or  Chloral  caffein— C,H„Np,.C,CI,HO.— 
-Colorless  crystals.  Hypnotic,  sedative,  analgesic;  for  nervous- 
ness, insomnia,  neuralgia  and  headaches.  Possesses  the  advantage 
over  caffein  of  greater  solubility. 

Many  other  caffein  preparations  are  on  the  market,  but  those 
listed  above  will  sufBce  to  indicate  how  widely  this  alkaloid  is  cm- 
ployed. 

Substituted  caffeJns : — 

1,  Caflein  triiodatum,  or  Diiodo  caffein  HI  salt — (CgH„N,0,l,. 
HI),,3H,0. — Gray-green  prisms  of  metallic  lustre,  forming  a  mild 
iodine  preparation. 

2.  Symphorol,  Symphorol  N,  Symphoral,  or  Caffein  sodium 
sulphonate~C,H,Np'.SO,Na.— Colorless  crystals.  The  object  of 
the  introduction  of  the  sulpho  group  was  to  counteract  the  irritant 
action  of  the  caffein.  It  is  a  non-toxic  and  non-irritant  diuretic. 
Symphorol  L  is  the  corresponding  lithium  salt ;  used  for  obesity, 
fatty  heart  and  kidney  disease,  and  claimed  not  to  affect  fte  blood 
pressure  or  depress  the  heart  power,     Symphorol  S  is  the  strooT 

ttUffi  Si^t 
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CH,.N.C(O.CH,):C.N.CH 

3.  Methoxy  caffein—        |  I     >CO.— White  needles. 

Cp.N(CH,).C:N 
For  migraine  and  neuralgias,  and,  subcutaneously,  for  local  anes- 
thesia. 

4.  Ethoxy  caffein— C,H,N,0/O.C,H,).— Crystalline  solid.  Cer- 
ebrO'Spinal  sedative,  to  check  migraine,  zona,  nervous  headache, 
neuralgia,  etc.  Bouchard  has  observed  that  the  alkaloids  formed 
during  sleep  have  a  stimulating  action,  and ,  by  their  accumulation, 
tend  to  excite  the  nervous  system  and  cause  the  person  to  awaken, 
while  the  alkaloids  produced  during  the  day  have  a  depressing 
effect  and  tend  to  bring  about  sleep.  It  is  especially  interestii^ 
in  this  connection  to  observe  how  the  introduction  of  an  alkyloxy 
group  into  these  xanthin  bodies  converts  a  powerful  cerebro-spinal 
stimulant  into  an  equally  powerful  sedative,  and  there  is  no  reason 
why  nature  should  not  accomplish  similar  results  in  the  laboratoiy 
of  the  human  system. 

^NH.CO.CNH 
Uric  Acid — CO  ||     ">C0. — The  ammonium  salt  has 

^NH  .C.NH 
been  used  as  an  external  antiseptic,  for  chronic  cutaneous  erup- 
tions. It  should  be  recalled  that  in  health  the  greater  part  of  the 
albuminous  waste  passes  out  as  urea,  with  but  a  small  amount  of 
uric  add ;  but  in  various  diseases  the  amount  of  uric  acid  is  con- 
siderably increased,  and  even  Ca  oxalate  occasionally  appears. 

15.  Cyanogen  Dekivativbs. 
a.  Cyanides. 
Hydrocyanic  Acid,  Formonitril,  or  Prussic  Acid — HCN. — 
Sedative,  anodyne,  and  relieves  coughing.    It  is  one  of  the  most 
deadly  poisons  known,  paralyzing  the  heart  and  respiration.    One 
and  a  half  grains  is  sufficient  to  kill  an  adult. 
Salts  :_ 

1.  Na  cyanide — NaCN,H,0. — Sedative;  for  spasmodic  cough 
and  nervous  irritation. 

2.  Keyanide(Potasii  cyanidum)  -KCN. — For  dyspnoea,  asthma, 
etc.  Its  action  is  the  same  as  that  of  HCN,  but  it  is  more  stable 
and  therefore  easier  to  handle.  Five  grains  have  frequently  caused 
death. 

3.  Zn  cyanide  (Zinci  cyanidum) — ZnCy,.— Alterative,  antiseptic 
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and  anthelmintic  ;  for  epilepsy,  chorea,  neuralgia,  as  substitute  for 
HCN,  etc. 

4.  Ag  cyanide  (At^enti  cyanidum) — AgCN. — Antipyretic  and 
sedative,  and  used  for  the  production  of  HCN. 

g.  Hg  cyanide  (Hydrargyri cyanidum) — HgCy,. — Alterative, an- 
tiseptic and  tonic  ;  occasionally  used  hypodermically  for  syphilis 
It  is  much  less  irritating  than  HgCI,. 

Hg  oxycyanide — HgO.HgCy,. — A  non-irritating  antiseptic,  in- 
corporated in  gauze  for  wounds,  etc 

6.  Au  cyanide  (Auri  cyanidum] — AuCy„3HiO.  Anttsyphilitic 
and  antitubercular. 

K  aurocyanide — AuCy,.KCy,3HiO.    Subcutaneous    antiseptic 

Esters : — 

I.  Ethyl  ester.  Ethyl  cyanide,  Propionitril — C,H,.CN Thera- 
peutic action  and  dose  same  as  for  HCN.  These  normal  nitrils 
are  comparatively  harmless,,  while  the  isonitrils  are  exceedingly  poi- 


Ferrocyanidbs  : — 

1.  K  ferrocyanide  (Potasii  ferrocyanidum) — K,FeCy,,3HiO,^ 
Sedative  and  astringent,  for  the  night  sweats  of  consumptives. 

2.  Zn  ferrocyanide  (Zinci  ferrocyanidum) — Zn,FcCy,.3H,0. — 
Medical  properties  similar  to  those  of  the  cyanide. 

3.  Ferric  ferrocyanide,  Prussian  blue,  or  Berlin  blue — Fe,Cy„ — ■ 
Antiperiodic,  tonic  and  cholagoguc ;  said  to  act  well  in  intermit- 
tent and  remittent  fevers  when  quinin  has  failed. 

b,  Stdphocyanides. 

Potassium  Sulphocyanide — KSCN. — Colorless  crystals.  Seda- 
tive, antispasmodic  and  anodyne;  for  phthisis,  cough,  catarrh,  dys- 
pncea,  mania,  etc. 

Ethyl  Isosulphocyanide,  or  Ethyl  Mustard  Oil — C,H,.NCS 
— External  local  irritant,  for  rheumatism,  neuralgia,  etc. 

Allyl  Isosulphocyanide,  Allyl  Mustard  Oil,  or  Mustard  Oil 
—C,H,.NCS.—" Oleum  sinapis  volatile"  (U.  S.  P.).  The  active 
vesicant  principle  of  the  mustard  plaster,  produced  by  the  decom- 
position of  the  potassium  myronate  (sinigrin)  in  the  seeds,  by  the 
influence  of  heat  and  moisture  combined  with  the  action  of  an 
albuminous  ferment  present  called  "  myrosin."  As  it  says  on  some 
of  the  advertisements  for  certain  mustard  plasters — "  it  attends  to 
its  businiss  whi'e  you  attend  to  yours." 
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14.  Organo-Metallic  Coupousds. 

Mercuric  Ethyl  Chloride — C,H,.Hg.Cl. — Colorless  shining 
scales.  Proposed  for  hypodermic  injection  instead  of  HgCI,.  be- 
cause of  its  indiBercncc  to  albumin. 

In  conclusion,  the  writer  would  apologize  for  the  dry  and  unin- 
teresting tabulations  which  occupy  a  large  part  of  the  space  in  this 
first  paper,  his  only  excuse  being  that  along  physiolt^ical  lines,  as 
well  as  along  lines  of  pure  chemical  research,  the  investigations  of 
the  past  few  years  have  been  confined  almost  exclusively  to  the 
more  interesting  field  of  aromatic  chemistry  and  the  derivatives  of 
methane  have  suffered  correspondingly. 


A  WATER  MEASURING  BOX. 
By  W.  KEWBROUGH. 

Considerable  difficulty  has  been  encountered  in  devising  a  box 
that  will  deliver  a  certain  quantity  of  water  from  a  ditch  and  at  the 
same  time  be  practically  automatic.  The  accompanying  sketches 
show  a  type  which  has  given  considerable  satisfaction.  I  con- 
structed it  after  the  design  of  A.  D.  Foote's  excess  weir,  changing 
it,  however,  to  deliver  cubic  feet  per  second  instead  of  miners' 
inches. 

The  contrivance  is  placed  in  the  ditch  as  illustrated.  X  is  the 
main  ditch  with  a  weir  across  the  same  to  make  still  water  and  to 
direct  it  against  a  second  weir  JK.  These  are  both  weirs  instead 
of  gates,  so  that  the  velocity  of  approach  will  be  a  minimum  and 
the  water  in  the  box  will  only  have  a  velocity  due  to  the  fall  from 
the  wier  IK.  These  wetrs  do  not  require  sharp  edges.  The  box 
has  a  board  OG  on  the  side  toward  the  main  ditch,  whose  upper 
edge  OG  is  bevelled  with  the  sharp  edge  toward  the  inside  of  the 
box.  This  is  called  the  spill  board,  and  over  it  the  excess  water 
n  the  box  spills  back  into  the  ditch.  On  the  other  side  of  the  box 
opening  RS,  made  like  a  weir  with  sharp  edges  toward  the 
inside  of  the  box. 

Suppose  the  box  is  to  deliver  i  ^  cubic  feet  per  second.  From 
Frances'  formula  /?  —  31^  (/—  .2//')  //',  or  from  tables,  the  re- 
quisite size  will   be  found  to  be  3  feet  by  3,1^    inches  (nearly)i 
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Make  the  opening  RS  of 
this  size,  protecting  the 
edges  by  thin  sheet  iron, 
zinc  or  tin  nailed  over 
\thcm,  and  placing  the 
\bottoai  of  the  opening 
/  at  least  three  times  3^, 
10^  inches,  above 
the  bottom  of  the  box. 
Also  make  the  distance 
from  R  to  the  end  of  the 
box  at  least  twice  the 
depth,  or  3^  X  2  -=  6^ 
inches.  We  now  have 
3iV+loA-'3J^  inches 
from  the  bottom  of  the 
box.  This  is  the  height 
to  make  the  sharp  edge 
of  the  spill  board,  and 
the  spill  board  now 
serves  to  measure  and 
regulate  the  amount 
passing  through  the 
opening  .^5. 

The  weir  IK  should 
be  made  slightly  higher  than  the  spill  board — an  inch  or  so — and 
the  ditch  weir  BG  slightly  higher  still.  The  proper  heights  of 
these  last  weirs  can  be  easily  and  quickly  determined  by  trial  as 
soon  as  the  water  is  running. 

An  apron  CE  should  be  built  to  receive  the  excess  over  the  ditch 
weir  and  should  be  continued  under  the  spill  board.  There  should 
also  be  an  apron,  TU. 
The  plan  shows  some  of  these  points  more  clearly. 
For  a  box  to  deliver  i  ^  cubic  feet  per  second,  the  length  should 
be  about  25  feet  and  the  width  2)^  feet,  and  should  be  made  of 
2  inch  stuff,  with  2x4  bracing. 

Considerable  difficulty  is  generally  encountered  in  placing  such 
a  box.  It  will  be  noticed  that  the  sketch  shows  no  fluming  above 
the  ditch  weir.  That  is  because  the  gate  BF  is  much  wider  than 
the  ditch  and  extends  a  couple  of  feet  into  the  bank  on  the  side 
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BC.  Such  a  gate  will  stay.  Boards  should  be  fitted  to  the  bcoc 
around  the  bracing  and  let  into  the  ground  perpendicularly  at  least 
a  foot  on  the  side  of  the  spill  board  and  the  apron  FPQ  butted 
against  them.  TU  should  be  fixed  in  the  same  way,  and  every 
part  surrounded  by  earth  should  be  tamped  with  sand  and  manure 
mixed  or  clay  puddled. 


The  -weif  IK  may  be  replaced  by  a  gate  if  desired,  and  the 
amount  of  water  admitted  to  the  box  ctn  be  easily  regulated,  but 
there  will  be  more  velocity  of  approach  than  if  made  as  shown. 

The  edge  of  the  spill  board  OG  may  be  made  of  iron  and  mova- 
ble, and  then  the  quantity  of  water  passing  through  the  opening 
can  be  changed. 

It  is  necessary  that  this  box  should  be  perfectly  level,  and,  in 
fact,  all  precautions  and  rules  used  in  setting  weirs  must  be  ob- 
served. 


A  MINERALIZED  DYKE. 


Bv  R.  G.  BROWN, 


In  the  district  of  Sahnaripa,  State  of  Sonora,  Mexico,  is  a  min- 
eralized  dyke,  which  is  interesting  not  so  much  from  its  unusual 
character,  as  from  the  straightforward  autobiography  it  furnishes. 

The  count  ry-rockis-poFpiiyritic,  consisting  of  a  gray,  feldspathic 
matrix  with  prismatic  crystals  of  hornblende,  but  no  attempt  has 
been  made  to  exactly  determine  it.  The  dyke  in  question  is  a 
diorite  with  finely  radiating  actinolite  in  beautiful  rosettes. 

This  intrusion  cuts  squarely  through  the  mountain,  reaching  a 
width  of  forty  feet  or  more,  broken  at  times  by  sharp  cross  faults. 
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and  standing  nearly  vertical.  Roughly  speaking,  these  are  the 
characteristics  of  several  sister  dykes,  of  the  same  material. 

The  diorite  is  strikingly  fresh  and  rings  as  clear  as  bell-metal, 
but  in  a  few  spots  it  is  bleached  to  a  gray  color  and  the  actinolite 
rosettes  are  faded  to  olive  green  patches. 

The  intrusion  is  "  frozen  "  to  the  country  rock,  on  either  wall, 
but  within  the  mass  of  the  dyke  wonderfully  irregular  fissures 
(of  shrinkage,  as  it  appears)  have  been  formed,  and  in  these  sec- 
ondary miBerats  have  been  deposited,  viz.,  arsenical  pyrites  and  iron 
pyrites  (together  canying  ih  picked  samples  as  high  as  35  ounces 
silver  and  8  dollars  gold  per  hNi),  small  patches  of  copper  pyrites, 
and  a  bluish-black  bismuth-antimony-copper  iniacral,  running  to 
very  high  silver  values. 

In  p!aces  the  mineral  last  named  has  penetrated  the  diorite  walls 
of  the  fissures  to  several  inches,  and  has  replaced  the  actinolite  rays. 
This  replacement  is  similar  to  what  has  been  observed  in  the  cop- 
per veins  of  Butte,  Montana,  where  the  blue  copper  ores  have 
more  or  less  replaced  the  basic  portions  of  the  exceedingly  basic 
granite.  But  in  that  case  it  has  not  been  observed,  so  far  as  the 
writer's  knowledge  goes,  in  the  undccomposed  granite,  while  in 
the  case  under  description  the  diorite  is  usually  found  unchanged 
in  other  respects. 

This  deposit,  or  series  of  deposits,  for  they  present  an  analogy 
with  a  line  of  mountain  lakes,  is  allied  then  to  Professor  Kemp's 
division  of  ore  bodies,  II.  3,  t.  ^.,  "  Filling  joints,  caused  by  cool- 
ing," but  there  is  also,  as  seen  above,  a  flavor  of  metastasis. 

It  is  worth  while  to  clearly  review  this  autobiography  of  our  min- 
eralized dyke. 

Some  combination  of  stresses  in  the  crust  of  the  earth  has  caused 
a  fissure,  and  through  this,  molten  matter  from  below  has  been 
driven,  perhaps  by  the'expansive  powers  of  steam,  perhaps  by  the 
mere  tendency  of  the  fractured  crust  to  press  into  the  reservoir — 
very  possibly  local — of  melted  rock  below  and  cause  it  to  rise  in 
the  fissure.  The  filling  of  the  fissure  becomes,  on  cooling,  our  dyke, 
and  it  is  naturally  full  of  openings,  due  to  the  contraction  of  the 
material  during  cooling.  This  cooling  proceeding  from  the  walls 
drew  the  rock  away  from  the  less  solidified  parts  of  the  dyke  and 
produced  cavities  tbat^etnternal  and  not  lateral,  which  is  the  more 
common  case.  The  deciding  factor  between  the  two  alternatives 
was  probably  due  to  the  relative  fusibility  of  countiy  and  intruded 
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rocks.  It  13  hardly  safe  to  go  very  far  in  such  theorizing,  but  it  is 
surely  reasonable  to  bring  forward,  as  an  hypotliesis,  that  in  cases 
where  the  intruded  rock  is  but  barely  viscous  it  would  all  solidify 
so  nearly  at  one  time  as  to  make  the  weakest  line  that  of  contact 
on  either  walls  and  on  one  of  the  walls  to  leave  the  open  line  of 
fissure. 

But,  hypothesis  aside,  in  the  present  instance  the  contraction 
took  place  from  the  centre,  leaving  there  an  irregular  chain  of  open- 
ings, which,  forming  a  channel  from  depth  to  surface,  in  time  were 
filled  with  minerals  deposited  from  an  aqueous  solution,  whose 
dissolving  power  was  lessened  by  cooling  and  relaxation  of  pres- 
sure. 

This  history,  of  course,  is  familiar,  and  follows  recognized  prin* 
ciples  in  the  simplest  fashion,  but  it  is  of  the  greatest  value  to  re. 
iterate  these  principles  in  the  various  combinations  of  sequence  and 
inter-relation  in  which  they  may  occur. 
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Description  of  Plate. 

The  three  workings  shown  are  entirely  within  the  mass  of  the 
dyke,  i.  e.,  the  diorite,  but  only  the  diorite  within  the  workings  is- 
marked  with  sharp  hatchings. 

It  is  noticeable  that  the  bismuth  ore  occurs  in  tolerably  distinct 
bands,  but  this  is  only  shown  in  detail  in  the  bottom  of  the  winze. 

The  plate  is  reproduced  from  field  sketches,  but  it  is  a  notable 
tact,  established  by  excavations  in  the  floor  of  the  tunnel,  that  iS' 
inches  below  the  plane  of  the  sketch  the  contour  of  the  ore  body- 
is  changed  beyond  recognition. 


OPTICAL  SCHEME. 


LEA  McI.  LUQUER,  Ph.D. 

iNTRUDUCnOH. 


The  scheme  is  designed  to  put  before  the  student  a  short,  prac- 
tical way  of  recognizing  the  common  minerals  in  rock  sections. 

The  arrangement  followed  has  been  to  group  minerals  having 
general  optical  characters  in  common,  at  the  same  time  giving 
their  specific  characters*  so  as  to  make  their  differentiation  possi- 
ble. 

A  mere  tabulation  of  the  minerals,  with  a  list  of  optical  char- 
acters a[^>ended,  may  be  of  aid  to  the  skilled  investigator,  but  is  of 
very  little  assistance  to  the  b^inner. 

The  more  common  minerals,  or  those  which  are  important  petro- 
graphically,  are  printed  in  heavy-faced  type  ;  the  minerals  of  less- 
importance  in  small  capitals. 

Abbreviations  and  Conventions  Used. 

A.  ^  Amorphotu. 

L  ^  Iiomdric  sjntcm. 

T.  ^  Tetngumd  syiteni. 

O.  =  Otthoihombic  iTttem. 

*For  more  inlbniutioD,  reprding  the  opdnl  dioncten  of  the  rock  forming  min. 
enla,  the  reader  U  refeired  to  RoMDbuch'i  Micrathvpiithe  Phytiagraphit  dtr  Ptfra- 
grafkiseH  wieAtigiH  Mituratien  [1891],  U\]r  &  Lkcroii's  Ltt  Mineratix  dtt 
Rsthti  ( 18SS}  and  the  Triter'i  text-lMok  Mtntralt  iit  Hock  Sectims,  now  in  course 
of  ptcparatioii.  Reference  is  slto  nude  to  Optical  Mintratogy,  published  h;  the 
writer  in  School  07  Mines  Quaktkrlv,  Vol.  XVII.,  p.  435,  1S9S. 
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M.  ^  Monodiiiic  ijitem. 
Tri.  —  Tridinic  f jstem. 

H.  ^  HexagoiMl  tfitem. 

H(H).  ^  Monoclinic,  with  hengonal  fbnn  or  chmractm,  t>  in  the  Cftse  of  Uotitc 

I  — PmUdto. 
_l^  —  At  rigbt  aogla  lo. 

El.  ^  EloDfatiaa,*  which  refers  lo  the  geceral  directioii  of  citenuon  thkt  ■ 
cr7*tBl  niBjr  exhiUt  in  ■  rock  Mdion. 

a'  ^  A  direction  of  nuiinnm  elasticity,  which  need  not  necenariij  be  the  ud*  of 

C'  ^  A  direction  of  mimimnm  elaitidty,  which  need  not  neccnijily  be  the  udi  of 

(  -|-  )  ^  Optical  character  podtive  in  convergent  light. 

( —  )  —  Optical  character  negative  in  convergent  li^c. 

Ex.  — •  GxtioctioD. 

I  Ex.  V  Parallel  extinction,  ai  when  the  cijitali  extingniih  panllel  to  cleavage 
Hnu  or  edgci.  Extinction  whidi  is  lymmetiical  to  intenecting  cleavj^e  line*  i)  also 
indnded  nnder  this  term. 

1^1  —  a)  ^  The  difference  between  the  indices  of  refraction  of  the  two  rayi  vi- 
farsting  panllel  to  the  axes  of  nuoimum  and  maiimam  elasticity,  respectivdf;  and  in- 
dicates in  dedmalt  the  relative  strength  of  the  double  refraction. 

llie  term  ■■  grains  "is  used  to  describe  not  only  the  typical  granular  lonn  of  epidote, 
but  also  the  larger  allotiiomoipbic  occurrences  of  elxolite  and  sodalite  io  the  plnlimic 
rocks,  as  syenite,  etc. 

General  Rules  for  Use  of  Scheue. 

In  each  rectangle  the  minerals  are  arranged  in  order  of  their 
indices  of  refraction,  those  being  put  at  the  top  which  have  the 
smallest  index  and  show  the  lowest  rdief. 

The  presence  or  absence  of  relUf  is  based  on  the  way  the  iso- 
lated mineral  appears  in  Canada  balsam.  The  case  might  aiise, 
however,  that  a  mineral  of  high  index  of  refraction  was  sur- 
rounded by  minerals  of  only  slightly  lower  indices  of  refraction; 
the  dark  border  or  contour  would  then  not  be  distinct,  but  the 
rough  appearance  of  the  surface  would  still  remain. 

Knowing  the  mineral  species  (and,  therefore,  their  indices  of  re- 
fraction) surrounding  the  mineral  section  to  be  determined,  the 
index  of  the  latter  can  easily  be  obtained  by  applying  the  follow- 
ing rule ; 

Focus  sharply  on  the  line  of  junction  between  the  known  and 

*  In  crystals  of  long  prismatic  babit  marked  elongation  would  show  that  the  lecdon 
was  taken  approximately  parallel  to  the  vertical  or  prism  axis.  In  OTitals  of  tabular 
habit  (the  micas)  marked  elongation  would  show  tbat  the  section  wa*  approximately 
at  ri^t  angles  to  the  tabular  £sces  (the  base  in  micas). 
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unknown  minerals  ;*  then  raise  the  objective  slightly  and  the 
dark  boundary  will  appear  to  move  toward  the  mineral  having  the 
higher  index  of  refraction. 

Care  must  be  taken  in  making  use  of  the  horizontal  divisions  of 
the  scheme,  based  on  the  strength  of  the  double  refraction  and  the 
resulting  interference  colors.^  The  minerals  are  grouped  accord- 
ing to  the  interference  colors  given  by  sections  of  the  average 
thickness  of  0.03  mm.J 

When  some  known,  or  easily  recognized,  mineral  in  a  given  sec- 
tion shows  an  interference  color  indicating  a  thinner  or  thicker 
section§  allowance  must  be  made  for  a  similar  decrease  or  in- 
crease in  the  interference  colors  given  by  all  the  other  minerals. 

The  lower  and  middle  colors  of  the  1st  order,  from  bluish-gray 
through  white  to  yellow,  are  easily  recognized.  The  bright  red, 
blue,  green,  etc.,  colors  of  the  1st,  2d  and  3d  orders  can  also  b« 
difTerentiated  without  much  trouble  from  the  very  high  order 
colors  (4th  and  above),  which  show  no  decided  tint,  but  are  rather 
neutral  in  tone. 

Confusion  might  come  in, for  example,  in  distinguishing  at  sight 
between  the  red  of  the  ist  order  and  thered  of  the  2d  order.  The 
following  simple  test  could  then  be  made :  Take  a  test-plate, 
giving  red  of  the  ist  order,  and  introduce  it  between  the  section 
and  the  analyzer,  &o  that  its  axes  of  elasticity  are  parallel  to  the 
directions  of  elasticity  in  the  section  to  be  imfestigated.||  When 
the  test-plate  is  introduced  so  that  dissimilar  axes  are  superposed 
over  those  in  the  section,  the  effect  is  to  thin  the  section,  and  its 
interference  color  drops  in  the  color  scaleTf .  The  difference  in  phase 
of  the  test-plate  would  be  just  about  enough  to  drop  or  lower  the 

'Hhtc  the  eoDTCTgenl  lens  or  condenier  lowered  and  Ihe  uulyzer  out  during  thU 
tetL 

fThe  colors  vaiy  widi  tbe  tblckncsi  of  the  section  and  also  with  the  oiientation  of 
the  Kction  In  the  given  crjrMkl. 

{Theie  seetioni  are  fbrthcrmore  mppoMd  to  be  those  prodadng  the  ttrongesi 
double  refiaction  oC  light  and  giving  die  highest  interference  colors.  That  is,  they  are 
mpposed  to  be  parallel  to  the  plane  containing  the  maximum  and  minimum  axes  of 
'datlicity  a  uid  c 

gFoi  instance  it  would  not  be  at  all  strange  to  ditd  quarti,  in  a  section  thicker  flian 
the  aTerage,  giving  the  bright  red  of  the  lit  order. 

|Thediiectiontof  elaatidty  of  the  section  must,  ofcourse,  lieat  45°  Co  the  planet  of 
^bnttion  of  the  croHcd  nicols  in  order  to  get  Ihe  maximum  interference  color. 

^When  the  tcstplate  is  introduced  in  the  opposite  way  Ihe  effect  is  to  thicken  the 
■ection  and  the  interference  color  will  rise  in  the  scale. 
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color  of  the  section  through  an  order.  Hence,  if  the  section  had  pre- 
viously $hown  red  of  the  ist  order,  the  color  appearing,  after  the 
introduction  of  the  test-plate,  would  be  a  dark  gray  or  black.  If, 
on  the  contrary,  the  colors  had  been  those  of  the  upper  zd  or 
lower  3d  orders,  the  efTect  of  the  test-plate  would  be  to  still  show 
some  bright  color. 

A  quarter-undulation  mica  plate  may  also  be  conveniently  used 
to  distinguish  a  yellow  of  the  ist  order  from  a  yellow  of  the  2d 
order.  If  the  plate  be  introduced  in  the  manner  just  described, 
the  effect  would  be  to  lower  the  color  a  quarter  undulation.  Hence, 
the  yellow  of  the  ist  order  would  change  to  white,  while  the  yellow 
of  the  2d  order  would  change  to  green. 

In  connection  with  the  very  high  order  interference  colors,  which 
show  no  decided  tint  (for  example,  the  interference  colors  of  ti- 
tanite),  it  must  be  remembered  that  nearly  all  the  rock-formiog 
minerals,  having  strong  double  refraction,  have  also  a  high  refrac- 
tive index ;  the  effect  of  which  is  to  give  a  very  bright  or  brilliant 
illumination  to  the  surface  of  the  section,  which  is  quite  independ- 
ent of  the  interference  colors.  Calcite,  which  has  not  a  very  high 
refractive  index,  would  be  an  exception  to  this  rule. 

The  interference  figures,  in  convergent  light,  increase  in  clear- 
ness and  distinctness  with  the  strength  of  the  double  refraction. 
In  uniaxial  crystals  sections  normal  to  the  optic  axis,  i.  e.,  sections 
which  remain  dark  during  a  revolution  between  crossed  nicols, 
show  the  best  interference  figures.  In  biaxial  crystals  the  most 
characteristic  interference  figures  are  shown  by  sections  normal  to 
the  acute  bisectrix. 
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ALUMNI  AND  UNIVERSITY  NEWS. 


DEPARTMENT  OF  METALLURGY. 

The  acceptaQce  of  the  chair  in  metallurgy  by  Professor  Henry  M, 
Howe  inaugurated  a  change  in  the  work  of  instruction  and  administra- 
tion, the  principal  features  of  which  are  stated  in  the  following  report : 

I^EcrtJKES. — The  subject  of  metallurgy  is  so  broad  and  comprehensive 
that  the  lectures  have  been  divided,  Professor  Howe  taking  the  subjects 
of  copper,  iron  and  steel  and  Dr.  Struthers  taking  general  metallurgy  and 
the  metallurgy  of  lead,  gold,  silver,  and  the  minor  non-ferrous  metals. 
It  has  been  deemed  advisable  to  devote  one  hour  a  week  to  each  class  for 
supplementary  discussion  of  the  lectures  delivered  during  that  week.  In 
this  way  the  student  receives  individual  instruction  and  has  a  tKtter  op- 
portunity  of  obtaining  a  thorough  understanding  of  the  subjecL 

The  CoLLEcrioN. — A  collection  of  metallurgical  materials  and  prod- 
ucts serves  two  distinct  purposes :  first,  to  teach ;  second,  to  preserve. 
It  shows  the  observer  what  materials  are  used  and  what  products  are  made 
by  the  various  metallurgical  processes ;  and  it  shows  him  what  those  ob- 
jects look  like.  It  helps  to  make  metallurgy  more  concrete  and  tangible. 
Quite  apart  from  this,  it  preserves  these  various  products  until  a  time 
convenient  for  examining  them.  This  second  function  is  a  very  impor- 
tant one.  The  products  of  metallurgical  investigations  should  generally, 
unless  inconveniently  large,  be  preserved  for  future  reference,  either  to 
verify  the  original  results,  or  to  determine  properties  or  componenu  not 
originally  determined,  or  to  permit  us  to  leam  what  changes  take  place 
in  these  objects  with  the  lapse  of  years. 

A  great  many  objects  which  are  valuable  for  this  second  purpose  have 
very  litde  value  for  the  first  purpose  j  they  do  not  instruct  the  passer-by. 

The  opportunity  offered  by  the  removal  of  the  collection  from  the  old 
to  the  new  site  has  been  made  use  of  to  divide  the  collection  into  two 
parts,  a  visible  and  an  invisible  collection.  The  former  will  be  deposited 
in  the  excellent  cases  which  have  been  provided,  while  the  latter  will  be 
stored  in  suitable  boxes,  but  it  will  not  be  on  public  exhibition.  It  is 
held  that  the  presence  of  objects  of  this  second  class  (valuable  only  as 
objects  of  future  investigation)  among  objects  of  the  other  or  immedi- 
ately instructive  class,  is  very  undesirable.  It  dilutes  the  collection,  if  one 
may  so  speak.  To  intersperse  matter  which  conveys  little  or  no  imme- 
diate instruction  to  the  passer-by,  matter  which  for  this  purpose  is  practi- 
cally dead,  among  objects  which  have  immediate  educational  value, 
objects  which  teach  something  directly  to  the  eye,  diluting  the  instructive 
objects  with  uninstructive  ones,  increases  the  labor  of  the  student. 

It  is  intended  later  to  group  the  materials  and  the  products  of  the 
several  most  important  metallurgical  processes  in  such  a  way  as  to  show, 
not  only  the  general  scheme  of  operation,  but  also  the  relative  quantity  of 
the  various  materials  and  products  used  or  made. 

The  Metallurgical  Laboratory. — To  make  metallurgical  pheno- 
mena more  concrete  to  the  student,  and  to  familiarize  him  with  metal- 
lurgical conditions,  surroundings,  materials  and  products,  a  considerable 
amount  of  metallurgical  laboratory  work  will  be  given  to  the  students  in 
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metallurgy.  During  the  present  year  this  work  will  include  the  heat 
treatment  of  metals,  the  roasting  and  lixiviation  of  ores,  and  the  more 
striking  phenomenaof  the  casting  of  metals,  beside  the  use  of  calorimeters 
and  pyrometers.  It  is  believed  that  this  work  can  advantageously  be 
greatly  increased  in  later  years. 

The  Summer  School. — The  second  year  of  the  summer  school  in 
practical  metallurgy  was  held  at  Chicago  and  Pittsburg  in  July,  1S97,  at 
the  expiration  of  the  summer  school  in  mining.  Professor  Howe  was 
unable  to  be  present  and  the  class  of  uxteen  students  in  the  courses  of 
mining  engineering  and  metallurgy  was  under  the  personal  charge  of  Dr. 
Struthers. 

The  subject  of  the  manufacture  of  iron  and  steel  was  selected,  as 
Chicago  and  Pittsburg,  furnishing  by  far  the  greater  part  of  the  iron 
and  steel  production  of  the  United  States,  afforded  the  best  opportuni- 
ties for  study. 

The  subject  was  divided  into  blast  furnace  practice,  open  hearth  steel, 
Bessemer  steel,  crucible  steel  and  pit  practice,  and  detailed  study  was 
carefully  made  at  the  following  works  :  The  Illinois  Steel  Company  at 
South  Chicago,  Sridgeport  and  Joliet;  The  Iroquois  Furnaces  at  South 
Chicago;  The  Carnegie  Steel  Company,  of  Pittsburg,  comprising  the 
Edgar  Thomson  Works  at  Bessemer;  the  Homestead  Works  at  Munhall 
and  the  recently  equip[>ed  furnaces  at  Duquesnc,  and  the  Black  DiamoDd 
Steel  Company  at  Pittsburg. 

A  minor  trip  was  made  to  the  Cambria  Iron  Company  at  Johnstown, 
where,  in  addition  to  the  iron  and  steel  manufacture,  the  recently  con- 
structed Otto- Hoffman  coking  plant  for  saving  the  by-products  of  manu- 
facture was  viMted. 

A  trip  was  also  made  to  the  lead  desilverizing  and  refining  plant  of 
the  National  Smelting  and  Refining  Company  at  South  Chicago. 

The  work  accomplished  was  as  thorough  as  the  limited  time  permitted. 
The  requirements  were  closely  adhered  to  and  comprised  all  the  impor- 
tant data  relative  to  the  subject,  including  the  description  of  the  process 
as  employed  at  the  special  works  visited,  sketches  of  furnaces  and  special 
apparatus  with  dimensions,  calling  for  plans,  sections,  and  elevations,  the 
chemistry  of  the  process,  the  mechanical  handling  of  materials,  labor, 
etc.  Class  and  individual  instruction  were  given  by  Dr.  Struthers  and 
note  books  freely  used.  These  books  were  corrected  at  the  completion  of 
the  work  allotted  for  the  day  and  criticisms  made  that  night  or  the  follow- 
ing morning  while  the  subject  was  fresh  in  mind.  It  was  the  aim  of  the 
instruction  to  teach  the  student  to  observe  carefully  all  matters  of  impor- 
tance pertaining  to  the  work  detailed  and  in  addition  to  developing  thus 
his  powers  of  observation  he  was  taught  to  reason  for  himself,  so  that  he 
would  thoroughly  understand  the  rationale  of  a  process  and  be  able  not 
only  to  give  a  clear  and  concise  description,  but  also  to  make  creditable 
criticisms  where  processes  varied  in  method. 

While  the  work  of  instruction,  being  carried  on  single  handed,  was  of 
lengthy  and  arduous  character  (all  books  were  corrected  and  marked  at 
night),  the  satisfaction  of  having  the  students  do  good  work  was  a  cheer- 
ing recompense  for  the  extra  exertion  demanded. 

The  following  list  of  requirements  is  appended  to  show  the  thorough- 
ness of  the  work  called  for. 
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COLUMBIA  UNIVERSITY  IN  THE  CITY  OF  NEW  YORK. 
SCHOOL  OF  MINES. 

SUMMER  SCHOOL  IN  PRACTICAL  METALLURGY  (Second  Ye«r). 

Scheme  of  Study :  The  Manufacture  of  Iron  and  Steel. 

BLAST  FURNACE  PRACTICE. 

General  Description, 
Sketch  outline  plan  of  works,  including  furnaces,  stoves,  blast  engiae 
and  boiler-houses,  stock  yard,  bins  and  chimney. 

Detailed  Description. 

Blast  Furnace — (State  all  dimensions  when  procurable).  Describe 
constructian  as  follows:  Gas  take-off;  down  comer;  dust  catcher;  ex- 
plosion doors;  charging  apparatus;  shaft,  construction  and  support; 
mantle  ring  and  columns ;  bosh,  construction  and  support ;  tuyere  jacket 
and  breasts ;  crucible  jacket ;  iron  tap  and  cinder  notch. 

State  the  following  dimensions :  Height  of  furnace ;  height  to  stock 
line;  height  of  bosh;  height  of  inwatls;  height  of  hearth;  height  of 
tuyeres ;  diameter  of  throat ;  diameter  of  bosh ;  diameter  of  inwalls  at 
the  bottom;  diameter  at  tuyere;  diameter  at  hearth ;  number  of  tuyeres; 
diameters  of  tuyeres  and  total  cubic  capacity  of  furnace. 

Prepare  a  detailed  sketch  of  tuyere  stock  and  give  a  full  description  of 
water  cooling  the  different  parts  of  the  furnace. 

Hot  Blast  Stovxs — Nmnber  per  famace ;  kind ;  sketch  horizontal 
and  vertical  sections,  giving  outside  dimensions  of  height  and  diameter; 
materials  of  construction ;  sizes  of  brick  used  and  arrangcmeDt ;  cubic 
contents  and  square  feet  of  heating  surface ;  detailed  sketch  of  gas,  blast, 
and  chimney  valves. 

Note — Describe  method  of  changing  from  air  to  gas;  state  the 
temperature  to  which  the  blast  is  heated  at  beginning  of  cha^e  and  at 
end  of  interval ;  state  length  of  time  between  charges. 

Blast  Engines — General  description ;  number  and  kind ;  arrange- 
ment of  air  and  steam  cylinders ;  diameter  of  steam  cylinder ;  length  of 
stroke;  number  per  minute;  pressure;  diameter  of  air  cylinder ;  volume 
and  pressure  of  blast  produced ;  type  of  valves. 

Boiler-bouse — General  description. 

Ore,  Flux,  and  Fuel  Supply.  General  description — Method  of 
transporting  materials  in  stock  yard  to  bins  and  furnaces,  with  detailed 
description  of  chaining. 

Blast  Furnace  Working.  Detailed  description — Kind  of  ore; 
yield  of  ore  ;  kind  of  flux  and  composition  ;  kind  of  fuel ;  quantity  of 
fuel  per  ton  of  iron  ;  quantity  of  flux  pet  ton  of  iron  ;  production  of  fur- 
nace per  34  hours  ;  amount,  pressure  and  temperature  of  blast ;  rate  of 
<lescent  of  charge ;  temperature  of  gases  from  furnace  top ;  methods  of 
removal  and  disp(Mal  of  iron  and  slag  and  times  of  tapping. 
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•     0£EN  HEAKTH  STEEL. 
General  Description, 
Outline  sketch  of  plan  of  works,  including  stock  yard,  boiler-houser 
producers,  furnaces,  cranes  and  casting  pit. 

Detailed  Description. 

Gas  Producers — Number  and  kind ;  describe  construction  and 
method  of  charging  and  working  ;  kind  of  coal  used  and  composition  or 
resultant  gas. 

Furnace.  Construction — Detailed  sketch  showing  plan,  elevation 
and  section,  including  hearth  area;  number,  arrangement  and  area  of 
gas  and  air  ports ;  distance  between  ports ;  height  of  roof  from  hearth ; 
charging  and  working  doors  j  tap  hole.  Cubic  capacity  of  regenerators- 
and  arrangement  of  bricks ;  estimated  heating  surface  in  square  feet;  de- 
tailed description  of  valves  and  method  of  reversing  flame  direction. 

Furnace.  Working — Capacity;  composition  and  amounts  of  ma- 
terials charged;  method  of  charging;  control  of  heat;  thtcknem  of 
molten  metal  on  hearth;  removal  of  molten  products  from  furnace; 
method  of  recarburizing  and  control  of  the  progress  of  the  operation  ; 
repairs  to  hearth  and  lining ;  time  of  melting  down,  finishing  and  recar- 
burizing ;  tapping  and  repairs ;  percentage  of  loss  of  iron. 

BESSEMER  STEEL. 
General  Description. 
Oudine  sketch  of  plan  of  works,  including  stock  yard ;  cupolas;  con- 
verters in  use,  drying  and  repairing;   blast  engine  and  boiler-homes; 
casting  pit. 

Detailed  Description. 
Converter.  Construction — Describe  materials  of  construction  and 
how  supported  ;  make  detailed  sketch  of  hemtet,  body  and  bottom  and 
show  how  held  together ;  state  thickness  and  composition  of  lining  and 
describe  method  of  lining  the  bottom.  Working — Capacity ;  amount  and 
pressure  of  blast ;  thickness  of  molten  metal ;  detailed  description  of 
charging,  blowing,  pouring,  recarburizing  and  teeming;  state  the  times- 
of  the  different  stages  and  description  of  flame. 

CRUCIBLE  STEEL. 
General  Description. 
Outline  plan  of  works  and  briefly  describe  the  process. 

Detailed  Description. 
Prepare  plan,  elevation  and  section  of  furnace;  size  and  capacity  of 
crucible;  composition    of  materials   treated   and    product;    method   of 
charging,  operating  and  teeming;  details  of  moulds. 
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PIT  PRACTICE. 
General  Description. 
Sketch  plan  of  casting  pit ;  briefly  describe  method  of  haadlmg  molten 
steel,  ingots  and  moulds. 

Detailed  Description. 

Ladle — Sketch  sbowiog  method  of  tapping ;  state  materials  of  con- 
struction and  method  of  operating. 

Ckanes — General  sketch. 

Reheating  Furnaces  and  Soaking  Pits — Details  of  construction. 

Chargers  and  Moulds — General  description. 

Rolling — Sketch  plan  of  wnks ;  detailed  sketch  of  rolls  giving  type, 
width,  diameter  of  rolls,  outline  sketch  of  passes;  describe  the  meOiod 
of  operating. 

Hammers,  Presses  and  Special  Apparatus — Such  details  as  shall  be 
designated. 

In  conclusion,  the  Department  of  Metallurgy  wishes  to  publicly  ac- 
knowledge its  grateful  thanks  due  to  the  ofiicers  of  the  companies  visited. 
Their  hearty  courtesy  and  kind  cooperation,  so  fully  extended,  made  the 
visits  pleasant  as  well  as  instructive. 

As  before  mentioned  in  connection  with  the  first  year  of  the  summer 
school,*  it  is  to  be  hoped  that  this  important  factor  in  the  instruction  of 
metallurgy  wilt  be  made  permanent.  Metallurgy  is  so  eminently  practical 
that  the  lectures  should  be  supplemented  by  practical  work  of  this  char- 
acter in  order  that  the  student  should  possess  a  rounded  knowledge  of  the 
subject. 

DEPARTMENT  OF  MINING. 

The  Summer  School  of  Mining  was  held  this  year  at  Ishpeming, 
Michigan.  To  arrange  for  the  session  Adjunct  Professor  Peele  left  New 
York  May  28th,  and  the  regular  underground  work  was  begun  on  June 
7th.  Up  to  June  5th  the  class  was  occupied  with  Dr.  Van  Ingen  in  field 
geology,  partly  dunng  stop-overs  on  the  journey  out  to  Michigan,  and 
partly  in  the  vicinity  of  Marquette  and  Ishpeming. 

By  the  kind  permission  of  Captain  Thomas  Walters,  Superintendent 
of  the  Pittsburg  and  Lake  Angeline  Iron  Company,  of  Ishpeming,  the 
three  mines  of  this  company  were  thrown  open  to  the  students,  with  the 
most  complete  freedom  for  carrying  on  the. diss  work.  The  usual  de- 
tailed study  of  the  operations  of  mining  and  the  various  plants  employed, 
tt^ether  with  the  mine  survey,  lasted  four  weeks.  Short  trips  were  made 
also  in  the  large  Lake  Mine  of  the  Cleveland  C]ifls  Iron  Company,  and 
the  Section  16  Mine  of  the  Lake  Superior  Iron  Company.  On  July  sth 
the  class  went  to  Houghton,  Mich.,  where  several  days  were  spent  in 
visits  to  the  Atlantic  copper  mine  and  mill,  the  extensive  surface  plants 
of  the  Calumet  and  Hecia  and  the  Tamarack  mines,  and  the  Calumet 
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aod  Hecla  mills  at  Lake  Linden.  Some  members  of  the  class  visited 
alao  the  copper  smelter  at  Hancock,  and  the  Quincy  mine.  The  class 
joined  Dr.  Struthere  on  July  loth.at  Chicago,  for  the  metallurgical  work. 

The  Summer  School  was  attended  by  17  students,  of  whom  14  are- 
regular  members  of  the  Fourth  Class,  3  are  graduates  of  Stevens  Institute, 
and  one  a  graduate  of  Johns  Hopkins  University.  The  three  last  men- 
tioned joined  the  class  with  the  intention  of  entering  the  School 
of  Mines  this  fall.  Two  members  of  the  present  Fourth  Class,  who 
attended  last  year's  Summer  School  at  Butte,  Montana,  made  special  trips 
to  the  West  during  the  summer  for  further  study. 

Professor  Peele  was  assisted  by  Messrs.  A.  J.  Campbell  and  G.  S. 
Brackett,  the  former  having  charge  of  the  mine  surveying,  which  was- 
done  in  the  East,  or  Lake,  mine,  of  the  Lake  Angeline  Company.  Very 
satisfactory  results  were  obtained  in  running  closed  survey  lines  througb 
vertical  and  inclined  shafts  and  winzes,  and  the  difficulties  encountered 
in  settinE  up  the  instruments  while  traversing  the  underground  electric 
haulageways  afforded  good  practice. 

Most  of  the  regular  undei^round  study  was  done  in  the  East  mine.  The 
basin-shaped  deposit  is  systematically  worked  by  the  top-slice  caving 
system,  the  production  t)eing  about  1,400  tons  per  day.  In  the  West 
mine  of  the  same  company  a  composite  system  has  been  employed.  The 
soft  ore  of  this  mine  was  opened  up  origina11}|  by  room  and  pillar.  All 
of  the  rooms  have  been  exhausted,  and  the  pillars  are  now  being  mined 
by  an  adaptation  of  the  caving  system.  The  hard  ore  occurring  in  a 
portion  of  .the  mine  is  worked  by  inclined  "  raise  slopes"  of  large  dimen- 
sions. In  an  adjoining  (and  connecting)  mine,  owned  by  the  Lake  Su- 
perior Company,  the  class  had  an  opportunity  to  see  chamber  mining  od 
an  extensive  scale.  The  Cleveland  Lake  mine,  visited  last,  furnished  an 
example  of  room  and  pillar  work,  carried  out  with  great  regularity,  but 
not  with  entire  success.  A  part  of  this  deposit  is  now  being  "  stripped." 
The  group  of  iron  mines  studied  by  the  class  is  situated  on  the  shores 
of,  and  partially  underlies,  what  was  formerly  Lake  Angeline.  This  lake, 
a  few  years  ago,  was  drained  by  pumping,  but  the  enormous  mass  of  soft 
mud  lying  in  the  basin  above  the  ore  is  still  a  source  of  some  embarrass- 
ment to  the  Cleveland  Lake  mine.  The  mud  dries  very  slowly,  and  is- 
even  now  covered  only  by  a  thin  and  flexible  crust. 

The  facilities  for  the  work  of  the  class,  so  kindly  and  liberally  extended 
by  Capt.  Walters,  were  greatly  appreciated,  and  to  him  and  his  staff,  in- 
cluding Mr.  E,  F.  Bradt,  the  engineer  of  the  company  j  Capt.  W.  T. 
Tregambo,  the  general  underground  foreman;  Mr.  E.,  T.  Smith,  the 
master  mechanic,  and  Messrs.  C.  T.  Hodge  and  C.  F.  Bellamy,  shift 
bosses,  are  due  our  thanks.  It  is  desired  also  to  recognize  here  the  kind- 
ness of  Mr.  James  E.  Jopling,  engineer  of  the  Cleveland  ClifTs  Iron  Com- 
pany, andof  Mr.  F.McM.  Stanton,  manager  of  the  Atlantic  Copper  mine. 

ELECTRICAL  ENGINEERING  DEPARTMENT. 

The  offices,  laboratories,  lecture  and  other  rooms  of  the  Electrical  En- 
gineering Department  are  in  the  south  end  of  the  Engineering  Building,  at 
the  new  site  of  the  University.  In  the  sub-basement  arc  located  the  stor- 
age l»ttery  and  photometer  rooms.     The  former  will  be  provided  with  a 
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battery  of  70  cells,  which  is  used  for  efficiency  and  output  tests  and  also  as 
a  source  of  steady  potential  and  current.  The  photometer  room  will  be 
equipped  with  all  necessary  apparatus  for  determining  the  candle  power 
of  arc  and  incandescent  lamps  as  well  as  other  sources  of  light.  In  the 
basement  are  situated  the  two  machine  laboratc^ies,  the  tai^er  being  oc- 
cupied by  the  direct  current  machinery,  while  the  smaller  contains  the 
alternating  current  apparatus.  In  the  former,  a  50  h.  p.,  high-speed 
steam  engine  drives  two  lines  of  shafting  carrying  pulleys  controlled  by 
friction  clutches,  to  which  the  various  machines  arc  belted.  The  ar- 
rangement of  the  engine  and  shaft  is  such  that  two  dynamos  of  30  kilo- 
watts each  can  be  connected  to  the  engine,  or  either  machine  may  be 
used  as  a  motor  to  drive  the  shafting,  the  current  being  obtaiued  from  the 
electric  light  and  power  plant  of  the  University.  In  this  way  the  break- 
ing down  of  the  motive  power  is  rendered  almost  impossible  and  an  ex- 
cellent demonstration  of  the  two  methods  of  driving  is  made. 

The  various  dynamos  which  are  belted  to  the  line  shaft  include  ex- 
amples of  115,  330,  and  500  volt  constant  potential  generators,  constant 
current  arc-lighting  dynamos,  and  other  typical  machines.  Several  types 
of  stationary  and  rulway  motors,  as  well  as  motor  dynamos  are  also 
placed  in  this  room.  Machine  and  hand  tools  are  provided  in  one  corner 
of  this  laboratory  for  making  and  repairing  apparatus,  attachments,  etc. 
Complete  sets  of  ampere  and  volt  meters,  speed  indicators,  transmission 
and  absorption  dynamometers,  etc.,  are  available  for  testing  the  various 
dynamos  and  motors. 

In  the  other  machinery  laboratory,  the  alternating  current  apparatus  is 
placed,  including  single  phase  and  polyphase  generators,  induction  and 
synchronous  motors,  as  well  as  various  types  and  sizes  of  transfonnera. 
Complete  sets  of  alternating  current  measuring  instruments  and  wave- 
tracing  apparatus  are  also  provided. 

On  the  first  floor  are  situated  the  smaller  lecture  room  (seating  70),  or- 
dinarily used  for  class  work,  and  the  larger  lecture  room  (seating  rso) 
for  combined  classes.  In  the  Chemical  Building,  immediately  adjoining, 
a  still  larger  lecture  room  (seating  350)  is  available  for  meetings  and 
public  lectures.  All  of  these  rooms  are  provided  with  an  ample  supply 
of  electrical  energy  of  difTerent  forms  as  well  as  gas,  water  and  otha" 
facilities  to  enable  experimental  demonstrations  to  be  conveniently  and 
eflectively  performed.  For  example,  dynamos,  motors,  and  other  appa- 
ratus of  practical  size  are  shown  in  actual  operation  to  illustrate  the 
lectures,  this  being  made  a  special  feature  of  the  instruction. 

The  museum  contains  cases  fonhe  collection  of  apparatus,  models,  ma- 
terials etc.,  relating  to  electrical  engineering.  The  museum  adjoins  the 
lecture  rooms  so  that  its  contents  can  be  conveniently  used  for  illustration. 

On  the  third  floor  are  located  the  large  instrumental  laboratory,  the  re- 
search room,  and-tbe  studies  of  the  officers.'  The  laboratory  contains  a 
number  of  tables  on  whichthe  instruments  are  permanently  set  up  ready  for 
use.  These  include  various  forms  of  galvanometers,  ampere  balances, 
standard  cells,  and  resistances ;  apparatus  for  measuring  inductance,  mag- 
netic permeability,  hysteresis,  and  leakage;  laboratory  standard  volt  and 
amperemeters;-  telegraph,  telephone,  and  electric  signaling  systems; 
thermoelectric  and  electrical  heating  devices ;  R5ntgen  ray  apparatus. 
The  research  room  is  used  for  special  post-graduate  and  thesis  work,  and 
is  fitted  up  according  to  the  lines  of  investigation  that  are  being  followed. 
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A  most  important  facility  is  the  large  and  reliable  supply  of  electrical 
current  which  is  afforded  by  the  central  power-plant  of  the  Univetsity. 
This  consists  of  boilers  having  an  aggregate  capacity  of  2,000  h.  p.,  two 
low-speed  engines  directly  connected  to  two  dynamos  of  275  h.  p.,  each, 
and  two  high-speed  enf^nes  directly  connected  to  two  dynamos  of  100 
h.  p.  each.  This  electrical  generating  plant,  having  a  total  cafMicity  of 
750  h.  p.,  and  illustrating  the  latest  practice  in  electrical  engineering,  fur- 
nishes current  for  electric  lighting  and  for  driving  the  motois  and  fans 
used  in  ventilating  all  of  the  buildings.  Special  conductors  aie  also  laid 
to  convey  to  the  various  laboratories  and  lecture  rooms  of  the  Electrical 
Engineering  Department  an  ample  supply  of  current  for  experimental 


DEPARTMENT  OF  ARCHITECTURE. 

The  School  of  Architecture  b^ns  its  career  in  its  new  quarters  with 
two  additional  members  upon  its  staff,  Mr.  William  T.  Partridge  as  Lec- 
turer upon  Design,  and  Mr.  Henry  F.  Hornbostel  as  Assistant  in  Design. 
Mr.  Partridge,  after  spending  two  years  in  the  School  of  Mines,  went  to 
Boston  in  1887,  where  he  took  the  Rotch  Travelling  Scholarship  in  Archi- 
tecture in  1890,  which  gave  him  two  years  of  travel  and  study  abroad. 
Mr.  Hornbostel  graduated  in  Architecture  in  the  Schoolof  Mines  in  1S91, 
and  has  since  spent  three  years  in  Paris  at  the  flcoU  its  Beaux-Arts. 
Mr.  Partridge  has  in  charge  the  second  and  third  year  Drawing  and  De- 
sign and  Mr.  Hornbostel  the  Design  of  the  fourth  year,  both  under  Pro- 
fessor Hamlin's  immediate  direction. 

The  only  change  in  the  work  of  the  school  which  the  change  of  site 
has  made,  is  the  lengthening  of  the  morning  session  from  three  hours  to 
four  and  shortening  the  afternoon  session  from  three  hours  to  two  and  a 
half,  with  an  hour  for  lunch  between.  The  first  hour  in  the  morning  is 
given  to  free-hand  drawing.  This  change  was  made  so  that  students  who 
live  so  far  away  that  they  cannot  reach  the  school  until  ten  o'clock  may 
not  miss  a  lecture  or  recitation.  But  this  morning  hour  proves  a  desir- 
able thing  in  itself.  The  drawing  exercise  is  a  delightful  thing  to  begin 
the  day  with,  and  it  affords  opportunities  for  a  variety  of  useful  exercises 
which  hitherto  there  has  been  no  time  for  without  spoiling  an  afternoon. 

The  rare  casts  from  the  Villa  Madama  presented  by  Mr.  McKim  iu 
i8gi,  and  which  have  until  now  been  inadequately  displayed,  appear  to 
great  advantage  on  the  east  wall  of  the  large  drawing  room.  The  other 
walls  are  hung  with  this  j  ear's  Thesis  Drawings,  which  it  is  proposed  to 
keep  on  view  until  they  are  next  year  replaced  by  next  year's  work.  In 
the  corridor  are  hung  the  collection  of  drawings  made  in  the  AcoU  dis 
Beaux-Arts  belonging  id  the  school.  Beneath  them  is  a  vacant  space  in 
which  it  is  intended  to  display,  week  by  week,  the  current  work  of  the 
different  classes. 

DEPARTMENT  OF  GEOLOGY. 

The  staff  in  the  Geological  department  has  been  engaged  in  various  lines 
of  work  during  the  vacation.  Mr.  van  Ingen  left  with  the  summer  school 
about  June  i.  Taking  a  night  train  on  the  N.  Y.  Central  R.  R.,  the  party 
awakened  the  next  morning  in  Little  Falls,  just  east  of  Uiica.    The  lo- 
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cality  is  a  famous  one  in  geology,  because  far  to  the  south  of  the  Adiron- 
dack area  of  the  Archean  crystalline  rocks,  a  great  fault  .has  lifted  them 
agjun  so  near  the  surface  on  one  side  of  the  crack,  that  the  mantle  of 
I^eozoic  strata  has  been  sufEcicntly  eroded  to  expose  the  gneisses. 
Starting  froni  these  Utter  as  a  base  the  class  passed  upward  across  the 
Potsdam,  Calcifeious  and  Trenton  formations,  to  the  Utica  slate.  The 
narrow  gorge  of  the  Mohawk  and  the  glacial  phenomena  likewise  re- 
<:eivcd  attention.  An  evening's  ride  brought  them  for  the  following  day 
to  Rochester,  where,  beginning  on  the  Medina  sandstone,  they  studied  the 
geological  section  upward  to  the  middle  Devonian,  as  exposed  in  the 
Oenesee  Valley.  The  second  day  they  visited  fossiliferous  beds,  where 
good  trilobites  and  other  forms  could  be  had  in  endless  quantity.  After 
the  Rochester  stop  of  two  days,  a  day  was  spent  at  Niagara  Falls,  and 
then  a  long  railway  ride  was  undertaken  to  Marquette.  At  Marquette 
the  geological  scene  was  an  abrupt  transformation. 

Igneous  rocks  claimed  attention  instead  of  sediments.  The  peridotite 
at  Fresqu'  Isle,  the  altered  tuffs,  quartz- porphyries,  and  quartz -diabases 
of  Lighthouse  Point,  and  the  interesting  relations  of  the  peridotite  to  the 
sandstone  gave  valuable  experience.  Later  at  Ishpeming  successive  ex- 
cursions were  taken  across  the  trough  of  the  Marquette  range  to  the 
north,  and  to  the  south,  and  along  the  axis  to  the  west,  well  up  into 
the  upper  Marquette  strata.  A  day  on  the  surface  around  the  mines 
closed  the  work  and  the  class  passed  to  Professor  Feele.  Mr.  van  Ingen 
did  some  collecting  for  the  department  on  his  return  trip,  in  Illinois,  In- 
diana, Ohio  and  New  York.  He  then  devoted  himself  assiduously  to 
the  oversight  of  the  removal,  and  to  his  care  is  largely  due  the  ability  of 
the  department  to  b^n  its  work,  October  4. 

Prolessor  Kemp  b^an  work  July  1,  for  the  U.  S.  Geological  Survey  in 
the  Adirondacks  of  Essex  county,  continuing  the  mapping  of  the  previous 
summer.  He  was  accompanied  by  Charles  Fulton,  Mines  '97.  The  Mt. 
Marcy  sheet  of  the  survey  was  covered  and  large  portions  of  the  Eliza- 
bethtown,  and  Lake  Placid  quadrangles  were  gone  over.  Valuable  rec- 
ords were  made  which  will  be  worked  up  through  the  winter.  Professor 
Kemp  also  had  work  in  charge  for  the  N.  Y.  Stale  Survey  in  Warren, 
Hamilton  and  Sarat<^a  counties.  In  this  he  was  assisted  by  D.  H.  New- 
land,  lately  fellow  in  geology.  Mr.  Newland  had  with  him  for  a  month, 
B.  F.  Hill,  University  scholar  in  geology.  This  Archean  area  was  tra- 
versed and  collections  and  notes  were  accumulated  which  will  be  worked 
up  this  winter  for  a  report  to  the  State  Geologist.  The  work  was  con- 
tinued by  Mr.  Newland  up  to  November  i, 

Mr.  Holljck  was  one  of  a  party  of  several  geologists  that  made  a  criti- 
cal examination  in  June  of  the  geological  relations  of  the  stone  implements 
in  the  Trenton  gravels,  and  subsequently  reported  on  his  observations  at 
the  Detroit  meeting  of  the  American  Association.  He  likewise  prepared 
a  short  report. for  Sdenee,  which  appeared  October  agih.  The  vexed 
question  which  it  was  hoped  this  examination  by  a  committee  would 
settle,  remains  as  much  a  matter  of  controversy  as  ever.  Later  in  the 
summer  Mr.  Hollick  was  on  Block  Island  for  some  weeks,  investigating 
further  the  interesting  question  of  the  age  of  the  local  clays,  about  which 
there  was  some  difTcrence  of  opinion,  as  shown  by  the  scientific  journals 
last  year.  Much  new  and  important  matter  was  obtained  that  will  he 
presented  to  the  New  York  Academy  of  Sciences  the  commg  winter.    Mr. 
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Hollick  received  the  degree  of  DocUir  of  Philosophy  from  the  Calumtnan 
University  of  Washington,  D.  C. ,  last  June.  The  dissertations  upon  which 
the  d^ree  was  granted  were :  Minor  I. ,  Botany,  The  Anaeardiacea  ef 
North  America.  Minor  II.,  Mineralogy,  The  Mintralos^  of  the  Serpen- 
tine Area  ef  Stolen  Island,  N.  Y.  Major,  Geology,  The  PaUebetawf  ef 
the  Yeilow  Gravel  at  Bridgeton,  N.J. 

The  depaitmcnt  is  now  in  full  possession  of  its  new  quartera  in  Scher- 
merhorn  Hall  and  rejoicing  in  the  generous  space  and  light.  The  study 
collections  are  in  fairly  good  order  and  the  laboratory  is  a  most  conve- 
nient and  attractive  place  wherein  to  work.  Dr.  Julien  has  b^un  hi» 
new  duties  with  the  department  and  has  generously  and  elaborately  in- 
creased its  rock  collections  from  his  own  gatherings  of  earlier  years. 
They  now  furnish  admirable  materials  wilh  which  to  study  and  illustrate 
petrography.  J.  D.  Irving,  fellow-elect  in  geology,  has  been  engaged  dur- 
ing the  summer  with  the  U.  S.  Geol<^ical  Survey  party  under  Dr.  Whit- 
man Cross  in  the  La  Plata  Mountains  of  southwestern  Colorado.  On  his 
return  he  did  sook  collecting  for  the  department  on  the  Spanish  Peaks. 
The  department  has  also  received  very  acceptable  additions  to  its  rock 
collections,  through  the  kindness  of  A.  C.  Beatty  and  G.  Sessinghouse, 
during  a  western  trip,  taken  the  past  summer. 

A  most  acceptable  gift  has  also  recently  come  from  Mr.  J.  S.  Curtis, 
formerly  of  the  U.  S.  Geological  Survey,  whose  mon<^raph  on  the 
mines  at  Eureka,  Nevada,  is  familiar  to  all  students  of  geology.  Mr. 
Curtis  has  been  successfully  engaged  in  mining  in  South  Africa  of  recent 
years,  and  has  been  so  kind  as  to  send  the  geological  department  a  very 
complete  set  of  specimens,  illustrating  each  productive  reef  near  Johan- 
nesburg. This  opportunity  of  expressing  our  appreciation  and  thanks  is 
gladly  taken. 

DEPARTMENT  OF  PHYSICS. 

Naturally  the  Department  of  Physics  has  shared  in  the  general  im* 
provement  of  building  and  location  which  has  come  to  the  whole  Uni- 
versity. At  present  it  occupies  the  lover  four  floors  of  the  building  to 
which  it  gives  a  name  and  which  it  will  ultimately  occupy  exclusively. 
Some  few  rooms  are  reserved  for  janitors,  store-room,  and  other  admin- 
istrative uses.  Nothing  has  been  overlooked  in  the  endeavor  to  make  this 
a  complete  establisbment  for  instruction  in  physics  as  well  as  for  origi- 
nal research.  It  is  hoped  that  it  will  soon  be  passible  to  print  a  rather 
full  description  of  these  laboratories,  pointing  out  the  thoroughness  of  their 
construction  and  equipment,  together  with  certain  special  details.  The 
itistrumental  equipment  of  the  laboratory  remains  practically  the  same, 
and,  although  it  is  sufficient  for  the  absolute  necessities  of  instruction,  still 
it  would  be  a  great  advantage  if  euen  a.  Dew  thousand  dollars  could  be  ex- 
pended on  some  new  and  much  needed  instrutiients. 

The  staff  of  instructors  has  been  increased  by  the  appointment  of  two 
new  assistants,  making  a  present  total  of  twelve.  When  it  is  remembered 
that  all  the  subjects  usually  treated  as  mathematical  physics  are  here  given 
under  the  "department  of  mechanics"  and  that  all  the  subject  of  applied 
electricity  is  given  under  "electrical  engineering,"  it  will  become  evident 
that  at  least  in  the  numbers  of  instructors  and  courses,  Columbia  is  sec- 
ond to  none  In  what  is  usually  broadly  called  physics.     The  new  asast- 
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uits  are  Dr.  F.  L.  Tufts,  who  took  his  Ph.D.  here  last  spring ;  and  Dr. 
W.  S.  Day,  who  took  his  Ph.D.  at  Johns  Hopkins  in  the  early  summer. 

Two  new  courses  will  be  given  this  winter;  one  by  Mr.  Gordon  on 
elcmentsry  meteorology  and  one  on  general  physics  for  students  in  medi- 
cine by  Mr.  Hallock. 

With  the  improved  opportunities  offered  by  additional  rooms,  especial 
attention  will  be  given  to  the  development  and  perfecting  of  special  la- 
boratory courses  in  advanced  work  for  graduate  students  who  may  have 
already  had  considerable  laboratory  experience. 


BOOK  REVIEWS. 

Giaciers  ef  North  AmerUa.     A  reading  lesson  for  students  of  geography 
and  geology.    By  Israel  C,  Russell.     Boston,  Ginn  &  Co.     1897. 
Pp.  iv+207.     Plates  I-XXH.     Figures  i-io.    Price,  J1.90. 
Volcanoes  of  North  America.     A  reading  lesson  for  students  of  geog- 
raphy and  geology.     By  Israel  C.  Russell.     New  York,  The 
Macroillan  Co.     1S97.    Pp.  vii-]-346.     Plates  I-XVI;  figs.  i-ii. 
Price,  $4.00. 
Professor  Russell's  "  Lakes  of  North  America  "  has  now  been  followed 
by  the  two  further  boeks  cited  above.     They  mark  the  growing  interest 
ID  those  themes  that  lie  along  the  border  line  between  geography  and 
geology,  and  that  enthusiastic  disciples  of  the  "  new  geography"  have 
fonned  into  a  special  field  of  research.     Interest  in  these  altraciive  sub- 
jects is  always  to  be  cultivated  by  ail  students  and  teachers,  whether  of 
geology  or  geography,  and  all  will  welcome  effort  in  these  directions 
when  wisely  made.     Professor  Russell's  books  will  be  of  great  service  to 
science,  because,  with  exceptional  felicity  of  style  and  treatment,  they  set 
forth  the  subject  in  a  way,  which,  while  not  too  abstruse  for  the  general 
reader,  yet  suggests  much  that  is  modern  and  up-to-date  to  the  profes- 
aonal  teacher.     To  the  latter,  whether  in  school  or  college,  they  will  fur- 
nish a  resume  of  the  general  theories  of  lakes,  glaciers  and  volcanoes,  as 
well  as  much  illustrative  material  from  the  continent  on  which  we  live. 

The  volume  on  glacieis  establishes  at  the  outset  three  types,  the  Alpint, 
which  is  found  on  mountain  tops  and  in  mountain  valleys ;  the  Pied- 
mont, which,  coming  down  from  off  the  mountainous  region,  spreads  out 
fan-like  on  a  plain,  before  disappearing ;  and  the  Continental,  which 
covers  vast  areas,  more  or  less  regardlessly  of  minor  topography,  as  in 
Greenland  to-day,  or  as  in  North  America  during  the  Glacial  Period. 
Having  established  the  large  types,  the  author  discusses  next  the  minor 
features,  such  as  moraines,  crevasses,  bergschrunds,  glacial  streams, 
glacial  abrasion,  glaciated  surfaces,  glacial  deposits  and  the  changes 
tirought  about  in  topography.  These  last  named  are,  of  course,  of  wonder- 
fill  significance  in  our  Northern  States,  where  the  relief  of  the  land  is  so 
largely  the  result  of  the  great  ice  sheet,  and  while  Professor  Russell  con- 
fiaes  himself  pretty  closely  to  modern  glaciers,  what  he  says  cannot  but 
have  significance  in  connection  with  the  greater  glacier  of  the  past. 

In  the  subsequent  chapters  our  author  describes  in  order  the  glaciers  of 
the  Sierra  Nevada  and  of  the  Cascades,  and  many  readers  will  be  surprised 
to  learn  of  their  size  and  extent  in  the  great  volcanic  peaks  along  the 
Pacific  in  Washington,  Canada  and  Alaska.     His  pages  on  the  last  named 
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are  of  special  interest  from  his  own  well-known  and  courageous  explanations 
among  them.  For  some  years  past  the  central  points  of  glacial  study 
have  been  changing  from  their  old-time  location  in  the  Alps  to  Alaska 
and  Greenland.  The  large  scale  on  which  the  phenomena  can  be  ob- 
served in  the  polar  regions  of  North  America  place  them  in  the  fore- 
ground of  modern  science  and  lend  peculiar  importance  to  them  in  books 
for  students. 

Chapter  VII,  is  devoted  to  the  continental  glacier  of  Greenland  and  the 
Arctic  region.  Chapter  VIII.  takes  up  the  climatic  changes  that  arc  in- 
dicated by  the  glaciers  of  North  America,  their  present  recession,  and 
earlier  advance,  and  certain  theoretical  considerations,  such  as  the  influ- 
ence of  debris  upon  movement.  Chapter  IX.  gives  an  excellent,  brief 
statement  and  review  of  the  various  explanations  that  have  been  advanced 
to  account  for  glacial  movement,  viz:  the  "sliding  hypothesis;"  the  hy- 
pothesis of  "dilatation;"  the  hypothesis  of  "plasticity;"  the  hypothesis 
of  "regelation;"  the  hypothesis  of  "expansion  and  contraction;"  the 
hypothesis  of  "  liquefaction  under  pressure;"  the  hypothesis  of  "  molec- 
ular chance;"  and  the  hypothesis  of  "granular  change."  A  mete  cata- 
logue of  these  shows  what  an  obscure  question  the  movement  of  a  glacier 
is,  and  what  a  number  of  causes  may  enter  into  it.  From  the  above  an 
eclectic  hypothesis  is  framed  that  admits  the  importance  of  one  view  and 
another,  and  makes  the  final  movement  a  function  of  a  number  of 
variables. 

A  chapter  on  the  life  history  of  a  glacier  closes  the  very  suggestive  and 
interesting  volume. 


The  volume  on  "  Volcanoes ' '  is  sumptuously  printed,  on  heavy  paper 
and  in  Macmillan's  best  style.  It  is  a  happy  coincidence  that  it  appears 
at  the  same  time  with  Sir  Archibald  Geikie's  great  work  on  the  "An- 
cient Volcanoes  of  Northwestern  Europe  "  so  that  data  upon  volcanic  phe- 
nomena on  both  sides  of  the  ocean  are  now  easily  accessible. 

Professor  Russell  devotes  more  than  one-third  of  the  book  (136  pp.)  to 
Chapter  I.,  which  is  an  introductory  exposition  nf  the  general  phenomena 
of  volcanoes.  He  establishes  at  the  outset  several  types,  viz  :  Stromboli, 
a  continuously  but  moderately  active  vent;  Vesuvius,  an  intermittent, 
but,  when  active,  a  violent  vent ;  Krakatoa,  an  enormously  explosive 
centre,  producing  little  or  no  fluid  lava ;  the  Hawaiian  volcanoes,  with 
vast  but  relatively  quiet  floods  of  lava;  the  fissure  eruptions  of  the  past 
as  illustrated  by  the  Deccan  trap  sheets  of  India ;  the  Columbia  lava  fields 
of  our  northwest ;  and,  .iinally,  theburied  sheets  and  dikes  of  the  so-called 
"  Newark  "  system,  the  Jura-Triassic  belt  of  eastern  North  America.  The 
stages  in  the  lives  of  volcanoes  are  next  outlined,  viz:  the  eruptive,  the 
fumarole,  the  solfatara  and  the  hot  spring  or  geyser  stages.  The  products 
of  eruptions  follow,  embracing  gases,  vapors  and  rocks  and  then  the 
interesting  forms  assumed  by  lava,  which  are  best  described  by  the 
curious  Hawaiian  words,  such  as  "  aa,"  for  the  jagged  and  rough  surges 
produced  by  the  piling  up  of  broken  crusts  on  a  still  moving  stream ;  and 
"pahoehoe,"  or  the  fluted  surface  assumed  by  a  slowly  moving,  wrink- 
ling and  chilling  flow.  The  characteristics  of  the  bottoms  of  sheets  and 
the  crystalline  structure  of  the  central  portions  receive  attention  and  then 
fragmental  deposits,  driblet  cones,  Fele'a  hair,  volcanic  bombs,  sCoria 
cooes,  and  sheets  of  volcanic  sand  and  dust. 
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Passing  to  larger  topics,  the  profiles  of  volcanic  mountains  are  dis- 
cussed and  then  the  various  tfpes  of  cones,  such  as  mountains  formed  of 
lava  sheets,  cones  formed  of  projectiles,  composite  cones  and  also  dikes 
and  necks.  The  interesting  wrecks  of  former  greatness  represented  by 
eroded,  volcanic  centcia,  receive  attention,  as  well  as  the  plutonic 
phenomena  presented  by  subterranean  intrusions,  such  as  dikes,  sheets, 
plugs,  laccolites,  subtuberant  mountains,  with  generalizations  based  on 
these.  A  brief  review  of  the  characters  and  common  kinds  of  igneous- 
rocks  closes  the  chapter. 

Chapter  II.  really  begins  the  subject-tnatter  proper  of  the  book.  Pro- 
fessor Russell  embraces  Central  America  in  the  general  term  Nonb 
America,  but  sets  aside  Iceland  as  more  intimately  connecte<l  with  north- 
western Europe,  and  the  West  Indieson  account  of  their  close  relations  with 
South  America.  The  chief  location  of  volcanoes,  past  and  present,  in 
the  Cordilleran  belt  of  North  America  is  made  apparent,  and  the  follow- 
ing broad  grouping  is  established  as  the  plan  of  the  subsequent  treatment : 

I.  The  Central  American  and  Mexican  r^ions  of  active  craters. 

1.  The  middle  r^on  of  extinct  or  perhaps,  in  part,  donnant  vol- 
canoes, extending  from  centnl  Mexico  through  the  western  part  of  the 
United  States  and  far  into  Canada. 

3.  The  Alaskan  region  of  still  steaming  volcanoes,  Chapter  III.  gives 
some  interesting  statistics  and  details  of  the  cones ;  in  the  first  division  66 
aredtcd,  of  which  is  arc  active,  19  are  quiescent,  33  are  extinct  and  the 
state  of  3  is  questionable.  Several  have  been  formed  within  historic 
times,  of  which  Izuico,  1770,  in  San  Salvador,  and  JoruUo,  1759, 
Mexico,  are  the  most  interesting.  In  Chapter  IV.  the  lofty  cones  of 
Mexico  are  described,  and  in  Chapter  V.  the  wonderfully  well  preserved  ' 
and  striking  cones  of  our  western  States  and  of  Canada.  This  chapter 
impresses  us  as  the  most  interesting  of  the  book,  and  readers  not  alrmdy 
bmiliar  with  the  West,  will  be  surprised  to  find  the  perfection  of  volcanic 
form  that  is  still  preserved  there.  The  great  volcanic  peaks  along  the 
northwest  coast  yield  to  none  in  impressive  character. 

Chapter  VI.  treats  of  the  deposition  of  volcanic  dust,  and  Chapter  VIII. 
reviews  the  theoretical  considerations  regarding  the  cause  of  volcanic 
eruptions.  Our  author  argues  agiunst  steam  as  a  cause  and  in  favor  of  it 
as  an  attendant  on  eruptions,  a  position  which  many  will  dispute.  The 
book  closes  with  a  sketch  of  the  life  history  of  a  volcanic  mountain. 

Professor  Russell's  work  will  prove  interesting  and  instructive  reading 
to  a  wide  circle  and  will  materially  aid  the  spread  of  sound  informatioo 
on  the  subjects  treated.  As  collateral  reading,  to  courses  in  geology,  all 
his  books  will  find  a  field  of  usefulness  and  among  general  readers  they 
should  receive  a  warm  welcome.  J.  F.  K. 

Fuel  and  Refractory  Materials.  By  A.  Humboldt  Sexton.  Blackie 
&  Son,  London;  and  D.  Van  Nostrand  Company.  New  York. 
1897.     Price,  fa. 00. 

This  little  volume  is  intended  merely  for  student  use,  going  more 
deeply  into  the  subject  than  the  general  manuals  of  metallurgy. 

It  was  the  aim  di  the  author  to  present  a  work  concise  and  compre- 
hennve  in  character,  which  could  not  only  be  used  as  a  text-book,  but 
would  afford  to  engineers  and  metallurgist  a  ready  means  of  obtaining 
a  good  general  idea  of  the  subjects  treated,  and  as  such  the  author's  efforts 
may  be  regarded  as  successful. 
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The  work  deals  muoly  with  fuel  and  its  application,  the  section  de- 
voted to  refractory  materials  occupying  a  telatively  small  space. 

The  subject -matter  la  discussed  under  the  following  heads,  viz : 
Chapter  I.,  Combustion.  II.,  Heating  power  of  fueb.  Ill,,  Fuels- 
Wood,  Peat  and  Charcoal.  IV.,  Solid  Prepared  Fueb— Charcoal  Peat, 
Charcoal,  Coke.  V.,  Coal  Washing.  VI.,  Liquid  Fueb.  VII.,  Gaseous 
Fuels.  VllI,,  Recovery  of  bi-prodncts.  IX.,  Furnaces  for  Metellorgical 
Purposes.  X.,  Supply  of  Air  to  the  Furnace — Removal  of  Waste  ^od- 
ucts.  XL,  Pyrometry,  XIL,  Calorractry.  XIIL,  Utilization  of  Fuel. 
XIV.,  Testing  Fuels.  XV.,  Refractory  Materials— Bricks,  Crucibles. 
References  and  Index. 

The  work  is  well  illustrated  by  104  cuts  and  is  of  excellent  quali^  of 
paper  and  typt^Titphy.  It  is  bound  in  board  covers  and  comprises  343 
pages  and  index.  J.  S. 

The  Stamp  MilUng  of  Gold  Ores.  By  T.  A.  RicfUKD.  The  Scientific 
Publishing  Company.  New  York  and  London,  Pp.  960;  illus- 
trated.   Price,  l».so. 

This  subject,  even  interesting  by  reason  of  the  diversity  of  ores  treated 
and  consequent  variations  of  practice,  is  well  described  by  the  author,  to 
whom  praise  is  due  for  the  comprehensive  compilation  of  results.  Much 
of  the  work  has  already  appearnl  in  the  Engineering  and  Minii^Jmimai 
and  The  Mineral  Industry,  the  present  treatise  being  an  elaboration  of 
these  articles.  The  subject-matter  is  mainly  descriptive  of  practice,  still 
much  is  given  of  distinct  bearing  on  the  chemistry  and  mechanics  of  the 
process. 

The  work  includes  the  description  of  the  milling  practice  in  Gilpin 
county,  Colo.;  the  Black  Hilb,  S.  Dak.,  and  the  Northern  Lode  in 
California.  Foreign  practice  comprises  the  process  as  employed  at 
Clunes,  Ballarat  and  Bcndigo  in  Australia,  and  the  Thames  and  Otago 
districts  in  New  Zealand.  It  is  to  be  regretted  that  the  practice  of  the 
Witwatersrand  district  in  South  Africa  is  not  included. 

The  subjects  of  mill  design,  machinery,  operation,  feeding,  batteries, 
screens,  care  of  plates,  etc.,  are  discussed  in  a  practical  manner.  Special 
attention  is  called  to  the  subjects  of  costs  of  milling,  life  of  machinery 
and  percentage  of  salvage.  These  are  analyzed  and  compared  by  dis- 
tricts and  the  cause  of  difference  discussed. 

The  designs  of  stamp  milb  and  machinery  are  well  illustrated  I7  de- 
tailed drawings,  sketches  and  reproductions  from  photographs.  The 
book  is  well  printed  and  bound  in  conformity  with  the  Other  publications 
of  the  Scientific  Publishing  Company.  J,  S. 

The  Alternating  Current  Circuit.      By  W.  Perrkn    Maycock.     The 

Macmillan  Company.     Pp.  103.     51  illustrations  and  ruled  pages  for 

notes.     Price  tioo. 

In  this  little  book  the  author  attempts  to  present  the  various  phenomena 
accompanying  an  ordinary  or  single-phase  alternating  current  and  to  ex- 
plain them  without  the  use  of  mathematics.  Adopting  "  the  surplus  aod 
deficit  theory  "  of  electricity  as  a  foundation  he  describes  and  discusses 
the  fundamental  phenomena  by  the  aid  of  mechanical  analc^ies. 

This  method,  is,  however,  open  to  two  objections:  (i)  Analogies  aie 
not  very  convincing  proofs,  as  the  student  is  unable  to  judge  whether  tbey 
are  good  ones  or  not;  (3)  analogies  ought  not  be  carried  too  tai,  and 
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very  often  are  extremely  poor  explanations,  as  the  author  himself  admits, 
for  he  says  in  regard  to  his  own  explanation  of  wattless  current  on  page 
91 :  "  The  above  explanation  19  rather  weak,  but  is  perhaps  better  than 
none  at  all ;  for  at  all  costs  the  reader  must  get  some  idea,  however  vague, 
that  a  more  or  less  wattless  current  can  exist. 

The  book  is,  however,  a  correct  statement  of  the  phenomena,  and  the 
analogies  selected  as  explanations  are  very  ingenious  and  well  taken. 

W.  H.  F. 

Manual  of  Qualitative  Chemical  Analysis.  By  the  laic  Dr.  C. 
Remigius  Fresenius.  Translated  from  the  sixteenth  German  edi- 
tion, by  Horace  L.  Wells,  M.A.  John  WUey  &  Sons,  N.  Y.  Pp. 
764.     8vo.     Price,  ^5.00. 

Fresenius  manual  has  so  long  been  a  familiar  text-book  for  students  in 
qualitative  analysis  that  a  discussion  of  its  merits  would  be  superfluous. 

The  new  edition,  while  identical  with  the  preceding  in  arrangement 
and  treatment  of  the  subject,  contains  much  valuable  new  material  which 
adds  350  pages  to  the  book.  The  translator  claims  no  responsibility  ex* 
cept  for  formulae  and  nomenclature,  so  the  present  edition  represents  an 
almost  literal  translation  of  the  latest  German  edition. 

Among  many  additions  and  improvements  the  following  are  of  im- 
portance. New  reagents,  such  as  hydrogen  peroxide,  diphenylamine,  para- 
tohudine,  etc.,  are  used.  In  Section  III.  of  Part  I.,  which  contains  the 
qualitative  tests  for  the  bases  and  acids,  the  increase  is  over  one  hundred 
pages,  much  of  which  is  devoted  to  the  rarer  elements.  Tests  for 
germanium  and  for  salysilic  acid  are  found  here  for  the  first  time. 
Under  the  part  devoted  to  the  alkaloids  cocaine  and  some  new  tests  have 
received  recognition. 

One  feature  of  the  present  work  which  deserves  special  mention  is  the 
presence  of  numerous  references  to  journals.  This  is  a  most  excellent 
innovation,  and  would  be  even  better  were  the  other  journals  referred  to 
as  often  as  the  Zeitschrift  fUr  Analytische  Chemie. 

Some  few  formnlse  may  be  criticiised;  for  example,  we  have  considered 
lime  as  CaO  not  Ca(OH)j  and  sodium  tetraborate  without  water  of 
crystallization  is  not  usually  termed  borax ;  there  is  also  good  ground  for 
writing  potassium  sulphocyanide  KSCN  instead  of  KCNS.  But  as  a 
whole  the  book  is  most  valuable,  both  as  a  text  book  for  students  who 
intend  to  pursue  a  thorough  course  in  qualitative  analysis  and  as  a 
book  of  reference  and  the  translator  is  to  be  congratulated  on  performing 
so  well  a  most  arduous  task.  E.  H.  M. 

The  Mineral  Industry,  Its   Statiities,    Technology  and  Trade  in  the 
United  States  and  other  Countries  to  the  end  of  i8g6.     Vol.  V.     Being 
the  statistical   supplement  of  the  Engineering  and  Mining  Journal. 
Edited  by  Richard  P.  Rotmwell.     Published  by  the  Scientific  Pub- 
lishing Co.,  of  New  York.   8vo.    865  pp.    Board  covers.    Price,  ^5.00. 
This  work,  which  appears  anually  from  the  press  of  the  Scientific  Pub- 
lishing Company,  has  already  earned  for  itself  a  prominent  place  in  the 
technical  literature  of  the  day.    The  vast  amount  of  detail  relative  to  the 
statistics  and  production  of  the  various  metals  and  minerals  needs  a  mas* 
ter  mind  to  properly  arrange  so  as  to  be  of  ready  value  to  the  reader, 
and  the  editor  deserves  great  praise  for  the  able  and  painstaking  manner 
in  which  these  facts  have  been  collated. 
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This  volume  follows  the  general  plan  of  its  predecessors,  introducio^ 
mongraphs  bj  competent  specialists  in  the  different'  chapters  bearing  on 
the  subjects.  Among  the  more  important  may  be  quoted:  "  C«nent 
Manufacture  in  Great  Britain,"  by  W.  H.  Slanger  and  Bertram  Blount  % 
"Progress  in  Electro- Chemistry  and  Electro- Metallurgy,"  by  W.  Bor- 
chere ;  "  Modem  Coke  Ovens  and  their  By-Products,"  by  George  Lunge; 
"  The  Present  Development  of  the  Barrel  Chlormation  Process,"  by  John 
E.  Rothvelli  "  Chloridizing  Roasting  of  Calcareous  Silver  Ore  containing 
Arsenic  in  Large  Quantities,"  by  Ottakar  Hofmann  ;  "Hydro-Metal- 
lurgy of  the  Precious  Metals,"  by  Henry  Wurtz;  "  Manufacture  of  Basic 
Iron  in  Alabama,"by  W.  Phillips  i  "Recent  Improvement  in  Lead 
Metallurgy,"  by  H.  O.  Hofman;  "  The  Rare  Elements,"  by  L.  M.Den- 
nis; "Metallurgy  of  Tin,"  by  Henry  Lewis;  "  The  Treatment  of  Zinc- 
Lead  Sulphide  Ores,"  by  F.  L.  Bartlett;  "The  Diffusion  of  Metals,"  by 
W.  C.  Roberts-Austen ;  "  The  Micrograpbic  Analysis  of  Metals,"  by  J. 
O.  Arnold;  "Progress  in  Ore  Dressing  in  1896,"  by  Robert  H. 
Richards. 

This  volume  supplements  and  increases  the  vast  amount  of  valuable  in- 
formation appearing  in  Vols.  L,  II.,  III.  and  IV.,  and  with  them  forms 
a  collection  of  statistics  of  history,  occurrence,  methods  of  mining,  treat- 
ment of  ores,  costs,  uses,  prices  current,  etc.,  of  great  value  to  the  chem- 
ist, engineer,  metallurgist  and  all  interested  in  the  development  of  the 
mineral  production  of  the  country.  J.  S. 

Notes  on  Lead  and  Copper  Smelting  and  Copper  Converting.  By  Hirah 
W.  HixoN,  Scientific  Publishing  Company.  New  York.  8vo. 
116  pp.    .Board  covers.     Price,  J3.00, 

As  the  author  states  in  his  preface,  this  book  is  a  series  of  notes  on  the 
practical  work  of  lead  and  copper  smelting,  including  the  converting  of 
copper  matte.  The  subject-matter  is  treated  in  a  clear  manner  and  sup- 
plemented with  excellent  illustrations,  many  of  which  are  dimensioned 
working  drawings.  The  work  concludes  with  the  specifications  of  build- 
ings and  machinery  fur  the  copper  converting  plant  of  the  Anaconda 
Minining  Company  at  Anaconda,  Mont.,  with  accompanying  working 
drawings. 

A  summary  of  the  chapters  will  best  show  the  contents  and  extent  of 
the  work.  Chapter  I.,  Copper  Matte  Smelting.  IL,  Extraction  of 
Gold  and  Silver  from  Matte.  III.,  The  Calculation  of  Furnace  Charges. 
IV.,  Types  of  Furnacies.  V.,  Spouts,  Settlers  and  Jackets.  VI.,  Blow- 
ing in  and  Barring  down  a  Furnace.  VII.,  Handling  Blast  Furnace 
Slag.  VIII.,  Design  of  Lead  Blast  Furnaces.  IX.,  Lead  Slags  and 
Lo^es  in  Lead  Smelting.  X.,  Improvements  in  lioasting  Furnaces. 
XI.,  Smelting  Raw  Concentrates  wiih  Hot  Blast  at  Anaconda.  XII., 
Copper  Converting  at  Anaconda.  XIII.,  Blowing  a  Converter  Charge. 
XIV.,  Design  of  Converted  Plants.  XV.,  Lining  a  Converter.  XVL, 
Casting  Anodes  direct  from  Converter,  XVII.,  Cost  of  Producing 
Copper  at  Anaconda.  Appendix,  Specifications  of  Buildings  and  Machin- 
enry  for  the  Anaconda  Copper  Converting  Plant,  with  a  set  of  nghteei> 
detailed  working  drawings. 

White  the  author's  discussions  are  very  general  in  character  and  limited 
in  extent,  the  work  contains  much  of  modem  practice  and  should  be  of 
value  to  all  interested  in  the  metallurgy  of  lead  and  copper. 

J.  s. 
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AN    INTRODUCTION    TO  THE  STUDY  AND  EXPERI- 
MENTAL DETERMINATION  OF  THE  CHAR- 
ACTERS OF  CRYSTALS. 

By  ALFRED  J.  MOSES,  Ph.D. 

(CoDtinDcd  from  page  35,  Vol.  XIX.) 

PART  11.  THE  OPTICAL  CHARACTERS. 

Light  Ravs. 

In  any  homogeneous  medium  light  is  transmitted  in  straight 
lines,  which  are  here  called  light  rays,  by  vibrations  of  the  particles 
of  an  imponderable  light  ether  which  fills  all  space  even  between 
the  particles  of  solids,  and  it  is  probable  that  in  common  light  the 
path  of  any  vibrating  ether  particle  is  an  ellipse  constantly  altering 
in  shape  and  position  but  always  remaining  in  the  same  plane. 

The  time  of  a  complete  vibration  is  called  a  period,  the  advance 
during  a  period  is  called  a  wave-length  and  determines  the  color 
of  the  light,  and  the  amplitude  of  the  vibration  determines  the  in- 
tensity of  the  light. 
Ray  Surfaces.* 

If  we  assume  one  vibration  of  a  luminous  point  within  a  homo- 
geneous material  this  motion  will  be  transmitted  along  rays  in  all 
directions.  At  the  end  of  any  definite  time  along  each  ray  the 
motion  will  have  just  reached  a  certain  point.     The  closed  surface 

-*!..  Fletcher,  Optical  ladicatrix,  Miniral  Nag.,  IX.,  391. 
vou  xix— 8. 
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through  these  points  is  called  the  ray  surface  of  the  substance. 

It  is  coincident  with  the  wave  surface  but  obtained  in  a  different 

manner. 

Ray  Front  and  Front  Normal. 

The  plane  front  of  an  extremely  small  pencil  of  rays  including 
the  given  ray  will  be  coincident  with  the  plane  tangent  to  the  ray 
surface  at  the  extremity  of  the  ray  and  may  be  called  the  ray 
front.  It  is  in  general  oblique  to  the  ray..  The  direction  normal 
to  the  ray  front  may  be  called  the  front  normal. 


CHAPTER  VII. 


THE  OPTICALLY  ISOTROPIC  CRYSTALS. 


Any  homogeneous  isometric  crystal  will  show  the  same  optical 
properties  in  all  directions,  that  is,  will  be  optically  isotropic. 

i.  optically  isotropic  crystals  which  are  sinoly 
refracting. 
Ray  Surface. 

The  velocity  of  transmission  of  light  is  constant  in  all  direcdons, 
that  is  the  ray  surface  is  always  a  sphere,  all  diametral  planes 
are  planes  of  symmetry  and  all  diameters  are  axes  of  isotropy. 

In  different  substances,  however,  the  velocities  are  different, that 
is  for  the  unit  of  time  with  light  of  the  same  wave-length  the 
spherical  ray  surfaces  are  of  different  diameters. 

In  the  same  crystal  the  shorter  the  wave-length  of  the  light  the 
slower  the  velocity  of  transmission ;  that  is,  for  instance,  for  the 
unit  of  time  the  ray  surface  for  violet  light  will  be  smaller  than  for 
red  light. 

Index  of  Refraction. 

The  differences  in  the  ray  surfaces  are  determined  by  measuring 
the  amount  a  light  ray  is  bent  or  refracted  on  entering  a  crystal; 
the  ratio  of  the  velocities  of  the  incident  and  refracted  rays  or  so- 
called  "  index  of  refraction"  being  equal  to  the  ratio  of  the  sines 
of  the  angles  of  incidence  and  refraction. 

Let  10,  Fig.  208,  be  a  ray  of  light  striking  the  crystal  face  AB 
at  0.     Let  M^  be  the  ray  surface  of  the  crystal,  J/,  that  ot  the 
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outer  medium  described  around  the  point  of  incidence  for  a  unit 
of  time.  The  ray  front  in  the  first  medium  at  the  expiration  of 
this  time  would  be  TE,  E  being  a  point  of  the  front  just  impinging 


Fio.  aoS.  Fig.  109. 

on  AB,  therefore  also  a  point  of  the  new  ray  front,  that  is  of  the 
tangent   plane   ES.     The  refracted  ray  is  therefore  *  OS  to  the 
point  of  tangcncy.     (7Fis  the  corresponding  reflected  ray. 
In  the  triangles  0£7"and  OES,  Fig.  208, 


sm  OET 


-T  and  Oh  =  -^-  -prrn  = 
sm  /  sm  OES 


T'l       sm  t 

1',      sin  /I 
Usually  the  ratio  recorded  is  that  of  the  crystal  with  respect  to 
air.     Denoting  the  velocity  in  air  by  v  and  the  indices  of  the  outer 
medium  and  crystal  with  respect  to  air  by  n,  and  n,  we  have 

V  ,  V 

fi,^  --  and  «  =  — 
and  substituting  these  values  we  have 


There  is  no  refraction  ft»'  normal  incidence,  for  sin  /=  o,  hence 


*ThU  U  filled  the  Hnygbem  construction,  eneh  point  of  the  border  sntfice  beccm. 
ing  a  neir  cenler  of  propcgitian  of  light  A  Mill  Ampler  construction  is  that  of  Snel. 
ItiUt  Fig.  209,  J?j,  if  a  tpheie  with  radius  the  index  of  relraction  of  outer  medium  R^,  a. 
sphere  with  index  of  crjitaL  Prolong  lO  to  T.  Draw  TS  parallel  the  normal  ON, 
thea  I*  O.^  the  leTracted  raj,  and  O  I'the  oorrespiHiding  reBected  raj. 
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sm  /> 

which  is  only  possible  if  />=  o. 

With  a  plane-parallel  plate  the  ray  emerging  is  parallel  to  the 

entering  ray,  for  at  entrance.  Fig.  2IO, 

sin  I         ,  sin  i 

n=  n,  —. —  and  at  emerecncc  n,  =  rt  —. — * 

'  sin  p                       "            '  sin /J, 


whence 


sin  X       sin  p^ 
~  sin  p      sin  \ 


but  /j  =  p     hence  i=  p^ 

An   approximate   determination   of  the 
index  of  refraction  may  be  made  by  meas- 
Fifi.  aio.  uring  the  displacement  of  the  focal  distance 

of  a  microscope  caused  by  the  interposition  of  a  known  thickness  of 
crystal  as  described,  p.  148,  but  usually  one  of  the  following  meth- 
ods will  be  employed. 

Determination  of  Index  of  Refraction  by  Prism  Method. 
Let  AOC,  Fig.  21 1,  be  the  section  of  the  prism  at  right  angles 
to  the  refracting  edge  O.  About  0  describe  the  circles  R^  and  R,  with 
radii  proportionate  to  the  indices  of  refraction  of  the  outer  medium 
and  prism  respectively.  Let  10  be  the  incident  ray,  then,  by  the 
construction  of  Snellins  (foot  note  p  i  t5),is£>5the  direction  of  the 
ray  in  the  prism.  From  5draw  SP  normal  to  the  surface  CO,  then 
is  OP  the  direction  of  the  ray  on  emergence.  Denoting  the  prism 
angle  by ;;  =  NON^  the  total  deviation  hy  3=  TOP,  the  incident 
angle  by  /=  TON,  and  the  angle  of  refraction  at  the  second  surface 
by  ,.,=  PON'. 

'i+X=  TVP+N0N^=2T0P+P0N+  TON', 
i  +  p^"  TON-i-  PON*  =  2  TOP  +  PON  +  TON* 
hence, 

3  +  X  m.  i  +  p^  or  3  =  i  -i-  p^  —  x- 


This  value  of  S  is  least  •  when  i  =  pi,  then  S^  21  —  -^  i- 


,  ''  +  / 


•The  arc  TPot  J,  Fig.  an,  cul  by  SP  and  ST,  is  leaai  when  Ihey  nuke  equal 
angles  with  OS  thit  is  when  the  first  deviation  i — p  eqoaU  the  second  p,  — ;,  for 
with  any  olher  position  of  10  the  point  7*  moves  a  certain  number  of  degrees  and  one 
of  the  anus  TS  or  PS  approaches  OS,  becoming  less  oblique  and  culling  aS  b  part  of 
TV,  (he  other  recedes  becoming  more  oblique  and  adding  a  larger  arc  to  TJt,  hence 
the  combined  change  yielding  a  larger  value  for  6. 
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when  i  =  Pi  the  ray  RS,  Fig.  2 1 2,  within  the  prism  must  be  normal 
to  BD,  the  bisectrix  of  the  refracting  angle,  therefore  will  .A^^  ™ 
ABD  or  /)  =  ^  /,  Hence  substituting  in  the  formula  for  index  of 
sin  i 


refraction  »  =  «,  - 


,  we  have. 


sinp 

Pkactical  Manipulation. — Two  perfect  faces  of  a  clear  trans- 
parent crystal  are  required,  making  such  an  angle  (40°  to  70°)  with 
each  other  that  at  the  second  surface  the  ray  is  incident  at  less  than 
the  angle  of  total  reflection ,  p.  118  or  with  a  larger  angle,  the  prism 
may  be  immersed  in  a  strongly  refracting  liquid  in  a  parallel  walled 
glass  vessel.  If  necessary,  faces  may  be  ground  at  the  proper 
angles.  The  other  faces  of  the  crystal  should  be  coated  with  lamp 
black. 


Fic.  211.  Fig.  212. 

The  most  satisfactory  instrument  is  a  goniometer  with  vertical 
axis  see  p.  18-25.  The  angle  ;;  is  centred  and  measured  as  de- 
scribed, p.  21.  The  telescope  is  then  clamped  at  7^  Fig.  2i2,directly 
opposite  the  collimator  K  and  a  reading  made,  the  crystal  is  moved 
by  the  centring  screws  so  that  the  edge  5  is  a  little  beyond  the 
centre,  and,  the  telescope  and  graduated  circle  remaining  clamped, 
is  revolved  into  for  example  the  position  shown  in  the  figure. 
The  telescope  is  then  undamped  and  turned  towards  the  left  until 
the  image  is  in  the  field.  The  crystal  is  turned  towards  the  right 
and  if  the  image  moves  it  is  recentred  by  a  movement  of  the  tele- 
scope towards  the  right,  and  this  double  motion  is  continued  until 
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the  image  appears  for  a  moment  to  be  stationary  and  then  starts 
to  move  in  the  opposite  direction. 

The  position  of  rest  T'  the  positionis  of  least  deviation  and 
TT'=S 

Monochromatic  light*  is  essential. 

If  the  instrument  used  does  not  permit  of  independent  rotation 
of  the  crystal  the  position  of  minimum  deviation  and  the  reading 
V  are  obtained  by  alternate  movements  of  the  telescope  and  di- 
vided circle  and  the  reading  of  the  collimator  or  T  is  obtained  last. 

Determination  of  Index  of  Refraction  by  Total  Reflection. 

When  the  index  of  refraction  «,  of  the  outer  medium  is  greater 
than  «  of  the  crystal  there  is  a  so-called  "  critical "  angle  of  inci- 
dence for  which  the  angle  of  refraction  is  90° ;  that  is,  the  refracted 
ray  travels  along  the  border  surface. 

If^st  9^^,  sin/i=i  I  ;  hence,  n  a  »,  sin  2   or  sin  1=    . 

For  any  angle  of  incidence 
greater  than  this  the  light  is  to- 
tally reflected. 

The  following  is  the  construc- 
tion of  Snellius :  If  ^5,  Fig.  213, 
is  the  border  surface,  ^1  and  7?, 
circles  with  radii  proportionate  to 
the  indices  of  refraction  of  the 
first  and  second  substances,  then 
for  the  critical  angle  the  direction 
^"'-  *'J-  of  the  refracted  ray  must  be  OP 

and  from  the  tangent  at  P  results  the  direction  lOToi  the  limit 
incident  ray. 

<C«[tBiD  solids  vaporized  in  the  flame  of  a  Bunsen  bamer  emit  light  esaentiallj' 
monochromilic.  Three  very  conimoDly  nied  are  Rbd  7.  ^  0.000670  Lithium  ral- 
pbste,  Ybllow  ?  ^0.000589  Sodinm  sntphate.  Green  ?.^oooo53S  Thalliom  ml- 
phale.  Purer  light  majr  be  obtained  by  using  pnrlioD  ol  a  spectrum.  A.  E.  Tnttm  de- 
scribei  an  iiulrumcDt  for  thus  producing  light  of  aoy  dcared  wave  length  of  gicalcr 
brilliaDcy  than  that  yielded  by  colored  flame.      Proc.  Royal  Sec.  1S94,  v,  55,  p  III. 

The  production  of  monochromaLic  light  by  absorpUon  of  the  other  colors  is  not  pos- 
^ble.  Bine  cobalt  glass  permils  to  pass  only  blue  and  extreme  red.  Certain  solutions 
abcorb  certain  rays ;  aniline  blue  absorbs  yellow  ;  permanganate  of  potash,  green ;  soU 
I^le  of  copper,  red  ;  chiomate  of  potash,  blue.  The  light  passed  through  >  series  of 
these  may  become  essentially  monochromatic,  e.  g.,  Sulpbate  of  copper,  aniline  blue 
and  chromate  of  potash,  leave  green. 
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According  to  the  relative  position  of  the  observation  telescope 
and  the  incident  hght  two  difTerent  results  are  obtained. 

t  °,  Total  Reflection  Proper.    If  diffused  light  is  admitted  in 
the  quadrant  AN,  Fig.  2 1 3,  and  the  telescope  axis  is  in  the  direction 
OIV,  all  rays  incident  at  less  than  the  critical  angle  are  in  part  re- 
flected, ^.^.,  OKalong  OJfand  in  part  penetrate  the  crystal ;  while 
all  rays  incident  at  more  than  the  critical  angle  are  entirely  reflected ; 
that  is,  the  telescope  field  receives  on  one  half  totally  reflected  rays, 
on  the  other  partially  reflected  rays ;  between  these  is  a  sharp  line. 
Fig.  214,  which  is  the  intersection  of  the  focal  plane  of  the  telescope 
with  a  limit  surface  or  cone  the  vertex  of  which  is 
at  0  and  the  elements  of  which  make  the  critical 
angle  with  the  normal  to  the  reflecting  surface. 
This  limit  line  is  a  curve,  but  within  the  limits  of 
the  field  of  the  telescope  is  essentially  straight. 
2.    Grazing    Incidence,   or    Observation    of 
Fig.  214,  Transmitted  Light.*    If  the  light  is  shifted  to 

the  quadrant  AL,  or,  which  is  equivalent,  the 
light  remains  in  AN  and  the  telescope  axis  is  made  to  coincide 
with  OTiaA  the  transmitted  rays  are  viewed,  then,  assuming  the 
faces  at  entrance  and  emergence  to  be  parallel, 
the   incident   and   emerging   rays   are    parallel. 
All  rays  incident  at  less  than  the  critical  angle 
are  partially  transmitted,  but  all  of  greater  angle 
are  totally  reflected  at  the  first  surface ;  the  tele- 
scope field  is  on  that  side  dark.  Fig.  215,  but 
on  the  other  side  is  illuminated  by  the  rays  in-  Fic  815. 

cident  at  less  than  the  critical  angle. 

In  the  Kohlrausch  apparatus  the  substance  is  supported  in  a 
liquid  of  higher  index  of  refraction  than  the  crystal,  in  such  a  way 
that  the  reflecting  surface  is  vertical  and  the  crystals  can  be 
rotated  about  a  vertical  line  in  the  reflecting  surface.  The  crystal 
holder  may  be  simply  a  metal  plate  with  a  window-like  opening 
bisected  by  a  platinum  wire  and  adjusted  once  for  all  so  that  the 
back  surface  is  in  the  desired  position  of  the  reflecting  face  and 
the  wire  coincides  with  the  vertical  cross-hair  of  the  telescope.  It 
is  only  necessary  with  this  to  fasten  the  crystal  face  over  the  win- 

*  A|iparatus  for  observilion  of  the  Cransmitlcd  ray  with  liquids  were  constructed  by 
Chtistiansen,  Pfgg.  Ann.,  1S71,  143,  p.  350  and  olhert ;  and  for  solids  by  Quinke 
Ztil.f  Xryit.,  1879,  4,540. 
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dow.     A  more  elaborate  holder  permits  rotation  of  the  crystal  in 

its  own  plane  and  other  adjustments. 

The  rotation  is  observed  by  a  horizontal  telescope  set  normal  to  a 

plane  front  of  the  vessel  holding  the  liquid,  that  is  in  direction  71?, 

Fig.  2 1 6,  and  the  rotation  is  recorded  upon  a  graduated  circle.    The 

best  position  for  the  light  is  found  by  trial.     When  the  sharp  limit 

line  between  the  totally  and  partially  reflected  rays  has  been  made  to 

coincide  with  the  vertical  hair  of  the  telescope  the  light  and  screen 

are  moved  to  the  opposite  side  and  the  plate  is  rotated  until  the 

limit  line  is  again  obtained  and  centered. 
Since  the  angle  between 

the  telescope  axis  and  the 

normal  is  the  critical  angle 

the     rotation     NON^  =  2i 

whence  by  w  =  «,  sin  i  the 

index  of  the  solid  results. 
A    simpler  apparatus    is 

made  as  an  attachment  to 

the   No.    2   Fuess    Gonio- 
meter*   and    is    shown  in 

Figs.  217,  218.     The  pin  a 

fits  in  place  of  the  pin  of  the 

usual  crystal   plate  of  the 

instrument;    provision   for 

approximate  adjustment  is 

made  but  the  accurate  adjustments  of  the  Fuess  instrument  are  the 

principal  reliance. 

To   secure   approximately  constant  temperature  the  holder   is 
covered  by  a   box  of   asbestos  with 
,  a-  proper  openings.     The  mineral  is  at- 

tached to  the  little  plate/,  and  the  con- 
trol mineral  at  g.  The  rough  adjust- 
ments are  made  by  the  eye,  so  that 
the  necessary  rotation  can  be  secured 
then  the  finer  adjustment  is  made  with 
the  Fuess  centring  screws,  and  the 
vessel  filled  with  the  refracting  liquid. 
The  cover  box  is  then  put  on,  the  light 
adjusted,    and    the    boundary    found 


*  A.  J.  Moses  and  E.  Weinschenk,  Ztil/.  Krystallog.,  XXVI.,  1 
Quartttly,  XV. II.,  p  II. 
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and  centred.  After  standing,  say  %  hour,  with  light  burning,  the 
boundary  is  recentrcd  and  this  repeated  till  no  change  takes 
place.  The  usual  readings  are  then  made,  after  which,  without 
disturbing  vessel  or  cover,  the  control  mineral  is  raised  into  the 
field  by  the  vertical  screw  and  readings  obtained  from  it.  From 
these  the  index  results  by  the  formula 


sin  F 
in  which 

I  =  half  the  angle  of  rotation  of  the  mineral  tested. 
F=  "  "  "  "  •'  "  "  control  mineral, 
m'=  index  of  refraction  of  the  control  mineral. 

These  instruments  require  either  monochromatic  light,  or  sun- 
light may  be  used  if  the  eye-piece  is  replaced  by  a  spectroscope, 
in  which  case  at  the  proper  angle  the  light  of  all  colors  will  be 
totally  reflected  and  the  iield  will  show  on  one  side  a  bright 
spectrum,  on  the  other  a  relatively  dark  spec- 
trum, separated  by  a  line  oblique  to  the  verti- 
cal hair.  Fig.  219.  The  critical  angles  cor- 
responding to  the  Frauenhofer  lines  can  be 
successively  determined  by  bringing  the  points 
of  intersection  of  these  lines  with  the  limit 
line  into  contact  with  the  vertical  hair,* 

T/u  lAebisch  apparatus.  Fig.  220,  employs 

Fio,  3,0.  a  glass  prism  P  of  high  index  of  refraction, 

firmly   mountedf   with    the   refracting    edge 

vertical  and  one  face  normal  to  the  axis  of  the  holder.    Diffused 

monochromatic  light  is  admitted  at  the  side  AB,  Fig.  221,  reflected 

at  the  second  side  5Cand  emerges  at  the  third  side  AC. 

The  edges  of  the  prism  are  first  made  vertical;  the  crystal  is 
then  glued  to  the  cap  z  and  adjusted  by  the  screws  q  so  that  a 
collimator  signal  from  the  crystal  remains  fixed  in  the  telescope 
during  a  complete  rotation  by  T.  By  the  centring  screws  y  y<A  the 
goniometer  a  central  line  of  the  crystal  is  made  to  coincide  with 
the  goniometer  axis. 

*  For  >  control  mineral  fluorite  is  very  suiuble,  u  its  rerraciion  has  been  carefully 
^termiaed,  and  Ainher,  as  it  is  isotra[ric,  bas  a  low  index  of  refraction  and  is  eaiil; 
obtained. 

T  Ai  made  by  Fuess  two  prisms  with  indices  t.6497,  1.7849  are  furnished. 
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The  prism  is  then  moved  into  contact  with  the  crystal,  close 
contact  being   secured   by  a  drop  of  strongly  refracting  liquid. 
The  determination  of  the  index  of  the  plate  requires  the  meas- 
urement of  «,the  index  of  the  prism,  ofathe  refracting  angle  ^C5 
y  of  the  prism,  and  of  i,  the  deviation 

■\  of  the  emerging  ray  from  the  normal 

\  _  to  the  face  of  emergence. 

To  determine  5  three  readings  arc 
needed  :  First,  the  telescope  and  col- 
limator are  placed  opposite  each 
other,  say  at  T  and  V  respectively. 
Second,  the  telescope  is  arbitrarily 
moved  to  some  position  L  and  the 
"\/  '\         carrier  turned  until  the  limit  line  is 

/'  '>^     centred.     TJiird,  the  carrier  is  turned 

"  ''"  still  further  nntil  AC  gives  a  signal, 

^'f-  "'■  that  is,  until  RN  bisects  LV iX  OH. 

This  gives  TL,  NH.  and  HL=  %  (i8o°  -  TL). 
Then  the  deviation  S=  LN=  NH  ~  HL. 
To  find  an  expression  for  Ihe  index  of  refraction  of  the  substance : 
Since  /  =  critical  angle  of  prism,  «  =  «,  sin  /  (p.  1 18), 
From   the   figure,  «  =  ^C5=  ^iV,i?=  A^.O^-f  A',^0  =  i4 /?, 
whence /:«  a  —  ;9,  or  in  general  ;=  a  ib^,  since  as  n  approaches 
«„  (9  diminishes  and  may  become  negative;  that  is,  the  ray  ^i  may 
be  on  the    other  side  ai  RN,     Substituting,  »  =  »i  sin(a  ±  j9)  = 
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H,  (sin  a  cos  ,9  ±  cos  a  sio  (9.)     The  reflected  ray  OR  is  refracted  at  R 

.  sin^       I 

where   --    ,- ».  -     whence 


Substituting, 

«  =  sinav^«^'_sin'J±co3asina. 

In  tile  Pulfnch  apparatus  the  glass  prism  is  replaced  by  a  vertical 
glass  cylinder,  the  substances  resting  upon  the  upper  base  and  il- 
luminated from  below  by  diffused  light,  no  light  being  permitted 
to  enter  at  the  top.  The  angle  &  of  deviation  from  the  normal 
on  emergence  is  measured  by  a  right-angled  telescope  revolving 
on  a  horizontal  axis.     For  this 

In  the  Abbe  apparatus  the  glass  prism  is  replaced  by  a  hemi- 
sphere of  glass  with  the  substance  resting  upon  the  horizontal 
base.  The  critical  angle  is  measured  directly  by  a  telescope 
centred  upon  the  centre  of  the  sphere.    For  this  n  >-  «j  sin  i. 

The  refracting  liquid  used  may  be :  Thoulet  solution,  Rohrbach 
solution,  a  mono-Bromnapthalin,  Methylene  iodide  alone  or  satu- 
rated with  iodoform  or  sulphur  or  any  other  sufficiently  stable  and 
transparent  liquid,  the  index  of  refraction  of  which  is  higher  than 
that  of  the  mineral  to  be  tested. 

Dntity.       Ttmp.    LitrB.  Ifi  —  D,    Tier  E.  Dicttatt/trfi  ineriaii. 


Gtyeirint, 

C,H,0, 

i-a594 

»                  1 

47*93 

ThovUt  StluHtn. 

Jiaa 

iS     B  1.6960 

.7167    E 

■739  i 

MercoriF, 

a.493 

.8    B.sSss 

1.6001    E 

6160 

Iodide. 

3.091 

18     B  1.51*9 

'.S'3S    E 

■5347 

Rtkrbach  Solution 

Barium. 

3.564 

n 

1-793"    E 

.8*65 

M«rcui7. 

Iodide. 

C„H,Br. 

8 

1.66264 

1.4914 

10 

..6s8» 

MitMylne  ledidt. 

CH.I, 

8    Li  1.746 

.7466    Tl 

1.7584 

19  1-74"  .00073  Tl 

SMontion  with  iodolbrni  riiies  Ibe  index  about  .o3  and  with  sulphur  as  muchu  ,04. 
Li  liM  is  al  33;  B  at  38.    Tl  line  it  at  68;  E  at  71. 
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Certain  isometric  crystals  possess  the  power  of  rotating  the 
plane  of  polarization  (see  p.  128)  of  the  incident  light  ■whatever 
the  direction  of  transmission ;  they  are  therefore  still  isotropic,  but 
doubly  refracting  this  rotation  having  been  experimentally  proved 
to  be  due  to  two  rays  transmitted  with  different  velocities  and 
circularly  polarized  in  opposite  directions. 
Rav  Surface. 

Either  circularly  polarized  ray  is  transmitted  with  a  constant 
velocity  in  any  direction,  but  with  respect  to  each  other  the 
velocities  have  a  constant  difference,  hence  the  ray  surface  must 
be  two  concentric  spheres.  Since  on  reversing  any  section  the  di- 
rection of  observed  rotation  is  not  changed  it  follows  that  at  the 
extremities  of  any  diameter  of  the  ray  surface  the  rotations  in  the 
same  shell  must  be  opposite  in  direction.  There  can,  therefore, 
be  no  planes  of  general  symmetry,  though  every  diameter  is  an 
axis  of  isotropy. 

The  division  is,  therefore,  necessarily  limited  to  classes  28  and 
29  which  have  no  planes  of  symmetry.  Examples  in  class  28  are 
Barium  Nitrate,  Sodium  Chlorate  and  Sodium  Bromate.  The 
phenomenon  has  not  yet  been  observed  in  class  29  and  it  is  evi- 
dent that  the  symmetry  is  not  the  only  determining  cause. 

The  phenomena  and  testing  of  circularly  polarized  light  will  be 
described  more  fully  under  uniaxial  crystals. 

ABSORPTION  m  ISOTROPIC  CRYSTALS. 

In  optically  isotropic  crystals  monochromatic  light  diminishes 
steadily  in  intensity  as  the  distance  traversed  increases,  but  is  in- 
dependent of  the  direction  of  transmission. 

With  white  light  the  different  component  colors  are  absorbed  at 
different  rates. 

For  a  section  of  any  given  thickness  therefore  of  an  isometric 
crystal*  the  same  color  tint  will  be  transmitted  whatever  direction 
the  crystal  may  be  cut. 

"The  color  tints  due  to  the  combination  of  Ihu  parttalljnnd  unequall;  abtoibed  r*^ 
may  v«ry  greatly  in  specimens  of  the  same  substance,  which  miy  be  properly  colorless  or 
faintlycolorcd  in  ordinary  thicknesses  and  yet  frequently  occur  of  brilliant  colon,  wbicb, 
nevertheless,  conform  perfectly  in  absorption  to  the  crystal  symmetry.  It  is  piob' 
able  thi.t  these  always  contain  (dissolved  tike  coloring  matter  in  solution)  minute 
amounts  of  oxides  of  rarer  metals  titanium,  zirconium,  cerium,  etc.  See  Weimctienic 
ZeU. /.  Aitorg.  Chiniit,  XII.,  371. 
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By  decomposing  this  color  with  a  prism  the  absorption  spec- 
trum is  obtained,  which  usually  shows  a  gradual  change  in  absorp- 
tion in  adjoining  portions,  perhaps  increasing  from  one  end 
towards  the  other,  perhaps  increasing  in  both  directions  from  the 
centre.  With  even  a  moderate  thickness  certain  colors  may  be 
absorbed  completely  so  that  the  spectrum  shows  dark  bands. 


CHAPTER  VIII. 
THE   OPTICALLY   UNIAXIAL   CRYSTALS. 

In  every  crystal  of  the  hexagonal  or  tetragonal  system  the  direc- 
tions equally  inclined  to  the  crystallographic  axis  c  are  optically 
equivalent,  so  that  c  is  an  axis  of  isotropy  and  being  a  fixed 
crystallographic  direction  may  be  called  The  Optic  Axis.*  All 
diameters  normal  to  c  are  axes  of  binary  symmetry. 


Double  Refraction. 

In  a  moderately  thick  calcitef  cleavage,  Fig.  222,  mounted  with  a 
rhombic  face  vertical  and  so  that  it  can  be  revolved  about  a  hor- 


Fio.  2J2.  Fig.  aa3. 

izontal  axis  normal  to  a  vertical  face,  any  light  ray,  JT,  nor- 
mally incident,  Fig.  223,  at  the  vertical  face,  is  transmitted  in  the 
rhomb  as  two  rays  of  essentially  equal  brightness  J  (giving  two 
images  of  any  signal),  and  as  the  rhomb  is  turned  about  the  axis 

*  It  will  be  seen  Uter  ttut  while  Ihe  optic  axis  id  uniaxial  crjsials  is  fiMd,  the  so- 
called  optic  axes  in  biaxial  crystals  change  with  the  light  or  b^  beat  or  pressure. 

fCaldte  is  chosen  became  of  Ihe  marked  cUveigence  of  the  two  rays.     The  discus- 
uons,  howei«r,  are  geoeral. 
X  Aburpiion  is  more  marked  in  the  case  of  one  image  Ihan  the  other. 
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one  of  these  remains  fixed  in  position,  the  other  moves  around  the 
first  and  always  so  that  both  remain  in  a  plane  parallel  Ko  a  b  c  d 
(the  so-called  principal  section)  and  at  a  constant  distance  apart. 

With  crystals  optically  isotropic  and  normal  incidence  the  fixed 
image  only  would  have  been  seen,  hence  this  is  called  the  ordinary 
and  the  other  by  contrast  the  extraordinary. 

If  a  second  calcite  rhomb  similarly  mounted  is  placed  in  front  of 
the  first  and  revolved,  the  other  remaining  stationary,  each  of  the 
two  rays  from  the  first  is  again  split  into  two  rays,  an  ordinary 
and  an  extraordinary  ray,  lying  in  the  principal  section  of  the 
second  calcite,  whkk  are  no  longer  of  equal  brightness,  but  wax 
and  wane  in  turn,  the  sum  of  their  intensities  remaining  constant. 
Plane  of  Vibration. 
The  changes  in  intensity  (brightness)  corresponding  to  ditferent 
values  of  «,  the  angle  between  the 
principal  sections,  correspond  exactly 
to  the  assumption  that  the  varying 
elliptical  vibrations  of  common  light 
are  converted  by  the  first  calcite  into 
two  sets  of  straight-lined  vibrations, 
one  parallel  to  the  principal  section, 
one  at  right  angles  thereto  and,  since 
the  rays  are  of  equal  intensity,  with 
equal  vibration  amplitudes. 

Denoting  the  ordinary  and  extra- 
ordinary rays  from  the  first  calcite  by  C 
and  E  and  their  ordinary  and  extraordinary  components  in  the 
second  calcite  by  O^  0,  and  £„  £,.     It  will  be  seen  from  Fig.  224. 


Fig.  314. 
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Both  assumptions  give,  thererore,  the  same  amplitudes  for  the 
four  rays,  viz :  0^  =  cos  a,  O,  =  sin  a,  E^  «=  sin  a,  E,  =  cos  o, 
therefore  both  correspond  to  the  same  relative  intcnsites  (propor- 
tionate to  squares  of  amplitudes),  moreover  0^  =•  E,  and  0,  =  E^ 
for  all  values  of  a,  and  also  that  0^  +  0,  ^  0  and  E^  +  E,  —  E 
for  sin*  a  +  cos'  a=  i. 

We  shall  hereafter  assume  t/tai  the  plane  of  vibration  of  tfu  extra- 
ofdtnary  ray  is  parallel  to  the  principal  section,  and  that  of  the  ordinary 
is  at  right  angles  to  the  principal  section. 


Fig.  225. 
The  results  corresponding  to  diflferent  values  for  a  are  illus- 
trated in  Fig.  225,  a  b  representing  the  principal  section  of  the 
first  calcite  (7,  ^,  that  of  the  second  calcite  and  the  diameter  in  each 
circle  being  the  assumed  vibration  direction,  The  intensities  cor- 
responding are  proportionate  to  the  squares  of  the  vibration  ampli- 
tudes. 
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That  isat  zero  two  raysare  extinguished  and  the  same  two  at  180°. 
From  these  points  they  gradually  increase  at  the  expense  of  the 

■Tbis  lupposilioD  ii  parel;  for  coDvenience  ts  beU  coonectinB  this  work  with  the 
comnm  nsage  in  ••  Optical  Mineralogir  and  Petroj^phy."  The  quHlion  is  one  for 
the  pbjiiditi  KDd  bj  them  Kcins  to  be  more  genenlly  decided  in  the  other  wajr.  See 
Jm.  iUcCiillagh,  Tram.  Royal  Irish  Soc,  XVIII.,  XXI.,  W.  H.  C  Bartlelt,  Amir. 
Jonr.  Scitnte,  Nov.,  1890.  F.  Neummii,  VqrUiungem  Uter  der  feitrm  XSrfer  und 
da  Uekmktri. 
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other  pair  and  are  at  a  maximum  at  90''  and  270*',  the  others  being 

then  totally  extinguished.    At  all  diagonal  positions  there  are  visible 

four  rays  of  equal  intensity,  and  for  all  other  positions  as  at  60*^ 

the   intensity  of  two  rays  are  greater  than  those   of  the   other 

two. 

Plane  of  Polarizatjon. 

Common  light  reflected  at  a  particular  angle  of  incidence  char- 
acteristic of  the  reflecting  substance  acquires  the  same  peculiar 
characters  as  the  rays  produced  by  double  refraction. 

If  normally  incident  at  a  rhombic  face  of  a  calcite  rhomb  an  or- 
dinary (unrefracted)  image  is  obtained  when  the  plane  of  reflection 
(through  incident  and  reflected  ray),  is  parallel  to  the  principal  sec- 
tion of  the  calcite,  an  extraordinary  when  these  are  at  right  angles 
to  each  other  and,  for  all  other  angles,  both  ordinary  and  extra- 
ordinary of  varying  intensity,  just  as  with  calcite. 

Malus*  described  the  reflected  ray  as  polarized  with  reference 
to  the  plane  of  reflection  and  called  the  latter  the  plane  of  polar- 
ization of  the  ray. 

In  the  same  sense  the  two  rays  produced  from  common  light 
by  double  refraction  in  calcite  are  said  to  be  polarized. 

The  principal  section  of  the  analyzing  calcite  becomes  the  plane 
of  reference.  Whatever  it  is  parallel  to  wlten  a  ray  undergoes  ordi- 
nary  refraction  is  t/te  plane  if  polarisation  of  that  ray;  that  is,  the 
plane  of  polarization  of  the  ordinary  ray  is  the  principal  section  and 
the  plane  ol  polarization  of  the  extraordinary  ray  is  at  right  angles 
to  the  principal  section. 
Ray  Surface. 

By  measurement  of  the  indices  of  refraction  for  different  direc- 
tions of  transmission  it  is  found  : 

1°.  That  the  velocity  of  the  ordinary  ray  is  constant. 

3°.  That  the  velocity  of  the  extraordinary  ray  in  any  section 
through  c  varies 'for  difTercnt  directions  of  transmission.  For  the 
direction  parallel  to  c  it  is  equal  to  that  of  the  ordinary  and  dif- 
fers most  for  the  direction  of  right  angles  to  c  and  for  any  other 
direction,  as  discovered  by  Huyghens  for  calcite,  the  velocity  is 
given  by  the  corresponding  radius-vector  of  an  ellipse  the  axes  of 
which  are  the  least  and  greatest  velocities. 

The  ray  surface  for  light  of  any  wave-length  is  therefore  a  double 
surface,  the  extraordinary  shell  being  an  ellipsoid  formed  by  the 


I.  dtlaSoc.  dt  Strasbourg,  181I,  I.,  184. 
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revolution  of  the  ellipse,  the  axes  of  which  are  the  least  and  greatest 
velocities,  about  one  of  Its  axes  and  the  ordinary  shell  a  sphere 
with  a  diameter  equal  to  the  axis ;  of  revolution  of  the  extraord- 
inary. This  surface  is  symmetrical  to  all  planes  through  the  opUc 
axis  and  to  the  diametral  plane  at  right  angles  thereto. 

Denoting  the  indices  of  refraction  of  the  fastest  and  slowest 
rays  that  is  of  the  two  rays  transmitted  normal  to  the  optic 
axis  by  a  and  y  and  their  vibration  directions  by  s  and  i.* 
There  will  be  two  cases  arbitrarily  distinguished  as  positive  in 
which  c  is  parallel  the  crystallographic  axis  c  and  negative  in 
which  a  is  parallel  c.  In  the  former  case,  therefore,  the  extra- 
ordinary ray  with  vibration  direction  parallel  c  will  be  the  slower 
ray  and  the  extraordinary  shell  will  be  wholly  within  the 
ordinary  as  in  Fig.  226,  while  in  the  negative  surface  the 
extraordinary  ray  is  the  fastet  and  the  extraordinary  shell  will 
enclose  the  ordinary  as  in  Fig.  227. 

The  Optical  Indicatrix. 

All  the  relations  between  the  optical  characters  of  a  crystal  can 
be  expressed  by  the  geometrical  characters  of  the  extraordinary 
shell  or  its  equivalent,!  *he  ellipsoid  of  revolution,  the  axis  of  revo- 
lution of  which  is  the  index  of  refraction  of  the  extraordinary  ray 
transmitted  normal  to  c  and  the  equatorial  diameter  the  index  of 
the  ordinary  ray. 


Fig.  aaS,  +,  f  =  t.  Fig.  «7,  — ,  c=a. 

Let  10  be  any  direction  of  transmission.     Draw  ID  tangent  at 
■Often  called  axes  of  eUiUdty, 
^  In  Indicatrix  axis  in  direction  a  =0,  in  thell  =  -.    In  indicalrix  axii  in  direction 

y 

[  =  y,  in  ibell  =  -  .    But  o  :  y  ^  ?  :  -' . 

a  y      a 

TOI.  XIX.— 9, 
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/,  OE  parallel  to  ID,  ED  tangent  at  E  and  EN  normal  to  TO,  then 
arc  0/andO£ conjugate  radii  and  the  paralldgram  (Jf/J/is  of  con- 
stant area  Oi  x  Oa,  hence,  Oc  x  Oa  —  01 X  EN.  Let  OA  denote 
the  normal  at  0  equal  (7a. 

Describe  the  circumscribing  circle  or  section  of  the  ordinary 
shell,  then*  are  01  and  OH  the  velocities  of  extraordinary  and  or. 
dinary  ray  v,  and  v^. 

From  OcxOa-OIx  EN,  have  Ol=~  v,  =  — ^-£^?? 
From  0H=  Ot  and  OA  =  Oa,  OH=v^~=  ^^'^ 
that  is  I-. :  ^0  =  -,*     :  ^.  QtEN:OA=-:- 

Moreover,  fiV"  in  the  principal  section  and  OA  normal  to  it  are 
respectively  the  directions  of  vibration  of  rays  to  which  they  cor- 
respond. 

That  is :  For  any  diameter  of  the  ellipsoid  considered  as  a  direc- 
tion of  transmission  there  are  two  points  of  the  surface,  the  nor- 
mals to  which  are  also  normal  to  that  diameter.  These  normals  an 
at  once  the  directions  of  vibration  and  the  reciprocals  of  the  velmtUi 
of  the  rays  transmitted  in  the  direction  of  the  diameter. 

Derivation  of  Positive  Ray  Surface. — Upon  a  and  (,  Fig.  226, 
the  directions  of  vibration  of  the  fastest  and  slowest  rays  make 
On  =  a  Ot  =  r-  Ot  is  the  axis  of  rotation  and  the  ellipsoid  result- 
ing is  the  indicatrix. 

Section  ac  of  Ray  Surface. — For  the  direction  0%  the  two  normals 
are  On  and  0\\,  for  the  direction  Ot  the  two  normals  are  Oa  and  Ou 
for  any  other  direction,  01,  the  two  normals  are  Oa  and  EN,  in 
which  EN  varies  between  Oa  and  0(  according  to  the  direction  of 
transmission. 

According  to  the  rule  then  this  section  of  one  shell  is  a  circle 

=•  -  and  of  the  other  shell  is  an  ellipse 

a        a 

with  axis  in  direction  a  =  ^-  =  -  and  in  direction  t  =  -^-  1=  - 
Ot      r  Oa      a 

corresponding  exactly  to  Fig.  226. 

Section  jin. — For  every  direction  of  transmission  two  no  alsm 
exist.  Or  and  Oh  ;  that  is,  this  section  of  the  double  surface  is  two 

concentric  c 
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Determination  of  Optical  Characters. 
The  determination  of  the  optical  characters  of  a  uniaxial  crys- 
tals consists  essentially  in  the  dettrmination  of  the  axes  of  the  Indi- 
cattix ;  that  is,  of  the  principal  indices  of  refraction  (indices  of  the 
two  rays  transmitted  normal  to  the  optic  axis  r).  The  determina- 
tion may  be  direct  or  indirect. 

Direct  Determination  of  Principal  Indices  of  Refraction. 

(a)  Prisms  with  refracting  edge  B,  Fig.  2i2,  parallel  to  the  optic 
axis  give  for  minimum  deviation,  p.  1 16,  a  direction  of  transmis- 
sion RS  normal  to  the  optic  axis. 

[b)  In  prisms  with  refracting  edge  B,  Fig.  2i2,  perpendicular  to 
the  optic  axis  and  faces  AB  and  AC  equally  inclined  thereto  the 
optic  axis  is  BD  and  the  direction  of  transmission  RS  for  minimum 
deviation  is  normal  to  it. 

Because  the  horizontal  section  aa  of  the  ray  surface  is  two  con- 
ccRtric  circles,  the  formula  p.  \iy  holds  good  for  both  rays 


sin  y^{i  +  X) 
smyix 


sin  %  (3'  +  X) 
sin  yi  X 


{c)  In  a  prism  ABC,  Fig.  228,  with  one  face 
AB  parallel  to  the  optic  axis,  rays  normally  in- 
cident* at  that  face  experience  no  refraction, 
because  in  sections  normal  to  the  optic  axis 
both  shells  are  circles,  but  on  emergence  from 
the  second  face  the  two  rays  are  differently  re- 
fracted. 

Denoting  the  prism  angle  by  x,  the  deviation 
of  the  faster  ray  by  S  an^  that  of  the  slower  ray 
by  S'  and  measuring  these  only  we  have : 

svaPSN         am{x-^8) 
""^   ^siaTSN"^    '      sin.r 

sin  OSN        sin  {_x  -f  a') 
''"    'sin  TSN^  '       sin:r 


*  With  thii  Imce  vertical  and  mj  convcnicDt  angle  between  collimator  and  teleicope 
obtain  dgnal  from  the  bd  bj  turning  the  crjratal,  hirn  the  ciTttal  then  further  one-half 
Uiii  ugle  ttnlU  nonnal  to  the  coUunator. 
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(d)  The  indices  a  and  7-  may  be  calculated  from  the  indices  ob- 
tained with  other  prisms.* 

(e)  In  any  crystal  face  or  section  one  of  the  extinction  direc- 
tions, p.  145,  is  in  a  plane  through  the  optic  axis  and  the  other  is 
at  right  angles  thereto  and,  therefore,  is  itself  at  right  angles  to  the 
optic  axis. 

If  this  direction  is  made  horizontal  in  a  total 
reflectometer  the  transmission  will  be  at  right 
angles  to  the  optic  axis  and  the  methods  and 
formulEE  of  pp.  1 1 8- 1 23  will  be  available.  There 
will  be  two  distinct  limit  lines  which  may  both 
be  in  the  field  at  once  as  in  Fig.  229  or  may 
not ;  they  are  successively  brought  into  coinci-  pic.  2ag. 

dence  with  vertical  hair. 

The  measurements  determine  the  relative  values  of  a  and  r-  ^Y 
means  of  a  nicols  prism,  p.  133,  which  transmits  only  light  vibra- 
ting in  a  plane  through  its  shorter  diagonal,  the  ordinary  and  extra- 
ordinary rays  may  be  distinguished,  the  former  being  transmitted 
when  the  shorter  diagonal  is  at  right  angles  to  the  optic  axis,  the 
latter  when  these  are  parallel  as  previously  explained. 

In  positive  crystals  the  ordinary  is  the  faster,  that  is,  corresponds 
to  a. 

In  negative  crystals  the  ordinary  is  the  slower,  that  is,  corresponds 
to  y. 

Indirect  Determination  with  Plane  Polarized  Light. 

Parallel  faced  (plane-parallel)  sections  of  known  orientation  are 
prepared.  Cleavages  are  used  when  obtainable,  or  if  the  section 
is  to  be  parallel  to  a  crystal  face  this  face  is  cemeted  to  a  glass  and 
an  opposite  artificial  face  ground  on  with  emery  and  polished  with 
rouge.  When  the  desired  section  is  not  parallel  to  any  known 
face  it  is  fastened  to  glass  by  slowly  hardening  cement,  adjusted  at 
the  proper  angle  and  ground,  the  new  face  being  verified  gonio- 
metrically  with  reference  to  other  faces. 

Crystals  soluble  in  water  are  ground  in  some  other  liquid,  as 
mono-brom  napthalin  or  benzine,and  if  fragile  are  ground  only  on 
a  glass  plate.  Afler  grinding  the  sections  are  cleaned  and  trans- 
ferred to  another  plate. 

A  very  perfect  apparatus  in  which  true  planes  may  be  rapidly 

•Th.  Uebisch,  Phys.  Krysl,,  1891,384-390, 
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ground  accurately  within  10'  of  any  desired  direction  has  been  de- 
scribed by  A.  E.  Tutton.  * 

Plane  polarized  light  may  be  produced  from  common  light. 
(a)  By  reflection  at  a  particular  angle  of  incidence  (tan  (cs  n), 
the    vibrations   being  at   right  angles  to  the  plane  of  reflection 
{plane  through  incident  and  reflected  ray). 

(d)  By  refraction  through  a  series  of  parallel  glass  plates,  each 
plate  increasing  the  proportion  of  polarized  light.  In  this  case  the 
vibrations  are  in  the  plane  of  reflection  and  common  light  is  always 
present. 

(c)  By  double  refraction  and  total  reflection  of  one  of  the  rays. 
The  best  known  device  fof  securing  this  effect  is  the  so-called 
Nicol's  pnsm,t  made  from  a  cleavage  of  calcite  with  a  length  about 
twice  its  thickness,  Fig.  230.  The  two  small 
rhombic  faces  at  71°  to  the  edge  are  ground 
away  and  replaced  by  faces  at  68°  to  the  edge. 
The  prism  is  then  cut  through  by  a  plane  at 
right  angles  both  to  the  new  terminal  faces  and 
to  the  principal  section.  The  parts  are  carefully 
polished  and  cemented  by  Canada  balsam,  the 
index  of  refraction  of  which  is  1.54  or  about  that 
of  the  extraordinary  ray  dd,  which,  therefore, 
passes  through  the  balsam  with  but  little  change 
in  direction;  the  ordinary  ray  dc,  however,  with 
an  index  of  refraction  of  1.658,  being  incident  at 
an  angle  greater  than  its  critical  angle,  is  totally 
reflected.  The  vibration  direction  of  the  emerging 
light  is,  therefore,  parallel  to  the  short  diagonal 
of  the  face  of  the  nicol,  as  shown  by  the  arrow. 
(d)  By  double  refraction  and  absortion.  Cer- 
tain substances  absorb  one  ray  much  more 
rapidly  than  the  other,  hence  thicknesses  can  be 


Vol.  55,  p.  108. 
Airai  yourttal,  V.  6  I 


Various  irodificstions  of  this 
e  the  field.     See  Zfit./.  Kryst., 


Fig.  830. 


•  Pttt.  Royal  Sac. 

t  Described  Jamist 
prism  hiTC  been  made  to  decrease  the  ci 
XL,  179,410,  for  iMlance, 

Tbe  Foucault's  prism  uses,  a  Uyer  of  air  instead  of  Canada  balsam  and  is  cut  at  a 
diHFrent  angle  requiring  a  shortei  prism  but  giving  a  smaller  field. 

In  the  Harlnack  prism  the  terminal  planes  arc  at  right  angles  to  the  axis,  the  prism 
is  shoittr  and  the  field  reaches  42^^.     It  is  mtich  used. 

The  BtTtrand  prism  is  of  flint  glass  with  the  high  index  of  rerraclion  of  1.658.     It 
is  bisected  by  a  plane  at  76C1  43'  to  the  bise  and  between  the  two  halves  is  a  thin  calcite 
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chosen  for  which  one  is  totally  absorbed,  the  other  is  partially 
transmitted  as  light,  the  vibrations  of  which  are  in  one  plane.  In 
tourmaline  the  ordinary  ray  is  the  more  rapidly  absorbed. 

Interference.— -A  ray  of  polarized  monochromatic  light  AB 
Fig.  231,  incident  at  the  lower  surface  of  a  plane-parallel  doubly 
refracting  plate  at  any  angle  is  broken  into  two  rays  ^Cand  BD, 
vibrating  in  planes  at  right  angles  to  each 
other  and  following  difTerent  paths  in  the 
plate.  On  emergence  they  follow  parallel  but 
not  coincident  paths  and  do.not  produce  inter- 
ference. 

But  among  the  other  incident  rays  from  the 
same  source  and  parallel  to  AB  there  are 
'^  ^   ''  rays  £(7  and  FH,  such  that  from  all  points 

ic.  331.  ^  ^ijjj  ^  qJ-  jjjg  upper  surface  there  will  emerge 

the  ordinary  component  of  one  ray  and  the  extraordinary  of 
another  following  the  same  path.  These  rays  will  have  travelled 
over  slightly  different  paths  In  the  plate  with  different  velocities. 
If  a  second  polarizer  is  placed  in  the  path  of  these  rays  each  ray 
will  be  by  it  resolved  into  components  the  vibrations  of  which  are 
in  and  at  right  angles  to  the  plane  of  vibration  of  the  polarizer 
and  only  the  former  will  be  transmitted.  That  is,  there  wIU 
emerge  two  rays  advancing  in  the  same  line  and  with  parallel  vi- 
brations. If  these  vibrations  are  alike  in  phase  the  intensity  of  the 
resultant  ray  will  be  proportionate  to  the  square  of  the  sum  of  their 
amplitudes,  but  if  unlike  in  phase  the  intensity  will  be  propor* 
tionate  to  the  square  of  their  difference. 

PoLARiscOFES. — The  instruments  used  for  producing  and  study- 
ing the  interference  phenomena  are  called  polariscopes.  In  these 
parallel  rays  of  plane  polarized  light,  or  convei^ing  bundles  of  par- 
allel rays,  are  incident  at  one  surface  of  the  plate  at  a  known 
angle,  traverse  the  plate  undei^oing  single  or  double  refraction  ac- 
cording to  its  nature;  and,  if  doubly  refracting,  the  rays  following 
the  same  path  are  reduced  by  the  analyzer  to  one  plane  of  vibra- 
tion producing  interference  phenomena. 

The  essentials  of  a  polariscope  for  parallel  light  are  shown  in 

cleavage  properlf  oriented.  The  light  enten  the  prism,  and  reaching  the  caldK  ift 
loubljr  refracted ;  the  orUinar;  ray,  with  a  refractive  index  about  that  of  the  glass,  con- 
tinues its  coune ;  the  extraordinirj  with  a  much  lower  iadei  is  totally  reflected.  The 
field  is  about  45'^.    Campti  Rtndit,  Acad.  Sci.,  Sept.  39,  1S84. 
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Fig.  232.  The  mirror  M  sends  parallel  rays  through  the  lower 
lens  L.  which  concentrates  them  at  the  centre  of  the  polarizer  P; 
this  point  is  also  ihe  focus  of  the  equivalent  upper  lens  L.  On 
emergence  from  L  the  rays  are  again  parallel,  undergo  refraction 
in  the  plate  5  of  the  substance  and  reach  the  analyzer  A,  which 
transmits  only  those  components  of  the  resultant  rays  the  vibra- 
tions of  which  are  in  its  own  plane. 

Convergent  light  is  obtained  by  the 

S.  addition  of  a  lens  or  system  of  lenses 

,,        of  short  focal  length  just  above  the 
plate  5  and  a  corresponding  system 
just  below  the  plate,  Fig.  233.    Any 
point/of  the  focal  plane  of  the  lower 
I  ;  ;  I  ■  _.  •  lens  system  is  illuminated  by  a  cone 

v'rTt/^  I   ,'  ■'—I  S    of  rays  the  base  of  which  is  the  lens. 

This  cone  is  made  a  cylinder  of  par- 
allel rays  by  the  lens.  The  rays  of 
each  cylinder  which  traverse  the  plate 
are  again  concentrated  by  the  upper 
Jr'-T  ''4-  Z,  '  lens  system   at   points  /',  etc.,  are 

■■'■■"  sorted  by  the  analyzer  and  finally 

exhibit  a  picture  or  image  the  shape 
brightness  and  tints  of  which  depend 
upon  the  structure  of  the  plate  for  all 
Tvi.  232.  Fig.  23J.        the  directions  traversed  by  the  cylin- 

ders of  parallel  rays. 
The  polariscope  of  to-day  is  usually  a  polarizing  microscope. 
In  the  simpler  types,  such  as  the  Seibert*  11  -4,  the  polarizer  below 
the  stage  can  be  raised,  lowered  and  turned  ;  the  analyzer  above 
the  objective  can  be  pushed  in  and  out  and  convergent  light 
images  can  be  obtained  with  high  power  objective  by  placing  a 
small  convergent  lens  on  top  of  the  polarizer,  raising  the  latter  till 
it  touches  the  section  and  removing  the  eye-piece.  An  orifice 
above  the  objective  is  always  provided  for  the  insertion  of  test  plates, 
p.  146,  and  with  increasing  complexity  there  are  added  special 
micrometer  eye-pieces,  Bertrand  lens  for  magnification  of  con- 
vergent light  image,  slidrng  motions  of  the  stage  and  so  on. 

■For  docriptioD  of  this instrament  and  its  aunipalklioa,   see   L.  McI.  Luquer, 
S./,  M.  Qiar/trfy,  1896,  p.  442-^$. 
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The  Faess  microscope  *  model  VI.,  Fig.  234,  is  at  present  prob- 
ably the  finest  instrument  made  Tor  this  work.  The  stage  reads  to 
minutes  and  has  quick  rotation  by  hand,  slow  rotation  by  ratchet 
and  sliding  motions  in  two  directions.      There  is  an  independent 

*  i\tuts  fahrbufh  f.  Mttteralogit  Bcilage,  Bd.,  X.,,  lEo,  by  C.  Leiis. 
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Fic.  a3S.  Fu;.  2j6. 

focussing  screw  for  the  interference  figure  and  a  special  device  of 
cog  wheels  r  Z,  r'  iT',  by  which  there  may  be  a  simultaneous 
rotation  of  polarizer  and  a  special  cap  analyzer,  the  object  remain- 
ing at  rest,  but  the  same  relative  change  taking  place  as  if  the  stage 
were  revolved  and  the  nicols  at  rest. 

Two  forms  of  the  Norremberg  apparatus    as  constructed  by 
Fuess  are  here  shown.     Fig.  235  shows  the  so-called  Universal 
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The  Fuess  microscope  *  model  VI.,  Fig.  234,  is  at  present  prob- 
ably the  finest  instrument  made  for  this  work.  The  stage  reads  to 
minutes  and  has  quick  rotation  by  hand,  slow  rotation  by  ratchet 
and  sliding  motions  in  two  directions.      There  is  an  independent 

•  i^tuts  Jahtbuthf.  Minlralosit  Beilage,  Bd.,  X.,  iSo,  by  C.  Leiis. 
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Fill,   335,  Kir..  »j6. 

focussing  screw  for  the  interference  figure  and  a  special  device  of 
cog  wheels  r  Z,  r'  Z',  by  which  there  may  be  a  simultaneous 
rotation  of  polarizer  and  a  special  cap  analyzer,  the  object  remain- 
ing at  rest,  but  the  same  relative  change  taking  place  as  if  the  stage 
were  revolved  and  the  nicols  at  rest. 

Two  forms  of  the  Norremberg  apparatus    as  constructed  by 
Fucss  are  here  shown.     Fig.  235  shows  the  so-called  Universal 
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Apparatus,  e^  are  collecting  lenses  on  each  side  of  the  polarizer ; 
above  ^  are  four  piano  convex  lenses,  «,  forming  the  condenser 
and  just  over  these  the  stage. 

In  a  separate  tube  system  above  are  the  objective,  composed  of 
four  similar  piano  convex  lenses  o,  and  at  their  focal  plane  the 
glass  plate  r,  on  which  a  cross  and  a  scale  are  marked ;  the  image 
there  formed  is  magnified  by  t  and  viewed  through  the  analyzer  q. 

By  removal  of  n,  o,  r  and  t  the  apparatus  yields  parallel  rays. 

Fig.  236  shows  a  later  less  expensive  type,  in  which  the  lower 
nicol  is  replaced  by  a  pair  of  mirrors.     The  high  cost  of  Iceland 
spar  is  the  principal  reason  for  the  change  and  the  results  are  very 
satisfactory. 
With  Parallel  Monochromatic  Light,  and  Crossed  Nicols. 

With  crossed  nicols  none  of  the  light  from  the  polarizer  can 
penetrate  the  analyzer  and  the  field  must  be  dark. 
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Fig.  33& 


/«  sections  normal  to  the  optic  axis  the  field  remains  dark  through- 
out the  entire  rotation  of  the  stage,  and  no  interference  phenomena 
are  possible,  because  the  light  from  the  polarizer  traverses  the 
section  in  the  direction  of  the  optic  axis,  therefore,  without  change. 

In  all  other  sections  there  is  double  refraction  and  interference. 
The  field  is  dark  at  intervals  of  90°  ;  that  is,  whenever  the  planes 
of  vibration  of  the  rays  produced  in  the  section  coincide  with 
the  planes  of  vibration  of  the  nicols.  For  all  other  positions  the 
field  is  illuminated  by  the  components  of  the  rays  which  pene. 
trate  the  analyzer  and  this  brightening  is  most  intense  in  the  diag- 
onal positions. 
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The  rays  pursuing  the  same  path  are  by  the  analyzer  brought 
into  one  plane  of  vibration  and  there  interfere,  the  kind  of  inter- 
ference being  determined  by  A,  the  difference  in  the  retardations 
which  the  two  rays  have  undergone,  the  formula  being  * 


A-/[«,-»  +  sm',(i-i)] 


Or  for  normal  incidence, 

J  _  /(«,  —  «) 
In  which  J  is  the  retardation  (difference  in  retardation)  in  jtii 
millionths  of  a  millimeter. 

/  is  the  thickness  of  the  plate  in  wi. 
I  is  the  angle  of  incidence. 
«,  is  the  index  of  refraction  of  the  slower  ray. 
n  is  the  index  of  refraction  of  the  faster  ray. 
Wfun  J  —  -i,  2A,  3^,  etc.,  the  field  is  dark  during  an  entire  revolu- 
iSoa, for  Fig.  237,  the  components  of  PPon  emergence  from   the 
plate  must  be  of  the  same  phase  that  is  the  simultaneously  dis- 
placing forces  acting  upon  any  ether  particle  O  are  Or  and  Os, 
which  are  reduced  to  the  plane  of  the  analyzer  are  Oa  and  Oa^, 
which  are  opposite  and  equal. 

iV^n  A  =  ^x,  |i,  fl,  etc.,  t/u  light  wilt 
lie  at  its  brightest  because  the  components 
of  PP  must  then  on  emergence  from  the 
plate  be  of  opposite  phase,  fig,  238,  and 
the  simultaneous  displacing  forces  acting 
on  any  ether  particle  0  are  Or  and  Os, 
which  reduced  by  the  analyzer  to  its  plane  are  Oa  and  Oa^  in  the 
same  direction  and  equal. 

EXPERIUENT. 

If  a  wedge  of  double  refracting  crystal.  Fig.  239,  cut  so  that  its 
planes  of  vibration  are  parallel  to  the  length  and  breadth,  is  placed 
between  crossed  nicols  and  illuminated  by  perpendicularly  incident 
monochromatic  light  and  there  revolved. 

It  will  be  perfectly  dark  when  in  the  normal  positions  and  in  all 
others  will  show  a  series  of  dark  acd  light  parallel  stripes  which 
are  most  marked  in  the  diagonal  position.  If  the  nicoIs  are  made 
parallel  the  portions  formerly  light  become  dark,  with  light  of  a 
different  wave-length,  the  distance  between  the  dark  bands  is 
changed. 

*  Reduced  Iram  formula,  p.  364,  Glazebrook's  Physical  Optict, 
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^These  relations  may  be  deduced  from  the  formula  ^or  intensity 
of  emerging  light 


I=a 


i'  2  If.  Sin' 


K-t) 


in  which 

a  —  amplitude  of  incident  ray     ^  «  wave-length 

J  _  retardation     f  —  angle  between  vibration  plane  of  lower  aicol 

and  slower  ray. 

/will  be  a  minimum. 

{a)  when  sin'  2  (n  =  o  or  2  j>  ™  o°,  180°,  360°,  540°,  etc.,  or  ?  = 
0°,  90°,  180°,  270°;  that  is,  four  times  in  a  revolution  of  the  plate 
or  whenever  the  planes  of  vibration  of  the  plate  coincide  with 
those  of  polarizer  or  analyzer. 

(-  \  J 

I  =0  which  will  be  whenever-:  =  1,2, 3,  etc., 

that  is  whenever  the  phase  difference  J  is  a  multiple  of  ^,  for  then 

(r.  Jv 
-  -I  becomes  sin'  180°,  or  a  multiple  thereof. 

This  is  independent  of  p,  hence  with  this  condition  the  plate  will 
remain  dark  an  entire  revolution, 
/  will  be  a  maximum. 

When  sin'  2^=\  or  2y  =  90,  270,  etc.,  and  ^  =  45°,  135°, 
225°,  etc. 

When  -=\,\,  \,  for  then  sin'  /'^    \  =  sin'  90°,  sin'  270°, etc. 

=  I.  This  will  be  independent  of  <p  and  the  illumination  will 
exist  throughout  an  entire  revolution. 

With  Parallel  White  Light  and  Crossed  Nicols. 

In  sections  normal  to  the  Optic  Axis  the  field  is  dark  throughout 
the  rotation,  the  optic  axis  being  the  same  for  all  colors. 

In  all  cthet  sections  there  is  extinction  every  90"  and  greatest 
brightness  in  the  diagonal  positions,  but,  since  J  may  be  at  the 
same  time  approximately  an  even  multiple  of  %^  and  an  odd  mul- 
tiple of  j^k',  light  of  one  wave-length  may  be  greatly  weakened 
while  that  of  another  wave-length  is  practically  undimmed;  thatis, 
there  will  result  a  tint  due  to  unequal  changes  in  all  the  colors. 

As  J  increases  in  value  it  passes  alternately  through  J^.  I,  3/3> 
2,  5/2  times  each  wave-length  as  shown  in  Fig,  240,  in  which  the 

•Th.  Liebibch,  GrunJriss  drr  Phys.  Krysl.,  1896,  p.  271-375, 
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are  about  equally  near 


zigzag  lines  show  the  changes 
in  brightness  for  six  of  the 
colors.*  The  tint  correspond- 
ing to  any  value  of  ^  may  be 
judged  by  noting  which  colors 
are  near  maximum  and  mini- 
mum. 
First  Order  Colors. 

J  =  o. — All  light  is  shut  out; 
as  J  increases  ^J  of  violet  is 
first  reached  and  yi>.  of  blue 
and  green  next. 

J=  100 IX,  li. — The  weakly 
coloring  violet  and  still  fainter 
blue  and  green  give  a  totat 
impression  of  lavender  gray, 
which  gradually  brightens  as 
the  other  colors  show  through. 

J  =  259  /I,  !•.. — The  color  is 
pure  white,  after  which  the 
violet  end  begins  to  diminish 
in  intensity  and  the  red  end 
to  increase. 

J  1=  300  /I,  II.. — Bright  yel- 
low is  at  a  maximum  and  violet 
nearly  extinguished.  Green 
and  red  arc  weakened  and  to- 
gether produce  white,  hence 
ciH(ii)  the  predominating  color  is 
yellow. 

J  SB  450  It,  It. — The  yellow 
is  still  high,  but  the  red  rays 
are  at  or  near  their  maximum 
and  the  other  rays  relatively 
weak ;  the  color  is  therefore 
orange. 

J  =s:  5  30  /i/j  — Violet  and  red 
maximum,  green  is  extinguished  and 


•Theviluesof  J.  for  thesein^  (millionths  of  a  millimeler)  are //^(violel),  393.3; 
■''iC'liit),  486-0;  £(green).  5a6.9j  ^/yellow),  5S95;  C(red),  656.2;  /<(red), 
J60.4. 


D,^.,z.Jl.y  Google 


142  THE  QUARTERLY. 

blue  and  yellow  weak,  hence  the  strongly  coloring  rtd  predomi- 
nates. 
Second  Order  Colors. 

J  =  S7S  fill.. — This  is  3/2  A  for  the  brightest  violet,  I  for  bright- 
est yellow  and  red  and  blue  much  weakened,  hence  the  total  im- 
pression is  violet,  often  called  sensitive  violet  and  used  in  testing  be- 
cause with  very  slight  change  in  J  it  becomes  either  red  or  blue. 

J  =  589  yields  indiffo  blue. 

J  =  664  nn. — This  is  3/2  I  for  the  brightest  blue  and  is  k  for 
orange  red  and  near  it  for  yellow,  hence  predominating  tint  is  Mue. 

J  =  800  /i/i. — This  is  3/2  for  bright  green  and  near  i  for  outer- 
most red  and  2  A  for  violet,  hence  the  color  is  a  mixture  of  greea, 
blue  and  yellow ;  that  is,  ^een. 

J  =  900  wi. — This  is  3/2  k  for  yellow  and  2  i.  for  blue.  Some 
red  and  violet  emerge  with  the  yellow;  that  isjlhe  prevailing  color 
is  orange. 

J  =s  1060 /i/i This  2  k  for  green,  3/2  k  for  some  red,  5/2  k  for 

indigo,  and  as  red  is  the  stronger  color  red  predominates. 
Colors  of  Higher  Orders. 

J  =  1 1 30  /i/i  yields  sensitrve  violet  No.  2. 

With  increasing  values  for  J  the  latter  becomes  an  approxi- 
mately perfect  multiple  of  1/2  -1  or  A  for  an  increasing  number  of 
wave-lengths  and  the  colors  resulting  are  less  pure  and  brilliant, 
for  example : 

j=  i590.'i,'j. — This  iss/2  ^  for  orange  red,  7/2  A  for  indigo,  3 -I  for 
green,  2  k  for  red,  4  '■  for  violet.     The  resultant  total  effect  is  a  red. 

With  the  still  higher  values  this  is  further  noticeable  and  beyond 
the  fourth  order  the  tints  resulting  are  not  to  be  distinguished 
from  white.     Hence  thick  crystals  show  no  polarization  colors. 

Experiment.  The  quartz  wedge  with  white  light  will  show  colors 
in  the  order  named,  or  the  Federow  mica  wedge  may  be  used  or 
assuming  the  value  of  (»,  —  »)  for  special  minerals  and  by  measur- 
ing t  the  colors  in  plates  of  different  thicknesses  may  be  com- 
pared. 

The  colors  of  corresponding  thicknesses  of  the  mica  wedge,  in 
which  Bi  —  w  =  ,042  wi  are  much  higher  than  for  quartz  with 
«j  -7  »  =  ,cx)9  iiii,  one  fifth  the  thickness  producing  the  same  retar- 
dation in  mica. 

The  thicknesses  corresponding  to  an  interference  color  of  red  of 
first  order,  w  =  -009,  for  several  common  minerals  are  in  millimeters 
approximately. 


D,g,;,zeclbyG00g[c 


CHARACTERS  OF  CRYSTALS.  143 

Calcite       0.003  Quartz       0.060 

Muscovite  0.013  Gypsum     0.061 

Chrysolite  0.015  Orthoclase  0,079 

Barite         0.048  Apatite      0.124 

With  Convekgent  Light  and  Crossed  Nicols. 

The  bundles  of  parallel  rays,  p.  135,  each  produce  interference 
phenomena  similar  to  those  described,  but  since  for  oblique  inci- 
dence 


-«  +  s 


-y] 


the  values  of  J  corresponding  to  odd  or  even  multiples  of  J^  i  will 
depend  not  only  on  the  value  («,  —  «)  and  the  thickness,  but  upon 
the  angle  of  incidence. 

In  sections  normal  to  t!ie  Optic  Axis  there  will  be  a  dark-  cross,  the 
arms  of  which  intersect  in  the  optic  axis  (centre  of  field)  and  re- 
main parallel  to  the  vibration  planes  of  the  nicols  during  rotation 
of  the  stage. 

With  monochromatic  light,  if  the  section  is  not  too  thin,*  the 
optic  axis  will  be  surrounded  by  con- 
centric circles  alternately  dark  and 
light.  Fig.  241 .  If  the  greatest  value 
of  J  is  less  than  >-no  rings  will  show. 
The  distance^  apart  of  the  dark 
rings  decreases  as  the  thickness  of 
the  section  increases  and  as  the  dis- 
tance from  the  centre  increases,  for 
both  causes  merging  sooner  or  later 
into  a  uniform  brightness. 

With  white  light  the  rings   be- 
come color  rings  strictly  in  the  order 
■  ^  ■  of  Newton's  colors  if  the  space  per- 

mits, but  often  overlapping  and  finally  merging  into  essentially  uni- 
form tints. 

*  In  the  accidental  oricDtation  of  lock  sections  there  is  rarely  found  a  perfect  basal 
section  and  the  thickness  is  usually  insufticient  to  produce  liogs.  The  uniaxial  fi^re 
is  nereithcless  to  be  recogniied  in  not  too  oblique  sectiotis  by  one  or  both  arms  of  the 
stnight  armed  cross  which  remain  straight  and  parallel  to  Ihe  original  posiljon  on  roUc 
tion  of  stage,  whereas  in  biaxial  not  only  do  the  anns  curve  into  hyperbola,  but  revolve 
in  opposite  directions  to  the  rotation  of  stage. 
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The  dark  rings  correspond  to  J  =■  -i,  2^,3^,  etc.,  and  since  (p.  128) 
the  indices  of  the  extraordinary  ray  are  alike  for  all  directions, 
equally  inclined  to  the  optic  axis,  //,  ~  n,  must  be  constant  for  any 
one  value  of  i ;  that  is,  these  rings  must  be  circles. 

The  cross  results  from  the  planes  of  vibration  of  the  different 
bundles  being  parallel  and  normal  to  different  principal  sections 
through  bundle  and  optic  axis.  For  any  one  position  of  the 
stage  the  vibration  planes  of  certain  bundles  will  be  in  thediagonal 
positions  and  those  of  others  will  coincide  with  the  planes  of  the 
nicots;  that  is,  the  light  circles  will  grade  from  greatest  brightness 
in  the  diagonal  positions  to  total  darkness  parallel  to  the  nicols  and 
as  the  stage  is  rotated  successive  rays  will  come  into  these  posi- 
tions, maintaining  the  same  efTect. 

In  Secticns  oblique  to  the  Optic  Axis  the  curves  must  be 
symmetrical  to  a  principal  section  through  the  plate  normal  and 
the  optic  axis.  If  the  optic  axis  shows  in  the  field  it  will  change 
its  position  with  rotation  of  the  stage,  but  the  arms  of  the  dark 
cross  will  always  remain  parallel  to  the  planes  of  the  nicols.  Fig. 
242,  or  only  one  arm  may  show. 


Fig.  342.  Fig.  243. 

In  sections  parallel  (o  t/ic  optic  axis  the  curves  are  symmetrical  to 
the  principal  section  through  the  plate  normal  and  optic  axis  and  to 
a  plane  at  right  angles  to  the  optic  axis  and  are  conjugate  hyper- 
bolse,  Fig.  243. 
With  Parallel  Nicols. 

The  change   from   crossed  to  parallel   nicols   reverses  all  the 
phenomena  of  interference,  p.   139.     When  J  =  i,  2k,  3^,  etc.,  the 
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light  is  at  its  brightest  and  when  ^  =  Ji,  fi,  fi,  etc.,  the  light  is 
extinguished.  That  is  with  the  quartz  wedge  the  thicknesses 
which  were  dark  bands  in  monochromatic  light  with  crossed  nicols 
will  be  light  and  the  light  bands  dark  and  with  white  light  the 
color  produced  will  be  complementary  to  that  obtained  with 
crossed  nicols. 

With  convergent  light  all  bright  portions  of  the  field  are  ex- 
tinguished and  all  dark  portions  become  bright.  With  white 
light  the  complementary  colors  resulL 

ir  an  interference  color  is  passed  through  a  prism  the  spectrum 
will  show  the  dark  bands  in  the  positions  of  the  extinguished  colors. 

Determination  of  Planes  of  Vibration  or  "  Extinction." 

In  any  section  of  a  uniaxial  crystal  the  plane  of  vibration  of  the 
extraordinary  ray  passes  through  the  optic  axis  and  the  corre- 
spending  extinction  direction  is  the  projection  of  that  axis  on  the 
section ;  the  plane  of  vibration  of  the  ordinary  ray  is  at  right  angles 
to  this. 

The  positions  of  darkness  or  extinction  directions  are  always 
either  parallel  or  symmetrical  to  cleavage  cracks  and  crystal  out- 
lines. 

The  polarizing  microscope  is  nearly  always  used  in  determina- 
tion, the  reference  outline  or  cleavage  being  placed  parallel  to  one 
of  the  cross  hairs,  then  the  analyzer  pushed  in  and  the  stage  turned 
to  the  position  of  maximum  darkness. 

A  color  contrast  is  more  easily  judged ;  this  is  most  simply  ob- 
tained by  inserting  between  the  nicols  a  test  plate  (quartz  yield- 
ing sensitive  violet  or  gypsum  yielding  first  order  red).  The  sec- 
tion is  then  inserted  so  that  it  covers  part  of  the  field  only,  and  at 
position  of  extinction  the  entire  field  will  be  of  the  color  produced 
by  the  test  plate,  but  for  any  other  position  there  will  be  a  difTerence 
in  tint. 

A  special  eye-piece  may  be  used,  for  instance,  the  Bertrand  ocu- 
lar, Uie  four  quadrants  of  which  are  equally  thick  basal  sections  of 
alternately  right  and  left  handed  quartz;  the  lines  of  contact  take 
the  place  of  the  cross  hairs.  Before  the  introduction  of  the  crystal 
section  the  four  quadrants  are  of  the  same  color. 

In  the  extinction  positions  the  crystal  section  is  colored  like  the 
rest  of  the  field,  but  the  slightest  divergence  from  this  raises  the 
color  of  the  section  in  two  diagonally  opposite  quadrants  and 
VOL,  XIX. — la 
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lowers  the  color  in  the  other  two.     A  special  cap  nicol  must  be 

used  instead  of  ordinary  analyzer. 

Vibration  Directions  of  Fasikr  and  Slower  Ravs. 

With  the  extinction  (vibration),  directions  in  diagonal  position,  a 
test  plate  of  some  mineral  in  which  the  vibration  direction  have  been 
distinguished  and  marked  is  inserted  between  the  nicols  (in  a  slot 
'  always  provided)  with  these  directions  also  diagonal.  If  the  inter- 
ference color  is  thereby  made  higher,  the  vibration  directions 
of  the  corresponding  rays  are  parallel ;  if  the  color  is  lowered,  the 
corresponding  directions  are  crossed. 

Mica  Test  Plate  or  Quarter  Undulation  Mica  Plate.^A  (hin  sheet  ol  mici 
on  which  is  marked  c,  the  vibradon  direction  or  the  slover  raj  which  in  mica  i»  the 
line  joining  the  optic  axet.  The  thickneis  choten  is  uaaally  that  corresponding  to  a 
Une  gray  ioterference  color  or  ny  140/1/1  which  is  ^f.  for  a  medium  yellow. 

Gypsum  Test  Pij^te  or  Gvpsuh  Rid  of  First  Order, — A  thin  cleavage  of 
gypium  on  which  is  usually  marked  a,  the  Tibralion  directioo  of  the  faster  ray.  The 
thickness  cho«eo  coirespondt  to  an  ioterfereDce  color  of  redoffirtt  order  or  say  560.11^, 
which  is  essentially  X  for  a  mediuiii  yellow. 

Quartz  Wsdgb. — A  thin  wedge  of  quartz,  cut  so  that  one  &ce  ii  exactly  puallel 
to  the  optic  axis.  The  length  of  the  wedge  is  parallel  to  the  optic  axis,  and  a*  quartz 
it  positive  Chit  direction  it  c,  the  vibrution  direction  of  the  slower  ray. 

The  v-Federow  Mica  We ogk.— Fifteen  qnarter  undulation  mica  plates  tnperpoted 
in  equivalent  position,  but  e»ch  about  i  mm,  shorter  than  the  one  beneath  it. 

The  mica  plate  raises  or  lowers  the  value  of  A  by  one  quarter 
wave-length,  the  gypsum  by  about  one  wave-length  and  the  two 
wedges  by  amounts  increasing  with  the  distance  inserted. 

Sections  showing  only  low  colors  of  first  order  are  better  tested 
by  the  gypsum  plate,  in  which  case  there  is  practically  considered" 
the  effect  of  the  plate  on  the  red  of  the  gypsum. 
Determination  of  the  Retardation*  J. 

Tfie  v-Federow  mica  wedge  inserted  with  correspondii^  vibra- 
tions directions  crossed  will  for  each  interposed  plate  reduce  J 

by  140  ft'i.    To  render  the  field  dark  will  require  ^—  se  »  plates. 

Conversely  «.  140  =  J,  in  which  «  is  determined  by  count. 

Tite  quarls  wedge  similarly  used  will  give  an  approximate  value 
by  counting  the  number  of  times  the  original  color  reappears,  if  n 
times,  then  is  the  color  a  red,  blue,  green,  etc.,  of  n  +  t  order,  for 
which  the  value  may  be  looked  up  in  a  chart. 

77ie  Babinet  Compensator  consists  of  two  equal  quartz  wedges 

*  Difference  in  Retardation. 
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A  and  B,  Fig.  244,  so  cut  that  the  optic  axis  c  of  say  A  is  parallel 
to  the  length  7  and  that  of  B  is 
parallel  to  the  breadth  s.  Any 
aonnally  incident  ray  /  will  be 
divided  in  B  into  a  faster  (ordi- 
i,      :,  nary)  ray  vibrating  parallel  to,;' 

'  and   slower   (extraordinary)    vi- 

"^'  ****  brating  parallel  to  z.    But  reach- 

ing A  the  faster  ray  becomes  the  slower,  and  vice  versa. 

For  the  central  position  these  will  exactly  balance,  and  with 
either  monochromatic  or  white  light  there  will  be  here  a  dark  band 
with  which  a  cross  hair  is  made  to  coincide,  and  on  each  side,  with 
monochromatic  light,  there  will  be  at  equal  distances  from  this  other 
parallel  dark  bands  corresponding  to  J  •»  i,  2A,  3;,  etc. 

Let  A  be  made  moveable  by  a  micrometer  screw  and  B  be  fixed 
and  denote  the  movement  necessary  to  bring  the  second  dark  band 
into  coincidence  with  the  cross-hair  by  J,  then  S  corresponds  to  ^of 
the  light  used,  and  a  movement  of  nS  corresponds  to  a  difference 
of  retardation  of  ni.. 

With  the  compensator  in  the  zero  position  and  diagonal  to  the 
planes  of  the  nicols,  introduce  a  mineral  section  also  in  diagona 
position  and  determine  the  motion  £>  necessary  to  bring  back  the 
central  band  under  the   cross-hair,  this  change  being  due  to  the 

mineral,  measures  the  value  of  A  in  the  section,  that  is,  J  a    -  in 
nillionths  of  millimeter  /i  -i. 

If  on  the  scale  used,  d  is  unity,  then  Z>  —  J  in  wave-lengths. 

Determination  of  the  strength  of  the  double  refraction If 

the  thickness   of   the   section    is   known   (n,  —  n)   results    from 

Deterhination  of  Thickness  of  Section, 

From  formula  J  —  ((«j  —  «),  /  may  be  calculated  if  the  value  of 
»,  —  »  is  known  either  lor  the  crystal  or  for  fragments  of  other 
known  minerals  ground  with  the  section. 

Moderately  thick  sections  (0.5  mm,  and  upwards)  may  be  meas- 
ured by  fastening  on  a  thin  cover  glass  larger  than  the  section  with 
thin  balsam,  cleaning  away  the  balsam  at  the  edges  by  alcohol 
and  focusing  successively  on  dust  upon  the  lower  surface  of  the 
cover  and  the  upper  surface  of  the  glass  reference  the  difference 
being  i. 
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Measurements  with  a  micrometer  eye-piece,  the  section  being  set 
on  edge  are  sometimes  possible. 
Approximate  Determination  of  Principai,  Indices. 

The  method  of  the  Due  de  Chaulnes*  as  improved  by  Sorbyt 
depends  upon  the  fact  that  the  focal  distance  of  a  microscope  is 
altered  when  a  plane-parallel  plate  is  inserted  between  the  objec- 
tive and  the  focus.  Sorby  focussed  upon  fine  lines  ruled  on  glass 
and  placed  some  distance  below  the  objective.  With  polarizer  alone 
the  indices  corresponding  to  rays  of  definite  vibration  direction 
were  determined  either  by  measuring  the  displacement  due  to  the 
unmounted  section  or  successively  those  due  to  the  glass  alone 
and  glass  plus  section.  The  thickness  of  the  section  and  the  dis- 
placement due  to  one  revolution  of  the  micrometer  focussing  screw 
must  be  known.  Then  denoting  the  thickness  by  /  and  the  dis- 
placement by  d 

in  which  if  the  outer  medium  is  air  n'  s  i . 

Bccke  determines  the  relative  indices  of  two  substances  in  con- 
tact in  a  section  by  focussing  upon  the  dark  boundary  line  and 
raising  the  telescope  tube  upon  which  the  dark  boundary  appears 
to  move  towards  the  substance  with  the  higher  index  of  refraction. 

Tests  With  Convergent  Light. 
Determination  of  Character  of  Ray  Surface. 

Mica  Test  Plate  inserted  diagonally  above  a  section  normal 
to  the  optic  axis  will  destroy  the  black  cross  and  break  the  rings 


Fig.  245.  Fig.  146. 

into  four  quadrants,  the  relative  effects  in  positive  and  negative 
crystals  being  shown  in  Figs.  245,  246.     The  corresponding  signs- 

*Mtm.  tie  I  Aead.  J'aril,  1767-68. 
t<(/,<Mra/^ftf.  I.,  193,11.  I. 
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-f  and  —  are  suggested  by  the  relative  positions  of  the  dark  flecks 
and  the  direction  t  of  the  test  plate. 

After  insertion  of  the  teat  plate  t  may  be  said  to  be  at  the  same 
time  the  vibration  direction  of  the  slower  ray  in  the  mica,  of  ex- 
traordinary' rays  in  the  quadrants  passed  through  (first  and  third) 
and  of  the  ordinar>'  rays  in  the  other  quadrants  (second  and 
fourth). 

In  positive  crystals  the  ordinary  ray  being  the  faster  there  will  be 
an  increase  of  1/4  ^  in  the  first  and  third  quadrants  and  3  decrease 
of  1/4  k  in  the  second  and  fourth. 

At  the  centre  J  will  now  be  1/4  i-  and  no  longer  dark.  In  the 
first  and  third  quadrants  the  distances  between  the  rings  will  be 
decreased  about  one-fourth  by  the  increase  of  J  by  1/4  L  In  the 
second  and  fourth  quadrants  by  the  lessening  of  J  the  spaces  be- 
tween the  rings  will  be  increased  and  near  the  centre  the  portion 
formerly  bright  with  J=r/4  k  will  become  J— O;  that  is,  two  new 
dark  flecks  will  be  developed  as  in  Fig.  245. 

In  negative  crystals  the  extraordinary  ray  being  the  faster  the 
phenomena  are  exactly  reversed.  The  centre  is  light,  the  ring[s 
are  narrowed  in  the  second  and  fourth  quadrants  and  widened  in 
the  first  and  third  and  in  these  two  dark  flecks  are  developed  near 
the  centre  as  in  Fig.  246. 

The  Gvpsum  red  of  first  ordek  may  be  used  in  a  precisely  sim- 
ilar way  and  is  particularly  advantageous  for  very  thin  or  feebly  re- 
fracting sections  in  which  the  rings  are  almost  out  of  the  field. 
The  centre  will  be  red.  In  positive  crystals  the  first  and  third 
quadrants  will  lower  the  red  to  say  yellow  and  in  the  second  and 
fourth  near  the  centre  wilt  raise  the  red  to  blue.  In  negative 
crystals  the  reverse  will  take  place ;  that  is,  the  "  blue  quadrants  " 
correspond  in  position  to  the  black  flecks.  This  determination 
must  be  made  in  white  light. 

By  SuPERPosmoH  of  a  basal  section  of  a  mineral  of  known 
SIGN.  If  the  two  sections  are  alike  in  character  this  will  simply 
act  like  a  thickening  of  the  plate.  If  unlike  they  will  partially 
neutralize  each  other.     This  test  is  little  used. 
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THE  CLEPS-TACHYMETERS. 
Description  and  Methods  of  Use. 
From — "  Guide   pratique  du  Geometre  moderne,"  par  A.  Sal- 
uoiRAGKi.    Milan,  i88S. 

TiANSLATED  BV  C.  McK.  LEWIS. 

1.  General. — The  cleps  instrument  is  simply  the  latest  form  of 
the  Tachymeter  invented  by  Porro,  the  founder  of  tachymetry.  It 
consists  essentially  of  a  repeating  theodolite  with  a  very  power- 
ful eccentric  telescope,  the  horizontal  and  vertical  circles  of  whidi 
arc,  by  a  special  construction,  enclosed  within  a  cubical  box 
mounted  on  top  of  the  sleeve  of  the  alidade.  The  reading  of  the 
angles  on  the  graduations  (which  are  engraved  to  tenths  of  deci- 
mal degrees  [=  5'  24"] )  is  accomplished  by  means  of  micro- 
scopes with  fixed  threads  and  by  occular  estimation. 

The  horizontal  circle  is  mounted  on  the  axis  or  pivot  of  the 
alidade,  and  can  be  oriented  at  will  by  means  of  a  magnetic  needle 
attached  to  the  same  pivot  All  the  rotary  parts  are  provided 
with  clamps  and  tangent-screws,  and  the  whole  instrument  is 
mounted  on  a  strong  base,  with  three  levelling  screws,  in  the 
ordinary  manner.  The  tripod  itself  is  of  an  entirely  original  con- 
struction, designed  by  Porro,  very  solid  but  at  the  same  time  very 
light.  The  instrument  can  be  moved  several  centimeters  on  the 
tripod  top,  making  it  possible  to  accurately  place  the  center  of  the 
instrument  (the  axis  of  the  alidade)  vertically  above  the  station- 
point,  if  it  should  be  so  desired. 

The  instrument  is  described  in  all  its  details  in  the  Italian  work 
Istrumcnti  e  metodi  moderni  di  Geomttria  applicata  per  V  ing.  A.  Sal- 
fnoiraghi,  of  which  the  first  volume,  containing  the  entire  theoreti- 
cal portion  as  well  as  a  description  of  surveying  instruments  in 
general,  has  been  published. 

Plates  1 ,  2,  3  ^  represent  the  three  models  of  cleps  as  at  present 
constructed  in  the  works  of  the  author  at  Milan.  Further  on  will 
be  found  descriptions  of  each  plate,  which  will  be  sufficient  to  give, 
from  a  practicalpointof  view,  a  complete  idea  of  these  instruments. 

2.  Principles  and  Data  Used  in  the  Construction  of  this  In- 
strument.— The  solution  of  all  the  fundamental  questions  of  prac- 
tical surveying  in  any  of  its  branches,  is  dependent  upon  a  prelimi- 
nary operation  which  is  generally  confused  with  the  actual  survey, 

'Only  Plate  I.  reproduced. 
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that  is  to  say,  the  measuring  of  the  dements  necessary  for  the  de- 
termination  of  the  positions  of  the  different  points  on  the  surface 
of  the  earth.  This  is  accomplished,  as  is  known,  by  the  actual 
measurement  of  the  polar  or  rectangular  coordinates  of  the  points. 
Of  the  two  systems,  the  second  is  the  more  convenient;  but  the 
rectangular  coordinates  are  not  adapted  to  direct  measurement. 
In  the  great  majority  of  cases  it  would  not  even  be  possible, 
whereas  the  measurement  of  the  polar  coordinates  can  always  be 
accomplished  and  that  with  relative  ease.  We  can  nevertheless, 
deduce  the  rectangular  coordinates  by  means  of  the  polar,  actually 
measuring  on  the  ground  the  angles  and  linear  distances.  It  may 
be  said  that  in  the  "  Higher  Surveying  "  distances  are  very  rarely 
measured  (it  would  be  almost  impossible  to  do  so),  but  by  geo- 
metrical artifices  the  lengths  can  always  be  deduced  from  some 
one  directly  measured  base ;  in  Topography  proper  the  same 
method  is  not  followed  ;  it  would  be  much  too  long,  and  besides 
the  actual  measuring  of  smajl  distances  is  not  nearly  so  difHcult. 
In  either  case  therefore,  it  will  be  necessary  to  provide  the  sur- 
veyor with  means  for  fixing  directions  and  for  measuring  their 
angular  interval  from  either  a  fixed  direction  or  from  each  other. 

3.  The  Acuteness  of  Vision. — Magnification  of  the  telescopes 
and  microscopes  in  comparison  with  the  diameters  of  the  circles. — 
Instruments  for  fixing  directions  are  linesof  sight,  either  of  alidades 
or  of  telescopes.  The  great  phenomenon  of  Nature  which  enables 
us  to  utilize  these  lines  of  sight,  or  aims,  or  visual  rays,  etc.,  is  that 
of  the  rectilinear  propagation  of  light.  Still  the  phenomenon  does 
not  exist  subjectively  without  the  intervention  of  the  eye.  The 
eye,  is  therefore,  the  surveyor's  first  utensil.  Precision  in  fixing  a 
direction  depends  exclusively  on  the  aptitude  and  delicacy  of  this 
organ  of  our  senses.  I'he  problem  of  fixing  a  direction  consists 
in  bringing  into  coincidence  the  given  direction  with  an  instru- 
mental direction  which  is  part  of  the  measuring  apparatus.  It  is, 
therefore,  of  extreme  importance  to  know  between  what  limits  of 
precision  we  can  obtain  the  coincidence  which  we  are  to  discuss. 
It  is  with  this  property  of  the  eye  that  we  are  concerned:  that  is 
to  say,  with  the  acuteness  of  natural  vision.  Taking  the  arithmetical 
mean  of  all  the  most  similar  results  of  the  experiments  to  be  found 
recorded  in  the  work  of  Helmolz,  we  find:  that  the  value  of  acute- 
ness for  tcrrestial  objects  is  90",  for  celestial  bodies  60". 

Employing  a  cross-staff  for  fixing  a  direction  one  can  arrive  at 
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a  result  with  a  precision  of  90" ;  but  if  a  good  telescope  ealai|;iag 
J/ titnesis  used,  a  precision  of  ^.- can  be  attained.  To  fix  a  di- 
rection with  an  accuracy  of  id",  a  telescope  enlarging  9  times 
would  suffice.  When  employing  a  telescope,  it  becomes  necessary 
on  account  of  its  enlarging  power,  to  consider  the  different  con- 
ditions of  clearness  in  which  the  viewing  occurs.  Experiments  to 
this  end  have  shown  that  in  good  telescopes  when  the  enlargement 
is  not  so  great  that  the  diameter  of  the  ocular  circle  (dianaetcr  of 
the  pencil  emei^ing  from  the  eyepiece  corresponding  to  each  point 
of  the  image)  does  not  become  less  than  1.2  mm.,  the  distinctness 
of  vision  remains  the  same.  But  if  less,  it  decreases  materially : 
between  1.2  and  0.75  mm.,  the  distinctness  is  gradually  reduced  to 
nearly  ^  of  the  normal ;  that  is  to  say,  when  the  ratio  between  the 
diameter  of  the  objective  of  the  telescope,  expressed  in  millimeters, 
and  the  magnification  M,  is  less  than  1.2,  it  is  necessary  to  take 

for  the  precision  of  sight  ■  --ix 

The  same  law  which  we  use  in  judging  of  the  power  of  a  tele- 
scope is  also  applicable  in  determining  that  of  a  microscope. 
Hence  in  viewing  objects  very  close  to  us,  as  for  example,  in  de- 
termining the  extremeties  of  a  length,  either  of  an  arc  or  of  a 
straight  line  (as  in  reading  a  circular  or  rectilinear  graduation]  the 
precision  to  which  one  can  lay  claim  is  limited  to  the  acuteness  of 
vision  expressed  in  seconds,  divided  by  the  magnification  of  the 
lens,  the  microscopes,  etc.  From  this  it  is  possible  to  derive  a  law 
for  fixing  the  radius  of  the  graduations  and  finally  for  obtaining  a 
result  giving  the  probable  degree  of  precision  in  the  measurement 
of  angles. 

An  angular  reading  on  a  graduation  always  reduces  in  the  end, 
to  the  making  of  a  coincidence  between  an  index  mark  and  one 
on  the  graduations,  or  else  in  estimating  a  certain  space  between 
two  consecutive  marks.  This  however,  must  be  a  function  of  the 
acuteness  of  vision.     The  length  of  an  arc  containing  /"  on  a 

graduation  of  radius  R  is  -  ,  ^  ■ .  If  it  is  desirable  to  measure  to 
*•  206265 

/"  it  is  evidently  necessary  that  the  eye  should  be  able  to  deter- 
mine the  coincidence  to  the  quantity  -~  ^-  seen  at  the  distance 

h  of  distinct  vision  (about  20  cm.).     Now,  the  quantity  vj^.  t- 
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subtends  at  the  distance  h  of  distinct  vision,  an  angle  which,  in 
number  of  seconds,  is  given  by  the  expression  <-r-  .    And  it  is  this 

quantity  which  must  be  equal  to  or  greater  than  90",  where  90"  is 
the  angle  of  acuteness  of  vision.    We  have,  therefore,  from  these 
elements  the  following  equation :  — 
Rf 

Using  a  lens  or  a  microscope  enlarging  M  times  and  substituting 
for  k  its  value  of  200  mm.  we  have : 

MRf=  18000. 

It  is  this  equation  which  gives  a  law  for  choosing  the  dimensions 
of  the  circles  and  the  enlarging  power  of  the  microscopes,  simple 
(reading  glasses)  or  compound,  which  will  assure  a  precision  in 
reading,  corresponding  to  a  fraction  of/"";  For  example,  wish- 
ing to  employ  reading  glasses  enlai^ing.12  times  and  to  measure 
to  ten  seconds,  it  would  be  necessary  to  engrave  the  graduations 
on  a  limb  of  18  cm.  radius.  This  seems  enormous,  and  yet  from 
this  same  law  comes  the  conclusion  that,  to  determine  a  direction 
with  a  precision  of  lo",  a  telescope  enlarging  9  times  would 
suffice!  ....  Our  ancestors  were  indeed  right  in  making  their 
theodolites  with  large  circles  and  with  telescopes  whose  length 
did  not  exceed,  or  exceeded  by  but  little,  the  diameter  of  the 
circles  themselves.  They  well  knew  that  before  measuring  it  was 
necessary  to  see.  Theodolites  are  made  tO'day  whose  graduated 
circles  have  a  diameter  of  only  12  cm.,  and  that  with  verniers 
reading  to  ten  seconds  and  lenses  enlarging  at  the  most  ten  times. 
It  is  evident  that  in  this  case  the  precision  of  10"  is  nothing  but 
an  appearance.  In  reading  the  verniers  there  constantly  arises  a 
doubt  ai  to  which  of  its  divisions  is  in  coincidence;  there  are 
always  two  or  three  which  coincide  at  the  same  time.  Not  that 
this  is  really  the  case,  but  only  that  it  is  impossible  to  distinguish 
the  differences.  It  goes  without  saying  that  verniers,  like  all  other 
means  of  fractionalizing,  do  not  in  themselves  augment  the  acute- 
ness of  the  senses  in  the  appreciation  of  small  quantities.  They 
are  excellent  means  for  bringing  out  all  that  it  is  passible  to  see. 

It  is  easy  to  object,  with  regard  to  verniers,  that  the  reading 
can  always  be  made  on  the  mark  intermediate  between  the  two  or 
more  which  appear  equally  removed  to  the  right  and  left  from  the 
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divi»ons  of  the  graduation;  but  that  is  only  a  begging  of  the 
principle ;  for  in  reality  what  is  the  judge  of  this  equality  of  dis- 
placement, if  not  tfie  eye? 

It  is  very  evident  that  if  an  endeavor  were  made  to  strictly  follow 
the  law  which  has  just  been  enunciated,  retaining  the  verniers  and 
the  reading  glasses  which  can  hardly  enlarge  more  than  lo  or  12 
times,  it  would  be  necessary  to  make  very  cumbersome  instruments; 
but  the  progress  of  art  has  given  us  the  compound  microscope  with 
which  it  is  possible  to  magnify  almost  indefinitely;  it  is  by  the 
application  of  this  means  of  reading  that  the  difficulty  is  over- 
come, for  if  on  a  theodolite  similar  to  the  one  in  the  preceding, 
example,  reading  to  10",  we  were  to  use  compound  microscopes 
enlai^ing  40  times,  it  would  well  suffice  to  engrave  the  graduations 
OR  the  edge  of  a  circle  of  45  mm.  radius. 

The  future  holds  in  store  the  greatest  success  for  the  system  of 
reading  by  microscopes.  On  all  instruments  with  which  it  is 
necessary  to  have  a  precision  of  angular  reading  assuredly  below 
J^  or  j^  of  a  minute,  it  is  certain  that  the  system  of  verniers  is 
being  abandoned  in  favor  of  that  of  compound  microscopes.  The 
latter  is  simpler  and  more  convenient,  as  well  as  easier  to  use. 
With  microscopes  it  is  also  difficult  to  make  any  material  mistakes 
which  are  the  most  to  be  feared  in  practice. 

4.  Power  of  Telescopes  Considered  as  Telemetric  Instru- 
ments.— (i)  The  measurement  of  distances  by  the  stadia,  like  all  the 
analogous  measurements  termed  telemetric,  resolves  itself  into  the 
problem  of  the  solution  of  a  very  acute  angled  triangle,  of  which 
we  know  the  value  of  the  small  acute  angle  zu  and  the  side  oppo- 
site it  a.  On  account  of  the  small  size  of  the  angle  w  the  triangle 
can  be  considered  isosceles.  The  unknown  length  D  of  its  sides 
may,  therefore,  be  represented  by  :  — 


that  is  to  say,  the  unknown  length  is  equal  to  the  quotient  obtained 
by  dividing  the  leng^  of  the  known  side  by  the  acute  angle  ex- 
pressed in  radians.  The  angle  iv  is  constant,  the  length  a  is  vari- 
able, and  it  varies  proportionally  to  the  different  distances.  The 
practical  making  of  the  measurement  reduces  itself  to  the  exact 
determination  of  the  quantity  a  included  between  the  sides  of  the 
angle  w;  this  is  accomplished  by  reading  on  the  rod  or  stadia  the 
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positions  of  the  intersections  of  the  visual  rays  which  subtend  an 
angle  w.  Evidently  the  precision  with  which  it  is  posuble  to  de- 
terniae  a  depends  upon  the  accuracy  with  which  the  angle  w  can 
be  fixed  in  space;  in  other  words,  on  the  abiiity  of  the  telescope  to 
fix  a  direction  with  a  certain  degree  of  precision.  Once  having  de- 
termined that  the  acuteness  of  natural  vision  is  90",  and  that  of 

go" 
telescopes  ^  {Mi=  magnification),  all  the  elements  are  obtained 

necessary  for  an  a  priori  appreciation  of  the  precision  in  the  results 
which  can  be  expected  by  means  of  telemetry  with  the  use  of  stadia. 
In  practice  the  errors  which  are  liable  to  be  made  in  the  determina- 
tion of  D  can  be  considered  as  differentials  of  D  with  respect  to 
If ;  then  representing  by  E  the  error  produced  in  the  determination 
of  D  by  an  infinitesimal  error  in  w,  either  too  great  or  too  small. 


But  the  value  of  dw,  as  far  as  it  depends  upon  the  power  of  the 
telescope,  is  simply  the  error  in  the  fixing  of  w,  that  is  to  say,  of 


as  it  is  possible  that  the  two  errors  may  be  additive,  for  prudence 
take: 

J  ,180" 

M 
then  in  radians :  — 

dw  =  ±  TV ,   -   ■ 

M     200265 

Hence  the  error  E,  in  so  much  as  it  depends  upon  the  penetrative 

power  of  the  telescope,  can  be  expressed  by  the  formula 

c-       .   «  180 


■uf'M-  206265 
but 


Mw 


(w  expressed  in  number  of  seconds). 
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The  error  is  inversely  proportional  to  the  magnification  of  the 
telescope  and  to  the  amplitude  of  the  diastimetrical  angle  w. 

Suppose  that 

w  w  O.0I  B  2o62".6  and  J/—  20 
(both  values  much  used  in  practice),  then: 
180 
4125; 

From  this  result  it  must  be  concluded  that  even  when  employ- 
ing all  the  precautions  necessary  to  insure  the  best  conditions, 
there  is  the  liability  of  an  error  of  0.43  m.  in  a  hundred ;  which  in 
the  majority  of  cases  in  practice  would  be  too  large.  It  does  not 
suffice  to  simply  put  some  threads  in  the  field  of  a  telescope,  in 
order  to  rationally  apply  that  which  is  called  tachymetry.  And 
yet  that  is  just  what  is  usuually  done.  The  angles  are  measured 
to  hundredths  of  a  degree ;  every  precaution  is  taken  to  center  the 
instrument  over  the  station  and  then  the  distances  arc  measured 
in  the  manner  which  has  just  been  indicated.  It  is  necessary  to 
find  some  way  of  harmonizing  the  precision  of  the  different  ele- 
ments of  the  measu):ements,  in  order  to  arrive  at  a  satisfactory  re- 
result. 

The  idea  might  at  once  be  suggested  of  using  the  greatest  pos- 
sible magnifying  powers  and  the  largest  diastimetrical  angles,  but 
this  brings  up  another  difficulty.  The  field  of  a  telescope  is  in 
inverse  ratio  to  the  magnifying  power.  With  an  ordinary  Ramsden 
«ye-piece  an  enlargement  of  20  times  can  not  be  exceeded  in  order 
to  be  able  to  read  on  a  rod  two  threads  subtending  an  angle 

w  ^  0.01 ; 
hence  the  necessity  of  constructing  special  eye-pieces.  But  even 
in  this  case  30  diameters  can  not  be  exceeded,  which  only  re- 
duces the  error  to  ^  of  that  found  above;  that  is  to  say,  to 
0.286  m.  in  a  hundred  meters.  It  is,  perhaps,  even  yet  too  high. 
An  angle  zv  of  double  the  amplitude  {w  —  0.02)  might  be  em- 
ployed, but  it  would  then  be  necessary  to  decreai>e  the  magnifjang 
power  in  order  to  have  a  field  of  view  sufficiently  extended  to  be 
able  to  read  the  two  threads  on  the  rod;  one  would  have  to 
descend  to  almost  16  diameters,  even  when  using  special  eye- 
pieces ;  that  which  would  be  gained  on  the  one  side  would  be 
lost  on  the  other.  In  the  cleps  instrument  entirely  special  arrange- 
ments have  been  resorted  to,  namely :  multiplication  of  the  read- 
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ing  threads,  high  magnifying  powers,  multiplication  of  the  eye- 
pieces, and  finally  an  arrangement  of  a  movable  eye-piece  in  front 
of  the  micrometer. 

5-  Micrometer  with  Several  Threads. — The  first  of  these  ar- 
rangements is  applied  to  the  cleps  intermediate  and  small  models, 
and  to  the  tachymeters  with  verniers.     Instead  of  two  threads 
four  are  inserted:  (see  fig.  r)  a,  a', 
b,  f.     Each  group  of  threads,  a  b, 
a'  V,  comprises  an  angle  w  of  2062", 
equal  to  0,01  radians ;  the  two  a'  b 
subtend  an  angle  w  of  0.0040.    The 
magnifying  power  is  about  28  dia- 
meters.    Each  observation  is  made 
by  reading  all  four  threads  no'  bi^ 
(each  instrument  is  accompanied  by 
special   instructions);  two  subtrac- 
tions and  one  addition  are  made  and 
Fig.  1,  the  generating  number  of  the  dis- 

tance is  obtained.  This  particular 
arrangement  has  two  advantages:  1°.  By  comparing  the  two 
differences  a  check  is  obtained  on  the  quality  of  the  readings.  2°, 
It  makes  each  observation  depend  upon  the  arithmetical  mean  of 
two,  so  that  it  is  possible  to  introduce  in  the  denominator  of  the 
formula  giving  the  value  oi E,  the  term  v^i.  Making  this  change 
and  substituting  the  known  values, 
180 


6.  MicrometerwithSeveralThreadsanoSeveral  Eye-pieces 
(Argo  eye-piece). — Porro  surmounted  the  difficulty  of  enlarging 
the  field  without  diminishing  the  magnifying  power  by  applying 
to  the  telescope  several  eye-pieces ;  it  is  proposed  to  place  at  the 
disposal  of  the  engineer  three  dtastimetrical  angles  so  arranged  as 
to  enable  him  to  measure  in  the'ratios  ol  1 :  50  (w—  0.02  =  4125"), 
i:icx)(a'=o.oi  =.  2062")  and  of  1 :  2SO(«'=o.oo4  — S25").  These 
form  three  sets  of  threads  which  are  observed  by  three  small 
eye-pieces  enlai^ing  equally  to  about  70  diameters.  The  objective 
has  a  clear  aperture  of  50  mm.  This  is  the  telescope  applied  to 
the  Laige  model  cleps.  Figure  2  shows  this  arrangement  en- 
larged about  10  times.    As  one  can  see,  there  are  15  horizontal 
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threads  and  one  vertical.    In  the  figure  they  are  all  numbered  suc- 
cessively. 

Numbers  i,  2,  14,  IJ,  compose  the  first  group  A  ;  which  ccw. 
responds  to  a  ratio  of^;  3,4,5,6,  10,  l[,  12,  13,  the  second 
with  a  ratio  of  -^ ;  while  7  and  9  form  the  tiiird  group  C  with  a 
ratio  of  7^. 

To  prevent  confusion  a  metal  plate 
is  attached  to  the  front  of  the  eye- 
piece which  only  allows  the  threads 
of  one  group  to  be  seen  at  a  time. 
There  are  only  three  eye-pieces. 
The  part  to  which  they  are  attached 
is  capable  of  being  displaced  in  a 
groove,  when  desired  by  the  opera- 
tor, in  such  a  way  that  while  in  the 
normal  position  the  most  separated 
eye-pieces  are  in  position  for  viewing 
group  A,  and  the  central  one,  if  it  be 
open,  group  C ;  when  in  their  dis- 
placed or  excentric  position  the  sys- 
tem of  threads  B,  can  be  seen  by  two 
of  them.  The  operation  in  all  its 
details  is  easily  grasped  when  one 
has  an  instrument  at  hand.  Fig.  F 
of  plate  /  represents  full  size  the 
head  of  the  eye-piece  on  the  tele- 
scope of  a  Large  model  cleps.  The 
plate  p  pushed  to  the  right  or  left  ex- 
poses through  the  holes  A,  A'  the 
eye-pieces  which  make  it  possible  to 
see  group  A;  through  B,  ^  those 
for  group  B,  and  through  C  the  one 
for  group  C.  In  order  to  see  group 
B  it  is  necessary  to  gently  push  the  Fiff.  2. 

whole  piece  0  downwards. 

The  generating  number  of  the  distance  for  group  A,  is  deter- 
mined by  taking  the  arithmetical  mean  of  two  numbers ;  for  group 
B,  by  the  mean  of  four ;  while  for  group  C,  which  is  very  rarely 
used,  the  determination  is  a  simple  one. 

If  we  imagine  that  the  letter  applied  to  each  thread  in    the 
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figure  represents  the  corresponding  reading  on  the  rod,  the  gene- 
rating number  D  which,  with  the  telescope  horizontal,  is  the  actual 
distance  of  the  rod  from  the  center  of  the  instrument,  is  obtained 
by  means  of  the  following  relations  : 
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For  group  A 

Z>_(a  — i)  +  (a'  — ^) 
H~  (c  +  ^  +  a'  +d')o.oi. 
H  is  the  value  of  the  height  above  the  ground  of  the  point  of  the 
rod  which  would  be  cut  by  the  central  thread  c  N  %. 
For  group  B 

Z? -(«_*)  + (fl- _  ^)  +  (<i"  —  ^')  +  (a"' _  ^") 


For  group  C 


+  ^  +  6"  +  d>")'±^  =  {a  +  6"')0.02 


£>=  io[a— <5) 
//■=  0.04  c. 
We  have  as  a  check  in  every  case,  that  the  values  of  the  biao- 
mials  in  the  parentheses  should  be  very  nearly  equal. 

It  is  to  be  understood  that  these  equations  are  applicable  only 
when  using  Porro's  rods  with  4  cm.  units. 

Example :  Let  us  assume  the  following  readings  to  have  been 
made: 


'  l,J 


L'  1  < 


■6.*.,  13.16 


We  are  here  supposing  that  all  of  the  readings  have  been  made  in 
the  same  position  of  the  rod  in  order  to  present  a  complete  dis- 
cussion of  their  treatment  and  obtain  the  number  called  the  genera- 
tor of  the  distance.  But  in  practice  this  would  never  occur,  because 
it  would  be  necessary  to  displace  the  shutter  and  the  piece  carrying 
the  eye-pieces.  In  practice,  as  we  have  already  said,  the  readings 
are  made  with  only  one  group  at  a  time,  according  to  circum- 


Group  A,  threads  I,  2,  14,  15 
47.02  1642  Difference  3a6o 

43-95  1 336  Difference  30^59 

Generating  number  sought  61.19 

H=:  (47.02  -1-  43.95  -J-  1642  -J-  13.36)  X  0.01  =  1.2075 

Group  B,  threads  3,  4.  S.  6,  10,  11,  12,  13 
39.36  24.06  Difference  15.30 

38.13  22.83  "  15.30  ■ 

37.52  22.21  "  15.31 

36.32  21.00  "  15-32 

Generating  number  sought  61.23 
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r  readings 


1.2071  — (21.00+  39.36)  2  X  0.01  =  1.2072 

Group  C,  threads  7,  8,  9 
33.20  27.07  Difference  X  10  =  61.30 

30.14 
and  /^—  (33-20  +  27.07)  2  x  O.01  »  1.205 

//^3b4x  30.14  X  0.01  =-  1.2056. 
or  the  three  values  of  the  generating  number  that  derived  from 
group  A  is  supposed  to  be  the  most  exact,  as  will  be  seen  more 
particularly  elsewhere. 

It  is  very  interesting  to  investigate  the  degree  of  accuracy  of  the 
above  three  values.  It  must,  first  of  all,  be  observed  that  the  objec- 
tive of  the  telescope  being  50  mm.  clear  aperture  and  the  magni- 
fying power  70  diameters,  the  coefficient  of  acuteness  can  no 
longer  be  taken  as  90",  but  rather  120";  and  further  that  each  of 
the  binomials  which  occur  in  each  group  is  a  term  of  an  arithmet- 
ical mean,  and  hence  for  group  A  it  is  necessary  to  carry  a  V2  to 
the  denominanator ;  and  for  group  B,  ^"4.  With  this  given,  the 
solution  of  the  general  formula  for  the  three  cases  leads  to  the  fol- 
lowing results: 
For  group  A, 

240 


-D; 


for  group  B, 


for  group  C, 


:  -^^P~-  D~±  0.00082  D ~L 


240 


Dmm   ±0.0041  ■^  = 
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Nothing  better  could  be  wished  for;  as  far  as  the  telescope  is 
concerned  measurements  can  be  made  with  the  stadia  to  -jVinf. 
Naturally  one  must  not  attempt  to  measure  any  great  distances. 
It  is  necessary  to  keep  within  the  conditions  wherein  most  proRt 
can  be  obtained  from  the  acuteness  of  the  natural  vision.  Experi- 
ence has  shown  after  many  repetitions  that  the  above  results  are 
perfectly  feasible  whenever  the  rod  is  held  absolutely  fixed  in  good 
atmospheric  conditions,  up  to  distances  of  150  m. ;  above  this  dis- 
tance the  error  rapidly  increases,  so  that  at  200  m.  even  with  the  rod 
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held  fast,  all  the  above  values  of  ifshould  be  considered  as  doubled. 
Nevertheless,  to  measure  with  a  normal  probable  error  of  -^  be- 
tween the  distances  of  150  and  250  m.  is  excellent  work.  It  must 
also  be  considered  that  a  rod  of  4  m.  wilt  be  too  short  for  group  A 
even  at  200  m. ;  for  group  B  at  400.  But  the  practitioner  well 
knows  that  it  is  poor  economy  to  take  long  sights.  The  operator 
who  possesses  a  large  model  cleps  has  at  his  disposition  the  means 
for  rapidly  making  exact  measurements  up  to  150  m. ;  he  can  use 
it  for  measuring  the  sides  of  the  principle  traverses,  by  placing  the 
stations  300  m.  apart,  as  will  be  described  further  on  ;  he  can  use  it 
as  well  for  the  most  important  determinations  of  positions ;  further, 
he  is  able  to  make  measurements  less  exact  but  still  excellent,  for 
the  points  called  detail,  up  to  400  m. ;  and  beyond  that  even  by 
employing  group  C  of  the  micrometer. 

7.  Movable  Eve-piece, — A  result  theoretically  equivalent  to  that 
furnished  by  the  Argo  eye-piece  of  Porro  might  have  been  ob- 
tained by  carrying  a  single  eye-piece  successively  before  the  threads 
with  which  it  is  desired  to  make  the  readings.  It  has  been 
shown  that  threads  subtending  a  diastimetrical  angle  of  0.01  can 
not  be  used  without  reducing  the  magnifying  power  to  almost  15 
and  certainly  to  less  than  iS  diameters ;  and  that  as  a  consequence 
there  is  lost  in  magnification  what  is  gained  in  amplitude  of  angle; 
but  it  is  evident  that  if  we  mount  the  eye-piece  on  a  plate  movable 
at  the  wish  of  the  operator,  in  a  plane  perpendicular  to  the  prin- 
ciple axis  of  the  telescope,  as  is  commonly  done  for  the  telescopes 
of  transit  instruments,  any  magnification  desired  might  be  used. 
And  that  is  what  has  been  done.  A  telescope  with  a  maximum 
aperture  of  45  mm.  is  used*  (in  the  ordinary  construction  of  tach- 
ymeters  it  would  be  almost  impossible  to  exceed  this  opening  with- 
out making  the  instrument  too  clumsey)  to  which  an  eye-piece  en- 
larging between  45  and  50  diameters  is  applied.  This  eye-piece  is 
movably  mounted,  as  has  just  been  explained,  the  operator  trans- 
porting it  successively  before  the  threads  which  he  may  wish  to 
read.  The  arrangement  is  good  and  the  results  should  be  excellent, 
still,  although  made  use  of  in  other  instruments,  the  makers  do  not 
hesitate  to  say  frankly  that  they  have  but  little  confidence  in  it. 
In  practice  it  presents  a  very  serious  inconvenience ;  that  is  to  say, 

*  Obierve  tliatit  is  Dccemry  to  distinguish  between  f /far  a/«r/ur/  ind  tOKdiameler 
ef  the  ebjtclive.  Tetocopes  with  large  objeclivea  are  frequenlljr  teen,  having,  liovever, 
diaphnighmi  in  the  interior  of  the  lube  which  Mnsibly  reduce  the  clear  apemie. 
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one  is  never  sure  of  making  actually  corresponding  readings.  When 
the  hand  is  placed  on  the  pointed  telescope  the  latter  is  liable  to 
be  displaced,  no  matter  by  how  little,  and  all  guarantee  of  the  read- 
.  ings  corresponding  is  lost.  The  oaly  way  of  testing  its  immobility 
is  to  repeat  the  measurement ;  that  is  to  say,  to  return  to  the  same 
conditions.  But  whilst  this  form  will  not  admit  of  verification  of 
the  readings,  in  an  instrument  with  a  muliple  eye-piece  all  the 
readings  are  made  with  the  hands  behind  the  back.  Oncesighted, 
the  instrument  is  not  touched  again.  It  may  be  seen  whether  the 
rod  has  been  displaced  in  the  hands  of  the  carrier.  Notwithstand- 
ing the  double  number  of  threads,  it  is  possible  to  read  group  A  in 
a  cleps,  much  quicker  than  the  two  single  ones  in  a  fiftieth  microm- 
eter provided  with  a  moving  eye-piece.  Further,  the  double 
reading  is  not  wasted;  it  furnishes  a  check  and  a  higher  degree  of 
precision ;  it  is  well  worth  the  trouble  of  making. 

It  is  easy  to  criticise  the  multiplicity  of  threads  which  Porro  has 
always  employed  in  order  to  get  the  most  profitable  result  from  a 
stadia  telescope.  But,  for  that  matter,  it  is  not  necessary  to  read 
them  all.  Any  one  of  the  binomials  will  give  as  it  stands  the  dis- 
tance ;  it  is  only  necessary  to  double  it  in  the  case  of  group  A,  or 
to  multiply  it  by  4  in  that  of  B.  The  greater  never  excludes  the 
less.  But  there  are  many  occasions  where  it  would  be  a  satisfac- 
tion to  have  the  power  of  augmenting,  with  such  slight  trouble, 
the  accuracy  of  a  measurement. 

8.  Circles  of  the  Clefs — Details  of  Construction — Preci- 
sion OF  THE  Readings.  It  has  already  been  mentioned  that  the 
circles  of  the  cleps  are  enclosed  in  a  box  mounted  on  top  of  the 
sleeve  of  the  alidade.  A  disposition  more  convenient  or  practical 
could  not  well  be  imagined.  The  circles  are  completely  protected 
not  only  from  the  injuries  due  to  atmospheric  agencies,  but  also  from 
all  those  inevitable  in  handling.  If  the  instrument  were  the  only 
thing  to  be  considered,  work  might  be  done  in  any  kind  of  weather. 
Neither  wind,  dust  nor  water  would  have  any  efTect  on  it  In  ad. 
dition  the  instrument  is  so  strongly  and  compactly  constructed 
that  unless  accidentally  injured  it  will  remain  in  good  condition  for 
service  for  a  long  number  of  years.  The  first  three  of  these  in- 
struments constructed  by  Porro  in  1864,  are  in  the  possession  of 
an  engineer  of  Milan,  Mr.  Carlo  Villani,  and  are  still  in  as  service- 
able a  condition  as  on  their  first  day,  although  their  owner  has 
been  engaged  exclusively  for  the  last  23  years  in  lai^e  topograph- 
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ical  surveys.  Even  after  accidental  falls  the  delicate  parts  are  not 
destroyed.  Repairs  are  easily  made  and  are  within  the  power  of 
any  mechanic.  All  this  has  been  rendered  possible  by  a  consid- 
erable reduction  in  the  dimensions  of  the  circles.  The  graduations 
on  the  circles  of  the  large  model  cleps  are  engraved  on  a  periphery 
58  mm.  in  diameter,  and  yet  the  centeS^at  degree  is -there  divided 
into  ten  parts  (4000  divisions)  [each  division  —  5'  24"].  Those 
of  the  intermediate  model  cleps  on  a  periphery  40  mm.  in  diam- 
eter; the  degree  still  being  divided  into  ten  parts  (4000  divisions); 
and  finally  in  the  small  model  cleps  the  divisions  are  engraved  oa 
a  periphery  32  mm.  in  diameter,  the  degree  being  divided  into  five 
parts  (2000  divisions).  All  the  degrees  are  numbered  regularly 
from  o  to  399. 

The  graduations  are  read  by  the  aid  of  compound  microscopes* 
with  fixed  threads,  by  estimating  with  the  eye  the  tenths  and 
hundredths  of  the  position  of  the  collimation  thread  between  two 
consecutive  marks  of  the  graduation.  We  have  already  deter- 
mined the  relation  which  must  exist  between  the  magnifying 
power  M  of  the  reading  microscope  in  diameters  and  the  radius 
R  of  the  graduations  in  millimeters,  in  order  that  an  angular  frac- 
tion of/"  may  be  materially  visible.    This  relation  was : 

MRf=  18000. 
Or  since  i"=  O.''ooo32,  the  corresponding  expression  for  decimal 
graduations,  assuming  for  a  unit  of/ a  thousandth  of  a  degree 
would  be : 

MR/=  5600. 
For  the  three  sizes  of  circles  applied  to  the  cleps,  it  was  proposed 
to  obtain  the  following  degrees  of  visibility: 

Large  model  cleps,  o,''oos  =  i6."2 ;  /—  5  thousandths  of  a  de- 
gree. 

Intermediate  model  cleps,  o.^'oio  »  32."4 ;  /=  10  thousandths 
of  a  degree. 

Small  model  cleps,  o.»'020  —  64."8 ;  /=•  20  thousandths  of  a 
degree. 

Hence  reading  microscopes  enlarging  respectively  38,  28  and  17 
times  were  applied. 

In  consideration  of  the  advantages  resulting  from  a  multiplicity 
of  readings,  instead  of  a  single  collimation  thread  in  the  field  of 
the  microscope,  there  has  been  inserted  3  or  5  in  the  large  model, 
cleps,  and  three  for  the  others. 
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The  three  figures,  3,  4  and  5  represent  the  fields  of  the  micrO' 
scopes  of  the  large,  intermediate  and  small  model  cleps,  in  very 
nearly  their  apparent  size. 

At  this  point  it  remains  to  be  shown:  i.  How,  00  such  small 
peripheries  exact  angular  graduations  can  be  obtained.  2.  That 
simple  estimation  by  the  eye  is  sufficient  for  the  making  of  deter- 
minations to  the  fractions  indicated. 

The  graduations  on  the  circles  of  the  cleps  are  made  by  the  me- 
chanical copying  of  a  standard  graduation  engraved  on  a  circle 
I  m.  in  diameter.  The  machine  and  the  graduation  were  made  by 
Porro.  If  it  be  supposed  that  the  working  of  the  machine  is  not 
perfect  for  a  graduation  of  small  diameter,  neither  would  it  be  so 
for  one  of  lai^e  diameter.  As  to  this  the  (acts  will  settle  all  doubts 
and  prove  that  the  graduations  are  exact. 


Fig.  3.  Fig,  4.  F!g.  6.  _ 

The  circles  of  the  cleps  are  discs  of  a  special  white  bronze,  ex- 
tremely hard,  which  is  used  in  the  manufacture  of  mirrors  for  tele- 
scopes. 

On  the  limb  a  spherical  zone  is  prepared  and  optically  polished ; 
on  this  zone  the  graduations  are  made  with  a  diamond  graver. 
The  hardness  of  the  metal  of  the  circle,  as  well  as  that  of  the 
graver,  renders  possible  a  fine  graduation,  very  sharp  and  very 
deep.  It  is  quite  possible  that  owing  to  the  magnification  of  the 
microscopes  traces  of  the  polishing  will  sometimes  be  seen ;  but 
that  is  not  a  serious  inconvenience.  The  reason  for  making  the 
limb  a  spherical  zone  is  most  simple. 

Once  the  circles  are  enclosed  in  the  instrument  it  is  no  longer 
possible  to  see  them  without  conducting  light  artificially  to  the 
part  where  the  microscope  is  to  be  read.  This  is  accomplished  by 
means  of  prismatic  reflectors  applied  to  the  exterior  of  the  sides 
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of  the  circle  box.  The  light  of  the  sky  is  thrown,  always  at  the 
same  inclination,  on  the  polished  surface  of  the  limb,  which  reflecb 
it  exactly  in  the  direction  of  the  axis  of  the  reading  microscope.* 
In  the  case  of  the  small  model  cleps,  both  graduations  are  seen 
simultaneously  in  the  field  of  one  microscope  (see  fig.  5]. 

As  to  the  probable  accuracy  of  the  angular  measurements,  from 
experiments  made  by  Mr.  I'ing.  F.  Borletti,  Professor  in  the  Ecole 
Polytechnique  of  Milan,  published  in  the  lulian  journal  II  PoUiec- 
nko,  July,  1886,  it  unexceptionally  results,  that  with  a  large  model 
cleps,  reading  but  one  collimation  thread  of  the  microscopes, 
angles  arc  obtained  with  a  mean  error  of  O^-OOSS  =  I2".3.  Tak- 
ing the  mean  of  six  readings  with  a  single  thread  made  by  repiti- 
tion,  we  reach  9".6 ;  and  by  reading  each  time  ten  threads,  to  5".8. 
For  the  intermediate  and  small  model  cleps,  the  respective  values 
obtained  when  using  a  single  thread  were,  —  0»'.0054=  l/'-SI 
o''.oo76  =  24"  .6. 

g.  Effect  of  Errors  of  Eccentricity  of  the  Graduations  — 
But  it  might  be  said  that  if  this  proves  the  accuracy  of  the  gradua- 
tions and  the  excellency,  generally  unknown,  of  the  eye  aided  by 
microscopes  as  a  means  of  fractionalizing,  one  might  still  be  un- 
persuaded  as  to  thtf  advisability  of  employing  such,  small  circles  on 
which  the  unavoidable  errors  of  cxcentricity  of  the  graduation 
might  become  of  great  importance ;  the  more  so  as  in  the  inter* 
mediate  and  small  model  cleps  only  one  microscope  is  used  in 
reading  the  angles.  Indeed,  the  unavoidable  errors  or  faults  of 
concentricity  between  the  graduations  and  the  two  axes  of  hori- 
zontal and  vertical  rotation  deserve  to  be  considered  separately. 
In  the  large  model  cleps  there  are  two  reading  microscopes  for 
each  circle ;  and  inasmuch  as  they  are  very  nearly  in  a  position 
to  read  at  the  extremities  of  the  same  diameter  (it  is  not  necessary 
that  they  should  be  exactly  in  such  position)  the  error  of  eccen- 
tricity is  eliminated  by  taking  the  arithmetical  mean  of  the  read- 
ings. This  is  well  known.  Provided  that  the  absolute  value  of 
the  error  does  not  reach  the  units  of  degrees,  the  errors  in  the  two 
positions  nearly  diametrical  (it  is  not  necessray  that  the  posi- 
tions of  the  microscopes  be  exactly  diametrical ;  a  difference  of 
several  units  of  degrees  even  would  only  involve  errors  of  a  second 
order  in  comparison  with  those  of  the  eccentricity  and  practically 
may  always  be  neglected)  will  always  be  equal  and  of  opposite 

■  bee  in  the  disciiption  of  the  pt*tes. 
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signs.  For  the  intermediate  and  small  model  cleps,  the  errors  of 
eccentricity  are  eliminated  for  horizontal  angles  by  the  method  of 
double  sights,  telescope  to  the  right  and  telescope  to  the  left,  which 
also  serves,  as  is  known,  not  only  to  eliminate  errors  of  eccentricity 
of  the  graduation,  but  also  those  of  the  adjustment  of  the  line  of 
coUimation,  the  eccentricity  of  the  telescope,  etc.,  etc  For  vertical 
angles  it  is  easy  to  show  that  the  effect  of  eccentricity  on  the  de- 
termination of  difTerences  of  level,  provided  that  one  does  not  ex- 
ceed a  limit  of  ten  degrees  above  or  below  the  horizon  (which 
would  even  then  give  the  lai^e  slope  of  1.57%)  does  not  exceed 
the  error  proper  to  the  simple  observation.  For  observations  more 
inclined  than  10*',  which  correspond  to  points  of  detail,  the  corre- 
sponding errors  can  generally  be  tolerated. 

Effect  of  Eccentricity  of  Telescope. — It  is  almost  a  matter 
of  necessity  in  the  cleps  to  attach  the  telescope  at  some  other 
point  than  the  intersection  of  the  two  axes  of  horizontal  and  verti- 
cal rotation,  because,  for  example,  to  make  room  for  the  telescope 
of  the  large  model  cleps  which  is  almost  half  a  meter  long,  it 
would  be  necessary  to  elevate  the  supports  of  the  horizontal  axis 
to  a  point  which  would  endanger  the  stability  of  the  instrument ; 
or  wishing  to  avoid  this  inconvenience,  to  sacrifice  the  advantage 
of  reversibility  of  the  telescope.  Besides,  it  is  owing  to  this  eccen- 
ricity  that  it  is  possible  to  see  without  the  least  movement  of  the 
body,  all  the  eye-pieces  of  the  reading  microscopes  of  the  gradua- 
tions, and  that  in  the  small  model  cleps  the  observer  can  dictate 
the  two  angles,  horizontal  and  vertical,  to  an  assistant  without 
even  moving  the  eye.  Finally  the  eccentricity  of  the  telescope 
renders  possible  the  taking  of  observations  at  no  matter  what  in- 
clination without  the  slightest  difficulty ;  with  an  eye-piece  prism  a 
sight  may  be  obtained,  if  desirable,  at  the  zenith  or  nadir.  But  for 
many  people  the  eccentricity  of  the  telescope  constitutes  a  great 
inconvenience.  They  do  not  know  how  to  proceed  in  the  divers 
practical  problems  which  arise ;  and  on  that  account  they  voluntarily 
renounce  all  the  recognized  advantages  of  the  new  construction, 
for  the  <Adxx  tachymeters  with  verniers.  The  error  due  to  this 
position  of  the  telescope  can  be  considered  as  occasioned  by  a 
lateral  displacement  of  constant  value,  in  the  position  of  the  points 
sighted  at,  this  value  being  equal  to  the  absolute  measurement  of 
the  eccentricity  itself.  This  displacement  in  a  large  model  cleps 
is  equal  to  75  mm.,  for  the  intermediate  60  mm.,  and  for  the  small 
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model  52  mm.  Many  authors  in  discussing  this  error  assert  that 
the  eflects  of  eccentricity  are  negligible  for  long  sights ;  while  for 
short  ones  they  advise  the  systematic  use  of  two  observations,  tele- 
scope to  the  right  and  telescope  to  the  left,  while,  according  to 
them,  for  long  sight  this  precaution  may  be  omitted.  All  of  this 
is  perfectly  false.  If  the  error  of  eccentricity  is  negligible  for 
long  sights  it  is  just  as  much  so  for  short  ones.  Many  other 
reasons  counsel  us  to  operate  in  precisely  the  opposite  manner. 
It  is  always  necessary  to  use  the  system  of  double  observation  for 
long  sights,  while  for  the  short  ones  the  same  need  does  not  exist. 
The  error  due  to  the  eccentricity  is  constant ;  only  this  constant 
error  is  translated  into  an  appreciable  angular  quantity  if  it  be 
measured  near  at  hand,  an  inappreciable  one  if  at  a  distance.  The 
short  sight  simply  renders  it  appreciable,  that  is  all.  It  is  certain 
that  it  would  be  very  satisfactory  if  the  positions  of  all  the  points  of 
a  survey  were  exact  in  absolute  measure  within  a  radius  of  75  mm.; 
how  much  the  more  is  that  sufficient  when  the  final  object  is  the 
making  of  a  map  to  a  scale  of  even  1:500. 

The  doubt  might  arise  as  to  whether,  by  geometrical  transmis- 
sion  in  the  orientation  of  station  from  station,  the  effect  of  this 
error  might  not  be  multiplied.  But  again  in  this  case  there  is 
nothing  to  fear.  When  the  back-sight  is  made  with  a  difTerence 
of  20o»'  the  circle  is  exactly  oriented  as  in  the  preceding  station. 
The  error  of  eccentricity  committed  at  the  station  just  left  in 
sighting  at  the  new  one,  is  exactly  compensated  by  that  involved 
in  sighting  from  the  dew  station  to  the  old.  The  reciprocity  is 
perfect.  The  orientation  of  the  circle,  therefore,  takes  place  per- 
fectly even  in  instruments  with  eccentric  telescopes.  All  of  the 
preceding  is  applicable  to  the  traverses  made  from  place  to  place. 
For  the  important  sights  for  (he  bases  of  ike  traverses,  one  shoulJ  al- 
ways make  a  double  observation — telescope  to  the  right  and  telescope 
to  the  left;  and  that  as  well  for  instruments  with  concentric  tele- 
scopes as  for  those  with  eccentric  ones.  It  goes  without  saying 
that  it  is  the  vertical  of  the  axis  of  the  alidade  which  must  always 
be  placed  over  the  center  of  the  station. 

There  are  also  certain  operators  who  find  themselves  anbar- 
rassed  by  the  eccentricity  of  the  telescope,  in  laying  out  work — in 
other  terms,  in  protracting  angles  on  the  ground,  prolonging  align- 
ments, etc.  In  these  cases  operate  precisely  as  if  a  concentric 
telescope  were  in  use;  only, it  is  to  be  noted  that  even  with  in- 
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struments  having  concentric  telescopes,  it  is  necessary  to  always 
proceed  by  means  of  double  observations,  circle  to  the  right, 
circle  to  the  left;  for  a  small  defect  in  the  perpendicularity  of 
the  horizontal  axis  and  the  line  of  collimation  would  have  a  more 
serious  effect  than  that  produced  by  the  simple  eccentricity  of  the 
telescope.  By  a  double  observation  two  points  of  the  trace  are 
fixed  on  a  rod  perpendicular  to  the  direction — the  point  half-way 
between  the  two  is  the  point  desired;  and  that  either  in  the  lay- 
ing out  of  angles  or  in  the  prolonging  of  lines,  for  in  the  end  pro- 
longing a  line  is  simply  the  problem  of  laying  out  an  angle  of  2O0'^ 

References  of  Plate  No.  I.    Tachvmetek  Clefs, 
Large  Model. 

The  telescope  is  of  50  mill,  aperture,  is  anallatique  and  is 
furnished  with  a  triple  eye-piece  enlarging  70  diameters,  or  with 
two  interchangeable  orthoscopic  eye-pieces  enlai^ing  30  and  50 
times.     (Detailed  description  in  paragraph  6). 

Dy  Dy^. — Rings  by  which  the  telescope  is  fixed  to  the  extremity 
of  a  strong  piece  of  bronze  7,  made  fast  to  the  arbor  or  material 
^xis  of  rotation. 

In  figs.  C  and  D  are  shown  the  details  of  the  connection  of  the 
telescope  to  the  piece  T.  The  screws  a,  ,9,  ft,  serve  to  correct  any 
error  in  the  perpendicularity  between  the  line  of  collimation  and 
that  of  the  rotation  of  the  telescope.  The  telescope  is  centered  in 
itself;  that  is  to  say,  its  line  of  collimation  coincides  with  the  axis 
of  the  rings  /),  Z*,,. 

S.  Box-shaped  piece,  traversed  by  the  material  axis  a  of  rota- 
tion of  the  telescope.  The  axis  is  hollow  to  permit  of  illuminating 
the  field  of  the  telescope  during  observations  at  night,  if  so  desired. 

R.  Sleeve  of  the  alidade,  which  is  fitted  on  the  principal  axis 
of  the  instrument  and  to  which  is  fastened  the  box  S.  The  pieces 
R,  S,  7'and  the  telescope,  taken  together,  constitute  the  alidade. 

Cy  Vertical  circle,  formed  from  a  disc  of  white  bronze  (the  metal 
of  which  telescope  mirrors  are  made^  adjusted  and  fastened  to  the 
art)or  a.  The  graduations  are  engraved  on  the  periphcrtcal  limb, 
in  d^rees  and  tenths  of  a  degree  (4,000  divisions).  Each  degree 
is  numbered  from  o  to  399. 

C.  Horizontal  circle ;  same  construction  as  £7,,  this  one  being 
adjusted  to  the-top  of  the  principle  axis  A. 

A.  Principle  pivot  or  axis — a  double  cone,  in  which  is  fixed  the 
magnetic  needle. 
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M.  Magnetic  needle,  consisting  of  a  tubular  shield  of  copper,  in 
which  is  placed  the  needle,  pivoted  on  a  point  in  the  ordinary 
manner. 

0,  Oi-  Covers  of  the  shield  or  box  containing  the  needle.    Of 
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these  two  covers  O  carries  a  transparent  scale  and  £>,  a  lens  which 
has  its  focus  on  the  above  scale.  The  needle  is  slightly  bent  up- 
wards. The  oscillations  of  the  point  of  the  needle  are  seen  en- 
lai^ed  by  the  lens  and  in  this  way  the  position  of  equilibrium  is 
fixed  on  the  middle  division  of  the  graduation  on  0.  The  hori* 
zontal  circle  C,  which  is  above  will  be  oriented  in  such  a  way  that 
when  the  needle  of  the  compass  is  at  rest  on  the  center  of  the 
scale  on  0  and  when  the  reading  microscopes  of  the  graduation 
are  on  the  angle  zero  (o",  200*^,  the  telescope  of  the  alidade  will 
be  very  nearly  in  the  plane  of  the  magnetic  meridian  of  the  sta- 
tion,   n,  I,  ring  serving  to  lift  the  needle  from  its  pivot. 

The  instrument  being  designed  for  use  in  all  parts  of  the  globe, 
it  has  been  so  arranged  as  to  permit  of  the  Engineer  himself  cor- 
recting for  the  effect  produced  on  the  inclination  of  the  needle  by 
the  variation  of  the  magnetic  force  in  the  different  latitudes.  The 
head  0  of  the  shield  can  be  unscrewed,  permitting  the  whole  ap- 
paratus to  be  extracted  from  the  other  side ;  the  point  Jt  can  be 
dismounted,  the  needle  taken  from  the  tube  and  its  inclination 
examined. 

In  the  box  of  the  instrument  is  a  small  pointed  support  on 
which  the  needle  can  be  placed  and  brought  to  an  exact  equilibrium 
by  moving  the  small  counter-weight  q ;  everything  being  then 
replaced  in  its  proper  position.  Naturally,  if  the  needle  is  working 
well  enough,  even  if  a  little  inclined,  this  operation  is  not  per- 
formed. 

B.  Base  of  the  instrument,  provided  with  three  levelling  screws 
V,  F,.  V,. 

i.  Clamping  and  slow-motion  lever  of  the  principle  axis  A,  used 
in  the  orientation  of  the  instrument.  The  clamping  is  done  by 
tightening  the  clamping  screw  v ;  the  slow  motion  is  obtained  by 
means  of  the  screw  f,  and  the  spring  u^.  The  nut  v^'  which  is 
tightened  after  having  oriented,  serves  to  maintain  the  orientation 
and  to  prevent  one  in  distraction  from  laying  the  hand  on  this  slow 
motion  rather  than  on  that  of  the  alidade.  TAe  safety  nut  t//  once 
closed,  the  screw,  v^  will  oppose  a  great  opposition  to  any  move- 
ment. 

ll^.  Clamping  and  slow-motion  lever  of  the  alidade.  The  clamp- 
ing is  done  with  -v^,  the  slow  motion  is  given  by  the  screw  &,. 

/,,  Clamping  and  slow  motion  lever  of  the  telescope.  The 
clamping  is  done  with  v^,  the  slow  motion  is  given  by  the  screw  v,. 
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}.  Head  of  the  pinioD  by  means  of  which  the  anallatic  lens  can 
be  moved ;  allowing  of  the  correction,  when  needful,  of  the  gauge 
of  the  telescope. 

It  is  best  not  to  perform  this  operation  unless  well  assured  by  a 
comparison  jvith  some  very  exact  measure  (a  distance  of  50  to  60 
m.  is  sufficient,  if  measured  with  every  precaution)  thai  it  is  abso. 
lutely  necessary.  The  instruments  before  leaving  the  workshops 
are  perfectly  gauged,  and  it  is  but  very  recently  that  the  makers 
have  been  forced  by  new  customers  to  furnish  this  arrangement. 
However,  in  certain  cases  it  might  render  valuable  service, 
but  tbey  recommend  employing  it,  with  the  greatest  of  care. 
The  key-head  of  the  pinion  will  be  found  in  the  instrument  box  ; 
the  movement  should  be  made  little  by  little.  Having  the  tele- 
scope in  its  normal  position  (to  the  right),  turning  the  key  in  the 
direction  of  the  hands  of  a  watch  will  diminish  the  distances  given 
by  the  instrument;  in  the  opposite  direction  will  increase  them. 
The  rod  should  be  fixed  verticaltyi  in  order  to  make  this  trial, 
using  the  smallest  graduations  and  the  micrometer  group  having 
the  largest  diastimetrical  angle.  Finally  make  a  number  of  read- 
ings and  judge  by  the  mean.  As  has  already  been  stated,  it  is 
not  necessary  to  take  a  great  distance  for  this  purpose. 

P.  Weight,  partially  counter-balancing  that  of  telescope. 

I,  2,  3,  4  (fig.  B).  Prismatic  pins  attached  to  the  eye-piece  end 
of  the  microscopes  A.  B.,  I.  II.,  they  are  the  extremities  of  screws 
bymeans  of  which,  when  turned  with  a  key,  the  collimator  microm- 
eter of  each  microscope  can  be  moved  by  a  small  amount.  In 
this  way  the  pair  of  microscopes  can  easily  be  made  to  read  at  the 
extremities  of  a  diameter,  and  the  correction  to  zero  for  the  ver- 
tical circle  be  made  very.small.  Neither  of  these  corrections  are 
at  all  necessary.  It  is  not  of  the  least  importance  that  the  read- 
ings of  the  microscope  should  correspond  to  exactly  200^ ;  it  is  not 
even  possible,  owing  to  inevitable  residual  errors  in  the  eccen- 
tricity. The  object  for  which  the  two  microscopes  are  used  is  per- 
fectly fulfilled,  from  a  practical  point  of  view,  if  the  two  readings 
diiTer  from  one  another  by  even  entire  degrees.  As  for  the  cor- 
rection to  zero  on  the  vertical  circle,  it  is  made  numerically,  as  was 
shown  in  paragraph  29.  In  the  end  the  screws  i ,  2,  3, 4  arc  more 
for  the  convenience  of  the  maker,  than  for  use  as  actual  adjusting 
screws.     There  is  no  need  for  touching  them. 

Ly.  Striding  level,  to  be  placed  on  the  collars  of  the  telescope  in 
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making  the  line  of  collimation  horizontal ;  it  serves  also  to  level 
the  instrument  when  an  exceptional  precision  is  desired.  Ordi- 
narily the  round  level  L  is  sufficient.  The  collars  of  the  telescope 
are  turned  to  exactly  the  same  diameter.  The  axis  of  the  tele- 
scope is  centered  on  the  axis  of  the  collars. 

K.  Removable  Galilean  telescope  which  can  sometimes  be  use- 
fully employed. 

xxy.  Screws  fastening  the  spherical  level  to  the  circle  box. 
which  also  serve  to  adjust  it.  There  are  four  pairs  of  them.  The 
Xy  lower  the  level ;  the  x  raise  it 

The  TRIPOD  OP  THE  INSTRUMENT  ts  of  vcTy  light  constfuction  of  ma- 
hogany and  bronze,  yet  very  solid. 

The  feet  arc  in  five  parts ;  four  united  two  and  two,  and  a  ver>' 
strong  single  one  J,  which  serves  for  the  rough  levelling  of  the 
bearing-plate.  By  reason  of  its  special  construction  this  leg,  once 
planted,  resists  ail  etTorts  tending  to  turn  the  platform. 

FF.  Bronze  platform  with  mahogany  top,  on  which  the  instru- 
ment is  rested  by  interposing  the  small  disks,/^. 

The  platform  turns  on  two  bolts  and  can  be  fixed  in  any  posi- 
tion by  tightening  the  nuts  H  H. 

/,.  Safety  lever,  which  by  means  of  the  scew  /  and  the  clamps 
k  k  k^,  in  one  of  which  an  end  is  fixed,  serves  to  prevent  all  acci- 
dental rotation  of  the  platform;  at  the  same  time  turning  the  screw 
slowly  furnishes  a  means  of  levelling  the  platform  by  using  the 
spherical  level  Z.,.  In  this  operation  the  leg  or  branch  /,  which 
can  be  more  or  less  inclined  according  to  necessity,  is  also  useful. 

For  carrying — the  screw  /is  detached  from  the  clamp,  the  lever 
is  raised  and  the  plate  turned  into  the  plantf  of  the  legs. 

g.  Screw  and  spring  for  fixing  the  instrument  to  the  base. 

X.  Head  of  the  screw  to  be  applied  to  the  instrument. 

X^.  Nut  for  tightening  the  spring.  Before  closing  A',  the  instru- 
ment should  be  centered  over  the  axis  of  the  stake  or  point  on  the 
ground,  of  the  station,  if  that  is  necessary. 

N.  B.  On  special  order  can  also  be  furnished  the  form  of  tripod 
known  as  "  d  tanglaise,"  like  that  of  the  intermediate  and  small 
model  cleps. 

//'.  Illuminating  prisms. 

The  lighting  of  that  portion  of  the  graduation  to  be  read  by  the 
microscopes  might  be  obtained  by  simple  windows  in  the  sides  of 
the  circle-box.     Nevertheless  very  recently  the  makers  have  en- 
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deavored  to  render  the  lighting  as  complete  as  possible  in  every 
position  by  means  of  a  very  simple  arrangement  of  reflectors 
screwed  to  the  sides  of  the  box,  to  which  the  light  of  the  sky,  or 
of  a  lamp,  is  sent  by  means  of  the  two  illuminating  prisms  pf/. 
These  prisms  are  pivoted  about  the  central  normal  to  their  support- 
ing faces,  in  such  a  way  that  they  are  able  to  seek  for  light,  so 
to  speak,  in  the  entire  vertical  plane.  This  arrangement  is  a  very 
advantageous  one  at  night,  or  in  mines,  for  by  turning  the  faces 
of  the  prisms  toward  the  observer  who  is  reading  the  microscopes, 
he  is  able  to  illuminate  the  graduations  with  the  lamp  Which  he 
holds  in  his  hand,  without  being  inconvenienced  by  the  flame 
of  the  lamp  itself. 


ELECTRICAL  ENGINEERING  AT  COLUMBIA  UNI- 
VERSITY. 

FRANCIS  B.  CROCKER. 

The  new  buildings  of  Columbia  University  are  located  at  Ii6th 
Street,  between  the  Boulevard  and  Amsterdam  Avenue,  on  the 
highest  part  of  Morningside  Heights,  midway  between  Grant's 
Tomb  and  the  new  -Episcopal  Cathedral,  commanding  a  view  of 
the  Hudson  on  the  west  and  the  Harlem  River  on  the  east  Thus 
situated  in  a  great  metropolis,  the  University  secures  the  manifold 
advantages  which  that  fact  gives  it,  and  at  the  same  time  is  sufB- 
ciently  lifted  above  the  hurry  and  noise  of  the  city  to  have  the 
collegiate  atmosphere.  This  effect  is  still  further  increased  by  the 
fact  that  the  grounds  between  the  various  buildings  form  a  plateau 
about  twenty  feet  above  the  level  of  the  grounds  and  streets  out- 
side of  the  group  of  buildings.  By  this  arrangement  great  economy 
of  space  is  secured,  since  it  gives  two  more  floors  to  each  of  the 
buildings  situated  around  the  edge  of  the  plateau,  their  base- 
ments and  sub-basements  being  above  the  level  of  the  surrounding 
grounds.  The  raised  level  between  the  buildings  also  enables  tun- 
nels to  be  constructed  which  connect  the  various  buildings  with 
the  central  power  plant  in  the  University  building.  Through  these 
tunnels  all  the  steam  and  gas  pipes,  as  well  as  the  electrical  con- 
ductors, are  carried  and  the  cartage  of  coal,  ashes  and  supplies 
takes  place. 
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In  this  way  these  important  practical  matters  are  very  conve- 
niently carried  on  below  ground  as  far  as  the  College  is  concerned, 
but  at  the  same  time  above  the  street  level.  Each  building  is  pro- 
vided with  an  elevator,  chiefly  used  for  carrying  apparatus  and 
supplies  to  and  from  the  various  laboratories,  lecture  rooms  and 
museums.    Thus,  it  is  an  easy  matter  to  transport  even  heavy  ap- 


paratus from  any  room  in  the  University  to  any  other  room.  To 
still  further  facilitate  this  service,  the  door  sills  are  entirely  omitted 
in  most  of  the  rooms,  so  that  a  truck  can  be  run  about  the  build- 
ings without  jarring  that  which  it  carries,  enabling  apparatus  to  be 
arranged  in  the  laboratory  for  use  in  the  lecture  rooms. 
The  location  of  the  various  buildings  at  the  new  site  are  showo 
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in  the  general  plan,*  the  magnificent  Library  presented  by  Presi- 
dent  Low  being  the  central  one  and  easily  accessible  from  all  the 
others. 

University  Hall  is  the  other  general  building,  containing  the 
power  plant,  gymnasium,  academic  theatre,  etc.  There  are  also 
four  new  buildings  respectively  devoted  to  Engineering,  Chemis- 
try, Natural  Science,  and  Physics.  Two  old  buildings  will  be  used 
for  the  present  by  the  Departments  of  Ancient  and  Modern  Lan- 
guages, and  Mathematics. 

The  Schools  of  Law,  Political  Science  and  Philosophy  are  located 
in  the  Library  Building,  bringing  them  within  convenient  reach  of 
the  books  upon  which  they  are  especially  dependent.  The  Medi- 
cal School  will  remain  at  59th  Street,  between  9th  and  loth 
Avenues,  where  it  is  well  provided  with  buildings  and  equipment. 
All  the  other  departments  of  the  University,  including  Rarnard 
College  and  the  Teachers'  College,  which  arc  afliiliated  with  it, 
have  removed  to  the  new  site. 


The  Engineering  Building,  with  its  annex,  contains  the  Depart- 
ments of  Electrical,  Mechanical,  Civil  and  Mining  Engineering. 
Havemeyer  Hall,  the  Chemistry  Building,  is  the  home  of  one  of 
the  lai^est  and  best  equipped  chemical  schools  in  tne  world,  hav- 
ing been  designed  by  Professor  Charles  F.  Chandler  and  the  offi- 
cers of  his  department  after  a  careful  study  of  the  principal  colleges 
and  technical  schools  in  this  country  and  abroad.    The  Departments 
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of  Metallurgy  and  of  Architecture  are  temporarily  housed  in  the 
Chemistry  Building,  which  has  more  than  sufficient  space  Tor  pres- 
ent needs.  Schermerhorn  Hall,  the  Natural  Science  Building,  con- 
tains the  Departments  of  Geology,  Mineralogy,  Biology,  etc.,  and 
their  extensive  collections.  The  Physics  Building,  which  also  ac- 
commodates the  Departments  of  Mechanics  and  Astronomy,  is  de- 
signed and  equipped  according  to  the  most  modern  methods  for 
teaching  and  investigating  physical  science. 

It  is  a  striking  fact,  characteristic  of  modern  tendendies,  that  all 
four  of  the  new  buildings,  besides  the  Library  and  University 
Buildings,  which  are  used  for  general  purposes,  are  devoted  en- 
tirely to  science;  and  three  of  them  are  especially  important  in 
their  relation  to  Electrical  Engineering.  Hence,  the  Course  in 
Electrical  Engineering  at  Columbia,  which  has  already  gained  for 
itself  a  prominent  position  in  electrical  education  in  this  country, 
has  been  materially  benefited  by  the  removal  of  the  University  to 
its  new  site.  The  principal  improvements  consist  in  a  considerable 
extension  of  space  and  equipment  in  the  Electrical  Engineering 
laboratories,  as  well  as  in  those  devoted  to  Mechanical  Engineer- 
ing, Physics  and  Chemistry. 

The  regular  four-years'  course,  leading  to  the  degree  of  Elec- 
trical Engineer  (E.E.),  is  designed  for  the  education  of  professional 
electrical  engineers  who  intend  to  devote  themselves  to  the  prac- 
tice of  this  profession,  either  as  teachers  in  colleges  and  scientific 
schools,  or  as  engineers,  managers  or  experts  in  manufacturing  or 
other  industrial  enterprises. 

The  course  of  instruction  includes  not  only  all  important  branches 
of  theoretical  and  applied  electricity,  but  also  the  other  collateral 
sciences,  which  have  been  found  by  experience  to  be  required  by 
the  electrical  engineer,  such  as  mathematics,  physics,  chemistry, 
drawing,  analytical  mechanics,  mechanical  engineeiing,  including 
a  thorough  course  in  steam  and  other  engines,  as  well  as  trans- 
missive  machinery  and  shopwork ;  general  engineering,  including 
construction  in  masonry,  iron,  steel  and  wood,  also  forms  part  of 
the  course. 

Hence  the  graduate  in  the  course  in  Electrical  Engineering  is 
provided  not  only  with  a  thorough  knowledge  of  the  principles 
and  practice  of  electricity,  but  also  with  such  a  broad  and  liberal 
education  in  the  allied  sciences  as  will  prepare  him  for  every  de- 
mand that  is  likely  to  be  made  upon  him  in  after  life  in  connec- 
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tion  with  his  proression,  and  will  also  enable  him  to  become  an 
investigator.  The  instruction  is  by  lecture,  recitation,  laboratory, 
work-shop  and  drawing-room  practice,  with  periodical  examina- 
tions. Special  attention  is  given  to  new  methods  and  forms  of 
apparatus  in  order  that  the  student  may  be  brought  fully  abreast 
of  the  rapid  progress  of  electrical  science  and  practice.  Frequent 
visits  are  made  to  the  numerous  electrical  factories,  stations  and 
other  establishments  in  and  about  New  York. 

The  offices,  laboratories,  lecture  and  other  rooms  of  the  Electri- 
cal Engineering  Department  are  in  the  south  end  of  the  Engineer- 
ing Building.  In  the  sub-basement  are  located  the  storage  bat- 
tery and  photometer  rooms ;  the  former  will  contain  a  battery  of  70 
cells,  to  be  used  for  efficiency  and  output  tests  and  also  as  a  source 
of  steady  potential  and  current.  The  photometer  room  is  equipped 
with  all  necessary  apparatus  for  determining  the  candle  power  of 
arc  and  incandescent  lamps  as  well  as  other  sources  of  light.  In 
the  basement  are  situated  the  two  machine  laboratories,  the  larger 
containing  the  direct  current  machinery,  while  the  smaller  accom- 
modates the  alternating  current  apparatus.  These  are  shown  in 
cross  section  and  plan  in  the  accompanying  illustrations.  In  the 
direct  current  laboratory  a  50  H.  P.,  high-speed  steam  engine 
drives  two  lines  of  shafting,  carrying  pulleys  controlled  by  friction 
clutches,  to  which  the  various  machines  arc  belted.  The  arrange- 
ment of  the  engine  and  shaft  is  such  that  two  dynamos  of  30  kilo- 
watts each  can  be  connected  to  the  engine,  or  either  or  both  of  the 
two  machines  may  be  used  as  motors  to  drive  the  line  shaft,  the 
current  being  obtained  from  the  electric  light  and  power  plant  of 
the  University.  In  this  way  the  breaking  down  of  the  motive 
power  is  rendered  almost  impossible  and  an  excellent  demonstra- 
tion of  the  two  methods  of  driving  is  made. 

The  smaller  machines  are  mounted  upon  two  long  heavy  tables, 
as  represented  in  the  illustrations,  which  brings  them  to  a  con- 
venient height  and  affords  space  for  instruments,  note  books,  etc. 

The  various  dynamos  which  are  belted  to  the  line  shaft  include 
examples  of  115,  230  and  500  volt  constant  potential  generators, 
constant  current  arc-lighting  dynamos  and  other  typical  machines. 
Several  types  of  stationary  and  railway  motors,  as  well  as  motor 
dynamos,  are  also  placed  in  this  room.  Machine  and  hand  tools 
are  provided  in  one  corner  of  this  laboratory  for  making  and  re- 
pairing apparatus,  attachments,  etc.    Complete  sets  of  ampere  and 
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volt  meters,  speed  indicators,  transmission  and  absorption  dy- 
namo meters,  etc.,  are  available  for  testing  the  various  dynamos- 
and  motors. 

In  the  other  machinery  laboratory  the  alternating  current  ap- 
paratus is  placed,  including  single  and  polyphase  generators,  in- 
duction and  synchronous  motors,  as  well  as  various  types  and  sizes 
of  transformers.  Each  generator  is  driven  by  its  own  electric 
motor,  enabling  its  speed  to  be  independently  regulated. 
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On  the  first  floor  are  situated  the  smaller  lecture  room  (seating 
70),  ordinarily  used  for  class  work  and  the  larger  lecture  room 
{seating  1 50)  for  combined  classes.  In  the  Chemical  Building,  im- 
mediately adjoining;  a  still  larger  lecture  room  (seating  350)  ts 
available  for  meetings  and  public  lectures.  All  of  these  rooms 
arc  provided  with  an  ample  supply  of  electrical  energy  of  different 
forms  as  well  as  gas,  water  and  other  facilities  to  enable  experi- 
mental demonstrations  to  be  conveniently  and  effectively  per- 
formed. For  example,  dynamos,  motors  and  other  apparatus  of 
practical  size  are  shown  in  actual  operation  to  illustrate  the  lec- 
tures, this  being  made  a  special  feature  of  the  instruction. 


The  museum  contains  cases  for  the  collection  of  apparatus, 
models,  materials,  etc.,  relating  to  electrical  engineering.  This 
museum  adjoins  the  lecture  rooms  so  that  its  contents  can  be  con- 
veniently used  for  illustration. 

On  the  third  floor  are  located  the  large  instrumental  laboratory, 
the  research  room  and  the  studies  of  the  officers.  The  laboratory 
contains  a  number  of  tables  on  which  the  instruments  are  perman- 
ently set  up  ready  for  use.  These  include  various  forms  of  gal- 
vanometers, ampere  balances,  standard  cells  and  resistances,  ap- 
paratus for  measuring  inductance,  magnetic  permeability,  hysteresis 
and  leakage,  laboratory  standard  volt  and  ampere-meters,  tele- 
graph, telephone  and  electric  signaling  systems,  thermoelectric 
and  electric  heating  devices,  Rontgen-ray  apparatus.  The  re- 
search room  is  used  for  special  post-graduate  and  thesis  work  and 
is  fitted  up  according  to  the  lines  of  investigation  that  are  being 
followed. 
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A  most  important  faality  is  the  large  and  reliable  supply  of 
electrical  current  which  is  afforded  by  the  central  power-plant  of 
the  University.  This  consists  of  boilers  having  an  aggregate  ca- 
pacity of  2,000  H.  P.,  two  low-speed  engines  directly  connected  to 
two  dynamos  of  275  H.  P.  each  and  two  high-speed  engines  di- 
rectly connected  to  the  dynamos  of  100  H.  P.  each.  This  electri- 
cal generating  plant,  having  a  total  capacity  of  750  H.  P.  and  il- 
lustrating the  latest  practice  in  electrical  engineering,  furnishes  cur- 
rent for  electric  lighting  and  for  driving  the  motors  and  fans  used 
in  ventilating  all  of  the  buildings.  Special  conductors  are  also 
laid  to  convey  to  all  of  the  laboratories  and  lecture  rooms  of  the 
Electrical  Engineering  Department  an  ample  supply  of  current  for 
experimental  work. 

The  Physical  Laboratories  and  lecture  rooms  occupy  four  floors 
of  the  Physics  Building  on  the  eastern  side  of  the  University 
grounds.  The  building  is  supplied  with  all  ordinary  conveniences, 
including  electricity  for  power  and  light,  compressed  air  and 
steam.  There  is  a  vertical  shaft  95  feet  high  with  gas,  electric 
and  water  outlets  at  every  ten  feet.  In  the  sub-basement  a  con- 
stant temperature  room  is  placed  12  feet  below  the  surface  of  the 
ground.  A  platform  on  the  roof  is  available  for  meteorological  ob- 
servations, an  instrument  room  being  directly  below.  There  are 
two  lecture  rooms,  a  library,  an  apparatus  room  and  laboratories 
of  various  kinds. 

The  general  elementary  laboratory  includes  in  its  equipment 
linear  and  circular  dividing  engines  of  various  designs.  For  meas- 
urements of  mass  there  are  provided  balances  with  weights,  specific 
gravity  apparatus,  hydrometers,  aerometers  and  the  various  forms 
of  vapor-density  apparatus.  Standard  bat  ometers,  pendulums  and 
apparatus  for  studying  elasticity  are  provided ;  also  apparatus  for 
the  study  of  sound. 

Thermometers  and  apparatus  for  their  calibration,  and  determi- 
nation of  zero  and  boiling  points,  are  supplied ;  also  apparatus  for 
determination  of  coeflicients  of  expansion,  for  latent  and  specific 
heat,  and  calorimetry. 

The  optical  rooms  are  furnished  with  spectrometers  of  different 
designs,  spectroscopes,  telescopes,  microscopes,  sets  of  lenses, 
prisms  and  gratings,  optical  benches,  photometers  and  apparatus 
for  colorimetry,  polarized  light  and  spectroscopy. 

In  the  rooms  devoted  to  electricity  are  galvanometers  of  various 
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patterns,  high  and  low  resistance,  ballistic  and  damped  ;  electro- 
meters, magnetometers,  standard  cells,  resistances,  rheostats  and 
bridges  of  all  types;  condensers,  batteries,  keys,  arc  and  incandes- 
cent lamps,  amperemeters  and  voltmeters. 

The  Mechanical  Engineering  Department. 

The  Mechanical  Engineering  Department  is  located  in  the  En- 
gineering Building  and  in  the  annex,  the  space  and  equipment 
provided  for  it  being  greatly  increased  at  the  new  site.  This  im- 
provement is  made  not  only  on  account  of  the  importance  of  this 
branch  in  the  Electrical,  Civil  and  Mining  Engineering  courses 
but  also  because  regular  courses  in  Mechanical  Engineering  have 
now  been  opened  at  Columbia  for  the  first  time,  the  space  at  the 
old  site  not  having  been  adequate  for  the  purpose.  The  depart- 
ment has  the  following  equipment : 

The  workworktng  and  machine  shops  are  located  in  the  Teach- 
ers College,  1 20th  Street.  For  woodworking  there  are  carpenter's 
benches  with  their  kits  of  toots,  speed  lathes,  saw  benches  and 
planers.  For  foi^e  and  blacksmith  work  there  are  forges  with 
anvils  and  tools,  a  Bradley  hammer  and  a  Billings  and  Spencer 
drop-press.  For  metal  working  there  are  engine-lathes  with  swmg 
from  twelve  inches  to  twenty  inches,  planers,  shapers,  drill- presses, 
a  universal  milling  machine,  universal  grinding  machines  and  a 
Jones  and  Samson  turret-lathe. 

The  testing  laboratory  is  equipped  with  high  grade  testing  ma- 
chines for  tensile,  transverse,  torsion  and  compression  tests.  Their 
designs  are  of  diverse  types  to  give  wide  experience  in  handling, 
and  they  are  fitted  with  the  best  and  newest  appliances  for  observ- 
ing and  recording  deformations  of  test-pieces.  The  Emery  Test- 
ing Machine  of  150,000  pounds'  capacity  is  used  as  a  standard  of 
reference. 

The  Mechanical  Engineering  Laboratory  is  well  supplied  with 
dynamometers  of  transmission  and  absorption  types,  with  oil-test- 
ing appliances,  speed  recorders,  tachometers,  weighing  and  measur- 
ing apparatus,  anemometers,  gauge  testers  and  the  like,  and  repre- 
sentative machines  and  mechanisms  for  calibration  and  tests  of 
efficiency. 

The  Steam  Engineering  and  Motive  Power  Laboratory  has  an 
extensive  series  of  indicators,  with  appliances  for  calibrating  and 
standardizing  them,  test-gauges,  thermometers,  calorimeters,  pyrom- 
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eters  and  apparatus  for  boiler  and  engine  tests.  A  triple  expan- 
sion steam  engine  qX  the  Reynolds- Alii  s-Corliss  design  is  arranged 
to  work  as  an  experimental  steam  engine  by  making  it  a  three- 
stage  air  compressor  when  so  operated,  and  having  all  facilities  Cor 
the  accurate  measurement  of  efficiencies.  A  full  line  of  boiler- 
feed- injectors  is  mounted  for  display  and  experiment.  Steam 
engines  of  various  other  types,  steam  pumps,  a  ten-horse-power 
Le  X^val  steam  turbine,  hot-air  and  gas  engines  are  at  hand,  and 
surface-condensing  appliances  as  well.  The  department  has  also  a 
cross-compound  two-stage  air  compressor;  the  cross-compound 
air  end  with  inter-cooler  makes  a  most  complete  example  of  ap- 
plications of  thermo  dynamic  theory  to  practice.  This  laboratory 
is  known  as  the  AUis  Laboratory  in  memory  of  the  Edward  F- 
Allis. 

The  Hydraulic  Motors  Laboratory  contains  tanks,  weir-notch 
equipment,  gauges,  current  meters,  water  meters,  and  motors  for 
test  and  experiment.  Constant  pressure  is  secured  by  air-pressure 
upon  the  water  in  a  closed  tank,  thus  doing  away  with  a  stand- 
pipe.  For  heavier  pressures,  above  loo  pounds  per  square  inch, 
an  adjustable  accumulator  is  used.  Pumps  of  large  capacity  give 
the  necessary  quantity  of  water  for  orifice  tests  and  other  drill  in 
hydrauhc  engineering.  The  equipment  of  this  laboratory  is  pre- 
sented as  a  gift  to  the  University,  as  a  memorial  of  the  late  Henry 
R.  Worthington,  of  New  York  City. 

The  drawing  academies  are  particularly  well  lighted  and  of  large 
extent,  and  are  fitted  wilh  the  best  forms  of  drawing  tables  and 
furniture,  as  well  as  extensive  collections  of  patterns,  models  and 
illustrative  drawings,  blue  prints,  photographs  and  prints,  which 
are  useful  as  copies  and  for  training  in  design.  Sectional  models 
of  actual  machines  and  structual  material  are  abundant,  and  for 
the  study  of  projection,  stone-cutting  and  \farped  surfaces,  there  is 
a  set  of  the  Ollivier  models,  in  which  the  elements  of  surfaces  are 
represented  by  tense-threads.  In  connection  with  the  drawing 
academy  is  a  room  for  blue  printing  and  other  solar  work,  and  a 
photographic  dark  room. 

The  Cabinets  or  Museum  Collections  of  Mechanical  Engineer- 
ing models  of  mechanical  movements,  mechanisms  and  gearing, 
also  material  which  has  failed  in  service  and  under  test.  Speci- 
mens of  apparatus  and  materials  for  practice  afe  also  included. 

The  Chemical  Department  occupies  Havemeyer  Hall,  which  is 
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located  at  the  northwestern  corner  of  the  group  of  buildings, 
contains  several  chemical  lecture  rooms,  fully  supplied  with  app 
ratus  and  instruments  and  all  modern  facilities  for  the  experiment 
illustration  of  the  different  lecture  courses. 

The  museum  of  general  inorganic  and  organic  chemistry,  and 
the  chemical  arts,  contains  the  elements  and  all  their  more  ir 
portant  compounds  ;  representative  sets  of  specimens  of  all  class 
of  compounds,  materials  and  products,  together  with  models,  pi 
tures  and  diagrams. 

The  qualitative  laboratory  is  provided  with  tables,  re-agents,  ar 
all  the  necessary  facilities  to  enable  each  student  to  become  famili 
with  the  reactions  of  the  different  metals  and  salts.  The  stude 
is  required  to  repeat  all  the  experiments  of  the  course  of  instru 
tion  at  his  own  table  in  this  laboratory. 

The  quantitative  laboratory  is  provided  with  tables,  re-agen 
and  all  the  necessary  apparatus  and  instruments  to  enable  the  st 
dent  to  actually  execute  quantitative  analyses. 

There  is  also  a  laboratory  specially  fitted  up  for  electro-chemic 
work. 

The  theoretical  and  practical  branches  of  Electrical  Engineerii 
ire  taught  by  Professors  F.  B.  Crocker  and  M.  I,  PupJn  and  Messi 
G.  F.  Sever,  W.  H.  Freedman  and  S.  G.  T.  Townsend. 


A.  STRAIGHT  LINE  FORMULA  FOR  CAST-IRON  COI 
UMNS. 

SAMUEL  OSGOOD  MILLER. 

The  recent  tests  of  cast  iron  columns  by  the  New  York  Depai 
nent  of  Buildings  at  Phoenixville,  Pa.,  were  the  first  tests  ev 
Tiade  on  such  large  columns,  hence  they  give  the  first  data  I 
:stablishing  a  formula  for  columns  of  large  size.  The  reports 
he  Watertown  Arsenal  for  1887  and  i888  give  the  results  of  tes 
if  a  series  of  cast-iron  columns  that  were  smaller  than  those  tesb 
ly  the  Building  Department,  hence  the  two  sets  of  tests  combin< 
jive  a  range  of  proportions  of  length  to  radius  of  gyration  whi< 
ipplies  to  almost  all  cases  found  in  common  use. 

Thediagram  on  page  186  shows  the  results  of  the  tests  at  bo' 
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Watertown  and  Phcenix- 
ville  with  the  same  num- 
bers or  marks  used  to 
designate  the  test  col- 
umns in  the  official  re- 
ports. The  horizontal 
ordinates  represent  the 
values  of  length  divided 
by  radius  of  gyration 
and  the  vertical,  ultimate 
resistances  in  pounds  per 
square  inch  of  section. 
A  straight  line  is  then 
drawn  which  represents 
the  mean  of  the  plotted 
results ;  the  equation  oi 
this  line  is 


p,  being  the  unit  ultimate 
resistance ;  I,  the  length, 
and  r,  the  radius  of  gyra- 
tion ;  this  method  of  pro- 
ceedure  and  notation  is 
similar  to  that  used  bji 
Professor  Burr,  in  his 
"  Elasticity  and  Resis- 
tance of  Materials,"  in 
the  determination  of  a 
formula  for  wrought-iron 
Phcenix  columns.  The 
equation  then  gives  the 
probable  resistances  oi 
columns,  cast  of  average 
metal  and  with  average 
care,  within  limits  o' 
l-T-r-^  30  and  l-i-r  = 
125.  The  Phcenixviile 
columns  were  the  prod- 
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ucts  of  four  different  foundries  and  the  Watertown  columns  came 
from  an  old  building  undei^oing  alterations. 

The  report  shows  that  columns  B,,  B^,  C,,  D*^.  F,  and  G,  were  of 
poor  material,  having  "  blow  holes,"  "  foundry  dirt,"  etc.,  in  them ; 
reference  to  the  diagram  shows  that  these  results  fall  below  the 
line,  with  one  exception,  while  Nos,  I.,  II.,  5  and  6  were  specially 
cast,  two  of  them  of  ordinary  iron  and  two  of  extra  strong  iron. 
It  is  to  be  supposed  that  Nos.  5  and  6  were  the  columns  cast  of 
the  best  grade  of  iron,  and  hence  the  line  should  pass  below  them 
but  above  the  results  obtained  from  the  very  poor  columns.  Tests 
numbered  7,  8,  XVI.  and  XVII.  were  on  columns  of  good  iron, 
and  it  is  seen  that  they  group  quite  close  lo  the  line. 

The  Watertown  tests,  with  one  exception,  fall  very  close  to  the 
line;  the  high  breaking  point  of  No.  996  is  very  peculiar,  espe- 
cially as  the  report  states  that  this  column  had  "  spongy  metal  on 
one  side."  Column  No.  992  has  been  omitted  from  the  plot,  as 
section  was  very  irregular ;  it  must  be  stated  that  the  cross-sections 
used  in  obtaining  the  unit  ultimate  resistances  were  the  mean  sec- 
tions, and  not  the  minimum,  as  given  in  the  reports. 

An  interesting  and  rather  alarming  comparison  is  made  by  cal- 
culating for  each  column  the  ultimate  resistances  by  Gordon's  for- 
mula, using  the  coefficients  prescribed  by  the  New  York  building 
law,  which  is 

_     80,00 

400  d* 
and  plotting  the  remits  directly  over  the  experimental  breaking 
points,  this  has  been  done  in  the  accompanying  diagram,  and  an 
average  line  drawn  through  the  points.  These  calculated  results 
do  not  plot  in  a  smooth  curve,  as  the  variable  in  Gordon's  formula 
is  only  correct  for  solid  columns,  while  in  the  diagram  the  variable 

used   /_\  is  general  for  any  section.     It  is  seen  that  for  values  of 

/  -*-  r  =  30  to  40  Gordon's  formula  gives  results  appoximately 
twice  as  large  as  the  experiments  ;  the  lines  then  converge  with 
increasing  values  of  /  -i-  f-  until  they  cross  at  1 10 ;  above  this  point 
Gordon's  formula  gives  results  lower  than  the  experiments. 

The  following  tabulation  gives  the  data  used  in  making  the  dia- 
gram. 

'This  column  U  designated  as  D,  in  Ihe  c>flicial  report. 
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Resulis  of  Tests  Made  at  Phienixville,  Pa.,  bv  New  York 
Department  of  Buildings, 
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SYSTEM  IN  THE  LOCATION   OF  MINING  DISTRICTS. 

THEO.  F.  VAN   WAGENEN,  E.  M. 

I  desire,  through  the  medium  of  the  Quarterly,  to  call  atten- 
tion to  some  interesting  facts  as  to  the  relative  situation  of  those 
localities  in  the  Western  United  States  where  metalliferous  ores 
occur,  and  to  that  end  have  prepared  the  accompanying  map, 
which  covers  the  country  from  about  the  I02°  of  west  longitude 
to  the  Pacific.  This  area  embraces  all  of  the  distinctive  mining 
States  and  Territories,  and  the  region  of  the  Black  Hills  in  South 
Dakota.  A  vast  amount  of  detail  usually  found  on  maps,  such  as- 
minor  political  subdivisions,  commercial  towns,  parallels  of  lati- 
tude and  longitude,  names,  etc.,  has  been  omitted,  so  as  to  dis- 
play  more  clearly  the  drainage  system  and  the  mining  districts; 
and  it  is  believed  that  both  of  the  tatter  features  are  shown  with 
as  great  accuracy  as  ts  possible  upon  a  map  of  such  small  scale. 
The  writer  has  partially  completed  maps  of  each  State  upon  a 
much  larger  scale,  showing  the  same  features  In  greater  detail  and 
with  more  accuracy. 

It  wilt  at  once  be  observed  that  the  mining  localities  are  not 
scattered  irregularly  over  the  country,  but  are  situated  along  lo 
belts,  all  of  which  have  a  general  N.  E.  and  S.  W,  trend,  are 
roughly  parallel  to  each  other,  traverse  the  region  between  the 
Plains  and  the  Ocean  like  gigantic  lodes,  arid  are  separated  by 
barren  areas  quite  as  extensive  as,  if  not  latter  tlian  themselves. 
As  a  genuine  effort  has  been  made  to  locate  all  the  mining  dis- 
tricts of  the  West  (though  less  than  half  are  marked  on  the  pres- 
ent map)  these  barren  localities  are  really  barren,  and  are  not 
merely  unprospected  or  unprofitable.  I  may  also  add  that  the  in- 
vestigation has  been  pushed  some  distance  into  both  British  Co- 
lumbia and  Mexico  with  the  result  that  so  far  each  belt  of  rich 
and  barren  territory  continues  in  the  same  line.  In  Central  Ne- 
vada there  appears  a  short  and  narrow  belt,  between  the  two  adja- 
cent ones,  which  may  more  properly  be  regarded  as  a  connection, 
and  around  the  mouth  of  the  Colorado  River  two  belts  appear  to 
unite. 

Although  all  these  great  lodes  (if  they  may  be  so  considered) 
are  approximately  parallel,  yet  when  No.  i  in  the  northwest  is 
compared  with  No.  lo  in  the  southeast,  a  distinct  divergence  is 
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apparent;  and  if  the  central  line  of  each  be  considered  its  course, 
the  conclusion  is  that  each  lode  departs  more  from  a  true  N.  and  S. 
line  than  its  neighbor  to  the  eastward,  and  finally  that  all  follow  in  a 
general  way  the  curves  of  the  lines  of  magnetic  variation.     I  am 


of  the  opinion  that  when  the  problem  is  thoroughly  worked  out  it 
will  be  found  that  the  axes  of  all  will  be  identical  with  mean  mag- 
netic curves. 

The  subject  of  mineral  belts  is  not  a  new  one.  R.  W.  Ray- 
mond, Clarence  King,  J.  F.  Kemp  and  several  others  have  at  dif- 
ferent times  called  attention  to  the  phenomena  in  various  ways, 
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but  I  am  not  aware  that  any  have  mapped  them  along  the  courses 
here  shown,  or  suggested  their  possible  connection  with  terrestial 
earth  currents.  The  mere  fact  of  approximate  parallelism  is 
simply  graphically  interesting,  but  if  their  coincidence  with  tHe 
curves  of  magnetic  variation  can  be  clearly  and  unmistakably 
proven,  it  wovld  not  only  be  highly  probable  that  electrical  enei^y 
in  one  form  or  another  has  had  much  to  do  with  the  deposition  of 
metalliferous  ores,  but  it  would  be  a  fair  conclusion  that  in  the  re- 
gion of  the  Magnetic  Pole  on  the  north  shore  of  Hudson  Bay, 
where  the  belts  converge,  excessive  mineralization  exists.  Fur- 
ther, if  system  in  the  fissuring  of  the  earth's  crust  by  mineral 
veins  is  clearly  shown  in  the  Western  United  States,  the  same  sys- 
tem will  most  certainly  be  found  all  over  the  globe. 

So  far  as  the  present  showing  goes,  some  economical  conclu- 
sions seem  to  be  warranted,  which  can  be  briefly  stated  as  follows : 

1.  That  geological  formations  do  not  necessarily  constitute  a 
guide  to  probable  mineral  deposits.  For,  between  the  mineral- 
ized zones  shown  on  the  map  are  vast  areas  of  archean,  metamor- 
phic  and  eruptive  rocks  (in  which  it  is  generally  assumed  metallif- 
erous deposits  occur)  that  are  wholly  free  from  ores ;  while  within 
their  limits  not  only  are  these  rocks  well  impregnated,  but  the 
mineralization  in  many  places  has  extended  to  limestones,  sand, 
stones  and  slates  of  very  recent  age. 

2.  That  the  mineralization  and  fissuring  of  the  earth's  crust  has 
not  been  connected  with,  and  is  not  one  of  the  results  of,  the  ele- 
vation of  mountain  ranges.  For  the  facts  appear  that  the  lines  of 
fissures  cross  the  lines  of  divides  at  all  conceivable  angles.  To 
make  this  clear,  the  continental  divide  is  strongly  displayed  on  the 
map  by  two  parallel  broken  lines  with  one  continuous  and  lighter 
line  between,  and  all  other  high  ranges  by  one  broken  and  one 
continuous  line,  while  the  subsidiary  divides  are  marked  only  with 
the  fainter  continuous  line. 

3.  That  mineralization  is  an  older  phenomenon  than  mountain 
range  formations,  as  might  naturally  be  expected  if  it  has  any 
connection  with  the  curves  of  magnetic  variation.  For,  where  the 
lines  of  fissuring  are  locally  approximately  parallel  with  the  crest 
of  a  prominent  divide,  the  axis  of  the  belt  is  visibly  flexed.  This 
feature  is  clearly  shown  at  a  number  of  points  upon  the  large  scale 
maps  in  progress  in  the  writer's  office. 

4.  Certain  localities  apparently  promising,  but  outside  of  the 
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belts,  may  be  definitely  abandoned  by  the  prospector;  while  others 
within  their  limits  should  receive  more  carerul  investigation,  even 
though  surface  indications  are  not  attractive.  For,  if  there  are 
definite  and  continuous  lines  of  Assuring  and  mineralization,  these 
,  will  at  places  be  covered  by  rock  or  alluvial  formations  of  recent 
date,  or  capped  by  volcanic  overflows,  and  yet  be  sometimes  acces- 
sible artificially  or  through  deep  erosion.  An  instance  of  this 
latter  condition  is  found  in  parts  of  the  Canon  of  the  Colorado, 
which  cuts  for  over  lOO  miles  through  the  course  of  Belt  6. 

The  writer  hopes  gradually  to  be  able  to  complete  his  more  de- 
tailed maps,  and  to  call  attention  (with  their  aid)  to  certain  peculi- 
arities of  mineralization  or  rather  metallization  in  some  of  the 
Belts,  which  are  at  least  interesting,  and  which  may  have  some 
bearing  on  the  genesis  of  ore  deposits  in  general. 


PHYSICAL  TESTS  OF  NEW  YORK  SHALES.' 
Bv  HEINRICEI  RIES,  Ph.D. 

With  the  great  expansion  in  the  manufacture  of  clay-products 
with  a  vitrified  or  impervious  body,  such  as  paving-brick,  roofing- 
tile,  sewer-pipe,  etc.,  the  producers  of  this  grade  of  wares  have 
naturally  looked  about  for  some  abundant  material  which  would 
give  the  best  and  cheapest  results.  The  requirements  of  such  a 
material  are  that  it  must  burn  to  a  hard,  ftnpervious  body  at  a  mod- 
erate temperature,  and  secondly  that  the  difference  in  temperature 
between  the  point  of  vitrification  and  viscosity  must  be  sufficiently 
great  to  permit  the  clay  being  heated  to  the  one  stage  without 
damage  of  running  into  the  other. 

It  has  been  found  that  shales  frequently  answer  these  require- 
ments better  than  other  clays  and  they  are  consequently  much 
used.  On  account  of  their  high  percentage  of  fusible  impurities 
they  generally  burn  easily  to  a  dense  body,  and  when  ground  and 
mixed  with  water  their  plasticity  is  often  very  strong.  If  the 
ground  shale  happens  to  be  too  lean,  that  is,  lacking  in  plasticity, 
this  can  often  be  easily  remedied  by  the  addition  of  some  plastic 


<Publbhed  b;  permiiMon  of  Prof.  Junet  Mall,  N.  V.  SUM  Gcolegiit. 
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lay  ;  or  again  the  fusibility  may  sometimes  require  lessening  by 
he  addition  of  more  refractory  shale  or  clay,  often  obtainable  from 
he  same  mine.  The  difference  in  temperature  between  vitrifica- 
ion  and  viscosity  will  vary,  being  as  little  as  50°  Fahr.  in  some 
alcareous  shales,  and  300°  Fahr.  in  others.  While  the  nearer  it 
pproaches  200°  Fahr.  the  better  it  is,*  still  many  good  vitrified 
irares  are  made  from  clays  in  which  the  difference  between  vitrifi- 
ation  and  viscosity  is  only  100°  Fahr. 

SUMMAKY    OF    PHYSICAL  TeSTS. 
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In  the  southern  half  of  New  York  State  are  great  beds  of  shale 
if  Hamilton  and  Chemung  age.  These  beds  extend  from  the 
Hudson  River  westward  to  Lake  Erie,  and  the  northern  boundary 
if  the  area  underlain  by  them  follows  closely  a  line  connecting  Al- 
lany  and  Buffalo.  The  Hamilton  shales  and  interbedded  sand- 
tones  fonn  a  belt  averaging  about  14  miles  in  width  just  south  of 
his  line,  and  the  Chemung  shales  extend  from  the  southern 
loundary  of  the  Hamilton  half  way  to  the  southern  edge  of  the 
>tate.  In  the  central  and  westward  portion  of  the  area  they  are 
specially  argillaceous,  but  towards  the  east  the  shales  are  fre- 
luently  quite  siliceous. 

At  present  these  Devonian  shales  are  utilized  at  Angola,  Jewett- 
'ille,  Hornellsville,  Alfred  Centre,  Corning  and  Cairo ;  the  products 
Tiade  from  them,  including  paving-brick,  sewer-pipe,  roofing-tile, 
:erra  cotta,  dry-pressed  brick  and  drain-tile. 


•Wheeler  clainu  i1 
lianapolii,  1895. 


«  le*t  than  aooOFahr,  Vitrified  Paving.Brick,  In. 


DiglizedbyGoOglc 


194  THE  QUARTERLY. 

Recognizing  the  probable  extensive  use  of  these  shales  in  the 
future,  Prof.  James  Hall  had  the  writer  make  a  scries  of  physical 
tests  of  these  shales  from  several  of  the  localities,  and  the  results 
of  these  tests  are  given  in  tabulated  form  above.  In  the  case  of 
the  shale  from  Cairo  the  material  is  so  siliceous  that  when  used  by 
itself  it  is  of  little  value,  but  the  addition  of  plastic  clay  makes  a 
very  pasty  mixture,  as  shown  by  the  fair  tensile  strength  which  the 
air-dried  briquettes  exhibit. 


THE  FAN  PUMP. 

A  SPECIAL  INSTANCE  OF  ITS  USE  FOR  MILL  WATER  SUPPLY. 
Bv  F.  C.  HOOPER,  Met.  E. 

While  making  some  expenments  in  concentration  of  ores  in 
1893  there  was  added  to  the  questions  already  in  hand  that  of  in- 
creasing the  water  supply  during  the  dry  months  of  July  and 
August,  when  the  operations  were  approaching  a  commercial 
basis. 

Up  to  this  time  the  supply  had  been  obtained  from  a  stream  a 
short  distance  from  the  mill  and  one  hundred  feet  above  its  roof. 
Other  than  this  the  only  available  supply  was  a  swamp,  two  hun- 
dred feet  distant  and  twenty-five  feet  betow  the  required  water 
level  in  the  mill.  A  short  dam  was  built  at  a  convenient  point  to 
confine  the  water  and  form  a  basin  to  settle  the  slime  and  sand  so 
that  the  water  could  be  used  again  and  again.  Although  the  opera- 
tions were  getting  beyond  an  experimental  stage,  it  was  necessary 
to  save  all  possible  expense  until  all  stages  were  successfuly  solved. 
Therefore,  at  this  point  it  was,  first,  a  question  of  selecting  the 
cheapest,  and  next,  the  best  method  of  pumping  the  water. 

Engineers  of  all  kinds  are  frequently  confronted  with  the  "  total 
depravity  of  inanimate  things,"  but  to  such  difficulties  the  mining 
engineer  seems  to  be  specially  exposed.  Remoteness  from  a  dis- 
tributing  center  implies  not  only  high  transportation  charges,  but 
also  a  lapse  of  several  weeks  from  the  time  of  ordering  to  the  re. 
ceipt  of  supplies.  A  large  assortment  of  supplies  kept  in  stock 
will  obviate  a  shut  down,  but  there  are  times  when  it  seems  that 
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nothing  short  of  perpetual  motion  would  keep  the  plant  in  opera- 
tioo  until  a  new  part  for  some  vital  point  could  be  secured.  If 
the  engineer  is  not  naturally  ingenious  his  bump  indicating  that 
faculty  will  be  much  enlai^ed  after  a  few  years  of  Western  mill 
practice. 

In  the  present  case  the  use  of  a  steam  pump  would  have  proved 
a  good  sohition  of  the  difficulty,  but  its  cost  was  too  great.  Sev- 
eral other  plans  were  considered,  the  following  being  finally 
adopted.    A  discarded  four-inch  dischat^e  fan  pump  was  placed 


■«£--i 


in  a  lai^e  water-tight  box,  the  latter  being  set  in  the  swamp,  two 
hundred  feet  from  the  mill,  and  low  enough  to  be  self-priming,  to 
save  the  cost  of  foot  valves  and  priming  extras.  To  drive  the 
pump,  a  counter  shaft  driven  by  a  rope  drive  from  main  line  of 
shafting  in  the  mill  was  placed  on  a  framework  built  over  the 
pump.  For  a  transmission  cable  several  lengths  of  old  inch  anda 
quarter  manilla  guy  rope  were  spliced  together.  The  rope  was 
smeared  with  hot  tallow  and  graphite  to  protect  it  from  the 
weather,  and  to  furnish  lubrication  for  passing  around  the  pulleys. 
The  pump  house  was  made  of  hewn  timber,  and  the  rope  pulleys 
of  i"  boards.  Hence  the  only  new  material  required  to  secure  a 
four-inch  stream  of  water  was  the  pipe,  which  would  have  been 
equally  necessary  in  any  other  solution  of  the  problem. 
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During  the  development  of  the  plant  later  on  the  above  plan  was 
carried  out  with  more  care,  and  the  final  arrangement  is  shown  in 
Fig.  I. 

As  first  constructed,  the  lack  of  convenient  way  to  take  up  the 
stretch  in  the  transmission  rope  was  the  main  drawback.  This 
could  only  be  done  by  taking  out  the  old  splices,  shortening  the 
rope  and  making  new  splices,  a  procedure  both  inconvenient  and 
hard  on  the  rope. 

In  Fig.  2  are  shown  the  fixed  pulleys,  \A\  and  \B\,  and  the 
transmission  rope. 


d 


B 


r/G  z. 

As  the  life  of  the  rope  bears  an  inverse  ratio  to  the  number  of 
pulleys  around  which  it  travels,  the  system  indicated  would  be  a 
good  one  were  it  not  for  the  stretch  of  the  rope.  To  overcome 
the  latter  difficulty,  the  method  shown  in  Fig.  3  is  often  employed. 


\A\,  \B\,  \C\  and  \p\  are  pulleys  on  fixed  shaas.  [^  is  a 
movable  pulley  to  which  a  weight  [  W\  is  attached  to  keep  a  uni- 
form tension  on  the  rope.  The  wear  of  a  transmission  rope  i»  not 
due  to  the  longitudinal  pull,  but  principally  to  the  slip  and  friction 
of  the  fibers  upon  one  another  when  bending  around  a  pulley. 
Hence,  as  stated  above,  the  greater  the  number  of  bends,  the 
greater  the  wear  of  the  rope. 

To  avoid  this  extra  wear  the  arrangement  shown  in  Fig  2  was 
adopted ,  except  that  the  shaft  carrying  pulley  \E\  was  made  mov- 
able. 
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In  Fig.  I  the  movable  rope  pulley  is  shown  on  the  countershaft 
above  the  pump,  with  the  wooden  pulley  for  driving  it.  The  8x8 
timbers,  which  support  the  countershaft,  are  slotted  to  allow  a 
longitudinal  movement  of  the  bolts  holding  the  shaft  bear- 
ings. This  permits  the  pulleys  to  occupy  any  position  from 
the  extreme  left  to  the  extreme  right,  as  indicated  by 
the  dotted  lines  in  Fig.  i.  When  a  new  rope  is  put  on  the  shaft 
and  pulleys  are  moved  to  the  'extreme  left  the  rope  will  then 
have  its  minimum  length.  To  take  up  the  stretch  of  the  rope 
which  becomes  necessary  about  every  six  or  eight  weeks,  the  loose 
ends  of  two  chains  which  are  fixed  to  roller  [/4]  are  passed  over 
roller  [5]  and  attached  to  each  end  of  the  countershaft.  The 
nuts  of  the  bolts  holding  the  shaft  bearings  are  then  loosened,  and 
the  slack  rope  taken  up  by  winding  up  the  chain  on  roller  [A]  by 
means  of  the  movable  levers.  A  new  splice  in  the  rope  is  neces- 
sary only  when  the  rope  becomes  slack  and  the  pulleys  are  at  the 
extreme  right. 

It  requires  no  argument  io  prove  that  a  pump  driven  directly 
from  a  main  line  of  shafting  is  more  economical  than  a  steam 
pump.  The  expense  for  renewal  of  worn  parts  is  small  and  con- 
fined almost  entirely  to  the  transmission  rope.  The  pump  is  still 
doing  services  and  its  use  gives  increased  satisfaction. 


THE  CONDITION  IN  WHICH   ZINC  EXISTS  IN  SLAG. 

Bv  MALVERN  WELLS  ILES, 

In  a  valuable  article  written  by  Dr.  F.  L.  Bartlett,  entitled  "  The 
treatment  of  zinc-lead  sulphide  ores  "  for  the  Mineral  Industry  for 
1896,  we  find  on  p.  629  this  somewhat  startling  statement  : 

"  The  writer's  experience  in  smelting  zincy  ores  does  not  agree 
with  that  of  some  other  metallui^ists  in  regard  to  the  form  in 
which  zinc  enters  the  slag ;  he  finds  that  zinc  is  simply  absorbed  as 
oxide,  that  it  does  not  form  any  special  combination,  and  does  not 
to  any  extent  replace  basic  elements.  Silicate  of  zinc  is  not  formed, 
but  oxide  of  zinc  may  be  absorbed  to  a  large  extent,  often  to  20  or 
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25  per  cent.,  especially  in  basic  irony  slags,  while  with  acid  slags 
the  zinc  diminishes  in  direct  ratio  to  the  silica  percentage." 

The  statements  that  "  zinc  is  simply  absorbed  as  oxide  "  in  slags, 
and  that "  si/icate  of  zinc  is  ttot  formed,"  are  not  only  quite  startling, 
but  we  believe  wholly  at  variance  with  the  well  recognized  laws  of 
chemistry.  We  have  every  reason  to  believe  that  when  silicic 
acid  is  heated  up  to  a  high  temperature  with  metallic  oxides,  a  chem- 
ical union  would  result  and  that  silicates  would  be  formed. 

A  few  chemical  analyses  taken  at  random  is  not  deemed  suffi- 
cient to  either  prove  or  disprove  a  law  of  chemical  metallurgy. 

Dr.  Bartlett's  experience  in  the  treatment  and  handling  of  zinc 
ores  has  been  quite  extensive,  yet  a  statement  without  proof  is  not 
deemed  sufficient  in  scientific  literature. 

In  the  absence  of  any  proof  or  accurate  literature  bearing  upon 
the  subject  of  the  condition  in  which  zinc  exists  in  slags,  we 
instituted  a  series  of  experiments  at  the  laboratoiy  of  The  Globe 
Smelter,  proving  most  conclusively  that  oxide  of  zinc  is  not  merely 
absorbed  as  an  oxide  in  slags  and  that  silicate  of  zinc  is  formed. 
By  a  very  careful  study  of  the  tables  it  will  also  be  seen  that  oxide 
of  zinc  does  not  play  the  role  of  an  acid  to  form  a  zinc  spinel. 

It  gives  the  writer  great  pleasure  to  recognize  the  assistance 
given  in  this  study  by  Mr.  Stuart  Croasdale,  who  has  carefully 
prepared  the  following  highly  interesting  and  valuable  tables  : 

SOLUBILITV  OF  ChILLED  SiAG  IN  DlLUTE  SULPHURIC  AciD. 

The  slag  was  crushed  to  30  mesh.,  10  gms.  were  treated  with 
300  cc.  cold,  dilute  sulphuric  acid  and  allowed  to  stand  25  hours. 
The  residue  was  then  filtered  off,  washed  four  times  with  cold 
water,  dried  and  weighed.     The  analysis  is  as  follows : 


Wdahi      Sticanh  ' 

■ftci-       I      of      I  SiO,  I    F«    .  Hn  :  Zn  I  SO,     C>0    BaO  Al 


Originali       _  _       I     _      31.0  «.a   1.07.0  I   —     17.1,2.6    so'ij 

1  ,  10 gms.    8.70gau.      i    %   31.4   18.6  0,716.1      3.0   16.6   1.8    4.0     i.J 

2  10  "    7,97  •'  ■  2.5%  29.4, 15.4 ;o.5  6.0   8.3  15.8  1.9  3.3   1.4 

3  10  "      7,02  "    I    s.0%  23,6     7.8  0.1  , 4.4  1 21.9  17.7  2.7  . 1.3  I  0.5 

4  10    "       ,7.04    "      I  10.0%,J0,lj     3.0    0,0     2.1     35.4,  18.1  ■  1,5     0.4    I   0-2 

The  above  experiments  were  repeated  with  slag  crushed  to  icxJ 
mesh,  and  the  following  resuhs  were  obtained : 
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Wcigbl 

6. 74  pus 
S.8I    " 
3.89   " 
3- 83   " 

^o^^S.O.      F.      «.:Z„      SO..O.OB.OA,O.M^ 

—  33.6  "8.6  a.8  5-4  — '14.1  a.7  6.7  4-8 
1   %  3S,o  16.6,2.1    5-0     i-o  14-3  z-6    6-7  ,  3-9 

3^%  3^-4  9-8  0.8  3.9  8.9  H.2  3.6  4-1  26 
5   %  as.8    3.8  o,«,2.s    K>.o  ■  14.7  ■  4-8    1.4  i  I-o 

10   %   18,4      1-8  0,0    I.Z118.6   17.8:4.8    0.1      0.4 

While  it  is  firmly  believed  that  zinc  exists  in  slags  chiefly  as  a 
silicate,  which  we  think  is  proven  by  the  above  tables,  yet  we  know 
that  all  slags  formed  by  argentiferous  lead  smelting  have  mechan- 
ically difTused  small  particles,  or  prills  of  matte,  and  that  this  matte 
will  invariably  contain  zinc  in  the  form  of  a  sulphide. 

Now,  aside  from  the  presence  of  silicate  of  zinc,  and  the  sulphide 
of  zinc  existing  in  the  matte;  we  are  prepared  to  state  that  in- 
variably, there  will  be  found  some  sulphide  of  zinc  mechanically 
diHitsed  throughout  the  slag;  this  latter  statement  we  have  posi- 
tively demonstrated  by  blowing  compressed  air  through  the  molten 
slag  and  producing  dense  white  fumes  which  have  been  caught  and 
accurately  analyzed,  giving  the  following  results 

16.1  %  SO, 

6.9  %  TotjU  Sulphur 

7.9  %  Zinc 

Trace  Copper 

2.5  ounces  silver  per  ton 

62.6  fe  Pb  (Fire  Assay) 

64.0  %'Pb  (wet  determination). 

It  is  believed  the  chemical  elements  of  the  fume  arising  from 
Bessemerizing  zinc  and  lead  slags  are  in  combination  as  follows  : 

1.51  %  ZnS. 

8.58  %  ZnO. 
60.94  fe  PbSO^. 
24.07  %  PbO. 
9510 

The  glance,  or  undetermined  (4-90%),  is  believed  to  be  potash, 
soda,  arsenic,  antimony,  tellurium  and  possibly  many  other  ele- 
ments in  variable  forms  of  combination.     In  this  connection  it  is 
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very  interesting  to  note  that  in  all  of  the  many  experiments  we 
made  the  slag  fume  invariably  showed  distinct  traces  of  gold. 
In  performing  the  slag  bessemerizing  experiments  we  used  com- 
pressed air  at  a  pressure  of  80  pounds  and  a  suitable  exhaust  fan. 
The  fumes  were  strained  through  both  muslin  and  woolen  cloth. 

Dbkveb,  November  17,  1S97. 


POWER  CONSUMPTION  ON  THE  LENOX  AVENUE 
CONDUIT  ELECTRIC  ROAD,  NEW  YORK  CITY. 

G.  F.  SEVER,  IssTHUCToii,  Elec.  Enc.  Dept. 

It  was  announced  in  June,  1S94,  that  the  Metropolitan  Traction 
Company,  of  New  York  City,  would  build  an  open  slot  electric 
railway  conduit  on  one  of  the  uptown  avenues,  in  order  to  give 
the  system  a  practical  test. 

In  the  spring  of  1895  this  conduit  road  had  been  completed 
and  was  put  into  operation,  the  line  extending  from  146  Street 
and  Lenox  Avenue  to  116  Street,  along  this  street  westward  to 
Manhattan  Avenue,  south  on  this  avenue  to  109th  Street,  passing 
through  lyhich,  connection  was  made  with  the  cable  road  on  Co- 
lumbus Avenue,  the  total  distance  being  about  2.36  miles.  The 
construction  of  the  roadbed  of  this  line  was  such,  that  in  case  the 
electric  installation  proved  to  be  so  faulty  as  to  call  for  its  removal, 
the  cable  sheaves  and  necessary  equipment  could  easily  be  put 
into  the  same  conduit.  For  this  reason  the  cost  of  construction 
was  considerably  more  than  would  have  been  the  case  If  it  had 
been  built  simply  for  electric  operation.  From  the  cuts,  it  is  ap- 
parent how  simple  the  method  of  construction  is,  the  two  con- 
ductor rails  being  supported  in  place,  inside  the  conduit,  by  two 
insulated  hangers  bolted  to  the  bottom  of  the  slot  rail.  These  in- 
sulators are  placed  15  feet  apart,  lengthways  of  the  line,  and  are 
so  placed  at  right  angles  to  this,  as  to  bring  the  two  conductor 
rails  6"  apart.  The  slot  rails  have  a  lip  which  prevents  the  sur- 
face water  from  dropping  upon  the  conductor  rails  and  causing 
trouble  from  leakage  and  short  circuits. 

The  plow,  suspended  from  a  carrier  on  the  truck  frame  of  the 
car,  passes  through  the  slot  and  carries  on  its  lower  end  two  cast- 
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iron  blocks,  which  are  pressed  against  the  conductor  rails  by  flex- 
ible copper  springs.  Flat  copper  strips  passing  from  the  car 
through  the  plow,  connect  with  these  copper  springs  and  iron 
blocks,  forming  the  means  for  the  current  to  pass  to  the  controlling 
apparatus  of  the  motors. 

As  the  successful  operation  of  such  a  road  as  this  depends  abso- 
lutely upon  the  effectiveness  of  the  drainage  of  the  conduit,  great 
pains  have  been  taken  to  make  the  connections  from  the  conduit  to 
the  sewers  large  and  sufRciently  numerous  to  take  care  of  extraor. 
dinary  amounts  of  surface  water  due  to  storms  or  melting  snow. 

In  figure  i  is  shown  the  cross  section  of  the  conduit  as  laid  down 
on  I-enox  Avenue,  the  cut  illustrating  very  clearly  the  relative 
position  of  the  conductor  rails  and  insulators. 


'  -SECTrON   OF  CONDUIT— INSUUTOR   SU8PEMSI0N, 
Fig.  I. 


A  difTerence  of  potential  of  300  volts  was  maintained  between 
the  conductor  rails  when  the  road  was  first  operated,  as  it  was  de- 
sired to  gradually  work  up  to  a  higher  voltage  at  some  later  time 
if  conditions  so  warranted.  This  pressure  would  also  be  sufficient 
to  develop  any  serious  faults  in  the  insulation  of  the  line  and  would 
not  be  quite  so  dangerous  while  making  tests  and  experiments  on 
the  line.  Since  the  successful  operation  of  the  road  this  pressure 
has  been  raised  to  that  commonly  employed  upon  the  overhead 
trolley  roads,  that  is,  SOO  volts.  The  operation  of  the  road  under 
these  conditions  has  been  entirely  satisfactory  both  as  to  absence 
of  trouble  from  leakage  and  to  economy  in  the  use  of  power.    As 
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a  demonstration  of  this  latter  statement,  there  is  given  a  compari* 
son  between  a  series  of  tests  made  in  February,  1896,  when  the 
road  was  operated  at  300  volts,  and  a  series  made  in  the  month  of 
May,  1897,  when  the  pressure  had  been  raised  to  500  volts. 


*smime^.gsmaer^ 


In  figure  2  Is  shown  the  manner  of  constructing  the  plow,  this 
cut  illustrating  the  method  of  leading  the  conducting  wires  from 
the  car  to  the  cast-iron  shoes.  Figure  3  illustrates  the  insulator  as 
now  employed  on  the  most  recent  work,  also  showing  the  manner 
of  supporting  it  from  the  slot  rail.     The  conductor  rail,  instead  of 
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Fio.  3. 

being  a  channel  iron,  is  now  made  in  the  section  of  a  T,  the  lips  on 
the  head  of  the  section  preventing  the  bending  of  the  rail  as  the 
shoe  passes  over  it.  Figures  4  and  S  illustrate  the  cross  sections 
of  the  roadbed  at  different  places  on  the  line,  figure  4  showing  the 
construction  between  manholes,  while  figure  5  shows  the  construc- 
tion at  a  lai^e  manhole. 


It  is  on  account  of  the  highly  successful  operation  of  this  short 
experimental  piece  of  line  that  the  company  operating  it  decided 
to  equip  many  of  their  other  lines  with  this  form  of  motive  power. 

The  object  of  the  first  series  of  tests  was  to  ascertain  the  current 
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and  power  consumption  under  the  then  existing  conditions,  the 
pressure  being  at  that  time  about  330  volts.  The  object  in  mak* 
ing  the  second  series  was  to  ascertain  the  probable  decrease  in 
current  and  power  consumption  due  to  the  increase  in  pressure, 
this  having  been  raised  to  about  500  volts.  These  tests  were  made 
in  the  usual  manner,  a  Boyer  speed  recorder  being  connected  to 
the  axle  of  the  car,  while  a  Thomson  recording  watt-meter  was  so 
connected  as  to  measure  the  total  watt  hours  used.  Besides  the 
watt-meter,  an  ammeter  and  a  volt-meter  were  placed  in  the  cir- 
cuit and  readings  were  taken  from  these  to  serve  as  a  check  upon 
the  watt-meter.  Readings  on  tlie  volt  and  ammeter  were  taken 
every  five  seconds,  while  readings  on  the  watt-meter  were  taken 
every  three  minutes,  so  that  if  anything  interrupted  the  run,  the 
record  up  to  that  point  could  be  utilized  for  the  working  up  of  the 
results.  A  record  of  the  number  of  passengers  was  also  kept  dur- 
ing the  second  set  of  tests.  The  weather  conditions  during  the 
two  sets  of  tests  were  not  precisely  the  same,  but  this  fact  would 
not  operate  to  change  the  results  very  materially.  A  light  snow 
prevailed  during  the  first  set,  while  clear  weather  existed  during 
the  second. 

The  car  employed  was  of  the  ordinary  closed  center-aisle  type  ; 
32'-4"  over  all ;  platforms  S -10"  ;  Peckham  trucks ;  30"  wheels: 
8'  wheel-base ;  4'-8  J"  gauge ;  and  an  equipment  of  two  GE.  800 
motors ;  two  "  K2  "  series  parallel  controllers  (with  their  last  point 
cut  out). 

During  the  second  series  of  tests,  runs  were  made  to  Lexington 
Avenue,  but  these  have  been  collected  by  themselves  and  are  not 
placed  in  comparison  with  the  tests  made  on  the  Columbus  Avenue 
line.  This  has  been  done,  as  the  Lexington  Avenue  line  was  not 
in  operation  when  the  first  series  was  made. 

The  results  of  the  first  series  are  as  follows : 

ATerase  voltage S'JT        Miximnm  voltoee 410 

Avenge  cunent 31.8        Maximum  catrent 140 

Avenge  watt-hours  per  car  mile , 1333 

The  results  of  the  second  series  are  as  follows: 

Average  voItag« 475' i         Mttximain  voltage 540- 

Avenge  nnent 19.1         Maximum  current ISO 

Avenge  watt.honn  per  car  mile  (lii  complete  rniu) 848 

Avenge  watt-hoan  per  car  mile  from  italioD  to  Columbni  Avenue  .    .    ,  944 
Avenge  walt-boun  per  car  mile  from  Colnmbna  Avenue  lo  station  .    .    .  751- 
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In  comparing  these  two  sets  of  results,  there  is  seen  to  be  a  de- 
crease in  current  consumption  of  12,6  amperes  per  car,  while  the 
difference  in  power  consumption  is  385  watt-hours  per  car  mile 
The  power  consumption  in  running  from  the  station  to  Columbus 
Avenue  is  considerably  more  than  when  running  in  the  opposite 
direction,  for  the  reason  that  the  grades  are  almost  exclusively 
against  the  cars  while  running  to  Columbus  Avenue.  This  aver- 
age difference  is  192  watt-hours  per  car  mile. 

The  reproductions  of  the  details  of  one  run  (figures  6  and  7,)  rep- 
resent the  variation  in  the  potential,  current  and  watt-hours;  the 
changes  in  grade  and  the  location  of  the  curves  are  also  shown. 

The  results  of  thesecond  series  of  tests  were  obtained  as  part  of 
the  graduating  thesis  of  F.  G.  Haldy  and  G.  W.  Magalhaes,  students 
in  the  Electrical  Engineering  Department  of  the  University. 


DiglizedbyGoOglc 


ABSTRACTS. 
ABSTRACTS. 


ANALYTICAL  CHEMISTRY. 
By  ELWYN  WALLEK,  Ph.D. 

J'ttoisa  or  Soda  purified  by  altohol.  Mumunn  (Zts.  Anal.  Chem. 
XXXVI.  379).  These  reagents  often  contain  Cu,  Pb  or  Fein  minute 
unounts,  which  interfere  in  close  determinations  of  Ni,  and  some  other 
operations  It  is  recomnicnded  to  purify  the  lye  by  cautious  addition  of 
a  little  HjS  water,  and  filtering.  The  excess  of  H,S  may  be  removed  by 
adding  a  little  more  of  the  lye,  or  by  addition  of  H2OJ  solution. 

PercarhontUes  a  new  class  of  oxidizing  substances.  Constam  and  V, 
Haussen  (through  C.  N,  LXXVI,  170).  When  a  concentrated  solution 
of  KjCOj  is  electiolyied  and  the  temperature  gradually  reduced  at  io°C 
no  O  isevDlved,andthe  substance  afforded  is  KgC^O,  a  bluish  amorphous 
powder,  apparently  K^Og.aCO^.  The  substance  is  quite  hygroscopic, 
and  with  water  evolves  H  at  ordinary  temperatures.  In  contact  with  oxi- 
dizablc  matters  it  manifests  oxidizing  powers,  also  with  MnO,  the  reac- 
tion is : 

MnO,  +K  jCjOg  =  MnCO,  +  KjCO,  +  Oj. 

Purt  Hydrofluoric  acU  in  small  amounts  (Alien  Analyst.  XXI.  87) 
may  be  obtained  by  charging  HFl  with  HjSO^  into  a  large  Pt  crucible, 
setting  inside  of  it  a  smaller  crucible,  covering  both  with  a  round 
bottomed  Pt  capsule,  and  heating  gently.  The  pure  HF  condensed  on 
the  curved  bottom  of  the  capsule  drips  into  the  smaller  crucible.  If 
desired,  the  mineral  to  be  attacked  may  be  placed  in  the  smaller  crucible 
at  the  start. 

Mofyhdalt  reagent.  Meill6re  (J.  Pharm.  et  de  Chim  [6]  III.  61). 
The  ingredients  recommended  are  30occ.  of  a  15  per  cent,  solution  of 
CNH^)jMoO„  with  aocc.  of  diluted  HJSO4  (i:  i)  and  30CC.  HNO,. 
This  solution  keeps  indefinitely,  and  does  not  deposit  MoO,  even  on 
Iwiling.  In  using  as  precipitant  for  FjOg  it  is  necessary  to  start  the  ac- 
tion by  warming.  As^Og  requires  longer  warming.  In  the  subsequent 
Itfg  precipitation  the  co- precipitation  of  MoOg  may  be  prevented  by  add- 
ing  a  little  (NH4),CaHjOj. 

Ammonium  Citrate  soiution,  de  Roode  (J.  Amer.  Chem.  Soc.  XVII. 
47).  The  addition  of  ig  m.  of  salicylic  acid  to  5  litres  of  the  solution  care 
fully  neutralized  for  phosphate  examinations,  etc.,  is  sufUcient  to  preserv- 
the  solution  perfectly  neutral  for  an  unlimited  time. 

Preteroalion  of  titrated  permanganate  solutions.  Meinecke  and 
Schroder  (Zts.  f.  off  Chem.  III.  5).  A  layer  of  vaseline  oil  protects  from 
evaporation.  The  action  of  the  permanganate  thereon  is  almost  inap- 
preciable after  a  long  time.  It  is  superior  to  petroleum  ether.  Vaseline 
oil  is  also  serviceable  in  the  preservation  of  standard  solutions  of  KCyt 
and' of  Na^SjO,  solutions,  etc. 

Barium  Thiesulphate  for  Standardizing.  Mutnianski  (Fres.  Zts. 
VOL.  XIX.— 14. 
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Anal,  Chem.  XXXVI,  aio).  The  author  mentioos  as  his  ovn  discovery, 
the  making  and  use  of  this  salt  for  icxlometry  and  iodometric  alkalimetry, 
etc.  The  method  is  essentially  that  of  Plimpton  and  Charley  (vide 
Quarterly,  XVI.  387)  except  that  he  purifies  the  crystals  by  a  final 
washing  with  95  per  cent,  alcohol.  Shaking  the  pulverised  BaSjO,  for 
15  minutes  with  water  at  i7.°5C.  and  following  aiTords  a  hundredth  nor- 
mal solution,  by  which  weighing  is  made  unnecessary. 

Pure  Oxalic  Add  for  Standardittng.  Rtechelmann  (Pharm.  Centrh. 
XXXVII.  164)  recommends  to  fill  an  extraction  thimble  with  fairly 
pure  HjCjO^.aHjO,  to  msert  in  a  Soxhiet,  and  extract  with  ether.  A 
very  pure  acid  is  obtained  after  driving  the  ether  from  the  flask,  which 
must  be  dissolved  in  water,  and  crystallized  out. 

Standardizing  Alkalimtlric  Solutions.  Worm.  (Pharm.  Zts.  f.  Russ- 
land  XXX.  613)  finds  that  oxalic  acid,  borax  or  soda  may  be  used. 
Borax  he  regards  as  the  best.  H^CjO^.sHjO  requires  careful  recrystal- 
lization  from  pure  water,  Na^COg  must  be  dried  thoroughly  at  150°  C. 
not  ignited. 

Siandarditing  Alkalimelrtc  Solutions.  Sorensen  (Fres.  Zts.  Anal. 
Chem.  XXXVI.  639).  Pure  NajCO,  cannot  be  readily  obtained. 
Either  it  contains  moisture,  or  if  ignited,  a  minute  amount  of  NaOH 
forms.  Tne  same  is  true  of  NaHCOg.  Pure  crystallized  oxalic  acid  ef- 
floresces a  little,  even  at  3o°C.  The  author  proposes  the  use  of  pure 
Na2Cg04.  The  commercial  article  dissolved  in  water  (i  part  is  soluble 
in  32  parts  H^O  at  15°,  but  in  about  16  parts  of  boiling  H^O)  neutra- 
lized with  a  faint  excess  of  NaOH,  allowed  to  stand  to  settle  out  insol- 
uble impurities,  the  solution  filtered,  and  evaporated  to  one-tenth  its 
bulk,  then  cooled  to  crystallize  out,  and  recrystallization  repeated  until  it 
is  absoluiely  free  from  NajSO^  and  NaCl.  The  more  soluble  KjCjO^  is 
also  eliminated  by  this  process,  especially  if  the  crystals  are  each  time 
washed  with  cold  water.  Crystallized  in  this  manner  it  may  decrepitate 
on  ignition,  but  if  the  hot  aqueous  solution  of  the  purified  salt  is  filtered 
into  alcohol,  a  rather  voluminous  crop  of  crystals  is  obtained  which  after 
washing  and  drying  at  125  to  150°  will  not  decrepitate.  For  use  weigh 
out  the  desired  amount,  ignite  gently  to  NajCO,,  dissolve  and  use  for 
standardizing.     The  dried  salt  is  anhydrous  and  nut  hygroscopic. 

Alkaline  carbonates  Qualitative  tests,  Leys.  (J.  Pharm.  Chim.  [6]  VI. 
No.  10).  Addition  of  MgSO^  solution  or  of  a  soluble  Mg  salt  to  solution 
of  neutral  alkaline  carbonate  gives  a  white  precipatate,  but  none  with  alka- 
line bicarbonate.  When  neutral  carbonate  is  mixed  with  bicarbonate  or 
with  borax  the  reaction  is  different.  32  parts  of  bicarbonate  with  up  to 
68  parts  of  neutral  carbonate  give  no  precipitate ;  the  same  is  the  case 
with  40  parts  of  borax  and  up  to  60  of  neutral  carbonate,  CaSOj  with 
neutral  carbonate  in  very  small  amounts  gives  an  immediate  precipitate ; 
with  bicarbonate  the  precipitate  forms  very  slowly,  with  borax  still  more 
slowly,  practically  none.  The  reactions  are  the  same  in  case  of  mixtures 
and  therefore  by  this  means  the  presence  of  neutral  carbonate  can  be  de- 
tected in  presence  of  hicarbonates  or  of  borax. 

Defecting  Potassium,  Pauly,  Pharm.  Centrh.  (new  scr.  VIII,  187). 
The  reaction  described  by  Carnot  and  Campari  has  been  modified  thus  : 
To  a  few  drops  of  NtjSjOg  solution  add  an  equal  bulk  of  Bi  solution,  then 
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about  I  cc.  of  HjO,  and  then  lo  to  15  cc.  of  absdule  alcohol.  If  then 
a  separation  of  Na^SjOg  occurs,  vhich  gives  a  turbidity  not  removable 
by  shaking,  add  water  drop  by  drop  until  it  becomes  clear.  Then  addi- 
tion of  the  solution  to  be  tested  drop  by  drop,  atfords  a  Roe  yellow  pre- 
cipitate of  KBi  (3,0, )4  if  K  ia  present.  The  reaction  did  not  seem  to 
be  adapted  for  quantitative  estimations  as  suggested  by  Camot. 

Patassiumdetermination,yLa.ytx.  (Zts.  and  Chcm.  XXXVI.  159.)  The 
Schweitzei^Ijjngwitz  method  involves  the  use  of  an  HCl  solution  of 
BaCjOf.  The  modification  proposed  is  as  follows:  Add  water  to  30  gms. 
of  the  substance  (fertilizer,  etc),  boil  30  minutes,  malce  up  to  500  cc.  and 
filter.  To  50  cc.  of  the  solution  add  normal  BaCI,  until  it  ceases  to  give 
a  precipitate.  Then  add  an  equivalent  amount  of  normal  H^CjO^  solu- 
tion, boil  30  minutes,  render  alkaline  with  ammonia,  make  up  to  100  cc. 
and  let  settle.  Then  filter  and  take  50  cc.  of  the  filtrate,  evaporate  and 
drive  out  NH^  salts  by  igniting  at  as  low  a  temperature  as  possible. 
Dissolve  in  water,  filter,  add  10  cc,  PtCJ^  solution  and  evaporate  nearly  to 
dryness;  after  cooling  add  alcohol,  stir  for  some  time  and  then  let  stand 
and  filter.     Dry  at  130°  C  and  weigh. 

Anafyses  of  Iron  and  Steel,  C.  B.  Dudley  (J.  Am.  Chem.  Soc.  XIX ) 

The  Ford- Williams  method  for  Mn  is  satisfactory,  when  the  Mn  present 
is  not  over  0.75  per  cent.  Above  that  figure  the  results  seem  to  be  low, 
possibly  because  the  chlorate  precipitate  is  not  absolutely  all  MnO,. 

For  Si  the  Drown  method,  for  accurate  results,  needs  constant  stirring 
and  prompt  filtration,  since  on  standing  a  little  of  the  SiO,  reverts  to  a 
soluble  form. 

For  S  there  are  still  improvements  desired  which  will  give  accuracy  as 
well  as  speed.  The  uncertainty  of  the  evolution  methods  with  some  irons 
and  the  retention  of  S  in  the  graphitic  residue,  as  shown  by  investigations 
of  other  chemists,  are  of  serious  importance. 

Determittatien  of  Iron  and  Alumina  in  Phosphate.  Blattner  and 
Brasseur  (Bull.  Soc.  Chim.  [3]  XVIII.  No,  t5).  After  an  examination 
<if  several  methods,  the  conclusions  are : 

1.  The  acetic  acid  method  should  be  rejected. 

2.  Glaser'fi  alcohol  method  gives  fair  results  if  Mn  is  absent. 

3.  Lasoe's  caustic  soda  method  (vide  Quarterly  XVII.  312)  is  *ery 
accurate  when  all  the  details  described  by  the  author  arc  closely  followed. 

4.  Gruber's  method  (an  abridgement  of  Lasne's)  gives  inexact  results. 

5.  Cladding's  method  (vide  Quarterly  XVIII.  40)  in  which  KOH 
is  used  instead  of  NaOH  as  in  Lasne's  contains  some  modifications, 
which  are  liable  to  become  sources  of  error. 

6.  The  method  of  direct  precipitation  affords  variable  results  and  prac- 
tically  insuperable  difficulties  of  manipulation. 

Separation  of  Aluminum  and  Beryllium.  Havens  (Am.  J.  Sci.  [4] 
IV.,  Aug.,  1897),  A  method  for  the  separation  of  AI,Og  and  Fc,0. 
when  converted  into  chlorides,  based  on  the  insolubility  of  AIClg,6H,0 
in  a  mixture  of  HCl  and  ether  when  saturated  with  dry  HCl  gas  has  been 
described  (Quarterly  XVIII.  170).  By  treating  the  mixed  chlorides 
of  Al  and  Be  in  the  same  manner,  the  separation  from  BeO  was  found  to 
work  equally  well. 

Volumetric  for  Zinc  by  Ferrocyanide .  De  Koninck  and  Prost  (Ch. 
News  LXXVI.  6,  15,  29,  38,  51).     Even  in  presence  of  an  excess  of  Zn 
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the  precipitate  consistschiellyof  KjZD,FejCy,,,  andnot  ctf  ZnjFeC)',- 
The  fiiBt  compound  is  gelatinous,  and  reacts  with  UO  salts.  After  a  little- 
time,  or  more  rapidly  wheo  heated,  the  precipitate  ssumes  a  form  in 
which  it  no  kffigcr  gives  that  reaction.  It  has,  therefore,  been  found  best 
to  add  an  excen  of  the  standard  K^FeCy,  solution  (30 10  25  per  cent,  in 
excess)  wanning  for  a  short  time,  and  titrating  back  wi^  a  standard 
ZnClj  solution. 

Nickel  in  Sieeis,  etc.     Ducni  (Bull.  Soc.  Chem.  XVIf.  ).     Elec- 

trolysis in  ammoniacal  solution  in  presence  of  suspended  Fe^fOH)^ 
causes  the  co-precipiution  of  but  little  Fe.  It  is  likely  to  be  but  o.oor  to 
o.ooa  gm.,  and  for  many  purposes  the  results  are  sufficiently  close.  If 
more  exactness  is  required,  the  Ni  deposit  after  weighing  may  be  dis- 
solved  in  acid,  and  the  Fe  estimated  (precipitation  by  NH^OH)  and  the 
amount  deducted.  0.35  to  0.30  gm.  of  the  steel  is  dissolved  in  aqua 
regia ;  then  icc.  HjSO,  is  added  and  the  solution  evaporated  to  fumes. 
After  cooling  the  residue  is  taken  up  with  as  little  water  as  possible,  5  to- 
10  gms.  (NH4),S04  added,  and  the  solution  warmed  until  clear.  It 
is  then  run  into  the  crucible  of  a  Riche  apparatus  containing  60  to  70CC 
of  concentrated  ammonia.  It  is  then  electrolyzed  with  a  current  of  1.5 
to  3.5  amperes.  About  four  hours  serve  lor  complete  depotidon.  Sepa- 
ration of  Si  or  of  C  is  unnecessary.     P,  Mn  or  Cr  do  not  interfere. 

H.  L.  Robinson  (Chem,  News  LXXVI.  365)  comments  on  this  ptaper  to 
the  effect  that  no  electrolytic  method  is  likely  to  supersede  the  xanthate- 
process  for  Ni-  of  Andrews  and  Campbell  (J.  Lond.  Chem.  Soc.  Abstr., 
Fart  II.,  1895,  p.  421)- 

Separation  of  arsenic  from  antimony.  Piloty  and  Slock  (Ber.  XXX. 
164).  Healing  a  strong  HCI  solution  containing  As,  while  at  the  same^ 
time  passing  H^S  causes  a  volatilization  of  the  As.  Complete  separation- 
from  Sb  can  thus  be  efTected.     More  complete  details  are  promised. 

EUctrofytic  analysis  of  Bronte  and  Brass.  Holland  (C.  Rend. 
CXXIV.  1451).  Treat  5  gms.  with  35CC.  HNO,  (SpGr  1.31 )  and  15CC 
cone.  HqSO^  until  decomposed.  Dilute  then  to  350CC.  and  keep  nearly 
at  boiling  until  the  separated  SnOj  has  collected  at  the  bottom,  leaving 
the  solution  clear  and  bright.  Plunge  in  the  Pt  cone  and  spiral  without 
stirring  up  the  sediment  and  electrolyze  for  Cu.  Evaporate  the  liquid 
freed  from  Cu  on  the  sand  bath,  heating  until  but  little  HjSO^  is  left. 
Take  up  with  HCI  anil  water,  precipitate  the  Sn  by  HiS,  filter  and  wash 
with  NaCl  solution,  disserve  in  (NHf)jS,  and  evaporate  to  dryness  on 
the  water  bath.  Dissolve  the  residue  by  9  gms.  KCIO,  and  HCI. 
Evaporate  again  to  dryness  on  the  water  bath,  'and  take  up  (he  residne- 
with  30CC.  HCI  and  water,  filter,  dissolve  in  the  solution  30  gms.  pure- 

SH4)Cj04  heat  to  9o°C.   and  electrolyze  with  a  current  of  0.7  amp. 
e  deposition  is  complete  in  1 3  hours. 

For  Zn,  the  filtrate  from  the  SnS,  is  heated  to  expel  HjS,  then  evap- 
orated on  the  sand  bath  to  expel  most  of  the  H„S04.  Dissolve  in  water, 
neutralize  with  NH.OH,  then  add  15  gms.  (NH4),C,HjOj  and  4cc. 
of  glacial  HCjH,Oj — neutralize  with  the  NH4OH,  then  3CC.  glaciat 
HCjHgO,  ElectroJyzing  for  about  la  hours,  (0.6  ampere)  affords  the Za 
in  a  firmly  adherent  deposit.  Fe  if  present  will  be  partly  deposited  witb 
the  Zd.    Pb  must  be  determined  separately  in  an  HNO,  solution. 
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Copper  by  the  Io4i<le  imthod.  Willenz  (Rev.  Chim.  Analyt.  V.  No.  8). 
The  method  (De  Haeo's)  is  said  to  have  been  to  a  considerable  extent 
abandoned  by  many  as  inaccurate,  although  the  author  states  it  has  been 
officially  adopted  in  the  United  States.  He  finds  that  with  proper  care 
it  affords  very  accurate  results.  The  mode  of  procedure  recommended 
contains  nothing  novel. 

Siluer  in  Sifser  plating  solutiom  (Cyanide).  Baker  (C.  N.  LXXVI. 
167).  FrecipitatioQ  by  HCl  and  weighing  gives  a  precipitate  containing 
CuCy,  and  other  impurities.  Fusing  the  above  precipitate  with  KNO, 
and  Na^CO,  is  liable  to  error  from  adherence  of  small  globules  of  Ag  to 
the  crucible.  The  author  recommends  to  precipitate  (say)  socc.  of  the 
solution  boiling  with  HNO,,  then  to  wrap  up  the  precipitate  in  a  small 
sheet  of  test  lead,  and  to  cupel  the  button  in  the  usual  manner. 

A.  H.  Allen  (ib.  p.  199)  describes  his  method.  It  consists  in  diluting 
largely  so  to  50CC.  of  the  solution,  and  precipitating  boiling  hot  by  H,S 
or(NH,),S.  The  AgjS  (containing  probably  CuS,  ZnS,  etc.),  is  rinsed 
from  the  mter  into  a  flask  and  treated  with  Br  water.  If  any  S  separates 
3.  little  more  Br  may  be  necessary.  Boiling  water  is  added  and  the 
AgBr  is  washed,  dried,  fused  and  weighed. 

For  Au  in  electric  gilding  solutions  (double  cyanides)  a  measured 
<]uantity  is  evaporated  in  a  porcelain  crucible  until  syrupy,  A  few  grms. 
of  pure  PbO  or  PbgO^  is  thus  added  and  the  evaporation  continues  to 
dryness.  The  crucible  is  then  covered,  and  heatoi  for  a  short  time  to 
red  heat.  This  affords  a  lead  button  containing  the  Au,  which  may  be 
cupelled,  or  else  treated  with  HNO,.  This  method  is  applicable  to  elec- 
tro-silvering solutions  as  well. 

Pure  Cerium  oxide.  Wyrowboff  and  Verneuil  (Ch.  News  LXXV. 
291).  Ce  readily  forms  a  very  stable  compound  Ce,04.3MO  in  which 
M  =  Ce  +  La  +  Di  in  proportions  varying  to  circumstances.  If  the  oxa- 
lates of  Ce,  La  and  Di  mixed  together  as  obtained  in  this  form  from 
samarskiie,  etc,  are  dissolved  in  warm  HNOj,  and  the  solution  evapor- 
ated to  a  syrup  to  remove  excess  of  acid,  the  mass  easily  dissolves  to  a 
clear  solution,  unless  the  mixtures  of  oxides  contains  over  50  per  cent, 
of  Ce, 

After  dilution,  so  that  the  solution  contains  4  per  cent,  of  oxide,  and 
warming,  the  addition  of  5  per  cent,  of  NH^NOg  precipitates  the  whole 
of  the  CtgO^  as  a  basic  salt,  the  compound  of  the  oxides  being  decom- 
posed. The  precipitate,  after  waihing  with  5  per  cent.  NH^NOg  is  free 
from  La  and  Di  as  well  as  Yt  earths.  If  more  than  50  per  cent,  of  Ce 
is  present  the  oxalates  are  dissolved  in  HNOg,  and  treated  with  H.O, 
and  ammonia,  boiled  to  precipitate  brown  Ce,0.,  which  is  dissolved  in 
HNOg,  and  the  operation  from  this  point  is  conducted  as  above, 

Separation  of  Thorium  and  Ceriuv  acids.  Hintz  and  Weber  (Fres. 
Zts,  Anal.  Chem,  XXXVI.  676).  Experiments  with  the  different  methods 
led  to  the  following  conclusions:  The  separation  by  Na,S,Og  is  the 
most  satisfactory  ;  it  is  not  absolutely  complete,  since  small  amounts  of 
CeO  precipitate  with  ThO,  and  also  small  amounts  of  ThOj  remain  dis- 
solved. These  errors  compensate  one  another  to  a  considerable  extent, 
and  the  results  are  within  the  limits  of  experimental  error.  The 
(NH4),C]Ot  separation  is  incomplete  in  one  precipitation ;  a  repetition 
gives  results  still  too  high  for  CeO  in  spite  of  the  fact  that  some  Cere- 
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inaiDS  dissolved  in  the  oxalate.  Glaser's  method  (oxalate  with  addition  of 
NH^CjHjO,)  is  open  to  essentially  the  same  objections. 

Thorium.  Urban  (Bull.  Soc.  Chim.  [3]  XV,  347),  By  forming  the 
acetyl  acetonate  a  very  pure  thorium  salt  was  obtained.  The  raw  oxaiatcs 
were  treated  with  (NH^)jCjOj,  and  instead  of  precipitating  with  an 
acid,  the  solution  was  precipitated  by  NH^OH.  The  hydrate,  susp;nded 
in  dilute  alcohol,  was  then  treated  with  acetyl  acetone,  evaporated  to  dry- 
ness on  the  water  bath,  and  the  acetyl  aceton ate  ThCCjHjO,)^  and 
talccn  up  with  CHCI,.  By  slow  evaporation  large  crystals  aie  obtained. 
The  salt  is  but  slightly  soluble  in  water,  but  soluble  in  most  organic  sol- 
vents.    It  fuses  at  171-172°  and  sublimes  in  vacuo. 

Thorium  Deterlninationi.  Glaser  (Fres.  Zts.  Anal,  Chem.  XXXVT. 
313).  A  number  of  experiments  are  detailed  from  which  these  conclu- 
sions are  drawn  : 

1.  'fhe  assertion  that  ThOj  and  CeO  are  precipitated  by  (NH4),C0, 
as  by  NH^OH  is  erroneous.  This  error  was  occasioned  by  the  occur- 
rence  of  the  following  paragraph  in  Graham  Otto  4th  Ed.,  2d  part,  pp. 
903  and  940.  "  Thoria  as  well  as  cerous  oxide  is  easily  soluble  in  ex- 
cess of  ammonium  carbonate,  like  the  majority  of  the  earths  under  con< 
sideration,  and  are  precipitated  therefrom  on  boiling." 

2.  The  assertion  regarding  the  relation  of  thoria  to  (NHj),Cj04 
should  state :  "  Precipitates  cold,  soluble  in  heat,  crystallizes  out  on  cool- 
ing, in  case  a  large  excess  of  the  reagent  is  avoided.  Excess  of  HCl 
precipitates  the  oxalate  quantitatively  on  cooling." 

3.  The  assertion  that  ThrCjO^),,  more  accurately,  ThHj(Cj04),+ 
aHjO  held  in  solution  by  (NH4)C2HjOj  and  (NH4)jCj04  is  pa^'Wally 
precipitable  by  HCl,  must  be  amplitied  to  this,  that  with  a  sufficient  ex- 
cess of  HCl  the  precipitation  is  quantitative. 

4.  The  solubility  of  Zr(C,OJg  in  HCl  must  be  noted. 

5.  Ce(CeO^),  is  somewhat  soluble  in  (NH^)C,HgOj. 

Halogens  in  Mineral  Waters.  Richards  (C.  N.  LXXVI.  I93). 
Vortmann's  process  is  as  follows:  An  aliquot  part  of  the  solution  con- 
taining all  three  (CI,  Br  and  I)  is  boiled  with  MnO,  and  HC,(t,0, 
which  removes  all  I.  Another  measured  portion  is  boiled  with  PbO^  and 
HCjHgOg  which  removes  both  I  and  Br.  Titrating  the  original  sample 
with  standard  AgNO,,  also  titrating  the  filtrates  each  by  itself  from  the 
above  treatments,  afford  the  necessary  data  for  estimating.  The  author 
finds  this  unsatisfactory  where  one  of  these  halogens  largely  predomi- 
nates. The  method  of  Cook  he  finds  to  be  preferable.  This  consists 
first  in  determining  the  total  halc^en  equivalent  by  means  of  standard 
AgNOg,  then  treating  350  or  500CC.  of  the  water  for  half  an  hour  with 
HCjHgO,  and  HjOj.  This  hberates  I  only,  which  can  be  extracted 
with  CHCl,  in  a  separating  funnel,  and  the  CHClg  solution  titrated  by 
standard  Na^S^O,.  The  iodine  free  liquid  is  then  shaken  up  with  a  lit- 
tle CI  water  and  CHClg,  which  under  these  conditions  extracts  Br.  Add 
a  crystal  of  KI  tu  the  CHCl,  and  titrate  as  before  by  Na,SjOj.  CI  is 
then  obtainable  by  difference. 

Separation  of  Chlorine  and  Bromirte.  Jaunasch  and  Kolitz  (Zts. 
Anorg.  Chem.  XV.  66).  The  separation  of  Br  by  K^Mn^Og  in  a  solu- 
tion containing  NaCjHjOj  or  acidified   with   HCjHjOj   was  found 
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to  be  ineffective  (vide  Quarterly  XIII.  384,  385).  The  presence  of 
sulphates  or  nitrates,  on  the  other  hand,  had  no  disturbing  influence, 

Distilimg  off  Bromine  from  a  mixture  of  chloride  and  bromide.  Ban- 
bigny  and  Rivals.  (C.  Rend  1897,  No.  ig,  October).  After  adding 
CuSO,  and  KjMn^Og  the  Br  is  most  readily  and  conveniently  expelled 
by  passing  a  current  of  air  through  the  boiling  solution. 

Delecting  Traees  of  Bromine.  Baubigny  and  Rivals  (C.  Rend. 
CXXV.  No.  18).  Fiuore^eine,  properly  purified,  is  treated  with  pure 
HCjHjOj  (30  to  40  per  cent,  strength).  With  this  solution  strips  of 
filter  pap>er  are  moistened,  and  then  allowed  to  dry. 

When  moistened  with  the  solution  to  be  tested,  if  Br  is  present,  the  least 
trace  will  show  a  rose  color.     Organic  matter  should  be  excluded. 

Reduetien  efSO^  to  H^S.  Donath  (Fres.  Zts.  Anal.  Chcm.  XXXVI, 
663)  has  arranged  an  apparatus  which  serves  to  exhibit  this  phenomenon, 
and  incidentally  it  serves  for  a  test  for  As  in  certain  cases.  A  flask  is 
fitted  with  a  doubly  perforated  cork,  through  one  hole  passes  the  tube  of 
a  globe  stopcock  funnel,  through  the  other  a  tube  which  passes  through 
a  reversed  condenser.  In  the  flask  is  placed  a  strongly  acid  {with  HCI) 
solution  of  SnCI  2  •  and  in  the  globe  with  stopcock  a  solution  of  NaHSOj 
or  of  HjSOj.  On  healing  the  SnClj  solution  nearly  to  boiling,  and  al- 
lowing the  sulphite  solution  to  drip  in  slowly,  a  steady  evolution  of  HjS 
is  obtained  which  may  be  passed  into  various  metallic  solutions  to  dem- 
onstrate its  presence.  The  arrangement  may  be  used  to  test  for  the  pres- 
ence of  As  in  the  tin  salt  of  commerce,  or  in  commercial  HjSO^  if  some 
of  the  latter  is  placed  in  the  flask  with  the  SnCl,  solution. 

Titration  of  sodium  tkiosuiphate  with  iodic  acid.  Walker  (Am,  J> 
Sci.  IV.,Sept.,  1897).   R  i  eg]  er  has  asserted  that  the  reaction  occurring  is: 

6Na,S,Og+6HIOg^3NajS^Og  +  sNaIOj+NaI  +  3j40  and  that 
when  an  excess  of  HlOg  is  introduced  the  reaction  is :  sNal  +  6HI0j  = 
SNalOg  +  3>iO  +  3lj,  affording  the  usual  end  reaction  with  starch. 

The  author  finds  the  conclusions  erroneous  to  a  considerable  extent 
due  to  a  variable  quality  of  the  HID,  ordinarily  supplied  by  dealers, 
(presence  of  I^Og,  etc.] ;  also  to  the  occurrence  of  complex  supplement- 
ary reactions  which  renders  the  method  unsuitable  for  use. 

EstimtUiott  of  Sutphurie  (uid.  Marboutin  (Monic,  Sci.  [4]  XI.  per 
Ch.  N.  LXXVI.  232).  A  brief  synopsis  of  different  methods  which  have 
been  proposed  is  given :   i.  Gravimetric  with  BaClj,     a.  Volumetric. 

I.  Direct  titration  with  standard  BaCl^  (Houzeau).  End  reaction 
when  there  is  absence  of  precipitation. 

II.  Direct  alkalimelric  methods.  1.  (F.  Mohr's.)  Adding  excess  of 
BaCO,  in  presence  of  a  current  of  COj.  The  alkaline  sulphates  afford 
insoluble  BaSO^  and  alkaline  carbonate  , which  latter  is  titrated  alkali- 
metrical  ly. 

3.  Sr  method  (Mohr  and  Claussen).  Afier  precipitating  in  presence 
of  alcohol  by  SrCl,,  the  SrSO^  is  digested  with  Na^COg  to  convert  to 
SrCOg  which  is  filtered  off  and  titrated  with  HCI. 

3.  Pb  method  managed  in  a  similar  manner  to  the  Sr  method.  Inap- 
plicable in  presence  of  chlorides. 

4.  (Grossman)  Ba(OH)„  is  used  to  precipitate  BaSOf,  the  excess  of 
Ba^OH)]  ts  separated  by  COj,  and  the  alkali  formerly  in  combinatioD 
with  the  SO,  is  titrated. 
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J.  (Ltnossier.)  After  precipitating  as  PbSOj,  this  is  converted  to 
PbS  by  HjS,  and  the  solution  tiiraled  with  normal  NaOH. 

III.  IndircLtalkalJmetric  methods,  i.  (C.Mohr.)  After  precipitating 
with  a  known  amount  (excess)  of  BaClg,  the  amount  of  such  excess  is 
determined  by  precipiiation  with  alkaline  carbooate  and  titrating  the  pre- 
cipitate. Clemm  modifies  this  by  precipitating  exi~ess  of  Ba  by  adding 
enough  Na^CO,  solution  to  precipitate  all  the  BaCl,  used,  and  titrating. 
The  excess  of  Na^COg  remaining  measures  the  amount  of  SO,  precipi- 
tated. 

t.  (Bohlig.)  Precipitating  with  excess  of  BaCOj  in  presence  of  CO,. 
The  alkali  originally  combined  with  SO,  is  then  nver-neutr.ilized  by  excess 
of  normal  acid  and  the  excess  of  acid  titrated  back. 

3.  Knofter's  method  is  not  intelligibly  described. 

IV.  Precipitation  by  BaCl,  and  determining  the  excess  of  that  reagent. 
I.  (Wildenslein)  Precipitate  with  known  amount  of  BaCt,,  estimate 

excess  by  titration  with  KjCrO^.  End  reaction  is  the  yellow  color  of 
the  solution. 

3.  (Precht)  uses  KjCrO^  and  estimates  the  excess  by  use  of  a  titrated 
ferrous  solution. 

3.  The  principle  is  the  same  also  for  Pellet's  and  Quanten's  methods. 

4.  (Mohr  and  Classen)  titrate  the  excess  of  K,CrO^  by  use  of  KI  and 
Standard  Na,SjOj. 

5.  (Windisch}  excess  of  K^CrO^  titrated  by  Kl  and  standard  ASjOj 
solution. 

V.  Precipitation  as  PbSO^.  1.  (Levol)  titration  with  standard  solu- 
tion of  Pb.  End  reaction  shown  by  the  yellow  color  of  Pbl, ,  a  little  KI 
being  added  as  an  indicator. 

3.  (Guyard)  determines  the  amount  of  the  solution  to  be  tested  which 
is  required  to  decolorize  a  solution  containing  a  known  amount  of  Pb 
(CjHjOj)!  to  which  a  drop  of  Kl  solution  has  been  added.  The  re- 
verse of  Level's  method. 

Other  methods  have  been  brought  up  in  which  the  excess  of  chromatc 
(after  precipiiation  with  Pb  salt  and  then  with  KjCrO,)  is  determined 
by  use  of  Ag  salts.  None  of  the  Pb  methods  are  applicable  in  presence 
of  chlorides. 

The  author  precipitates  the  SO,  with  excess  of  standard  BaCl,.  This 
excess  is  in  turn  precipitated  with  excess  of  standard  K^CrO^,  the  excess 
is  reduced  by  use  of  standard  AsjO,  solution  and  excess  of  AsjO,  titrated 
with  standard  I  solution. 

CelorimetrU  for  Disul^huric  Acid.     Barral  (J.  Pharm.  Chem.  [6] 

VI.  No.  3).  Parabichloride  of  hexachloridized  benzene,  CjCl,.Cl. 
fi-4)  gives  a  fine  reddish  violet  coloration  with  HjSO.  containing 
HjSjOj.  The  reaction  does  not  occur  with  dry  SO,,  ana  the  colora- 
tion disappears  as  soon  as  enough  HjO  has  entered  into  combination  to 
form  HjSO^. 

A  known  amount  of  the  Nordhausen  acid  to  be  tested  is  shaken  in  a 
flask  with  a  little  powdered  CjCI,.  Then  accurately  titrated  H,SOj 
(66°  acid  with  one-tenth  its  weight  of  water)  is  run  in  cautiously  from  a 
buretie  drop  by  drop  until  the  color  is  destroyed.  With  yellow  or  brown 
Nordhausen,  the  exact  point  of  disappearance  of  the  color  is  often  difii- 
rult  to  observe. 
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Deltrminaiion  of  Boric  Acid  as  potassium  fluoboride.  Thaddceff 
(Fres.  Zu.  Anal.  Cbem.  XXXVI.  568).  After  an  extended  research  the 
author  gives  the  preference  to  the  detenniuation  as  KBF^  fa  modified 
Berzeliiis-Stromeyer  method).  To  the  solution,  containing  the  B  as  aU 
katine  borate  is  added  approximaiely  a  gms.  KOH,  the  amount  of  water 
being  kept  small.  To  this  solution  in  a  platinum  dish  is  added  an  excess 
of  c.p.,  HF.  and  the  whole  is  evaporated  on  a  water  bath.  Toward  the 
end  the  crust  which  forms  is  broken  up  by  a  stout  platinum  wire.  The 
dish  is  left  on  the  water  bath  until  only  a  slight  odor  of  HF  is  percept- 
ible. (This  small  excess  is  rather  advantageous  than  otherwise.)  After 
cooling  add  50CC.  of  a  clear  KCjHgOj  solution  (Sp.  Gr.  1.14J.  Allow 
to  stand  for  one  to  two  hours  at  the  ordinary  temperature,  with  occa* 
sional  stirring,  breaking  up  the  lumps  to  allow  the  solution  to  penetrate 
completely.  Then  add  loocc.  of  alcohol  (Sp.  Gr.  0.805),  ^"^  '*'^''>  ^■^'^ 
allow  to  stand  la  to  14  hours.  Prepare  a  weighed  filter  by  wetting 
down  with  alcohol,  and  thorough  drying  (followed  by  weighing).  Filter 
through  a  ribbed  glass  funnel.  Rinse  the  precipitate  onto  the  filler  with 
alcohol.  Tapping  the  filter  is  of  assistance  in  shaking  the  precipitate 
soldidly  down  into  the  point  of  the  filter.  About  60  to  70CC.  of  alcohol 
can  be  made  to  suffice  for  washing.  Dry  for  three  hours  at  too  to  i  lo*^ 
and  weigh.  Test  the  precipitate  for  contamination  with  KF.HF.  by 
boiling  with  water,  and  adding  CaCl^- 

Phoipkoric  acid  (citrate  process):  Lasne  (Bull.  Soc.  Chim.  XVII.) 
The  results  of  some  experiments  are  detailed.  The  conclusions  arc:  i. 
The  estimation  of  PjO,  as  MgjP,0,,  after  preliminary  separation  of 
SiOj  gives  trustworthy  results. 

3.  Rapid  precipitations  give  high  results  due  to  partial  formation  of 
Mgg(PO^)j,  which  is  only  transformed  into  MgNH4P0^  after  16  hours' 
contact  with  sufficiently  concentrated  (NH4)gCjH50T  (jo  gms.  HjC, 
HgO    in  150CC.  of  solution). 

3.  Nevertheless  the  excess  is  not  sufficient  to  condemn  the  rapid 
methods,  which  can  be  used  commercially,  if  due  notice  is  given. 

4.  Conversion  of  Mgg(P04)j  into  MgNFJ^PO^  is  slow  in  the  presence 
of  NHf  CI  alone.     Citric  acid  should  always  be  added. 

5.  Precipitation  of  Mg  in  presence  of  an  excess  of  (NH^JjPO,  affords 
simultaneously  with  MgNK^PO^  a  phosphate  poorer  in  Mg,  also  poorer 
the  greater  the  excess  of  FjUg  present.  Hence  the  estimation  of  Mg  by 
this  method  is  always  inaccurate. 

Volumetric  for  phosphoric  and  arsenic  acids.  Christensen  (Fres.  Zts. 
Anal.  Chem.  XXXVI.  81)'  '^'^^  stronger  mineral  acids  as  HaSO^— by 
taking  the  base  from  a  mixture  of  iodide  and  iodate,  allow  an  interaction 
between  the  HI  and  HlOg  which  liberates  iodine,  and  the  degree  of 
acidity  may  be  determined  by  use  of  standard  NajSjO,,  e.  g. 

KIO,  +  5KH-  3H,S0^  ■=  sKjSO^  + 1,  +3H,0. 

(vide  QtJARTERLY  XII.  60.)  If,  however,  the  solution  contains  a  phos- 
phate to  which  an  excess  of  HjSO.  has  been  added,  so  as  to  afford 
HgPO^,  the  reaction  affords  MHjPO^  thus  : 

KlrO,  +  5KI  +  eH.PO^  =  6KH  jPO«  + 1^  +  ^HjO. 
By  comparison  of  the  amount  of  I  set  free  by  a  known  amount  of 
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HjSO^  with  the  aroouot  set  free  by  using  the  same  amount  of  HjSO, 
afler  it  has  b«en  adeed  to  a  solution  of  phosphate,  the  amount  of  phos- 
phate present  can  be  determined.  The  author  finds  that  sharper  and 
more  accurate  results  can  be  obtained  hy  using  a  mixture  of  KBrO,  and 
KI,  3.5  gms.  of  the  former  to  2  gms.  of  the  latter.     The  reactions  are : 

KBrO,  +  6KI  +  3H,S0«  =  ^K^SO^  + 1,  +  KI  +  3H,0 
and     KBrOg  +  6KI  -|-6HgP0^  =  eKHjPO^  + 1,  +  KBr  +  3H,0. 

Heating  for  half  an  hour  in  a  tight  stoppered  fUsk  at  40  to  50°  after 
adding  the  standard  HjSO^,  and  then  cooling  before  opening  to  titrate, 
affords  the  best  results. 

FromCag(PO,)2  the  H,PO^  is  separated  as  the  Ag  compound,  which 
is  then  boilra  withNaCI.  in  most  other  cases  separation  asMgNH^PO^, 
which  is  washed  with  alcohol,  is  the  most  convenient. 

Carbon  in  Ferro  Chrome,  Saniter  (Chem.  News,  LXXV,  287). 
0.5  gm,  of  the  finely  pulverized  material  is  mixed  with  4.5  gms.  CuO  and 
0,5  gm.  PbO  (prepared  by  fusing  red  lead)  and  the  mixture  placed  in  a 
porcelain  boat.  The  combustion  is  then  conducted  in  the  ordinary  man- 
ner, ao  minutes  will  sufhce  for  complete  combustion  of  the  C.  Porce- 
lain tube.     Bright  red  heat. 

Brearly  prefers  PbOj  instead  of  PbO  (lb.,  p.  311). 

Nitroui  add  in  waters,  etc.,  Riegler  (Fres.  Zts.  Anal.  Chem.  XXXVI. 
30b).  To  100  cc.  of  the  water  in  a  flask  add  a  small  penknife  point  full 
of  naphthionic  acid  (about  0.05  gm.),  shake  up  well  and  then  add  30 
drops  of  cone,  ammonia  solution.  The  rose  tint  developed  is  compared 
with  that  obtained  with  a  standard  solution  made  up  by  use  of  pure 
AgNOj  and  NaCl,  and  suitably  diluted.  Dissolve  0.406  gm,  AgNO,  in 
hot  water,  add  a  slight  excess  of  NaCl,  cool,  filter,  dilute  to  i  litre,  of  the 
filtrate  dilute  100  cc.  to  i  litre  of  which  100  cc.  (=0.001  gm.  NjOg)  is 
used  for  the  comparison,  after  adding  a  little  HCl. 

Jieagentfor  nitrous  add,  Riegler.  (Zts.  Anal.  Chem,  XXXVI.  377). 
A  reagent  much  more  sensitive  than  the  naphthionic  acid  described  al- 
ready by  the  same  author  (vide  Quarterly  XVIII.  44  \)  is  made  by  add- 
ing 3  gms.  pure  sodium  naphthionate  and  i  gm.  Beta  naphthol  (both 
puriss.)  to  300  cc.  of  water,  shaking  and  filtering.  To  test  a  water,  etc, 
take  10  cc.  thereof,  add  10  drop;  of  the  reagent  and  2  drops  cone.  Hcl, 
mix  well  by  shaking  and  then  allow  about  ao  drops  of  ammonia  to  flow 
down  the  side  of  the  test  tube.  If  HNOj  is  present  a  reddish  ring  ap- 
pears at  the  junction  of  the  two  liquids,  which  by  shaking  is  spread 
through  the  solution  with  an  intensity  proportional^  to  the  amount  of 
HNO,  present.     One  part  in  100  million  can  thus  be  detected. 

Conditions  of  Elements  in  Steels,  Carnot  and  Goutal(C,  Rend  CXXV. 
321).  Mn,  Ni,  Cu  and  Ti  appear  to  be  simply  dissolved  in  the  steels;  a 
portion  of  the  Mn  may  be  in  the  state  of  sulphide  or  silicide.  W  and  Mo. 
are  in  a  state  of  combination  with  the  iron  as  Fcj  W.  and  FcgMoj. 

Filssib/e  New  Element.  Boucher  (Chem.  News,  LXXVI.  99)  describes 
some  of  the  properties  of  what  seems  to  be  a  new  element  obtained  from 
cast  iron  and  blast  furnace  boiler  dust. 

To  obtain  it,  cast  iron  is  dissolved  in  H^SO^;  the  solution  precipitated 
by  H,S,  the  sulphides  dissolved  in  HCt  and  KClOg,  the  solution  evapo- 
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rated,  As  precipilated  out  by  MgCl,.  etc.  In  the  aminoDiacal  solution, 
any  Cu  remaining  is  separated  by  H^S.  On  acidifying  the  filtrate,  the 
metal  separates  as  a  dark  brown  sulpbide  possibly  contaminated  by  Sb. 
Repeated  boiling  with  dilute  HCl  will  reinove  the  Sb,  and  the  residual 
sulphide  is  dissolved  in  KOH,  and  HjS  passed  through,  the  operation 
being  repeated  until  ihe  KOH  solution  of  the  sulphide  gives  no  precipi- 
tate with  H,S.  The  sulphide  may  be  dissolved  in  HNOg  and  further 
purified  as  may  be  necessary.  Cautious  ignition  of  the  sulphide  affords  a 
pale  yellow  oxide  vaporizing  at  full  red  heat.  Fusion  with  KCy  afTords 
the  metal  as  a  black  powder,  which  is  only  slightly  soluble  in  HCl  or 
HjSO^,  but  soluble  in  HNO,  or  aqua  regia.  In  a  borax  bead  the  oxide 
gives  OFl  colorless,  RFI  pink  bead;  NajCOg  colorleffi  mass  completely  sol- 
uble in  water.  The  chloride  solution  with  caustic  alkalies  gives  a  light  blue 
coloration  but  no  precipitate,  with  Zn  or  Fe  black  metal  is  precipitated 
(some  metal  escapes  in  combination  with  H  and  gives  a  spot  on  cold 
porcelain);  with  NajS,Og  violet  coloration  affording  finally  the  brown  sul* 
phide.  Addition  of  H^SO^  and  evaporating  to  fumes,  the  solution  on 
cooling  eventually  shows  a  blue  color  which  is  destroyed  by  dilution, 
K^FeCy^  gives  a  dark  brown  flocculent  precipitate  only  in  neutral  sola* 
tioQs.  Other  reagents,  as  ZnCl,,  FeSO^,  alkahne  earth  .carbonates, 
KCy,  KjCr04,  Na^HPO^,  etc.,  show  no  reaction  with  its  solutions.  Rud- 
dock (ib.,  p.  118)  appears  to  have  encountered  the  same  substance  in  a 
small  amount  of  iron  substituted  to  him  for  examination.  A  suggestion 
that  the  properties  of  the  element  seem  to  point  to  Mo  (ib.,  p.  171)  is 
met  by  the  author  with  the  reply  (ib.,  p.  i8a)  that  it  fails  to  give  the  yel- 
low precipitate  with  phosphate,  although  in  many  other  respects  the  re- 
actions are  similar  to  those  of  Mo. 


ALUMNI  AND  UNIVERSITY  NEWS. 

DEPARTMENT   OF   CHEMISTRY. 

During  Ihe  past  year  so  many  changes  have  taken  place  both  in  the 
staff  and  the  courses  of  instruction,  as  well  as  in  the  equipment  of  this  de- 
partment, that  it  is  only  proper  to  give  a  brief  description  of  them  to  the 
Quarterly. 

CHANGES  IN  THE  STAFF. 

All  our  readers  have  probably  heard,  by  this  time,  of  the  sad  death  of 
Professor  C.  E.  Colby,  who  for  many  years  was  in  charge  of  the  Organic 
laboratory.  He  had  been  suffering  all  his  life  from  a  weak  physique, 
and  it  was  only  his  indomitable  courage  and  his  will  power  which  enabled 
him  to  carry  on  his  work  as  long  as  he  did.  An  unusually  talented  as 
well  as  an  unusually  gentle  and  lovable  man,  his  absence  will  be  long 
felt  by  his  many  friends  and  admirers  in  jmd  out  of  the  school. 

His  position  in  charge  of  the  wprk  in  Organic  Chemistry  has  been 
taken  by  Mr.  Bogen  (College  '90  School  of  Mines  '94  ),  who 

ever  since  graduation  has  been  Professor'  Colby's  assistant,  and  who,  in 
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addition  to  his  responsible  and  laborious  work  in  instruction,  has  during 
the  last  year  or  two  been  conducting  and  of  late  publishing  some  ioler- 
esiing  investigations  on  the  relations  of  the  composition  of  organic  bodies 
to  their  physiological  action.  Mr.  Bogert  is  assisted  by  Dr.  Harper,  a 
graduate  of  Cincinnati  Univetsity  and  a  Ph.D.,  of  Berlin,  who  has  lately 
returned  from  Germany  after  a  long  course  in  Organic  Chemistry  under 
Professors  Fischer  and  Gabriel. 

Another  addition  to  our  staff  from  outside -our  own  ranks  was  made 
last  spring  when  Dr.  Livingston  R.  Morgan  was  appointed  to  the  chai^ 
of  the  new  laboratory  of  Physical  Chemistry.  Dr.  Morgan  graduated  at 
Rutgers  in  '9a  and  then  studied  for  three  years  in  Leipzig  under  Pro- 
fesior  Ostwald,  returning  to  this  country  with  the  degree  of  Ph.D.  He 
has  published  some  valuable  works  on  his  special  subject,  and  is  organiz- 
ing interesting  laboratory  courses  in  pure  Theoretical  Chemistry. 

In  the  Analytical  Departentment  Professor  Ricketts,  with  Drs.  Wells 
and  Miller,  instructors,  and  four  assistants,  all  School  of  Mines  gradu- 
ates, is  rapidly  developing  his  courses  to  correspond  with  the  improved 
laboratory  facilities.  Dr.  Vulte,  with  two  assistants,  is  now  in  charge  of 
the  first-year  laboratories  at  the  Medical  Department,  giving  the  budding 
doctors  the  same  course  in  general  chemistry  that  is  given  to  the  coli^e 
men  by  Mr.  Van  Gelder,  under  the  supervision  of  Professor  Peitcw. 
The  latter  gives  the  lectures  on  chemistry  to  the  medical  stud«its, 
formerly  given  by  Dr.  Chandler,  and  also,  with  the  assistance  of  Mr.  S. 
A.  Tucker,  '95,  has  charge  of  the  new  Laboratory  of  Industrial  Chem- 
istry. 

CHANGES   IN  THE   COURSE.. 

More  deep  reaching,  however,  than  these  changes  in  the  staff,  numerous 
though  they  may  be,  are  the  fundamental  changes  in  the  courses  of  in- 
struction. The  student  in  the  School  of  Chemistry  in  his  third  year  has 
his  choice  of  three  options,  the  analytical,  organic  or  industrial,  and  the 
work  of  the  last  two  years  is  based  upon  his  choice.  The  analytical 
option,  attracting  this  year  many  students,  includes  new  courses  of  lec- 
tures and  laboratory  work,  and  is  being  made  as  practical  as  possible,  and 
will  include  the  short  commercial  meihois  used  in  manufacturing  and 
tnetallurgical  works.  A  new  system  of  instruction  has  been  adopted  both 
for  this  course  and  the  second-year  course  for  the  electrical  engineer. 
The  lectures  are  typewritten  and  delivered  to  students,  who  then  recite 
on  the  subject,  and  have  the  notes  for  use  in  the  laboratory.  The  "  Or- 
ganic "  students  spend  most  of  their  time  working  in  organic  or  theoret- 
ical chemistry,  and,  in  the  ne*  laboratories,  have  excellent  facilities  for 
not  only  doing  routine  work,  but  also,  as  is  b:ing  recognized  by  several 
post  graduates,  of  pursuing  some  interesting  and  important  original  in- 
vestigations under  Mr.  Bagert  and  Dr.  Morgan.  Those  taking  the  third 
option  work  in  yet  another  and  not  the  least  interesting  field;  they  are 
trying  to  get  a  training  which  will  start  them  in  the  broad  and  ever  ex- 
panding 5eld  of  manufacturing  and  industrial  chemistry. 

The  latter  course,  as  an  entire  innovation  in  the  department,  introduced 
this  year  by  the  special  efforts  of  Professor  Chandler,  mar,  perhaps,  de- 
serve special  attention.  All  the  chemical  students  in  the  first  term  of  the 
third  year  spend  three  afternoons  a  week  in  the  Industrial  Laboratory, 
preparing  various  inorganic  compounds,  as  far  as  possible  on  commercial 
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nKtbods-and  on  a  fairly  large  scale.  A  iine  equipment  has  been  pro* 
vided,  thanks  to  a  friend  of  Dr,  Tucker,  of  steam  evaporators,  filter 
presses,  autoclaves,  centrifugals  and  the  like,  and  great  pains  are  taken  to 
ensure  the  absolute  purity  as  well  as  the  quantity  of  the  output. 

Besides  this  the  "  Indusiriala  "  take  two  terms,  the  other  students  one 
term,  of  work  in  special  branches  of  chemical  technology.  This  spring 
tenn  the  classes  will  be  engaged  on  textile  fabrics,  dyeing  and  calico 
printing,  and,  later,  on  fermentation  and  distillation.  Next  year  it  is 
hoped  to  puiBue  courses  in  water  and  sewage  filtration,  electro-diemistry, 
and  in  petroleum  and  sugar  juanulacture,  as  time  and  equipment  may 
.  permit. 

The  possibilities  of  such  a  course  are  enormous,  but  only  to  be  devel- 
oped by  slow  degreee ;  and  so  for  the  first  two  or  three  years  the  effort 
will  be  made  to  cover  one  or  two  branches,  each  term,  thoroughly,  raib« 
than  to  dabble  with  several.  Along  with  the  laboratory  instruction  will 
run.asfaraspossible,  acourseof  instruction  in  factixiea.  A  summer scbool 
in  chemistry  was  started  last  June  by  Mesffs.  Fellew  and  Tucker,  who  for 
two  weeks  conducted  the  students  through  chemical  factories  in  and  near 
New  York ;  and  arrangements  have  been  made  this  spring  so  that  students 
can  see  plenty  of  factory  practice  in  their  special  line  of  work,  as  well  a& 
join  excursions  with  the  students  in  metallurgy  and  mechanical  engineering. 
It  is  only  proper  to  refer  here  to  the  great  kindness  and  assistance  extended 
to  instructors  in  this  laboratory  by  numerous  manufacturers,  both  gradu- 
ates of  the  school  and  outsiders. 

Two  other  innovations  in  the  department  should  be  mentioned,  both 
of  them  the  natural  consequences  of  the  new  equipments.  The  first  is  the 
organization  of  a  chemical  library,  a  handsome,  well-lighted  room  on  the 
ground  floor  of  Havemeyer  Hall,  in  which  are  kept  the  more  recent 
chemical  books  belonging  to  the  department  and  to  the  University  library, 
the  bound  journals,  and  also,  thanks  to  the' kindness  of  Mr.  ^ker,  the 
current  chemical  periodicals.  Some  generous  friends  have  subscribed 
enough  money  to  support  a  competent  attendant,  and  it  is  hoped  that  the 
easy  access  to  books  and  journals  will  be  appreciated  both  by  our  students 
and  our  graduates. 

The  Chemical  library  is  open  everyday  from  13:30  to  8:30  p.m.,  and, 
on  request,  is  kept  open  till  10  p.  m.  It  is  also  kept  open  on  Monday, 
Tuesday  and  Friday  mornings  from  10  o'clock  on. 

The  second  change,  which  has  just  been  decided  upon,  relates  to  the 
first-year  work  in  Chemistry  for  all  the  students  working  in  the  new  labora- 
tories. It  is  proposed  to  divide  the  first-year  work  in  two  and  to  place  the 
Qualitative  .Analy^s  in  the  second  term,  devoting  the  first  term  to  as 
broad  and  as  thorough  a  course  as  possible  in  experimental  General 
Chemistry.  The  latter  would  probably  be  the  same  as  that  now  taught 
to  the  College  men  and  to  the  lirst-year  men  at  the  Medical  Department. 
It  is  believed  that  this  change,  when  accomplished,  will  result  in  a  much 
broader  foundation  for  the  work  of  the  following  years. 

THE   NEW   LABORATORIES. 

But  these  many  developments,  which  will  tend  so  much,  we  hope,  to 
the  broadening  and  strengthening  of  our  Chemical  Department,  would 
have  been  impossible  but  for  the  generosity  of  the  members  of  a  great 
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ily  in  building  such  a  Doble  memorial  to  the  memory  of  the  laie 
lericli  Christian  Have'meyer. 

:  would  be  wearisome  to  describe  to  detail  the  various  beauties  of  a 
.t  building  like  Havemeyer  Hall.  The  large,  two  story  basement  is 
)re3ent  largely  occupied  by  the  Department  of  Metallurgy,  but  con- 
s  as  well  the  Assay  laboratory,  excellently  equipped  with  gas  and  coal 
aces,  and  all  the  latest  conveniences.  On  the  first  floor  is  situated  the 
it  chemical  lecture  room,  the  largest  and  handsomest  in  the  Univer- 
,  with  316  seats,  and  a  great  lecture  Uble  fitted  with  high  and  low 
sure  electricity,  gas,  pressure,  vacuum,  water  and  steam.  All  around 
rear  of  the  room,  in  a  great  semicircle,  under  the  raised  seats,  is  a 
t,  well-lighted  store-room  for  the  lecture  preparations,  communicat- 
at  one  side  with  Professor  Chandler's  private  laboratories  and  on  the 
T  side  with  Dr.  Laudy's  rooms  and  through  them  to  the  large  Chem- 
tiuseum,  occupying  the  whole  East  Wing.  The  front  of  this  floor  is 
ipied  by  two  smaller  lecture  rooms,  the  Dean's  room,  and,  last  but  not 
:  in  importance,  the  Chemical  Library. 

n  the  second  floor  are  situated,  in  each  wing,  the  large  Industrial 
Organic  Laboratories,  respectively.  The  former  is  a  large  open 
a,  connecting  with  smaller  rooms  for  special  purposes  at  each  end, 
is  being  steadily  and  carefully  equipped  with  various  forms  of  power 
apparatus  suitable  to  work. 

he  Organic  Laboratory  is  a  beautiful  spacious  room,  with  forty  large 
:s,  each  fitted  with  water,  gas,  pressure,  exhaust  and  electricity,  and 
1  several  side  rooms  for  balances,  glass  blowing,  combustions  and  the 
The  Laboratory  of  Physical  Chemistry,  with  a  recitation  room  and 
ns  for  the  instructors,  complete  the  floor. 

n  the  third  floor  we  find  the  two  large  laboratories  of  Quantitative 
Qualitative  Analysis,  along  with  many  rooms  for  special  analytical 
k,  for  instructors,  for  recitation  and  for  apparatus.  The  Quantita- 
Laboratory  contains  72  desks,  each  equipped  with  water,  gas,  pres- 
,  exhaust  and  electricity,  and  contains  a  large  and  well  lighted  bal- 
;  room,  centrally  located.  It  is  supplemented  by  special  rooms  for 
:r,  gas,  electrolytical  and  volumetric  analysis.  Attached  to  Professor 
(ett's  office  is  a  room  equipped  for  miscroscopic  work  and  also  as  a 
iry,  where  a  small  but  well  selected  assortment  of  books  on  analytical 
k  are  always  at  the  disposal  of  the  students.  The  other  wing  is  oc- 
ied  by  the  Qualitative  Laboratory,  used  also  for  the  General  Chem- 
'  course  of  the  College  students.  The  desks,  96  in  all,  each  provided 
1  two  sets  of  drawers  and  cupboards,  are  very  convenient,  and  are 
I  provided  with  a  deep  rectangular  sink,  which  can  be  used  as  a  pneu- 
ic  trough.  It  is  hardly  necessary  to  say  that  the  ancient,  paper  lab- 
1  reagent  bottles,  so  familiar  to  past  generations,  have  been  replaced 
landsome  porcelain  labelled  bottles,  imported  from  Germany, 
he  fourth  floor,  this  year  has  been  loaned  to  our  friends  the  Architects, 
'  have  such  comfortable,  well  lit,  well  arranged  quarters  there  that  it 
be  difl[icult,  we  fear,  ever  to  induce  them  to  move.  This  remark  will 
ably  seem  inhospitable,  and  yet  it  is  a  fact  that,  in  spite  of  our  superb 
quarters,  we  are  even  now  crowded  in  the  Qualitative  Laboratory, 
shall  hardly  consider  our  equipment  complete  until  we  have  a  large 
eral  Chemistry  Laboratory,  capable  of  accomodating  the  students  in 
subject  from  the  College,  School  of  Applied  Science  and  Medical 
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Department  combined.  Indeed,  if  the  department  develops  as  we  hope 
it  will,  it  will  not  be  long  before  some  of  the  other  laboratories,  notably 
the  Industrial  Laboratory,  will  be  demanding  more  room. 

But  we  are  talking  now  of  the  present,  not  of  the  future,  and  wc  ho[>c 
that  we  have  shown  our  readers  that  the  Chemical  Department  now  has 
a  superb  equipment,  and  is  utilizing  it. 


BOOK  REVIEWS. 


Applied  Mechanics.  A  Treatise  for  the  use  of  Students  who  have  time  to 
work  Experimental,  Numerical  and  Graphical  Exercises  illustrating  the 
Subject.  By  John  Perby,  M.E.,  D.Sc.,  F.R.S.,  Professor  of  Mechan- 
ics and  Mathematics  in  the  Royal  College  of  Science,  South  Kensing- 
ton, etc,  D.  Van  Nostrand  Co.,  New  York.  1898.  8vo.,  cloth,  650 
pages  with  371  illustrations,     fa. 50. 

A  very  brief  examination  of  the  book  will  show  that  its  author  has  de- 
voted many  years  to  the  study  of  mechanics  in  its  applications  to  engi- 
neering. It  is  a  compilation  of  the  results  of  a  teacher's  work  in  class- 
room and  laboratory  and  exceedingly  characteristic  in  its  treatment  of  the 
subject. 

Id  the  introduction  Professor  Perry  states  that  ' '  the  Student  of  Applied 
Mechanics  is  supposed  to  have  some  acquaintance  with  mechanical  prin- 
ciples "  before  following  the  course  of  iustruction  indicated  by  the  volume. 
Very  little  space,  if  any,  is  given  to  mathematical  deductions  of  mechan- 
ical  principles.  The  working  equations  in  the  main  are  stated  and  di- 
rectly applied,  and  it  is  evident  that  the  student  of  the  work  is  expected  to 
be  well  informed  in  the  various  branches  of  analytical  mechanics. 

Too  much  importance  can  never  be  ascribed  to  a  knowledge  of  analy- 
tical mechanics  and  the  use  of  the  calculus  and  other  higher  branches  of 
mathematics  in  dealing  with  the  various  problems  that  appeal  to  the  en- 
gineer, but  Professor  Perry  clearly  and  carefully  slates  that  such  knowl- 
edge of  itself  will  not  suffice  and  that  the  teacher  must  be  careful  not  to 
subordinate  a  portion  of  the  subject  to  that  branch  which  particularly  ap- 
peals to  him.  A  knowledge  of  pure  theory  is  very  essential,  but  equally 
important  is  experience  in  applying  pure  theory  to  practical  examples. 
And  in  this  connection  the  author  introduces  his  method  with  the  follow- 
ing remark:  "The  most  important  lesson  for  a  beginner,  however  he 
may  have  studied  mathematics  and  mechanics,  and  however  able  he  may 
be  as  a  mathematician,  is  this — that  tie  must  not  go  on  merely  assuming 
that  he  knows  how  to  do  things;  he  must  know  things  by  actual  trial  and 
not  by  hearsay.  He  must  actually  calculate  certain  numerical  results ;  he 
must  actually  illustrate  principles  with  laboratory  apparatus,  and,  if  there 
is  a  school  workshop,  he  must  get  to  know  the  properties  of  materials  by 
chipping  and  filing  and  paring  and  planing  and  turning."  Again  he 
says ;  "  Students  cannot  spend  too  much  time  in  multiplying,  factoring 
and  simplifying  algebraical  and  trigonumetical  expressions." 
The  first  chapter  concerns  the  rules  of  computation  most  commonly 
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used  in  theoretical  and  practical  calcuUticns  and  will  be  very  suggestive 
to  the  itudeot.  Each  rule  is  explained  bjr  examples.  In  fact,  there  is 
hardly  a  page  in  the  volume  which  docs  not  present  at  least  one  problem. 
The  book  is  a  treatise  on  arithmetical  computations  alone. 

In  the  following  chapters,  of  which  there  are  19,  are  described  numer- 
ous experiments,  models,  machines  and  laboratory  equipments  intended 
to  explain  or  illustrate  theoretical  principles.  Each  chapter  deals  with  a 
particular  braoch  of  the  subject ;  for  example.  Chap.  III.  treats  of  Work 
and  Energy,  Chap.  IV.  of  Friction,  Chap.  V.  of  Efficiency,  Chap.  XVI. 
of  Bending,  Chap.  XXII.  of  Metal  Arches,  Chap.  XXIIl.  of  the  Force 
of  a  Blow,  Chap.  XXIV.  of  Fluids  in  Motion,  Chap.  XXVIII.  of  Springs, 
etc.  There  is  no  necessary  connection  between  these  chapters.  Each 
contains  such  illustrative  problems  as  the  author  thinks  will  help  the 
student.  For  calculation  he  draws  continually  from  the  mechanical  field 
of  engineering,  and  pays  particular  attention  to  steam  engines,  pumps, 
and  purely  mechanical  contrivances. 

While  the  volume  contains  many  quaint  passages,  and  is  not  always 
clear  in  its  definitions,  it  will  nevertheless  be  a  valuable  addition  to  the 
applied  branch  of  mechanical  literature.  It  is  a  storehouse  of  mechan- 
ical facts  and  problems  and  should  prove  itself  an  aid  to  the  student  who 
cares  to  use  computation  in  applying  theoretical  analysis  to  the  solution 
of  practical  problems. 

C.  D.,  Jr. 

High  Masonry  Dams.     By  E.  Sherman  Gould,  M.  Am.  Soc.  C.  E., 

Consulting  Engineer  for  Water  Works.     D.  Van  Nostrand  Co.,  New 

York.     1897,     iGmo.,  boards,  88  pages,     fo.50. 

This  little  volume  replaces  the  original  No.  11  of  the  Van  Nostrand's 
Science  Series  and  deals,  as  its  title  shows,  with  the  same  subject. 

In  the  first  chapter  the  author  considers  the  static  stresses  which  act 
above  any  horizontal  joint  and  shows  that  for  a  rectangular  vertical  sec- 
tion and  moderate  heights  the  base  should  be  from  )^  to  ^  the  height. 
Continuing,  he  finds  that  an  equivalent  trapezoidal  section  gives  practi- 
cally the  same  stability  against  overturning  with  a  large  gain  in  economy 
of  material.  In  the  analysis  it  is  also  shown  that  with  proper  precautions 
taken  in  the  design  a  dam  which  is  strong  enough  to  withstand  overturn- 
ing about  the  outer  toe  will  also  be  strong  enough  to  resist  sliding  alc:.g 
joints. 

Chapter  3  shows  that  for  dams  above  about  80  feet  high  overturning  no 
longer  decides  the  length  of  joint,  but  that  passible  crushing  of  the  ma- 
terial due  to  its  own  weight  becomes  the  important  factor  in  the  analysis. 
These  principles  are  stated  mainly  in  narrative  without  the  use  of  mathe- 
matics, and  by  the  aid  of  various  ideal  pyramids  the  conclusion  is  reached 
that  when  certain  moderate  heights  are  exceeded  enormous  quantities  of 
material  become  necessary,  indicating  a  practical  limit  to  the  height  to 
which  the  structure  can  be  raised. 

Id  chapter  3  is  considered  the  probable  law  of  distribution  of  unit 
stress  in  a  rigid  masonry  joint,  and  a  formula  expressing  such  a  law  is 
given  by  the  author  and  compared  with  the  welt  known  French  ones. 
The  chapter  closes  with  a  discussion  of  working  values. 

In  chapter  4  designs  for  the  vertical  section  of  a  high  dam  are  made 
from  assumed  data,  but  the  treatment  presupposes  a  considerable  knowl- 
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edge  of  the  laws  governing  typical  sections,  so  that  while  the  essay  may 
be  suggestive  to  an  engineer  it  can  be  of  little  value  to  the  student. 

Chapter  5  considers  the  actual  construction  apart  from  the  mathemat- 
ical design.  Such  topics  as  the  selection  of  the  plan,  the  management  of 
the  flow  of  the  stream  during  construction,  the  proper  treatment  of  the 
excavation  and  its  necessary  pumping  plant,  the  selection  of  the  class  of 
masonry  to  be  used,  etc.,  arc  briefly  discussed. 

In  the  final  chapter  the  important  accessories  of  daiis  are  mentioned. 

The  book  cannot  be  considered  nor  is  it  intended  as  a  treatise  on  the 
subject,  yet  in  its  limited  number  of  pages  the  main  features  of  the  de- 
sign and  construction  and  the  general  principles  and  facls  affecting  all  of 
the  structures  of  this  class  are  clearly  and  carefully  given. 

C.  D.,  Jr. 

The  Induction  Coil  in  Praetical  Work.     By  Louis  Wright.     The  Mac- 

millan  Company.     Pp.  172  wiih  76  illustrations.     Price,  ^1.25. 

Under  this  title  the  author  presents  many  practical  points  and  gives 
clear  directions  to  be  followed  in  performing  many  experiments  that  re- 
quire the  use  of  an  induction  coil.  He  also  takes  the  opportunity  to  pre- 
sent in  a  clear,  concise  form  the  work  done  by  Crookes,  Hittorf,  Puluj  and 
others  with  vacuum  tubes,  closing  with  a  treatment  of  Kontgen  Rays. 

The  discussion  of  the  simple  phenomena  of  charge,  current  and  its  ef- 
fects, magnetism  and  magneto-electric  induction  serves  not  only  as  an 
introduction,  but  as  a  means  for  presenting  the  principles  underlying  the 
action  of  the  induction  coil.  A  detailed  description  as  to  the  construc- 
tion and  action  of  the  different  pans,  consideration  as  to  the  coil  to  be 
selected  for  particular  kind  of  work,  points  as  to  the  care  and  preserva- 
tion of  the  same,  together  with  detailed  directions  as  to  manipulation,  form 
the  tuples  discussed  in  the  second  and  third  chapters. 

The  middle  portion  of  the  book  is  a  condensed  but  very  clear  descrip- 
tion of  the  phenomena  that  have  been  observed  in  regard  to  the  discharge 
of  a  coil  previous  to  1895.  Among  the  subjects  touched  upon  one  finds 
"the  discharge  in  air,"  "discharge  in  partial  vacua,"  "discharge  in 
high  vacua"  and  "spectrum  of  discharge."  Presented  in  this  manner  the 
dunges  in  the  character  of  the  discharge  with  the  vacuum  are  made 
strikingly  apparent  to  the  reader, 

The  closing  chapter  on  Rontgen  Rays  covets  forty  odd  pages,  beginning 
with  a  short  history  of  Lenard's  and  Rontgen's  discoveries,  followed  by 
discussions  on  the  choice  and  management  of  tubes,  with  specific  direc- 
tions as  to  methods  of  manipulation  in  order  lo  obtain  the  best  results  in 
radic^raphy. 

The  booic  is  not  only  valuable  as  a  practical  guide,  but  also  as  a  refer- 
ence  in  vacuum-tube  work,  saving  the  student  the  necessity  of  looking  up 
the  original  papers  on  this  fascinating  and  important  subject. 

W.  H.  F. 

Manual  of  Hydraulic  Mining  for  the  Use  of  the  Practical  Miner.     ByT. 

F.  Van  Wacbnen,  E.  M.    Second  edition  revised.    D.  Van  Nostrand 

Co.      1897.     Pp.  ga,  i8mo.     Price,  ti.oo. 

In  this  little  book,  first  published  some  years  ago,  the  author  addresses 
himself  to  those  who  are  altogether  lacking  in  technical  education,  but 
VOL.  XIX.— 15. 
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who,  at  the  same  time,  have  a  general  practical  knowledge  of  the  subject. 
For  this  reason,  a  relatively  large  portion  of  the  book  is  given  to  some  (rf 
the  piimary  arithmetical  operations,  together  with  definitions  and  a  few 
Df  the  elementary  principles  of  hydraulics.  In  the  succeeding  chapten 
the  construction  of  water  ways — ditch  flume,  and  piping — is  touched  upon 
briefly,  followed  by  a  simple  exposition  of  the  problems  likely  to  arise  in 
carrying  out  the  work,  such  as  relate  to  grades,  cross -sectional  areas,  head, 
I'elocity  of  flow  and  volume  of  discharge.  The  last  chapter  treats  of 
sluices,  ritHes  and  the  saving  of  the  gold.  One  of  the  best  things  in  the 
book  is  the  demonstration  of  problems  relating  to  the  "  hydraulic  grade 
line." 

The  author  conveys  a  large  amount  of  information  in  this  brief  outline, 
but  the  suggestion  is  inevitable  that  condensation  has  been  carried  to  an 
:xtreme  point.  Many  important  details,  such  as  those  relating  to  ■'un- 
dercurrents," bed-rock  sluices  and  branch  sluices,  are  altogether  ne- 
glected. 

R.  P. 

A  Description  of  Minerals  of  Commercial  Value.     By  D,  M.  Babrincer, 
AM.,  LL.B.     John  Wiley  &  Sons.     1897.     168  pages.     <j.so. 
The  minerals  described  in  this  book  are  tabulated  according  to  the 
M:onomically  important  element  in  their  composition  and  contain  in  par- 
lUel  columns  a  statement  of  the  principal  characters  and  uses. 

The  work  will  be  found  convenient  in  siie  and  arrangement  by  pros- 
pectors and  others  interested  in  minerals.  It  is  not  planned  to  be  used 
in  systematic  determittation,  but  is  essentially  descriptive. 

A.  J.  M. 
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"RACKAROCK." 

THE   OHLY  SAFE 

HIGH  EXPLOSIVE. 

'■RACKAROCK"  contMlmi  no  aiycerine  or  Qun  Cotton. 

The  Cheapest,  Best  and  Strongest  Explosive  Made. 

I«  compoMd  of  two  Ingredient*  which  an  shipped  aepante  and  kept  one  (ram 
the  other  untH  required  for  uie. 

240,000  lbs.  Tised  in  Floor  Rock,  Hell  Qate.N.Y. 

•'  RACKAROCK  "  iar  am  mmiaiU  rtterd.    ^fa  AtcidtitU  have  Bvet 
occurred  bj  Ut  use  in  any  Tunnil. 

H*  Noxloiis  Ctas«s,  No  HoateclM,  H*  Mmisob. 

Fuzes,  Caps  and  Electric  Batteries. 

RENDRBCK  POWDER  CO., '°°  ^''SeSTyork 

MINING  machinery! 

Rock  Drills 

For  all  purposes  and  of  all  sizes. 
Steam  or  Compressed  Air. 

Air  Compressora^ 

SIMPLE,  DURABLE,  ECONOMICAL. 

ALL  SIZES 

For  Running  Pumps,  Rock  Drills,  Coal  Cutting 

Machines,  Etc. 

SEND   FOR   CATALOGUE 

Crand  drill  c6r> 

lOO  Broadway.  NE'W  70BZ, 


in  ilre  ®Jia  at  Seta  '^atk. 


ColambiB  Uaiveraity,  pedagogically.  consists  of  a  College  aod  a  University. 
The  College  is  Columbia  College,  founded  in  1754.  The  University  con^sti  of  l&e 
Faculties  of  Ifaw,  Medicine,  Applied  Science,  Pbilosopby,  Polit- 
ical Science,  and  Pare  Science. 

The  point  of  contact  between  the  College  and  the  University  is  the  Knior  year  of 
the  College,  dnring  which  year  students  id  the  College  pursue  their  studies,  with  the 
consent  of  the  College  Faculty  under  one  or  more  of  the  Faculties  of  the  Univeisitr. 

The  various  schools  are  under  the  charge  of  their  own  faculties,  except  that  the 
Schools  of  Mines,  Cheinistry,  Engineering  and  Architecture,  arc  all  under  the  charge  of 
the  Faculty  of  Applied  Science,  and  for  the  better  conduct  of  the  strictly  University 
work,  as  well  as  of  the  whole  iostruction,  a  University  Council  has  been  established. 


I.  THE  COLLEGE. 

The  College  has  a  curriculum  of  four 

Sin'  duration,  leading  to  the  degree  of 
chelor  of  Arts.  Candidates  for  admis- 
sion to  the  College  must  be  at  least  fifteen 
years  of  age,  and  pass  an  examination 
on  prescribed  subjects,  the  particulars 
concerning  which  may  be  found  in  the 
annual  Circular  of  Information. 


II. 


E  UNIVERSITY. 


Pedagi^cally,  the  Faculties  of  Law,  | 
Mediciue,  Political  Science,  Philosophy,  I 
Pure  Science  and  Applied  Science,  taken  ' 
togethcr,caastilutetheUniversity.  These  , 
&culties  offer  advanced  courses  of  study 
and  investigation,  reipectively,  in  (a) 
Private  or  Municipal  Law,  (i)  Medicine,  ' 

(e)  History,  Economics,  and  Public  Law, 
(1/)  Philosophy,  Philology  and  Letters, 

(f)  Mathematics  and  Natural  Science, 
and  (/)  Applied  Science.  Courses  of  | 
study  under  one  or  more  of  these  faculties 
are  open  to  members  of  the  senior  class  in 
the  College  and  to  aJ!  students  who  have  ' 
luecessfully  pursued  an  equivalent  course 
of  undergraduate  study  to  the  close  of  the  j 
junior  year.  These  couises  lead,  through 
the  bachelor's  degree,  to  the  university  | 
degrees  of  Master  of  Arts  and  Doctor  of  , 
Phik>sophy.  The  degree  of  Master  of 
Laws  is  also  contened  for  advanced  j 
work  in  law  done  under  the  Acuities  of 
Law  and  Political  Science  together. 


III.  THE  PROFESSIONAL  SCHOOLS. 

The  faculties  of  Law,  Medicine  and 
Applied  Science,  conduct  respectively  the 


professional  schools  of  Law,  Medidue, 
Mines,  Chemistry,  Engineering  and  Ar- 
chitecture, to  which  all  students,  as  well 
those  not  having  pursued  a  course  of 
undergraduate  studies  as  those  who  have, 
are  admitted  on  terms  prescribed  by  the 
faculties  concerned,  as  candidates  for  pro- 
fessional degrees. 

I.  The  School  of  Law,  established  in 

1858,  offers  a  three  years' course  of  study 
in  common  law  and  equity  jurisprudencer 
medical  jurisprudence,  criminal  and  con- 
stitutional law,  international  law,  public 
and  private,  and  comparative  jurispru- 
dence. The  degree  of  Bachelor  of  Laws 
is  conferred  on  the  satisfactory  comple- 
tion of  the  course. 

X,  The  College  of  Physician*  and 
Surgeons,  founded  in  1807,  offers  a.  four 
years'  course  in  the  principles  and  prac- 
tice of  medicine  end  surgery,  leading  to 
the  degree  of  Doctor  of  Medicine 

3.  The  School  of  Mines,  established  in 
1864,  offers  courses  ol  study,  each  of  four 
years'  duration  and  each  leading  to  an 
appropriate  professiona]  degree  in  min. 
ing  engineering  and  metallurgy. 


4.  The  Schools  of  Chemistry,  Engi- 
neering and  Architecture,  set  off  from  the 
School  of  Mines  in  1896,  offer  respec- 
tively, four  year  courses  of  study,  each 
leading  to  an  appropriate  profesdonal 
degree,  in  analytical  and  applied  chem- 
istry; in  civil,  sanitary)  electrical  and 
mechanical  engineering;  and  in  archi- 
tecture. 


SETH  LOW,  LL.  D.,  President. 


D,^,i,/=Jl.yCjOOJ^iC 


THE 


PULSOMETER 


STEAM 
PTTMP 

"Tli«  Cotttiaetet'i  liiind." 

OFTEN  IIUTATED— NEVER  EQVAIXED. 
OTEE  80,000  IN  USE. 


Recent  Important  Improvements. 


.  The  HandieBt,  BlmploRt  and  Uost  Efficient 
Steam  Pump  for  Oener^  Minlns,  Qaanring,  Ball- 
road,  Irrigating,  Drainage,  Ooal-wasUng,  Tauk- 
flUing,  Paper  Mill,  Bearer  and  Bridge  Oontractras' 
Pnrpcflea,  etc.,  etc. 

Unddy  or  grittr  llanidfl  handled  without  in- 
jury to  the  pnmp. 

CATAL.UOT)B  ON  APPUCATIOH. 
CUBBUSPOMDKMGB  HOUOITBD. 

PULSOMETEH  STEAM  PUMP  CO. 

185  GHEENWICH  ST.,  NEW  YORK. 


Roessler  &  Hasslacher 
Chemical  Co. 

Importing  and  Mannfiootiirins  Ohemisti, 

CTANIBE  AND  ALL  UmiNO  CEEUICALS 

100  William  St,  NBW  YORK 


Boiat  of  EaslQM,  Pampi 
I.  TmlvM,  KspaDilon  JalnU 
Ar  m  sood  pmaklDf  U  ra- 
madB  Bltlier  with  ■  rubber 


mm  mm  PiCEiis 

Comprw 
•Dd   *lia 

"Brandt's  Triple  Expansion  Gaskets" 

for  Hui  bole  ai^d  Band  bola  plKtsi  Id 

BalllDB.  Laea  I^antbsr,  Pomp  TkIvcb  lor 
hotoreald  wml«'.  Joint  PacklBB*,  Hoieand 
Kngtammn.'  Bappllca  or  everj  daaorlptlon. 

UIDOLFH  BSMDT,  38  CortllDdl  St.,  lei  Tork 


IF  YOU  ARE  INTERESTED... 

In  the  DEVELOPiIeNTS  cf  ELECTRICITT  is  >a 
applications,  fnolndlng*  Mining.  READ 

The  Electrical  Engineer 


Issued  Weekly.    10  Cents  a  Copy. 
(3.00  a  Year.    Trial,  Three  Honthf,  SO  Cents. 


CATALOeUE  OF  ELECTItKAL  BOOKS  OH  APPUCATIOK. 


THE  ELECTRICAL  ENGINEER, 

208  BROADWAY,  NEW  YORK,  JT-Jir. 

jrerXBBAIIT.    nno,FlEilUnL<.ilMr,  ijiPac«ud  FnldlniTUila.    PrlM.*IS*. 


BrSDIiinrD  B.  WV8TOK,  fl.B ,  Memba  of  Iha  Aoerlaa  Sodtly  of  a>ll  EhImo*.  Ucb- 

bw  of  Ibe  BoHDn  Sodicr  "T  Clitl  En(tnecn,  Uember  of  the  bwltBUon  of  aril  B^bh*  of 

Gnu  Britain,  uidAH'tUt)tZD|lDcai  is  durgc  of  Witar  Deputmnt,  PrmldaKa.  R.  I. 

Then  Ublsanitiaciniceaa  of  lane  ud  litbariBin  lanKlfUlaiM  lad  MHudn  br tU  nlbor 

la  Um  uparlncslal  Sold  of  the  flovofnlv  In  pipes.    Tbey  (In,  uaou;  o(h«daU|lb*  falofoBof 

■UB  flowlaf  In  iDooih  pips,  eanpuiad  by  ■  IscibIiui  of  tbc  iuilt»r,  asd  tla  Mclioi  of  mur  Bov- 

log  in  Hw  Ctft-lroD  pipot  computod  bf  Dvct*i  fbndulu. 

Tbc  labia  an  the  moat  extsnalmlui  luvecTcr  been  publlabed  upon  tMipvIlailiir  nb]ea,>i)d 
KlMtbe  rrfalan  of  vater  Bonrlot  In  pIpM,  etc.,  wiibdlfieicDi  velocltlu,  for  allilia  of  Blpcif»a- 
ally  lusd  Is  praciloc,  rism  }i-lnch  to  fia-lnch  In  dluHter.    Tbey  embrace  the  Toutti  of  abeul  b86b. 


be  of  great  valua  to  Water  Work^  S^perli 


n  tbe  frtOl 


mdenu.  U^IVulfc^ud  &i 


H.  B.  Coho  ie,  Company, 

Electric  Ligbt,  Heat  and  Pofer  HacMnery, 

Vr.  PJLXTl.  BITZZ.ZlUta. 

220  BROADWaV,  NEW  YORK. 


SEtUNO  AOCNTS  FOR 

Tbi  Eddy  ElMtile  Iff.  Co.  Tti  lami  ElteUe  (((.lb. 
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p.  W.  Devoe  &,  C.  T.  Haynolds  Co., 

Cor.  Fulton  and  William  Streets,  New  York. 

and  176  Randolph  Street,  Chicago, 

MANHFACTOHERa  OP 

.A-EXISTS'     MA.TEEI^LS, 

SUPPLIES  FOR 

Oil  and  Water  Color  Painting,  Pastel  and  Miniature  Painting, 

Etching,  Ornamenting  and  Designing.     Materials  for  Tap 

estry  Painting,  Repousse   Tools  and  Lustre  Paints. 

-MANCTACTUBEBa  OF  FINELY  PREPARED-  ^ 

Artists'    Oil    Colors    in    Tubes, 

7nn;  beitshes  fob  oil  it  watbk  colos  PAnrrma, 

Dt7  Colors,  Colon  m  OU  and  Japan  I^s  Yaniislies, 

Beady  Uizod  Pmts,  WMte  Load,  Ac 

— MANUFACTURERS  OF— 

MATHEMATICAL   INSTRUMENTS, 

Engineers'  Supplies  and  Draughtsmen's  Materials, 
T  Smuni,  TmidK,  Slim,  tiki,  cm  Siiooi  Fipin  nnlolltei,  Tniiili.  Livili,  Ett. 


'KOLESCH  SCO..  NEW  YORK 

155  Fulton  Street 

...  Surveying  Instruments ... 

BbmIm  Swiss  Drawing  Instrnments 

Orawlos,  Trulag   ud   Blue  ProeeM  Papert.     Slide  Ralet,  T  Sqicret, 
Triiiglet,  SetlH,  Drtwfag  Baardt  ud  Table*. 

— >>■  ILLCSTBATED  CATAIMOVR  ON  APPLIOATIUN..*,'— 


DRAWING 
XIATERIAL8 

AND  . 

Sine  Print  Papers 

■OLD  AT  LOWEtT  PRICES  BY 

M.  O.  80LTHANN, 

IIDFaltoaSt.NewYork. 


TRICINGS  COPIED 


WATER 

-PROOF 

SURFACE 

y 

H 

s 

1 

m 

I  tnd  B  W*lar.PriMl  Paplr. 


THi  HIT  SUBSTITUTE  ron 

LATH  *Ha  PLASTER 
In  iktm  !4  iMh  thick,  4  lot  wMa.  8,  »,  ID,  12, 14, 
18.  IBI*«tl*n|. 
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The  School  of  Mines  Quarterly. 

Journal  of  Applied  Science. 


VOL    XVIII..  1Bft6-97. 

HE'w  YORK  crry. 


SabKripHon  Prici.llOO  P*r  Annum,  tr  GDC«ntt  Par  Hinbtr. 
til  rMilltnnMi  ihmild  b«  nndi  pirible  to  ar«*r  o(  "  SCHOOL  OF  MINES  QUARTERLY." 


BOARD  or  EOITOBB. 

I.  J.  MOMS,  Afl[.  lJotofMlo«r»l(«jr.  K_WALLKft  Prat  Ana 


J.  F.  KEMP,  Pnif.  otOtOUifT. 
&  PEKIA  J'..  Ad).  Prof.  HinlDg. 


J09.  STHUTHBBS,  Talorl 


TBrnQuAamLT  ii  oirn«d  u<1  nunatted  b: 
or  Ilm,Ciai.DiiBi^  OocL»a  Md  wliU*  open  lo  «II,  la  p«H  u«  nulnly  AlMd  broontribo 
Uoo*  trom  thli  iraat  bodr  of  Bpadallati  tn  Xnclatarloc,  Mlolnc.  Cbemutst,  HcTU.L[imaT. 
Obouist,  XmBALOQT.MC.  In  ibl*  mr  It  prlntt  DnmMooi  T*aiublsanlcMnolMHTta*i*io 
MobUbiM.  CunfDl  ■MtncM  of  oumat  litanCanof  AiiALTTi»i.CRUIUTBr,  XaruxtTUT 
ud  UiMKBiuwTKppturtcnlari;,  nad  ItltlbaeipactatloDof  UwadltDn  loaiUod  Ililitootb« 


mprlnliwmbeasnIDIT  RSQUEaTU 


lonqnst 


T  StS^- 

Tb 

_«™.-i>n"« 

THE  SCHOOL  OF  MINES  QUARTERLY,  Niw  York  City 

Advertiser's  Index. 


loL  GlIIMt'*  BiCCi  PCM,  . 


Cnckcr,  Wbcdcr  ft  Co  , 

CnxbrSr 

D.Vut 

DUnU 

E.  G.  Sokmun, ii 

Blmer  ft  Amend Back  0»a 

Elactncal  En^Bair,  is 

F.  W.  DcTOclt  C  T.  lUrDold*  Ce ■■ 

FnmftChilMHn, I 

GuTiD  HachlBc  Co i 

H.  B.  CobD  a  Co., » 

JcnfclM  Bmberi, FroniCoTcr 


Scbuffcr  ft  Budcnberi, . 


JLyGOOJ^iC 


,db,GoOglc 


,db,Googlc 


Lists  of  the  Alumni 

OF 

Columbia  University 

School  of  Mines 

1898 


Members  of   the  Alcmsi  Ashociation   asd  Otiikr  Graduates 

DeTECTIKQ    EBRORa    IX    THE    SuCCEEDIXQ    Llf^TS 

"Will  Please  Sexd  Courectioks  to 

PROF.  F.  R.  HUTTON, 

SECRETARY", 
COLTJMBLl  UNIYEESITY  SCHOOL  OP  MIXES, 

OR  TO 

Jso.  12  West  Thirtv-First  Street, 
NEW  YORK  CITY. 
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Officers  of  the  Association,  .... 

Standing  Committees,  ..... 

List  of  ail  Grraduates  by  Classes, 
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SUMMARY. 


All  Graduates,     . 

1090 

Members  of  Alumni 

Association,  . 

577 

Honorary  Members, 

6 

Life  Members,    . 

24 

Associates, 

14 

Other  Graduates, 

400 

Revised  to  Dxceu 

BEE,  1897.) 
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o:f^:f^ice;rs 

COKSniDTtKa  THE 

BOAED  OF  MANAGERS 


THE  ALUMNI  ASSOCIATION  OF  THE  SCHOOL  OF 

1897. 


Preiidmt, 

WILLIAM  ALLEN  SMITH,  '68. 
62  WaU  Street,  N.  Y. 

Vice-Prtrident, 

■    JAMES  FUEMAN  KEMP,  '84. 
Columbia  University,  K,  Y. 

Sttretary, 

F.  H.  HUrrON,  '76. 
Columbia  University,  N.  Y. 

Tretuarer, 

LEA  McILVAINE  LUQUEH,  '87. ' 

Columbia  University,  N.  Y. 


Terms  expire  189H. 
H.  S.  MUNKOE,'69, 
J.  K.  EEE8,  '75. 
W.  B.  PAESONS,  '8: 
M.  T.  BOGEET,  '94. 


MANAGERS. 

Group-  TermH  expire,  1999. 

I.  .L  C.  F.  EANDOLPH,  '69. 
II.  H.  T.  VULTE,  '81. 
:.  III.  J.  H.  WAINWRIOHT,  '82. 

IV.  EDMUND  H.  MILLER,  '91. 


Note. — Correepondeiice  oonoemiDg  dna  fted  other  elerioal  details  ot  the  work  of 

the  AsBoolation  maj  be  wnveDientl;  addressed  to  Mb.  Fbakcis  W. 

HoADLBY,  Assistsiit  to  the  Seoietaiy  and  Treasorer, 

No.  12  West  3l8tSt.,  New  York  Gty. 
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STANDINQ  COMMITTERS 

On  Badga. 

F.  K.  HUTTON. 

P.  DE  P.  KICKETTS. 

On  Meetings. 

JAS.  F.  KEMP. 

F.  R.  HUTTON. 

WALTER  M.  MESEROLE. 

On    Quarterly. 

A.  J.  MOSES. 

J.  F.  KEMP. 

R.PEELE. 

E.  WALLER. 

JOS.  STRUTHERS. 

1.  H.  WOOLSON. 

R.  E.  MAYER. 


DELEGATES  TO  ALUMNI  COUNCIL. 

D.  Le  R.  dresser,    ■ 1898 

F.  R.  HUTTON, 1899 

HOWARD  VAN  SINDEEN, 1900 

W.'B.  PARSONS 1901 

WM.  ALLEN  SMITH, 1902 
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LIST  No.  1. 


Containe  the  names  of  all  Graduates  and  Members  of  the 
Alumni  Association  grouped  by  classes  from  the  begin- 
ning. The  details  as  to  residence  and  Professional  Oc- 
cupation are  given  in  the  second  or  alphabetical  list  for 
convenient  reference. 


(BeTised  to  December,  1807- ) 


.vGoot^lc 


class  list 
Graduates  and  Members 

ASSOCIATION  OF  THE  ALUMNI. 

[Note. — Wheie  tbe  name  is  followed  b;  a  date,  it  denotes  that  the  peiwa  is  m 
loDger  living,  and  the  date  is  tbe  year  of  tbe  death.] 


Adams,  J.  M.,  1892. 
Bridgham,  S.  W. 
Broil  SOD,  E.  S. 
Brown,  F.  G. 
Church,  J.  A. 


Barnai'd,  A.  P. 
Baxter,  G.  S. 
Carson,  J,  P. 
Cbestt-T,  A.  II. 
Courseii,  O.  H. 
Gecr,  G.  J.,  Jr. 
Hanna,  G.  B. 
MacMartiii,  A.,  1881. 

Blossom,  T.  M.,  1876. 
Bi'uckman,  F. 
Campbell,  A.  C. 
Delalield,  A.  F.» 
Hooker,  W.  A. 

Haight,  O.,  1891. 
iDgersoll,  W.  H. 
Knapp,  J.  A. 


Coruwall,  H.  B. 
Giddiiigs,  E.  E. 
Gracie,  0.  K.,  1891. 
Hale,  A.  W. 
Harding,  G,  E.» 

i868. 

McUiss,  D.  E.* 
Moffntt,  E.  S.,  1893. 
Pursons,  G.  H. 
Pennington,  J.  P.* 
Pistor,  W. 
Piatt,  C.  S. 
Robertson,  K. 


C. 


1869. 

Hnntingdon, 
Irving,  11.  D,, 
Jenney,  W.  P. 
Munroe,  H.  S. 


1870. 

Ltlienthnl,  J.  L., 
Lindslej',  S. 
Parrot,  E.  51. 


Harmer,  T.  H. 
Heath,  F.  M.  (formerly 

Petit). 
Tuttle,  W.  W. 
Viiu  Lennep,  D. 


Sbaek,  A.  P. 
Schennerliom,  F.  A. 
Smith,  L. 
Smith,  W.  A. 
Stalknecht,  F. 
Van  Arsdale,  W.  H. 
Wheeler,  M.  D.,  ISSH. 


Nettre,  L.  R. 
Newton,  H.,  187' 
Potter,  W.  B. 
Randolph,  J.  C. 


1,  Tcrhune,  R.  H. 
Van  Wageneu,  T.  F. 
Waller,  E. 
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iS^x. 

Fales,  W.  E.  S. 

Rickells,  P.  de  P. 

Robertson,  R.  8.,  Jr. 

Riggs,  G.  W. 

Gordon,  J, 

Roberts,  G.  S. 

Austen,  P.  T. 

McDowell,  F.  H. 

Wendt,  A.  F.,  1898. 

Jenney,  F.  B.,  1876. 

Sloane,  T.  OC. 

Canfield,  F.  A. 

Mott,  H.  A.,  1896. 

Williams,  J.  T.,  Jr. 

Ooltoii,  C.  A. 

Webb,  H.  W. 
1874. 

Allen.  C.  S. 

Lillie,  8.  M. 

Rhodes,  F.  B.  F. 

Benedict,  W.  de  L. 

Murray,  G. 

Williams,  F.  H. 

Cameron,  J.  G.  M.,  1889.  Olcott,  E.  E. 
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Clark,  G.  H. 
Covell,  W.  S. 
Foster,  K.  G. 
Gonzalez,  A. 
Gregory,  L.  E. 
HankinBon,  A.  W. 

Acken,  B.  A. 
Baraetl,  L.  K. 
Black,  A. 
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Mahl,  J.  T. 
Mann,  C.  B. 
Miller,  E.  H. 
Mora,  M.  L. 
Owens,  R.  B. 
Raymond,  A. 
Skinner,  E. 

x8ga. 

Gillette,  H.  P. 
Granger,  A.  D. 
Harrison,  N. 
Hay,  A. 

Herckenrath,  W.  A. 
Jackson,  O. 
Kletchka,  J.  J. 
Knox,  C.  E. 
Livingston,  G. 
Lougacre,  L.  B. 
Lord,  F.  R. 
Mcllhiney,  P.  C. 
McKinlay,  J.  B. 
Meisel,  F.  C.  A. 
Merz,  E. 

1893. 

Harte,  C.  R. 
Haskell,  H.  O. 
Hoyt,  R. 
Hume,  F.  T. 
Hyde,  F.  8. 
Jones,  J.  E, 
Kurtz,  E.  L. 
Langmuir,  A.  C. 
Liebmann,  A. 
McKee,  H.  8. 
Macy,  V.  E. 
Malukoff,  A.  J. 
Matthew,  W.  D. 
Newton,  T.  M. 
XS94. 
Bogert,  M.  T. 
Chapman,  A.  W. 
Clark,  L. 


Strout,  W.  A.  ■ 
Thomas,  F.  C. 
Totten,  G.  O.,  Jr. 
Tuska,  G.  B. 
Warren,  L. 
Wataon,  B.  B. 
Wiener,  W. 


Parmly,  0.  H. 
Pierce,  F.  E. 
Reckhart,  G.  F. 
Reese,  W.  W. 
Ries,  H. 
Rosenthal,  A. 
Savage,  S.  U. 
Southard,  G.  C. 
Temple,  S.  J. 
Towart,  J. 
Van  Ingen,  D.  A. 
Wemer,  H.  C. 
White,  B.  D. 
Windecker,  C.  N. 
Windolph,  A.  P. 


Oakea,  J.  C. 
FedersoD,  F,  M. 
Pomeroy,  W.  A. 
Post,  R.  B. 
Prince,  A.  D. 
Provot,  F.  A. 
Putnam,  B.  R. 
Reynolds,  M.  T. 
Robinson,  F.  G. 
Schroter,  G.  A. 
Smith,  H.  A. 
Thompson,  S,  C. 
Tilghman,  H.  A. 
Tuttle,  W. 

Coke&ir,  F.  A. 
Emery,  H.  G. 
Fellows,  W.  K. 
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Polger,  E.  P. 
Frisbee,  H.  D. 
Fuentes,  F. 
Greene,  P.  J. 
Hamilton,  F.  C. 
Hanson,  R.  G. 
Hasa,  E.  F. 
Jacobs,  H.  A, 
JofTe,  M. 
Jones,  E.  M. 
Eastner,  J.  C. 
Leeming.  T.  L. 
Libaire.  E.  W. 
McNeil,  C.  E. 
Mastcre,  H.  K. 


Alexander,  J.  A. 
Andrews,  W.  C. 
Archer,  <;.  F. 
Albertson,  A.  H. 
Barnett,  L.  H. 
Bayles,  F.  P. 
Baldwin,  D.  H. 
Binion,  J. 
Benedikt,  V.  M. 

Buck,  H.  W. 
Bultman,  H.  D. 
Candler,  D.  W. 
Carter,  B.  P. 
Coykendall,  E. 
Cox,  E.  V. 
Dobbins,  M. 
Durham,  H.  W. 
Dewey,  F.  H. 
Evans,  I.  N. 
Fintel,  E.  A.  von, 
Fletcher,  O.  W. 
Foerst«r,  D. 


Arden,  J.  L. 
Anryansen,  F. 
Benoniel,  B.  D. 
Burrill,  P,  M. 
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Messiter,  E.  H. 
Mears,  (i.  K. 
Morris,  B.  W.,  Jr. 
Murchison,  K.  M. 
Munroe,  M. 
OBterberg,  M. 
Parsons,  U.  A. 
Perrinc,  (J. 
Pope,  J.  R. 
Prince,  J.  L. 
Hennard,  J.  C. 
Ritt«nhousc,  C.  T. 
gearle,  C.  D. 
Seldner,  R. 
Self,  E.  D, 

1895- 

Fox,  M.  J. 
(iottsberger,  B.  B. 
Gartcnsteig,  C. 
(irace,  F.  J.  M. 
Herzig.  C.  S. 
Hiinloon,  L.  I>. 
Horton,  C.  F. 
Haddcn,  H.  S. 
Jarman,  7,.  H. 
Johnstone,  W.  B. 
Jobbins,  F.  H. 
Janee,  K.  H. 
Kirby,  G.  T. 
Kraemer,  H. 
Leo,  R.  L. 
Lum,  C.  H. 
McKinlay,  W.  B. 
Miller,  8.  O. 
Moisseielf,  L.  S. 
Moses,  P.  R. 
Moeller,  E.  J. 
Mullikeu,  H,  B. 
Natkins,  T. 

1896. 

Carney,  E.  J. 
.   Clark,  A.  J. 

Comstock,  F,  L. 
Darrach,  J.  M.  A. 


Sherman,  G.  F.  (I, 
Smith,  W.  F. 
Mteinam,  J.  L. 
Stratton,  Alex. 
Taintor,  W.  N. 
Tennille,  O.  F. 
Tompkins,  J.  A. 
Vail,  L.  H. 
Vanderbilt,  W.  D. 
Vatable,  J.  J. 
Walker,  H.  V. 
Ware,  F.  B. 
Westervelt.  W.  Y. 
White,  T.  Q. 


Onnsbee.  A.  F. 
Peiignet,  C.  P. 
Pinkham,  H. 
Portuondo,  J.  M. 
Pell,  F.  L. 
Peppmiiller,  R.  H. 
Perrin,  H.  C. 
Pilcher,  L.  F. 
Reeve,  F.  C. 
Riker,  C.  L. 
Bpanlding,  M.  B. 
Shattuck,  L.  R. 
Shrady,  C.  D. 
Sutton,  F. 
Stewart,  J.  H. 
fkhell,  R.  M. 
Seward,  J. 
Thomafl,  E.  H. 
Tucker,  S.  A. 
Walker,  F.  W. 
Whiting,  L. 


Derlelh,  C,  Jr. 
Dowie,  H. 
Drasel,  C. 
Franklin,  I..  M.,  Jr. 
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Godley,  R.  D.  ' 
Gotdemith,  G. 
Hawks,  H.  D. 
Heye,  G.  G. 
Holdeo,  E.  C. 
Hyatt,  C.  E. 
IxiwenBtein,  J. 
McCaffery,  R.  S. 
McConway,  W.  L. 
Ma<.<iahati,  P. 
MacGregor,  D. 
Hesselbach,  C,  V. 
Metzger,  A. 
MoDell,  A.,  Jr. 
Slontgomery,  H,  P,  A. 
Moree,  G.  T. 


Necarauimer,  E. 
Of,  C. 
Painter,  R.  K. 


Palm 


■,  G.  I 


Parker,  R.  A. 
Pemoff,  J. 
Perry,  C.  L. 
Prosscr,  H.  A. 
Raymond,  W.  O. 
Regan,  G.  W. 
Riedel,  A.  £. 
Rodenburg,  C. 
Berber,  D.  C. 
Sergeant,  E,  M. 
Shire,  E.  I. 
Blichter,  W.  I. 


Stern,  H. 
Tachau,  W.  G. 
Thyng,  W.  S. 
Toch,  M.  B. 
Tompkins,  E.  De  V. 
Townsend,  S.  G.  F, 
Tubby,  J.  T.,  Jr. 
Uhlig,  W.  C. 
Van  Bentbuyaen,  B. 
Van  Gelder,  A.  P. 
Van  Vleck,  J.,  Jr. 
Wells,  D.  C. 
Witherell,  C.  9. 
Woodruff,  G.  W.  L. 


Adams,  E.  K. 
Bamea,  W.  C. 
Bates,  P.  A. 
Baxter,  D.  E. 
Bellman,  J.  J. 
Bishop,  R.  R. 
Boehm,  G.  A. 
Boemer,  E,  C,  Jr. 
Brown,  A.  M. 
Burroughs,  H.  S. 
Clark,  J.  H. 
Congdon,  H.  W. 
Coykendall,  F. 
Chatain,  H.  G.  F.  J. 
Clark,  C.  M. 
Collins,  C.  L.,  2d. 
Crampton,  S.  H. 
Davidson,  W.  S. 
Emanuel,  L.  V. 
Force,  D.  N.,  Jr. 
Farmer,  A.  S. 


1897. 

Pulton,  C.  H. 
Gilt,  A.  W. 
Goodridge,  J.  W. 
Gotthelf,  A.  H. 
Haldy,  G.  F. 
Hildbui^h,  L.  W. 
Holbrook,  F.  M. 
Humphreys,  J.  B. 
Herz,  H. 
Hyde,  H.,  St.  J. 
Koch,  R. 
Kaufmann,  E. 
Kilian,  W.  G. 
Knox,  N.  B. 
Loewenthal,  M. 
McLean,  J.  M. 
MacMullen,  C.  W. 
McClelland,  J.  B. 
Maben,  J.  C,  Jr. 
Madden,  J.  H. 
Manheims,  L.  R, 


Magalhaea,  G.  W. 
O'Reardon,  I. 
Perkins,  8. 
Prosser,  H.  A. 
Ralph,  H.  P. 
Rogers,  C.  E. 
Riederer,  E.  J, 
Rappold,  G.  W. 
Sayres,  J.  H. 
Schlecht,  W.  W. 
Stander,  I. 
Stout,  J.  8.,  Jr. 
Smith,  O.  B.,  Jr. 
Taylor,  A.  8.  G. 
Tibbals,  R.  G. 
Van  De  venter,  0, 
Van  Dyck,  W.  V.  B. 
White,  L. 
Waldenberger,  C.  A 
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LIST  No.  2. 


This  list  embraces  the  members  of  the  Alumni  Assooiation 
of  the  School  of  Mines  under  the*  Constitution  of  that 
bod7>  It  is  urged  that  all  ^aduates  of  the  school  should 
list  i^eroselves  under  this  group.  Names  not  found  here 
are  Efrouped  in  List  Ko.  3,  whioh  includes  graduates  who 
are  not  also  members.  All  graduates  are  requested  to 
try  to  make  and  keep  this  list  correct  and  accurate. 

(Berieed  to  December,  1897.) 
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MEMBERS 


Aluinnl  Association  of  the  School  of  Mines. 


Abeel,  George  Howard,  E.  M 1883. 

Box  C42  Hurley  Iron  Co.,  Wis.  Also  T.  East  124th  St.,  New  York 
Cily. 
1883-84,  Chemiit  Iron  Clifb  Co.,  Nef^noee,  Mkli.  1835-88,  Amstant  tlauager 
CliibCo.,  Negnunee,  Mioh.  1686-1887,  Siipt.  Negannee  Gaa  Light  Co.,  Mich. 
1888-89,  Manager  IroDtoa  Iron  Mining  Co.,  BesBemer,  Mioh.  1888-89,  Agent 
Pilgrim  MiniD);  Co.,  Bmsemer,  Mich.  188!),  Supervisior  Beaaemer  Township, 
Gogebio  Co.,  Mich.  1889-92,  Agent  Ruby  Iron  Mining  Co.,  Bessemer,  Miob. 
1888to  1895,  General  Manager  Montreal  Kiver  Iron  Mining  Co.,  Hurley,  Wii. 
1892  to  1894,  Vice-Preaident  First  Kational  Bank,  Hurley,  Wia,  1892  to  date, 
Vioe-PreaideDt  Wisconsin  Mining  Snpply  Co.,  Hurley,  Wis.  1893,  Vice-President 
and  General  Manager  Seotion  33  Iron  Mining  Co.,  Hurley,  Wis.  1894,  Consnlt- 
ing  Engineer  Newport  Mining  Co.,  Snpervtaor,  Town  of  Vanghn. 
Adams,  Ernest  K.,  Ph.  B.,  E.  E 1897. 

4.55  Madison  Avenue,  New  York,  S.  Y. 
Adams,  Randolph,  E.  M 1883. 

Broken  Hill,  N.  S.  Wnltis,  Australia. 
1886-87,  Assistant Snperinteodeiit  and  Superintendent  of  theSilrer  King  Mine, 
Silver  King,  Arizona.     1887-91,  engaged  in  Aastralia  as  Mining  Superintendent 
and  Mining  Expert,  and  now  Manager  of  the  Central  Broken  Hill  Mine,  Broken 
Hill,  N.  S.  Wales,  Australia. 

Aqramonte,  Emilio,  C.  E., 188G. 

110  Lexington  Avenue,  New  York  City, 
Engineer  Department  of  Public  Works. 

Aldridge,  Walter  IIuli^  E.  M.,       ....         1887. 

Manager  United  Smelting  and  Refining  Co.,  East  Helena,  Man. 

And /or  mail,  203  Montague  St.,  Brooklyn,  N.  Y. 

Beginning  Jnly,  1887,  Asaayer  at  Colorado  Smelting  Co.,  Pneblo.    At  diSereut 

times,  Chemist  of  Colorado  Smelting  Co.,  Pueblo.      Angnst,   1690-91,  ABsistaDt 

Saperintendent  and  Metallurgist  ot  Colorado  Smelting  Co.,  Pneblo.     Asurtaot 

Blanager  United  Smelting  and  liefining  Co.     1893,  Manager  as  above. 
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Allen,  Ciias.  Sumker,  Ph.  B.,  M.  D.,        .         .         .         1874. 

Practicing  Phj-sicittQ. 

Allen,  Kobeht Lawrence,  A,  M.,  E.  M 1888, 

103  Cambridge  Place,  Brooklyn,  X.  Y. 
Ajiv,  Ernest  Julius  Htacinthb,  A.  B.,  E.  M., .  '      .         1885. 
Cencral  Manager,  San  Juan  S.  and  M.  Co.,  Durango,  Colo. 

1(65-86,  Chemist  aud  Assa^er  at  works  of  the  San  Jnaa  and  N.  Y.  M.  and  S. 
Co..  at  Darango,  Colo.,  with  the  exception  of  three  months'  profesaional  visit  to 
Old  Mexico.  1886-87,  AseiBtaDt  Klanagei  of  the  San  Joan  and  N.  Y.  M.  and  S. 
Co.,  at  Dnrango,  Colo.  18S7-68,  Manager  of  tlie  Hazleton  Moantain  Mining  Co. , 
at  SilvertOD,  Colo.  1886  to  April  1,  1890,  Aasistant  Manager  of  Works  ol  the  San 
Jaan  Smelting  and  Mining  Co.,  at  Dnrango,  Colo.  (TheS.  J.  S.  and  M.  Co., 
being  (onued  bj  the  consolidation  of  the  S.  J.  and  N.  Y.  M.  and  S.  Co.,  ot  Dn- 
lango  and  the  Hazleton  Mt.  Mfg.  Co.,  of  Silverton,  Colo. )  Since  Apiil  1,  1890, 
General  Manager  ot  the  San  Juan  Smelting  and  Mining  Co.,  at  Dnrango,  Colo. 

.Andrews,  Samuel  Wakeman,  Jr.,  Ph.  B.,        .         .         1890. 
Andivwa,  Waters  &  Sherwln,  3.j  W.  Forty-second  Street,  New 
York  City. 
1^90-91,  Designing  with  TiSany  Glass  and  Decorating  Co.,  New  York.     1891 
to  date,  member  of  above  flrni. 

Ansbacher,  Louis  Adolph,  Ph.  B.,  .         .         .        .         1892. 
A.  B.  Ansbachcr  &  Co.,  i  Miin-ay  Si.,  and  15  West  76th  St.,  New 
York  City. 
AxTHON,  Archibald,  E.  E.  (Associate),     .  .         .         1892. 

13  West  .1.5th  St.,  New  York  City. 
Appleby,  W.  R.,  A.  B.  (Associate),    ....         1887. 
Professor  of  Mining  and  Metallurgy,  School  of  Mining  and  Metal' 
lurgy,  University  of  Minnesota,  and  911  Fifth  St.,  S.  E.,  Minne- 
apolis, Minnesota. 
Atha,  Henry  Gurney,  Ph.  B.,  A.  M.  (Williams) 

756  High  St.,  Newark,  N.  J. 
Austen,  Peter  Townsend,  Ph.  B.,  Ph.  D., 

American  Pegamoid  Company,  11  Broadway,  Nev 
876  President  St.,  Brooklyn,  N.  Y. 
1878-80,  Aagistant  Profoaor  of  Analytical  Chemiatry,  Itatgei 
1389,   Professor  of    General  and  Applied    Chemistry,    Kntgej 


1889. 

1872. 
Y'ork  City  and 

College.  1880- 
Colkge.  1891, 
Superintendent  Mann  factories  of  W.  J.  Mntheson  &  Co.,  limited,  Ravenswood, 
N.  Y.  1892,  General  Manager,  Ledonx  Chemical  Laboratory.  1893,  Professor  of 
Chemistfi",  Polytechnic  Institute,  Brooklyn,  N.  Y. 

Austin,  Thomas  Septimus,  E.  M.,     .         .         .         .         1876. 
Chihuahua  Mining  Co.,  Chihuahua,  Mexico. 
1677-78,  in   Cuba  as  Chemist.    1879-80,  Aasayer   Genuania  Smelting  Co. 
1880-90.  Snperintendent  Rio  Grande  Smelting  Co.,  Socorro,  N.  U. 
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B. 

Bakeh,  Geobqe  Lewis,  Ph.  B., 1888. 

Address  unkuowti. 

Balch,  Samuel  Weed,  E.  M., 1883. 

Box  333  Yonkera,  N.  Y.,  aod  41  Wall  St.,  New  York  City. 

1B83-84,  Otis   EleTOtor  Co.     1884-86,    Mowing   MMbtats.     1888-89,   GarriD 

Uacfaine  Co.,  Tools  and  Speoial  Maohinerj.    1889  to  date,  General  oonsalting 

praotioe  aa  Uedutnioal  Expert  and  Patent  Attorney.     Specialty,  Difficnlt  Hecliaii- 

icftl  FioblemB. 

Baldwin,  William  M.,  Ph.  B.  (Life  Member)  .         .        1884. 

New  York  and  Boston  Dyewood  Co.,  55  Beekman  Bt.,  New  York 

City,  and  Garden  City,  Queens  Co.,  N.  Y. 

Binoe  1685,  Cbemist  for  the  New  York  Dye  Wood  Eztrnot  and  Cbemioal  Co. 

Biuoe  1888,  Vioe-Prealdent  of  the  above  oorporatlou,  and  at  preeent  haTiog  diai^ 

of  thelt  manufaotnting  department. 

Banks,  John  Hehrt,  E.  M.,  Ph.  D.,  .  .  .  .  1883. 
104  John  Btreet,  New  York  City,  and  Booatoa,  N.  J. 
1883-85,  Cbemist  with  Ledoox  &  Riokette,  New  Totk.  1885-91,  Private  As- 
■ifltant  to  Fnrf.  Sioketts,  School  of  Hlaee,  New  York,  in  Reneral  analyttcal,  met- 
allurgical and  mining  engineering  work.  1889-91,  Hon.  Fellow  in  Aseaying, 
School  a  Mines.  1894  to  date,  in  putnership  with  Prof,  Biaketta,  at  abore  ad- 
dreaa,  in  geneml  ohemioal,  metallnrgicAl  and  Mining  engineering  work,  with  Ore 
Testing  Works,  at  Waverly,  New  Jersey,  for  determining  treatment  of  <ves  and 
examinadon  of  prooeesee. 

Barnard,  Edwabd  Chester,  E.  M.,  ....         1884. 
U.  S.  Geolt^cal  Survey,  Washington,  D.  C. 
AHlstont  Topographer  and  at  present  Topographer  in  the  United  StatcB  Geo- 
logical Survey,  1884-91.    Have  been  engaged  in  mapping  in  Vitglnia,  Weat  Vir- 
ginia and  the  moantalns  of  East  Kentnoky.    1693,  mapping  Northern  New  York. 

Barnett,  L.  H.,  E.  M 1894. 

Assayer  of  Enterprise  Mining  Co. ,  Kico,  Colo.,  and  295  Coliunbiu 
Avenue,  New  York  City. 
1895,  Field  AsaistaDt  U.  6.  Geologiotl  Survey.    189S,  Assfstant  Chemist  Pbils- 
delphia  S.  &  R.  Co.,  Pneblo,  Col.  and  Mining  Engineer  Enterprise  MiniagCo., 
Hoo,  CoL    1697,  Mining  Engineer,  Enterprise  Mining  Co.,  Rioo,  Col. 

Barbatt,  Edgar  Grant,  C.  E.,        .         .         .         .         1884. 

1601-3  Fisher  Bldg.,  Chicago,  Ills.,  and  Kenilworth,  HI. 
1884-88,  Engineer  tor  The  Eibaost  Ventilator  Ca  1888  to  date,  Prerident  and 
Proprietor  of  The  Eihaost  Tentilator  Co.  1691  to  date,  President  and  Genenl 
Manager  of  the  Variety  ManofaotDring  Co.  Fill  the  above  potdtioiw  »t  presoit 
and  am  oonsnlting  Ventilating  and  Heating  Engineer.  1897,  Manner  of  Fiiher 
Bailding,  Cbicago. 
Barub,  Carl,  Ph.  D.  (Associate),       ....         1877. 

Brown  University,  Providence,  E.  I, 
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1868. 


r  N.  P.  R.  R.     1890,  Treu- 


Bates,  Putnam  A.,  E.  E., 1897. 

113  We«t  72d  Street.  New  York,  N.  Y. 
Baxter.  George  Strong,  A.  B.,  E.  M. 
17  Broad  Street,  New  York  City. 
1876-79,  Civil  and  MiaiDf;  Eogineer.    1880,  Caabi 
nrer  N.  P.  R.  R. 

Batles,  Frederick  P.,  E.  M 1895. 

Chemist  Colorado  Fuel  &  IroD  Co.,  Sopris,  Colo.,  aad  408  Main 
Street,  Orange,  N.  J. 
Cbemist  and  Asnyer  for  the  Sonom  Copper  Co.,  Sodoih,  Old  Mexico. 
Beard,  James  Thom.,  E.  M.,  0.  E.,    .         .         .         .        1877. 
In  care  of  International  Correspondence  School,  304  Webster 
Avenue,  Scranton,  Pa. 
1879-80,  Aniatant  Engineer,  New  York  and  Brooklyn  Bridge.     1880-82,  As- 
aietant  Engineer,  C.  B.  and  Q.  R.R.    1863-83,  Superintendent  Smoko  Hollow 
Huie,  Averj,  la.     1884-85,  AasiBtant  U.  S.  Dept.  Min.  Sarveyor,  Aapen,  Colo. 
1885-91,   Engineer,   Whitebteaat  Fnel   Co..   Ottamwa,    la.     1801-92,    Manager 
Miller  Creek  I^nd  and  T.ime  Co.,  Aapen,  Goto.     1892-93,  Secretary  and  Treas- 
nrer,   Eldou  Coal  and  Mining  Co.,  Ottumwa,  la.     1693-96,    Iowa   MiDiDg   Ex- 
change, Ottnmna,  la.     1892-94,  Wrote  Beard's  VenlUalionof  Minu,  published  by 
John  Wiley  &  Sons,  New  York  City,     1896,  Chief  Instructor  in  Mining  Engineer- 
ing International  Correapondenee  Sehool,  Scranton,  Pa. 

Bbchbtbin,  Chas.  A., 1888. 

405  West  End  Avenue,  New  York  City. 

Beebe,  Alfred  L.,  Ph.  B., 1880. 

N.  Y.  Health  Department,  Criminal  Court  Building,  Centre  Street, 
New  York  City  and  44  Sanford  Avenue,  Flushing,  L,  I. 
1860-87,  inclosive,  Private  Awbtant  to  Pro(,  Bicketta,  School  at  Mines,  Nev» 
York,  in  genei^  analytical  work,  especially  Mineral  Analyaea.  Also  Assistant 
in  Aaaaying  and  Fellow  in  Chemistry,  in  1881-87,  inolnaiTe.  1886-92,  AsaistaDt 
Chemist,  New  York  Health  Department,  Since  September,  1892,  Bacteriologist, 
New  York  Health  Deforlment. 

Bbhrman,  George  William,  C.  E.,    ....         1893. 
201  Ross  Street,  Brooklyn,  N,  Y, 
November,  1893,  to  Jannary,  1894,  Transitman  and  Draoghtamau,  with  the 
R»ab  Locomotive  Works  and  Land  Improvement  Company, 

Bexlinger,  Hirau  Paulding,  C.  E 1887. 

Solvay  Proceas  Company  and  1721  \V,  Genesee  Street,  Syracuse, 

New  York. 

Benedict,  William  de  Liesseline,  E.  M.,         .         .        1874. 

Bank  of  Commerce  Building,  31  Nassau  Street,  New  York  City, 

and  282  Vanderbilt  Avenue,  Brooklyn,  X.  Y. 

1878-80,  Anistant  Superintendent  and  Superintendent,  Revere  Concentrating 

Co.,  Utah.     1880-81,  Assistant  anperintendeot,  Germania  Smelting  &  Refining 
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,  L'tah.  lo  1BS3,  opened  an  offioe  in  New  York  City,  aa  CoDsnltiDg  Mining 
(JDMT  and  MeUllargiat,  and  have  aiaae  been  engaged  in  eiaminiog  and  report- 
on  Mines  in  tbe  United  States,  Ontario,  Qnebeo,  Britiab  Colombia,  Meiico 
i  England. 

NOLiEL,  Sol.  D..  E.  E., 1896. 

Conatnicting  Electrical  Engineer,  1327  Broadway  and  120  W.  3oth 
Street,  New  York  City. 

N.TAMIN,  Makcus,  Ph.  B.,  a.  M.  (Lafayette  1888)  1878. 
Ph.  D.  (Univ.  NaahviUe,  1889)  (Life  Member). 
PMitor  I'.  S.  Nxttioual  Museum,  Washington,  D.  t'. 
S'8-e-i,  nitti  £.  B.  BeDJamin,  dealer  in  Chemical  Apparatus.  1883,  Editor 
erieaii  P/iarmafitt.  1883,  Editor  lf«%  Dmg  Ntvis.  May,  1883,  to  Jnne, 
5,  Chemist,  U.  S.  Laboratory,  New  York.  ISej-Se,  Lecture  on  Chemiatiy, 
Y.  Woman's  Me  iioal  College  and  Hospital  tot  Women.  1885,  Sanitary  Engi- 
r,  N.  Y.  Board  of  Health.  1886-89,  Editorial  Staff,  Appleton's  Cgeli^iedia  aj 
eriean  Biography.  1890,  Editorial  Staff,  Engiiuering  and  mining  Jmmat. 
1-91,  Editorial  Staff  in  charge  of  Chemistry,  Slandard  Didioaarg.  1894-95, 
torial  work  for  D.  Applcton  &  Co.  199,),  Editorial  Staff,  Jiihn»on's  Univrrtal 
luptcdia.  New  York.  1895-96,  at  the  Smithsonian  Institation,  and  since 
ril,  1896,  Editor  U.  S.  National  Museum,  Washington,  D.  C.  At  rsriona 
es  on  editorial  staff  of  Sciealijlc  American.  1883-89  ;  Ind-pendeni  Oil  Journal. 
6  ;  and  on  techuiual  subjects  in  A'eir  York  Daily  A'eius,  1886-95  ;  Nnc  Yorl 
',  1890-91 :  and  Phannaceutieal  Steord,  1891  ;  also  ot  AppU/on'n  Annual  Cgde- 
lia  since  1683.  Other  work  includes  translations  o(  Berthelot's  iectureson 
.xplosive  Materinls  "  (New  York,  1883}  ;  authorship  ol  Druggist's  Circnlsr, 
EC  Essay  on  "  DisinFectsntB,"  1885  ;  autliorship  of  chapters  on  Mineral  Paiah 
'  Mineral  Resources  ol  tbe  United  States."  for  years  1884-86,  and  other  uon- 
iDical  works.  Organised  the  Correeponding  Chapter  of  Chemistry  of  (he 
issix  Association  in  1892,  and  its  President  till  1896.  Life  fellow  of  the  Lon- 
Cliemical  Society,  and  of  the  American  Awociation  for  tbe  Advancement  of 
tnce  ;  Member  of  Society  of  Chemical  Industry,  London,  and  of  Ameriean 
iiiical  Society,  Member  of  International  Jury  of  Awards,  World's  Fair,  Cbi- 
),  1893.  Member  of  Jury  of  Awards,  Tennessee  Centennial  EipositioD, 
hviUe,  Tenn.,  1897. 

RRY,  Wilton  Guernsey,  Ph.  B..    .  .         ,        1886. 

Secretary  &  Treitsuro  Ascpta  Chemical  Co.,  108  Fulton  Street, 
and  170  W.  78th  Street,  New  York  City. 
^0-89,  Universities  of  Berlin  and  Heidelberg  and  General  Chemical  Researdi. 
9,  to  date,  Assistant  Chemist,   New  Y'ork   Health  Department.     Henlth  De- 
tment  New  York  City.     1897,  Sec.  &  Treas.  Asepta  Chemical  Co.,  New  York 

RRY.  George,  C.  E.,      .         .        .        .         .         .         1888. 

Assistiint  Kngineer  l>epartinent  of  Street  Improvements,  23d  &■ 
24th  Wards,  177th  Street  and  3d  Avenue,  New  York  Oily,  and 
78  Morton  Street,  Brooklyn,  N.  Y. 
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Betts,  Romeo  T.,  C.  E., 1890. 

Room  49,  Municipal  Bldg.  and  863  Jefferson  Avenue,  Bixioklyn, 
New  York. 
BiEN,  Joseph  Rudolph,  E.  M.,  ....         1887. 

140-142  6th  Avenue,  and  321  West  57th  Street,  New  York  City, 
New  York. 
1887-S8,  TopogTSpber,  U.  8.  Geological  Sarvey,  Survey  ot  Geyser  BoHina,  Yel- 
lowstone National  Park.  1988-90,  Praotice  ae  Civil  and  Mining  Engineer,  firm 
of  Vermenle  &  Bien,  New  York  City.  1890-91,  Practioe  as  Civil  and  Topograph- 
ioa)  Engineer  alone,  New  York  City.  At  present,  Secretary  Jnlins  Bien  &  Co., 
Lithographers,  Engineers  and  Geographical  Pablisbets. 

BiNiON,  Joshua,  B.  S.,  C.  E., 1895. 

Care  of  Mrs.  Freed— 232  Madison  Street,  X.  Y.  City, 
Snmmer  of  1993.  Volnnteer  AesiBtant,  New  York  Speedway.     1895,  Assistant 
Summer  School  o(  Stirveyii-g,  Colnmbia  University.     October,  1805,  to  November, 
1897,  Kodman,  Draugbteman  and  Transitman,  C.  R.  R.  of   N.  J.     NDvemI>er, 
1897,  Topogiapbical  OraDghts  to  Water  Pnrveyor,  New  York  City. 

Bishop,  R.  R.,  E.  E., 1897. 

10  West  23d  Street,  and  311  West  .54th  Street,  New  York  City. 
AagnHt,  1897,  to  date,  with  Chas.  L.  Eidlitz,  Electrical  Engineer  and  Contractor, 
Hew  York,  N.  Y. 

Black,  Adolph,  C.  E., 1894. 

Columbia  University,  and  147  East  83d  Street,  New  York  City. 
AasiHtant  Inatructor,  Summer  School  ot  Sorveying,  Saniuera,  1993-97,  in- 
oloaive.  Assistant  in  Civil  Engineering,  Columbia  CulleK^i  1891-96.  State 
Inspector,  New  Y'ork  State,  Tenement  House  Commiasion,  1894.  Tutor  in  Civil 
Engineering,  1896-98.  Instmotor  in  Mathematics  and  ilechanioal  Drawing, 
Y.  M.  0.  A.,  23d  Street  Branch,  New  York  City,  1893-95.  Snuitary  Inspector, 
Department  Public  Parks,  1895.  Architect  tor  Department  Public  Works,  New 
York  aty,  1896-97. 

Blake,  Edwin  Mortimer,  E.  M.,  Ph.  D.  (1893).  1890. 

Instructor  in  Mathematics,  Purdue  University,  Lafayette,  Ind., 
also  230  Washington  A\enue,  Brooklyn,  N.  Y. 

Bleecker,  C.  P., 1881. 

Care  of  R.  ('..  and  J.  S.  Packard  Dredging  Co.,  East  28th  Street 
and  66J  Trask  Avenue,  Bayonue,  N.  J. 

Blossom,  Francis,  C.  E 1891. 

Weslinghouse,  Chui'ch,  Kerr  &  Co.,  26  Cortlandt  Street,  New  York 
City,  and  440  Henry  Street,  Brooklyn,  N.  Y. 
1891-92,  Engineer  with  C.  W.  Hunt  Co.     1892,  Assistant  Engineer  Equity  Gas 
Works  CooatrnctioQ  Company.     1693,  as  above, 

Bltdenburgh,  Charles  Edward,  A.  B.,  A.  M.,  E.  M.,      1878. 
Mining  Espei-t  and  Prospector,  Box  180,  Rawliugs,  Wyoming. 
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BODELSEs,  Oscar,  E.  M., 1884. 

Cons,  Gfls  Co.,  Foot  West  44th  Street,  New  York  City,  and  Fo- 
cuntico  Hills,  N.  Y. 
B(ECKLiN,  Werner,  Jr.,  C.  E., 1891. 

31  Broadway  and  '2-2S  West  38th  Street,  New  York  City,  N.  Y. 
Jannary  to  May,  1893,  ran  level  on  preliminary  (150  miles),  H.  &E.  Extension, 
C.  O.  &  S.  W.  Railway,  !□  obarge  of  all  profiles  and  eatimatcs  under  Cbief  Engi- 
neer. 1R94,  Inspector  tor  MMaacbusetla  Highnay  CommiMion  on  State  Highway. 
Aaaistant  EnKineer  iu  charge  of  erection  of  Stone  Cruehing  Plant  at  Rock  Hill, 
N.  J.,  1895.     1896,  in  aiief  Engineer's  Office  Pa.  Company,  Pittabntg,  Pa. 

BiERNER,  Emile  C,  Jr.,  E.  E 1897. 

The  Solvay  Process  Co.,  and  411  Catherine  Streets,    Syracuse, 

N^ew  York. 

After  graduation  worked  fonr  months  with  Port  Chester  Bolt  and  Nnt  Company 

aa  Assistant  Mechanical  Engineer  and  Mechanical  Dranghtsn^an.     At  present  an 

A8^iatant  Engineer  of  Testa  in  Mechanical  Engineering  Department  of  Solvay 

Process  Compauy,  Syracnse,  N.  Y. 

BOGEKT,  Marston  T.,  Ph.  B.,  a.  B 1894. 

Havemeyer  Hall,  Columbia  University,  New  York  City,  and  259 

Broadway,  Flushing,  Queens  County,  L.  I.,  N.  Y. 

Awarded  Univeraity  Fellotrship  iu  Chemietry  tor  1895,  bnt  resigned  to  accept 

position  of  assistant  in   Orgauio  Chemistry.     Assistant  in  Organic  Cbeinistrj, 

Colnmhia  Univeraity,  1894-97,  and  Tutor  in  same,  Jnly  1,  to  October  15,  1897. 

Instructor  in  same  from  October  15,  1897. 

Book,  Dwight  Dana,  C.  E..  E.  E.  (1892),  .        .        .         1890. 

1.59  Washington  Park,  Brooklyn,  N.  Y. 
Bookman,  S.  (Associate),  Ph.  D.,  M.  A.,    .         .         .         1891. 

9  East  62d  Street,  New  York  City. 
BoOR«M,  Robert  Elmer,  E.  M.  (Life  Member),         .         1888. 

2  East  15th  Street,  New  York  City. 
1879,  Assayer,  general  n-ork  in  Leadvitle,  Colorado.  1880-87,  Assistant  Super- 
intendent, afterward  manager.  Evening  Star  Mining  Co.,  Morning  Stat  Consoli- 
dated Mining  Co.  and  othera  at  Leodville,  Colorado,  Lead-silver  Mines.  Also  in 
charge  Farwell  Con.  M.  Co.,  Gold  Mines  at  Independence,  Colorado.  1887-90, 
General  Manager  Blue  Bird  Mining  Co.,  Ltd.,  Butte,  Montana,  Operating  90- 
ijtamp  Mill,  Dry  Crushing,  Chluridizing,  Amalgamating  Process.  1891,  General 
Consnlting  Mining  Engineer,  and  Consnlting  Director  in  Gold,  Silver  and  Lead- 
Mining  Companies,  of  whicli  a  specialty  ia  made.  Also  Mine  Operator  and 
owner,  Silver  Mines  at  Aspen,  Colorado,  and  Consnlting  Engineer. 

Boyd,  Richard  Charles,  Ph.  B.,  A.  M.  (1892),        .         1891. 

115  W.  71st  Street,  New  York  City. 
Bradley,  Stephen  Rowe,  Jr.,  Ph.  B.,       .         .        .         1890 
Orangeburg  and  Kyack,  S.  Y. 
July,  1891,  to  1891,  Secretary  and  Treasurer  Union  Electric  Co.  Jannary,  1894, 
Secretary  and  Treasurer,  The  Arlington  Manutactnring  Co.,  New  York  Ci^. 


D,g,;,zeclbyG00g[c 


27 

Braschi,  Victor  Manuel,  Ph.  B..  E.  M.,  C.  E.,        .         1881. 

Apartado  830,  City  of  Mexico,  Mes. 
Jnne,  1884,  to  October,  1881,  iDspector  of  New  Yock  Teoement  House  Com 
mission.  October,  1884,  to  May,  1885,  Interpreter  aud  Secretary  to  Governor, 
Chilian  Commiseioner  to  visit  and  report  on  American  Miaing  and  Smelting. 
May,  1883,  to  October,  1885,  employed  by  Rend  Rook  Powder  Co.  in  Flood  Rock 
£xpl0Bion  Work.  October,  1885,  to  Janitary,  1889,  Assistant  Consulting  Engi- 
neer in  obarge  Foreign  Bosinesa,  Rand  Drill  Co.  Jannary,  February,  Marcb, 
1889,  Reporting  on  Mines  in  Mexico  tor  above  Co.,  and  for  three  yeftrs,  from 
April,  1890,  to  April,  1893,  engaged  in  introdacing  Rend  Rook  Drilling  Ma- 
icnbinery  Mexican  Mines.  In  April,  1693,  arranged  to  open  a  General  Mining 
Machinery  and  Snpply  boBineas,  in  the  City  of  Mexico,  in  nbich  I  am  at  present 
«ngaged. 
Brereton,  Thomas  J.,  A.  B.,  1879,  C.  E.,  .         .         .        1883. 

Engineer  Cumberland  Valley  Railrond  and  5th  Avenue,  Cham- 
bersbarg,  Pa. 
1879,  Rodman  on  Location  of  Redstone  Br.  P.  B.  R.  18B0  and  1982  (SnmmerB) 
-on  New  York  State  Geodetic  .Survey  of  Adirondacka.  1983-85,  Leveling  P.  R.R. 
Clearfield  Co.  Surveys  and  Construction.  On  Corpe  of  Engr.  M.  of  W.  P.  B. 
1888-89,  Ajsistant  Supen-isor  P.  K.  li.  1890-93.  Supervisor  Tyrone  Div,,  P.  K, 
R,  1B93,  Engineer  Cumberland  Valley  Railway. 
Brewster,  Henry  Drapes  (Associate),       .         .         .         1883. 

Care  Brewster  &  Co.,  49th  Street  and  Broadway,  New  York  City. 
Brinley,  John  Rowlett,  C.  E.,         .         ,         .         .         1884. 

Morristown,  N.  J. 
1831-89,  Department  ot  Public  Works,  New  York  City,     1889  to  date,  Civil 
and  Sanitary  Engineer. 

Brixton,  Nathaniel  Lord,  E.  M,,  Pn.  D.,        .        .         1879. 

63  East  49tli  Street,  New  York  City. 
Assistant  of  Geology,  School  of  Mines,  1879-1837,  Instructor  in  Botany,  Co- 
Inrobia  University,  1887-1990.  Adjunct  Professor  ot  BoUny,  Columbia  Univer- 
sity, 1890-1891.  AssiBtant  Geological  Survey  ot  New  Jersey,  1880-1887.  Bot- 
anist, Geological  Sarvey  ot  New  Jersey,  1831,  1890.  Field  Assistant,  U.  S. 
Geological  Survey,  1883.  Professor  ot  Botany,  1891.  Specialty— System atio 
Botany.     Director-in-Chiet  New  York  Botanic  Garden, 

Brosnan,  Francis  Xavier,  C.  E- 1891. 

146  W.  74tb  Street,  New  Y^ork  City. 
Brown,  Francis  G.,  E.  M 1867. 

Merchant,  15  Whitehall  Street,  and  462  Lexington  Avenue,  New 
Y'ork  City. 
Browning,  John  H.  Brower,  M,  D.  (Associate),         .         1880 
Smithtowu,  L.  I.,  N.  Y. 
Collie  of  Physicians  and  Surgeons  of  City  of  New  York,  in  year  1982.     After- 
wards Assistant  Physician,  New  York  City  Insane  Asylum,  Ward's  Island,  1898- 
83.     House  Physician  and  Surgeon  to  St.  Francis  Hospital,  1883-8o.     At  date. 
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Btember  o(  County  Medical  Society  of  New  York,  Me  ruber  Physicians'  Mntnul  Aidl 
AssooiatioQ,  Fellotr  American  Geographical  Society,  kod  AHSiHtiBnt  to  Chair  in 
Snrgery,  Neir  York  Polyclinic,  Medical  Examiuer  for  Preebyl«riaii  Board  of  For- 
eign  MiBsioDs,  General  Praotitioner  ol  Medicine  aod  Surgery. 

Brown,  Robkrt  Gilhax,  E.  M.,        ....         1889. 

Standard  Consolidated  Mining  Co.,  Bodie,  Cal. 
Brughan,  William  Frederic,  Ph.  B.,         .        .         .        1880. 

One  Hundred  and  Forty-fourth  Street  and  Southern  Boulevard, 
New  York  City  and  Los  Angeles,  Cal. 

Bryce, William  Jr.,  Ph.  B 1884. 

40  W.  64th  Street,  New  York  City. 
BccKLEY,  Charleb  Ramsat,  A.  B.,  A.  M.,  E.  M.,       .        1877. 

29  Broadway,  New  York  City. 
Burden,  Henry  2d,  A.  B.,  Ph.  B.,     .        .         .         .         1892. 

Cazcnovia,  N.  Y. 
Buhss,  Abraham  LrNCOLN,  E.  M 1887. 

Erecting  Engineer,  Jabez  Bums  &  Sons,  542  Greenwich  Street, 
New  York  City. 
Since  Noveml>er,  1387,  with  Menrs.  Jahez  Barns  &  Soni  (Mlllwrigbto  and 
MachiniBta,  and  Mannfaotnrers  of  Patented  Machines  for  Treating  Coffee  and 
Spices).  July,  1890,  18S7,  Member  of  flrm  Track.  Bunu  &  Co.  Protessional 
work  has  been  general  abop  dranghting  and  machine  design,  and  arranging  ma- 
ohinee  and  power  transmission  in  coffee  establishments. 

Burns,  Elmer  Z.,  E.  M., 1887. 

Niagara  Falls,  N.  Y. 
ISST-ee,  Engineer  and  Chemist  tor  the  Pittabnrg  and  Lake  Angeiine  Iron  Co. 
1889-90,  AssiBlaut  Electrician  for  the  United  States  Electric  Light  Company. 
1890-91,  Araistant  Electrician  for  the  Mather  Electric  Company.  1891-93,  City 
Engineer  ot  Niagara  Falls,  and  ConHulting  Engineer  for  the  Lewislon  and  Youngs- 
town  R,  R.  Company,  for  the  North  Tonawanda  Street  Kailroad  Company,  and 
for  the  Niagara  Falls  and  Suspension  Bridge  Railroad  Company, 

Burritt,  Wilmot  Woodward,  Ph.,  B.,     .         ,         .         1884. 

Chemist,  Euglewood,  N.  J. 
Bush,  Edward  Renshaw,  E.  M.,       ....        1881. 
Mining  Engineer,  with  Ricketts  and  Banks,  104  John  St.,  Nev 
York  City. 

Butler,  Nathaniel,  E.  M., 1880. 

Glen  Ridge,  Essex  Co. ,  N.  J. 
1880-62,   U.  8.   Harbor   Improvement  and   Railroad   Engineering.     1882-94, 
Barlow's  Insurance  Surveys  as  Surveyor,  Superintendent  and  Executive. 

Butler,  William  Ccrtis,  Met.  E.,  .         .         .         .         1887. 
Everett,  Washington,  and  105  Hamilton  Ave.,  Paterson,  N,  J. 
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1857-89,  Asaayer,  £1  Paso  Smelting  Co.,  £1  Paso,  Texas.  1889-90,  Chemist 
afterward  Assistant  Sapeiin  ten  dent,  Arkansas  Valley  Smelting  Co.,  Leadville 
Colo.  1890,  Chemist,  now  Assistant  Maaaijer,  Aurora  Iron  Mininfi;  Co.,  Snperio 
MioLQg  Co.,  Comet  MiDiug  Co.,  Palone  Iron  Mining  Co.,  Penokee  and  Gogebii 
Development  Co.  [Operating  Colby  and  Tilden  Mines).  Also  in  charge  Iron ivoo< 
Electric  Co.,  Gogebic  Electric  Co,  1692,  Superintendent  Monte  Cristo  Minin| 
Co.,  Seattle,  Wssliington.  189.'!,  Manager  Paget  Sonnd  Eeduction  Co.  1^4 
Presidentand  Treasurer  Puget  Sound  Reduction  Co. 
Butler,  Willard  Parker.  E.  M.,  LL.  B.  (Life  Member),  1878 

Coiins«?l  in  Patent  Cases,   59   Wall  St.,  and  143  East   Mlh  St. 
New  Yoik  City. 

O. 
Cady,  LiN-us  Bertram,  E.  M.,  C.  E., 1877 

Address  Unknown. 
Calman,  Albert,  Ph.  B.,  Ph.  D.,       .        .        .         .         1882 

7  W.  75th  Street,  New  York  City. 
Canfield,  Augustus  Cass,  E.  M.,      .         .         .         .         1877 
Casfield,  Frederick  A.,  A.  B.,  A.  M.,  E.  M 1873 

Mining  Engineer,  Dover,  N.  J. 
Carson,  James  FETTtGRU,  E.  M 18.68, 

16  Exchange  Place,  New  York  City. 
Carter,  B.  P.,  E.  M 1895 

Crown  Deep  Mine,  Ltd.,  P.  O.  Box  771,  Johannesburg,  S.  A.  R 
December,   1H96,  to  1897.     Snrvejor  and  Asaajer  ot  the  Crown   Deep,   Ltd 
1897,  in  charge  ot  8arvejing  and  Smelting. 

Casamajor.  George  H.,  C.  E 1892 

141  East  2-5th  Street,  New  York  City,    and  372   Greene   Ave. 
Brooklyn,  N.  Y. 
1802-Maj,  1893,  with  the  RaUraad  Gazflle,  N.  Y.     May-September,  1893,  witl 
C.  B,  Brnab,  Hobohen,  N.  J.,  as  Transitman,  Levelman,  etc.  October,  1893-Janu 
ary,  1896,  with  the  Eaat  River  Gae  Company,  N.  Y.     Febrnary-May,  189B,  En 
giueer  Inspector  D.  P.  W.,  N.  Y.     May,  1896,  became  a  partner  in  the  Bacbelie 
Newspaper  Syndicate,  occupied  in  literary  add  editorial  work. 
Casey,  Edward  Pearce,  C.  E.,  Ph.  B.  (1888),  .         .         1886 
Architect,  171  Broadway  and  The  Alpine,  55  West  Thirty-lhin 
Street,  New  York  City. 
With  MoKim,  Meade  &  White,  Architects,  New  York  City,  until  January,  189(1 
Abroad,  and  Student  in  l.'Ecole  National  dee  Beaux  Arts,  Paris,  from  February 
1H90,  until  September,  1893.     Five  mentions  in  Arcbitectnre,  and  a  medal  i: 
Modeling.     At  present  Architecture,  171  Broadway,  New  York  City. 

Cauldwell,  John  Britton,  C.  E.,  .  .  ,  .  1877 
Century  Club,  7  West  Forty-thiRl  Street,  New  York  City. 

Channing,  John  Parke,  E.  M.,  ....         1883 

34  Park  Place,  New  York  City. 
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1893,  CIienilBt  Hadson  River,  O.  and  I.  Co.     1881,  witli  S.  E.  Cleavrs  &  Son, 

Mannfacturere  uf  MioiD^  MRchinery,  Houghton,  Hich.  1B81-95,  A»istaiit 
MiDinE  En^cineer  Tamarack  Mine,  Calumet,  Mich.,  Dep.  Com.  Miaeral  SlAtis- 
tics,  MicbigaD,  18^5-86,  SaperiDteodeat  Hoadonu  Land  and  Navif^tion  Co- 
1886-S7,  Exploring  for  iron  on  tbe  Gogebio  Range,  and  Mining  Engineer  for  Hil~ 
wankee,  L.  S.  and  Western  liailn-ay,  Saperin  ten  dent  Iron  Belt  Mine.  1S37-90, 
Iimpecloi  ot  Mines,  Gogebio  Co.,  Micb.  1690-92,  Superintendent  Eturt  Nen  York 
Iron  Co.,  Tebpeming,  Mich.  1392-1893,  Superintendent  Iron  Eiplotation  Co., 
C.  H.  and  St.  P.  Railway.  Aaeistant  to  Geoeral  Manager  Calumet  and  Heob 
Mining  Compan;,  1894,  ConsDltiug  Work,  1804,  to  date. 

Chester,  Albert  Huntington,  A.  M.,  E.  M.,  Sc.  D.,  Ph.D.,  1868. 

Professor  of  Chemistry  and  Mineralogy,  Rutgers  College,  and  35 
College  A^-cnue,  New  Brunswick,  N.  J. 
ProtesaoTOl  Chemistry  at  Hamilton  College  trom  1870  and  Mineralogy  from 
1878  to  1891.  Conducted  the  AnalyticAl  Laboiatory  there  From  1671.  Cliemist 
IfewYork  State  Board  o(  Health,  1832.  Esamined  and  reported  on  miaeg  ot 
iron,  gold,  eilrer,  lead  and  zinc,  in  Michigan,  MiDDeeota,  Ontario,  ArkauKts, 
Colorado,  Utah,  Nevada,  California  and  Nova  Scotia.  Analytical  work  has  been 
laigely  in  two  lines,  viz.,  for  iron-blast  furnooes  and  of  paints  and  varnislies. 
Field  work  haa  been,  a  great  part  of  it,  in  the  iron  miaes  of  Minneaota  and  the 
gold  minea  of  Colorado.  Now  engaged  in  ohemical  work  tot  tbe  State  Geological 
Survey  ot  New  Jersey. 
Church,  Elihu  Dwight,  Jr.,  E.  M.,  .         .         .         .         1887. 

C3-65  Wall  Street,  New  York,  X.  Y. 
1887-88,  Fellow  Qaalitivtive  Analysis,   School   of  Mines.     1888-89,  Aniatent 
Superintendent  ot  Lead  Mine  and  Concentrating  Works.     1839-1)1,  with  Chnrch 
&Co.,  in  charge  <4  experimental  plant.     1896,  with  Church  &  Co.,  Trenton,  Mich. 

Church,  John  Adams,  A.  M.,  E.  M.,  Ph.  D.,     .        .         1867. 
Corn  Excliange  Building,  11  William  Street,  and  1350  Madison 
Avenue,  New  York  City,  Cable  address  Scotist,  N.  Y. 

Clark,  A.  J.,  E.  M., 1896. 

Homc^take  Mining  Co.,  Lead,  S.  D.,  and  care  of  B.  S.  Clark,  Box 
l.">80,  Xew  York  Cily. 
1896  to  May,  1897,  Assistant  Engineer  T.  C.  I.  &  R.  R.  Co.,  Blocton,   Ala. 
May,  1897,  to  date,  Aaaayer  Homeetake  Mining  Co.  and  Assoeiated  Companiea, 
Lead,  South  Dakota. 

Clakk,  Chas.  Martin,  E.  E 1897. 

The  Bradstreet  Co.,  X.  Y.  Life  Bldg.,  and  831  Madison  Avenue, 
New  York  City. 

Clark,  Diego  Lombillo.  C.  E 1890. 

Cardenas,  Cuba. 

Clark,  Edmund  (Assw-iate), 1892. 

Chemical  Laboratory,  Health  Dept.,  CriiuiDal  Court  Bldg.,  Centre 

and  Franklin  Streets,  and  148  Kaat  34th  Street,  New  York  City. 

From  August,  1892,  to  August,  189J,  Assistant  Chemist,  Homestead  St«el 
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Works,   C&ni^e  Steel  Co.,   PittBbnrg,  Pa.     SinM   Angnst   I,  1805,   ARsistant 
Chemist,  Health  Department,  New  York  City. 

Clahk,  Edwin  Perht,  E.  M., 1880. 

Title  Guarantee  and  Trust  Co.,  26  Court  Street,  and  464  Second 
Street,  Brooklyn,  N.  Y. 
1880-83,  EuKineer  and  Surveyor  for  Silver-Cord  Combination,  and  Robert  E. 
Leo  Slining  Companies,  Leadville,  Colo.  1883-64,  medical  Btvdent.  1884  to 
date,  Awlstant  SoperintendenC  and  afterwards  Saperintendent  Title  Gnarantee 
and  Trust  Company,  55  Liberty  Street,  Nbw  York,  and  26  Court  Street,  Brooklyn. 
In  ebatge  of  oonatroction  afid  maintenance  of  locality-indexes  of  Seal  Estate  Rec- 
ords of  New  York,  Kings  and  Weatohester  oonntiea,  N.  Y. 

Cl.ark,  Franklin  Sinclair,  E.  M.,  Ph.  D.,        .         .         1885. 
Carolina  Oil  and  Creosote  Co.,  Wilmington,  N.  C,  and  527  Madi- 
son Avenue,  N.  Y.  City. 
1885-67,  Chemist  to  Pemoline  Chemical  Co.,  Charleston,  S.  C.     1887  to  date, 
Proprietor  of  Southern  CHiemical  Works  and  Consnlting  chemist  for  the  Carolinft 
Oil  and  Creosote  Co.,  Wilmington,  N.  C.     Specialty,  DistillatioD  of  Wood  and  re- 
fining products  and  creosoting  wood. 

Clark,  George  Hallett,  C.  E.,        .         .         .         .         1893. 

59  East  Sixty-seventh  Street,  New  York  City. 
1893-94,  Tronsitman  Metropolitan  Traction  Co.,  Lexington  Aveuue  Cable  Con- 
strnction.     AsBiatant  Engineer  in  charge  oonstructiou  Lexington  Avenue  Cable 
Road.     Assistant  Engineer  D.  D.  I.,  from  June  1,  1896,  to  date. 

Clahk,  Wiluam  C,  M.  E., 1892. 

Sterling  I.  and  Ry.  Co.,  Sterlington,  Rockland  Co.,  N.  Y. 
CoKEFAiB,  Fhancis  A.,  0.  E.,     .         .         .         .         .        1894. 

66  Broadway,  New  York  City,  and  118  Cresent  Avenue.,  Plaia- 
field,  N.  J. 
Colby,  Albert  Ladd,  Ph.  B., 1881. 

Metallurgical  Engineer,  the  Bethlehem  Iron  Co.,  South  Beth- 
lehem, Pa. 
1881-83,  AsNBtant  to  Profeswr  C.  F.  Chandler  on  New  York  State  Board  of 
Health  Bnrean  of  Chemical  Analysts.  1883-89,  Introduction  in  Quantitative 
Analysis  and  Chemical  Philosophy  in  the  Lehigh  University,  Sooth  Bethlehem, 
Pa.  1887-92,  Bead  Chemist  of  the  Bethlehem  Iron  Co.  1892,  to  date,  Metallurg- 
ical Engineer  same  Compauy,  SouUi  Bethlehem,  Pa.  Also  July,  1897,  Secretary 
and  Treasurer  AsBooiation  of  American  Steel  Mannfactureie.  Specialty,  Metal- 
lurgy of  Iron  and  Steel. 

Cole,  Haeold  Morris,  E.  M.,  C.  E 1887. 

Care  United  8.  and  R.  Co.,  East  Helena,  and  1045  North  Warren 
Street,  Helena,  Montana. 
CoLTON,  Charles  Adams,  E.  M.,         ....         1873. 
363-371  High  Street,  and  57  Broad  Street,  Newark,  N.  J. 
1873-83,  Assistant  in  Hinecslocy    School  of  Mines,  Columbia  College,  New 
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York.  1882-84,  Proteawr  of  Chemistrr  and  Mineralogy,  Rose  Poljteobnie  Insi- 
tate,  Terre  Haate,  Indiana.  1884  to  daCe,  Director  and  InBtraolor  io  Cheniisb? 
and  PbjHica,  Newark  Technical  School. 

CONANT,  Henry  Dunning,  E.  M.,      .         .         .        .         1886. 
Care  of  Play&  de  Oro  Mining  Co.,  31  Nassau  Street,  New  YoA 
City,  N.  Y. 
1886-88,  Aaaiatant  Enpneer  Tamaraok  and  Oaoeola  Miaes,  Lake  Superior,  and 
H.  and  C.  R.  R.     18S8-89,  AAgittant  Engineer  on  Preliminarj  ol  Northern  Hicii- 
igan  Kailrosd.     18S9,  Assistant  in  Cbiet   Engineer's  Office,  BnOaio  and  Geneia 
Bailway.     1839-91,  Assistant  and  Resident  Engineer,  Norfolk  and  West«rD  Rail- 
road, in  charge  of  Preliminnry  Location  and  ConHtraction.     1801,  Engineer  Coe- 
baru  Land  and  ImproTement  Co.     1893,  Asaistant  Engineer,  K.  Y.,  N.  U.  A  H. 
Ry.     1894,  AsMBtant  Engineer  Playa  de  Oro  Mining  Co  ,  Ecuador,  S.  A.     ]8&=i, 
Assistant  Engineer  Boston  and  Montana  C.  C.  &  S.  M.  Co.    1B96  to  dal«,  Uao- 
Bger  Play*  de  Oro  Mining  Co,,  Playa  Rica,  Eonador. 

CoNGDON,  Ernest  Arnold,  Ph.  B.,  F.  C.  S.,      .  1887. 

Professor  of  Chemistry,  Drexel  Institute  Arta,  Science,  and  In- 
dustry, and  1336  Spruce  Street,  Philadelpliia,  Pa.,  or  care  H. 
M,  Congdon,  18  Broadway,  New  York  City. 
1887-69,  Chemist  to  Ctiamplain  Fibre  Co.,  Willaborough,  New  York.     1SS9, 
Studied  at  tbe  University  of  Berlin,  Summer  Semester.      18S9  to  dat«,  iDBtmctoc 
in  Qualitative  Analysis  and  Assaying  at  the  Lehigh  University.     1691,  Profeseor 
of  Chemistry  in  the  Dreiel  iDStitnte  of  Arte,  Sciences  and  Indnatries,  Philadel- 
phia, Fa. 

Cooper,  William  Hamilton, Ph.  B.  (I^fe  Member),  .         1882. 

Address  unknown. 
Corcoran,  John  Thomas,  E.  M.,  S.  E 1884. 

131  Smith  Street,  Brooklyn,  N.  Y. 
Cornwall,  Henry  Bedinqeb,  A.  B.,  A.  M.,  E.  M.,  Ph.  D.,  1867. 

Professor  Analytical  Chemistry  and  Mineralogy,  Princeton  Vui- 
versity,  and  51  Nassau  Street,  Princeton,  N.  J, 
Cornwall,  Harry  Clay,  E.  M.,        .         .  .         1879. 

Commonwealth  Insurance  Co.,  Na.ssau  Street,  New  York  City. 
Cox,  Jennings  Stockton,  Jr.,  Met.  Eng.,  .         .         1887. 

Care  of  Spanish  Am.  Iron  Co.,  Santiago  de  Cuba,  Island  of  Cuba. 

1887,   OoTernmeot  Survey   for  Canal    between    Harlem  and  Hudson   River. 

lB8e-lSB9,  Homestead  Steel  Works,  Draughtsman  and  afterward  Assistant  Master 

Meohanio.     1890,  Inspected  oonstruotion  ol  Steamer   "Sezurania"   and   "  Vigi- 

loncla"  for  the  U.  8.  and  B.  M.  S.  S.  Co.,  at    Roaches  Shipyard,  Chester,.  Pa. 

1891,  Reporter  for  same  Company  on  Engineering  mattera  along  the  Brazil  coast. 

1892,  with  same  company  in  New  York.  1892,  Assistant  Superintendent  Aurora 
Iron-Mining  Company,  Ironwuod,  Michigan.  1893,  Assistant  Superintendent 
Monte  Cristo  Mining  Co.,  Pride  of  the  Mountain  Mining  Co.,  Bi^ny  Mining  Co., 
and  United  Conoentiation  Company.  1894,  Professional  work  in  New  York  aud 
Cuba.    1895,  AgentCrocker-WheelerElectricCo.,  Pittsbnrir,  Pa. 
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COTKEKDALL,  EdWABD.  C.  E 

Rondout,  N.  Y. 

COTKENDALL,  FrEDK.,  C.  E., 

1  West  72d  Street,  New  York,  N.  Y. 
Cramer,  Stuart  W.,  E.  M.  (Associate),     . 

Manager  The  D.  A.  Tompkins  Co.,  Chorlotte,  N.  C. 
Graduate  of  United  Statu  Naval  Acadeiii]'  ;  resigned  from  the  Unite 
Navy,  September,  IS88.  Gradnate  Student  at  School  ot  Mines,  1863-1 
sayer  in  chaise  of  the  United  States  Assaj  Offloe,  Charlotte,  N.  C,  1 
Special  agent  for  collection  ot  statistics  ou  gold  and  silver  for  the  Sonthen 
1890.  March  10,  1893,  to  present  time,  Eagineer  and  Chemiat  for  tl 
Tompkins  'Company,  General  Engineers  and  Contractors,  of  Charlotte 
Special  correspondent  ot  Engineering  and  Mining  Joumnl.  Speoialt;  :  ^ 
hoDse  system  of  electric  lighting  and  transmission  ot  power. 
Crampton,  S.  H.,  E.  E 

95  Gates  Avenue,  Brooklyn,  N.  Y. 
Crocker,  Francis  Bacon,  E.  M,,       .... 

Professor  Electrical  Engineering,  Columbia  Uuiversity  S< 
Mines  and  44  West  44th  Street,  New  York  City. 
1883-86,  Electrical  Engineer  and  inventor.  1886-87,  Viee-Preaident  ai 
tririan  o(  "  C.  and  C."  Electric  Motor  Co.  1887-80,  Vice-President  and 
cian  Crocker- Wheeler  Eleotrio  Motor  Co.  I3S9-92,  Instructor  in  Electric 
neering,  School  of  Mines,  Colniubia  Uuiversity.  1892,  Adj.  Prolesaor 
Professor,    Elected  President  American  Institute  Electrical  Engineers,  Jui 

CusHMAN,  Alexander  Ramsey,  Ph.  B.,  Ph.  D.,  , 
128  East  Sixteenth  Street,  New  York  City. 
1878-80,   Post  Gradnate  study  at  the  School  ot  Mines,  tor  degree  ol 
18S0-8S,  in  Colorado,  visiting  mine  and  smelters.     1882-90,  engaged  in  % 
diemical  studies  and  lectoting  on  geology.     1890  to  July,  1897,  Assist 
Btructor  in  Qualitative  Laboratory  at  the  School  ot  Mines,  Columbia  L'ni 


Darwin,  Harry  Gilbert,  C.  E., 

Room  2R,  160  Brondway,  New  York  City,  and  Glen  Kiilge 
Jane,  1887,  to  October,  1887,  Rodman  and  Leveler  on  Railroad  Beld  ■ 
New  York  State.  October,  1887,  to  May,  1888,  Draughtsman  Strong  I.oc 
Co.,  New  York  City.  August,  1883,  to  date,  AsiistaDt  Engineer  ond 
Superintendent,  Safety  Car  Heating  and  Lighting  Co.,  New  York  City.  1 
of  special  gaa  works,  and  equipment  of  railroad  oars,  eto.  P.  Asst.  Eng.  1 
L.  Co. 

Davis,  Charles  Ht:NRY,  C.  E.,  , 

Room  306,  Fidelity  and  CasiuUty  Building,  99  Cedar  stre 
253  West  91st.,  New  York  City. 
Expert    Course  and  Thompson -Houston   Electric  Co.,   Lynn,   Mass., 
1887.    Agent  Lawer  Mann  Electric  Co.,  winter  1887-88.    Supt.  selling  a 
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etrnoUoD  New  York  office  8.  H.  Eleo.  Co.,  anmmer  kod  winter  18S8.  Agnt 
Westi ugh oose  Electric  Co.,  winter  183d.  CoasDlting  and  Soperrising  Elec(rt.-»1 
Engineer  from  !tfa;,  1889,  to  date. 

Davi8,  John  Woodbeidge,  C.  E.,  Ph.  D 1878. 

573  West  173d  St.,  New  York  City. 
Davidson,  William  Stewart,  E.  M.,         .         .         .         1897. 
P.  O.  Box  174,  Yokohamn,  Japao. 
Kepresentative  of  Rand  Drill  Co.  in  Japao  and  Cliina  alDce  grAdaalion. 

Deghuee,  Joseph  Albert,  Ph.  B.,  A.  M.  (1892),  Ph.  D. 

(1893) 1890. 

Health  Dept.,  New  York  City,  and  247  Harrison  St.,  Brooklyn, 
Aaeistant  Demoiutrator  in  Fbyaioa  and  Cbeniitry,  College  ot  Fhjucs  and  Sor- 
gerj,  to  March,  1806,   Harob,  1896,  to  date,  Aniataat  to  Chemist,  Kew  York  City, 
Health  DepnrtmeDt. 

Dei,afield,  Augustus  Floyd,  Ph.  D.  (Associate),       .  1869. 

Univeraity  Club,  New  York  City. 

DeLuze,  Louis  Philippe,  C.  E 1879. 

DeLuze  &Kmmett,  Enf^iueers  and  Surveyors,  New  Rochelle,  N,  Y- 

Dento-v,  Frederick  Warner,  C.  E.,  .         .         .         .         1889. 

Professor   of  Mining,  School  of  Mines,  University  of  Minnsota, 

and  1801  L'niversity  Avenue, Minneapolis,  Minn. 

1889-90,  Tellow  in  Engineering,  School  of  Mines.    1890-91,  Proteasor  of  Hining 

and  Civil  Engineering,  Michigan  Mining  School,  and  in  general  practice  ot  eo- 

gineering.    1891-5,  Mining  Engineer  Minnesota  Iron  Co.    189.'>  toilate,  Piotesam' 

ot  Mining,  School  ot  Minaa,  Universitj  of  Minnesota.     Secretary  of  the  lake  Sn- 

petior  Mining  Institnte  since  it«  organization  in  1893. 

Derleth,  Chas.,  Jr.,  B.  S.,  C.  E 189fi. 

Columbia  l'niversity  and  674  East  13.",th  Street,  New  York  City. 

Aeeiatant  in  Civil  Enginering,  Colainbia  Univeraity.    1896  todate.  Assistant  in 

Litchlield  Surveying  School,  1896.     Assistant  in  Geodetic  School,  1896  and  1697. 

Summer  IN97,  Transitnian  on  Rapid  Transit  Surveys.     Instruotar  in  Hechaoical 

Drawing,  Algebra  and  Geometry,  Y.  M.  C.  A.,  33d  St  Branofa,  1893-97,  1897-98. 

Detwiller,  Chaa.  Henry,  Ph.  B.,     .         .         .        .         1885. 

Detwiller  &  Mclendy,  Architects,  97  Nassau  Street,  New  York 

City  and  56  Danforth  Avenue,  Jersey  <;ity,  N.  J. 

1635  to  IBSH.  studying  in  architect's  offloe  in  New  York  and  traveling  in  Ea- 

rope.    18^8-92,  Practicing  Architect  in  Jersey  City.    1S92  to  date,  Praotidng 

Architect  in  New  York  City. 

Devereux,  Walter  Bourchier,  A.  B.,  A.  M.,  E.  M.,         1878. 
9  Cliff  Street,  New  York  City. 

Dobbins,  Max.  E.  M., 1895. 

Care  of  Lehigh  Valley  Coal  Co.,  Engineering  Department  and  14 
Wright  Street,  Wilkesbarre,  Fa. 
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Dodge,  Frank  Despard,  Ph.  B.,  Ph.  D.,   .         .         .         1888. 
Dodge  &  Olcott,  137  Water  Street,  and   111  Montague   Street, 
Brooklyn,  N.  Y. 
From  October,  1891,  to  date,  ChemiBt,  with  Dotlge  &  Olcott,  manataotorers  of 
oBential  oils,  etc.     18BS-90,  Fellow  in  Cliem  istry,  Aaaistaat  in  Organio  Labora- 
tory School  of  Mines.     IBSO-Ol,  stadyiog  in  Gernian;. 

DoLAN,  Charles  Francis,  C.  E 1892, 

Dept.  of  Public  Works,  150  Nassau  Street  and  111  Eaat  129th 
Street,  New  York  Cily. 
1893-93,  United  States  Inspector  of  Dredging  OperatioDa,  Harlem  Ship  Canal 
and  Newtown  Creek.  1993,  to  date,  with  Department  of  Street  ImprovementB, 
New  York  City.  1894,  with  U.  S.  Engineers  on  New  York  Harbor  Improve- 
ments. 1835,  Bridge  Shop  Practice  and  October,  '95,  to  date,  with  Department 
of  Public  Works,  New  York,  N.  Y. 

DoNNBLi^  Harry  Ellingwood,  Ph.  B.,      .         ,         .  1887. 

Address  unknown. 
Douglas,  John  Sheafe,  C.  E.,         .        .         .         .         1890, 

Columbia  Electrical  Supply  Co.,  329  Fourth  Avenue,  and  the 
Boekingham,  56th  Street  and  Broadway,  New  York  City, 
1890,  ConreeElectrical  Engineering,  Columbia  Collfge.  1391,  Crocker-Wheeler 
Electric  Motor  Company,  1S92,  Avistant  Engineer  Western  Electric  Com- 
pany in  Lighting  Depirtment.  1893,  Superintendent  ot  Union  Elect.  Co.'s 
Exhibit  at  World's  Columbian  Exposition,  Chicago.  1895,  Secretary  and  Treas- 
urer Chapin-Donglas  Eleo.  Co.  169S,  Columbia  Electrical  Supply  Co.,  329 
Fourth  Avenue,  New  York  City. 

Douglass,  Edward  Morehouse,  C,  E,,     .         .         .         1881, 
Topographer  U.  S.  Geol.  Survey,  and  Takoma  Park,  Washing- 
ton, D.  C. 
1897,  Oet^rapher  U.  S.  Geological  Survey. 
Dow,  Allan  "W'ade,  Ph.  B.  (Life  Member),       ,        .         1888. 
Office  of  the  Engineer  Commission,  District  of  Columbia,  and  2016 
Hillyer  Plage,  Washington,  D.  C. 
1888-89,    Honorary    Fellow    Quant.     Laboratory,    Sohool    ot    Mines.     1889, 
Chemist  at  Tilly  Foster  Mine,   New  York.     1889-94,  Asaiatant  Chemist  of  The 
Barber  Asphalt  Paving  Co.     1891,  District  Chemist,  Inspector   Asphalt  Cement 
and  Building  Stones,  District  ol  Columbia. 

Downs,  William  Fletcher,  E.  M.,   .         .        .  1882. 

Joseph  Dixon  Crucible  Co.,  and   75  Fairview  .^ve.,  Jersey  City, 
New  Jersey. 
With  the  Joseph  Diion  Crudble  Co.,  since  gradiuktion.    From  Jane,  1S8'2,  to 
September,  1882,  at  experiment  work.     Fiom  September,  1883,  to  October,  1884, 
indiargeof  lubricating  department.     From  October,  1861,  to  present  time.  Super- 
intendent of  orncible  and  other  departments. 

Dbasel,  Charles,  E.  M., 1896. 

66  Bowers  St.,  Jersey  City,  N.  J. 
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Prom  Ootocter,  1S96,  to  Febrnary,  1897,  Mining  EDgineer  and  Snrrejor.     Feb- 
marj,  '97,  to  January,  '98,  AaeiBtant  Metallorgiat  and  in  charge  of  both  blsHt  Ini^ 
naocssnd  oonverting  plants  of  tbe  Mazapil  Copper  Co.,  of  Conoepdou  del  Oro  Zac- 
atecBB,  Mexico. 
Dbesleb,  Daniel  Le  Roy,  C.  E,,       .         .         .        ,         1889. 

574  Broadway,  New  York  City  and  Oyster  Bay,  L,  I.,  N,  Y, 
Drubimond,  Isaac  "VVtman,  E.  M.,  Ph.  D.,  .         .         1878. 

F.  W,  Devoeft  Co.,  William  and  Fulton  Sts.,  New  York  City. 
DuFOUBCQ,  Edward  LEo>fCE,  E.  M., .         .         .         .         1892. 

ORciana  en  el  Volcan,  Bierm  Mojada,  Coahuila,  Mexico,  and  62 
W,  84th  St.,  New  York  City. 
1892-93,  Anistant  Saperinteodent  Costa  Rita  Paoiflo  Gold  Uioinc  Company, 
Punta  Arenaa,  Costa  Rica.  Summer  of  1S93,  Atustaot  in  Mining,  Colnmbift 
Collie  and  Tnuisitman  (or  J.  F.  Carey  &  Co.,  Brooklyn.  November,  1893,  Aa- 
siataiit  Engineer,  MazapilCopperConipaDy,  Concepiou  del  Oro,  Zaoateoaa,  Meiioo, 
and  ABsistant  Engineer  Coahuila  and  Zacateoas  Railroad.  December,  1894,  bi 
November,  1890,  SnperintendeDt  ol  International  Mining  Co.,  San  Miguel  Ae] 
Mezqnital,  Mesioo.  November  and  Deoemtier,  189S,  AssisCant  Uanaget 
Mining  Department,  Cons.  Kanaas  City  Smelting  and  Redoing  Company,  El  Paso, 
Texas.  January,  1897,  to  date,  Superintendent  of  Mines,  same  company,  at 
Sierm  Mojada,  Mexico. 

Dunham,  Edward  Kellogg,  Ph.,  B.,  .         ...         1881. 

.338  Kaat  Twenty-sixth  Street,  New  York  City. 
ProfeMor  of  Patbology,  Bacteriology  and  Hygiene  in  the  Bellevae  Hospital 
Medical  College,  New  York  aty, 

DuRex.M,  H.  W.,  C.  E 1895. 

125  Brooklyn  Avenue,  Brooklyn,  N.  Y. 
Draughteman  Rapid  Tranut  CommiBsion,  June  to  December,  1895.     Field  As- 
sistant U.  8.  Geological  Snrvey,  May,  1896,  to  date. 

DlSENBERRY,  WALTER  LORTON,  M.  E.,  .  .  1884. 

220  Tenth  Street,  South  Brooklyn,  N.  Y. 
1684-87,  misceltaneons.    U.  S.  Coast  SnrTcy.    Mining  in  Hezioo  and  the  West. 
Survey  of  New  Parlu,  Westcbestei  Conaty,  eto.      18S7-89,  Inspector  of  Maaonrj 
and  Transitman  on  New  Croton  Aqnednot.     1869-91,  in  charge  of  party  and  As- 
sistant Engineer  of  ConstniotioD,  Department  of  Public  Parks,  New  York  City. 

Dltcher,  Basil  H.,  Ph.  B. 1892. 

1st  Lieut,  and  Asat.  Surgeon  U.  S.  A.,  Fort  Leavenwortb,  Cans. 
Summer  of  1890,  on  Reconnaisaanoe  Survey  in  Id^o  and  NotmU,  Biological 
Survey,  U.  S.  Department  of  Agriculture.  Snmnier  ot  1891,  on  Death  Valley 
Sun-ey,  California,  U.  8.  Department  of  Agricnltnre.  Summer  of  1892,  Biologicil 
Survey,  U,  S.  Department  of  Agricnlture,  in  Kanaaa,  Oklahoma,  Texas,  New 
Mexico.  Winters,  1892-93  and  1B93-94,  Student  College  Physidaus  and  Sur- 
geons, Columbia  University.     1897,  lat  Lieut,  and  AasL  Snigeon,  U.  S.  A. 

DwiGHT,  Arthur  Smith,  E.  M.,         ....         1885. 
Superintendent  Coloi'udo  Smelting  Co.,  Pueblo,  Colorado. 
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18S3,  Aastatant  Anay er  at  works  of  The  Colorado  Smelting  Compaaj,  Poeblo, 
Colomdo.  1885  to  1888,  AasiBttiiit  ChemiEt  and  ChemiU,  ezoept  aQtnmn  of  ]886, 
wben  examining  and  reporting  on  lead  depoaile  oE  Cceor  d'Alene  region,  Idaho 
Territory,  and  spring  ot  1889,  when  acting  as  Awistant  Supt.,  Madonna  Mine, 
Monarch,  Colorado.  1389-90,  Metallnrgiat,  and  ap  to  date,  General  Snpt.  of  the 
Colorado  Smelting  Co. 

B. 
Easton,  Lanodon  Cheves,  C.  E.,       ,         .        .         ,         1884. 
59  Flood  Bldg.  and  1906  Bush  Street,  San  Francisco,  Cal. 
1885-88,  Engineer  Corps,  Aqusdnot  CommiBeion,  New  York   City.     1889-96, 
Inspector  and  Anlstant  Engineer  en^iged  in  River  and  Harbor  Improvement  in 
Dklifomia  nnder  direction  oE  Corps  ot  EDgineers,  U.  S.  A. 
Eastwick,  George  Spencer,  C.  E.,    .        .         .  1879. 

Manager  Anterican  Sugar  ReflniDg  Co.,  24  North  Peters  Street, 
New  Orleans,  Loi.,  and  1425  Broadway,  New  York  City. 
Eastwick,  Edward  Peers,  Jr.,  Ph.  B.,  S.  E.,  C.  E.  (1892),  1886. 

Care  of  American  Sugar  Refining  Company,  New  Orleans,  La. 
Eberhardt,  William  G.,  E.  M.,         .        .         .  1891. 

450  W.  Twenty-second  St.,  New  York  City. 
1891-93,  General  Engineering  and  Dranghting,  March,  1893,  to  May,  1894,  As- 
siatant  Snperintendent  and  Aeaajrer  Powhatan  Land  and  Mining  Co.,  Va.  1394- 
95,  As»yer  and  Sarveyor  Mazapil  Copper  Co.,  ^acatecaa,  Mexico,  1896,  Profes- 
sional work  in  New  York  and  New  Jersey.  April,  1S9T,  to  date,  Assaying  and 
ore  testing,  with  Rioketts  &  Banks. 

Eddie,  Edward  Crittenden,  E.  M.,  ....         1885. 

Address  Unknown. 
Edwards,  Richard  Mason,  E.  M.,     .        .         .  1886. 

Red  Jacket  and  Houghton,  Mich. 
1888-67,  General  Assay  omoe  at  Houghton,  Micb.     I888-BS,  Professor  of  Min- 
ing,  Michigan  Mining  School,  Houghton.     1890  to  date.  Mining  Engineer  tor 
Tamarack,  Tamarack,  Jr.,  Odceola  and  Kearaorge  Mining  Cos.,  L.  S.  Mich. 

Eilehs,  Karl  Emrich,  E.  M., 1889. 

Superintendent  Colorado  Smelting  Co.,  Pueblo,  Colo.,  and  751  St. 
Mark's  Ave.,  Brooklyn,  N.  Y. 
1889-91,  student  and  traveling  in  Enrope.     1895-98,  Assistant  Superintendent 
Colorado  Smelting  Co.,  Pueblo,  Col.    1896,  Kansas  City  8.  &  B.  Co.,  EJ  Paso, 
Texas.     1897,  Superintendent  Colo.  S.  &  R.  Co.,  Pneblo,  Colo. 

Elliott,  Arthur  Henry,  Ph.  B.,  Ph.  D 1881. 

4  Irving  Place,  New  York  City,  and  New  Rochelle,  N.  Y. 
Professor  Chemistry  and  Physics,  New  York  College  of  Pharmacy.     Chemist  to 
Consolidated  Gas  Co.     Editor  Anthony's  Photogrnphic  Bulletin.     Author  A.   H. 
Elliott's  Qualitative  Chemical  Analysis. 
EixioTT,  William,  Ph.  B 1880. 

.56  Wall  St.,  New  York  City. 
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Emanuel,  L.  V.,  C.  E., 1897. 

AaHayer  and  Cashier,  Las  Minas  de  C'obre  de  Tepenala,  Tepezala, 
Aguaecalientea,  Mexico,  and  Far  Rockavay,  L.  I.,  New  York. 

Enqel,  Louis  George,  E,  M., 1880. 

Brooklyn  Sugar  Refinery,  American   Sugar  Befinery  Co.,  Kant 
Avenue  and  Soutli  2d  Street,  and  23S  Clermont  Avenue,  Brook- 
lyn, New  York. 
Three  yean,  Tilly  Foeter  Iron  Mine  (E.  M.).    Thirteen  ytara,  Brooklyn  Si^r 
ReQnery. 

Engelhabdt,  Eugeme  Nicholas,  E.  M.,  .  .  .  1885. 
Selba,  Contra  <'oata  Co.,  Cal. 
tees,  A»ayer,  Chemist  and  AMistant  SnperinteDdent  Paeblo  SmeltioK  and 
BeBniug  Co.  1887  iiad  1S88,  Saperinteadent  ol  the  Bame  i>om]Miiy.  1B89,  As- 
siBtant  SaperiDtendent  Anaooada  Smelting  Co.  From  18!M  aud  to  preaent  time, 
Aniatant  Snpedotendeot  Selby  Smelting  and  Lead  Co. 

Evans,  I.  N.,  C.  E. 1895. 

Evans,  Almirall  &  Co.,  623  John  Hancock  Bldg.,  Boston,  Mass. 


Fahtb,  George  Ernest,  C.  E 1884. 

38  Maiden  I^ne,  New  York  City,  and  28-5  DeKalb  Ave. ,  Brooklyn, 
N.  Y. 

Treasarer  Prentias  Calendar  Time  Co. 
Falk,  David  Beauregard,  C.  E.,      .        .        .         .         1882. 
Savannah,  tia. 

Fearn,  Pehct  Le  Roy,  E.  M., 1889. 

18  Broadway,  N.  Y. 
1889-90,  Aeaajer  and  Barvejor,  Trinidad  Mine,  Coata  Sica.     1S90-S3,  Superin- 
tendent Trinidad  Mine,  Cos^  Rica.     1892-93,  Conaaiting  Mining  Engineer,  llli- 
aois  FlnoT  Spar  and  Lead  Co.     1SS3-94,  Vioe-Preeident  of  above.     1S94-96,  en- 
gaged In  esamioingand  reporting  on  Mines  In  Western  Statee  and  Mexico.    189B, 
entered  firm  ot  Oloott,  Feam  &  Peele,  18  Broadway,  New  York. 
Ferguson,  William  Cushman  Augustine,  Ph.  B.       .         1887. 
Nichols  Chemical  Co.,  laurel  Hill  Chemical  Works,  Laurel  Hill, 
N.  Y.,  aud  40  N.  I'areons  Ave.,  Flushing,  L.  I.,  N.  Y. 
ChietChemial  Nichols  Cb em ical  Co.,  Laurel  Hill,  N.  Y. 
Ferrer,  Carlos  Ferrer,  C.  E., 1883. 

39  Broad  !*treet.  New  York  City. 

After  graduation  tor  a  ten  neeka  on  work  at  the  Sobool  ot  Minee.  Then  nnder 
Mr.  W.  K.  Worthen,  C.E.,  on  some  work  for  the  Water  Comminioners  ot  the 
State  ot  New  Jersey.  From  Maroh  1,  lSg4,  t4i  Jannary,  1887,  on  the  Engineving 
Corpa  of  tbe  Aqaednct  Com  mission  era,  New  York  City,  as  Aaslatant  to  Eoginetr 
^  CC'nstraction  ;  Leveler  in  charge  ot   field  work  on  Section  "  A  ;"  redneed  to 
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RodmaD  io  bbaige  of  tame  ;  proniotel  to  Anietant  EnKincer  ;  resignecl  in  January, 
1887,  and  have  unoe  been  engaged  in  buBineaa  for  my  onn  acooant  at  above  od- 

Fereis,  Junius  CoLTON,E.M., 1883. 

Curthage  Ills. 
Feuchtwangeb,  Henrt,  Ph.  B.,         .         .        .         ,         1882. 

Room  19,  99  Franklin  Street,  New  York  City. 
FlALLOS,  EnKIQUE  CONSTANTrNO,  C.  E.,         .  .  .  1883. 

Ko.  27,  Calle  10a,  Tegucigalpa,  Houdura.'^,  C.  A.,  and  Care  Ernest 
Schernikow  P.  O.  Box  3540  New  York  City. 
General  Practice  in  Engineering.     Protesaor  of  Mathematios  and  Mineralogy  in 
the  Universitj  of  Tegncigalpa.      The  most  extensive  pnictioe  hai  been  as  Govern- 
ment Snrveyor  of  I^ndH  and  Mines. 
FiBHER,  WiLLARD,  E.  M., 1888. 

Manager  Sales  Department  Continental  Match  Co.,  366  Washing- 
ton Street,  and  361  W.  Fifty-aixth  Street,  New  York  City. 
Dracghteioaii  to  W.  B.  FatsoDS,  C.E.,  New  York  City.  Anistant  toSnperintend- 
ent  Segovia  Gold  Uiniog  Co.,  NioaTagna.  Clerk,  Office  of  Rich  Hill  Coal  Mining 
Co.,  Rich  Hill,  Ho.  Engineer  and  Mine  Bnrveyor,  Hioh  Hill  Coal  Mining  Co.,  Kioh 
Hill,  Mo.  Proapecting  for  ooal,  8oathweat  Minonri,  along  the  line  of  Wichlaw 
&  Western  in  the  interest  of  the  Miaaoori  Paoifio  Railroad.  Sontbera  Salee 
Agent,  Coal  Coe.,  on  tbe  lines  of  Missoari  Paoifio  Bailiray.  President  Tyler  S. 
E.  Railway  of  Texas.    1897,  Agent  Illinois  Zino  Co. 

Flotd,  Frederick  William,  C.  E.,  M.  E.,        .         .         1877. 
529  W.  Twentieth  St.,  and  175  W.  Eighty -seventh  St.,  New  York 
City. 
1877-78,  Honorary  Assistant  in  Metallurgy,  School  of  Mines.    1878-81,  TJ.  S. 
GeogTspbioal  Sarveys,  West  of  100th  Meridian.    1881-82,  Preliminary  Sorvc^, 
New  Ctoton  Aqnedact  and  Dam,  New  York.     ISS2,  Reporting  on  Mines  in  Colo- 
rado.   1883  to  date.  Firm  of  James  R.  Floyd  &  Sons,  Iron  Worka.    Specialty,  Gas 
Engineering  and  Gbb  Works  Conatrnction. 

FoEKSTER,  David,  E.  M., 1895. 

Box  4  Woodland  Park,  Colo.,  alao  5  East  Pearl   Street,  Cincin- 

ChemiBt,  N.  J.  Zino  and  Iron  Cg.     Aaaayer  and  Surveyor,  West  Creek,  Cola. 

FoLGER,  Edward  P., 1894. 

80  Quincy  Street,  Brooklyn,  N.  Y. 
Foster,  Pell  W.,  (Associate), 1883. 

Power  Specialty  Company,  126  Liberty  Street,  New  York,  N.  Y. 
Foster,  Reginald  Gut,  C.  E., 1893. 

16  E.  Thirty-first  Street,  New  York  City. 
FowxEK,  Albert  Casimir,  C.  E.,        .         .         .         .        1889. 

OenfUegos,  Cuba. 
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FowLEH,  Samuel  Stewart,  A.  B.,  E.  M.,  .  1884. 

Drawer  505,  NelsoD,  Britleh  Columbia,  and  room  201,  36  Clark 

Street,  Chicago,  III. 

188S,  Civil  EDgiDeeriug  Work,  New  York.     1888,  Aanstatit  Saperiatendent, 

Iron  Hill  Mining  and  Milling  Co.',  Blsok  Hills,  Sontb  Dakote.     1897,  Anistaut 

Saperiatendent  Galena  Rednotion  Co.,  Blaol:  Hills,  Soath  Dakota.     1886,  Saper- 

intendent.  International  Smelting  Works,  Tesaa.     Engineer  and  Assayei,  Bunker 

Hill  and  SnlUvan  Mg.  and  Cono.  Co.,  Idaho.     18B9,  Reporting  sondry  propertiea. 

1690  to  1893,  Soperintendent  Golden  Mining  and  SmelUng  Co.,  Golden,  B.  C, 

Canada.    Depnty  Commiarioner  World's  Colombian  Eipoaition,  1893.     ]8M~95, 

iinndrj  Eiaminationa  in  Britiib  Colombia.    Engineer  tbe  London  and  British 

Colombia  Goldfields,  Nelson,  B.  Col.,  1896-97. 

FoYE,  Andrew  Ernest,  C.  E., 1890. 

Columbia  University  and  11  Broadway,  also  163  West  79lh  Street, 
New  York  City. 
1890-92,  Engineer's  oflace,  H.  W.  P,  K.  R.  1893-94,  Tutor  in  QtII  Engineer- 
ing, School  of  Mines.  1894  to  date.  Instructor  in  the  same.  Contractors'  Con- 
ealting  Engineer  Nyook  Sewerage  System,  Chiat  Engineer  Inter-Stat«  Contract- 
ing and  CoostrnctioD  Co.  Cti.  Eng.  Constrootion  Sodi  Water  Co.  Cb.  Eng. 
CoQBtrnctions,  Macademizing  roods.  Borough  ot  Sodi. 

Frank,  Jerome  William,  Ph.  B.,      .  .  1888. 

20  Broadway,  New  York  City. 

Freedman,  William  Horatio,  C.  E.,  E.  E.,       .  1889. 

Columbia  University  and  157  W.  119th  Street,  New  Y'ork  City. 
PoBt-fcraduate  in  Elect.  Engineering,  1889-91.  John  l^ndall  Fellow,  1891-93. 
Assistant  to  ProreSBor  Monroe  in  Sarveying,  Snniuieis  of  1890-93.  AsBtatant 
to  Professor  Kees  in  Geodesy,  Saminer  ot  1891.  Tutor  in  Electrical  Engineering, 
School  ot  Mines,  1893-!).'>.  Tutor  in  Mechanics,  Columbia  University,  1895  to 
date.  Teacher  and  lecturer  in  University  Eitention  work,  1894  to  1897.  Public 
Lecturer  to  Board  of  Education  tor  three  terms  in  95-96  and  one  term  in  96-97. 
Associate  Editor  ot  Electric  Power,  1895-96.  Member  of  Finn,  Freedman,  Ren- 
nard  &  Co.,  136  Liberty  street,  from  1894  to  date.  Member  ot  American  Mathe- 
matical Society  and  Full  Member  ot  American  Institute  of  Electrical  Eogiaeers. 

Friedman,  Samuel,  C.  E., 1892. 

Tiiscaloosn,  .\la. 

FuHMAN,  Howard  Van  Fleet,  E.  M.,  .  .  .  1881. 
Room  118,  Boston  Building,  Denver,  Col. 
1883-88,  Assayer  and  Chemist  and  Foreman,  Germania  Lead  Works,  Utah, 
Chemist,  Globe  Smelting  and  Redning  Co.,  Denver.  Assistant  Snperintendent, 
Billings  Smelter,  Socorro.  Mew  Mexico.  Superintendent,  Bailey  Smelter,  Den- 
ver, Colo.  1B88  to  1694,  Consulting  Mining  Engineer  and  Metallnigist,  OCBce  in 
Denver.  1894  and  1895,  Chief  Assayer  U.  S,  Mint,  Denver,  Colo.  1896,  Protes- 
sor  of  Mining  and  Metallnrgy,  Colorado  State  School  of  tlines,  Golden,  Colo.,  also 
otfice  OS  above. 
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a. 

Garlichs,  Herhak,  E.  M., 1880. 

Care  of  Cons.  K,  C,  S.  &  R.  Co.,  ArgcDtine,  Kansas. 
1880-83,  Sarvering  and  Heporting  on  Mines  in  Colorado.  1883-87,  AMietant 
SnperintcBAent,  Aorara  8.  &  K.  Co.,  Anrois,  Til.  1887  to  1S94,  BapCTiutendetlt 
KeSning  Deparbnent,  Omaba  and  Gmnt  S.  and  R.  Co.  Specialty,  Silver  and 
Lead  Smelling  and  ReSning.  1894,  Hetallnrgist,  Velardena  Mining  Co.  Snper- 
inMndeat  Befining  Department.  Cons.  K.  C.  8.  &  H.  Co.  Oct.  I,  1895,  to  date. 
Superintendent  Smelting  and  Uefloing  Departments,  1S97. 

GiLDEBSLEEVE,  AjXEB  C,  C.  E.,  .  1895. 

28  W.  48th  Street,  and  S9  Cortlandt  Street,  New  York  City. 
1889  to  1892,  8tndied  Law  ;  1892,  Laborer  ;  1893,  Tranaitman  ;  1B94,  AHiUant 
Eogineer,  Departments  oF  Docks,  New  York  Cit;,  resigned  in  Jane,  1894,  to  ao- 
eept  poaition  as  Engineer  for  John  C.  Rodgeis,  Contiactor,  on  constroction  of  the 
Seoond  Section  Harlem  River  Driveway.  Resigned  in  November,  1895,  and 
opene<l  private  offloe  at  30  Cortlandt  St.,  as  Engineer  and  Cootraotor  for  Piers, 
Docks,  Foandations  and  Heavy  Masonry. 

GiFFORD.  Staklet  Devol,  E.  M 1889. 

Treasurer,  Montana  Oro  Purchasing  Co.,  100  Broadway,  New 

York  and  Butte,  Montana,  also  Hotel  Marie,  66th  Street  and 

Bould,  New  York  City. 

Treas.   Montana    Ore   Parchaaing  Co.,   ot    Bntte,    Montana,     Vice-President 

British  Colnmbia  Smelting  and  Refining  Co.,  of  Trail,  B.  C,  and  Vice- President 

o(  The  Columbia  and  Western  Railway  Co.,  of  Trail,  B.  C. 

Gillette,  Halbert  Powers, 1892. 

Asfistaut  State  Engineer,  Powers  Block,  Rochester,  N.  Y. 

1892-94,  Deputy  County  Surveyor  on  Highways  and  bridges  ;  1894-95,  Boat 
Railway  Survey,  Dallfs,  Ore.,  contractor  and  designer  for  highway  bridges  ;  1895, 
Awt  Summer  Sohool  of  Snn'eying.  Sohool  of  Mines.  Asst.  Dept.  Physios,  1896. 
Aaet,  to  -State  Engineer,  N.  Y.,  on  Canal  Improvements.  Assistant  New  York 
State  Engineer  since  March  1,  1896. 

Godlet,  RicHARn  D.,  Jr.,  E.  E.,        .         .         .         .         1896. 

White  Stone  Landing.  L.  I.,  N.  Y. 
GoixG,  Charles  Buxton,  Ph.  B.,       .         .        .         .         1882. 

Editor  En^neeiing  Magazine,  120-122  Liberty  St.,  New  York  City. 

1SB2,  Chemist  to  the  Cincinmiti  Dessicating  Co. ;  1S84,  Porter  &  Gonig,  Cincin- 
nati, Obio,  expert  and  coosulting  practice;  1687-1896,  Vice  President,  General 
!llanager  and  President  of  the  Cincinnati  Desaicating  Co.,  Cincinnati,  Ohio. 
1892-96,  Trustee,  Secretary  and  Treaanrer  of  the  Glendale  Water  Works,  Glen- 
dale,  Ohio. 
GoLDSCHMiDT,   Samuel  Anthony,  A.  B.,  A.  M.,  E.  M., 

Ph.  D.,  (Life  Member) 1871. 

President  Columbia  Chemical  Works,  43  Sedgwick  Street,  Brook- 
lyn, N.  Y.,  and  New  York  City. 
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Aasiatast  Ohio  Gwlogicnl  Sarvey,  1871.  Chemist  and  ABsUbuit  Inspector  of 
FertitiEere,  Bataoiuih,  Ga.,  daiing  winteraof  1871-75.  Daring  flDinmen,  Ant- 
tent  to  Dr.  Chandler,  loapectoi  New  York  Board  oE  Health,  1ST3-75.  Report- 
ing OD  Gnano  talands,  Soatfa  PaciBc,  187fi.  General  Conaalting  Fiacboe,  1BT6-60. 
Inspector  OBenaive  Trades,  New  York  Board  of  Health,  1879-88.  Treasnrer 
Columbia  Chemical  Works,  1880-1691.    Specialty,  Ammonia  Mannfactare. 

Good,  George  McClellan  Houtz,  E.  M.,         .         .         1886. 

Mining  Engineer,  Phllipsburg,  Centre  Co.,  Pa.,  and  0^c«ola  Mill^, 

nearfield  Co.,  Pa. 

1887-91,  Engineei  to  the  Hoots  Estate,  Hoatzdale,  Pa.    1893,  Mining  Engineer 

to  the  United  Collieries  Company.     1892,  AaBtetant  Geaeral  Manager  of  the  same. 

Also  in  1895,  Atustant  Engineer  AltoonaA  Phi UipabnT^ connecting  K.  R.     Jnly, 

1895,  Chief  Engineer  of  same.     Angnst,  189T,  General  Superintendent  A.  &  P.  C. 

B.  B. 

Goodwin,  Edward,  E.  M., 1891. 

Moscow,  Idaho. 

Jaly,  1887-October,  1889,  on  Harlem  Rirer  Canal,  New  Yoik.  1891,  Assistant 
in  Mineralogy,  and  to  spring  of  1893,  Assayer  for  Tombstone  Milt  and  Mining 
Co.,  Tombstone,  A.  T.  Spring  of  1893,  Eiperimentel  Cyanide  plant  at  Tomb- 
Stone,  A,  T.  Fall  of  1893-«nmmer,  1894,  Aaaayei  at  Texas  Con.  Gold  Mine,  and 
ABeajer  and  Assistant  Saperintendent  at  Bntlj  Choop  Mines,  Shasta  Co.,  Cali- 
foniia.  December,  1894-Jnae,  1895,  Assayer,  Paget  Sound  Red  Co.,  Everett, 
Wash.  Jane,  ie93-October,  1895,  Assayer  and  Foreman,  HontoCristoMioingCo., 
Mont«  Cristo,  Wash.  October,  1695,  Prof.  Mining,  Universiliy  ol  Idaho,  MoKOW. 
Idaho. 

GOHDON,  John,  Jk.,  E.  M., 1871. 

G.  O.  Gordon,  66-70  Beaver  Street,  New  York  City. 

Merchant,  Edward  JohnHon  &  Co.,  62  Sos  Pedro,  Rio  de  Janeiro,  Brazil. 
GoBLiNQ,  Edhar  Bonapahte,  E.  M.,  Ph.  D..       .         .         1884. 
In  Europe. 

Tutor  in  Mathematics,  Colnmbia  Univenity  from  1864  to  1883.  Drangbtsman 
and  afterwards  Assistant  Engineer  in  Departments  ot  Docks,  New  Ymk  City, 
1886-88.  In  Mannfacturing  Business  in  Paris,  France,  1888-89.  Tntoring  in 
Matbematiea  and  Engineering  Branches  in  New  York,  and  Saperin tending  build- 
ing of  booses,  introdacing  Calm-homing  Farnaoes  in  U.  S.,  1869-91.  In  charge 
of  erection  of  hnildings  in  artificial  stone  (Beton  Coignet),  fot  the  Snex  Caual 
Company,  Egypt. 

Gkaff,  Charles  Everett.  E.  M.,      ....         1885. 
21  Gaiden  Avenue,  Jersey  City,  N.  J. 

1885-87,  AKistant  Engineer,  Central  Entre  RLano  Railroad,  Argentine  Rr- 
pnblic,  S.  A.  18^7-88,  Engineer,  Arizona  Union  Mining  Co.,  Preacott,  ArizonA. 
1888-90,  ManTttactnring  Work,  Binding  Twine  and  Reapers.  1690-91,  Engineer, 
Eagle  Oil  Co. 

Granger,  A.  D.,  C-  E., 1892. 

Burhom  &  Granger,  130  Liberty  Street,  New  York  City,  and  677 
Greene  Ave.,  Bi-ooklyn,  N.  Y. 
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Sammer  and  Fall,  1893,  with  C.  W.  Hant  Co.,  ftod  E.  P.  Gleason  MIg.  Co.,  a 
Jmagfatsman.  November,  1893-Noveiiiber,  1893,  drangblaman,  Liok  Belt  Engi- 
neering Co.,  New  York  branch.  Member  of  Arm  of  Bnihorn  &  Granger  from 
November,  1893,  to  date.  Specialties :  Boilers,  Engines,  Complete  Steam  and 
Electric  Plants. 

Ghatacap,  Lodis  Pope,  Ph.  B 1876. 

Curator  American  Museum  Natural  Hiatoty,  Seventy -seventh 
Street,  and  Eighth  Avenue,  New  York  City  and  West  New 
Brighton  (Richmond  County),  Staten  Island,  N.  Y. 

trREEaiLEAF,   JaHES  LeAL,  C  E.,  .  .  .  .  1880. 

Consulting  Engineer,  No.  1,  Broadway,  New  York  City,  and 
Somerville,  New  Jersey. 
Special  Agent  for  Tenth  Census  for  Water-power  from  1880  U>  1682.  Since  in- 
Etmcting  in  engiueering,  dvil  and  nnitarj,  in  School  of  Mines.  Colambia  Uni- 
versity. 1891,  Adjnnot  Professor  Civil  Engineering,  Colombia  University.  Re- 
Bigoed  pTotossorBhip  in  1895  and  gave  exclamve  attention  to  boslnesa  as  Consolllng 
Engineer. 

Greene,  David  Jot,  C.  E.,  M.  E.  (Sibley  CoUege),     .         1894. 
800  Oakland  Street,  Brooklyn,  N.  Y. 
June,  1893,  graduated  from  Sibley  College,  Cornell  University,  with   d^ree 
of  Mechanical  Engineer.     Augnst,  189S,  to  present  time.  Superintendent  of  the 
Standard  Silica  Cement  Co.,  Long  Island  City,  N.  Y. 

Griswold,  William  Tudor,  C.  E.,     .         .         .         .         1881. 
U.  S.  Geological  .Survey,  Washington,  D.  C,  and  Boise  City,  Idaho. 

Gross,  Louis  Xathan.  B.  S.,  E.  M.,  .         .         .         .         1884.  ' 

Merchant  and  38  East  Fifty-eighth  Street,  New  York  City. 
(iiDEMAN,  Edwahd,  Ph.  B.,  Ph.  D.,  .        .         .         .        1887. 
Davenport  Syrup  Belining  Co.,  Davenport,  Iowa,  and  Box  3001 
New  York  City. 
StadentBttheUniversitiesot  Berlin  and  Qiittingen,  18S7--8B.     Private  A aetstant 
with  Dr.  C.  F.  Chandler,  and  Honoiary  ABsiatant  at  the  School  of  Mines.     1889 
and  1S90,  Professor  of  ChemiBtry  in  charge  of  the  Department  of  Chemistry,  Dye* 
ioR  and  Pottery   at  the  Pennsylvania  Mnsenra   and  School   of  Indnstrial   Art, 
Philftdelpbia,   Pa.     1890-92,  Chemist  with  the  American  Glncoee   Company  at 
BdBbIo,  N.   Y.,  and  Peoria,   111.     1893-93,  Chemist  in  charge  of  Peoria  Grape 
Snpir  Company,  at  Peoria,  111.    1893-97,  Chemical  Superintendent  of  the  mme. 
1897,  SQperinteDdent  Davenport  Symp  Be&ning  Company. 

GuDEWiLL,  Charles  Edward,  C.  E.,  ...         1890. 

Montreal  Pipe  Foundry  Ltd.,  P.  O.  Box  739  and  18  St.  Matthew 
Street,  Montreal,  Canada. 
1S90-91,  Assistant  in  Engineeriog  Department,  School  of  Mines,  nnder  Prof. 
Trowbridge.  1891-9G,  Assistant  Eogiocer  Dominion  Constrnction  Co.,  Mon- 
treal, Canada.  In  charge  of  all  pipe  laying  tor  Slontreal  Water  and  Power  Co. 
Engineer  ol  raervoir  huilt  by  the  company,  capacity  7,000,000  gallons.  Snperin- 
tcDded  croa^ng  of  Lactine  Canal  with  two  lines  of  14-inch  flexible  pipes.  January 
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1,  18S7,  appointed  Engineer  of  Montreal  Pipe  Fonntlry  Co.,  elected  Viee-Prea- 
deut  April,  1B97.  Made  Sarve;  of  lao  i.  la  Fortae,  Canada,  for  tbe  Canada  Iron 
Punuwe  Ca,  in  Jane,  1897,  and  looated  ore  deposits  in  lake.  September  1, 
1897,  elected  Aaaociate  Member  American  Society  of  Civil  Engineers. 

GuiTERMAN,  Edward  Wolf,  Ph.  B.,        .        .         .         1889. 

Passaic  Print  Works,  Passaic,  N.  J. 
;    1800-96,  Cbcmist  Passaic  Print  Works,  Paanic,  N.  J. 

H. 

Haab,  Edward  F.,  C.  E. 1894. 

Berkeley,  Cal. 
Haasis,  Dunbar  Ferdinand,  E.  M.,  ....         1883. 
U.  8.  S.  "  Gedney,"  Box  173,  and  83  Rector  Street,  Perth  Amboy. 
New  Jersey. 
1883-84,  Inspector  of  bridge  work,  Stony  Point,  Nen  York.     1885-88,  Aasajer 
and  Chemist,   attenrards  General   Manager  Pairal   Mining    and   Milling   Co., 
(silver),  Mexico,  1889,  nith  Corps  of  Eogineers,  U.S.A.,  on  New  York  Harborim- 
provementa.    1890todate,  Eoginser  Marion  Pboepbate  Co.,  Florida,  and  EngiDtCT 
Hamburgh  PboBphat«  Co.,  Florida,  enrvey ing,  prospecting  and  reporting  un  Pboe- 
pbate deposits.    1892-93,  with  D.  S.  Engineers  in  (liarge  oonstrnotion  Concrete 
Fortifications.    In  otwrgs  o(  Harbor  Improvements.    Assistant  Engineer  Do- 
minion ConstTDOtion  Company  for  pipe  laying  and  Reservoir  engineering. 

Happen,  Louis  Francis,  A.  M.,  C.  E.,        .         .         .         1879. 
President  of  the  Borough  of  Bronx,  New  York  City,  One-Hundred 
and  Forty-first  Street,  and  Third  Avenue,  and  647  CoHland 
Avenue,  23d  Ward,  New  York  Cily. 
Hale,  Albert  Ward,  A.  B.,  A.  M.,  E.  M.,        .         .         1867. 
Room  406,  32  Nassau  Street,  and  115  W.  106th  Street,  New  York 
City. 
Hall,  Robert  William,  E.  M.,        .        .         .         .         1876. 
Chemical  Building,  University  of  New  York,  University  Height?, 
24th  Ward,  New  York  City. 
From  1879  to  1888,  Chemist  to  the  American  Oas,  Fnel  and  Light  Company  and 
to  some  aasooiated  companies.    Since  the  aatamn  of  1888,  Acting  ABsistant  Pro- 
fessor of  General  Chemistry  in  the  Univeisity  of  the  City  of  New  York.    Since  tbe 
antnmn  of  1890,  also  Acting  Prolessor  ot  Analytioal  Cbemistiy  in  the  same  insli- 
tntion.     1891,  Professor  of  Anolytical  Cheiaistry,  some  institution. 

Hallock,  Albert  Peter,  Ph.  B.,  Ph.  D.,  .         .         .         1880. 

440  First  Avenue,  New  York  City,  and  161  Sidney  Avenue.  Mi. 

Venion,  N.  Y. 

June,  leeo,  to  October,  1880,  with  Dr.  P.  de  P.  Eicketts.    October,  1880,  to  So- 

vember,  1887,  Chemist  Consolidated  Cos  Co.     November,  1387,  to  Janoaiy,  18?9, 

in  the  shell  lime  business.     Jannnry,  13B9,  to  date,  Chemist  to  Carl  H.  Shnltz, 

Mineral  Water  Factory.    Specialtf,  Gas  and  Mineral  Water  Chemistry. 
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Hamilton,  Frank  C,  E.  M.,  A.  M 1894. 

Aasayer  Brodie  Gold   Reduction   Co.,  Box   101,  Crippip  Creek, 
Colorado, 
1894,  AasiBtaDtAnayerCoIomdoSmeltiDgCo.,  Pa eblo,  Colorado.  18D5  toilate, 
Anajer  Brodie  Oold  Ked.  Co.,  Cripple  Creek,  Coloiado. 
IIankinson,  Albbkt  Worthinqtoh,  C.  E.,        .         .         1893. 

114  West  Forty-flfth  Street,  New  York  City. 
Hanna,  George  Btron,  A.  R,  E.  M.,        .         .         .         1868. 
Aneistant  Assayer  Uuited  States  Assay  Oflice,  Box  56,  Charlotte, 
North  CaroliDa. 
Chemist  and  AasiitftDt  Geologist,  North  Carolina  Geological  Survey.    Sileltpr 
and  Assistant  A«ayer  U.  8.  Assay  Office,  Charlotte,  N.  C.    Also  Consulting  .Min- 
ing Engineer  and  Chemist,  etc. 
Hanson,  Kichard  Cochran,  C.  E.,    .         .        .  1894. 

74  W.  91at  Street,  New  York  City. 
Habdinq,  George  Edward,  (Associate),    .         .        .         1867. 
Architect,  25S  Broadway,  New  York  City,  and  Mayhurst,  New 
Brighton,  Staten  Island,  N.  Y. 
Fellow  American  lostitnte  Architect  and  Member  American  Society  Civil  En- 

Harrington,  Thomas  Henry,  C.  E.,  ...         1889. 

Columbia  University,  and  Westchester,  Westchester  County.  N.  Y. 
Jaly,  1889,  to  March,  1893,  Inspector  Clerk  and  General  Snperintenilent  on  U. 
B.  Works,  Flood  Rock.  Hell  Gate,  East  River,  K.  Y.  April  to  KoTember.  1893, 
in  diarge  of  Exhibit  ol  River  and  Harbor  Improvements  Irom  New  York  City  and 
Bndaon  River,  at  World's  Colombian  Expontion,  Chicago.  1894  to  date,  Aaaist- 
ant  in  Department  Mecdianical  Engineering  School  o(  Mines,  Colnmbia  Univeraity. 

Harris,  Edwin  A.,  Ph.  B 1889. 

Chemint  and   Manager,  The   Miimilith  Co.,  and   The  Arbor-ol- 
Chemical  Co.,  Poplar  Bluff,  Mo.,  and  12B4  Columbus  Avenue, 
New  York  City. 
lB8fl-90,  Chemist  of  the  Camden  ConHoUdated  Oil  Company.     1890  to  dat«. 
Chemist  Camden  Consolidated  Oil  Company  and  agent  for  oil,  mineral  and  tim- 
ber lands  in  West  Virginia  and  Ohio.    Chemist  to  the  Phosphorns  Works  of  J.  J. 
Allen's  Sons,  2  Chestnut  Street,  PhiUdelphia,  1892-93.     April,  1893,  to  date. 
Secretary  and  Treaanrei  Globe  Steam  Heating  Company. 

Habte,  Charles  R,  C.  E., 1893. 

Office  of  Assistant  p]ngineer  of  Construction,  N.  Y.,  N.  H.  &  II. 
R.  R.,  Forest  Hills,  Boston,  Mass.,  and  297  Cbcstnnt  Avenue, 
Jamaica  Plain,  Boston,  Mass. 
Engineering  Department,  N.  Y.,  N.  H.  &  H.  R.  R.,  elimination  of  grade  cross- 
ings, Miltord,  Conn.    Chairman  Jnne  6,  189J,  to  August  3,  1694.     Rodman  in- 
qwoting  masonry  and  pile  trestls,  Angnat  3,  1894,  to  October  15,  1894.     Elimina- 
tion of  grade  crossings,  Boston,  Maes.     Rodman  inspecting  maaonry  October  18, 
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1894,toSeptem1>er6,ie93.  TiamritmauSeptembeTS,  1895, to JtuielS,  1896.   Act- 
ing secoDd  omisUat  in  charge  of  seotion  II.,  Jane  15, 1896,  to  date. 
Haskell,  Harrt  Garneb,  £.  M 1893. 

f^wretary  Repauno  Chemical  Co.,  and  Hercules  Powder  Co.,  Wil- 
mington, Del. 
Hathawat,  Nathaniel,  Ph.,  B.,        .         .         .        ,         1879. 

8\vaia  Free  School  and  43  Elm  Street,  New  Bedford,  Maex. 
1879-^,  Booth  and  Edgar  Sngai  ReflDerjr.     1880-83,  Private  Araiatant  to  Dr. 
E.  Waller,  New  York.     1863-91,  Teacher  ol  Chemiatrj  and  FhyBiin,  Swain  Fi«e 
School,  Kew  Bedford,  Mtaa,  aod  general  analytical  work. 

Hawley,  John  Francis,  C.  E.,  (Life  Member),.         .  1891. 

Finca  "  El  Tambor,"  San  Filipe,  Guatetoala,  Central  America. 
Hebert,  Octave  Britton,  C  E,,        .  .         .         1888. 

1).  B.  Britton  Co.,  40  West  Broadway,  and  72  West  e9th  Streel, 
New  York  City. 
Heinsheimer,  Alfred  Maurice,  C.  E,,      .         .         .         1887. 
13.1  West  42d  Street,  and  17  Weat  Seventieth  Street,  New  York 
.      City. 
October,  1897,  entered  firm  of  I'raidel  Bros.  &  Co. ,  tile,  marble  and  mosaic  noit, 
mantels,  etc. 
Hendricks,  Henry  Harmon,  P.  R,  (Life  Member),  1880. 

Hendricks  Bros.,  49  CliffStreet,  New  York  City. 
Herckenrath,  "Walter  Augustus,  A.  M.,  C.  E.,  .  1892. 
Address  unknown, 
1692-93,  Erie  City  Iron  Works  and  with  City  Eugineer  on  payments  and  sew- 
ers ;  Wilmington,  Vt.,  on  Railway  and  General  Kngineering j  Inspector  U.S. 
Dredging  Operations,  Gowanns,  Bay.  1893,  Temporarily  employed  in  the  Mathe- 
matical Department,  University  of  Ottawa. 

Hewlett,  James  Monroe,  Ph.  B.,      .         .         .         .        1890. 
Ixiid  &  Hewlett,  Architects,  16  Eaat  Twenty-Third  Streel,  New 
York  City,  and  154  Hicks  Street,  Brooklyn,  N.  Y. 
1893,  With  McEim,  Mead  and  White,  New  York  City.    1894,  formed  parlDer- 
ship  with  A.  W.  Lord  as  architects. 

HiLDBiRG,  Leo  Walter, 1897. 

Park  Avenue  Hotel,  New  York  City,  N.  Y. 
HiLDRETH,  Walter  Edwards,  C  E.,  E.  M.,       .         .        1877. 

52  Broadway,  and  165  Weat  87th  Street,  Sew  York  Citj-. 
Hill,  William,  C.  E 1882. 

Agent  Collina  Company,  Box  196,  Collinsville,  Conn. 
One  year  practical  experience  in  manatacture  of  onicible  steel.     Two  yean 
draughtsman  and  Assistant  to  Mitster  Mechanic  of  company  mannlactnring  crnei- 
ble  steel,  bar-iron,  edge  tools,  (ilows  and  wrenches.     Engineer  in  charge  of  rtron- 
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fltructiou  of  tt  dam  600  leet  loDg,  32  feet  tigh,  at  Otis,  >[asB.  1686-1691,  Anist- 
ant  Snperinteadeat  lor  Cbe  Collica  CompaDy,  manufactaring  prindpally  edga 
tools.  NoTcmber  1,  1891,  appointed  Agent  of  tha  CoIHdh  Company,  with  geneTUl 
charge  of  plant  at  CoUiDSville,  Conn.,  employing  about  C50  men,  which  poeit  on 
hestill  holdn. 

HiNMAN,  Bertrand  Chase,  Ph.  B.,  A.  M.  (1892),      .         1890. 
11  Worship  Street,  London,  E.C.,  England. 
Since  Jnne,  1890,  Chemist  to  the  Iron  Clad  Manufaclariog  Company,  engaged 
in  tbe  mannfaotare  of  sbeet-iron  enamelled  ware. 

HoLBROOK,  Francis  Newberry,  C.  E.,  .  .  .  1876. 
42  Pine  Street,  New  York  City,  and  Box  39-5,  Tarrjtown,  X.  Y. 
From  tall,  1B76,  to  spring,  1880,  Asaistant  Assay  Laboratory  Sobool  of  Mines. 
Spring  and  lammer  oA  Geological  Surrey,  West  Texas.  Then  to  1884,  spring, 
Saperintendent  Corralitos,  Co.,  Chihaahaa,  Mexico.  1884-87,  eipert  work, 
office,  El  Paao,  Texas.  Snmnier  and  Fall,  1687,  Superintendent  ot  United  Verde 
Capper  Company,  Arizona.  I8S6,  spring,  on  geott^ical  work  for  the  Soatbein 
PaciBc  Company  in  West  Texas.  Sammer  and  Fall,  muning  gold  mine  and  Mill 
for  self  in  Arizona.  1869-90,  Manager  Cor  V.  S.  Cironit  Court  in  Bait  between  tbe 
Con.  Kansas  City  Smelting  and  Refining  Company  and  the  Qoadalttpe  Company, 
in  ^DCTo  Leon,  Ttleiico.  1690  to  Febrnary,  1891,  employed  by  tbe  CompaBia 
Mrtolargica  Meiicana.  March  and  April,  1691,  ofaarge  of  Copper  Smelter,  Tao- 
soo,  Arizona.  Expert  work  until  1692,  when  returned  to  Comp.  Sletol,  Mexico. 
Still  employed  by  tbe  Compaflia  MetalurgioaMexicanaaQd  tbe  Mexican  Northern 
Railway  Co. 

HoLDEN,  Edwin  C,  B.  S.,  E.  M 1896. 

17  West  132d   i^treet.   New  York  City,    Bos  122  Kalso,  British 
Columbia. 
1896,  Anistant  Summer  School  of  Surveying  ;  Assistant  in    Mining  Deport- 
meot  1896-07.    1897,  Assistant  in  Analytical  Cberaistry,  Colnmbia  UniTersity. 
1697  to  date.  Mining  Engineer.  Kalso,  B.  C. 

HOLDEN,  Edward  Henry,  C.  E 1878. 

1074   Boston  Avenue,  New  York  City. 
Hollerith,  Herman,  E.  M.,  Ph.  D.  (1890),      .         .         1879. 

Electrician   and   Expert,    1054   Thirty-first   Street,  Wa-shington, 
D.  C, 
HoLUCK.  Arthl-r,  Ph.  B.,  Ph.  D.,     .         .  .         1879. 

OeologicalDepartmeiit ,  (.'olumbia  University,  Sew  York  City,  and 
New  Brighton,  N.  Y. 
Sttperin  ten  dent  Mexican  Mine,  Mariposa,  Cal.,  1880.  New  York  City  Health 
Department  Inspector  from  1881-90.  Sanitary  Engineer  from  ie90-9L  Special 
Inspector,  1892.  Special  Expert  and  Inspector  of  Offensive  Trades,  New  York 
State  Board  oT  Health,  both  in  consultation  and  field  work,  from  1883  to  date. 
Board  of  Health,  Village  of  New  Brighton  ;  186(i-92,  a  member  ot  the  Board, 
Board  of  Health,  Long  Island  City,  Sanitary  Adviser,  1690.  In  general  practice 
aaa  nDitarian  from   1883  to  date.     U.    S.    Geological  Survey — engaged  in  ool- 
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leotlng  Bp«oimeiu  in  the  Tertitoriee,  in  1B82.  Appointed  Fellow  in  Geolof^, 
Columbia  CoD^e,  Jannary,  1690  ;  leappointed,  1891  ;  Assistant,  1S92.  l^fO, 
Tutor  ia  Geolog;.  Beoording  Secretary,  Torre?  Botanical  Club,  N.  Y.,  ISKi-^. 
Secretary  Natural  Science  AHOOiation  of  Staten  Island,  1S81  to'date.  Anoeiaie 
Editor  Bulletin,  Torrey  Botanical  Club,  1988  to  date.  Librarian  Nen-  York 
Academy  ol  Sciences,  1B94  to  dftt«.  Treasurer,  Botanical  Sodety  of  America. 
1896  to  dat«.  ComminioDeT  ani  President,  Port  Richmond  (Staten  Island) 
Boulevard  Commisaion,  1896.  Commieeioner  and  Vice-Pre^dent,  Bichmond 
Connty  (Staten  Island)  Pork  Commissioner,  1697. 

HoLLis,  Henry  Leonard,  E,  M 18b5. 

Milling  and  M«tallui^cal  Engineer,  1161  The  Rookery,  Chioafio. 
lib. 

HoLLis,  William,  C.  E., 1878. 

Box  180,  Eagle  Pass,  Texas.     Agent  for  Alamo  and  Coahulln  tVml 
Companies. 
Holt,  Marhaduke  Burrell,  E.  M.,  ....         1889. 
Silverton,  Colo.,  and  287  Lexingtot)  Avenue,  New  York  City. 
18S9-90,  student  in  course  of  Electrical  Engineering,  School  of  Mines.     1890-91, 
with  Aspen  Milling  and  Smelting  Company,  serving  as  Mining  and  Electrical  En- 
gineer.   1691  to  tall  (rf  1692,  Agent  and  Electri<»l  Engineernith  the  "C.  and 
C."  Electric  Motor  Co.,  New  York  City  and  Denvi  r.     1893-93,  Assayer  Colomdo 
Smelting  Co.,  Pueblo,  Colo. 
'Hooker,  Wiluam  Augustus,  A.  B.,  A.  M.,  E.  M.,     .         1869. 

Hooker  &.  Lawrence,  145  Broadway,  New  York  City. 
Hooper,  Frajjk  Cyrus,  Met.  Eng.,    ....         1890. 

North  River  llarnet  Co.,  North  River,  Warren  Co.,  X.  Y. 
1890-01,  AssisUnt  Engineer  De  Lemar  Mining  Co.,  Limited.  1892-93,  Amfr- 
ican  Graphite  Co.,  Spring,  1893,  Investigation  and  report  on  Sisal  Hemp  Indnstry 
in  The  Bahamas  for  The  Inanga  Fibre  Co.  Summer  and  Fall,  Erection  of  Con- 
oeuttatiDg  Plants  in  Adirondaclcs.  Snp't.  North  River  Garnet  Co.,  from  1893  lo 
date.    1697-9^,  Assistant  in  Mining  School  ot  Mines. 

HoFKE,  Theodore  M.,  Ph.  B., 1880. 

Supt.  C).  H.  department  Apollo  I,  &  S.  Co.,  Apollo,  Fa. 
August,  1B80,  November,  1881,  AnalyticaKhemist  with  Ledoux  &  Co.,  New 
York.  November,  J88I,  to  November,  1885,  Member  of  the  firm  ol  Elliott 
Hopke  &  Mattison,  Analytical  and  Consulting  Chemists  and  Assayers.  July. 
1S86,  to  November,  1^9,  Chemist  for  London  Steel  Co.,  of  Pittsbnrgfa,  Pa.,  also 
had  charge  of  physical  testing  department.  November,  1889-1894,  Marnier 
Open- Health  department  of  above  company,  having  full  charge  of  manafacture  of 
all  grades  of  steel  mode  by  the  compao]',  also  building  of  open-bearth  furnaces. 
1694,  Secretary  and  Assistant  to  Geneial  Manager,  McKeesport  Supply  Company. 
Snpt.  O.  H.  Qep't.,  Apollo  Iron  and  Steel  Co.,  Apollo,  Pa. 

HoRNE,  "William  Dodge.  Ph.  B.,  Ph.  D.,  (1984),       .         188*). 
Yonkors,  N.  Y. 
Jone,  1886,  to  December,  1887,  Chemist  to  Fulton  SngM  Refinery,  Brooklyn, 
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N.  Y.  October,  1887,  to  Deoember,  1887,  Aaalstaat  Inatractor  in  Chemiatrj,  School 
of  Minee,  Colnmbia  UDiverait;.  Deoember,  1887,  to  June,  1888,  Chemist  to  St. 
LoniB  Sugar  Keflnei;,  St.  Loots,  KIo.  October,  1888,  to  October,  1889,  Cbentist 
to  Standard  Saffu  Kefiueiy,  Bostoo,  Masi.  NovemlKr,  1889,  to  present  time, 
General  Ana1;ticnl  and  Consulting  Chemist.  Jannaty,  1890,  to  Jannarj-,  1893, 
CoDsnlting  Chemist  to  DeUuttre  Sugar  House,  Philadelphia.  Jannarj  to  Jnne, 
1S91,  Instractoc  in  Analytical  Chemistry  in  Rnl^era  College,  New  Brnnswloli, 
N.  J.  Hay,  1893,  to  present  time.  Consulting  Chemist  to  National  Sngar  Befln' 
ing  C«.,  Tonkers,  N.  Y.  Laboratory  and  office  in  New  Brunswick  from  Kovem- 
bttr,  1889,  to  September,  1893.  From  September,  189:t,  to  present  time  in 
Youken,  New  York.  In  Jane,  1894,  receive]  trom  Columbia  College,  the  degree 
ot  Ph.D.  in  t^e  Department  of  Chemistry  and  of  Meobonical  Engineering. 
Howe,  Epenetus,  E.  M.,  (Life  Member),    .         .  1886. 

Eos  68,  Monterey,  Mexico,  and  North  Salem,  Westchester 
County,  N.  Y, 
AMsyer  and  Chemist  with  the  El  Paso  Smelting  Co.,  and  the  Argentine  Works. 
Kansas,  1987-1889,  and  with  Luda  ConstanoiaEsmemlda  Sierra  MojadaCoabnita, 
Mezioo,  1889.  Asaayer,  Chemist  and  then  Superintendent,  1889-1895.  May, 
1S95,  to  date,  engaged  to  iirigation,  mining  and  oUier  engineering  nork  tor  self 
on  oontiact.     1807,  General  Asaay  and  Mining  Bnsiness  and  Consnitiug  Engineer. 

HcMBEBT,  William  Scott,  E.  M.,      ....         1883. 

Niagara  Falla,  N.  Y. 
1885-87,  8nrveys  and  location  ot  Tnnnel  lor  New  Croton  Aqnednct.  1883-87, 
Constmotion  work  New  Croton  Aqnednct  and  extensive  Topogiaphical  Survey  ot 
the  Croton  Viilley.  1887-88,  in  charge  ot  constmotion  as  Anistant  Engineer  at 
shattB  No.  SI,  No.  22  and  No.  23  New  Croton  Aqnednct  (night  shift).  1888-01, 
Aniulaut  Engineer  in  charge  of  the  oonstrnction  of  two  large  dams  and  tunnels 
connecting  the  two  basins  of  Donhle  Reservoir  "I,"  located  two  miles  east  ot 
Brewster,  N.  Y.,  on  the  east  branch  of  Croton  River.  1891,  Special  Assistant 
Engineer  Cataract  Constmoion  Company. 
Hunt,  Frederick  Furkeaux,  E.  M.,  C.  E.,         .  .         1876. 

77  Pine  Street,  New  York  City,  and  41  St.  Marks  Place,  New 
Brighton,  S.  I.,  N,  Y. 

Hdntinqton,  Frederick  "Walcott,  E.  M.,        .  1885. 

Address  unknown. 

HtJNTOON,  L.  D.,  E.  M.  Ph.  G., 1895. 

Care  of  Ducktown  Sulphur,  Copper  and  Iron  Co.,  Ltd.,  Tsnbella, 

Tenn.,  and  Fatersou,  N.  J.,  also  Rickctts  &  Banks,  104  John 

Street,  New  York. 

Angnst  to  November,  1895,  Assistant  Chemist  Phila.  Smelting  and  Refining 

Co.,  Pueblo,  Colo.    December,  1805,  to  date,  A ssayer  American  Reduction  Co., 

(Cyanide  Mill),  Florence,  Colo.    Fall  ot  1896  with  Bicketts  &  Banks,  New  York 

City,  making  Metallurgical  tests. 

HuBLBUT,  EusHA  Denison,  Jr.,  C.  E.,       .         .  1890. 

106  Hicks  Street,  Brooklyn,  N.  Y. 
1890-91,  at  Colnmbia  University  Law  School.    1891-93,  Assistant  in  Iklechanicnl 
Engineering,  School  of.Mine«. 
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HuTTON,  Frederick  Rehskk,  A.  B.,  A.  M.,  E.  M.,  C.  E., 

Ph.D.,  (Life  Member), 1876. 

Professor  3(echanical  Engineering,  Columbia  Uuiversity,  and  296 
Lexington  Avenue,  New  York  City. 
1676-77,  AMlsbmt  in  Engineering,  Sohool  of  MinM.  1S77-82,  Iiutmotor  in 
Mechanical  Engineering.  1883-91,  Adjanct  FrotesMr  Mecbanioal  Engineering. 
1801  to  date,  Professor  Mechanical  Engineering,  Colninbia  Uni^erwty.  Secretary 
Alnrani  AMooiatlon  School  of  Mines,  188:)  to  date.  Secretary  American  Sodety 
Mechanical  Engineers,  1882  to  date. 

Hyde,  Frederick  S.,  Ph.  B 1893. 

Brooklyn   Department  of  Health,   40  Clinton  Street,    and  215 
Schermerbom  Street,  Brooklyn,  K.  Y. 
1893-94,  Investigationa  in  Glass  for  I^  C.  TiSany,  New  York  City.   AesiBlant 
Cbemiat,  Brooklyn  Department  of  Health,  May,  1804,  to  date. 
Htde,  Henry  St.  John,  Pe.  B.,        .         .         .         .         1896. 
210  Eaat  ISth  Street.  New  York  City. 

I. 

iHLeENG,  Axel  Olaf,  B.  &.,  E.  M.,  C.  E 1877. 

Carthage,  Mo. 
1877-83,  Chief  Chemist,  Havemeyer  Sagar  Re&iiDg  Co.,  Brooklyn,  E.  D.  1883- 
90,  U.  S.  Dep.  Mining  Surveyor,  District  of  Coloiado.  1882-83,  Chemist  and  A»- 
aayei.  La  Plata  Smelter,  Leadville,  Colo.  1883,  Melallnrgitt,  Martha  Rose 
Smelter,  Silvefton,  Colo.  1884,  Awayer,  Stoiber  Sani^ling  Works,  Silverton, 
Colo.  1885,  Dayckinok,  Schuyler  &  Ihlseng,  Ore  Samplers,  Silverton,  Colo. 
1836-90,  Alaoagei  of  Mt.  Qneen  Mining  Co.,  Reliance  Ulning  Co.,  Brown  Mioiog 
Co.,  and  the  Hale  Mines,  Silverton,  Colo.  1890-92,  Operating  Zinoite  Mine  and 
otben  near  Webb  City,  Mo.,  and  in  coDstrDcting  cbnoentrating  plants.  Man- 
ager Pleasant  Valley  Mines,  Carthage,  Mo. 

Iles,  Malvern  Wellb,  Ph.  B.,  Ph.  D.,  (Life  Member),  .  1875. 
Superintendent  Globe  t^melting  Co.,  Denver,  Colo. 
1875-76,  Assistant  to  Dr.  Waller,  in  the  Qualitative  Lahontory,  School'of 
Mines.  1876-78,  Chemical  Fellow,  Johns  Hopkins  Univenlty.  1878-79,  Assayer 
and  Chemist,  in  Colorado.  1879-^0,  Asayer  at  the  Smelting  Works  ot  J.  B. 
Grant,  Leadville,  Colo.  1880-83,  Chemist  of  the  Grant  Smelting  Co.,  Leadville, 
Colo,  1883-86,  Metallurgist,  The  Omaha  &  Grant,  S.  &  R.  Co.,  Denver,  Colo. 
1886-87,  Metal  Inrgi  St,  The  Uoldeu  Smelting  L'o.,afterwardschsnge(l  to  the  Globe 
S.  &  R.  Co.  1^7-95,  in  present  position.  Contributed  articles  upon  Assnying, 
variona  netv  Chemical  methods,  Mineialogy  and  Metallnrgy  in  various  publica- 

Ingeksoll,  William  Halsby,  A.  B.,  A.  M..  LL.  B.,  E.  M., 

(Life  Memlwr) 1870. 

Nfwport,  Sutlblk  County,  N.  Y. 
187o-78,  Assistant  in  Engineering,  Columbia  University.    1878-81,  Assistont 
in  Mecbauits  and  .Astronomy.    18*^1-87,  Maoufacturing  tinware,  Portland,  Conn. 
1887,  to  date,  retire.l  on  account  ot  ill  bealth. 
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Ingram,  Edward  Lovering,  C.  E.,     .         .         .         .         1885, 
403  D.  S.  Morgan  Building,  and  346  Franklin  Street,  BulTalo,  N.  Y. 

lBS5-*^6,  U.  S.  Inspector  of  River  and  Harbor  Improvements,  Delaware.  1687- 
89,  U.  S.  SarTeyor  and  Ingpeotor,  River  and  Harbor  Improvementa,  New  York 
and  New  Jenej.  IS90-91,  U.  S.  AasiBtant  Engineer,  River  and  Harbor  Improve- 
ineuts,  Florida.  1891-94,  Principal  Assistant  Engineer,  International  Boandary 
Surve}',  United  States  and  Mexico.    1895  to  dale,  Consalting  Engineer. 

J. 

Jackson,  Oswald,  C.  E., 1892. 

550  Park  Avenue,  New  York  City. 
lS93-93,Officenot£DgineeriDgM.  W.,U.  R.R'B.o[N.J.  Div.,P.  B.  R.    1893, 
Engineer  od  Corpe  of  Principal  Assistant  Engineer,  U.  G.  R's.  of  N.  J.  Div.,  P. 
R.  R.     I89G,  Awistant  Eogioeer,  the  New  York  Steam  Company.    169a,  Engineer 
IaBpe«t«>T  Department  of  Poblio  Works,  New  York  City. 

Jacobs,  David  Mark,  Ph.  B.,    .         .         .         .        ■         1887. 
R.  J.  Jacobs,  41  New  Street,  and  30  W.  Thirty-eighth  Street.  New 
York  City. 
Jacobs,  Solomon  Joseph,  Ph.  B.,      .         .         .  1887. 

R.  J.  Jacobs,  41  New  Street,  and  30  W.  Thirty -eighth  Street,  New 
York  City. 
Janewat,  John  Howell,  E.  M.,         .         .  .         1886, 

John  A.  Roebling's  Sons  Co.,  and  124  West  State  Street,  Trenton, 
New  Jersey. 
1686,  Undei^ronnd  and  Snrlace  Surveyor  tor  Cooper,  Hewitt  &  Co.     1867-91, 
Draftsman  and  Designer  and  Conatmcting  Engineer  of  Wire  Rope  Tramways  in 
Uontaoa,  Oregon,  Alaska  and  Calitomta  tor  the  Trenton  Iron  Company,  Trenton, 
N.J. 

Jenks,  Arthcr  Wilton,  E.  M.,        ....         1886. 

Superintendent  Establecimiento  Mineral,  Casnpalcn,  Peru,  8outh 

America. 

Somroer,  1886,  New  Jersey  on  Geological  Work.     1886-67,  inCerrode  Paeoo, 

Pen,  S.  A.     AssayCT  and  Cbemiat  to  tbe  oommisslon  examining  that  silver  min- 

ing  district.    Spring,  1687,  in  New  York,  Chemist  with  Ledoox  &  Co.    1887-86, 

In  Aorora,  HI.,  Asnstant  at  tbe  works  of  the  Chicago  and  Aurora  Smelting  and 

RefiniDg  Company.    Summer  and  Fall,  1888,  In  Dutch  Gniana,  8.  A.,  Aasayer 

and  Agdstant  in  the  examination  ol  gold  deposits.     Fall,  1888  to  1693,  in  Anrora, 

ni.,  AniBtant  Superintendent  at  the  Aurora  Works  of  the  Chicago  and  Anrora 

Smelting  and  Refining  Co.    1683^  Saperintendent  Eootenay  Reduction  Co.    1894, 

Snpaintendent  Bolbach  Smelting  and  ReSning  Co.,  Newark,  N.  J. 

Jecp,  Bernard  John  Theodore,  C.  E.,   .       .    1887. 

Assistant  City  Engineer,  119  Waleott  Street,  Indianapolis,  Ind. 
J0BBIN8,  F.  H.,  Ph.  B. 1896. 

Jobbing  &  Van  Ruymelke,  Analytical  Experts  and  Mfg.  Chemists. 
Aurora,  III. 
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1878. 


187) 


1879. 


1895. 


1893. 
Boston ,  l*a., 


Johnson,  Arthcb  Gale,  E.  M., 

JenseD,  Utah. 
Johnson,  Eliab  Mattibon,  Ph.  B.,     . 

Isaac  G.  Johnson  &  Co.,  Spuyten  Duyril,  N.  Y. 
Johnson,  Gilbert  IlENRr,  Ph.  B.,     . 

Isaac  (i.  Johnson  &  Co.,  Spuyten  Duyvil,  N,  Y. 
JoHNfMJN,  Isaac  Bradlet,  E.  M 

Taaac  (i.  Johnson  &  Co.,  Spuyten  Duyvil,  N.  V. 
Johnstone,  Wm.  B.,  C.  E., 

47  Central  Avenue,  New  BriRhton,  «.  I.,  S.  Y. 
Jones,  John  Elmer.  E.  M 

Assistant  Superintendent  Mill  Creek  Coal  Co.,  ! 
and  Hozleton,  Fa. 
Jones,  WitLiAM  Denison,  Ph.  B.,      .  .        188 

Heeker,  Jones,  Jewell  Milling  Co.,  206  Produce  Exchange,  Ni 
York  City,  and  62  Clark  Street,  Brooklyn,  X.  Y. 
Jofling,  Reginald  Furness,  E.  M 1889. 

Jopliug  &  Escobar,    Engineers,  Room   50S   Cuyahoga   Building, 
Cleveland,  O. 
November,  1B89,  to  February,  1890,  Cbemiat,  Obis  Steel  Co.,  Ltd.    Ft-btoArj, 
11^90-92,  Aa^ttaat  Manage  American  Wire  Co.    Vioe-Preaident  of  mme,  Jsdu- 
ary,  1832. 

Jot'ET,  Cavalier  Hargrave,  Pii.  B.,  Ph.  D.,  ,  .  1882. 
Roselle,  N.  J. 
Analytical  Chemist  \nth  Ledoai  &  Eicketta,  1882~a'>.  Analj-tical  Chemist 
with  G.  H.  Niohola  &  Co.,  Acid  HsanbctnreTS  at  Laurel  Hill,  L.  I.,  from  18B6- 
88,  Work  comprising  Bualjsoi  of  their  Tarionc  prodnotssnd  a  partial  Bupavi- 
eiOQ  of  their  inanufsclare.  Analytical  Chemist  from  1888  to  1896,  with  Ricketta 
&  BaukB.  AnslyBt  with  Ouggenheini  Smelting  Co.,  from  Uarch,  1896,  Martli, 
1697.  1897-!)8,  Instraotor  in  Chemietry  at  Newark  Teobolcal  School  and  A«- 
■istant  in  Analytical  Cbeuiatry  at  ColurohJa  University. 

K. 

Kastner,  J.  C,  Ph.  B. 1894. 

744  Broadway,  X.  Y.  City  and  Oj-ster  Bay,  L.  I.,  S.  Y. 
Kelley,  William,  A.  B.,  E.  M.,        .         .         .         .         1877. 

Vulcan,  Dickinson  Co.,  Mich. 
1876.  '79,  '80,  Assistant  Saperintendent,  Chemical  Copper  Co,,  Phceniiville, 
Pa.  1978,  Chemist,  Nimrod  Furnace  Co.,  Yonngatown,  Ohio.  1881-64,  Snper- 
inteudent,  Kembte  Coal  and  Iron  Co.,  Itiddleaburg,  Pa.;  1885,  Superintendent, 
Glamoigan  Iron  Co.,  Lewistown,  Pa.;  1880-89,  Superintendent,  Eemble  Iron  Co., 
Riddlesburg,  I'a.     In  charge  oF  Blast  famacea,  Coal  Minei,  Coke  Ovens,  Ore 
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Minn,  QuanicB,  Railroada,  etc  1880  to  date,  General  Sttperintendent  and  Oen- 
»1  Manager  Penn  Iron  Slining  Co.,  Vnloan,  Micb. ;  in  ohMge  of  Iron  On  HioM. 
on  the  Menominee  Bange,  Lake  Superior.  Also,  1885-89,  PrMident  Board  of 
Examiners  of  Bitnmiaona  Mine  Inapeotora  of  PcDnsjlTania.  1897,  Member 
Board  of  Central  Miobigan  Collie  of  Miaee. 

Kemp,  James  Fchman,  A.  B.,  E.  M.,  .         .         .         .         1884. 
Professor  Geology,  Columbia  Univereily,  School  of  Mines,  and  211 
West  139th  Street,  Xew  York  City. 

Several  months  with  the  Rand  Drill  Co.,  1883-1884.  Private  Anistant  to  Pro- 
feaaor  J.  S.  Newberry,  1884-1885.  Stndent  of  Geol(^y  and  Mineralogy  at  the 
t'nivereity  of  Leipzig  and  Manioh,  Germany,  1885-86.  Instrnctor  in  Giology  at 
Cornell,  1886-83.  Anistant  Professor  of  Geology  and  Mineralogy,  1888-91,  and 
Secretniy  of  the  Faculty,  1888-89.  Have  traveled  mneh  in  the  West,  and  for  five 
summers  put  bave  been  working  on  the  Geology  of  the  Adirondacks,  ohiefly  as 
Assistant  to  the  State  Geologist,  Profeeeor  Jaa.  Hall.  Am  spedally  engaged  on 
Inorganic  and  Economic  Geology.  1891.  Adjunct  Professor  of  Geology,  School  of 
Mines,  (.'olnmbia  University.  Professor.  1892.  Secretary  N.  V,  Academy  of 
Sciences  nnce  1893.  Editor  Sohool  of  Mines  Quarterly,  1695-97.  Manager  Am. 
Inst.  Mining  Engrs,  1896~99.  At  vrork  on  Geology  of  Eaatem  Adirondaeha  for 
['.  S.  Geological  Survey,  August  to  September  1896,  also  July  to  September  1897. 
KixsEY,  Frank  Wilmarth,  C.  E.,      .  .        .         1891. 

Itlorris  &  Cummiugs  Dredging  Co.,  2"2    State  Street,  New  York 
City,  and  58  Mt.  Pleasant  Avenue,  Newark,  N.  J. 

Assistant  to  Engineera  Bapid  Transit  Commission,  1891-92.  Engineer  of  Con- 
struction East  Providence  Water  Works,  1892.  Designing  Engineer  with  S.  M. 
Gray,  1892-93.  1893,  Manager  for  R.  W.  Hildreth  &  Co.  1895,  Aasistant 
Superintendent  Slorris  &  Cummings  Dredging  Co. 

KiRBY,  O.  T.,  E.  E 1895. 

School  of  Law,  Columbia  Univei-sity,  and  158  West  45th  Street, 
New  York  City. 

183^^-89,  Manager  of  Omce  of  Pickles  &  Sntton,  Architects,  Tacomo,  Washing- 

Klepetko,  Frank,  E.  M., 1880. 

Butte  and  Great  Fulls,  Mout. 
.Superintendent  Smelting  Department  Tamarack,  Osceola  Copper  Manufactar- 
ing  Company,  Dollar  Bay,  Mich.  1996,  Superintendent  of  Oonstraction  of  the 
Great  Falls  Smelter,  for  the  Boston  and  Montana  Consolidated  Copper  and  Silver 
Mining  Company.  Great  Falls,  Montana.  1897,  General  Manager  Mines  and 
Smelteis  of  Boston  &  Montana  Con.  C.  &  S.  Mg.  Co.,  and  Bntte  &  Boston  Con. 
Mg  Co. 
Ksox,  Xewton  B.,  a.  B.,  E.  M. 1897. 

310  Pine  Street,  San  Francisco,  Cal. 
KocH,  Edward  Cabot,  E.  M., 1879. 

120  East  91at  Street,  New  York  Ciiy. 
1880-82,  Assajer  and  Chemist  at  Smelters,  Leadville,  Coto.     1883-88,  Surveyor 
and  Assistant  Superintendent,  L.  A.  G.  Mfg.  Co.,  Colo,     1889-92,  Assistant  Gen- 
eral Manager  E.  G.  Co.,  Ltd.,  nnd  V.  G.  Co.,  Ltd.,  Rocky  Bar,  Idaho.    1802  to 
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189S,  examiuEiig  min!ag  properties.    1895-96,  Maaager  Elmore  Mine,  Roek; 
Bar,  Idaho. 

KOBN,  Joseph  John,  C.  E., 1888. 

Board  of  Health,  301  Mott  Street,  Xew  York  Oty,  Pearaalls. 
New  York. 
18eS-90,  Compator  oq  New  Croton  Aqaeduct.    1890,  to  lUte,  Sanitar;  Ea- 
giueer  on  Now  York  City  Board  of  Health. 

KuNHAHDT,  Wheaton  Bradish,  E.  M.  (Life  Member),       1880. 
C'lirpenter  St«el   Co,,  1  Broadn'ay,  New  York  City,    and   New 
Brighton,  Richmond  Co.,  N.  Y. 
1880-82,  Travel  and  Stady  in  the  Weat  and  in  Earope.     1883-83,  Engineer  for 
the  Bower-BarS  BoBtleas  Iron  Co.  and  Aaaiatant  ot  Geo.  W.  Maynard  in  ooanlt- 
ing  work  on  Iron-mines  and  Ore-dreasing.    1886-89,  Fiiat  Assistant  Engineer  o( 
the  Boston  Heating  Co.     1890-91,  Diamond  Drill  Exploration  oF  Coal  Deponte  in 
Rhode  Island.    Report  on  Direct  Steel  Processes  and  on  Magnetic  Separataons  for 
Iron-ores.    Acting  Secretary  ot  the  American  Institnte  of  Mining  Engineers  lor 
fonr  months.     1893,  President  of  the  Oaoeola  Placer  Mining  Co.  1895,  Vice-Presi- 
dent Carpenter  Steel  Co.,  1  Broadway,  New  York  City. 

Kurtz,  Edward  Laurence,  E.  M.,    ....         1893. 
17  Pittsburgh  Street,  New  Ca-stle,  Pa. 

L. 
Lacohbe,  Charles  Frederick,  E.  M.,  .         .         1885. 

The  Mountain  Electric  Co.,  P.  O.  Box  1545,  and  536-536  Seven- 
teenth Street,  and  1811    Grant   Avenue   Denver,    Col.     Also, 
TInivereity  Club,  New  York  City. 
1885-86,  Aasayerand  Surveyor  and  Foieman  of  Lncky  Boy  and  SonUi  Galena 
Mines,  in  Bingham,  Utah.    1880-88,  Assistant  Insirnotor  in  Assaying,  and  Pelloic 
in  Chemistry,  Sehool  of  Mines,  Cotnmbia  University,  N.  Y.     1888-90,  Examiuing 
Gold  and  Silver  Mines  in  Colorado,  Utah,   Montana,   Arizona  and  Old  Mexico, 
1890,  Testing  Electrical  Apparatus  in  Virginia  City,  Nevada.     1890,  Manager  of 
theOilpin  Co.  Light,  Heat  and  Power  Co.,  Central  City,  Colo.     1890  to  date, 
President  and  Manager.     The  Mountain  Electric  Co.     Specialty,  Installing  Elec- 
tric Light  and  Power  Stations,  and  adapting  electric  light  and  power  for  mining 
pnrpasee. 

Lahey,  Joseph,  E.  M., 1887. 

162  E.  86th  Street,  New  York  City. 
Lahet,  Richard,  E.  M., 1887. 

Millard  &  Lahey,  1429  Chestnut  Street,  Philadelphia,  Pa. 
Lamb,  Andrew  Johnson,  E.  M.,        ....        1884. 

L.  &  N.  B.  R.  Co.,  Oallatin,  Tenn. 
June,  1684,  to  June,  1387,  New  York  Croton  Aqnednct,  Dranghteman.     June. 
1887,  to  September,  ISSP,  Aaaistant  Engineer,  L.  &  N.  R.  R.    Beptember,  1890, 
to  Jnne,  1891,  Assistant  Roadmaster,  Kuoxville  Division,  I..  &  N.  R.  R.     Jone, 
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1891,  to  April,  1693,  Auistant  Eogioeer,  L.  &  N.  R.  R.    April,  1893,  to  date 
Roadmoster,  Main  Stem,  SecoDd  Division,  I..  &  N.  R.  R. 

Langmuir,  Arthur  C, 1893. 

Cure  Messi-s.  Ricketts  &  Banks,  Waverly,  N.  J. 

Langthorn,  Jacob  S.  (Asaociate),     ....         1891. 

Assistant   in   Chai-ge  of  Docks  anil  Bridges,   department    (.'ity 

Works,  Room  S-S,  Municipal  BiiiUling,  and  69  Pineapple  Street, 

Brooklyn,  N.  Y. 

Lawrence,  Bexjamin  Bowdes,  E.  M.,       .         .         .         1878, 

Consulting  Engineer,  810  Boston  Building,  Denver,  Colo. 
187S-84,  Saperintendent  Monte7;ama  S.   >[.   Co.  and  other  minea  of  Sammit 
Coouty,  Colo.     188^-89,  fipedal  work  in  Colo.     1889-97,  Manager  Dives-Pelican 
Mines,  Geo^etown,  Colo.,  and  Consnlting  Engioeer,  Denver,  Colo. 

Leahy,  Daniel  James,  C.  E.,  E.  M.,  ....  1881. 
43  Ea.«  Twenty-fifth  Street,  New  York  City. 
1632  to  date,  Constracting  Highway  and  Railway  Bridges,  Wharves,  Docks, 
Dredging  and  Harbor  Improvenienta  generally,  !□  vicinity  ot  New  York  City,  as 
Designing aod  Supervising  Engioeer,  as  well  aaCoulnictor  inmost  instances.  Id 
general,  moke  a  specialty  of  both  Eogineeriog  and  Constructing  work,  or  Engi' 
neering  work  alone,  in  this  branch  of  the  proCcssion. 

Leart,  George,  C.  E., 1891 

43  Kast  Twenty-fifth  Street,  New  York  City. 
Leavens,  Harhy  Wenman,  E.  M.,     ....         1875, 

Broken  Hill  Refinery,  Bort  Pirie,  ^k)uth  Aiisti-alia. 
LEBorxiLLiER,  Clement,  Ph.  B.,       .         ,         .         .         1881 

High  Bridge,  N.  J. 
1884-7,  Assistant  Chemist,  Cambria  lion  Co.     1887-93,  Chemist,  Eliza  Far- 
nace.     March,  1893,  to  dat«,  Chemist,  Taylor  Iron  and  Steel  Company. 

Lederle,  Ernst  Joseph,  Ph.  B.,       .         .         .        .         1886, 
Chief  Chemist,  New   York   City    Health   Department,  Criminal 

Court  Building,  Centre  and  Franklin  Street**,  and  471  W.  143d 

Sti-eet,  New.York  City. 
1886-87,  Hon.  Fellow  Qnant.  Anal,  and  Aswst.  Instr.  Gen.  Chemistry,  Sohool  of 
Mines.  1887-88, Chemist,  CrantnoorFarm,  Tom'sRirer.N.  J.  1888-89,  Assistant 
Chemist,  New  York  City  Health  Dept.  1890-91,  Chemist  and  Snpt.,  Reed  & 
Camrick,  New  York.  1891  to  March,  1896,  Assist.  Cheraist,  New  York  City 
Health  Dept.  March,  1896,  to  date.  Chief  Chemist,  also  CoDsntting  Chemist  to 
Health  Officer,  Port  or  New  York. 

Ledolx,  Albert  Reid,  M.  S.,  Ph.  D.  (Associate),      .         1874. 

Ijedoux  *  Co.,  9  Cliff  Street,  and  39  W.  50th  Street,  Xew  York 

City. 

Lee,  George  Barstow,  E.  il,,  ,         ,         .        .        .         1885. 

Superintendent  Arkansas  Smelting  Co.,  L*adville,  Colo. 

1885,  Assayer,  Batte,  Mootana.    1886-87,  Asaayer,  Kansas  City  Smelting  and 
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ReSninf;  Co.  Argentine,  Kan.  1387-90,  Aasifllant  SopMiateudeDt,  Kio  Gnude 
Smelting  Co.,  Soodtto,  New  Uexioo.  1890-93,  Saperinteadeat,  Rio  Oiande 
SmeUiDK  Co.,  Sooarro,  New  Mezioo.  1894,  SnperiDtendeut,  GoggeDheim  Smelt- 
iog  Co.  ISOS,  SnperiDteDdent,  Union  Smelting  Co.,  LeodviUe,  Colo.  1897, 
to^date,  Superintendent,  AtIcmum  Valley  Smelting  Co.,  Leadville,  Colo. 

Leggettt,  Thomas  IIaight,  E.  M.,  .  .  .  ,  1879. 
P.  O.  Box  48.'),  Johannesburg,  H.  A.  Rep. 
1880,  ABSisteut  Eogiueer  New  York  Kiver  and  Harbor  Sture^B.  1881-63, 
Saperintendent  of  Miniug  Properties  in  the  Batopilaa  District,  Cbihoaboa, 
MexiM.  1884,  TraveUing  in  the  West,  throngh  the  prinoipnl  Mining  Cjunps, 
Batte,  LeadvilLe,  etc.  1884-87,  Mining  Engineer  to  the  New  York  and  Hon- 
dons  Rotario  Mining  Co.,  at  San  Jnancito,  Hondnrai.  1888,  Manager  of  Had- 
Bill  Mining  Co.,  FsirpUy,  Colo.  ;  office,  23  Baoklerabarjf,  London,  E.  C.  1889- 
90,  Geoeral  Manager,  Darieu  Gold  Mining  Co.,  Ltd.,  of  Cana,  Bep.,  of  Colombia. 
1891-95,  President  and  Manager,  Standard  Consolidated  Mining  Co.  Constmct- 
ing'Engineer  S.  Neaman  &  Co.,  of  London  and  Johanneabiirg  lince  Jnlj,  IS9S. 

Lenox,  Lionel  Remond,  Ph.  K,       .         ...        1888. 
Profeesor  of  Analytical  Chemistry,  Leland  Stanford,  Jr.,  Univer- 
sity, Pftlo  Alto,  California. 
Lett,  Albert  Lincoln,  E.  M.,  .         .         ,         ,        1890. 

810  Lesinfi;ton  Avenue,  New  York  City. 
LiBAiRE,  Edward  William,  C.  E.,    ,        .         .         .        1894, 
150  W.  Forty-ninth  Street,  Sew  York  City. 

LiEBHANN,  Alfred,  C.  E., 1893, 

50  Broadway,  and  38  E,  Seventy -Second  Street,  Xew  York  City, 
memlwr  of  firm  of  R.  W,  Hildrelh  &  Co. 
Liixiendahl,  Alfred  Whipple,  E.  M.  (Life  Member),     1883, 
Superintendent,  Mapazil  Copper  Co.  (Ltd,),  Concepcion  del  Oro, 
Egtado  de  Zacatecua,  Mexico,  and  Ijakewood,  N,  J. 
1883-85,  Aaeietant  Sopt.  Aurora  Smelting  and  Refining  Co,,  Aurora,  III.  1885- 
87,  Aseistant  Snpt,    Grande    Milling  and   Refining  Co.,  GnaDajoato,  Mexico. 
1686-97,  Superintendent  of  the  Mazapil  Copper  Co,,  Ltd.,  Concepdou  del  Oro, 
Zacatecas,  Mexico.    Superintendent  Coahnila  and  Zacatecoa  Railroad. 

Lilliendaiil,  Frank 'Armstrong,  E.  M.,  .         .        .        1891. 
Assistant  Superintendent  and  Metallurgist  Mazapil  Copper  Co. 
(Ltd.),  Conoepcion  del  Oro,  Estado  de  Kacatecas,  Mexico  (via 
Laredo,  via  Saltillo), 
1891-97,  as  above, 
Ltttle,  Samuel  Morris,  E.  M.,         ....        1874. 
^2S  Chestnut  Street,  Philadelphia,  Pa. 
1874-75,  Chemist,  Kings  County  Refining  Co ,  Green  Point,  L.  I.     1876-85, 
Chemist,  Franklin  Sagar  Refinery,  Philadelphia,  Pa.     1886-87,  Sugar  Engineer 
andCbemiHt.    1888-90,  Vice-Preaident  and  Manager  of  "The  Sugar  Apparatm 
Klanntacturing  Co,,"  a  company  organized  under  the  laws  of  Penn^lvania,  to 
be  operated  under  his  patents.    1891,  President  of  said  Company. 
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Lipps,  Hekry,  Jr.,  C.  E.,  .  ....         1888. 

Elliott  Avenue,  Williams  Bridge,  New  York  City. 
From  Jnly,  1988,  to  Aagnst,  1869,  Anistaot  Engineer  UointenaDce  of  Way 
Dep.  K.  &  D-  R.  B.,  W.  N.  C.  &  Va.  Mid.  Div.     AngMt,  1S89,  to  January,  1890* 
Saperviaor  Tnek,  N.  C.  Div.  R.  &  R.  R.     JanQary,  1990,  Engineer  Malntenanoe 
of  Way,  N.  C.  Div.  R.  &  D.  K.  R. 

LrpTLE,  WiLLARD  Pakker,  E.  M.,  Ph.  B.,  .         .         .         1881. 
Little  &  O'Connor,  Architects,  Aator  Court  Buildiug,  20  West 
Thirty-fourth  Street,  New  York  City. 
LiTiNGeTON,  Archibald  Rogers,  C.  E.,      .        .        .        1891. 
20  North  Washington  Square,  New  York  City. 
Since  November,  1B91,  in  emplc^  of  Laokawaona  I.  &  S.  Co.,  Soranton,  Pa. 
LoNGACRE.  Lindsay  R,  M.  E.,  B.  D.  (Drew  Theol.), 

108  West  41st  Street,  New  Yerk  City,  and  Spuyten  Duyvil,  N.  Y. 
Graduated  with  olaaaof  1896,  Drew  Theological  Seminary,     llethodist  Pastor. 
ate,  Glenville,  1896,  and  St.  Lnke's,  N.  T.,  1897. 

Lord,  Frederick  Reuben,  C.  E.,       ....         1892. 

Member  of  Firm,  F.  J.  Lord  &  Co.,  Steomahip  Agents  and  Ship 

Builders,  27  William  Street,  New  York  City,  and  Stapleton  P.  O. , 

Richmond  Co.,  N.  Y. 

Love,  Edward  Guhlet,  A.  M.,  Ph.  B.,  Ph.  D.,         .         1876. 

Analytical  and  Consulting  Chemist,  Gas  Examiner,  Department 

Public  Works,  125  Bowery,  and  80  East  55th  Street,  New  York 

City. 

LowENSTEiN,  Joseph,  Ph.  B., 1896. 

205  Belmont  Avenue,  Newark,  N.  J. 

LowENTHAL,  Max,  E.  E., 1897, 

Associate  Editor,  The  Electrical  Engineer,  120  Liberty  Street  and 

831  Park  Avenue,  New  York  City. 

FroDi  1894-97,  Instmotor  in  Meobanioal  Drawing  in  the  evening  Bchoole  of  Tie 

General  Society  of  Meohanifx  and  Tradesmen.    Sinoel89T,  Instructor  inElectrioni 

Engineering  in  The  United  Correapondenoe  Sohools,  156  Fifth  Avenne,  New  York. 

Editor  of  The  Technical  Jonmal. 

LuDLAM,  Frank  (Associate), 1895. 

Heins  &  La  Farge,  7  Beekman  Street,  and  18  W.  16th  Street,  New 
York  City. 

Ludlow,  Edwin,  E.  M., 1879. 

Superintendent  Choctaw  Coal  and  Railway  Company,  Hartshorn, 
Indian  Territory. 
1879-81,  Aanistaut  Engineer  in  ottarge  ol  hjdrographio  work  on  Delaware  River 
under  U.  S.  Engineer.  1881,  Aasiatant  Engineer  Mexican  National  Railroad, 
Mexico.  1882-89,  Assistant  Superintendent,  then  Superintendent,  tor  Pennsyl- 
vania Railroad  ooal  mines  at  Sliamokin,  Pa.  1839,  to  date.  Superintendent  of 
Mines,  Cboctaw  Cool  and  Railroad  Company,  HaitehoTn,  Indian  Territory. 
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LuQCER,  Lea  McIlvaine,  C.  E.,  Ph.  D.  (1894),         .         1887. 
Tutor  in  Mincrtilogy,  Columbia  T'niversity,  Xew  York  City,  und  8 
Pierrepont  Street  Brooklyn,  N.  Y. 

Sammer  of  1897,  Aasiatant  in  Geodebia  San-ej-inK  with  ProFeamr  Rees.  Snm- 
mer  of  J807,  AsaJBtant  in  Surveying  with  Profesaot  JInnroe.  Summer  of  13!-*, 
Anistaut  in  Goedetio  Survejing  with  Protefaor  Rees.  1887-SH),  Fellow  in  Min- 
eralogy, Sohool  of  Mines.  1S90,  Assistant  in  Slineralogy,  Soliool  of  JCiDee.  IPfli 
to  date,  Tutor  in  Mineralogy,  Cotumbis  University.  1895-96,  Lecturer  Rn<t  In- 
structor in  MineraloKy  during  abseooe  of  Professor  Moeee  in  Europe. 

LuQUER,  Thatcher  Tatlor  Payne,  C.  E.,  E.  E.  (1893).  1889. 

New  York  Telephone  and  Telegraph  Co.,  15  Dey  Street.  Sew 

York  City,  and  Bedford,  N.  Y. 

1690,  Fellow  in   Engineering.     1890-91,  Fellow  in  .Surveying  and  Practioil 

Mining.     1891,   Assistant  in   Mining,   Colombia   Univeiaity,  School  of   Mines. 

1892,  with  H.  Ward   Leonord  &  Co.,   New  York  City.     1893.   Engineer,  Cnion 

.    Electric  Co.,  New  York  City-     1894,  Engineer  the  Fibre  Conduit  Company;   New 

York  City.     189),  Engineering  Dept.  Slet.  Tel.  and  Tei,  Co.,  and  1896,  Kngi- 

neering  Dept.  N.  Y.  Telephone  Co. 

Ll-sk,  Graham.  A.  M.,  Ph-  B.,  Ph.  D 1886. 

Professor  of  Physiology  at  the  Yule  lleclical  School,  Neiv  Haven, 
Conn.  Ad(li-cs,s  :  47  East  Thirty -fourth  Street,  New  York  City. 
1887-1888,  Student  at  Munich.  18fi9,  Student  at  Munidi  ;  also  at  Bellevue 
Hoepital  Medical  College,  N.  Y.  1990,  Studied  at  Bellevue ;  afterwards  in 
Munich.  1891,  studied  in  !Mnnich  and  waa  later  appointed  Instructor  of  Pliy- 
nology  at  the  Yale  Medical  School,  1S92,  Asaiatant  Professor  of  Ffaysiology. 
1895,  ProteoHOr  of  Pliyaiology.  1896,  contributed  the  chapter  "  The  Cliemiatryof 
the  Animal  Body  "  to  the  American  Teit-tiook  of  Phyeiology- 

LuTTGES,  Eberhard,  Ph.  B., 1884. 

Wissahickon  Chemical  Works,  Ambler  and  Chclton  Hil!=,  Wyn- 
eoteP.  0.,  Pa. 
1884-85,  Assistant  Chemist,  Crane  Iron  Company,  Catarauqua,  Pa-    1885  to. 
date,  Cheniiat  and  Manager,  Keaabey  &  Mattisoo'a  Chemical  Works,  Ambler,  Pa. 
Specialty,  mannfaoture  of  magnesia. 

Lyman,  Frank,  A.  B.,  M.  E 1878. 

31  Burling  Slip,  New  York  City,  and  50  Karasen  Streol.  Brooklyn, 
X.  Y. 

M. 
Mc€affery,  Richard  S.,  E.  M.,        ....        1890. 

316  Ka-<t  12-lth  Street,  New  York  Ciiy. 
McConway,  William  Lytle,  E.  M.,  .  .        1896. 

The  Conway  &  Torley  Co.,  48th  Street,  and  A.  V,  Ry.  and  Bed- 
ford .\venue,  Pittsburgh,  Pa. 
McIlhinet,  Parker  C,  A.  M.,  Ph.  D.,       .         .  .         1892. 

Sfhool  of  Mines,  Columbia  I'niversity,  am\  320  St.  Nichohi-s  Av- 
enue, New  York  City. 
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■Samiuer  of  1892,  Cbenust  Fibre  Pipe  Co.     1693-94,  Hon.  Aeat.  in  Assaying. 
1894,  ABBt.  in  Metallurgy. 

McKensa,  Charles  Frakcis,  Ph.  B.,  .  .  .  1883. 
•221  Pearl  Street,  and  loo  We^t  Ninty -first  Street,  New  York  City. 
1683-84,  Chemist,  fiavemejer  Sagor  Refining  Co.,  Jereey  City,  N.  J.  1685-88, 
Chemist,  Cambria  IroD  Co.,  JohaBtown,  Pa.  1887-SO,  Engaged  in  the  mnnnfao- 
ture  of  lime  for  gas  parification,  Edgawater  Lime  WoricB,  Edjtewater,  N.  J. 
1391-93,  witli  Jas.  J.  McKenna  &  Bro.,  Foandera,  New  York  City.  1B93,  As- 
ROoiat>ed  with  Dr.  Gideon  E.  Moore,  New  York  City,  as  Director  of  the  Labora- 
tory of  Physical  Testing.  1895-97,  Cheniiat  to  tbe  Posaalo  Zino  Co.,  Practiung 
as  conaalcing  chemist  and  iaspector  o(  materials. 

McKiM,  Robert  Albert,  C.  E.,  .         .         .         1884. 

lEoom  213,  280  Broadway,  Now  York  City,  nnd  Roolielle  Park. 
New  Rochelle,  N.  J. 
AiBistant  Engineer  OD  Nen  Croton  Aqnednct.     (Enteied  Aqnednct  Etigioeer 
Corps  aa  Chainman,  in  Febrnary,  1685. ) 

!McKixLAY,  Wm.  Bradfokd,  E.  M.,     ....         1895. 

Care  Wm.  Jar\'iH,  Tiimftco,  Reii.  Colombiii,  S.  Ameriea. 
Asaistant  at  Pelican- Dives  Mine,  Georgetown,  Colo.,  October-Deoemher,  1695. 
Mine  Clerk  at  PeerlesB  Coal  Mine,  Agnilar,  Colo.,  December  1895,  to  February, 
1^96.  General  Assay  Office  at  La  Belle,  Taos  Co.,  New  Klexico,  May  to  Movember, 
l~i96.  Marcb,  1897,  to  date,  ABtjistant  Engineer  Playa  de  Oro  Jliuing  Co.,  Ecua- 
dor, S,  A. 
McLacghlin,  Charlej-  Swain,  Ph.  B.,       .         .         .         1884. 

S74  Broadway,  and  2041  Fifth  Avenue,  New  York  City. 
MacKaye,  Harold  Steele,  C.  E. 1887. 

29  Liberty  Street,  ami  22.".  Wwit  106th  Street,  New  York  City. 
Three  months'  work  in  N'ew  York  Harbor  In  Army  Corps  of  Engineere.  On 
year's  employment  in  the  Office  of  Patent  SolJoitors.  1889-92,  aotiag  as  Fourth 
Assistant  Examiner  ot  the  U,  8,  Patent  Office.  Since  Jnly,  1692,  Patent  Counsel 
tor  WefltinKhonse  Electric  and  Uanubctnring  Co.  In  independent  practice  as 
patent  lawyer  since  November,  1,  1896. 
JIacTeague,  John  Joseph,  E.  M 1883. 

Addi'ess  unknown. 
Maclay,  James,  C.  E., 1888. 

Instructor  in  Malheiimtief,  Columbia  College,  ami  37  rnion  Street, 
Newark,  N.  J. 
Mahosy,  Arthur  Stlart,  E.  M 1889. 

j1  West  Ninety- foiu-th  Street,  New  York  Cilj". 
1690,  First  AsBiatant  General  Manager  o(  the  New  Birmingham  Iron  and  Land 
Co.    1891.  Treasurer  ot  tlie  same  company,  also  Chemist  to  the  Tnssie  Belle 
Furnace,  New  Birmingham,  Texas.     1B93,  contractor. 

Malukoff,  a.  J.,      . 1893. 

39  Whiting  Street,  Bi>r'tou  Hlglilaniis,  Boston,  >Ins;=. 
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Maknheiu,  Hebhann  Charleb,  E.  M.,       .         .         .         18ST. 

Care  of  Simmer  &  Jack  O.  M.  Co.,  Genniston,  8,  A,  R. 
Mannheim,  Paul  August  Louil,  E.  M.,    .         .  1885. 

United  Smelting  and  Befining  Company,  East  Helena,  HoDtann. 
Marie,  Leon,  E.  M., 1885. 

152  West  Eighty-sixth  Street,  New  York  City. 
Marsh,  John  Rolun,  E.  M., 1887. 

Address  unknown. 
Martin,  Edward  Ward,  (Associate),         .        .         .         1877. 

Chemist,  Board  of  Health,  301  Mott  Street,  New  York  City. 
Masba,  Charles  Griswold,  C.  E.,     .         .         .         .         1889. 

Fort  I^ee,  N.  Y. 
Sinoe  October,  1B8S,  m  varied  engineering  work,  inclnding :  Topogiaphiiail 
Survey,  Greenwood  Lake,  N.  Y.,  1889  ;  Stcnctnial  Bteel  Shop  loBpeclJOD  irith  R. 
Vf.  Hkldreth  &  Co.,  at  Phoenlxville,  Pa.,  1B90,  aod  at  Barriebai^,  Pa.,  1894 ; 
Conatmction  Lehigh  Valley  By.  Ezteneioa,  Geneva,  K.  Y.,  1890  ;  Street  Railway 
Construction,  Allegheny,  Pa.,  1890-91  ;  R.  of  W.,  Maintenanoe,  Conatrnction, 
Northweat  Byatem,  Penna.  Lines,  1891-93  ;  Conatraotion,  Maaonry,  Dam,  Etc., 
Nevrton,  N.  J.,  Water  Worla,  1895.     On  Chatham,  N.  J.,  Water  Worka,  189T. 

Mabsa,  Louis  Ferdinand,  C.  E.,  .  .  .  .  1890. 
136  Liberty  Street,  New  York  City,  and  Fort  Lee,  N.  J. 
October.  1890-92,  shop  ptaotice,  Maryland  Steel  Works,  at  Sparrow's  Point. 
Md.,  as  tollowB :  October,  1890,  to  Jnly,  1891,  Machine^faop  practice.  Joly, 
1891,  to  September,  1891,  Bessemer  Mill  ConstmotioD.  September,  1891,  to  Sep- 
tember, 1892,  Bessemer  Rail-mill  and  Boll-boose ;  Hedianical  and  Metallargioil 
Engineering.  October,  1892-93,  Poet-gradnato  Electrical  Engineer  at  Colnnibia 
College.  Fcbmary,  1894,  to  dats.  Electric  Engineering,  Conatmction  and  Con- 
Btrocting, 

Masters,  H.  K.,  E.  M. 1894. 

Xichols  Chemical  Co.,  Laurel  Hill,  L.  L,  and  173  Congress  Street. 
Brooklyn,  N.  Y. 
Mathis,  Theophilus  Smith,  E.  M,,   ....        1879. 
49  South  Main  Street  and  52  Ninth  East  Street,  Salt  Lake  l.'itv, 
Utah. 
From  January,  1890,  to  February,  1891,  Assistant  Drangbtuiaa  U.  S.  Ent- 
veyor-Generars  OfBoe,  Salt  Lake  Cit^,  Utah.     From  Febroary,  1891,  to  August 
1893,  Chief  Draughtsman  ol  Mineral  Division  of  said  office.     From  Angnat,  1S93, 
to  date,  engaged  in  General  Mining  Engineering  Work. 
Mater,  Ralph  Edward,  C.  E.,  ....         1879- 

Instructor  in  Jlechanit'al  Drawing,   Columbia  University.  Xcv 
York  City. 

Meibel,  F.  C.  a..  Ph.  B im. 

44  Strong  rincc,  Brooklyn,  N,  Y. 
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1892-93,  lat  Atet.  Chemist  National  Lend  Co.  1893-94,  Chemist,  IcteraBtionol 
Phoephate  Co.     1895  to  1697,  Examiner  Chemist,  U.  S.  Lsbrator;. 

Meissner,  Cabl  August,  Ph.  B 1880. 

General  Manager  Ijondonderry  Irou   Co.,    Londonderry,    Nova 

One  jeoT,  AswstaDt  Chemist  Joliet  Steel  Co.  Three  jears,  Chemist  and  As- 
idstant  Soperintendent  Brier  Hill  Iron  and  Coal  Co.,  Yoongstown,  Ohio.  One 
and  a-balf  years,  Head  Chemist  Joiiut  Steel  Co.  Three  jeara,  Manager  Sterling 
Iron  and  K'w;  Company,  Steilington,  N.  Y.  At  preeent,  Vioe-Preai dent  and 
General  Manager  of  the  Vauderbilt  Steel  and  Iron  Company,  Birmingham,  Ala., 
atter  having  peraonallj'  organized  this  oompan;.  Freeident  Jefferson  County 
Mining  and  Qosrrying  Company. 

Melliss,  T>.  Ernest,  A.  M.,  Ph.  D.  (Aaaociate),  .         1868. 

Price's  Building,  524  Sacramento  Street,  San  Francisco,  Cal. 
Student  regular  oonrse,  three  yeara.  School  of  Mines.  Atteiwards,  two  and 
a-balf  years  University  ol  Gottingen,  gndoating  Ph.D.,  in  I8SD.  One  year  at 
University  of  Vienna.  Since  then,  constantly  oconpied  in  civil  and  mining  engi- 
neering. In  1S73  was  Chief  Engineer  in  charge  ol  Topographical  and  Geological 
Snrvey  of  Gnanocaate  and  Sicoya  for  the  Costa  Hioan  Government.  In  1881, 
Consnlting  Engineer  to  the  Pacific  Gas  Light  Company,  of  San  Francisco,  and  in 
its  ittternt  studied  the  different  gaa-making  systems  in  the  Uuited  States,  Eng- 
land, Fiance  and  Belginm.  Have  niade  plans  for  and  erected  anraeroas  gold, 
silver,  copper  and  lead  mines.  Planned  the  Union  Iron  Works,  of  San  Francisco, 
and  superintended  their  oonstroction  ;  also  the  AroticOit  Works  and  several  other 
iudnstrial  establishments  on  the  Pacific  Coast.  Designed  and  built  the  MazatlAn 
Water  Works,  in  Mexico;  the  Hydraulic  Freso  Brick  Works,  cf  California,  the 
largest  eatablisbmeot  of  its  class  on  the  FaciHo  Coast.  Four  years  in  Central 
America  and  Slexico.  Was  Administrator  of  San  Joe<l  de  las  Bocaa  and  Consulting 
Engineer  to  Gnadalnpe  de  los  Kejea,  the  moat  succeaafnl  silver  mine  of  Sinaloa. 
Kow  Consnlting  Engineer  in  San  Franciaoo,  and  particularly  occupied  in  that 
capacity  for  the  Olympic  Salt  Water  Co,  whose  norka  are  novi  being  erected 
nnder  his  sopervision  and  according  to  his  plans. 

Merrill,  Frederick  James  Hamilton,  Ph.  B.,  Ph.  D.,      1885. 
State  Museum,  and  268  State  Street,  Albany,  N.  Y. 
1885-87,  Assistant  on  the  Geological  Survey  of  New  Jersey.     1888-00,  Fellow 
in  Geoli^y,  Columbia  University.     1390  to  date,  Aswsteot  State  Geologist  and 
Assistant  Director  of  tbe  Nen  York  State  Mosenm,  Albany,  N.  Y. 

MERRrrr,  James  Haviland,  Ph.  B.,  A.  M.,         .         .         1880. 
3  Monroe  Place,  Brooklyn,  N.  Y. 
From  1881-88,  Chemist  to  the  Bradley  Whit«  Lead  Co.     In  1889,  entered  tbe 
School  of  Mines  as  Post-gradoate  in  the  course  of  Architecture.     l«92-93,  Arcbi- 
tectnral  Study. 

Merz,  Eugene,  E.  M 1892. 

Box  216  and  143  Littleton  Avenue,  Newark,  N.  J. 
AsiBBtant  Bnperintendent  American  Ultra  >Iarine  Works. 
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Meserole,  Walter  Monfoht,  C.  K 1881. 

18tl  Montague  Street,  ami  -I'i'j  Allniilic  Avenue,  also  388  Hancock 
Slivct,  Brooklyn,  N.  Y. 

18^1,  Traositman  and  Topographer  Contineolal  Railway  Co,  l>^]-83.  Aniit 
Eog.  in  Construction,  K,  Y.,  Weit  Slioreand  BaSaloRy.  18.>i4-8.1,  Divuion  En- 
gineer ^^aintenBnce  of  Way  ;  1885,  Cliief  EDgineer  Catakill  Mountains  and  Cairo 
Railway.  1><^r>,  in  char);e  Topof^raphieal  Sun'ey  tor  Kings  County  CbariUcs' 
Commission.  1881!  to  date,  in  General  Practice,  located  at  Brooklyn,  X.  V. 
Speoialtira:  Iniprovemcn:  and  Development  ot  Real  Estate  and  Surveying  Tor 
Legal  and  Construction  Pnrpoees  ;  City  Surveyor  of  the  City  o(  Brooklyn  ;  Chirf 
Engineer  Soutli  Brooklyn  R.  R.  and  Terminal  Company,  German- American  Im- 
provement Company  an<l  Hancock  and  State  Line  lUilway  Company.  Erie  and 
Centml  Xeiv  York  Ry.  Co.  Engr,  Commission  Atlantic  Avenue  Improvement, 
Brooklyn,  X.  Y. 

Messiteh.  E.  II.,  C.K., 1894. 

ArkansflM  Valley  Smelting  Co.,  Leadvillc,  Col.,  aud   161   \Ywl 
lOHtli  Street,  New  York  Cily. 

188D.  Dranghtsman,  New  Croton  Aijneduct.  1S91  (Summer  vacation), 
Draughtsman,  Mfg.  iDvestment  Co.,  Uodisou,  Me.  Mill  (.'onatrnction,  June, 
IfW,  to  November,  1S91.  luBpector  under  Wni.  Barclay,  I'araons,  C,  E.  No- 
vember, 1394.  June,  imr>,  Engineer  Guggenlieim  Smelting  <"o.,  Perth  Ainljoy, 
N.J.  June,  IWl.'i,  to  January,  1H96,  Chief  ot  Party,  Surveys  for  Rapid  Tniii  ait 
Commission,  X.  Y.  City.  January,  1898,  to  November,  1896,  Engineer  Guggen- 
heim Smelting  Co.,  Peith  Amboy,  X.  J.  November,  J89li,  to  April,  1^97,  Engi- 
neer Philadelphia  Smelting  &  Refining  Co.,  Puelilo,  Colo.  April,  1397,  todale. 
Engineer  Arkansas  Yalley  Smelling  Co.,  Letidville,  Colo. 

Meter,  Herman  Henry  Bernard,  E.  M.,  .        .         1885. 

.-1.W  \V.  Twentieth  Street,  New  York  City,  and /or  Mail  844  I'lit- 

nuni  Avenue,  Kraoklyu,  N.  Y. 

Surveying.   Field  aud  Office  work  at  Pelbam  Park, 'Westchester  Co.,  Jnly  to 

November,  1  ■^B'l.     December,  l"**!,  (o  date.  Engineer  for  Oregon  Iron  Works,  New 

York  ;  designing  aud  erecting  machinery  tor  manutaoturing  illomioating  gas. 

MiDDETON,  John,  C.  E., 1887. 

•27H'.t  .\llantic  Avenue,  and  1S9  Monlugue  Sti-eet,  Brooklyn,  X.  Y. 
1888-07,  Surveyor  Aasistant  to  W.  M.  Meserole,  C.  E. 

Miller,  Cii.vrles  Lewis,  E.  M.,  ....        1885. 

Illiuoi.'i  Sieel  Company,  and  TOT  Collins  Stroet,  Jollet,  111. 
1886,  AssiBtant  Ciiemist  Edgar  Thomson  Steel  Works,  Braddock,  Pa.  I88C-B7, 
Chemist  and  Assistant  Superintendent  Carbon  Iron  &  Pipe  Co.,  Perryville,  Pa, 
1887-90,  Superintendent  The  Missouri  Furnace  Co.,  St.  Louis,  Mo.  189U  to 
1896,  Superintendent  Blast  Fnmaces  at  Lnion  Works  ot  Illinois  Steel  Co., 
Chicago,  111.  Since  August,  189ti,  General  Superintendent  Union  Works.  111. 
Steel  Co.,  Chicago,  III.  Since  August,  1897,  General  Superintendent  Joliet 
Woiks,  111.,  Steel  Co. 
Miller.  Charles  Watts,  K.  M 1884. 

Box  401,  Asiifii,  Colo. 
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Ise4-S5,  Metallargitel  Eogineer  Hwk  Bronze  and  Iron  Works.  ieS.)-86,  As- 
saj'er  and  ChemiBt,  Aspen,  Colo.  1886-91,  Mining  En^iiDeer  and  United  States 
Deputy  Mineral  SarvejoT,  Aapen,  Colo.     General  mining  engineering  bnfunMS. 

Miller,  Edmund  Howd,  Ph.  R,  A.  M.  (1892),  Pil  D. 

(1894) 1891. 

lustriu'tor  in  Analytical  Chemistry  and  .issiiying.  Co!iiml>ia  Unl- 
vei'sity,  and  West  Nyack,  Rockland  Co.,  K.  Y. 
1891-94,  AsBistant  in  As»ying,     1894-97,  Tntor  in  Analytical  Chemistry  and 
Assaying.    1897.  as  above. 

Miller,  Hudolph  Philip,  C.  E.,  .  .  ,  .  1888. 
141  East  Fortieth  Street,  New  York  City. 
la^S-ieoo.  Assistant  to  £,  M,  W.  1890-94,  Supervisor  R.  and  D.  Railway  till 
April,  1894,  Angufit  to  November,  1894,  with  W.  H.  Miller,  Builder,  New  York 
City.  Koveniber,  ISO-l,  to  October,  1895,  with  Long  Island  H.  li.  as  Tranaitman 
and  Aaeiatant.  December,  1895,  to  date,  with  Department  of  Buildings,  New 
York  City. 

Miller,  Samuel  O..  C.  E., 1895.' 

Department  of  Buildings,  220  4th  Avenue,  New  York  City,  and 
^\■eBt  Nyack,  N.  Y. 
From  June  to  September,  1895,  field  and  office  work  for  Pamapo  Water  Co. 
January  to  ^larch,  1S9S,  engaged  in  Mine  Purveying  for  the  Sterling  Iron  and  R. 
R.  Co.,  Sterling,  N.  Y.  From  March,  1896,  to  date,  in  the  employ  of  the  Depart- 
ment of  Bnildings  of  New  York  City.  1897,  Asistant  Eagineer,  Department 
of  Bnildings,  New  York  City. 

MiLLiKEX,  George  Fanshawe,  E.  M.,  .  1879, 

Liind    I>epartment,    N.  P.  B.  ^R.,  T.icoma,    Wash.,   and  Union 
League  Club,  New  York  City. 
1879-80,  Saperintendeut  "Milton  Mining  Co."    1880-83,  General  Manager 
"Chester  Mining  Co."    1883-87,  in  Geaetal  Consnlting  Practice  as  Engineer. 
1S87-90.  General  Manager  " Coata  Bica  MiningCo.,  Ltd."    1890,  to  date,  Con- 
sulting Engineer  Northern  Pacific  Railroad. 

MOLDEHNKE,  RiCHABD  GeORGE  GOTTLOB,  E.  M.,  Ph.  D.,      1885. 

JlcConway  &  Torley  Co.,  Fo it j' -eighth  Street,  and  A.  Y.  R.  R., 

and  174  Home  Street,  Pittsburgh,  Pa. 

188->-87,  Three  Summer  aeasons  with  United  States  Coast  and  Geodetic  Surrey, 

New  Y'ork  and  Philadelphia  Harbors  and  Cape  Cod,  Alass,,  llydrographie  Work, 

Triangnlation,  Levelling,  etc,     1H85-8B,  Winter,  nine  months,  Sanilarg  Kagiiieri- 

iag.  Inspector,  etc.,  New  York  Association  for  Improvement  of  Condition  of  Poor. 

1887-89,   Elecfrient  Engineering,   five  months  Mining  Engineer  Sprague  Electric 

Railway  and  Motoc  Co.,   seven  months   MeclianicaL  Engineer   Crocker- Wheeler 

Motor  Co.,  five  months  experimenting  on  patents  taken  out.     1889,  Manufactar- 

ing  tor  myself.     Specialty  in  Machiniata'  Tools.     1889-90,  Professor  Mechanical 

and  Electrical  Engineering,  Michigan  Mining  School,  Houghton,  Mich.     1S90,  to 

date,  Engineer  McConway  &.  Torley  Co.     Expert  in  Alalleahle  Castings. 

MoNEi-r.,  Joseph  Thompson,  C.  E.,     ,         .         .         ,        1889, 
Vm  Liberty  St.,  and  23C  W.  Twenty-seeoml  St.,  New  York  City 
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1891,  Electriml  EnguieeriDg,  Cartis  Electrics]  Mtg.  Co.    1899,  Tator  in  As- 
troaomj,  Colniubia  College. 

Montenegro,  Manuel  Rafael,  E.  M.,       .         .        .        1890. 
539  W.  Twentieth  Street,  New  York  City. 
1890,  SpimI  Weld  Tabe  Compan?,  East  Omnge,  N.  J.,  and  stadj'ing  madiiQe- 
ahop  piaotace.     1691-92,  engaged  in  the  fonnation  of  mining  oompanies.     1803  to 
date,  Aaeist&nt  Snpeiintendent  Or^on  Iron  Woika,  Nen  York  Citj. 

Mora,  Mariano  Luis,  C.  E., 1891. 

General  Electric  Co.,  Foreign  Department,  44  Brand  Street,  aD<t 
63  West  70th  Street,  Xew  York  City. 
Gradoate  Poet-grodtuitB  Coarse  Eleotrical  Engioeering,  1694. 
Mohan,  Daniel  Edward,  C.  E.,        ....         1884. 
Sooj'sinith  &  Co.,  ]Mil1a  Building,  and  71  Lexington  Avenue.  >•' en- 
York  City. 
Morgan,  William  Fellowes,  A.  B.,  E.  M.  (Life  Member),  1884. 
Brooklyn  Bridge  Freezing  and  Storage  Co.,  Arch  4,  Brooklyn 
Bridge,  New  York  City,  and  Short  Hills,  N.  J. 
1884-88,  Banking  and  Brokerage.    1888  to  date,  oe  above. 
MosLEY,  Richard  Keeler,  Ph.  B.,    .        .         .         .         188i>. 
Architect,  Boom  E,  22,  Produce  Exchange  Building,  Xew  York 
City,  and  139  Glenwood  Avenue,  East  Orange,  N.  J. 
From  Jnne,  1889,  to  Janoary,  1893,  worked  oa  Draaghtsman  in  the  Office  of  L. 
J.  O'Connor,  Carrdre  &  Hastings,  and  Richard  M.  Hunt,  of  New  York,  and  Beoj. 
Silliman,  of  Tonkers,  N.  Y.    Since  January,  1893,  practicing  Arcniteotare  inde- 
pendently at  the  above  oddren. 

Moses,  Alfred  Joseph,  E.  M.,  Ph.  D.,      .        .        .         1882. 

Professor  Mineralogy,  Columbia  University  School  of  Jlines. 

1883-85,   As^tent  in  Mioeralogy,   Sohoo)  of  Mines.     1885-90,   lostructw  in 

Mineralogy  and  Metallaigy.    1890  to  1897,  Adjnnot  ProIesBor  of  Mineralogy. 

Mclford,  Robert,  E.,  M., 1884. 

^lanager  Eraser  and  Chalmern.  80  Broadway,  New  York  •."'ity- 
and  144  S.  Second  Avenue,  ISIt.  Vernon,  N.  Y. 
1590,  Assistant  gnperiotendent  Rio  del  Oro  Gold  Co.,  Argentine  Republic.  S. 
A.    1991,  Honduras?    1893,  General  Manager  of  The    Eanimpoo  Gold  Mining 
Co.,  Limited,  of  Georgetown,  Demacara,  British  Gniana,  and  am  now  in  the  em- 
ploy of  Fraser  &  Chalmera. 

Mulleh,  George,  Ph.  B., 1887. 

Awiatiint  in  Aualytical  Chemistry,  Columbia  Univei-sity,  634  East 
One-Hundred  and  Thirty-wiuth  Street,  New  York  City. 

Mi-NHOE,  Henrt  Smith,  E.  M.,  Ph.  D.,      .         .        .         1869. 
Professor  of  Mining,  School  of  Mines,  and  Dean  of  the  Faculty  of 
Applied  Science,  Columbia  T'nivei-sity,  and  45  Sidney  Place, 
Brooklyn,  N,  Y, 
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1869-70,  Post-gmdnate  Studetit  in  Cbemiitrj  and  Eoonomio  Geolog;,  Sobool  of 
Mines.  1870-71,  Aniatiuit  Geologist  Ohio  State  Geological  Saivey.  1870-72, 
AiWBtaiit  Chemist,  Deportment  ot  AgricnltQre,  Washington,  D.  C.  1873-75,  As- 
sistant Geologist  and  Mining  Engineer,  Gealogioal  Survey  ol  Yeno,  Japan. 
1875-76,  Profeasor  of  Geolof^  and  Mining,  Univeieit;  ol  Tokio,  Japan.  1877-91, 
Adjanot  ProfMSOTOf  Snivejingond  Piaotical  Mining,  and  1801,  Professor  of  Min- 
ing. Sobool  ot  Mines,  Columbia  Univeraitj,  New  York  City.  1S84-B5,  Manager, 
and  1690-02,  Vice' President  Anierioan  Inatitnte  Mining  Engineers.  1895,  to 
date.  Member  of  the  Univenit?  Conncil,  and  1897,  Dean  ot  the  Focnltj  ol  Ap- 
plied Science,  Columbia  Univeirtty. 

MuNBOE,  Otis  Moktimeh,  Ph.  B.,      ....         1879. 

Banker,  De  Soto,  Mo. 
McNBELL,  Charles  Edward,  Ph.  B.,  Ph.  D.,     .         .         1878. 

F.  W.  Devoe  &  C.  T.  Raynolds  Co.,  110  Horatio  Street,  Kew  Yoik 
City,  and  Rye,  N.  Y. 
Norember,  1878,  with  A.  E.  Foot«,  Mineral  Dealer,  Philadelphia.  Maiob, 
1879,  with  T.  A.  Edison,  Menio  Park,  N.  J.  May,  1879,  Chemist,  Bosbwick 
Chemical  Works,  Brooklyn,  N.  Y.,  October,  1879,  Stencil ograpber  and  Celestyper, 
School  ot  Mines,  N.  Y.  Janoary,  1880,  to  December,  188S,  Milk  Inspector,  New 
York  City  Health  Deportment.  Jnly,  1881,  to  May,  1883,  State  Milk  Inspector, 
New  York  State  Board  of  Health.  1886  to  1895,  Analyst  and  Aniatant  Cbemist, 
F.  W.  Devoe  and  C.  T.  Raynolds  Co.,  New  York  City.     Specialty,  Paints  and 

Murphy,  Henry  Morgan,  E.  M.,      ....        1878. 

Murphy  Varnish  Co.,  Chestnut  and  McWIiorter  Streels,  Newark, 
X.  J. 
Murphy,  John  Glenville,  E.  M.,  C.  E.,   .        .        .         1877. 

Grand  Union  Hotel,  New  York  City. 
Avistanl  Superintendent  Orinoco  Exploring  and  Mining  Co.,  Gold  Mine. 
Anistant  Soperintendent  Callao  Gold  Mining  Co.  TerreBtrial  Geoloeist  ot 
Wyoming.  Superintendent  Esmeralda  Mining  Co.,  Black  Hills,  Dakota,  Gold 
Mine  Superintendent  New  York  and  Lee  Mountain  Syndicate,  Montana,  Lead- 
Silver  Mines.  Has  made  professional  exaniinations,  in  nearly  all  parts  of  the 
United  -StateB,  the  Pacbnca  Silver  and  Jngnann  Copper  Districts  in  Mexico  and 
two  and  a-balt  years  ago  made  a  six  months'  trip  to  Colombia  and  Eonador. 

N. 
Navarro,  John  Adalberto,  C.  E.,    .         ,         .        .         1880. 
Seminario  No.  1,  Mexico  City,  Mexico,  and  eai'c  Mexican  Cousul- 
General,  35  Broadwaj',  New  York  City. 
1881-82,   Civil  Engineering  Course  in   Poly  tech  nicnm,   Hanover,    Germany, 
1883-84,  Mexican  Government  Commissioner  to  atndy  railway  aystema  ot  EuTOpe. 
1885-R,  KaiLroad  Inspector  in  Interocesnic  liailroad,  Mexico.    l?80-87,  Assistant 
Compiler   ot   Memoir,   published   by   Department  of   Public  Works  {Fomenta), 
Mexico.     1387  to   date,   Engineer  in   charge  of  Surveys  and  liepresentative  in 
Chiapas  of  the  Mexican  Land  and  Colonization  Co. 
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NeiTEL,  KxiGMT,  C.  E.,  Ph.  D., 1879- 

ir.i  IJroudwuy,  N'l-'W  York  City. 
Keumith,  James,  E.  M 18T9. 

•2r,ii  Ilenrj-  street,  Brooklyn,  X.  Y. 
Newbkrky.  Spenckr  Kaikd.  E.  M.,  Ph.  D.,        .         .         1878. 

The  ."^aiidusky  Portland  Cement  Co.,  ^ndusky,  Ohio. 
1879-0-2,  I'rofnsor  ot  Chemistry,  Cornell  L'niveraity,  Ithaca,  X.  Y. 

Newberry,  Wolcdtt  Ely,  E.  T.,       ,         .         .  1884. 

Viuv  of  South  -Vmerican  llevelopinent  Co.,  Box  'XW,  Giiauiqiiil, 
I'k'iindor,  South  .\meriea,  nud  <'olorado  Springs,  Colo. 
18^4'!^">,  Metallargist,  Caaa  Grande  Co.,  Arizona.  lSSJ-80,  Aaiietant  Supecin- 
tendent  i'anauea  Mfc.  Co.,  Sonora,  Mexico.  ier<6-87,  Superioteadent  Argentam 
Mining  Co.,  Aspen,  Colo.  1H87,  General  MaDager  Aepea  Mg.  aud  SmeltiuK  Co., 
AapeD,  <'olo.  l^i^^  to  present  time.  General  Blanoger  Enterpriite  Mg.  Co.,  Aapeu> 
Colo.  Superintendent  Aspen  Contract  Co  ,  Aspen,  Colo.  Superintendent  Mntnal 
Benelit  Milling  and  Mining  Co.,  Aspen,  Colo.  1892,  General  Manajier  Isabella 
Gold  Mining  Company,  Cripple  Creek,  Colorado.  1S93,  as  ikbove,  1S04,  Mioing 
Engineei,  Colorado  Springs.  1S96,  Mining  Engineer,  Examining  Mines  in  South 
America.  1^97.  Genl.  Mgr.  So.  Am.  Development  Co.,  Ecaador,  South  Amerin. 
XEB-BRoniii,  William,  A.  B.,  E.  M 1884. 

174  West  One  Hundred  and  Seventh  Street,  New  York  Oily. 
Newhocse,  Eduar  LiEiiEK,  E.  M 1886. 

7->  aud  77  Worth  Street,  New  York  Cily. 
Nichols,  Ralph,  E.  M.,  C.  E.,  .         .        .         .         '         1877. 

Supcvin  ten  dent,  I>e  Tji  Mnrn,  Nev.  <t.  Mg.  Co.,  I>elaniar,  I-ineoln 
Co.,  Nevada. 
l&T"?,  Ore  Sorter,  Kokill  Mine,  Idaho  Springs,  Colo.  Ijit«r,  Anistsnt  in  F.  E. 
Brown's  Civil  and  Mining  Engineering  office,  Geotgetown,  Colo.  Later,  Aemjer 
and  Cbeniisb  I..a  Plata  M,  and  S.  Co..  Leadville,  Colo.  Appointed  U.  S.  Deputy 
Mineml  Purveyor  in  18T0.  I8T9-S3,  Civil  and  Mining  Engineer  at  Leadville, 
Colo.,  with  tollon-ing  Brms:  Page,  Nichols  &  Co.,  and  Nirhols  &  I>DDham. 
SnperiDtendent  Farwell  Cons.  Mining  Co.'s  Gold  Mill  at  Independence,  Col* 
Superintendent  or  the  Big  Pittsbnrg  Cons.  Mining  Co.,  Leadville.  ia^3,  Soper- 
JDtendent  of  the  Viola  Mioing  and  Smelting  Co.  T.nter  General  Manager  ot  same 
until  I6!>I.  Since  then  have  been  mining  and  working  mines  on  lease.  Examined 
mines  in  Colorado,  Idaho.  Nevado  and  Mexico.  18i)4,  General  Saperintendent 
The  Comhtock  Tunnel  Co.  Interested  in  mines  in  Colorado  and  Idaho,  and  an 
working  mines  in  Idaho  under  lease.  Hai'e  acted  as  ore  buyer  for  the  Cons. 
Kansas  City  S.  and  K.  Co.,  and  am  at  present  representing  the  Globe  S,  and  K. 
Co.,  in  this  State. 
NoBLi-;  Locis  Spencer,  E.  M 1885. 

-Vddress  uukuowii. 
lPK-,-"9,   Mining  Engineer  to  Iion-Silver  Mg.  Co.,  and  Nisi  I'rius  Cons.  Mg. 
Co.,  of  Leadville,  Colo.     Also  during  I''S9  Conaalting  Reporting  and  Lawsnit 
work  on  other  Colorado  properties.  1889-90,  Superintendent  of  Mines  and  Mining 
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Eogineer  to  Cooatanda  SlioiDg  and  Smelting  Co.,  at  Sierra  Mojada,  Conhulia, 
MsKioo.  1890-91,  Mining  Engineer  on  Lanrenit  preparation,  witli  Blue  Bird 
Mining  Co.,  Ltd.,  of  Bntte,  Montana.  Specialtj,  Lead,  Silver  and  Gold  Mines 
knd  Mining. 

NoL.i,N-,  Thomas,  M.  S.,  Ph.  B., 1884. 

Xolau,  Xolan  A  Stem,  Architeft<i,  1017  Chamber  of  Commerce 
Building,  Eoebester,  X.  Y. 

NoKRis,  Dudley  Hiram,  E.  M 1877. 

123  West  Twenty-fourth  Street,  Xew  York  City. 
NoRRis,  Robert  Van  Arsdale,  E.  M.,        .         .         .         1885. 
Assistant  Engineer,   P.  K.  K.,  Department  of  Anthracite  Coiil, 
Boom  28  First   National  Bank  Building,  and  24  S.  Franklin 
Street,  Wilkesbarre,  Pa. 
1885,  Aasistant  in  Practical  Mining  and  Snrveying,  School  ot  MineB.     U.  S. 
Inspector  ol  Dredging,  in  charge  ot  Maorice  River  Improvement,  MiUvitle,  N.  J, 
1886,  Chemist,  Herman   Bebr,  Manafactnrer  ot  Colors,  Brooklyn,  N.  Y.     Jane, 
1896,  to  date,  Aaeittant  Engineer,  Peunaylvania  Kailroad  Department  of  Anthra- 
cite Coat  Collieries.    Specialty,  Mecbanioal  Engineering  of  Collieries. 

NOKTOJJ.  LUCIEN  HOLLEY,  E.  il.,  .....  "1886. 
Pennsylvania  Smelting  Co.,  Saudy,  Vtah. 
1W7-1890,  Engineering  Office,  N.  Y.,  N,  H.  &  W.  R.  R.  Experience  in  Rail- 
road Construction,  Location  and  Preliminary  Snrveys,  Office  Work  and  General 
Snrveying.  J890,  Assayerand  Engineer  to  West  Indian  New  Gold  Mining  Cor- 
poration, San  Domingo,  West  Indies.  Experience  in  Free  Melting  of  Gold  ores, 
Assaying,  Surveying,  etc  January,  1891-92,  Aasnyer  for  Daly  Mining  Co.,  Park 
City,  Utah.  Experience  in  Asanying,  General  Analyses.  Also  Leaching  of  Silver 
ores  by  the  Rtuaell  Froceaa.  1892,  to  date,  as  above. 
NoYES,  James  Atkins,  Ph.  B,,  A.  B,  (Harvard,  '83), 

(Life  Member), 1878. 

71  Sparks  Street,  Cambridge,  Mass, 
Editor  Qoinquennial  Catalogue,  Harvard  University. 

NoYEs,  William  Skaats,  E.  M.,         ....         1875. 
Shatter,  Presidio  County,  Texas,  and  2023  Summit  Street,  Oak- 
land, Cal. 
1877-79,  Aasayer  (or  MoCraoktn  Mining  Co,,  Mohave  Co.,  Arizona.   1879-1881, 
Foreman  of  Bodie  Mill,  for  Bodie  Coal  Mining  Co.,  Bodie,  Cal.     1881-1883,  Ex 
aming  Mines  for  San  Francisco  Capitalists.     1883  to  present  time,  Superintend- 
ent of  Presidio  Mining  Co.,  and  llie  Cibilo  Creek  Mill  and  Mining  Co.,  Shatter, 
Presidio  Co.,  Texas. 

Nte,  Alvan  Crocker,  Ph.  B., 1884. 

Hayden  Furniture  Co.,  1  West  Thirty-fourth  Street,  and  107  Fiist 
Seventieth  Street,  New  York  City. 
1884-85,  Draughtaraan  C.  C.  Haight,  Architect,  New  York  City.    18^-90,  De- 
signer and  Head  Draughteman,  Herter  Brothers,  New  York  City.    1890  to  date, 
Pnmitnre  Designer  and  Architect,  The  Tiffany  Glass  Co.,  New  York  City.    1892, 
Chief  Designer  as  above. 
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O'Connor,  Michael  Joseph,  E.  M.,  Ph.  B.,       .  1881. 

Little  &  O'Connor,  Architect  (ISSi)  the  Astor  Court  Building,  20 
West  Thirty-fourth  Street,  New  York  City. 
O'Connor,  Thomas  Devlin,  Ph.  B.,  .        .         .        .         1881. 

Aldrich  Court,  46  Broadway,  Room  91,  and  12  E.  Forty-fourth 
Street,  Kew  York  City. 
Of,  Charles,  E.  M., 1896. 

802  Prospect  Avenue,  New  York  City,  N.  Y. 
Olcott,  Eben  Ehskine,  E.  M., 1874. 

Mining  and  Metallurgical  Engineer,  IS  Broadway,  and  38  West 
Thirty-ninth  Street,  Sew  York  City. 
1674-75,  Chemist  to  Ore-Knoh  Copper  Co.,  in  ohoige  of  Hunt  &  Douglas  Pro- 
oew.  1S75-76,  As^tant  Snpt.  Peona.  Lead  Co.'b  Works,  MonaBeld  Valley,  Pa- 
1676-76,  Aniatant  Bnpt.  Orinoco  Exploring  and  Mining  Co.,  at  their  Gold  Hinea 
in  Veneznela.  1B78-79,  Snpt.  of  the  Mme.  1879-61,  Examining  Mines  in  OdIo- 
lado,  Utah,  Nevada  and  Calilornia,  for  New  York  InTestors.  lSei-S5,  Snpt  St 
Helena  Gold  Mines,  Sonora,  Hezioo.  1686,  opened  offioe  in  New  York  aa  Con- 
salting  Engineer,  and  since  then  has  been  engaged  an  Couanlting  Mining,  and 
Uetallnrgical  Engineer  in  Pern,  Republic  of  Colombia,  Dulohand  British  Gniana, 
Mexico,  Rritiah  Colnmbia,  Ontario,  New  Bmnswlclc  and  t^e  United  States-  1896, 
Conanlting  Mining  and  Engineer  and  Genl.  Mgr.  Hudson  Rivei  Day  Line.  Mem- 
ber of  firm  Olcott,  Feam  &  Peele,  Consulting  Mining  Engineers. 

ORM8BEE,  James  Jackson,  E.  M,,      ....        1886. 

Superintendent  Tenn.  Coal,  Iron  and  Railway  Co.,  Tracy  City, 

Tenn. 

1886-91,  Alining  Engineer  oC  Tracy  City  Divi^on  ot  Tennessee  Coal,  Iron  and 

Bailroad  Co.    1891-92,  Soperiutendent,  Thomas  Coal  Mines,  of  Tenueesee  Coal, 

Iron  and  Bailroad  Co.,  Whitwell,  Tenn.     1892-94,  Engineer  and  Superintendent 

Seqnacbee  Valley  Cool  and  Coke  Co.     1894,  Superintendent  Poplar  Creek  IHt. 

Tenn.  Coal,  Iron  and  Railroad  Co. 

OsTERBERG,  Max,  E.  E.,  a.  M.,        .         .        .         .        1894. 

27  Thnmea  Street,  and  113  East  Fifty-sixth  Street,  New  York  City. 

Summer  '94,  after  graduation  :  Editor  ot  the  Ponxedinga  of  the  Chioogo  Eleo- 
trical  CongTcsB.  Practical  ihopwork  in  a  dynamo  factory.  October  Ist,  Appointed 
Associate  Editor  of  Klectrie  Fovitr.  During  season  '94-'95,  Inatractor  of  Elec- 
trical Engineering  at  the  National  Sdiool  of  Electricity,  at  the  Y.  M.  C.  A.  in 
New  York  City,  and  Stamford,  Conn.  Fall  '94,  Reentered  College  to  puisne 
post-graduate  studies.  June,  '95,  was  appointed  Universiiy  Fellow  in  Mechan- 
ics. January,  '96,  author  of  " Sgnopgit  of  CarrerU  Electricai  Literalure."  Eatab~ 
lished  as  Consulting  Engineer  and  Electrical  Expert  on  September  1,  '96. 
OsTERHELD,  Theodore  W.,  E.  M.,      ....  1886. 

Consulting  Engineer,  Apartado,  No.  38c,  Pueblo,  Mexii-o. 

Assistant  Snperiniendent  of  Blast  fnmaoes,  P.  S.  Co.,  188S-67.    General  Fonn- 
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dry  Practice,  Worthington  P.  Works,  1887-88.  Owner  of  Foiindr;  and  Oener*! 
Iron  WorkB,  1^88-8S.  Vioe-Piesident  PeodletoD  Mining  Co,  and  CoDsnlting  En- 
giDeer,  1689,  '90,  '91,  and  General  ConsnltiDg  EDtpneer,  Iron  and  Coal  Spedaltj, 
And  Metallargigt  of  Iron  and  Finuhed  Mannbctnring.  Interval  of  1800-91,  ^ 
the  montfas  December  to  Maj,  Saperintending  ConrtrDotioii  of  Rolling  Hill, 
SonQiwest  Virginia.  Specialty  Coal  and  Ttod  of  the  ViTginiaa.  Preeident  of  tlie 
■Southem  Reducing  Co.,  EiperM,  CbemiHta  and  Mining  Engineers.  Locating 
Engineer  C.  &  M.  R.  R..  Cartagena,  '91-92  ;  Chief  Engineer,  C.  &  Z.  R.  R.,  '93- 
'94-'95,  Coahnila,  Mexico.  '95  to  present  date,  Consnlting  Enginecir  and  Mem- 
ber of  the  SankinK  Firm.  RoHst,  Headen  &  Co.,  Pneblo,  Mexico.  Member  and 
Consnlting  Engineer  Banking  and  Exporting  Finn  Boaet,  Headen  A  Co. 

Owes,  Frederick  Nash,  E.  M., 1878. 

Civil  and  Sanitary  Engineer,  115  East  Forty-flflh  Street,  New 
York  City. 

P. 

Page.  George  Stephen,  E.  M.,        .         .         ,        .        1885. 
Cure  Park  Bros.  &  Co.,  Limited,  Pittsburgh,  Pa. 
I8e5-'86,  Assistant  Chemist  Edgar  Thompaon  Steel  Works.    From  Jnlj,  1836, 
to  date.  Manager  of  Steel  Works  witb  Park  Bros.  &  Co.,  Ltd.    Specialty.    Mann- 
(aotnre  of  Open-Hearth  and  Cmdble  Steel. 
Page,  William  Stevens,  E.  M.,         .         .         .         .         1882. 

Aqiiediiet  ComtniBsion,  Ping  Sing,  N.  Y. 
Painter,  Charles  Albert,  E.  M.,     ....         1884. 
J,  Painter  &  Sons,  Pittsburgh,  Pa.,  and  208  Western  Avei 
Allegheny  City,  Pa. 
Painter,  George  Edwards,  Ph.  B.,  .         ,  .        1* 

J.  Painter  &  Sons  Co.,  Pittsburgh,  Pa.,  and  212  Western  Avei 
Allegheny  City,  Pa. 
Parker,  Andrew  McClean,  E.  M.,   ....        1880. 
First  Assistant  Engineer,  Department  of  Docks,  Pier  A,  and  35 
W.  One  Hundred  and  Nineteenth  Street,  New  York  City. 
Parker,  Herbchel  Clifford,  Ph.  B.,         .         .         .        1890, 
Department  of  Physics,  Columbia  University,  New  York  City,  and 
21  Ft.  (ireen  Place,  Brooklyn,  N.  Y. 
1890-91,  FelloTT  in  Physics.     1891-93,  Assistant  in  Pbysica.     1893-97,  Tutor 
IB  Physics,  Instmclor  in  Electrical  Measarementa. 

Parker,  Richard  Alexander,  C.  E.,  E.  M.,       .         .        1878. 

Consulting  Mining  Kngineer,  Crocker  Building,  San  Francisco, 

California. 

1676-79,  Anlstant  Superintendent,  MoDt«znma  Silver  Mining  Co.,  Montezuma, 

Colo.     1880-91,  -Snrveyor  at  Georgetown.     1881-82,  Chief  Dranghtaman,  Mexican 

Natl.  Cons.  Co.,  Laredo,   Texas.     1883-64,  Examining  Mines  in  Colorado,  Utah 

and   Idaho  luainly.     1885-^,    Snperintendent,    Atlanta  Hill  Gold   Co.     Ala, 
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Superintendent  o[  the  Big  Lode  (Gold)  Co.,  Atlanta,  Altmas  Cu.,  Idalio. 
1887,  Reaident  Maitager  And  Agent  toi  Ssmaon  Iron  Co.,  Imperial  IroD  Co.,  aixl 
Barasa  Iron  Co.  1896  to  date,  Consnlting  Mining  Engineer,  Specialties,  Go'd 
Bud  Silver  Mining  and  Milling,  and  Iron  Ores. 

Parks,  John  Ra.vdolph,  E.  M. 1880. 

Helena,  Mout. 
ConanltioK  Mining  Engineer. 
pARRAGA,  CHARLi>>i  Frkdkkick,  C.  K,  (Life  Member),  1883. 

58    Williatn   Street,    ami    145   W.    Niuety-aeventh   Stret-t,    Xew 
York  I'ity. 
1?S:}-d4,  Inspector  oF  Construction  of  Bridges  and  Railroad  Material  in  Enrope- 
inS4-8a,   RMlrowl  Engineer  in  Colombia,  S.  A.     1888  to  date,  General  Expert 
Business.     1891,  Delegate  trom  Colombia  to  the  Inter-Coutineatal  Hailway  Com- 
niissioD  at  ^Vashington,  D.  C. 

Parrot,  Edward  MoNHOt:,  E.  M.,      ....         1870. 

Ontario,  Wayne  County,  N.  Y. 
Parwjns,  IIknry,  C.  E 1888. 

Xecretaiy  and  TreaHurer,  So.  Ca.  &  tJ,  K.  R.,  15  Broatl  Siiiot  and 
10;i3  Madison  .Vvenue,  New  York  City. 
Parwjss.  "William  Barclay,  A.  B.,  C.  E.,        .         .        1882, 

22  Willium  street,  and  51  Ra-st  Fifty-third  Street,  New  York  City. 
Previooe  to  graduation  served  as  Assistant  Engineer  Amot  and  Pine  Creek 
Rnilroad  and  Blossliurg  Coal  Mine.  After  giadoation  entered  Maintenance  ot 
^Vay  Department  of  the  New  York,  I^ke  Erie  and  Western  Railroad,  designed 
in  18H."i  and  ooramenced  practice  as  Consulting  Engineer,  New  Y"ork,  ns  such  have 
had  ohari^e  of  mucti  heavy  engineering  oonstrnction.  At  present  Cliief  Engineer 
Rapid  Transit  Coramissio  ,  New  York  City. 

Payne,  Clarence  Qi'intaku,  E.  M.,  ....         1882. 
President  Payne  Separator  Co.,  9  Clifl' Street,  SewYovk  City  and. 
Stamford,  Conn. 
pEAKia,  Charles  Fowler,  E.  M.,       ....         1884. 

Boi  .174,  Helena,  Mont. 
Peck,  STAUNTtJN  Bloodgood,  C.  E.,  E.  M.,        .         .         1880' 
Link  lielt  Jlachinery  Co. ,  Thirty-ninth  Street  and  Stewai-t  Avenue. 
Chicago,  III.,  and  1 1 1  East  Thirty-fourtli  Street,  New  York  City. 
One  and  a  half  years  Mechanical  Engineer,  Burr  &  Dodge,  Philadelpbia.    Tiro 
years  Assistant  Cchief  Engineer  Link  Belt  Engineering  Company,  Philadelphia. 
f^ince  IfH^,  Assistant  Chief  Engineer  Dod(^  Coal  Stor^e  Company.     Since  IPSO 
and  at  present.  Chief  Engineer  Link  Belt  Machinery  Company,   Chicago.     Spec- 
ialty, handling  materials  in  bulk  or  package  and  power  transmissions. 

Peele,  Robert,  E.  M. 1883. 

"The   Monterey,"    One   Hundred  and   Fourteenth    Street,  and 
^lomiiifjside  Park,  New  York  City. 

18^3,  Assayer,  Designolle  Reduction  Works,  Charlotte,  North  Carolina.    1883- 
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bi,  Anaver  and  AsHistaat  Snperiotendent  Sih'er  King  Mining  and  Milling  Co., 
^[oiitezDma,  Colorado.  1884-86,  Foreman,  Dry-ornshiDg  and  Amalgaoiating 
Silver-mill,  Silver  King  Minini;  Co.,  Pinal,  Arizona.  1386,  went  to  England  to 
examiae  eysteina  ol  Seirage  disposnt  naed  in  inland  towns.  1687,  ProFesaionsl 
work  aa  asaisteDt,  in  Nen  York  and  Arizona.  1688,  Eiamining  gold-mines  in 
liepnblio  of  Colombia,  S.  A.  Superiotendent  Mndaiil  Mining  Co.,  Ltd.,  Fnir- 
pl«j,  Colorado.  EiaminationB  and  Ore-testing  on  Copper  and  Tin  Properties. 
New  Mexico  and  North  Carolina.  1869,  Examining  Gold  placera,  Dntcli  Gaiana, 
^atl)  America.  1669-90,  Superintendent  Or^on  Gold-mining  Co.,  Cornnoopia. 
Oregon.  1800-S2,  Examining  Silver-,  Tin-,  and  Gold-mines,  in  Pern,  Bolivia,  and 
Kepnblic  of  Colombia,  S.  A.,  for  the  Peravian  Exploiation  Syndicate,  Ltd.,  Lon- 
don, and  Lima,  Pern.  1693,  Adjunct  Professor  ol  Mining,  Colnmbia  University. 
Pellew,  Charles  Ernest,  E.  M.,  ....  1884. 
Columbia  University,  West  116th  Street,  and  51  East  Fifty-fourth 
Street,  New  York  City. 
1684-65,  studied  cbemistry  at  Lebigh  University  and  Betblebem  Steel  Works. 
1685-67,  studied  chemistry,  pbyaics,  microscopy  and  bacteria  at  School  of  Mines 
and  at  College  PbysioJans  and  Surgeons,  Private  Assistant  to  Professor  Chandler. 
1887  to  18B7,  Instmctor  and,  later,  Demanstiator  in  Physics  and  Chemistry  at 
College  Physicians  and  Surgeons.  1S9T,  Adjunct  Frofettoi  of  General  Cbeniistiy, 
Columbia  University,  with  special  charge  over  laboratory  of  Indnstrial  Chem- 
istry.    Also  in  genera]  chemical  practice  with  Professor  Chandler. 

Peugnet,  Charles  Paul,  C.  E.,         .         .        .         .         1895. 

231  West  Forty-fifth  Street,  Sew  York  City,  N.  Y. 
Pexmxgton,  Joseph  Pope,  A.  M.  (Associate),  .  .  1868. 
Momstown,  X.  J. 
1681-83,  Assistont  Engineer  E.  T.  V.  &  G.  K.  R.  1983-84,  Engineer  Tomb- 
stone Mill  and  Mining  Co.,  1885-93,  railroad  oonstmotion  with  general  contrao- 
tois.  Assistant  SecretBBy,  Louisville,  St.  Lonis  and  Texas  Bailway.  Resigned 
Angnst,  1603.ft  Previous  responsibilities  as  a(.'tuary  in  connection  with  life  in- 
snrance  interests. 

Pebrixe,  George,  C.  E., 1894 

:;2  William  Street,  and  820  West  End  Avenue,  Sew  York  City,  N  Y. 
With  Chief  Engineer  Rapid  Transit  Commission,  New  York  City,  since  graduo- 

Perkiss,  Thomas  Slade,  Ph.  B 1888. 

Xinth  Street  and  Gowanus  Canal,  South  Brooklyn,  and  39  Garden 
Place,  Brooklj-n,  N.  Y. 
1889  to  date.  New  York  Tartar  Company. 

Pierce,  Fredericd  Emery,  C.  E 1892. 

Dept.  of  City  Works,  Room  49  Miinicipnl  Building,  194  Joralemoa 
St.,  Brooklyn,  N.  Y. 
1892,  Employ^  in  Bessemer  Mill,  Maryland  Steel  Co.,  Sparrow's  Pt.,  Maryland. 
1603,  Dtsughtaman,  New  Jersey  Steel  and  Iron  Co.,  Cooper,  Hewitt  &  Co.,  New 
York  City.  Trenton,  N.  J.  1695,  P.  R,  R.  Engineer  in  Corps  of  Principal  As- 
sistant Engineer  at  Jeraey  City.  1895-97.  Engineer-draoghtsman,  Wallabont  Im- 
provement, Dept  of  City  Works,  Brooklyn. 
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PlEZ,  CHAKL118,  E.  M 1889. 

Chief  Engineer  Link  Belt  Engineering  Co.,  Nicetown,  and  3124 
North  Uroad  Street,  I'liiladelphia,  Pa. 
1889-91,  DraDgbtmian  with  the  L.  B.  E.  Co.     1091-92,  AMistant  Chirf  Engi- 
neer L.  B.  E.  Co.     Since  1892,  Chiet  Enginwr  ot  the  L.  B.  E.  Co.,  and  the  Dodge 
Coal  Storage  Cotnpnny. 

PiNKHAM.  Herbert,  C.  E., 1895. 

17C  West  81st  Sireet,  New  York  City. 
1895  to  date,  in  Engineer's  Corps,  Prindpal  AniBtant  Engineer,  U.  S.  Rds.  ot 
H.  J.  Div.,  Peun.  B.  B. 

P18TOR,  William,  E.  M., 1868, 

Architect,  No.  1  Madison  Avenue,  New  York  City. 

Pitkin,  Lcciutt,  A.  B.,Ph.  B 1881. 

138  Pearl  Sireet,  New  York  City. 
1880-85,  Chemist  to  Laurel  Hill  Chemical  Work*,  of  Nichole  Chemical  Com- 
pan;,  heavy  cbemicals,  especially  snlpbnrio  acid.  1385  to  date,  Anal;ti<»l  and 
consulting  ChemJBt,  at  al)ove  addron.  Speoially  in  oonsnlting.  Mannfacturers 
ot  acids  and  heavy  cheniicalH,  treatment  ot  pyritea  and  oopper  smelting.  Analjt- 
iral  work  in  general  hot  special  eiperienoe  in  argentiferous  and  aariferoos cop- 
per ores  and  products.     Mioroecopical  and  experimental  investigations. 

Polled*),  Ysidosci  Tgnacio,  E.  M.,  ....  1885. 
Addroiw  unknown. 
1885  Assistant  Engineer,  Sorvey  for  Water  Works  for  City  of  Santiago  de  Coha. 
1886-89,  Assistants  Engineer  and  Principal  Aaristant  Engineer  in  charge  ot  track 
and  stnictnre*,  Cardenas  and  Jrisui«  R.  R.,  CArdeDas.  1889-90,  Manager  ot 
Santa  Barbara  .Sugar  Plantation,  Bar6.  1894-93,  General  Manager  Cardenas 
SagarReflniiig  Co.,  Ciirdenas. 

Porter,  H.  Hobart,  Jr.,  E.  M 1886. 

Sanderson  &  Porter,  Engineers  and  Contractors,  Bitnk  of  Com- 
merce Building,  New  York  City,  and  Lawrence,  L.  I.  N.  Y. 
1886-87,  Fellow  in  Geology,  School  of  Mines,  Colnmhia  University.  1887-88, 
Surveyor  and  Assayer  Mexican  Ore  Company,  Siena  Mojada,  Mexico.  1888-89, 
Assistant  Mining  Engineer,  Batopilas  Mining  Company,  Batopilae,  Mexico. 
1889-90,  ^nrveyor  and  Asaayer,  Dnquesne  Mining  Co. ;  Assistant  Superintendent 
Ray  &  Poormau  mine  examinations,  same  company  ;  Aasistftnt  Superiotendeot 
Sierra  County,  Ariaona,  same  company.  1890-fl],  Engineer  with  C.  W.  Hunt 
Company.  1S91  to  dale,  Westinghonse  Electric  and  Mfg.  Co.  Member  ot  firm 
of  SandeiBon  it  Porter,  Engineers  and  Contractoia. 

Pouter,  John  Bokhall,  E.  M.,  Ph.  D.,       .         .         .         1882. 

Professor  of  Mining  and  MetaUurgj-,  McGill  University,  Montreal, 

Canada. 

Assistant  Engineer  and  Expert  in  testa  of  metals  for  varioDS  railways  and  cor 

porationa.     Lecturer  of  KlechanicaL  Engineering  and  Metallnigj  in  L'niveisitj  of 

Cincinnati  for  some  years.     At  present,  and  for  several  years  past.  Engineer  Moin- 

tenance  of  Way,  C.  H.  &  D.  R.  B.  system.    Headqnartera,  Cincinnati,  O.    Chem- 

ioiil  Engineer  Ptoctor-Gamhle Co.,  Ivorydale,  O. 
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Post.  Abram  Skidmore,  C.  E., 1884, 

173  MadisOD  Avenue,  New  York  City. 
Potter,  William  Bleecker,  A.  B.,  E.  M.,         .        .         1869, 
Oonmilting  Mining  Engineer,  1225-1227  Spruce  Street,  St.  IjOuIb, 
Missouri. 

ProtesBor  Metallargj  And  Mineralogy,  Washington  University,  St.  Loois,  Mo., 
to  1893. 

Powell,  Frederick,  A.  B.,  E.  M.,  .  .  .  .  1883, 
Room  96  Kemble  Building,  Whitehall  Street,  New  York  City. 
1883-M,MecbanioalDTaQghtunanand  Engineer.  1B85,  Aseayerat  Dn1iith,Minn. 
Examination  and  Beporte  on  Mineral  Deposits  in  nortli eastern  Minnesota  and 
Canada,  Aasayer  and  Manager  for  Sentinel  Gold  Mining  Co.  of  Minneapolis  and 
Colorado.  1''86  to  1688,  SnperinteDdBnt  and  tlanager  in  CoIOTado  for  Denbigh 
Mining  Co.,  of  New  York.  1(488-92,  Miaoellaneous  Surveying.  1893,  Engineer 
for  Cbarlotte  Mineral  and  Mining  Co.,  Charlotte,  N.  C.  Examining  and  Report- 
ing on  Mines  in  North  Carolina.  Jane,  1694  to  1896,  Mining  Engineer,  Char- 
lotte.  N.  C. 

Powers,  Lewis  J.,  Jr.,  E.  M 1884. 

Connecticut   River  Paper  Company,    Holyoke,  and  Springfteld, 

MaRHachusetls. 

1885,  Superintendent  Vermont  Conetmotioo  Company,  St.  Albnna,  Vt.     1886, 

Superintendent  Standard  Pulp  Company,  Springfield,  Mav.      1867-88,  Assistant 

Superintendent  Union  Paper  Manufacturing  Company,  Holyoke,  Mass.     1868  (0 

date,  Agent  Connecticut  River  Paper  Company,  Holyoke,  Man. 

Prestos,  William  Evan,  C.  E.,         .         .         .         .        1889. 
Foot  K.  Xinety-second  Street  and  980  Trinity  Avenue,  New  York 

niy. 

1S89  to  date,  submarine  biaatlDg  and  dredging  for  U.  S.  harlx^  work,  with  grap- 
ple, diveis  and  oentrifugal  pump. 

Prince,  John  L.,  E.  E 1894. 

Edison  Electric  Illumiiiatiug  Co.,  of  New  York,  .'iS  Duane  Street, 
New  York  City,  and  8fi8  Flatbuah  Avenue,  Brooklyn,  N.  Y. 

Summer  of  1604,  Electric  Light  Station  of  the  Flatbnsh  Gas  Co.,  Flatbuah,  L.  I. 
Fail  of  1S!)4,  with  the  General  Eleotric  Co.  installing  plant  for  the  Bridgsport 
Traction  Co.,  Bridgeport,  Conn.  Spring  ol  1895,  in  the  Department  of  Pnblio 
Works,  Brooklyn,  N.  Y.  October,  1695,  to  date.  Inspection  Department  ot  the 
Edison  Electric  Illuminating  Co.,  of  N.  J. 

Prossek,  Herman-  A.,  E.  M.,  E.  E.,    .         .         .         .         1896. 
12-22  Mt)di»>ou  Aveuue,  Baltimore,  Md. 
Snmnier  of  1896,  AsNstant  Engineer  Northwestern  Mining  and  Exchange  Co., 
Pa.     1B96-97,  Electrical  Engineering  course  at  Columbia.     Jane,  1897,  to  date. 
Electrician,  Baltimore  Electrolytic  Reflning  Co.,  Baltimore  Md. 

Provost,  Andrew  Jackson,  Jr.,  C.  E.,       .        .         .         1889. 
Municipal  Building,  and  401  Wnsbiiiglon  Avenue,  Brooklyn,  New 
York. 
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1889  to  1894,  Assistant  Engineer  in  Sewage  Coaetrnction,  Departmeut  Oil? 
Worts,  Brookljn,  N.  Y.  1894-96,  Engineer  in  obarge  Sewerage  design.  X>ept. 
Citj  Works,  Brooklyn,  Nen  York.  1896-97,  Secretary  Brooklyn  Engineers' 
CInb,  Congnlting  Engineer,  Colnmbian  Colliery  Company. 

Pdtkam,  B.  R.,  B.  S.,  a.  M., 1893. 

C'henaist,  Montana  Ore  Purchasing  Co.,  and  306  W.  Broadway, 
Butte,  Mont,  and  15  Quebec  St.,  Victoria. 

Received  degree  of  B.  B.  in  MeohanicBl  Engineering  from  the  Rose  Polytechnio 
Institnte  in  1302,  and  the  degree  of  A.  U.,  tor  work  in  Mining,  Metallotgy,  ete., 
from  Colnmbia  University  in  1693.  1894-96,  Aesistuit  Chemist,  fioath  'Works, 
Illinois  Steel  Co.   1696-1897,  Chemist  tor  the  Union  Collier;  Co.,  Tiotoria,  B.  C. 

B. 
Randolph,  Johk  Cooper  F.,  A.  B.,  A.  E.,  E.  M.,   .    1869. 

Consulting  Mining  Engineer,  Mills  Building,  16  Broad  Street,  Kew 
York  City. 
Randolph,  Jahes  Fitz,  B.  S.,  E,  M.,  ,         .         .        1876. 

64  Madison  Avenue,  Morristown,  N.  J. 
Raymond,  Robert  Matthew,  A.  B.,  E.  M.,         .         .         1889. 

Kalgoorie,  West  Australia. 
1880-82,  AsBlstiuit  Asaayer,  State  of  Maine  AOBSy  OfQce,  Portland,  Me.  1882- 
86,  Aseayer  and  AswstAnt  Superintendent,  Haile  Gold  Mine,  S.  C.  1B8S-89, 
School  of  Mines.  1869-90,  AsMfer  and  afterwards  Assistant  Superintendent, 
Montana  Smelting  Co.,  Great  Falls,  Mont.  1891,  Superintendent,  The  Diamond 
Mining  Co.,  Neihart,  Mont.  1894,  General  Manager  Harqoahala  Gold  Mining 
Co.,  Harqnahala,  Ariz.  1896-97,  General  Manager  Harquahata  Gold  Mining 
Co.,  Ltd.,  Arizona  and  West  Anstnlia.  General  Manager  Brownhill  Proprietary 
Gold  Mines,  Ltd.,  and  Representative  Mines  Selection  Co.,  Ltd. 

Ratnor,  Russell,  Ph.  B., 1889. 

Criminal  Court  Building,  and  114  E.  Forty-fifth  Street,  New  York 

City. 

Sept.,  1889,  to  Aug.,  ISdl,  Chemist,  with  Martin  Kalbfleisc^  Sons  Co.    Sept., 

1891,  to  Apri[,  1892,  Assiatant  Chemist,  Barber  Asphalt  Co.     May,  1893.  to  date, 

AsBiatant  Chemist  New  York  Health  Department. 

Reckhart,  Daniel  William,  E.  ir.  (Life  Member),    .  1884. 

Proprietor  Indotiendeul  Assay  Office,  Box  88,  El  Paso,  Texas. 
Reckhart,  Geohoe  Frederick,  C.  E.,        .         .         .         1892. 

Commonwealth  Miulng  and  Milling  Co.,  I'earce,  Cochise  County, 

Menibei  of  ''S.-nthwestern  Alining  Aaeociation  "  (Incorpoisted).  Snrreyor 
and  Asaayer  for  Cia  Minera  la  Aventnrea,  Sabinal,  Estadode  Chihnahua,  Mexico, 
since  .'September,  1804.  Fronj  Febrnary,  1894,  to  Augnst,  1894,  waa  on  Engi- 
neering Staff  on  South  Shore  Railroad  Co.,  Ltd.,  of  Nova  Scotia,  Canada.  1896, 
Manager,  Hie  Famers  &  Lewis  Co.,  Pachnca,  Estado  de  Hidalgo,  Mexico.  Since 
September,  1896,  with  Commonwealth  M.  and  M.  Co.,  Fearoe,  Arisona. 
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Eeed,  Sylvanus  Albert,  A.  B.,  A.  M.,   E.  M.   (Life 

Member) 1877. 

Manager  Tariff  Association  of  New  York  (Fii-e  Underwriters)  32 
Xnasau  Street,  New  York  (}ity. 
1678,  Pecretary  to  AsBiatant  Commissioner  General,  Ptiris  Exposition.  1879, 
Leotared  od  ChcmiBtir,  Reported  on  HiDCsin  Colorado.  1880-81,  Superintend- 
ent and  part  Proprietor,  Sompliug  and  Coaoentration  Works  in  Colorado,  &ud 
Reported  on  Mines  there  and  in  Idaho  and  in  the  Sonth.  1886,  Consnlting  Prac- 
tice in  New  York,  Patent  Expert  work  and  on  Dredging  in  New  York  Harbor. 
1886-91, ^nperintendent  Inspection  Department  of  Fire  Ingnrance  Co.  (Codi- 
nionwealth  of  New  York).  169J,  Expert  for  New  Insurance  Rating,  Meroantile 
Section  of  Boeton.  Maj,  1893,  appointed  Manager  Western  Faotorj  Insurance 
Association.  Special  Agent  Western  Department  of  Continental  Insnianoe  Co. 
1394,  Manager  TariS  Association  Fire  Underwriters,  New  York  City. 

Rees,  John  Krom,  Ph.  D.,  A.  B.,  A.  M.,  E.  M.  (Life 

Member), 1875. 

Profesaor  of  Astronomy  and  Director  of  Obsenatory,  Room  610 
Physics  Building,  Columbia  Vuiversity,  and  1  West  Seventy- 
second  Street,  New  York  City. 
A.  M.,  187S.     K  M.,  18T5.     Assistant  in  MatlicmiLtiiH,  School  of  Mines,  1873- 
76.     Professor  of    Mathematics   and    Aatrononiy,    WashinKton   Univemity,   St. 
Louis,  Mo.,  1876-^1,  Director  of  the  Observatory,  Columbia  University,  from  1881. 
Instmctor  in  Geodesy  and  Piactioat  Astronomy,  Columbia  University,  1R81-82, 
Professorof  Astronomy,  from  1892.   Chairman  Board  of  Editors,  School  of  Minks 
(jlTARTEBLY,  1883-90.     Vioe-P resident  New   York  Mathematical  Society,  1891. 
Chairman  of  section  on  Astronomy  and  Physics  oE  New  York  Academy  of  Scienoes, 
1891-94,  Secretary  of  American  Metrological  Socie^,  1883-97.     Fellow  of  Royal 
Aatronomioal  Society  of  London,  frouil892.    Member  of  the  AstronoroisbeOesells- 
cbatt,  from  1893.    President  of  New  York  Academy  of  Sdenoes,  1894-96.    Secre- 
tary of  University  Connoil,  1893-98. 
Henault,  George,  C.  E., 1883. 

122  E.  Nineteenth  Street,  New  York  City. 
Eesthepo,  Camilo  Claudio,  E.  M.,  C.  E.,  .         .         1887. 

Medellin,  Republic  of  Colombia,  South  .America. 
Khodes,  Erancis  Bell  Forsyth,  E.  M.,     .         .         .         1874. 

National  B.  &  R.  Co.,  South  Chicago,  III,  and  Quebec,  Canada. 
May,  1675,  to  Deoember,  1676,  Surveying  Corps,  Coxe  Bros.,  Drifton,  Pa. 
Jannary,  1677,  to  may,  1878,  Assistant  Superintendent,  South  American  Mining 
Co.,  Venezuela.  November,  1878,  to  June,  1879,  Working  at  Lead  Mine,  Canada. 
October,  1879,  to  April,  1880,  Laborer,  Ontario  Mill,  Paric  City,  Utah.  April, 
1880,  to  Jnly,  1881,  Assistant  Superintendent,  Mingo  Furnace  Co.,  Utah.  Au- 
gust, 1881  to  January,  1883,  AHsistant  Superintendent,  St.  Helena  Mine,  Sonera, 
Mexico.  January,  1882,  to  April,  1683,  Assistant  Superintendent,  Tombstone, 
M.  and  M.  Co.,  Arizona.  May,  1883,  to  Deoember,  1883,  Superintendent  Ram- 
sbam  Smelting  Furnace,  Idaho.  January,  1884,  to  Alay,  1885,  Assistant  Super- 
intendent, Mingo  Fnmaoe  Co.,  Utah.    Jane,  188.5,  to  Deoember,  1885,  Foreman 
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ot  Blast  Furnace  Departmeut,  Kansas  Cit^  8.  and  R.  Co.  October,  1S86,  to  De- 
oemb«r,  1B80,  Superintendent  Chicago  Works,  Chicaftoand  Anrora  S.  and  R.  Co. 
Jaonary,  1B90,  to  date,  SuperiDtendent  National  S.  and  R.  Co.,  Bonth  Chicago. 

Rhodes,  Robert  Dunn,  E.  M., 1879. 

Superintendent  Philadelphia  Smelting  &  Refining  Co.,  Pueblu, 
Colo.,  and  Quebec,  Canada. 
1879-80,  ForemAD,  Genuanla  Smelting  Co.,  Salt  Lake  Citj.  1880-82,  Kight 
Foreman  Ontario  Silver  Mining  Co.,  Park  Citj,  Utah.  1862-63,  Superintendent 
Tombotone,  M.  and  M.  Co.  liedaotion  Works,  Charleston.  1883-84,  Mill  Fore- 
man, Gt.  Helena  Gold  and  Silver  Mine,  Sonora.  1864-65,  Asaistant  Saperin- 
tendent,  Billings  Smelter,  New  Mexico.  1885-86,  Aasistant  SuperiutendeDt, 
Viola  H.  and  S.  Co.,  Idaho.  1887-88,  Awistant  Saperiutoident,  Anglo-Mexican 
Mining  Co.,  Yedias,  MeiiDO.  1869-91,  Genwat  Superintendent,  Dnqneane  M. 
and  R.  Co.,  and  Sierra  Coanty,  Arizona.  1891-03,  Engineer,  Fraaer  and  Chal- 
mers, City  ot  Mexico.  1892,  Snperintendent.  1696,  Arkansas  Valle;  Smelting 
Works,  Leadville,  Col.  1897  to  date,  Snpt.  Fhihi.  Smelting  and  liefining  Co., 
Fnehlo,  Col. 

Rice,  George  Samuel,  Jr.,  E.  M .         1887. 

936  Thti  Rookery,  Chicago,  111.,  and  1*20  Benson,  Ave.,  Evan?- 
ton,  111.  , 

1887,  Asaistant  Field  Engineer,  Coloiado  &  Utah  Railway.  1888-89,  Aasistant 
Mining  Engineer  ot  Colorado  Fuel  Co.  1690-1897,  Mining  Engineer  of  Whitt- 
breaat  Fnel  Co.     1897,  with  Wbitebreaat  Fnel  Co.,  aiioago,  111. 

Rich,  Jacob  Monroe,  E.  M.,  C.  E.  (Life  Member),     .         1883. 
50  West  Thirty-eighth  Street,  New  York  City. 
Pnraning  farther  studies  since  gndnatiou. 
Richardson,  John  Clarence,  E,  M.,  C.  E.,        .         .        1883. 

Address  unknown. 
RicKETTS,  Pierre  de  Peyster,  E.  M.,  Ph.  D..    .         .        18T1. 
I'rofessor  of  .\jialytical  Chemistry-  and  Assaylug,  Columbia  Uni- 
versity School  of  Mines,  aud  115  E.  Seventy -ninth  Street,  New 
York  City. 
1868,  Assistant  General  Cliemistry,  Colambia  University.    1871-72,  AssistaDt 
in  Minerology  and  Metallurgy,  School  o(  Mines.     1872-75,  Asrietant  in  AsaajiDft, 
School  ot  Mines.     1875-66,  Instructor  in  Assaying,  ^hool  of  Mines.     1SS6  to 
1894,  Professor  of  Assaying,  School  of  Mines,     i^ince  giadnatiou  also  engaged  in 
general  MetallDrgioal,  Chemical  and  Mining  Engineer  work. 

RiDSDALE,  Thomas  Weddle,  E.  M.,  ....        1883. 

Ridsdale  &  Lewis,  39-41  Cortlandt  Stveet,  New  York  City. 
Assistant  Snperintendent  ot  the  Ruby  Darango  Mine,  and  Wilder-Macdansld 
Concentrating  Mill  to  1884.    Superintendent  ot  the  AVilder  Maodonald  Mill,  19^ 
From  1888  with  the  Worthington  Pumping  Engine  Co.    From  June,  1689,  as 
Secretary  ot  the  Company. 
RiEs,  Heinrich,  Ph.  B.,  A.  M.,  Ph.  D.,       .         .         .        189:;. 

•28  \V.  128th  Street,  New  York  City. 
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Sammer  of  1891  ftnd  1993,  on  New  York  6eo1<^cal  Survey.  October,  1893  to 
AngQst  1, 1883,  AasiBtaat  Diteolor,  New  York  Scientific  Exhibit,  at  World's  Fair. 
Jnlj  1,  1893,  to  July  1,  1895,  Fellow  in  Mineralogy,  Colombia  UniverBity.  Asst. 
Getdogiat,  N.  Y.  Geol.  Survey,  gammer  of  1895.  Lectnrei  in  New  Y'ork  City  Pub- 
lic Schools.  1893-1897.  Jadge  oF  Clays,  Cotton  States  and  International  Exposi- 
tion, October,  1896.  Clay  Specialist,  U.  S.  Geolt^cal  Sarvey,  1895  lo  date.  Id 
Connection  with  tbis  work  am  engaged  in  a  study  of  tbe  claye  ot  the  various  States. 

RODENBURG,    ChA8.,    C.    E 1896. 

American  Diamond  Rock  Drill  Co.,  120  Liberty  Street,  and  428 

\V.  Forty-fourth  Street,  Kew  York  City. 

Snmmer  1396,  Asdetant  at  Summer  School  ot  Geodesy,  Colombia  Uoiveraity. 

Deoeniber,  1896,  with  J.  L-  Oreenleat,  C.E.,  on  Surrey  in  Adirondacks.     From 

Jurnary,  1697  to  date,  with  the  American  Diamond  Rock  Drill  Co.,  and  aim  with 

the  Driges,  Seabniy  Gun  and  Ammunition  Co. 

Roeser,Frerewck,  B.  S.,  E.  M.,       ....         1884. 

Care  of  Oceana  Consolidated  Co.,  P.  C).  Box  1542,  Johannesburg, 

S.  A.  R. 

Barnard  Fellow  in  Columbia  University.     1897  to  date,  Del^ate  from  Colnm- 

bia  University  and  New  York  Aoad.  of   Soi.  to  1897  Geological  Congress  in  St. 

Fetenbnrg,  Bnssia.    Sammer  ot  1897,  engaged  in  a  stndy  ot  the  important  clay 

d^MMilaat  England,  Germany,  Fiance,  Belginm,  Austria  and  Denmark.     Fall 

and  winter  ol  1897,  engaged  in  study  ot  pbyMcal  propeities  ot  clay  at  the  Uni- 

TCisity  in  Berlin,  Germany. 

Rogers,  Charles  E.,  C.  E., 1897. 

Engineering  Department,  V.  S,  A,,  Key  West,  Fla. 
Rogers,  Oscar  Legare,  Ph.  B.  (Arch.),     .        .         .         1889. 

125  W.  Eigbty-ftfth  Street,  New  York  City. 
1889-93,  in  Europe.    1BS3,  Architect    1694,  in  Europe. 
RoLRER,  Charles  M.,  E.  M.  (Life  Member),      .  1875. 

6  Drapers  Court,  London,  E.  C,  England. 
1868-70,  at  Royal  School  ot  Mines,  Clausthal,  Germany.  1871-72,  Working 
practically  in  Iron  Mines  of  Hibernia  anil  Mt.  Pleasant,  N.  J.,  Wisconsin  Lead 
Mines  and  Iron  Mines  ot  I^ke  Superior.  187S-7o,  at  Sehooi  of  Mines,  Colombia 
College.  1876,  Asuyerat  AUonez  Coppec-dreaaing  Works,  I^ke  Superior.  1877, 
Mining  Engineer  to  the  Mariposa  lAnd  and  Mining  Co.,  Mariposa,  Co.,  Cal. 
(Gold).  1676,  Superintendent,  Brooklyn  Company,  Washoe  Co.,  Nevada  (Eaae 
Metal).  187S,  Superintendent  Stormont  Silver  Co.,  Silver  Keet  (Silver).  1880- 
82,  General  Manager  Chrysolite  S.  Mfg.  Co.,  Leadville  Col.  (Lead  Carbocates). 
Since  then  to  date,  in  General  Consulting  Practice  as  Mining  Enj^ineernud  Metal- 
lurgist, Examining  Mines,  Mills  and  Placers  in  the  United  States,  Old  ftfexioo. 
Central  America,  South  America  and  East  Indies.  Specialty,  Precious  and  Base 
MetaU  other  than  Iron.  1891-92,  Consulting  Engineer  to  the  British  Soutli  Afri- 
lan  Company  in  ite  sphere  south  of  Zambesi.  1894,  Practicing,  Consulting  Mining 
Engineer.     1695-96,  Manager  Mining  and  Financial  Trust  Syad.,  London. 

Rosenthal,  Albert,  C.  E.,        .      ■  .         .         .         ,         1892. 
8  E.  97th  Street,  New  York  City. 
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EowLAND,  Charles  Bradley,  C.  E.,        .         -         ■         1884. 

Continental  Iron  Works,  (ireenpoint,  Brooklyn,  N.  Y.,  and  S2B 
Madison  Avenue,  New  York  City, 
Rowland,  George,  C.  E., 188"- 

Continental  Iron  Works,  C.reenpoiut,  Brooklyn,  N.  Y.,  and  329 
Madison  A\enue,  Neiv  York  City. 
Kcpp,  PaiLip,  Ph.  B.,  M.  D. 1884. 

334  East  17th  Street,  Sew  York  City, 
1884>-87,  Stndent  ol  Medicine,  College  ot  PbyMoiaiis  and  Sorgeoiu,  N.  Y. 
1887-88,  HooBe  Pli^sioiaD  and  House  SurgeoD,  St.  Franois  Hospital,  X.  Y.    19SS 
to  date,  Praotioing  Physioino. 
RUTIiERFURD,  F.  M.,  E.  M. 187' 

46  East  64th  Street,  New  Yorh  City. 
Engineer  M.  of  W.  B.  and  D.  K.  R.  till  1894,     1895  to  date,  24  Depaty  Snptr- 
intaudent  Oept.  ot  Buildings,  New  York  City. 
RuTTMASN,  Ferdinand,  Jr.,  E.  M.,     ....         1880. 

35  Broadway,  New  York  City. 
Ryon,  Acgl'stcs  Meader,  E.  M.,       ....         I 

E.  13  Produce  Eschanf^,  New  York  City. 
1886-87,  Awiatant  Engineeron  New  London  Water  Works.  Assistant  in  Met»r 
Inrgy,  School  ot  Mines,  Colunihia  Cniversity.  1887-88,  Asaistant  to  F.  N.  Oweo, 
Civil  and  Sanitary  Engineer,  New  York  C:ty.  1883-91,  Proteasor  of  Engineering 
and  Mining,  St^ool  ot  Mines,  Collie  of  Montana,  Deer  Lodge,  MoqL  1B92  to 
189S,  President  and  Professor  of  Engineering,  Montana  College  ot  Agrionltaial 
and  Meohanical  Arts,  Bozeman,  Montana.  1894,  Irrigation  Engineering  for  Agri- 
oultnral  Experiment  Station.  1895,  Proteswr  ot  Engineering,  College  of  Apr. 
and  Ttleoh.  Aria,  Boze  nan,  Montana. 

s. 

Sage,  Edward  Eugene,  C,  E.  (Life  Member),    .         .         1877. 

I'nited  States  Assay  Office,  30  Wall  Street,  New  York  City,  and 

33  Fairview  Avenue,  Orange,  N.  J. 

I  have  been  oonaeoted  witti  this  offloe  since  Fehruarj,  1B7B,  and  have  oonse- 

qnently  no  outside  ezperienoe  except  in  electricity,  being  President  ot  the  Essex 

Connty  Electrie  ('o.,  of  Orange,  N.  J.,  and  in  Analytical  Chemistry. 

Sands.  Ferdinand,  A.  B..  Pm.  B. 1882. 

Drugs  and  Assaying  Supplies,  Box  11T2,  Butte,  Mont. 
Scuermerhokn,  Frederick  Avgcbtus,  E.  M.  (Life 

Member), 1868. 

41  Liberty  Street,  aud  61  Univeisity  Place,  New  York  City, 
ScHiEFFELiN,  WiLLiAM  Jay,  Pw.  B.,  Pii.  D.  (Munich)  1887. 

Sehieffciin  &  Co.,  170  William  Sti-ect,  and  35  West  Fifty-seventh 
Street,  New  York  City. 
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J?tHNEiDER,  Albert  ¥ra.sci»,  E.  M.,  C.  E.  (Life 

Member) 1876. 

Perth  Amboy,  X.  J. 
1878-77,  in  Europe  viBiting  Smelting  and  Dreasiog  Works.  1876,  CbeiuUt 
and  Assayer  Germania  8.  and  R.  Co.,  Salt  Lake  City,  Utah.  1870,  FoTeman, 
AsBigtant  and  SoperintDndent  GennBiiia  8.  and  R.  Co.,  Salt  Lake  City.  1880-63, 
Superintendent  Gennania  8.  and  K.  Co.,  Salt  Lake  City,  Utah.  1883-85,  Snper- 
intaodent  G.  Billing  Smelting  Works,  Socorro,  N.  M.  1885-87,  Snperintendent 
KaiLsaaCity  S.  and  R.  Co.,  Argentine,  Kansas.  1887,  Connected  nitb  the  Rio 
Grande  S.  Co.,  Sooorio,  N.  M.  1867  to  1893,  General  Manager  St.  Louis  B.  and 
H.  Co.,  St.  Loais,  Mo.  Superintendent  Great  National  Smelting  Co.,  Monterey, 
Mexico,  1895. 

ScMKOEDER,  J.  Langdon,  C.  E 1S89. 

Member  of  the  firm  of  Parrieh  &.  Bchroeder,  .Architects,  1  Madi- 
son Avenue,  and  50  West  11th  Street,  New  York  City. 
July,  1890,  to  Jannary,  1804,  with  Beawick,  Aspenivall  &  Renwick,  New  York 
<'ity,  Architectural  Dianghtaman. 

ScHsOTER  George  Austin,  E.  M.,      ....        1893. 
Box  877,  Denver,  Colo. 
Superintendent  Keystone  and  Manager  Logan  Group  Mines,  Colorado.    Chem- 
ist Denver  White  Lead  Works,  February-August,  1894.    Superintendent  at  Rico 
Smelting  and  Ref.  Co.,  Kico,  Colorado,  June,  '93,  to  December,  '95. 

ScHU-MAsx,  Charles  Henry,  C.  E.,   .         .  .         1888. 

Small  &  Schumann,  256  Broadway,  and  21  East  99th  Street,  New- 
York  City. 
1688,  to  Afay,  1890,  Assistant  Engineer  Cbesapeakeand  Ohio  Railway  Co.,  Cin- 
cinnati, charge  ot  Heal  Estate,  Right  of  Way  and  Traok  and  Constmotion  work. 
May  to  Angaat,  1890,  Auistant  Engineer  to  H.  Alher,  C.  E.,  Birmingham,  Ala., 
General  Engineering.  August,  1690,  to  March,  1601,  Asistant  Engineer  Chesa- 
I>eake  and  Ohio  Railway  Ci.,  charge  ot  subdiTiaion  ot  Town  ot  West  Clifton 
Forge,  Va..  and  Right  ot  Way  on  line  of  road.  169*2-93,  Assistant  Engineer 
Long  Island  R,  R.,  and  Engineer  for  Ferris  &  Richards,  Contractors  for  Railroads 
and  Waterworks,  at  98  Hndson  street,  Jersey  City,  N.  J,  1893-94,  with  Jamea 
R.  Ccoes,  C.  E.,  Waterworks  Snpply  and  Sewage,  1894.  Private  piactioe  bb 
Small  &  Schumann,  Architects  and  Civil  Engineers. 

Searle,  Charles  D.,  C.  E., 1896. 

32  West  126th  Street,  New  York  City. 
Seligmas,  Joseph  Gut,  E.  M.,  ....         1887. 

Mining  Superintendent,  and  .506  W.  143  Street,  New  York  City. 
Seldner,  Rcdolph,  Ph.  B., 1894. 

Orangeburg,  N.  Y.,  and  217  Jefferson  Avenue,  Brooklyn,  N.  Y. 
Inatructor  in  Science  Adelphi  Academy,  1894  to  1897. 
Self,  E.  D.,  E.  M., 1894. 

Box  550,  Johannesburg,  South  Africa,  and  South  Orange,  N.  J. 
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Hcceit-ed  degree  ot  Mctdunlcftl  Engincor  ftt  the  Stevens  liutitate  of  Teohnolo)^' 
in  1866.  Eogaged  in  Eugiueering  and  oonstructioD  work.  Designing  and  par- 
chftBlng  machiDsr;  for  IniKe  milli  in  Auatnlia  and  Jleiioo.  Report  on  traDuuia- 
Bion  ot  power  project  for  mining  plant  in  Uexioo.  Ezaniination  ol  mines  in 
Sonth  Amerioa.  Superintendent  o(  mine  in  Gnyann,  Sontb  America.  Keceivol 
degree  of  Engineer  of  Mines  from  Colnmbia  College  in  1894.  AsaistaDt  in  Mio- 
ing  at  Lake  Superior  for  class  in  practical  mining.  Snperintandent  and  Manager 
of  tbe  SoDOia  Copper  Co.,  Sonoitt,  Mexico.  Received  patent  for  sjatcm  ot  ore 
ooDcentmtiOD.  Consalling  Ileohanical  and  Mining  Engineer  on  deep  level  work. 
to  an  Englisb  Investment  Co.,  and  to  several  mining  companies. 

Seward,  John,  E.  M. 1895. 

97  Cedar  Street,  New  York  City,  and  416  Main  Streft,  Orangi-, 
New  Jersey. 
Share,  "WiixiAM  Waldemar,  Ph.,  B.,  Ph.  D.,    .  1881. 

Adelphi  College,  and  331  JIcDonoiigh  Street,  Brooklyn,  X.  Y. 
1681,  Saperinteodenb  Columbia  Chemical  Works,  Brooklyn,  N.   Y.     ISei-^-", 
Anistant  Physics,  Colombia  Collie.    1888,  Consalting  Electrician,  Deportmetii 
of  Pablio  Parks,  Brooklyn,  N.  Y.    1889  to  date,  Professor  of  Chemistry,  Adeliriii 
Academy,  Brooklyn,  N.  Y. 

Shattl-ck,  L.  R.,  B.  S.,  C.  E., 1895. 

150  Nassau  Street,  New  York  City,    and   138   Eighth  Avenue. 
Brooklyn,  N.   Y. 
1895,  Drangbting  and  Field  work  with  the  Ramapo  Water  Co.     1896  to  iSte. 
Engineer  Inspector  in  the  Department 'of  Public  Works,  of  New  York  Citv. 

Sherman,  Frank  Dempster,  Ph.  B.,  .         .         .         .         1884, 
Adjunct   Professor  of  Architecture,    Columbia  University.  Seiv 
York  City,  312  South  Broadway,  Yonkers,  N.  Y. 

Sherman,  G.  F..  C.  E. 1894. 

(rrasa  Valley,  Neviida  Co.,  Cal. 
Shriyer,  Hbnhy  Tower,  Ph.  B.,        .         .         .         .        1888. 
T.  Shriver  &  Co.,  333  E.  Fifty-sixth  Street,  and  686  Park  Avenue, 
New  York  City. 
In  Iron  Fonodry  and  Works,  as  above,  sinoe  graduation. 
SiMONDS,  Francis  May,  E.  M.,  Ph.  D.,      .         ...        1887. 
3Iembcr  of  Firm  Simonds  &  ^Vainwright,  20  Platl  Street,  New- 
York  City. 
1887-89,  Working  for  D^ree  of  Ph.  D.,  and  Amiatant  in  Assaying  at  School  of 
Mines.     1889-92,  Assistant  in  Assaying  at  School  ot  Mines  and  Chemist  to  Mchk. 
RicketCs  &  Banks.     1^92-93,  Lecturer  in  Assaying  and  Chemist  as  above.    1893- 
94,  with  Sterling  Sopply  Co.,  Manufactnring  Street  Railway  Supplies.     IfM-K, 
opened  a  Laboratory  at  No.  20  Plait  Street,  N.  V.,  for  Experimental  Work  in  the 
treatment  ot  Ores  and  Chemical  Products.     1895,  AssoMated  with  me  in  portaer- 
ship,   Mr.   T.    H.   Wainwright,   class  1862,  forming  firm  ot   Simonds  &  Wsin- 
uTight,  Chemical  and  Mining  Engineers  and  Analysts. 
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Singer,  George,  Jk.,  E.  M., 1880. 

Ill  Fourth  Avenue,  Pittsbwrg,  Pa. 
Singer,  George  Harton,  E.  M.,        ....         1880. 

Singer,  Nimick  &  Co.,  and  17  Park  Street,  Allegheny,  Pa. 
Skinner,  Elmer,  C.  E., 1891. 

227  Cumberland  Street,  Brooklyn,  N.  Y. 
Slack,  Cuahles  Godi>ar,  E.  M.,       ....         1884. 

328  Fourth  Street,  Marietta,  Ohio, 
Slade,  Richmond  Edward,  Ph.  B, 1887. 

White  Plains,  N.  Y. 
IBfT,  AnigtoDl  BnperiDtendeDt  United  Oae  Improvement  Co.,  Yonkers,  N.  Y., 
PlADts.  1888,  SnperinteDdent  Gas  DepartmeDt,  Ashville  (N.  C.)  Light  and 
Power  Co.  1888,  Snperintendeiit  Gas  and  Electric  Plauto,  Citizens'  Gas  Light 
Co.,  JackBon,  Tenn.  Deoeinb«T,  1889,  to  date,  Secretary,  Super! nt«ndeDt  and 
Trostee  Citizens'  Oas  and  Electric  Co.,  White  Plains,  N.  Y.  1896,  Seoretar?  and 
Superintendent  and  Trustee  CitizeNe'  Gaa  and  Electric  Co.,  Secretary  and  Direc- 
tor N.  Y,,  Elmsford  and  White  Plains  Ry.  Co.,  and  Manager  Consolidated  Gas 
and  Electric  Light  Co.,  ol  Westohester  County,  Port  Cheater,  N.  Y, 

Smith,  Augustus,  A.  B.,C.  E.,  ....         1889. 

39  Cortlandt  Street,  and  460  W,  Forty-fourth  Street,  Sew  Y'ork 

City. 

Sammer  o[  1886,  Land  .Surveying  (in  charge  of  party).    July  to  November, 

1889,  Dmaghtsman,  Link  Belt  Engineering  Co.,  Nicetonn,  Phila.     November, 

1889-91,  Chief  DianghtHman  New  York  Omoe  Link  Belt  Engineering  Co.     1891- 

93,  out  at  profemoaal  work.     1893,  Salesman  and  Engineer  as  above.    1893  to 

date,  private  practice  ae  Engineer  and  Contiactor. 

Smith,  Frank  Marshall,  E.  M.,        .         .        .         .         1889. 

Superintendent  United  Smelting  and  Refining  Co.,  Smelter  P.  O., 

Great  Fulls,  Monl. 

1889-90,  on  the  United  States  Geological  Survey,  engaged  in  hydrognipbto 

work  on  the  Irrigation  ^Survey  and  triangnlation  oC  the  Topographic  Sun-ey,  in 

Idaho  and  Oregon.     1891,  Assayer  Colorado  Smelting  Co.,  Pueblo,  Col.    October, 

.1893-93,  Assistant  Superintendent.     1893  to  date,  Snpt.   United  Smelting  and 

Refining  Co.,  Smelter,  Mont. 

Smith,  Francis  Pitt,  Ph.B., 1888. 

College  of  Physicians  and  Surgeons,  59th  Street  and  10th  Avenue, 
New  York  City,  and  77  Woodlawn  Avenue,  New  Rochelie,  N.  Y. 
Analytical  Chemist  in  Leather  Trade,  1888-89.  Superintendent  Clieniioal 
Works,  Wm.  H.  Swift  &  Co.,  East  Boston,  Mass.,  1889-90.  Consulting  Chemist, 
Deming  &  Logan,  58  William  Street,  1890.  Assistant  Chemist,  New  York  City 
Health  Department,  42  Bleecker  Street,  1890-91.  Consolidated  Gas  Company, 
New  York  City,  1891-92.  Chemist  United  States  Navy  Department,  Bareaa  ot 
Supplies  and  Acconnta,  and  Editor  Anthony's  Photographic  Bulletin,  1892-95. 
Harrison  Brothers  &  Co.,  Philadelphia,  Pa.,  1895-9S.  Superintendent  Eidolo- 
soope  Co.,  1896-97.     Tutor  in  General  Cbemistry,  Colombia  University,  lt^97. 
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Smith,  Lenox,  A.  B.,  A.  M..  E.  M.  (Life  Member),     .         1868. 

120  Broadway,  New  York  City. 
Smith,  Wilson,  Fitch,  C.  E 1894. 

22  William  Street,  and  for  mail,  36  W,  S6l!i  Street,  New  York  City. 
June  to  Oct,,  1891,  Awistant  Instructor  Summer  S<Aool  of  Surveying,  School 
at  Mince,  Columbia  UaiTersity.  Oct.,  1894-96,  Engineering  Department,  New 
York  Central  and  Hndson  River  R.  R.,  hs  Rodman  and  Anistant  Eagineer,  1896, 
with  K.  \V.  Hildreth  &  Co.,  Civil  Engineera.  Jan.,  1897,  to  date,  with  Wm. 
Barclay  Parsons,  New  York  City. 
Smith,  William  Ajxen,  E.  M.,  ....         1868. 

52  Wall  Street,  102  East  Fifty -seventh,  New  York  City. 
Smyth,  Charles  Henry,  Jr.,  Ph.  B.,  Ph.  D.,     .  1888. 

Professor  of  fJeology  and  Mineralogy,  Hamiltom  Coll^;e,  Clinton, 
N.  Y. 
18B8-S9,  Chemist  Fnnklin  Iron  Hfg.  Co.  18S9-90,  Geological  Field  Work  in 
New  York,  Alabama,  Georgia  and  Tenneeace.  June,  1890,  received  D^ree  of 
Doctor  of  Philosophy  from  Columbia  Univeraitj.  1889-91,  studied  I'etri^raphy 
and  Mineralogy  with  Prof.  Roeenbu^ch  at  the  Uaiveraityot  Heidelberg.  1891, 
appointed  Professor  of  Geology  and  Mineralogy  in  Hamilton  College.  Aait,  on 
N.  Y,  Geol,  riurvey,  1893-95.  1897,  appointed  by  the  State  Geologist  to  take 
charge  ot  the  Happing  of  the  ^Vestem  half  of  the  Adirondack  Region,  Inteieeted 
ohiefly  in  Petrographio  and  Chemical  Geology  and  in  Minerology. 

Snook.  Thomas  Edward,  E.  M 1884. 

An-hitect,  261  Brondway,  New  York  City. 

1881-87,  Superintendent  Constmction  for  John  B.  Snook,  Arohiteot  1887  to 
date,  Member  of  the  firm  of  and  Chief  Engineer  for  John  B.  Snook  &  Son,  Archi- 
t«cta. 

Southard,  George  Carroll,  C.  E.,  .         .         .         .         1892. 
Ill  Montague  Street,  Brooklyn,  N.  Y. 

June,  189-2,  to  March,  189^1,  Equity  Gae-Works  Construction  Co.,  Brooklyn, 
E.  D.  March,  1893,  to  Jannary,  1894,  with  Heine  Safety  Boiler  Co.  January, 
1894,  to  August.  1895,  with  Hecker-Jones- Jewell  Milling  Co.  August,  1895,  to 
July,  1897,  with  SoDthem  Pine  Co.,  of  Ga.  1897,  with  Departm'ent  Public 
Works,  New  York  City. 

Spooner,  Allen  Newhall,  C.  E.,      .         .         .         .         1886. 

Department  of  Docks,  Pier  A,  North  River,  New  York  City,  and 

1H6  Carteret  Avenue,  Jersey  City,  N,  J. 

July,  1886,  to  Angnst.  1887,   Rodman  and  Draughtsman,  Penn.  R.  H  ,  Jersey 

City.     Angoat,  1^7,  to  May,  1890,  Hydcograpber  Department  Doolcs,  New  York 

City.     May,  90- 1891,  to  present  time,   Aaaistent  Engineer  Department  Docks. 

New  York  City.    Specialty,  Railroad  Engineering,  River,  Submarine  and  Harbor 

Engineering. 

Stanton,  Frank  McMillan,  E.  M.,  .        .         .         1887. 

Superintendent  Atlantic  Mine,  Houghton  Co.,  Mich. 
1887-88.  Superintendent  pro  ttm.  Central  Mine,  Mich.     168H-89,  Engineer  At- 
lantic Mine,  Mich.     13R9  todate.  Superintendent  Atlantic  Mine,  Mich. 
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Starek,  Emil,  LL.  B.,  LL.  M.,  E.  M.,        .         .         .         1895. 

Keller  &  Starek,  Patents,  907  Chemical  Building,  and  4204  A, 
Cook  Avenue,  St.  Louis,  Mo. 
1885-67,  Aaaifltent  in  United  States  Geological  Surve;.     1887-93,  Aseistant  Ex- 
Aininer  United  Stetea  Patent  Offioe,  Waehington,  D.  C. 
Staunton,  William  Field,  E.  M 1882. 

Superintendent  of  the  Congress  Gold  Co.,  Congreea,  Ariz. 
188S,  Abmjbt  and  AaeittftDt  Saperintendent  Vermont  Copper  Co.,  Elj,  Vt. 
1683,  Anayer  and  Aooonntsnt  Dunn  Mt.  Gold  Mine,  Salishnry,  N.  C.  1S83,  Aa- 
aa^ec  Ledonx  &  Ricketta,  N.  Y.  18B3,  Constructing  En);ineeT,  C.  M.  and  R.  Co., 
N.  Y.  188:),  AniHtent  to  Manager  of  JililU  and  Smelting  of  T.  M.  and  M,  Co., 
TtHDbetone,  Arizona.  18B4,  Conanlting  Engineer,  N.  Y.  1BB4,  Mining  Engineer 
for  T.  M.  &  M.  Co.,  Tonitstone,  Arizona.  1890  to  date,  Superintendent  Tomb- 
stone Mill  and  Milling  Co.,  Tomtslone,  Arie  ,  and  1894,  Saperintendent  Cougreoa 
Gold  Co.,  CongTMB,  Ariz.     Specialty,  Gold  and  Silver  Mining  and  Metaltntg;. 

Stearns,  Thomas  Beale,  E.  M.,         ....  1881. 

1720  California  Street,  Denver,  Colo. 
Stewart,  John  Hbnbt,  C.  E., 1895. 

I>epartment  of  Public  Works,  150  Nassau  Street,  and  133  West 
Eleventh  Street,  New  York  City. 
Stone,  George  Cameron,  Ph.  B.,  Ph.  D.,  .  .         1879. 

New  Jersey  Zinc  and  Iron  Company,  Newark,  N.  J. 
1879,  Chemist,  Booth  and  Edgar  Sogar  Refiner;.     1879-83,  Ctaemist  with  Pot- 
ter &  Rigga,  Kt.  LoDis,  Mo.    1882-91,  with  Hew  Jeraejr  Zinc  and  Iron  Company, 
Newark,  N.  J.,  first  aa  Chemist ;  since  1884,  as  Saperintendent  Blwt-Fnmaoes. 
Hay,  1884,  to  date.  Superintendent  of  company. 

Strctuers.  Joseph,  Ph.  B.,  Ph.  D 1885. 

Tutor  in  Metallurgy,  Columbia  University  School  of  Slines,  and 
624  East  One  Hundred  Hnd  Thirty-sixth  Street,  New  York  City. 

1885-88,  Fellow  in  MinBraiogy.  18B8-90,  Aeditant  in  Mineralogy  and  Metal- 
lurgy. 1891  to  date,  Tntor  in  Metallurgy  Colambia  University,  School  of  Mines. 
1893-94,  delivered  the  lectures  in  Metallurgy  at  the  School  ot  Mines,  in  place  of 
Dr.  EglestoD.  Summer  ot  1894  metallurgical  trip  in  Europe.  1994-9G,  Special 
-work  Qpan  pyrometers  and  calorimeters.  Spring  of  1896,  delivered  the  lectures 
in  Metallurgy  at  the  School  ot  Mines,  in  place  ot  Dr.  Egleston.  Snmmer  ot  1396, 
in  charge  ot  the  Snmmer  School  in  Practical  Metnllurg;  at  Butte,  Mont,,  and  de- 
Toted  thr^e  montlia  to  a  metallurgical  trip  thronghout  the  western  United  States 
and  British  Columbia,  visiting  more  than  forty  establishments.  January  1,  1897, 
in  cliarge  ot  the  leotnres  in  Metallurgy  at  the  School  of  Mines,  in  the  absence  ot 
Dr.  Egleston,  resigned.  Snmmer  of  1897,  in  ciiarge  ot  Summer  Sdiool  in  Practical 
Metallaigy  at  Chicago  and  Pittaburgb.  Specialty,  the  measaTements  of  high 
temperatnrea  and  the  physical  properties  of  alags. 

Stuabt,  William  Hesry,  C.  E.,        ....         1886. 
36  West  70th  Street,  New  York  City. 

leSB,  on  Railway  Snrieya  in  Minnesota  and  Wisconsin  with  C.  B.  &  S.  R.  li 
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Co.  1887-6S,  Fellow  in  Engineering  and  AMiatant  in  Summer  Scboo!  ol  t^nn-ej' 
ing,  Sobool  o(  Mines,  Colombia  Univeraity.  18S9-90,  makiDganrveys  and  anper' 
intending  oonstraotion  at  the  Hndsun  Kiver  State  Hospital,  Pooghkeepiie,  K-  Y. 

1890,  on  Surveys  in  the  West  Indies.    1693,  in  genent  pnotioe. 

SrxER,  George  Augustus,  L.  M.,      ....         1883. 
(J.  A.  Suter  &  Co.,  Engineers  and  Contractors,  112-114  Wooeter 
street,  New-  York  City,  and  New  Rochelle,  N.  Y. 
1884-92,  Engineer,  Baker,  Smith  &  Co.    1892-87,  with  G.  A.  Snter  &  Co. 
SwAis.  Ai,FBED  Ernekt,  E.  M.,  .         .         .         .        1881. 

Superintendent  Trinidad  Mining  Co.,  Copala  (via  Mazatlan  Sin- 
nloa,  Mexico),  and  902  Prospeet  Street,  Cleveland,  O. 
1881-84,  railroad  work   in   Mexico.     1885-88,   City   Engineei's  Deportment, 
KanaaB  City,  Mo,,  in  charge  ot  sewer  work.     1889-91,  mining  work  in  Mezioo. 

1891,  Sapeiintendent  Ban  Bnenaventura  Mining  Company,  Santa  Laoia,  Sinnlon, 
Mesioo,  via  Mazatlan  and  Panama.  1891-93,  Superintendent  of  Trinidad  Uining 
Comranj. 

T. 

Taintor,  William  Noybs,  Ph.  B.,      .  .         .         1894. 

Care   Division    Engineer  N.  Y.  State  Canals,  8yracu.se,  and  60 

West  Forty-eighth  Street,  New  York  City. 

Jnne-Sept.,  1894,  Rodman,  Lexington  Ave.  Cable  Boad.     Sept.,  1894,  t«  Feb., 

1895,  Topographic  Rnrveya,   Ramapo   Wat«r  Company.      Feb.-May,  1895,  City 

Rurveying,  New  York.     Jnlj-Oct.,  1895,  AMiatant,  Snmmer  School Ln  SnTreyin^ 

Colnmbia  University.     March,  1896,  to  date,  Levi  ler,  H.  Y.  State  Canals. 

Taylor,  Jobeph  B.,  E.  M., 1888. 

5(i  «ud  58  Pine  Street,  New  York  City,  and  404  Seneca  Street, 
Brooklyn,  N.  V. 
1888-90,  Practical  Shop  Work.     1890-94,  DrangbtsiaaD  and  Assistant  Superin- 
tendent Colombian  Iron  Works,  Brooklyn,  N,  V.    1894  to  date,  Geneml  Practice, 
Mechanical  Engineering. 

Temple,  Seth  JusTict^  Ph.  B. 1892. 

Address  unknown. 
Instructor  in  Architectural  Drawing  Art  Schools  ot   the  Metropolitan  Maaenm 
of  Art,  Fifth  Ave.  and  Thirty-second  Street,  New  York  City. 

Terhune,  Kichard  Hk.vry,  E.  M.,  ....  1870. 
ti4  Sixth  Soulh  Sheet,  Salt  Luke  Cily,  Utah. 
1B70,  Assistant  to  late  J.  W.  Foster,  geology  of  ooal  fields,  Indiana.  1871,  Gris- 
wold  Steel  Works,  draughting,  blowing  steel,  etc.  1873-77,  Joliet  Steel  Company, 
draaghting,  inspecting  steel  rails  and  exploration  ot  Callaway  Coun^,  Missouri, 
tor  ooal  and  iron.  I8T7-80,  .Superintendent  and  Assistant  Superintendent  Smelt- 
ing Works.  Utah.  1880-93,  General  Saperintendent  Hananer  Smelting  Works, 
Utah.  Specialty,  construction  and  operation  ot  lead  smelting  works.  Kemgned 
aoove  position  'September,  1893.  1891,  ExaminK  and  Reporting  on  Mines  and 
Works.  October,  1890,  reelected  to  the  position  o(  Chief  Engineer  and  General 
Superintendent  of  the  Hanaaei  Smelting  Works,  Utah. 
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Thachek.  Artuur,  C.  E.,  E.  M.,        .         .         .         .         1877. 
President  and  Geueral   Manager  Central  Lead  Company,  4109 
AVivsliingtoii  Avenue,  St,  Louis,  Mo. 

1878-79,  vith  Pn^eso  Mining  Company,  Trimfo,  Lower  California,  Mexico, 
]879-e3,  Soatliern  Arizona  and  Nortbern  Mexico  Mining  and  Milling.  18S3-67, 
office  in  Xen-  York.  Examining  and  reporting  on  raining  and  mills.  1837  to 
date,  with  ProCesmr  W.  B.  Potter,  at  St.  Loaie  Sampling  and  Testing  Works  and 
n'ashington  I' Diversity.  Leotnring  on  Metalln^^.  Teming  orea,  etc.  Examin- 
JDg  and  reporting  on  mines  and  mills.  Superintendent  Central  Lead  Co. 
Thomas,  Frederick  Mayhew,  E.  M.  .         1885. 

4'2'2  Potomac  Avenue,  Hageratown,  Md. 

leveller  (Instrnment  man,  etc.),  on  Nen  York  Canals.  Trom  September,  1887, 
to  November,  1889  Cpoeition  resigned).  Transitman  and  leveller  on  preliminary 
lailrotMl  SDrrey  in  Schoharie  County  in  spring  ol  1890.  Transitman  and  leveller 
on  Symcnse  Water  Works  during  the  winter  of  1890-91. 

Thompson,  Henry  Clark.  C.  E.,  .         .         .         1886. 

Tx>rillard  Place,  and  One  Hundred  aud  Eighty-seventh  and  One 
llniidred  and  Eighty-eighth  Streets,  New  York  City, 

Thyng.  William  S.,  E.  M 1896. 

Assistant  En^neer,    Tubular   Dispatch   Co.,  Tribune  Building, 
Xew  York  City,  and /or  mail  Roselle.  N.  J. 
Employed  on  the  Editorial  staff  of  the  Railroad  Gazette,  lA  New  York  from 
Jane  02,  1696,  until  November  20,  1897,  and  unoe  November  30,  1897,  to  date 
liae  been  ABsisiant  Engineer  of  the  Tubular  Uispatoh  Company,  Tribune  Build- 
ing, New  York  City. 

Ttbbalr,  George  Atwater,  C.  E.,      .         .         .  1883. 

Continental  Iron  Works,  and  148  Milton  Street,  Brooklyn,  N.  Y. 

TiBBALS,  Samuel  Gaylosd,  C.  E 1884. 

Continental  Iron  Works,  and  148  Milton  Street,  Brooklyn,  N.  Y. 
1884  to  date,  as  above. 

TiLDEN,  George  Cyhvs,  C.  E., 1876. 

Reefton,  New  2^aland. 
1876-81),  City  .^nrveyor,  Brooklyn,  N.  Y.  1880-81,  Saperintendent  Dnuder- 
berg  Mining  I'onipaD;,  Georgetown,  Colo.  18^8-83,  Chemist  and  Assayer,  Den- 
ver, Colo.  188-2  to  date,  PnrfeaBor  Analytical  Chemistry  State  t^ool  of  Mines, 
Colden,  Colo.  1881  todate,  ConsultingPractice  as  Mining  Engineer.  Specialty 
Analytical  Chemistry  and  Assaying. 

Tixrs,  Warren  Harriott,  E.  M.,       ....         1885. 
Snnitaiy  Engineer,  Lincoln  Building,  1  Union  S<iuare,  New  York 
City,   X.  Y.,   22(1  Fourth  Aveuue,  and  8«  Kast  Washington 
Sijunre,  Xew  York  City,  and  Whiteatone,  N.  Y. 
188.5-86.  Poet  Graduate  Coorse  in  Civil  Engineering  School  of  Minesand  travel- 
ing in  Europe.     From  1886-92  in  the  Board  of  Health   employed  as  follows  : 
From  October,  1886-87,  Assistant  Sanitary  Engineer  and  Inapeotoi  of  Plumbing. 
From  1887-88,  AsHiatant  Unitary  Engineer  and  Special  Inspeotor  of  Plnmbing, 
Drainage,  Light  and  Ventilation.    From  1S88,  to  November,   1890,  Assistant 
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Sanitary  Engineer  and  ripecjal  loapeotm  uid  Euroioer  ot  Plans  tor  Plnmbing- 
Draioage,  Light  anil  VeDtilatton,  From  November,  1890,  to  Jnoe,  1892,  As. 
BiBlaut  Cbiel  loBpeotor  of  the  DivUion  ol  Flnnibing,  Drainage,  Ligbt  and  Ventila- 
tioQ.  From  December,  1891,  to  Jane,  1892,  Acting  Cbiel  Inspector  in  charge  uf 
DivisioD  ot  Plumbing,  Drainage,  Light  and  Ventilation.  From  Jane,  1893,  to 
October,  1895,  Examiner  ol  Plans  tor  PlambLng,  Drainage,  Ligbt  and  Veatilation 
in  tbe  Department  ot  Baildings  ot  New  York  Cit;.  1885,  Practioiog  as  Sanitary 
Engineer,  New  York  City. 

Tompkins,  E.  De  V.,  C.  E 1890. 

732  West  p:nd  Avenue,  New  York  City,  N.  Y. 
ABBistBDt  luBtinotor  Snmmer  fk)bool  ot  .Snrveying,  Snmmer  ot  1895.    One  week 
alter  grad nation  to  present  time,  with  Union  BridgeCo.,  Athens,  Pa. 

ToxNELE,  Theodore,  Ph.  B., 1880. 

Care  of  Wm.  Deweea  Wood  Co.,  McKeesport,  All^heny  Co.,  Pa. 
In  charge  of  ReBning  and  Steel  Departmente  t^  the  William  Dewees  Wood 
Company. 

Tower.  Albert  Edward,  E.  M.,        ....         1883. 

Poiighkcepsie  Iron  Company,  Poiighkeet>sie,  N.  Y. 
Tower,  Frederic  Wetherwatc,  E.  M.,       .         .         .         1887, 
Aitsietant  Examiner,  Room  323  Patent  Office,  and  1400  L  (Street, 
N.  W.,  Washington,  D.  C. 
1S8B  to  date,  as  above. 

Townsend,  S.  a  K,  E.  E., 1896. 

AKsintanl  in  Klectrical  Engineering,  Columbia  UniverBity,  nnd  131 
5th  Avenue,  New  York  City. 
TR.VVHAGEN,  Frank  Weiss,  Ph.  B.,  Ph.  D.,        .         .         1882. 
Chemiitt  in  charKc  of  Chemical  Laboratory,  Montana  College  of 
Agrieultiirc,  Bozeman,  Mont. 
]flS3-84,  Chemist  for  Williams,  Clark  &  Co.,  Fertilizers.     1884-87,  Instroetor 
in  Chemistry  and  Physics,  Staunton   Military  Academy,  SCannton,  Va.    1B87. 
Professor  of  General.  Analytical  and  Applied  Chemistry  and  Assaying  in  the  Col- 
lege of  HoDtana  and  Montana  School  of  Mines.     1884-87,  Analytical  and  Con- 
sulting Chemist,  Staunton,  Va.     1687,  Principal  work,  fertilizer,  iron  and  steel, 
clays,  etc.     Analytical  and  oonsnlting  Chemist  and  Assayer,  Deer  Lodge,  Mont. 
Assaying,  miBcellaneous  analysis  and  1(^1  work.     1800,  Assayer  for  the  Cham- 
pion  Consolidated   Mining  Company,   Deer  Lodge,   Mont.     1892-93,   in  cbsige 
Montana  Itlinin);  Exhibit  at  Columbian  Exhibition,     1893,  Profeeeor  Chemisti?, 
Montana  College  of  Agricnlture  and   Meehanioal  Art£.     1895,  Chemist  >lontaaa 
Agricultural  Experiment  Station. 

TuASK,  George  Francis  Donnell,  E,  M,,  .         .         .         1887. 

Member  of  firm  of  Trusk,  Bums  &  IV,  Electric  Railway  Con- 

traclorB,  99  Cedar  Street,  New  York  t^ity. 

19e8-90,  Apprentice  and  Machinist,  L.  &  N.  Kailroad.  1880-91,  DrauBbtsraan, 

L.  &  N.  Railroad,  Louisville.     In  189.")-9e,  doing  business  as  George  F.  D.  Trast. 

Electric  Railway  Contractor  ;  in  189G,  as  member  ot  Trask,  Burns  &  Co..  Electric 

Railway  Contractors. 
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TusKA,  Gl-stave  Eobitscher,  B.  S.,  M.  S.,  C.  E.,  .  1891. 
29  Broadway,  and  103  West  58th  Street,  New  York  City. 
1891-9-2,  Civil  and  Mecbauical  Engineer  Link-Belt  Ei^neering  Ca,  Philadel- 
phia. 1800-93,  Bridge  Engineer,  Long  Island  St^Iroad.  AasiBtant  Engineer  C. 
N.  Y.  aod  W.  R.  R.,  in  ubarge  of  Stony  Brook  viadnct,  1693.  Conaaltiog  En- 
gineer Port-au-Prince  Ry.,  Cuba,  169^  to  date.  Reeident  Engineer,  Knoxiille, 
CnmberlBod  Gup  and  Louisville  E.  R.,  Co.,  in  charge ol  Construction  ot  Louisville 
Viadact,  1693.  AsBiatant  to  ProEeeaor  ot  Ci^  Engineering,  Colombia  College, 
1893.  Tator  in  Civii  Engineering,  Sobool  of  Minee,  1894-95.  1896  to  date, 
Cbiet  Engineer  Panama  Railroad  Co.,  and  in  general  praotioe  aa  Consnlting  Engi- 

Tlttle.  Edgar  Granger,  E.  M.,  .  .  -  .  1881. 
227  Pearl  Street,  New  York  City. 
1881,  Assistant  Engineer  Tilly  Foster  Iron  Mine,  Breirster,  N.  Y.  1861-62, 
Division  Engineer,  Wheeling  and  Lake  Erie  R.  B.,  Toledo,  O.  1682^^,  Anayer 
and  Mining  Engineer,  Silvei  City,  New  Mexico.  iee3-fUS,  Diviaian  and  OfBoe 
Engineer,  Arizona  and  New  Mexico  Railroad,  Lordabarg,  Arizona. .  1686,  Con- 
stmoting  Engineer  at  Mines.  Arizona  Copper  Co.,  Clifton,  Arizona.  1686-89, 
Mining  Engineer,  Cambria  Iron  Co.,  Jobnetown,  Pa.  1889-94,  t^nperintendent 
Alamo  Coal  Co.,  and  Coahnila  Cool  Co.,  San  Felipe,  Coabuila,  Mexico.  Box  109, 
Eagle  Pass,  Texas.  1894,  Examinationn  in  Deep  River  Coal  Field  tor  Egypt  Coal 
Co.,  North  Carolina.  1694,  Examination  in  Pocabontas  Field,  West  Virginia. 
1895,  Writing  "Surfaoe  ArianganientaoF  Bitaminoos  Mines,"  tor  Correapondenoe 
S4^ool  ot  Minee,  i^orabton,  Fenna.  1895,  Expert  Examinations  ot  Property  and 
Operations  ot  Colnmbns  and  Hooking  Coal  and  Iron  Co.,  Colambns,  Ohio,  tor 
Bondholdera'  Committte. 

Ttler,  Walter  Lincoln,  C.  E.,         ,  .         ,         1887. 

116-120  Front  Street,  and  1314  Pacific  Street,  Brooklyn,  N.  Y. 
1887,  Levelman  and  Transitnuu  on  tbe  Etoanoke  and  Sonthem  Railroad,  Va. 
1888.  wltb  J.  A.  Latham,  C.  E.,  Providence,  B.  I.     1888-89,  with  F.   N.  Owen, 
E.  M.  Sanitary  Engineer,  New  York  City.     1889  to  tbe  present,  time  with  the  A. 
B.  See  Manufacturing  Co.,  110-120  Front  Street,  Brooklyn. 

V. 
Vail,  Lewis,  H.,  E.  E.,     .         .         .         .         .  1894. 

Locust  Valley,  Long  Island,  N.  Y. 

Value,  Beverly  Reid,  E.  M., 1884. 

Address  unknown. 

Vanderbilt,  William  D.,  C.  E 1894. 

39  Monroe  Place,  Brooklyn,  N.  Y. 
Vanderpoel,  Frankun,  E.  M.,  Ph.  D.,     .         .         .         1875. 
Chemist,  The  Celluloid  Co.,  295  Ferry  Street,  and  191  Roseville 
Avenue,  Newark,  N.  J. 
1875-  78,  Salesman,  with  E.  B.  Benjamin.     1878  to  date,  as  above. 
Van  Absdale,  William  Henry,  A.  B.,  A.  M.,  E.  M.,         1868. 
164  IjtL  falle  Street,  Chicago,  and  Aurora,  IIIj;. 
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Van  Blakcom,  Elbert  Champlin,  C.  E.,    .         .        .         1876. 

Care  H.  de  San  Francieco  Fachuca,  Hidalgo,  Uexico. 
Van  CoRTLAKDT,  Edward  Newesham.  E.  M.,    .  1885. 

308  Cooper  Building,  Denver,  Colo.,  and  Tuxedo  Park,  N.  Y. 
Van  Deventer,  Christopher,  E.  E 1597. 

300  Temple  Avenue,  Knoxville,  Tenn. 
Van  Dyck,  Edwin,  Ph.  B.,' 1888. 

1080  Dean  Street,  Brooklyn,  N.  Y. 
Van  Dyck,  "Wm.  Van  B.,  B.  S..  E.  E.,        .         .         .         1897. 

1127  The  Rookeiy,  and  401  N.  State  Street,  Chicago,  III. 
Van  Sindeben,  Alvan  Howard,  Ph.  B.,    .         .         .         18S1. 

Attorney  and  Counselor  at-T^w,  35  Wall   Street,  and  14  \fe>i 
16th  Street,  New  York  City. 
Van  Volhenbcrgh,  Edward,  Jr.,  C.  E.,   .         .         .         1888. 

Morgan  &  Bartlet,  41  Wall  Street,  New  York  City. 
Van  Wagenen,  Theodore  Francis,  E.  M;,        .         .        1870. 

Box  r>89,  Telluride,  Colo.,  and  1508  Fillmore  Street,  Denver,  Colo. 
1893,  President  and  General  Manager  of  the  Deming  Ore  Co.,  Dcming,  Gnmt 
Co.,  New  Mexico.  1894,  Consulting  Mining  Engineer,  Denver,  Colo.  1896, 
Singe  Flom-Climax  Gold  Mines.  Telluride,  Colo.  1897,  Consniting  Ei^neer 
Sonthweatem  Copper  Mining  Co.  (Ltd.).  tUnager  Canton  Gold  Mining  Co., 
Telluride,  Colo. 

VOLCKENINO,  GCSTAV  JULIUS,  MkT.  EnG.,  E.    M.,  .  1888. 

38-40  Clinton  Street,  and  65  Van  Buren  Street,  Brooklyn,  N.  Y, 

VoNDY,  Rudolph  Harrison,  E.  M.,  ....        1882. 

305  Montgomery  Street,  Jersey  City,  N.  J. 

1883-83,  AMiatant  Engineer,  Tilly  Foster  Iron  Mine.     1885-92,  Chemist  PtHenix 

Iron  WorkB,  PliODniiville,  Pa.     1892,  Saperintendent  Plenty  Hort'land  Skyligtit 

Works. 

VoN  Nardroff,  Ernest  Robert,  E.  M.,     .         .         .         1886. 
Instructor  of  Physicg,  Barnard  College,  New  York  City,  and  36i* 
Tompkins  Avenue,  Brooklyn,  X.  Y. 
VuLTE,  Hermann  T.,  Ph.  B.,  Ph.  D.,  ...         1881. 

luBtnictor  in  Chemistry,  College  of  Physicians  and  Surgeons,  437 
West  59th  street.  New  York  City,  and  33  Park  Avenue,  New 
Rochelle,  N.  Y. 
1881-83,  Superintendent  Colnrobia  Chemioil  Works,  Brooklyn,  N.  Y.  1883-K, 
Aeaiatant  loBtrnotor  in  Analytical  Chemistry,  School  ol  Klines.    Tutor  in  Chem- 
istry 1892-1897,  Instructor  in  Chemistry.     Prolessor  of  Chemistry,  Barnard  Col- 
lege, 1892  todate.     Engaged  in  investigating  new  Analytical  Metiiods.     Specialty, 
Commercial  Organic  AnalysiB  Eipert  in  OilB,  Fats,  Soap,  eto. 
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"Wainwright,  John  Howard,  Ph.  B 1882. 

Chemist,  402  Waahington  Street,  New  York  City. 
"Walker,  H.  V.,  Ph.  B 1894. 

38-40  Clinton  Street,  Brooklyn,  N.  Y. 
Walker.  Arthur  Lucien,  E.  M 1883. 

General  Manager  Baltimore  Electric  KeHning  Company,  Keyaer 
Building,  Baltimore,  Md. 
188.V84,  Chemist  sod  Aeeayer,  Old  Dominion  Copper  Co.,  Globe,  Arizona. 
1885,  AHaifltant  Snperintendent  ia  same  company.  ISSO,  engnged  in  cotineotion 
with  Iron  Metallurgy  in  New  Yoik  City..  1387,  llechnnicat  Engineer  for  Silrer 
King  Mining  Co.,  Silver  King,  Arizona.  lB86-9:{,  Saperin  ten  dent,  Old  Dominion 
Copper  Co.,  Globe,  Arizona.  Also  report  on  all  clones  of  Mining  and  Hetallnrg- 
icAl  Property  in  Arizona.  1893-95,  Connlting  Engineer  Old  Dominion  Copper  Co. 
1893  to  dat«.  General  Manager  Baltimore  Electrolytic  ReSoing  Co.,  Baltimore,  Md. 
"Waller,  Elwits,  A.  B.,  A.  M.,  E.  M.,  Ph.  D.,  .         .         1870. 

7  Franklin  Place,  Moriiatown,  N.  J. 
1871,  AsaiHtant  Analytical  Chenaiatry,  ^hoo)  ol  Mines.    1877,  Instructor  Anal- 
ytical Chemistry,  School  ot  Mines.     1885-93,  ProFeawr  ol  Analytical  Chemistry, 
School  of  Mines.     1873-85,  Inspector  and  Chemist,  N.  Y.  Health  Department. 

Wampold,  Leo,  Ph.  B., 1888. 

204  Monroe  Street,  Chicago,  111. 
"Ward,  Delanxt  Walton,  Ph.  B.,     .         .         .         .         1888. 

W'liiteatone,  N.  Y. 
"Warner,  Joseph  Lowery,  E.  M.,      ....         1887. 

P.  O.  Bos  621,  Spokane,  Wash. 
Angnst,  1887,  to  Anguat,  1888,  Omaha  and  Great  Smelter,  Denver,  AsaUtant 
Anayer.  August,  1886,  to  Jnly,  1889,  Examination  of  and  Keports  on  Mines  in 
C<enr  d'Aleue,  Idaho  and  in  O'Kanagrn  Mining  District,  Washington.  Manager 
La  Bellevue  Mine,  same  district.  July,  1889,  to  January,  1890,  Assistant  Saper- 
intendentand  Amalgamator,  Golden  Monarch  M'xat,  Or^on.  January,  1890-92, 
Examination  and  BepoTtfl  on  Mines  in  Western  Waahington.  Manager,  Cnlver 
Mining  Co.  and  Y.  P.  Vermilion  Iron  Co.  189S,  Examinations  in  Cascade  Range. 
1893,  Ezamioations  of  Iron  Deposits,  Island  ot  Texado,  British  Colnmbia. 

"Watson,  Frederick  Morgan,  E.  M.,  .         .         1885. 

Care  of  Simmer  &  Jack,  box  67,  Johannesburg,  South  Africa,  via 
London,  and  403  Sibley  Street,  Cleveland,  Ohio. 
1885,  Assayer  and  Surveyor,  La  Maria  Mining  Co.,  Mexico.  1838-89,  Engi- 
neer, Mill  Superintendent,  Sorabrerete  Mining  Co.,  Mexico.  Concentrntion  and 
LiziTiation.  1890,  Engineer  tor  Pern vian  Exploration  Syndicate,  Ltd.,  Peru.  1891 
to  date,  Examining  Engineer  tor  Frecheville  Broa.  Special  Experience  in  Roast- 
ing Rebellious  Ores.  Liiiviation  by  Ruaaell  Process  and  Superintendent  as 
above.  Superintendent  "  Compania  Andes  "  till  1896.  1896,  Engineer  Consoli- 
dated Gold  Fields  ot  South  Africa.  1896  to  date,  .Superintendent,  Simmer  &  Jack 
Gold  Mining  Co.,  Qermiston,  Jobannesborg,  S.  A. 
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Watson,  Rolla  Barnum,  E.  M.,        ....         1891. 

Cai-e  Daly  Mining  Co.,  Park  City,  rtah,  and  S.'il  Sibley  Stieel, 

Cleveland,  Ohio. 

Abm^ft,  Candritifna,  Mexico,  1^91.     Soperiateiideiit  ErKtJCD  of  Power  Flint 

tor  Electric  street,   R.   R.,  Atlanta,  Ga.,  1892.      September,  1893,  with   Dewey 

Walter  RefiuiDg  Co.,  Mamc  Mill.  Park  City,   Utah.     December,  1893,  to  date, 

Su peri Dtend eat  Dewey- Walter   ReSniug  Co.      Also  from   Hay,  JS95,  Foretoao 

Marsa^  Leacber.    1896,  AaeiBtant  ManngeT  BoBeell  Procen  Co.  and  with  Daly 

Mining  Co.,  Park  City,  Utab. 

Wedekind,  Edwin  Hutrer,  Ph.  B.,  .         .         .         ,         1888. 

Spokane,  Wash. 
Weed,  Walter  IIarvev,  E.  M.,        .         .         .         .         1883. 
v.  S.  (ieological  Siin'ey,  Waehingion,  D.  C.,  and  cnre  S.  R.  Weed. 
South  Norwalk,  Conn. 
1883  to  date,  Geologist  on  the  United  State*  Geological  .Stir\-ey. 

"W^EEKS,  William  Holden,  Ph.  B.,     .         .         ,         ,         1889. 
789  Sfadiaon  .\venue.  New  York  City. 
1889-90,  AaeiHtant  Chemist,  New  York  Chemical  Maoahatnring  Company. 
April,  1890,  to  date,  Aatnatant  Cbrraiet  Health  Drpartment,  New  York  City. 
Welch,  Alexander  McMillan,  Ph.  B.,  (Arch.),       .         1890. 
447  Lexington  Avenue,  and  5l}:i  Fifth  Avenue,  New  York  Citj. 
lt«90-9],  iDBTobiteot'BofHoe.    1891-93,  McKim  Fellow,  travelling  in  Europe. 
]  893  to  date,  as  above. 

Wells,  James  Simpson  Chester,  Ph.  B.,  Ph.  D.,  1875. 

Columbia  UniverBity,  New  York  Cily,  and   221   Union   Street, 

Hackensuck,  N.  J. 

1875-79,   Aaaiatant  in  Quantitative  Analysis,  School  at  Miues.     Vacation  of 

'  1877,  spent  08  Night  Superintendent  Penuaylvauia  Lead  Works.     1879-93,  In- 

atmctdr  in  Qualitative  Aoalytical  Chemistry,  School  ot  Mines. 

"  Wertheimer,  Lewis,  Ph.  B 1887. 

Western  and  Bedwelt  Streets,  Allegheny  City,  Pa. 
Westervelt,  William,  Y.,  E.  M.,     .  .         .         1891. 

Member  of  Firm,. Case  and  Weatervelt,  100  William  Strreet,  New 
York  City. 
1894-95,  Chemist  and  Surveyor,  Dnoktown  Snlphur,  Copper  and  Iron  Co.,  Ltd. 
1895-96,  Engineer  and  Chemist,  same  company.    1896,  Acting  Mining  Snperin- 
tendent,  same  company.    1897,  Superintendent  of  Mines,  same  company. 
Wheeler,  Herbert  Allen,  E.  M.,    .         ...         .         1880. 
141fi  Chemiciil  Building,  and  3124  Locust  Street,  St.  Louis,  Mo. 
Dnriog  1680,  Asaistanl  Geologist  in  Utah,  on  U.  S.  Geological  Snrvey.    Daring 
1881,  Anistant  Engineer  Denver  and  Kio  Grande  Weatem  Railroad,  in  Utah  sod 
Colorado,  on  location  and  construction.     Daring  1882,  Superintendent  Vermont 
Copper  Company,  Ely,  Vermont.     From  18^3  to  1884,  at  Washington  Univcisity, 
St.  Louis ;  Adjiinct  Professor  ol  tlining ;  also  Conanltiing  Mining  Engineer. 
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Sinoc  1891,  Anlatant  Miasauri  Geological  Survey.    1894,  ComDltiiig  Mining  En- 
gineer.     1896,  SMretar;  and  Treasarer,  Standard  Tile  Co. 

White,  Robert  Davis,  C.  E., 1892. 

Chief  Dmughtsman,  C.  W.  Hurst  Co.,  Staten  Island  and  /or  Mail 
39  Eaat  Seventy- fourth  Street,  Sew  York  City. 
"White,  Theodore  Greeley,  Ph.  B.,M.  A.,       .         .         1894. 
Department    of    Physics,    Columbia    Uni^'e^sity,    and    39    West 
Twenty-sixth  Street,  New  York  City. 
Snaimer  ot  1893,  working  on  tbe  Geology  of  tbe  L&ke  Champlain  r^lon.  Sum- 
mer of  1804,  traveling  and  examining  mining  regions  aamninding  tbe  Great  Lakes 
in  Canada  and  United  States,  aldo  researches  on  the  Geology  of  Ht.  Desert  Island, 
Maine.     1894  and  1893,  Poet-Gradoate  Stndent  in  Geology.     Keseanihea  od  t^e 
Trenton  formation  of  the   la'ie  Champlain   Valley.     1895-96,   I.eotnTer,  N.  Y. 
Board  of  Ednoation.     Summer,  1897,  N.   Y.   State  Gaologiool  Sorvey.     1896  to 
date,  aasielant  in  Pbysios,  Colnmbla  University. 

White,  Wm.  S.,  E.  M., 1882. 

Department  of  Docks,  Pier  A.,  North  River,  New  York  City  and 
/or  Mail  Englewood,  N.  J. 

Whiting,  Lowe,  E.  M., 1895. 

926  East  19th  Street,  Minneapolis,  Minn. 

WnnxocK,  Herbert  Percy,  C.  E. 1889. 

Assistant  in  Mineralogy,  Columbia  liniversity  School  of  Mines, 
and  449  Park  Avenue,  New  York  City. 
WiECHMANN,  Ferdinand  G.,  Ph.  B.,  Ph.  D.,.     .         .         1881. 
771  West  End  Avenue,  New  York  City. 
Conenlting  Chemist  Ameri<»o  <Sugar  Refining  Co.,  Brooklyn,  N.  Y. 
Wiener,  William,  A.  M.,  Ph.  B.,     .         .  .         1891. 

Newark  High  School,  and  62J  Nelson  Pln««,  Newark,  N.  J. 
1891-92,  Chemist  to  the  Hanson,  Van  Winkle  Co,  Newark,  K.  J.    1893-93, 
Chemicals  for  GlGotro-plating,   17  and  19  Mechanic  Street,  Newark,  N.  J.     1893 
to  date,  Instrnctor  in  Newark  High  School,  and  general  chemical  praotice. 

Williams,  Granville  Whittlesey,  E.  M.,  C.  E.,      .         1879. 

323  Genessee  Street,  lltica,  N.  Y. 
Williams,  John  Townsend,  E.  M.,  Ph.  B.,        .         .         1873. 

Architect  and  Builder,  906-914  New  York  Life  Building,  846-348 
Broadway,  New  York  City,  and  Stamford,  Conn. 
Williams,  William  Fish,  C.  E.,  E.  M.,     .  .         1881. 

City  Engineer,  224  Pleasant  Street,  New  Bedford,  Mass. 
Chief  Engineer,  later  also  Assistant  Manager  to  Cumberland  Lands,  Ltd.,  of 
Stewart  Coanty,  Tenn.    1890-9.1,  Citf  Engineer,  New  Bedford,  Mass.    1893  to 
present  time,  also  Chief  Engineer  at  present  on  the  oonstruotion  ot  the  New  Bed- 
ford and  Fairhaven  Bridge. 
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Willis,  Bailey,  E.  M.,  C.  E., 1878- 

I'nited  Btatea  Geological  Siiney  and  2117  Bonoroft  Place,  Wash- 
ington, D.  C. 
June,  1S79,  to  July,  1881,  Special  Agent  Tenth  CeneuB;  nniple  of  iron  ores 
and  Btndentot  iron  deporita  in  Ir^tateseaal  ot  the  Miniaeippi  river.  August,  1681, 
to  Jnne.  1684,  G eoloip it  in  charge  ol  PaciGo  division  otNortberDTranacontiDeotAl 
Sntf ey,  chief);  engaged  in  co«l  explomtionB  in  Washington,  Oregnn  and  Montana. 
July,  1884,  to  Fehrnary,  1989,  Aesistant  Geologiat,  U.  8.  Geological  Survey,  work- 
ing in  Tennessee  and  North  Carolina.  March,  1869,  to  Jane,  1893,  Geologist  in 
charge  ol  Appalai^inn  diviaion,  U.  S.  Geologioal  Sorvey,  directing  nork  and 
atudylDg  geologic  problems  of  (be  Palteozoio  rocks  south  ot  Pennsylvania.  1691- 
93,  Editor  of  Geologic  Maps  for  Folios  of  Itie  Geologic  Atlas  of  the  United  States. 
In  1895-96,  Geologist  in  charge  ot  operatioiu  in  the  Cascade  Range  and  Pnget 
Konnd  BbbId,  Waaliington. 

WiLSOK,  Hf.rbf.kt  M.,  C.  E 1881. 

r.  S.  Geological  Survey,  Washington,  D.  C. 
-  1881-62,  Leveller  and  Tiansitman,  afterwards  Chief  of  Preliminary  party,  S.  & 
D.  K.  R.,  Mexico.  ie82-8ti.  Topogtapher  U.  H.  Geological  Survey.  1889-90, 
Division  Engineer,  U.  S.  Irrigation  .Snrveys.  1891,  Geogrpaber,  U.  S.  Geological 
Survey.  1P94,  Chief  Geographer.  1897,  Geographer  in  charge  ot  Atlantic  Seo- 
tioD. 

Wilson,  William  Alexander,  E.  M,,       .         .         .         1882. 
Chamber  of  Commerce,  Salt  Lake  City,  Utah, 

Assayer  for  two  and  a  halt  years.  Superintendent  ot  Sampling  Mill  for  two 
years.  .Superintendent  of  30-StBnip  Mill  (dry  crushing,  cbloridtEing,  amalga- 
mating and  lixiriatiog  capacity  sixty  tons  per  day]  for  dve  years,  Specialtiy. 
treatment  of  silver  and  gold  ores  and  examining  and  reporting  on  mining  prop- 
erties. Superintending  ot  Mining  or  Milling  operationB-  U.  S.  Deputy  Mineral 
Snn'eyor. 

Wiltsee,  Er>i>:st  Abeam,  E.  M.,        ....         1885. 
Croi-ker  Building,  Snn  Francisco,  Cal. 

1885-86,  Assistant  Chemist  Edgar  ThompMn  Steel  Works,  Braddook,  Pa.  ISS6 
to  May,  1387,  Chemist  Colorado  Ccal  and  Iron  Company,  Pueblo,  Colo.  Hay, 
18ST,  to  August,  1888,  Chemist  for  the  Globe  Smelting  and  Refining  Compuiyi 
Denver,  Colo,  August,  1888,  to  April,  1890,  Assistant  Superin  ten  pent  Korth 
.Star  Mining  Company,  Grass  Valley,  Cal.  April,  1690-91,  Superintendent  Menlo 
Mines,  Grass  Valley,  CaL  January,  1892,  Expert  work,  Nevada  County,  Cal. 
January  to  August,  1891!,  with  California  State  Mining  Bnreau.  August,  1693, 
to  January-,  1693,  Expert  work  through  California.  April,  189J,  Manager  Gold 
Mines  tor  Barnato  Bro».,  Jobannesbnrg,  South  Africa.  July  1,  1894,  Geldeubnis 
Est.  and  Gold  ^lining  Co.,  Johaanesburg,  Sonth  Africa  Republic. 

Windolph,  Al-gustls  Paul,  Ph.  B.,        .         .         .         1892. 

.Address  unknown. 
WiTTMACK,  Charles  Algustls,  M.  S.,  Ph.  B..  Ph.  D.         1882. 

675  Hudson  Avenue,  New  York  City. 
WooLSON,  Ira  Habvet,  E.  M.,         ....         1885. 

Columbia  Univcivily,  New  York  City. 
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1665-86,  AssiBtant  Qeologial  Snive;  ot  New  Jersey.  18S8-87,  Aatiatant  Ateaj 
Departmeat,  Sobool  of  Mines.  1887-69,  Aasistant,  Drawing  Department  Bohool 
ot  Mines.  1891  to  date,  JootniotDr  Meohanioal  Engineering  and  Drawing,  Colum- 
bia Univeieitj. 

T. 

Yhizar,  Roberto,  E.  M.. 1895. 

A.  P.  27  Zaratecas,  Mexico,  also  care  C.  Viaders,  14-16  South 
William  Street,  New  York  City. 
VouNG,  Edward  Leavitt,  E.  M.,       .         .        . ,       .        1882, 
American  Buyer  Takata  &  Co.,  of  Tokio,  Japan,  10  Wall  Street, 
and  317  West  Eighty-ninth  Street,  New  York  City. 
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HONORARY  MEMBERS. 


Chandler,  Charles  F.,  Ph.  D.,  M.  D.,  LL.  D. 

Professor  of  Chemistry,  Columbia  University.  Address,  51  East 
Fifty-fourth  Street,  New  York  City. 

Eglehton,  Thomas,  E.  M.,  Ph.  D.,  LL.  D. 

35  West  WaBhington  Square,  New  York  City. 
Miller,  George  M.,  A.  M.,  LL.  B. 

West  Nyack,  New  York. 

Rood,  O.  N.,  A.  M. 

Professor  of  Physics,  Columbia  University.     Address,  Columbi:^ 
University,  New  York  CHty. 

Van  Amhinge,  J.  H.,  Ph.  D.,  L.H.D.,  LL.  D. 

Professor  of  Mathematics,  Columbia  University.  Address,  66  West 
Forty-seventh  Street,  New  York  City. 

Ware,  William  R.  LL.  D. 

Professor  of  Architecture,  School  of  Mines,  Columbia  Uuivendty. 
Address,  126  East  Twenty-eighth  Street,  New  York  City. 


HoNORART  Members  Deceased. 
Agnew,  C.  R., 
Barnard,  F.  A.  P., 
Newberry,  J.  S.,  . 
Peck,  "W.  G., 
Rutherfurd,  Lewis  M, 
Trowbridge,  W.  P., 
Fish,  Hamilton,  . 
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LIST  No.  3. 


Oontains  tha  nameB  of  Ch^duates  of  the  School  of  Mines,  not 
membere  of  the  AlTimni  AsBooiation,  nor  participatinsr  in 
the  benefits  of  suoh  memberBhip.  For  this  reason  ffreat 
uncertainty  prevails  as  to  many  of  the  addresses  given, 
which  are  the  best  at  hand. 

It  is  very  desirable  that  this  list  should  be  shortened  as  fbr  as 
jaraotioable  by  the  transfer  of  names  from  it  to  the  pre- 
ceding List,  No.  2,  under  the  Rules. 
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Achen,  J.  B.,  Ph.,  B..         .         .         .         . 


Hawnrth,  N.  J. 

Adams,  W.  J.,  A.  M.,  E.  M 

Koom  15,  No.  132  Market  St.,  San  Fihacaaoo,  Cal. 

Adama,  W.  C,  C.  E., 

47  West  astli  St.,  New  York  aty. 

AgramoDt^,  Jae£  Cesar,  C.  E., 

AddrCM  nnknowii. 

Agiamonfi,  I.  E.,  C.  E., 

Znlieta  No.  3,  Hai'ana,  Coba. 

Aldeu,  Herbert  C,  E.  H., 

AddreM  ankuowD. 

Aldrioh,  C.  H.,Pb.B., 

8  Coabing  St.,  Prgvidenoe,  R.  J. 

AndereoD,  George  Hendenball,  Ph.  B., 

East  Walnut  Hills,  Cinoinoati,  Ohio 

Andreseu,  Charles  Alfred,  E.  M 

Piokard  &  Audreaeo,  89  Gold  Street,  Neir  York  Cit^. 

AodrewB,  W.  C. 

Chaflin  Thayer  &  Co.,  Box  2,000  Hanhattao,  N.  Y. 

Appleby,  John  Storm,  Ph.  B.,  A.  M., 

Architeot,  216  West  Fitty-nintb  Street,  Neir  York  City. 

Ardeo,  Jobu  L.,  Pb.  B.,  E.  E 

GarrisoD,  N.  Y. 

Aacbmaa,  Fred.  Tbeo.,  Pb.  B., 

Chemist  and  Professor  of  Chemistry,  College  of  Pharmacy. 

AniyanseD,  Fredb.,  C.  E 

Piennont,  N.  Y. 
and  86  Water  Street,  Pittsburg,  Pa. 

Ayestas,  Alberto,  Ph.  B., 

Tegnaicalpo,  UoDdnraa,  C.  A. 

Ayres,  W.  C,  Pb.  B., 

Address  nnknown. 

Bardwell,  A.  F.,  E.  M., , 

Box  773  Aspen,  Colo. 

Barnard,  Aug.  Porter,  E.  M., 

125  East  Twenty-aixtb  Street,  New  York  aty. 

Barnes,  W.  C,  E.  E., 

605  Broadway,  Paterson,  N.  J. 

Borroe,  Louis  de  Souza,  E.  M.,  C.  E., 

Address  UDkoowD. 

Bardett,  F.  R.,  C.  E., 

344  Sladison  Street,  Brooklyn,  N.  Y. 

Baxter,  D.  E.,  C.  E 

32  West  Sixtieth  Street,  New  York  City. 

Beokst«ia,  Charles  Alfred,  Ph.  B., 

336  West  Forty-sixth  Street,  New  York  City, 

Beckwith,  Charles  Ellsworth,  Met.  Eng., 

Address  nnknown. 

Beckwith,  George  Alexander,  C.  E., 

Pateison,  N.  J. 
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Behlen,  Herman,  Ph.  B., 

125  East  One  Handred  and  Fifteenth  Street,  New  York  City. 

Bdir,  Edward,  C.  E. 

4Se  Henr;  Street,  Brooklyn,  K.  T. 

Bell,  Hendeison  M.,  Jr.,  E.  H., 

Bramhell,  Meraer  Co.,  W.  Va. 

Bellman,  J.  J.,  E.  E 

90  King  Street,  New  York  City. 

Bemt8,F.  P., 

Whitaker  Block,  Daveupott,  Iowa. 

Bergen,  Chse.   Hill,  C.  E., -        . 

Red  Bank,  N.  J. 

Berry,  Gerald,  C.  E., 

78  Morton  Street,  Brooklyn,  N.  Y. 

Black,  Alex.  L.,  E.  M., 

66  Caroodelet  Street,  New  Orleans,  La. 

Bli«,  ColliDB  Peohiu,  Ph.  B., 

60  Cedar  St.,  Boom  9,  New  York  City. 

Boehm,  Geo.  A.,  Ph.  B. 

33  W«t  89th  St.,  New  York  City. 

Holies,  Randolph,  Ph.  B., 

Englewood,  N.  J. 

Bolton,  Robert,  Ph.  B.,  H.  D 

ABnstantPtiyai<)ian,EHex  County  Insane  AayInm,8o.  OrADgeAv.,  Newark,  1 

Boamnge,  E.  B.,  Ph.  B., 

75  West  Forty-fifth  Street,  New  York  City. 

Brennan,  Andrew  Joseph,  C.  E., 

AddreflB  DUknown. 

Biidgham,  Samuel  Willord,  E.  M 

49  WMt  Twenty-third  Street,  New  York  City. 

BrinckerhoS,  George  Charles,  E.  M., 

Apartodo  183,  Matanzae,  Cnba. 

Bronson,  Edward  Stelle,  A.  B.,  A.  H.,  E.  M 

49  Garden  Place,  Brooklyn,  N.  Y. 

Brooks,  \V.  F.,  Ph.  B. 

335  West  Fitty-fitth  Street,  New  York  City. 

Bronn,  Alex,  M,,  E.  M 

245  Weat  54th  St.  New  York  City. 

Bmckmnri,  Frederick,  E.  M., 

U.  S.  Mint,  and  120  West  Third  Ave.,  Denver,  Colo. 

Buoklnghani,  Frederick  Endicott,  E.  M., 

Department  Pnhlic  Works,  Brooklyn,  N.  Y. 

Bnckland,  Will,  A,  Ph.  B., 

36  East  Twenty-saoond  Street,  New  York  City. 

Bnllman,  Chas.,  Ph.  B., 

606  3d  Place,  PUinfield,  N.  J. 

Barrill,  Percy  M.,  E.  M., 

Bartow-on-Sonnd,  N.  Y.,  and  5S  E.  49th  Street,  New  York  City. 

BarrongbB,  H.  S.,  E.  E., 

1416  Pacific  Street,  Brookyln,  N.  V. 
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Bud),  WiUikm  FalkDcr,  E.  M 

AddiCM  unknown. 
Cairiu,  Fred.  Irvan,  Met.  Eiif{<i  ...  .... 

SO  BuokiugluHii  Avemie,  Bridgeport,  Conu. 

Campbell.  Alonzo  Clareiwe,  £.  M., 

Mining  Engineer,  306  Rnnell  Street,  NoabviUe,  Tenn.    BpeoiftUj',  Milling 
and  CoDoentmtion. 

Canfield,  M.  C,  E.  E., 

18  Clinton  Street.  CIeT«hiid,  Ohio; 

Csrnej,  Edmrd  J.,  C.  E., 

67  W.  66  Street,  New  Ycnrk  City. 

Cnn^re,  Joseph  tbutwell,  0.  E., 

36  Park  PImw,  New  York  City,  and  New  Brightoa,  K.  Y. 

C^iMD,  Jneeph,  C.  E., 

31  West  Fiftj-Afth  Street,  New  York  aty. 

Cofy,  Geo.  B.,  Ph.  B 

1S4  DelAwnre  Avenue,  Bufblo,  N.  Y. 

Ctuipman,  A.  W.,  E.  E.,  A.  B 

160  Hicka  Street,  Brooklyn,  N.  Y. 

ChaUOn,  H.  G.  F.  J.,  E.  E. 

43  West  Ninetieth  Street,  New  York. 

Cbftzel,  P.  E. 

l.C. 


Patenon,  N.  J. 

CUrk,  Leroy,  Jr.,  E.  E., 

350  West  FIttieth  Street.  New  York  City. 

CUyton.  William  Robert,  Ph.  R 

ArtAitcot,  31  And  33  Bialto  Bnilding,  Chloago,  III. 

Collins,  C.  L.,  2d,  E.  E., 

323  Pallfiade  Avenue,  Yonkers,  N.  Y. 

aood,  Leo  George,  A.  B..  E.  H., 

316  Moamonth  Street,  Newport,  Ky. 

Colton,  Frederiok  Gny,  Ph.,  B., 

136  Monlogtie  Street,  Brooklyn,  N.  Y. 

Colt,  S.  B.,  Pb.  B. 

1197  Brood  Street,  Newark,  N.  J. 
Comstock,  Clande  Niohols,  C.  E.,       ..'...        . 
Address  nnknown. 

Congdon,  H.  W.,  Ph.  B., 

194  Clinton  Street,  Brooklyn,  N.  Y. 

CoDstMt,  Cbnles  Louie,  E.  M. ,  C.  E., 

32  Park  Street,  Jersey  City,  N.  J. 

Cornell,  George  B.,  E.  H.,  C.  E 

29  Broadway  and  46  West  48th  Street,  New  York  City. 

Cornwall,  George  Rooknell,  E.  M.,  C.  E., 

169  LeSerts  Place,  Brooklyn,  N.  Y. 

CourBCD,  George  Hampton,  E.  M.,  C.  E., 

Address  nnknown. 

Covell,  E.  C,  A.  B., 

Address  unknown. 
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Govell,  W.  S.,  Ph.  B 

42  Wot  Sizty-rixth  Street,  New  York  City. 

Coykendall,  Thomas  Cornell,  C.  E. 

Kondout,  N.  Y. 

Cozzens,  HarmoD,  E.  M., 

Addr«aB  anknonD. 

CraraptOD,  S.  R.,  E.  £ 

SS  Gates  Avenue,  Brooklju,  N.  Y. 

Criatr,  Ednard  Baxton,  Ph.  6., 

Albaqoerqae,  New  Mexico. 

Cromwell,  James  William,  Jr.,  Ph.  E., 

Arohitect,  S9  Breroort  PUcc,  Braaklyii,  N.  Y. 

Crowell,  Charles  B.,  Ph.  B 

Minneapolis,  Minn. 

Cartis,  Charles  Gordon,  C.  E 

President  Cartis  Electrical  Mfg.  Co.,  Whiten,  St.,  Jersey  City,  N.  J. 

CQrti»,  C.  C,  A.  B.,  A.  M 

Addren  nnknown. 

Darrach,  J.  31.  A.,  Ph.  B., 

Monistown,  N.  J. 

Davis,  William  Monroe,  E.  M., 

Syracnse  N.  Y, 

Del  CkIvo,  Franois,  C.  E., 

Address   nnknown. 

Dodsworth,  W.  A.,  Ph.  B., 

19  Beaver  Street,  New  York  City. 

Doolittle,  Charles  Horace,  £.  M., 

Address  nnknown. 

Dowie,  Horace,  A.  B,,  E.  E., 

363  Jeflereon  Ave.,  Brooklyn,  N.  Y, 

Downing,  Onien  Pinkerton,  Ph.  B., 

116  Buttery  Street,  San  Francisco,  Cal. 

Dann,  GanoSillick,  B.  S.,  E.  E 

Elect.  Eni^n^er,  Crocker- Wheeler  Electric  Co.,  Ampere,  Eaert;  Orange,  N. 

Darham,  Edtrard  B.,  E.  M 

Mt.  Kuko,  N.  Y. 
Eliot,  Walter  Greame,  E.  M.,  C.  E.,  Ph.  B,,  Ph.  D.,  .... 

"  L'niveraity  Slt^ine,"  10  South  St.,  and  Unlveisity  Clab,  N.  Y.  City. 

Ellis,  A.  Van  Horn,  C.  E, .        . 

Bartow-on-Soond,  N.  Y. 

Enianuel,  L.  V.,  C.  E., 

925  Park  Avenue,  New  York  aty. 

Emery,  H.  G.,  Ph.  B., 

Nyack,  N.  J. 

Esoobnr,  Francisco,  £.  M., 

842  Wilson  Avenue,  Cleveland,  Ohio. 

Pales,  William,  E.  8.,  E.  M.,  LL.  B 

Amoy,  China. 

Farmer,  A.  &,  C.  E., 

147  Sonth  Fifth  Street,  Brooklyn,  N.  Y'. 
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FellowB,  Willi»m  K.,  Ph.  B. 

7318  EKf;l«*toii  AreDDe,  Chicago,  111. 

Fenoer,  Clarence  Nonnsn.  E.  it., 

Fateraon,  N-  J. 

Fergoson,  George  Albert,  Ph.  B., 

138  Wilson  Street,  Brooklyn,  N.  Y. 

Fisher,  Lloyd  'Wipgand,  Ph.  B 

109  E.  Twen^-eighth  Street..  New  York  City. 

Fitob,  Charles  Lincolm,  E.  H., 

Addren  nnknowD. 

Fit«b,  Joeiah  Hnntingdoo,  E.  M., 

Address  anknowD. 

Eitzgemld,  Geoi^eE.,  E.  M 

El  Paso,  TexiB. 

Foroe,  D.  N.,  Jr.,  E.  E 

Montolair,  N.  J. 

Franoke,  Robert  Otto,  C.  E., 

W.  Pawbnrg,  Esq.,  Moscow,  Russia. 

Frankfield,  Emil,  C.  E., 

328  W.  Fiftj-siith  Street,  New  York  aty. 

Franklin,  L.  M.,  Jr.,  Ph.  B., 

Flashing,  L.  I.,  N.  Y. 

Frisbee,  H.  D.,  E.  E. 

Fulton  Street,  New  York  Ci)?. 

Fnentea,  Paul,  E.  M., 

321  Hodson  Street,  Hoboken,  N.  J. 

Fulton,  C.  H.,  E.  M., 

229  Fifth  Avenue,  Brooklyn,  N.  Y. 

Gage,  Samuel  Edson,  Ph.  B., 

Architect,  114  Fifth  Avenue,  New  York  City. 

Gardner,  Watte  Denning,  C.  E 

Board  of  Health,  New  York  Ci^. 

Garrison,  Edmond  Eoyt,  E.  M.,  C.  E., 

84  Highland  Street,  Yonkere,  N.  Y. 

Geer,  George  Jarvia,  Jr.,  E.  M., 

Merchant,  4.^3  Broome  Street,  New  York  Ci^. 

Qiddings,  Edward  Everett,  E.  M 

Merchant,  413  Soyat  Insurance  Bnilding,  Chicago,  III. 

Gill,  A.  W.,  C.  E.,    . 

Leonia,  N.  Y. 

Ooodridge,  J.  W.,  C.  E 

Brooklyn,  N.  Y. 

Goldsmitli,  Byron  Benjamin,  Pb.  B., 

19  East  SeTenty-fonrth  Street,  New  York  City. 

Goldsmith,  Goldwin,  Ph.  B., 

New  Roohelle,  N.  Y. 

Gould,  Edward   Ludlow,  C.  E., 

59  Hawthorne  ATenne,  Yonkers,  N.  Y. 

Gotthelf,  A.  H.,  Ph.  B., 

Hastings,  N.  Y. 
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Greene,  Witkioa  Updike,  Ph.  B 

104  ColnmbU  Heights,  BrooklyD,  N.  Y. 

Gregory,  L.  E.,  C,  E., 

406  Paaeaio  Aveone,  Kearaej,  N.  J. 
Griffin,  S.  P.,  Jr., 


119  Pvk  Aveniie  New  York  City. 

Griffitlia,  Vinoent  Colyer,  Pfa.  B., 

160  Herkimer  Street,  BrooklyD,  N.  V. 

Griggs,  Wilfred  Eliznr,  Ph.  B 

Artdiitect,  Waterbary,  Conn. 

Haaa,  Harry  Leopold,  Fb.  B 

Carrdre  and  Haas,  38  Park  Plaoe,  New  York  City. 

Haldy,  Geo.  F.,  E.  E., 

Cleveland,  Obio. 

Hamilton,  Sohayler,  Jr.,  A.  B.,  A.  M.,  E.  H 

Cioton-on-HndMn,  Westoheeter  Co.,  N.  Y.,  Architect  and  Brick  M'Ci 
Hanson,  R.  C,  C.  E., 


79  Manhattan  Avenue,  New  York  City. 

Harker,  Charles  Sumner,  E.  M 

26  Montgomery  Btreet,  San  Framnaco,  CaL 

Banner,  Thomas  Haya,  A.  B.,  A.  M.,  E.  M., 

113  East  Twenty-aeventb  Street,  New  York  City. 

Harrison,  Newton,  E.  E 

Electrical  Engineer,  136  Liberty  Street,  New  York  City. 

Hart,  Bnrnbam,  C.  E. 

Ramsay,  N.  J. 

Hart,  Charles  Henry,  C.E., 

199  Lennox  Avenne,  New  York  City. 

Hase^wa,  YotliiBoeake,  E.  M.,  Ph.  D., 

Mitsa  Bishi  Sha,  No.  11,  Awajiobo,  Nichoroe  Kondo,  Tokio,  Japan. 

Hawkes,  Emil  MoDongal,  A.  B.,  E.  M. 

267  Firth  Avenue,  New  York  City. 

Hawks,  H.  D.,  E.  E. 

40  Wort  Fifty-fifth  Street,  New  York  City. 

Hay,  Arthnr,  E.  M., 

B21  Sontb  Second  Street,  SpringSeld,  lit. 

Heinze,  Frederick  Angnstns,  E.  M 

General  Manager,  Montana  Ore  Purchasing  Co.,  Butte,  Hontaua. 

Heaselhach,  Chas.  V.,  C.  E., 

93  Lexington  Avenue,  New  York  City. 

Hemmer,  Frederick  Adolph,  Ph.  B., 

Box  6,  Edgewater,  N.  J. 

Herz,  Henry,  Pb.  B., 

176  Newark  Avenue,  Jersey  City,  N.  J. 

Heye,  Geo.  G.,  E.  E., 

11  E.  4Bth  Street,  New  York  City. 

Hooper,  Louis  Hoeber,  C.  E., 

Rutherford,  N.  J. 

Holbrook,  F.  M.,  E.  E., 

Columbia  Univereity,  New  York. 
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Holter,  Nonu*D  Benwrd,  E.  M., 

A.  H.  Holter  H»rdwar«  Co.,  Helena,  Hoot. 

Born,  Jarne*  Tbanton,  A.  B.,  C.  E., 

Naval  Arobiteet,  and  13  £.  F1ttj>-lhird  Street,  New  York  City. 

Homboetel,  Henry  Frederick,  [%.  B., 

39  Second  Place,  Brooklyn,  M.  Y. 

Hoyt,  John  Sbermaii,  C.  E., 

S34  Filth  Avenue,  New  York  City. 

Hoyt,  H.,  C.  E., 

Katonah.  N.  Y. 

Hoyt,  W.  L.,  C.  E. 

G-lobe  Smeltiog  and  Kefining  Co.,  Denver,  Colo. 

Hndton,  Edward  Henry,  C.  E., 

Addreaa  nnknown. 

Hamphreys,  J.  B.,  E.  E., 

S3  EMt  47tta  Stre^  New  York  (Sty. 

HuDtting,  Henry  Ogden,  Ph.  B. 

ArtiilMot,  454  Ceaaaon  Avenne,  Brooklyn,  N.  Y. 

Hyatt,  Chaa.  Edw.,  E.  E., 

Newark,  N.  J. 

Ihtoeng,  JI.  C,  C.  E.,  Ph.D. 

State  College,  Pa. 

Ivea,  Arthur  Stanley,  C.  E ,  E.  E., 

33  Sidney  Place,  Brooklyn,  N-  V. 

JaokaoD,  Charles  Edward,  C.  E., 

15  Corttsndt  Street,  New  York  aty. 

JacobiS  H.  H.,  Ph.  B., 

197  E.  Seventy-eighth  Street,  New  York  City. 

Jarman,  X»  H.,  C.  E., 

112  Leflerta  Place,  Brooklyn,  N.  Y. 

Jarmatowskj,  Meyer,  Pb.  B., 

27  JeSeiaon  Street,  New  York  City. 

Joffe,  Meyer,  C.  E 

Verona,  N.  J. 

Jenney,  Walter  Proctor,  E.  M.,  Pb.  D., 

Rapid  aty,  Sonth  Dakota. 

Jones,  Tboniu  Jefferson,  Met.  Eng., 

Pulaski  City,  V». 
Joidac,  Joee  Nabor  Pacheoo,  C.  E.,  E.  H.,  Ph.  B.,    . 
Addreaa  unknown. 

Jndd,  CharleeBreok,  E.  M., 

Westinghouse  BnlldinK,  Pitbbnrg,  Pa. 

Karr,  C.  P.,  Ph.  B., 

1  Union  Square,  West,  New  York  City. 

Kanfmann,  Edwin,  Pb.  B., 

49  East  6eth  Street,  New  York  City. 

Keeler,  Frederick  Sterling,  Ph.  B., 

530  BoDOh  Avenue,  Buffalo,  N.  Y. 

Kilian,  Wni.  G.,  Ph.  B 

3:".2  West  33d  Street,  New  York  City. 
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King,  CUrlea,  Ph.  B., 

Bailrood  oontraotor,  King  &  Diokinwn,  Taooma,  Wub. 

KiBMm,  H.  8.,  Ph.  B., 

36  Wall  Street,  New  York  aty. 

Kletcbka,  John  Joseph,  A.  B.,  C.  E., 

247  Willis  Avenne,  New  York  City. 

Kuapp,  John  Angnstoa,  A.  B.,  A.  M.,  E.  M 

Chicago  and  Aarora  Smelting  Co,,  Chicago,  Til. 

Rnoz,  Charles  £.,£.£., 

Jas.  W.  Queen  &  Co.,  Philadelphia,  Pa. 

Koob,  Biobard,  E.  E. 

47  East  78th  Street,  New  York  City. 

Kohn,  Bobeit  David,  Ph.  B., 

4  Rae  Honors  Chevalier,  Paris,  Prance. 

KoTD,  Louis,  Ph.  B., 

261  Broadway,  New  York  City. 

Ledoaz,  AngnBtnB  Damon,  Ph.  B. 

P.  O.  Box  426,  Richmond,  Va. 

Lee,  Henry  Charles,  C.  E 

1S7  East  Twenty -first  Street,  New  York  City. 

Lichtenstein,  Edward  Gervaise,  Ph.  B., 

14  West  Seven ty-fouth  Street,  New  York  City, 

Lindaley,  Stewart,  E.   M., 

Orange,  N.  J. 

Livingston,  Ooodhue,  Ph.  6., 

George  B.  Post,  Centnry  Building,  New  York  City. 

Loi.1,  Nathaiel  Wright,  E.  M., 

Professor  Mining  and  Metallnrgy,  Ohio  State  University,  ColnmbdS,  0, 

Lowndes,  William  Shepherd,  Ph.  B 

42  Sherman  Place,  Jersey  City,  N.  J. 

McCIeltaod,  J.  B..  Ph.  B 

2  West  Forty-seventh  Street,  New  York  City. 

McColloh,  E.  A.,  Ph.  R, 

Glenooe,  Md.,' 

McDowell,  Frederick  H.,  E.  M., 

Address  nn known. 

Hcllvain,  Alexis  Reed,   Ph.  B., 

Architect,  4B  Exchange  Place,  New  York  City. 

MeKee,  H.  S.,  E.  M., 

Los  Angeles  Terminal  Railway  Company,  Los  Angeles,  Cal. 

ftloRilay,  James  Bnell,  E,  M,, 

108  W.  ^venty-ninth  Street,  New  York  City. 

McKleroy,  William  Henry,  Met  Eog. 

Caahier  Anniaton  National  Bank,  Anniston,  Ala. 

McLean,  J.  M.,  E.  E. 

204  West  Thirty-sixth  Street,  New  York  City. 

McNeil,  Charles  R.,  Ph.  B., 

Litchfield,  Conn. 

MaoGahan,  Panl,  E.  E., 

523  Kelly's  Avenne,  Wilkinsbnrg,  Pa. 
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HBoGregor,  Dnuld,  Ph.  E 

IDS  Madison  Avenue,  New  York  caty. 

MwsMxillen,  C.  W.,  E.  E., 

62  West  leiat  Street,  New  Tork  atj. 

Haben,  J.  C,  Jr.,  E.  E., 

S79  LeiingtoD  Avenne,  New  York  Cit?. 

Maoy,  V.  E.,  Ph.  B., 

16  West  Fit^-third  Street,  New  Tock  at?. 

Madden,  J.  H.,  C.  E., 

30e  West  Tfairtieth  Street,  New  York  aty . 

MagalhMfl,  G.  W.,E.  E., 

PU^bnah,  New  Ywk. 

Maghee,  JohD  Holme,  A.  B.,  A.  M.,  C.  E 

Cayuga  Lake  loe  Line,  Hooh«ater,  New  York,  and  29  Eaat  Thirty- 
acoond  Street,  New  York  City. 

Mahl,  J.  Hioniaa,C.  E., 

O.  H.  and  S.  A.  B.  B.  Co.,  Hooston,  Texas. 

Manheinu,  L.  R.,  E.  E 

161  Eaat  SeTenty-niDtb  Street,  New  York  aty. 

Mann,  C.  R,  A.  B.,  A.  M., 

Addreaa  nnkDown. 

Mann,  Horace  Borohsenitu,  Pb.  B., 

Orange,  N.  J. 

Mapee,  Chuica  Halstnid,  Ph.  B., 

60  West  Fortieth  Street,  New  York  City. 

Matthews,  Charles  Thompeon,  Ph.  B., 

Architect,  Elm  Park,  Norwatk,  Conn. 

Matthew,  W.  D.,  Ph.  B., 

St.  John,  M.  B.,  Canada. 

Mateai,  Nawokiobi,  Ph.  B.,  Ph.  D., 

Agrioultaral  College,  Konaha,  Tokio,  Japan. 

MattisoD,  Joseph  Godtc^,  Ph.  B., 

Seal  Estate  and  lonuBDOe  Broker,  20  W.  Foarteenth  Street,  New  Y^k  Ci 

Meikleham,  Thomas  Mann  Bandolph,  C.  C, 

Columbia  Electrical  Snppty  Co.,  339  Fonrtli  Ave.,  New  Tork  City. 

Merwin,  H.  J,,  E,  M., 

Uiddleshorongh,  Kj. 

Mesa,  Antonio  Eateban,  C.  E., 

Address  anknowa. 

Mears,  George  K.,  E.  E., : 

Elizabeth,  N.  J. 

Melzger,  Arthur,  Ph.  B,, 

43  East  72d  Street,  New  York  City. 

Moelier,  Radolph,  Ph.  B., 

336  West  Twenty-ninth  Street,  New  York  City. 

Monell,  Ambrose,  Jr.,  E.  E. 

43  Latsyette  Place,  New  York  City. 

Montgomery,  H.  P.  A.,  Ph.  B 

1189  Madison  Avenne,  New  York  City. 

Uor^D,  J.  L.,  Ph.  B., 

47  FnltoD  Street,  New  York  City. 
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tlorenood,  George  Barrow,  E.  M.,  Ph.  D.,        .        .        .        . 

156  West  SevenV-Bixtb  Street,  New  York  City. 

Morewood,  Henry  FranoiB,  E.  M.,  Ph.  D.,  .... 

Imports,  Box  3068,  New  York  City. 
MorriB,  B.  W.,  Jr.,  Ph.  B., 


33  WMt  Forty-wooncl  Street,  New  York  City. 

Hone,  Geo.  T.,  Ph.  B., 

613  Carleton  Avenne,  Brooklyn.  N.  Y. 

Htuioz  del  Monte,  A.  C,  C.  E.,  Ph.  D., 

3S8  Chestnnt  Street,  Philadelphia,  Pa. 

Monroe,  U.,  E.  E., 

AddroB  nnkaown. 

Honay,  George,  E.  M., 

335  Weat  Twenty-third  Street,  New  York  aty. 

MoTOfaison,  K,  M.,  Jr.,  Ph.  B., 

49  Weat  FKty-Mventh  Street,  New  York  City. 

Narobn,  Kiugo,  E.  M., 

Nagasaki,  Japan. 

Nettre,  L.  S.,  E.  M., 

86  Coventry  Street  W.,  London,  England. 

Necnranlmer,  Edwnrd,  Ph.  B., 

lOe  East  70th  Street,  New  York  aty. 

Newfe>n,^T.  M.,  Ph.  B., 

40  West  Seventy-flfth  Street,  New  York  aty. 

Nqrmann,  Percey,  Ph.  B.,  Ph.  D., 

ChemiBtaDdAaristant  Snperintendent,  36  Michigan  Street,  Cleveland,  O. 

Nioholaa,  Harry  Panuelee,  E.  M., 

Hotel  St.  George,  49  East  TweUtb  Street,  New  York  aty. 

Noble,  Charles  MUton,  E.  M 

Manager  Rnttan  M[g.  Co. ,  Anniston,  Ala. 

O'BeardoD,  L,  C.  £ 

22g  East  Eighteenth  Street,  New  York  aty. 
Oakee,  J.  C,  B.  8.,  Ph.  B 


433  West  Twenty-first  Street,  New  York  aty. 

OscisnBki,  Isaac  Henry,  C.  E., 

Addreae  nnknown. 

Owens,  Bobeit  Bowie,  E.  E., 

Proteasor  Elect  Engineering,  UniverHity  o(  Nehiaaka,  Linooln,  Neb. 

Oxnard,  James  Gnerrero,  Ph.  B., 

Norfolk,  Neb. 

Painter,  Robert  E.,  E.  M 

New  York  and  Hondnraa  Boaario  Mining  Co.,  SaD  Joarisita,  Rep,  dn  Uon- 
dnraa,  Central  America. 

Palmer,  Cortlandt  Edward,  E.  M., 

Colorado  Springs,  Colo. 

Palmer,  Geoige  A.,  C.  E 

923  Fifth  Avenne,  New  York  City. 

Fannly,  Cbarla  Howard,  B.  8.,  E.  E 

344  West  Twen^-ninUi  Street,  New  York  City. 

Parsona,  B.  A.,  C.  E 

Sonth  Norwalk,  Conn. 
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Parson*,  Ge<yrji;e  H.,  E.  M., 


Colorado  Spiingp,  Colo. 

Puoe,  VinccDt  Felix,  E.  M., 

Addrra  nsknonn. 

Pearcc,  K.,  Pb.  D 

Address  Dukuown. 

Pederwin,  F.  M.,  B.  S.,  E.  E., 

327  Wat  Thittj-fonrth  Strett,  New  York  Citv. 
Pelton,  H.  C,  Ph.  B. 

So.  1  MsDsion  Ave.,  New  York  Citv. 

Pemofl,  Joel,  C.  E., 

244  East  Bfoodnay,  New  York  City. 

Perkina,  SeyiuonT,  C.  E., 

43  W«t  Fotty-siith  Street,  New  York  City. 

Perry,  Nelson  W.,    E.   M 

Editorial  Staff  "Electrical  World,"  New  York  City. 

Perry,  Charles  L.,   K  E., 

14  tfampden  Street,  New  York  City. 

PQfiter,  Philip  Charles,  E.  M. 

Address  nuknowB. 

Pierce,  Harry  Nelson,  E.  M., 

Address  Dnknown. 

Piatt,  Charles  Slason,  E.  M., 

Assayer,  21  and  31  Gold  Street,  New  York  City. 

Pomeroy,  W.  A.,  E.  M., 

Oswego,  Oregon. 

Pope,  J.  R.,  Pb.  B., 

Ill  E.  Twenty-flfth  Street,  New  York  City. 

Portnondo,  Jose,  C.  E., 

San  Basilio,  Alia  28,  Santiaao,  Cuba. 

Poet,  A.  Van  Zo,  C  E 

45  Wall  Street,  New  York  City. 

Post,  R.  B.,  Ph.  B., 

Elizabeth,  N.  J. 

Poet,  William  Stone,  Pb.  a, 

Bernardsville,  N.  J. 

Powers,  Cornelias  Van  Vorst,  Ph.  B., 

AewBtant  Engineer  Aqnednct,  Eatonah,  N.  Y. 

Primelles,  Jom  Alejandro,  C.  E., 

Mercedes  23,  Pnerto  Priuoipe,  Cuba. 

Prince,  A.  D.,  C.  E., 

30  W.  Forty-seventh  Street,  New  York  City. 

Proctor,  Wiiliam  Roas,  E.  M. 

43  and  4S  Sixth  Avenne,  Pittsborg,  Pa. 

Prosser,  H.  A.,  M.  E.  E.  E., 

406  Stnyvesant  Avenne,  Brooklyn,  N.  Y.' 

Provot,  F.  A.,  C.  E., 

Jerome,  Arizona, 

Provot,  George,  Ph.  B., 

Architect,  24  Highland  Temce,  Onnge,  N.  J. 
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Radford,  William  Helsbam,  E.  H 

LydeabnTgh  Gold  Mining  Co.,  Limited,  UanobesMr,  Eng. 

Ralph,  H.  P.,C.  E., 

2305  Monroe  ATCnne,  New  York  City. 

Randolph,  Edmand,  Ph.  B., 

E.  &  C.  Randolph,  7  Naaeaa  St.,  New  Tork  City  ;  also  Eniokerbooker 

Rappold,  G.  W.,  Pb.  B 

750  Flushing  Avenue,  Brooklyn,  N.  Y. 

R«7mer,  George  Sharp,  A.  B.,  E.  M., 

Mine  Snperintendent,  Idaho  Springs,  Colorado,  and  63  Sei'enth  Avenne. 
Brooklyn,  N.  Y. 

Raymond,  Alfred,  Ph.  B. 

123  Henry  Street,  Brooklyn,  N,  Y. 

Raymond,  Wm.  0,  Ph.  B., 

31  East  Eighty-second  Street,  New  York  City. 

Reed,  William  Bell  Stephen,  E.  M., 

Helena,  Mont. 
Kees,  B.  F.,  E.  M., 


Chattanooga,  Tenn. 

Reese,    WUtiam   W.,   A.   B.,   E.   E., 

New  Hamburg,  N.  Y. 

Regan,  George  W.,  E.  E., 

352  Degraw  Street,  Brooklyn,  N.  Y. 

Rennara,  John  C,  E.  E., 

303  Weat  Seventy-third  Street,  New  York  Cit?' 

Reynolds,  M.,  A.  B-,  Pb.  B., 

96  Colnmbia  Street,  Albany,  N.  Y. 

Riederer,  E.  J.,  Pb.  B., 

146  West  Ninety-tonrtb  Street,  New  York  City. 

Richmond,  William  Tbomae,  Pb.  B., 

68  Tbomae  Street,  New  York  City. 
Riedel.  A.  E.,  M.  E., 


146  Delauoey  Street,  New  York  City. 

Riggs,  Geo.  Washington,  Ph.  B., 

Sommit,  N.  J. 

RittenboQse,  CharleeT.,  E,  E., 

247  W.  ISeStwet,  New  York  City.  " 

Roberts,  Arthnr  Carr,  E.  M., 

Address  onknown. 

Roberta,  Grade  Sayre,  £.  M.,  C.  E 

Sewer  Bnrean,  Dept.  City  Works,  Brooklyn,  N.  Y. 

Robertson,  Kenneth,  E.H. 

Geneial  Manager  Weet  Saperior  Iron  and  Steel  Co. ,  W.  Superior,  Wis. 

Robertson,  Biofaard  Spotswood,  Jr.,  E.  M 

Jackson,  Minn. 

Robinmn,  F.  G.,  E.  E., 

Superintendent  Amsterdam  Street  Railway,  AmsUrdam,  N.  Y. 

Robinson,  Kenry  Alvord,  Pb.  B., 

Lawyer,  130  Broadway,  New  York  City. 

Roger*,  Charles  Lonia,  E.  M.,  C.  E., 

823  Bioad  Street,  Chattanooga,  Tenn. 
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Rood,  E.  0.,  Ph.  B. 

Cm*  Prof.  O.  N.  Hood,  Cttlwrnbto  Univenlty,  New  Yori  City 

Row,  WillUm  Coleman,  C.  £.,  E.  M., 

Addrcfli  nnknown. 

Rnlherfard,  L«wl<  Hopkins,  E.  M 

FmnliliD,  Fa. 

Sanden,  Wilbur  Edgerton,  E.  H. 

MineSapt,,  Ewiiig  and  Seventh  Avenne,  Helena,  Mont 

Savage,  Seward  Merrill,  C.E 

Sam  Padflo  Street,  Brooklyn,  N.  Y. 

Sawyer,  Charles  Pike,  Ph.  B., 

Bprntiog  Editor  Eeettiits  JW,  New  York  01^. 

Sayers,  J.  H.,  C.  E., 

466  ClanoD  Avenne,  Brooklyn,  N.  Y. 

Sohleoht,  W.  W.,  C.  E. 

446  East  S7th  Street,  New  York  City. 

Sergeant,  E.  H.,  E.  E., 

Snminit,  N.  J. 

Shack,  Albert  P.,  E.  M., 

Addms  nnknown. 

Berber,  David  C.,C.E., 

271  Eaat  Broadway,  New  York  City. 

Shire,  Edwd.  1.,  Ph.  B., 

109  East  61tt  Street,  New  York  aty. 

Shope,  Henry  Brengle,  Ph.  B., 

19  WMt  Thirty  sMond  Street,  New  fork  City. 

Skidmore,  Sunnel  Tredwell,  A.  B.,  Ph.  B., 

TX  West  Fiftjetb  Street,  New  York  CUy. 

Bliohter,  W.  I.,  E.E., 

137  W.  seth  Street,  New  York  City. 
Sloane,  Thomas  O'Connor,  A.  B.,  A.  M.,  £.  H.,  Ph.  D.,  . 
Sooth  Orange,  N.  J. 

Small,  Fnuklfu  Manrioe,  Ph.  B 

Aiobiteot,  199  Beoond  Avenne,  New  York  City. 

SmcBtoD,  William  Heniy,  C.  £.,  E.  H., 

16  Hoiatio  Street,  New  York  aiy. 

Smedbfrg,  Henry  Ashton,  A.  B.,  C.  E 

347  Filth  Avenne,  New  York  City. 

Smith,  H.  A.,  Ph.  B., 

460  West  Forty-fonrth  Street,  New  York  City. 

Smith,  Maxwell,  C.  £., 

Adon  Smith,  8  Bridge  Street,  New  York  Ci(y. 

Smith,  O.  B.,  Jr.,  Ph.  B., 

Horriatown,  N.  J. 

Bmyth,  Roland  Mii1vill,E.  H.,  C.  E., 

452  ProJnoe  exohange,  New  York  City.     1879  to  date,  banker  and  broker. 

Speyera,  Clorenoe  Livingston,  Ph.  B., 

Awociate  Profeaaor  Chemistry,  Rutgers  College,  New  Bmnswiok,  N.  J. 

Stallnecbt,  Frederick,  E.  H., 

Editor,  IX  Bond  Street,  New  York  City. 
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sunder,  Isaac,  C.  E.,         ...        - 

315  Eaat  Seventy-wventh  Stieet,  New  York  City. 
Stair,  Henry  Fowler,  Pb.  B.,     ....'...        . 
91  Ht.  Pleannt  Avenue,  Newark,  N.  J. 

Steers,  James  Rich,  Ph.  B 

10  Eart  Thirty-elgiith  SHeet,  New  Yotk  City. 

Stem,  Henry,  Ph.  B., 

230  East  e9th  Street,  New  York  aty. 

Sttiiwm,  J.  L.,  Ph.  B 

31  West  Nine^-firili  Street,  New  T<ak  City. 

Sterens,  Alexander,  C.  E., 

No.  1  Newark  Street,  Hoboken,  N.  J. 

Btewwt,  Hnnter,  E.  M., 

Addrew  nndnown. 

SL  John,  Tbomaa  Uatthew,  Met.  Eng., 

New  York  aty. 

Stoogfaton,  Artbnr  Alexander,  Ph.  B., 

1685  Waafalngton  Avenae,  New  York  City. 

Stonghton,  Charles  William,  C.  E., 

1665  Waehington  Avenne,  New  York  City. 

Stoat,  J.  8.,  Jr.,  A.  B.,  E.  E., 

35  Etet  SLz^-Bevenlli  Street,  New  York  aty. 

Stmtton,  Alei.,  E.  E  , 

2013  Fifth  Avenne,  New  York  aty. 

Strieby,  William,  A.  H.,  E.  U., 

ProteCBor  of  Metallnrgy  and  Aneying,  Colorado  CoUi^,  Colorado  Spaings, 

Stront,  William  Allen,  Ph.  B., 

366  Carlton  Avenne,  Brooklyn,  N.  Y. 

Saydam,  John  Biobard,  Jr.,  £.  H., 

14  East  Forty-first  Street,  New  York  City. 

Tadian,  Wn.  G.,  Ph.  B., 

Loniaville,  Ey. 

Taylor,  A.  S.  G.,  Ph.  B., 

205  West  Fitty-seventb  Street,  New  York  Citr- 

Tennille,  George  F,  Ph.  E 

Centna  lArd  Company,  519  West  Thirty-third  Street,  New  York  aty. 

Thomaa,  FiHDzCbarleB,  Ph.  B., 

Address  unknown. 

Thompson,  Hilton  Strong,  Ph.  B 

Chemiat,  Newbaryport,  Uaas. 

Thompeon,  a  C,  A.  B,  E.  M., 

Gnus  Valley,  Nevada  Co.,  (M. 

Thome,  William  Lincoln,  Pb.  B., 

63  High  Street,  Yonkers,  N.  Y. 

Tibbata,  E.  G.,  C.  E., 

14B  Hilton  Street,  Brooklyn,  N.  Y. 

Tilghman,  H.  A.,  E.  M 

Sansleto,  Cal. 

Tocb,  Max  B.,  Ph.  B., 

34  West  Ninety-seoDDd  Street,  New  York  City. 
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Tompkins,  J.  A.,  Ph.  1 


Addren  nnkDowo. 

Totten,  George  Oakley,  Jr.,  Ph.  B.  (1892) 

62  North  Eleventh  Street,  Newark,  N.  J. 

ToQce;,  Donald  Bntler,  LL.  B.,  E.  M., 

743  MadisoQ  Avenue,  New  York  Cit;. 

Towart,  Jamei,  C.E., 

Box  29G,  Peekakill,  N.  Y. 
Trowbridge,  Samuel  Bceck  Parkman,  A.  B.,  Ph.  B.,         .         .         . 
Architect,  7  East  Forty-sixth  Street,  New  York  City. 

Tabby,  J.  T.,  Jr.,  Pb.  B. 

67  Willow  Street,  Brooklyn,  N.  Y. 

Tncker,  Allen,  Pb.  B., 

80  Wasbington  .Square  E.,  New  Yrok  City. 

Taoker,  John  Henry,  Pb.  B.,  Ph.  D., 

Globe  Smeltiag  and  Refining  Company,  Denver,  Colo. 

Tnttle,  W.,  Ph.  B 

520  Snmmer  Avenne,  Newark,  N.  J, 

Tnttle,  William  W.,  E.  M., 

Springfield,  Mo. 

L-hlig,  William  C,  Pb.  B., 

329  East  TwelCtb  Street,  New  York  City. 

Van  Benthnyseo,  Boyd,  Ph.  B., 

Albany,  N.  V. 

Van  Boakerck,  Robert  Ward,  E.  M., 

Artist,  58  West  Fifty-neventh  Street,  New  YOTk  City. 

Van  Brant,  Arthni  Hoffman,  Ph.  B., 

Architect,  54  Wall  Street,  New  York  aty. 

Van  Ingen,  Dudley  Artbor,    Ph.  B., 

135  Henry  Street,  Brooklyn,  N.  Y. 

Van  Lennep,  David,  E.  M., 

Anbnrn,  Placer  Coonty,  Cal,     Emit  ranch. 

Van  Gelder,  A.  P„  Ph.  B., 

Calakill,  N.  Y 

VanVlech,  Joseph,  Jr.,  Pb.  B 

Alontclaire,  N.  J. 

Vaoderbllt,  W.  D.,  C.  E. 

44  Monroe  Place,  Brooklyn,  H,  Y. 

Vatable,  J.  J.,  Pb.  B., 

89  Water  Street,  New  York  City. 

Wainwright,  Richard  Tighe,  C.  E., 

Rye,  N.  Y. 

Waidenbeiger,  C.  A.,  Ph.  B., 

155  East  37tb  Street,  New  York  City, 

Wallace,  William  J.,  Ph.  B 

Whiteatone,  N.  Y. 

Wallbridge,  Frederick  Kidder,  E.  M., 

37  Ninth  Avenue,  Brooklyn,  N.  Y. 

Walker,  Joseph,  Jr.,  C.  E., 

112  East  Thirty-seventh  Street,  New  York  City. 
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W«ni«r,  Albert  George,  Pb.  D 1883, 

EreiBherville,  Staten  Island,  N.  Y. 

Ward,  Kortert  Reillieax,  E.  M., 1882. 

Jlorgan  Furn.  Co.,  1180  Bioadnaj,  New  York  City. 

Ware,  F.  B.,  Pb.  B., 1894. 

1385  Madison  Avenue.  New  York  City. 

Warren,  Charlffl  Peck,  Ph.  B.,  A.  M.  (1892), 1899. 

38a  Clifton  Place,  Brooklyn,  N.  Y. 

Warren  Lloyd,  Ph.  B., 1891. 

520  Fifth  ATCnne,  New  York  City. 

Waterbnry,  CorneliuB  Heed,  C.  L.,  C.  E.,  LL.  B 1877. 

Lawyer,  45  Broadway,  New  York  City. 

Wafers,  George  Saflord,  Pb.  B., ■        .     1889. 

Architect,  Andrews,  Waters  &  Sharwin,  42  W.  Forty-third  St.,  N.  Y.  CTty. 

Webb,  Henry  Walter,  E.  M.,  LL.  B 1873. 

Third  Vice-Preadent,  N.  Y,  C.  &  H.  K.  E.  R.,  and  15  West  Forty-seventh 
Street,  New  York  City. 

Wells,  D.  C.  E.  E.,  A.  B 1896. 

109  Willow  Street,  Brooklyn,  N.  Y. 

WeJs,  PanlO.,  E.  M.,  B.  S., 1687. 

Boston  &  Montana  Co.,  Great  Falls,  Mont. 

Welsh,  Howard  Farrington,  E.  M-, 1890. 

Mingo  Moantain  Coal  and  Coke  Co.,  Hartrantt,  Tenn. 

Werner,  Heniy  Clay,  Ph.  B. 189*2. 

120  East  Sixty-fifth  St.,  New  York  City. 

Wetniore,  Edwin  Atwater,  E.  M 1875. 

Iron  Merchant,  Marqnette,  Mich. 

Wheatley,  Joseph  Yendes,C.  E., 1886. 

Cold  Spring,  N.  Y. 

White,  Lazams,  C.  E 1897. 

14  East  laoth  Street,  New  York  aty. 

VSliitman,  Edmnnd  Fineo,  E.  M., 1885. 

Hillside  Aveane,  Englewood,  N.  J. 

Williams,  Frederick  Harrison,  E,  M 1874. 

Rivenide  Iron  Works,  and  34  Virginia  Street,  Wheeling,  W.  Va. 

Wilson,  Garence  Edgar,  Ph.  B., 1886. 

Address  unknown. 

Windeoker,  Clifton  Nicholas,  C.  E 189Q. 

33  Sidney  Place,  Brooklyn,  N.  Y. 

Witherel,  Chaa.  S.,  Met  E., 1896. 

Greenwich,  Conn. 

Wood,  George  E.,  E.  M.,  Ph.  B 1684. 

Architect,.  63  William  Street,  New  York  City. 

Woodrafl,  George  W.  L.,  Ph.  B.,  E.  E., 1896. 

27  East  Twenty-second  Street,  New  York  City. 

Wright,  Albert  Allen,  A.  M.,  Ph.  B., 1875. 

Professor  oE  Geology  and  Natural  History,  Ob«rlin  College,  Oberlin,  Ohio. 
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Alabama. — ToKoioota,  S.  Friedman. 

Arl20na.~CimirreM,  W.  F.  Staunton  ;  Sarqua  Etda,  R.  M.  Raymcnd : 
Pearee,  G.  F.  Reckhart. 

California.— Bodi'e,  R.  G.  Brown ;  Grata  Valley,  Q.  F.  Shernmn  :  Lo» 
Angela,  W.  F.  Brugmau  ;  Hapa  City,  E.  Goodwin  ;  PaU>  AUo,,  L.  K. 
Lenox  ;  San  FraiteiKo,  L.  C.  Easton,  L.  B.  Knox,  D.  E.  Mellis.  R. 
A.  Parker,  E.  C.  Van  Blarcolm,  E.  A.  Wiltaee ;  Selby,  E.  N.  Engel- 
hardt ;  Slockion,  E.  F.  Haas. 

Colorado.— v(«p«n,  C.  W.  Miller  ;  Colorado  Springs,  W,  E.  Newbcrrj- : 
Cretted  Butle,  Frederick  Bayle* ;  Cripple  Creek,  F.  C.  Hamilton  ;  Den- 
ver, H.  v.  F.  Furman,  M.  W.  lies,  C.  P.  Lacombe,  B.  B.  Lawrence, 
G.  A.  Schroter,  T.  B.  Stearns,  E.  N.  Van  Cortlandt,  T.  F.  X.  Wane- 
nen  ;  Durango,  E.  J,  H,  Amy;  Qlenwood  Springs,  W.  B.  Devereux  ; 
LeadvUle,  Geo.  B.  Lee,  E,  H,  Ueaseter ;  Pveblo,  A.  8.  Dwight,  K.  E. 
Eilere,  M.  B.  Holt ;  Rico,  L.  H.  Bamet ;  Slate  College,  M.  C.  Ihlseng  ; 
Ttlluride,  T.  F.  Van  Wagenen. 

Connecticut.— Co/ftnm/ji!,  W.  Hill. 

Delaware.- TFiVmfnptoft,  H.  G.  Haskell. 

District  of  Co\amh\i.~W<ishinglon,  E.  C.  Barnard,  J.  S.  Kox,  Jr.,  E. 
M.  Douglas,  A.  W.  Dow,  W.  T.  Griswold,  H.  Hollerith,  F.  W. 
Tower,  W.  H.  Weed,  B.  Willis,  H.  M.  Wilson. 

Florida.— f«y  Weet,  C.  E.  Rogers. 

Oeorgla.- Savannah,  D.  B.  Falk. 

Illinois,— Aurora,  F.  H,  Jobbins  ;  Carthage,  J.  C.  Ferris ;  Chicago,  E.  G. 
Barratt,  S.  S.  Fowler,  H.  L.  Hollis,  8.  B.  Peck,  F.  B.  F.  Rhodw, 
G.  S.  lUce,  W.  H.  Van  Arsdale,  Wm.  Van  B.  Van  Dyck,  L.  Warn- 
pold  ;  Joliet,  C.  L.  Miiler. 

Idaho.— Jtfiwcow,  E.  Goodwin  ;  Kooky  Bar,  E.  C.  Koch. 
-  Indiana. — Indianapolis,  B.  J.  T.  Jeup  ;  Muneie,  J.  R.  Marsh. 

Indian  Territory.— Aarf«Aorn,  K.  Ludlow. 

Iowa. — Davenport,  F.  V.  Bemis,  E.  Oudeman. 

Kansas. — Argentine,  H.  Garlichs  ;  Fort  Leavenworth,  B.  H.  Dutelier. 

Louisiana. — Niw  Orleans,  A.  L.  Black,  G.  8.  Eastwick,  E.  P.  Eastwick. 

Maryland. — Baltimore,  H.  A.  Prosser,  A.  L.  Walker ;  Qlencoe,  E.  A. 
McCttUoh ;  Sageretoua,  F.  M.  Thomas. 

iMassachusetts. — Boston,  Francis  Blossom,  I,  N,  Evans,  C.  E.  Harte, 
A.  J.  Malukoff;  Cambridge,  J.  A.  Noyes ;  New  Bedford,  N,  Hatha- 
way, W.  P.  Williams ;  Springfield,  L,  J.  Powers. 

MichlZM.— Houghton,  R.  M.  Edwards,  F.  McM.  Stanton  ;  Vulean,  W. 
Kelley. 

Minnesota. — Miimeapolia,  W.  R.  Ajudeby,  F.  W.  Denton,  L,  Whilingl 
Soudan,  C.  B.  Crowell. 
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Missouri. — Carthage,  A.  O.  Ihlseng ;  De  Soto,  O.  U.  Uunroe ;  Poplar 
Bluff,  E.  A.  Harris  ;  Si.  Louis,  W.  B.  Potter,  E.  Starek,  A.  Thacher, 
H.  A.  Wheeler. 

Montana. — Bozeman,  F.  W.  Traphagea  ;  Bulte,  F.  Sanda  ;  Oreat  Falls, 
F.  Cleptko :  Helena,  W.  H.  Aldridge,  H.  M.  Cole,  P.  A.  L.  Mann- 
heim, J.  R.  Parks,  C.  F.  Pearis ;  Smelter,  A.  F.  Emrich,  F.  Bf.  Smith. 

Nevada. — Delamar,  R.  Nichols. 

New  Jersey. — Bayonne,  C.  P.  Bleecker;  Bloomfield,  N,  Butler.  Jr.;  Do- 
ver, F.  A.  Canfield  j  Englewood,  W.  W.  Burritt ;  Fort  Lee,  C.  G. 
Mossa ;  Sigh  Bridge,  C.  Le  Boutillier ;  Jersey  City,  J.  R.  Binion,  W. 

F.  Downs,  P.  C.  McIlLiney,  H.  Pinkham,  R.  H.  Vondy  ;  Matna- 
Toneek,  F.  P.  Smith;  Morrisfoum,  J.  R.  Brinley,  J.  P.  Pennington' 
J.  F.  Randolph ;  Newark,  H.  G.  Atha,  C.  A.  Colton,  C.  E.  Graft",  A. 
W.'Jenk,  F.  W.  Kinsey,  Job.  Lowenstine,  1'..  Merz,  H.  M.  Hurphy, 

G.  C.  Stone,  F.  Vanderpoel,  E.  Waller,  W.  Wiener ;  New  BrunsuHck, 
A.  H.  Chester,  W.  D.  Home  j  Orange,  R.  K.  Moaley  ;  Fasaaie,  E.  W. 
Guiterman  ;  Patereon,  L,  1),  Huntoon  ;  Perth  Amboy,  T).  F.  Haasis,  A, 

F.  Schneider  ;  Plainfield,  F,  A.  Cokefair  ;  Princeton,  H.  B,  Cornwall  ; 
RoteUe,  C.  H,  Jouet ;  South  Orange,  E.  D.  Self;  Trenton,  J.  H.  Jane- 
way,  F.  E.  Pierce  ;    Waveriy,  A.  C,  Langmuir. 

New  WotVi.— Albany,  F.  J.  H.  Merrill ;  Brooklyn,  R.  L.  Allen,  P.  T.  Aus- 
ten, G.  W.  Behrman,  G.  Berry,  F.  Blossom,  D.  D.  Book,  G.  H. 
Casamajor,  J.  S.  Cox,  E.  P.  Clark,  J.  T.  Corcoran,  8.  H,  Crampton, 
J.  A.  Deghnfie,  F.  D.  Dodge,  H.  W.  Durham,  W.  L.  Dusenberry,  L. 

G.  Engle,  E.  P.  Folger,  A.  D.  Granger,  S.  A.  Goldschmidt,  W.  A. 
Herkenwrath,  J.  M.  Hewlett,  E.  D.  Hurlburt,  F.  S.  Hyde,  W.  D, 
Jones,  F.  Lyman,  F.  C.  A.  Meisel,  J.  H.  Merrett,  W.  M.  Meserole, 
J.  Middleton,  J.  Nesmith,  T.  S.  Perkins,  F.  E.  Pierce,  W.  E.  Pres- 
ton, A.  J.  Provost,  C.  B.  Rowland,  G.  Rowland,  R.  Seldver,  W. 
W.  Share,  L.  R.  Shattuck,  E.  Skinner,  G.  C.  Southard,  G.  A.  Tib- 
bftls,  S.  G.  Tibbala,  W.  L.  Tjler,  W.  B.  Vanderbilt,  E.  Van  Dyck, 
G.  J.  Volckening,  E.  R.  Von  Nardroft;  H.  V.  Walker;  Buffalo,  E, 
L.  Ingram  ;  CazenoiAa,  H.  Burden,  2d ;  Clifton,  F.  R.  Loi-d ;  Clinton, 
C.  H.  Smyth  ;  Fluehing,  M.  T.  Bogert ;  Laurel  Sill,  W.  C.  Ferguson  . 
Locust  Valley,  L.  H.  Vaile ;  Nnv  Brighton,  A.  Holliek,  W.  B.  John- 
son ;  Kew  Rochelle,  L.  P.  De  Luze,  F.  P.  Smith ;  Neta  York  City,  E. 
K.  Adama,  F,  E.  Agramonte,  S.  W.  Andrews,  L,  A.  Ansbncher,  A. 
Anthony,  8.  W.  Balch,  W.  M.  Baldwin,  J.  H.  Banks,  P.  A.  Bates, 
G.  8.  Baxter,  Chaa.  A.  Bechstein,  A.  L.  Becbe,  W.  L.  Benedict,  F, 
P.  Benjamin,  M.  Beiijamin,  S.  D.  Benoliel,  W.  (r.  Berry,  J.  Binion' 
J.  B.  Bien,  R.  R.  Bishop,  A.  Black,  E.  M.  Blake,  O.  Bodelsen,  W- 
Boecklin,  Jr.,  S.  Bookman,  R.  E.  Boornem,  R.  C.  Boyd,  S.  R.  Brad- 
ley, N.  L.  Britten,  H.  D.  Brewster,  F.  X.  Brosnan,  F.  G.  Brown, 
W.  Bryce,  C.  R.  Buckley,  A.  L.  Burns,  E.  R.  Bush,  N.  Butler,  W. 
P.  Butler,  A.  Caiman,  E.  P.  Casey,  J.  P.  Carson,  J.  P.  Cauldwcll, 
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C.  F.  Chiindler,  J.  P.  Channing,  E.  D.  Church,  J.  A.  Church,  A. 
J.  Clark,  C.  M.  Clark,  Edmund  Clark,  O.  H.  Clark,  S.  B.  Colt,  H. 

D.  Conant,  H.  C.  Cornwall,  Fredk.  Coykendall,  F.  B.  Croker,  A. 
R.  Cushman,  H.  G.  Darwin,  C.  H.  DaviB,  J.  W.  Davis,  J.  A. 
D^huee,  A.  F.  DelaEeld,  ChaB.  J.  Derleth,  C.  H.  Detwiller,  W. 

B.  Devereux,  C.  F.  Dolau,  H.  £.  Donnelly,  J.  S.  Douglas,  Charles 
Draael,  D.  Le  R.  Dreaser,  1.  W.  Drummond,  E.  K.  Dunham,  W. 
G.  Eberhardt,  T.  Egleaton,  A.  H.  Elliott,  W.  Elliott,  L.  V.  Enwn- 
uel,  G.  E.  Fahya,  P.  Le  R.  Feam,  C.  F.  Ferrer,  H,  Feuchtwan- 
ger,  W.  Fiflher,  F.  W.  Floyd,  R.  G.  Foster,  A.  E.  Foyi,  J.  W. 
Frank,  W.  H.  Freedman,  8.  D.  Gifford,  A.  C.  Gildet«Ieeve,  C.  B. 
Going,  8.  A.  Goldachmidt,  L.  P.  Gratacap,  A,  D.  Granger,  J.  L. 
Greenleaf,  B.  P.  Uriffln,  L.  N.  Gross,  E.  Gndeman,  E.  W.  Guiterman, 
L.  F.  Hafifen,  A.  W.  Hale,  R.  W.  Hall,  A.  P.  Hallock,  A.  W.  Hank- 
inson,  R.  C.  Hanson,  G.  E.  Harding,  O.  B.  H^beH,  A.  M.  HeiDB- 
heimer;  H.  H.  Hendricks,  W.  E.  Hildreth,  L.  W.  Hildburg,  F.  N. 
Holbrook,  E.  C.  Holden,  E.  H.  Holden,  W.  A.  Hooker,  F.  F.  Hunt, 

F.  R.  Hutton,  H.  St.  J.  Hyde,  O.  Jackson,  D.  M.  Jacobs,  8.  J.  Ja- 
cobs, C,  P,  Carr,  J.  C.  Kaetner,  J.  F.  Kemp,  G.  T.  Kirby,  E.  C.  Koch, 
J.  J.  Koen,  W.  B.  Kunhardt.  J.  Lahey,  J.  S.  Langthom,  D.  G.  I-ieary, 

G.  Leary,  E.  J,  Lederle,  A.  R.  Ledoux,  A.  L.  I*vy,  E.  W.  Libaire,  A, 
Liebmann,  Henry  Lipps,  Jr.,  W.  P.  Little,  A.  R.  Livingston.  I-.  B, 
Longacre,  E.  G,  Love,  F.  R.  Low,  Max  Loweuthal,  Frank  Ludlam, 
Frank  Lyman,  L.   McI.  Luquer,  T.  T.  P.  Luquer,  G.  Lusk,  B. 

C.  McCaffery,  C.  F.  McKenna,  R.  A.  McKim,  J.  Maclay,  H.  T. 
MacKaye,  A.  8.  Mahony,  L.  F.  Massa,  R.  E.  Mayer,  C.  8.  Mc- 
Loughlin,  H.  C.  Mannheim,  L.  Marie,  E.  W.  Martin,  L.  F.  Massa, 
H.  H.  B.  Meyer,  E.  H.  Miller,  R.  P.  Miller,  8.  0.  Miller,  J.  T. 
Monell,  M.  R.  Montenegro,  M.  L.  Mora,  D.  E.  Moran,  W.  F. 
Morgan,  R.  K.  Mosely,  A.  J.  Moses,  Robert  Mulford,  Geoi^e  Miil- 
ler,  H.  S.  Munroe,  C.  E.  Munsell,  J.  G.  Murphy,  K.  Neftel,  WillUm 
Newbrongh,  D.  H,  Norris,  E.  L.  Newhouae,  A.  C.  Nye,  M.  J.  O'Con- 
nor, T.  D,  O'Connor,  Charles  Of,  E.  E.  Olcott,  Max  Osterberg,  F, 
N.  Owen,  A.  McC.  Parker,  H.  C,  Parker,  C.  F.  Parraga.  Henrj- 
Parsons,  W.  B.  Parsons,  C  Q.  Payne,  Robert  Peele,  C.  E.  Pellew, 
C.  P.  Pengnet,  Geo.  PeiTiue,  J.  P.  Pennington,  W.  Pistor,  L.  Pitkin. 
H.  H.  Porter,  Jr.,  A.  S.  Post,  A.  K.  Z.  Post,  F.  Powell,  W.  E.  Pres- 
ton, J.  C.  F.  Randolph,  R.  Raynor,  S.  A.  Reed,  J.  E.  Rees,  G.  Ren- 
ault, J.  M.  Rich,  P.  de  P.  Ricketts,  T.  W.  Ridsdale,  H.  Ries,  Chas. 
Rodenburg,  O.  L,  Rogers,  A.  Rosenthal,  P.  Rupp,  F.  M.  Rutherford, 
F.  Ruttmann,  A.  M.  Ryon,  E.  E.  Si^e,  F.  A.  8chermerhom,  W.  J. 
Schiefflein,  J.  L.  Schtoeder,  C.  H.  Schumann,  ('.  D.  8earle,  J.  G.  Sellg- 
man,  John  Seward,  L.  K.  Hhattuck,  F.  D.  Sherman,  H.  T.  Shriver, 
F.  M.  Simonds,  A.  Smith,  F.  P.  Smith,  L.  Smith,  W.  A.  Smith,  W.  F. 
Smith,  T.  E.  Snook,  A.  N.  Spooner,  J.  H.  Stewart,  J.  Strutber8,W. 
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H.  Stuart,  G.  A.  Suter,  J.  B.  Taylor,  H.  C.  Thompson,  W.  S.  Thyng, 
W.  H.  TituB,  E.  DeV.  Tompkina,  S.  G.  F.  Townsend,  G.  P.  D.  Treat, 
G.  R.  Tuaka,  E.  O.  Tuttle,  A.  H.  Van  Sinderin,  E.  Van  Volken- 
burgh,  H.  T.  Vulte,  J.  H.  Wainwright,  W.  H.  Weeks,  H.  McM. 
Welsh,  J.  S.  C.  Wells,  WUliam  Y.  Weetervelt,  R.  D.  White,  T.  O. 
White,  Wm.  8.  White,  H.  P.  Whitlock,  F.  G.  Wiechmann,  J.  T. 
Williams,  C.  A.  Wittmack,  I.  H.  Woolson,  E.  L.  Young ;  Niagara 
Folk,  E.  Z.  Burns,  W.  S.  Humbert ;  Nortkporl,  W.  H.  Ingersoll ; 
North  Siver,  F.  C.  Hooper ;  Ontario,  E.  M.  Parrot ;  Oytter  Bay,  D. 
Le  E.  Dresser  ;  PougMxeprie,  A.  E.  Tower ;  Sochetler,  H.  P.  Gillette, 
T.  Nolau ;  Bondout,  Edward  Coykcndall ;  Siiig  Sing,  W.  S.  Page, 
SmiUtstoum,  J.  H.  B.  Browning ;  ^myten  DvyvU,  E.  M,  Johnson,  I, 
B.  Johnaon,  L.  B.  Longacre  ;  Slatm  leland,  G.  F.  D.  Traak  ;  Slirleng- 
lon,  Wm.  Clark  ;  Syracute,  H.  B.  Bellinger,  E.  Boerner,  W.  N.  Tain- 
tor  ;  TarrylmvH,  F.  N.  Holbrook  ;  Taxedo  Park,  E.  N.  Van  Cortlandt ; 
Viica,  G.  W.  Williams  ;  Westekeeter,  T.  H.  Harrington  ;  Wea  Nyack, 
G.  M.  Miller,  S.  O.  Miller ;  White  Plaitu,  R.  E.  Slade ;  WhUeslone, 
D.  W.  Ward  ;  U'kUeefone  landing,  R.  D.  Godley,  Jr. ;  Yonken,  S.  W. 
Balch,  W.  D.  Home. 

North  CaTo\\nn.-~CharlotU,  S.  W.  Cramer,  G.  B.  Hanna  -,  WUminglim, 
F.  S.  aark. 

Ohio. — CincinruUi,  David  Foerster ;  Cleveland,  R.  F.  JopHng,  R.  B. 
Watson ;  MarieUa,  C.  G.  Slack ;  ^ndveky,  8.  R.  Newburg. 

Pennsylvania. — AUegheny,  G.  H.  Singer,  L.  Wertheimer ;  Ambler,  E. 
Lultgen  ;  Apollo,  T.  M.  Hopke ;  South  BethUhem,  A.  L.  Colby  ; 
CAamberiburg,  T.  J.  Brereton  ;  McKeetport,  T.  Tonbel6  ;  New  Boston, 
J.  E.  Jones ;  New  Cattle,  E.  L.  Kurtz  ;  Osceola  Millg,  G.  McC,  H. 
Good  ;  Philadelphia,  E.  A.  Congdon,  R.  Lahey,  S.  M.  Lillie,  Charles 
Piez  ;  FiUtburg,  W.  L.  McConway,  'E.  G.  G.  Moldehnke,  Q.  T. 
Page,  C.  A.  Painter,  G.  E,  Painter,  G.  Singer,  Jr.  ;  Scraiaon,  J.  S. 
Beard  ;  WiUiet^arre,  Mac  Dohhina,  R.  V.  A.  Norris  ;  Wyneote,  E. 
Luttgen. 

Rhode  Island. — Brovidenee,  Carl  Bams. 

South  Daltota.— 2/ead,  A.  J.  Clark. 

Tennessee. — Oallatin,  X.  J.  Lamb  ;  KnoxvitU,  C.  Van  Deventer  ;  Tracy 
Cily,  J.  J.  Onnabee, 

Texas.— Eagle  Pate,  W.  HoUins  ;  Shafter,  W.  S.  Koyes. 

Utah. — Jeruen,  A.  G.  Johnson ;  Sandy,  L.  H.  Nort«n  ;  Salt  Lake  City, 
T.  8.  Mathias,  R.  H.  Terhune,  W.  A.  Wilson. 

West  Virginia.— FrawWin,  T.  W.  Osterheld. 

Wisconsin.— .ffur/ey,  G.  H.  Abeel. 

WyominK' — Sawlina,  C.  E.  BIydenburgh. 

Washington.— .E^m^,  W.  C.  Butler ;  TacoTna,  G.  F.  Milliken  ;  Spo- 
kane, J.  L.  Warner,  E.  H.  Wedekind, 
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OUT  OF  THE  UNITED  STATES. 

AFRICA. 
South  African  Republic— fiermuton,  H.  C.  Manaheim  ;  JohanneAurg. 
B.  P.  Cartel-,  T.  H.  J^ggett,  E.  D.  Self,  P.  M.  Watson. 

ASIA. 
Japan. — Tokio,  E,  L,  Young;  Yokohama,  W.  S.  Davidson. 

AUSTRALIA. 
KalSOorlie. — J.  R.  M.  Raymond. 
New  South  Wales.— Randolph  Adams. 
New  Zealand.— ife^on,  G.  C.  Tilden. 
Port  Pirle.— H.  W.  Leavens. 

aREAT   BRITAIN. 
London. — B.  C.  Htnman,  C.  31.  Rolker, 

NORTH    AMERICA. 

Canada.— JVefaon,  B.  C,  S.  S.  Fowler;  MotUreal,  C.  E.  Gudewill,  J.  B. 
Porter ;  Nova  Scotia,  Londonderry,  V.  A.  Meisener ;  Quebec,  R.  I*. 
Rhodes  ;  Victoria,  B.  R.  Putnam. 

SOUTH  AMERICA. 
Brazil. — Rio  de  Janeiro,  John  Gordon, 

Republic  of  Colombia.— .Ved^Uin,  C.  C.  Restrepo ;  Tumaeo,  W.  B. 
McKinley. 

CENTRAL  AMERICA. 
Cuba. — Clardenos,  D.  L.  t?lark  ;  Cienftiegog,  A.  B.  Fowler ;  Santiago  it 

Cuba,  J.  S.  Cox. 
Guatemala. — Quezaltenang,  3.  F.  Hawley. 
Honduras. — Tegucigalpa,  E.  C.  Fiallos. 
yitxiat.— Chihuahua,  T.  P.  Austin,  G.  B.  Lee  ;  CUnof  Meiico,\.K- 

Braschi ;  Coahuila,  E.  L.  Dufouroq,  Gomez  Farias ;  Sinaloa,  .K.  E. 

Swain  ;  Tapachula  Chiapas,  J.  A.  Navarro;  Coneepdon  del  Oro,  A. 

W.  Lilliendahl,  F.  A.  Lilliendahl ;  Bidalgo,  E.  0.  Van  Blareom: 

Monterey,  E.  Howe  ;  Pueblo,  T.  W.  Osterheld  ;  Zaoafecat,  R.  Yeimr. 
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CONSTITUTION 

OF  THE 

ASSOCIATION  OF  THE  ALUMNI 

School  of  Mines  of  Columbia  College. 

INCOBPOKATED  MAY,  1886. 


The  name  o£  this  Association  is  "  The  Association  of  the  Alumni 
of  the  School  of  Mines  of  Columbia  College. 

ARTICLE  II. 

OBJECT. 

The  object  of  this  association  is  to  promote  the  professional  wel- 
fare of  its  members,  and  to  strengthen  the  bonds  of  profesaional  and 
social  fellowship  among  the  Alumni  of  the  School  of  Mines. 
ARTICLE  III. 
MEMBERS. 

Section  1.  The  membership  of  thi^  Association  shall  be :  I, 
Active.     II.  Associate.     III.  Honorary. 

Sec.  2.  All  graduates  of  the  School  of  Mines  are  eligible  to  ac- 
tive membership  in  this  AsBOciatJon. 

Sec.  3.  Persons  who  have  completed  any  of  the  special  or  grad- 
uate courses  of  the  School  of  Mines  are  eligible  to  associate  member* 
ship  in  this  Association. 

Sec.  4.  Persons  eminent  in  science  who  are  or  have  been  con- 
nected with  the  School  of  Mines  are  eligible  to  honorary  membership 
in  this  Association. 

Sec.  5.  All  members  shall  be  elected  by  the  Association  upon 
proposal  by  the  Board  of  Managers. 

Sec.  6.  Honorary  and  associate  members  shall  have  all  the  privi- 
leges of  active  members,  except  those  of  voting  and  holding  office. 
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ARTICLE  IV. 

DUES. 

Sec.  1.  The  attnual  dues  of  active  and  associate  members  of  this 
AseociatioD  sliall  be  three  dollars,  paj'able  in  advance  on  the  first 
day  of  October  in  each  year.  Honorary  members  shall  not  be  re- 
quired to  pay  dues. 

Sec.  2.  Any  member  not  in  arrears  may  become  a  life  member, 
and  be  relieved  from  further  payment  of  annual  dues  by  the  pay- 
ment, at  any  one  time,  of  fifty  doUarB. 

Sec.  3.  Members  one  year  in  arrears  may,  after  due  notificatioD, 
be  dropped  from  the  role,  by  vote  of  the  Board  of  Manners,  and 
shall  then  forfeit  their  rights  and  privil^es  in  the  Asaociation  until 
all  arrears  are  paid,  or  until  reinstated  by  the  Board. 

Sec.  4.  Only  those  members  not  in  arrears  shall  be  entitled  to 
vote  or  hold  office. 

ARTICLE  V. 
off;ceb8  and  manaqebb. 

Sec.  1.  The  of&cers  of  the  Association  shall  be  a  President,  a 
Vice-President,  a  Treasurer  and  a  Secretary.  These  officers  and 
eight  managers,  to  be  elected  as  hereinafter  provided,  shall  consti- 
tute to  the  Board  of  Managers. 

Sec.  2.  The  President,  Vice-President,  Treasurer  and  Secretary 
shall  hold  office  for  one  year,  and  are  eligible  for  re-election.  The 
Managers  shall  hold  office  for  two  years,  and  are  not  eligible  for 
re-election  until  one  year  after  the  expiration  of  their  terms. 

ARTICLE  VI. 

ELECTION    OF    OFFICERS    AND    HANAGEBS. 

Sec.  1.  before  t)ie  last  day  of  June  of  each  year  the  President 
shall  appoint  a  committee  of  live  active  members  to  nominate  for 
election  by  the  Association  for  the  ensuing  year  a  President,  a  Viee- 
President,  a  Treasurer,  a  Secretary  and  four  Managers. 

Sec.  2.  The  dominating  Committee  must  send  in  the  nomina- 
tions to  the  Secretary  no  later  than  October  15th  of  each  year  and 
such  nominations  shall  be  distributed  at  onoe  to  the  active  mem- 
bers in  the  form  of  letter  ballots,  which  must  be  signed  and  for- 
wanled  to  the  Secretary,  and  opened  and  counted  by  tellers  at  the 
annual  meeting  of  the  Association. 
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'Sec.  3.  The  officers  and  nianagere  must  be  residents  of  New- 
York  city  or  vicinity,  and  tbe  four  managers  shall  be  selected,  one 
from  each  of  the  four  groups  into  wbi<-h  the  Boaid  of  Managers 
shall,  at  its  first  meeting  in  each  year,  divide  in  chronological  order 
the  classes  which  have  graduated  from  the  Sc-hool  of  Mines. 

AETICLE  Vn. 

THE    BOARD    OF    HAMAOEBS. 

Sec.  1.  The  Board  of  Managei-H  shall  have  the  man^ement  of 
the  affairs,  funds  and  property  of  the  Association,  aad  it  shall  be 
the  duty  of  the  Board  to  see  that  the  purposes  of  the  Association 
are  carried  out  according  to  its  Constitution  and  By-Laws. 

Sec.  2.  The  Board  of  Managers  shall  hold  at  least  four  regular 
meetings  during  each  year,  namely,  in  the  months  of  January,  May, 
October  and  December.  Other  meetings  shall  be  called  by  the 
President  as  may  be  required. 

Sec.  3.  The  Board  shall  have  power  to  fill  any  vacancy  in  its 
body  by  the  election  of  an  active  member  of  the  Association  from 
tbe  group  in  which  such  vacancy  occurs. 

Sec.  4.  A  quorum  shall  consist  of  a  majority  of  the  whole  Board. 

ARTICLE  Vin. 

PRESIDENT. 

It  shall  be  the  duty  of  the  President  to  call  and  preside  at  all 
meetings  of  the  Board  of  Managers  of  the  Association ;  to 
appoint  such  standing  and  other  committees  of  the  Association  as 
may  be  found  necessary  or  convenient  for  the  conduct  of  its  work, 
and  to  perform  such  other  duties  as  may  develop  upon  him  ,by 
virtue  of  his  office. 

ARTICLE  IX. 

TREASURER. 

It  shall  be  tbe  duty  of  the  Treasurer  to  collect  and  have  cus- 
tody of  all  moneys  and  pay  all  bills  of  the  Association,  but  no 
indebtedness  shall  be  incurred  unless  approved  by  the  Board  of 
Managers.  No  bill  shall  be  paid  unless  previously  endorsed  by 
the  Secretary.  The  Treasurer  shall  present  to  the  Board  of  Man- 
agers a  written  report  upon  the  financial  condition  of  the  Associa- 
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tion  at  tlie  annual  meeting  in  December.  His  accounts  eliall  be 
audited  by  a  oonmiittee  o£  the  Association  appointed  at  the  annual 
meeting. 

ARTICLE  X. 
SECRETAEy. 
It  shall  be  the  duty  of  the  Secretary  to  issue  notices  for  all  meet' 
ings  of  the  Board  of  Managers  and  of  the  Association,  to  keep 
minutes  of  all  meetings,  to  record  the  names,  addresses,  and  pro- 
fessional occupations  of  the  members,  and  to  perform  such  other 
duties  as  may  be  assigned  to  him  by  the  Board  of  Managers. 

ARTICLE  XI. 

DELEGATES   TO   UNIVERSITY   ALUHNI   COUNCIL. 
'  This  Association  shall  be  represented  in  the  University  Alumni 
Council  of  Columbia  University  by  delegates  appointed  by  theBoai'd 
of  Managers,  under  such  conditions  and  in  such  manner  as  the  said 
Board  shall  prescribe. 

ARTICLE  XII. 

MEETINGS. 

Sec.  1.  The  annual  meeting  of  the  Association  shall  be  held 
in  the  last  week  of  December  in  each  year,  unless  otherwise  ordered 
by  the  Board  of  Managers. 

Sec.  2.  Regular  meetings  of  the  Association  for  social  inter- 
course, or  for  the  discussion  of  subjects  of  general  or  of  profes- 
sional interest,  shall  be  held  in  the  city  of  New  York  at  such  time 
and  place  as  may  be  directed  by  the  Board  of  Manages. 

Sec.  3.  Upon  the  written  request  of  not  less  than  t«n  active 
members,  the  President  shall  call  a  special  meeting  of  the  Associa- 
tion, which  request,  as  also  the  notice  of  any  special  meeting,  shall 
state  the  object  for  which  the  meeting  is  called. 

Sec.  4.  A  quorum  shall  consist  of  thirty  active  members  of  the 
Association 

ARTICLE  XIII. 
SUSPENSION   OR   EXPULSION. 

Any  member  of  the  Association  may  be  suspended  or  expelled 
for  misconduct  in  his  relations  to  tliis  Association  or  in  his  profes- 
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sion  on  proof  thereof  in  such  maDner  as  may  be  prescribed  herein- 
after by  By-laws. 

ARTICLE  XIV.  . 
All  interest  in  the  property  of  the  Association  of  persons  reign- 
ing or  otherwise  ceasing  to  be  members  shall  vest  in  the  Associa- 
tion. 

ARTICLE  XV. 

AMENDMENTS. 
Any  amendment  to  the  Constitution  must  first  be  submitted  in 
writii^  to  the  Board  of  Managei-s,  and  must  be  approved  by  a  vote 
of  two-thirds  of  the  whole  Board  before  presentation  to  the  Associa- 
tion. Due  notice  of  any  proposed  amendment  shall  be  sent  by  the 
Board  of  Managers  to  every  active  member  of  the  Association  at 
least  one  month  previous  to  the  meeting  at  which  such  amendment 
is  to  be  voted  upon.  A  thre&'fourtha'  vote  of  the  members  voting, 
in  person  or  by  letter  ballot,  shall  be  necessary  for  the  adoption  of 
such  proposed  amendment. 

BY-LAWS. 

I.  Unless  otherwise  directed  the  Order  of  Business  at  any  meet- 
ing of  the  Association  and  its  Board  of  Managers  shall  be  as  fol 
lows: 

1.  Reading  of  minutea  of  preceding  meetings  and  action 
thereupon. 

2.  Report  of  the  Board  of  Managers. 

3.  Reports  of  officers. 

4.  Reports  of  standing  committees. 

5.  Reports  of  special  committees. 

6.  Elections  and  announcement  of  elections. 

7.  Unfinished  business. 

8.  New  business. 

9.  Appointment  of  committees. 
10.  Adjournment. 

II.  The  absence  of  any  member  of  the  Board  of  Managers  from 
two  consecutive  meeting  of  the  same,  of  which  he  shall  have  been 
regularly  notifie<l,  shall  be  considered  as  a  resignation  oq  the  part 
of  such  member,  unless  the  Board  shall  excuse  such  absence.     The 
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vacancy  tlius  created  shall  be  filled  aa  provided  for  in  the  Constita- 
tion. 

III.  The  Standing  Committees  of  the  Board  of  Managers  shall 
be  as  follows : 

1.  On  School  of  Mines  Quarterly. 

2.  On  Badges. 

3.  On  Meetings  of  the  Association. 

4.  Of  Conference  with  the  Columbia  College  Alunmi  Asso- 

ciation, and  such  other  Committees  as  may  be  necessai}'. 
All  such  committees  shall  be  at  the  expiration  of  their  terms  of 
office,  present  wiitten  reports  to  the  Board  of  Managers. 

IV.  The  official  oi^n  of  this  organization  shall  be  the  ScboOL 
OP  Mines  Quarterlt,  which  will  be  furnished  to  all  active  and 
associate  members. 

V.  The  Standing  Committee  on  Meetings  shall  arrange  for 
regular  meetings  of  the  Association  in  October  and  March  of  eaL'b 
yeai'  unless  otherwise  ordered  by  the  Board  of  Mani^rs. 

VI.  These  By-Laws  may  be  amended  at  any  regular  meeting  of 
the  Association,  but  only  by  a  vote  of  two-thirds  of  those  presait, 
and  provided  that  ten  day's  notice  in  writing  of  the  proposed 
amemlment  shall  have  been  given  to  the  Board  of  Managers,  and 
also  that  notice  of  the  same  shall  have  been  given  by  the  Sea«tary 
in  the  call  for  the  meeting. 
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THE 

SCHOOL  OF  MINES 
QUARTERLY. 

XIX.  APRIL,  1898.  > 


MANAGEMENT  OF  BLAST  FURNACES— TRANSITION 
FROM  "RULE  OF  THUMB"  TO  APPLICA- 
TION OF  SCIENTIFIC  METHODS.* 

By  E,  5.  COOK,  Fottitown,  Fa. 

Introduction. 

In  discussing  this  subject  the  object  sought  may  be  best  attained 
by  giving  an  account  of  my  own  experiences  rather  than  by  treat- 
ing it  in  a  general  way. 

My  first  intimate  acquaintance  with  the  blast  furnace  dates  from 
1871.  At  that  time  it  was  generally  believed  that  no  one  was 
competent  to  manage  the  practical  end  of  blast  furnace  work  un- 
less he  was  "  born  in  a  tuyere  arch."  This  expression  was  meant 
to  imply  that  the  mysteries  could  only  be  solved  and  handled  by  a 
man  starting  as  a  laborer  and  working  up  through  the  various  po- 
sitions pertaining  to  the  stock-house  and  cast-house — first  helper, 
keeper,  and  finally  founder — involving  an  experience  of  five  to  ten 
years  or  more.  The  founders  were  men  separated  by  the  process 
of  natural  selection  from  their  fellow  workmen,  possessing  more 
than  ordinary  natural  intelligence  and  good  judgment,  quick  to 
meet  emergencies,  of  some  mechanical  skill  and  close  observers  of 
blast  furnace  phenomena. 

The  Managing  Partner,  or  Business  Manager,  as  a  rule,  pos- 
sessed little  or  no  practical  knowledge  of  making  iron.  He  bought 
the  material,  ofttimcs  at  the  dictation  of  the  founder,  in  whom 
resided  the  power  to  condemn  or  approve. 

*  A  lectare  delivered  to  third  jear  gtadents  takii^;  the  eoune  of  melalloTgy  in  the 
Sdwab  of  Minet  and  Clieiniitry,  Colanbu  Univertity, 
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The  total  product  of  the  active  furnaces  during  the  year  1872 
was  about  2,500,000  tons.  The  product  Tor  1897  nearly  reached 
10,000,000  (9,652,680  tons),  while  the  total  capacity  of  all  the  fur- 
naces now  erected  is  estimated  at  14,000,000  to  15,000,000  tons. 

This  wonderful  increase  is  due,  in  great  part,  to  the  application 
of  scientific  methods  to  the  management  of  blast  furnaces,  the 
New  Method  replacing  the  "  rule  of  thumb"  practice,  or  the  sys- 
tem of  guess  work  in  which  the  furnace  itself  was  the  laboratory. 

The  discovery  of  Sir  Henry  Bessemer,  and  the  introduction  of 
the  Bessemer  steel  rail,  has  revolutionized  the  trafHc  and  transpor- 
tation of  the  commercial  and  industrial  world.  Pig  iron,  however, 
is  the  basis  of  the  steel  manufacture.  With  pig  iron  costing  from 
£25  to  /30  per  ton  to  make,  it  is  evident  that  steel  rails  could  not 
have  been  made  and  sold  for  less  than  one  cent  per  pound.  Better 
management  of  blast  furnaces  reduced  the  cost  of  manufacture, 
lower  priced  pig  metal  made  cheaper  rails  possible,  cheaper  rails 
reduced  transportation  charges.  These  causes  acted  and  reacted 
upon  one  another  so  that  the  world  is  now  furnished  with  pig  iron 
and  steel  in  their  various  forms,  at  lower  rates  than  were  even  con- 
ceived as  being  within  the  range  of  possibility. 

This  in  turn  has  led  to  an  increased  use.  Notwithstanding, 
however,  the  vast  consumption,  productive  capacity  is  in  excess  of 
current  demands. 

A  few  enthusiastic  young  men  happened,  by  chance  or  other- 
wise, to  obtain  control  of  the  practical  working  of  several  furnaces. 

They  formed  the  nucleus  of  the  new  order  of  blast  furnace  man- 
agement and  demonstrated  that  energy,  close  application  to  de- 
tails, and  untiring  industry,  together  with  a  broader  intelligence, 
capable  of  applying  the  teachings  of  chemistry,  could  profitably 
replace  the  old  order,  where  guess  work  formed  the  foundation, 
assisted  by  shrewd  observation  and  long  experience. 

The  new  method  reduced  the  risks,  but  the  improved  results 
were  only  obtained  by  hard  work  and  many  disappointments  and 
trials.  We  had  to  learn  by  bitter  experiences  how  to  properly 
apply  the  analyses  furnished  by  the  laboratory,  the  manager,  in 
most  cases,  being  his  own  chemist. 

Notwithstanding  intense  commercial  competition,  it  is  worth 
noting  that  the  more  intelligent  and  liberal  minded  managers 
exchange  thoughts  and  experiences  with  the  utmost  freedom,  so 
that  these  friendly  meetings  and  friendly  competitions  to  excel 
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were,  lai^ely  instrumental  in  adding  to  the  efficiency  of  each  indi< 
vidual  manager.  Previous  to  1873  metallurgical  literature  was 
sadly  deficient  so  far  as  it  related  to  the  blast  furnace.  It  was 
suggestive  rather  than  instructive,  and  valuable  to  this  extent. 
With  the  growth  of  the  American  Institute  of  Mining  Engineers 
and  the  IJritish  Iron  and  Steel  Institute,  and  following  the  Centen- 
nial Exhibition  in  1876,  the  literature  of  the  blast  furnace  rapidly 
increased.  It  now  forms  3  valuable  aid  to  all  interested  in  the 
development  of  the  business. 

Intelligent  management,  with  its  improved  results,  brought  with 
it  a  demand  for  better  appliances,  better  equipped  furnaces,  differ- 
ent constructions,  etc.,  so  that  the  blast  furnace  engineer,  practically 
unknown  before,  now  became  a  feature.  He  gathered  up  the  ex- 
periences of  the  various  managers,  became  a  medium  of  exchange, 
formulated,  combined,  suggested  and  devised  many  useful  ap- 
pliances, so  that  he  assumed  a  position  of  no  little  importance. 

It  is  rather  a  curious  incident,  however,  that  men  trained  as 
mechanical  engineers  did  not  become  the  most  successful  man- 
agers ;  a  different  bent  or  training  of  mind  seemed  essential. 

The  Blast  Furnace. 

I  will  not  refer  to  thetheory  of  the  chemistryof  blast  furnace  op- 
erations other  than  to  remark  that  if  it  were  a  melting  operation  only, 
such  as  takes  pisce  in  a  cupola,  it  would  be  comparatively  simple. 

It  becomes  complex  because  of  the  chemical  reactions,  upon 
which  depend  the  removal  of  the  oxygen  from  the  ores,  and  the 
mechanical  difHculties  that  beset  the  descent  of  the  materials,  and 
the  ascent  of  the  gases  of  combustion  through  the  column  of  de- 
scending solids. 

It  was  not  long  after  I  became  the  manager  of  a  furnace  that  I 
discovered  it  was  one  thing  to  criticise  the  actions  of  the  founder, 
after  the  event  and  quite  another  thing  to  have  the  sole  respon- 
sibility and  to  foresee  the  result  of  a  certain  course  of  action. 

Hindsight  is  the  gift  of  the  many,  but  correct  foresight  in  blast 
furnace  work,  as  in  any  other  department  of  activity,  is  confined 
to  the  few.  While  great  progress  has  been  made  by  the  present 
generation  of  blast  furnace  managers,  there  yet  remains  much  to 
be  accomplished.  Not  unfrequently  I  am  forced  to  confess  how 
little  I  really  know  about  the  operations  of  a  furnace  and  what  lit- 
tle control  I  have  over  the  process.    In  fact,  after  a  practical  ex- 
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perience  of  twenty-three  years,  I  realize  more  than  ever  before 
how  much  Aere  is  to  be  learned  in  order  to  perfectly  control 
the  operations  of  a  blast  furnace.  Sometimes  the  furnace  seem- 
ingly runs  itself,  moving  along  with  the  regularity  of  clockwork, 
which  becomes  almost  monotonous,  and  then  is  followed  by  irreg- 
ularities more  or  less  serious,  causing.the  manager  a  nervous  strain 
and  physical  exhaustion,  with  a  feeling  of  mortification  at  his  ap- 
parent  helplessness  and  of  disgust  that  he  knows  so  little. 

A  furnace  seems  to  have  an  individuality. 

Two  furnaces,  side  by  side,  fed  with  the  same  material  and 
under  the  same  management,  may  work  entirely  differently  and 
demand  different  treatment  to  obtain  good  results,  showing,  in  fact, 
the  unaccountable  differences  that  frequently  characterize  different 
members  of  the  same  family.  There  is  a  close  resemblance  be- 
tween the  profession  of  a  furnace  manager  and  that  of  a  physician. 

A  furnace  is  always  spoken  of  as  possessing  sex.  Objects  to  which 
we  become  attached  are  idealized  and  we  fondly  refer  to  them  as  if 
they  were  of  the  same  sex  as  the  mothers,  wives  or  girls  wc  love. 

Indications  of  the  internal  hidden  working  are  the  volume  and 
pressure  of  blasts,  the  tuyeres,  the  slag,  the  escaping  ga.ies,  the 
rate  and  manner  of  the  settling  of  the  stock  on  top,  and  the  grade, 
composition  and  tonnage  of  iron  produced.  A  cold  top  and  a  hot 
bottom  are  just  as  essential  to  a  healthy  furnace  as  a  cool  head 
and  warm  feet  to  the  individual. 

Fluxing. 

Chemistry  has  simplifred  and  rendered  comparatively  easy  the 
fluxing  of  the  earthy  constituents  of  the  various  ores  employed, 
plus  the  ashes  of  the  fuel.  In  previous  years  this  was  the  chief 
cause  of  trouble.  Guesses  were  made  as  to  the  proper  flux  to  be 
employed.  Mistakes  were  followed  by  serious  irregularities,  such  as 
high  fuel  consumption,  worthless  iron,  and  frequent  scaffolds  and 
occasionally  the  chilling  of  the  furnace,  involving  heavy  losses. 

Fortunately  there  is  considerable  range,  so  far  as  safety  to  the 
furnace  is  concerned,  in  the  composition  of  slag. 

When  a  choice  of  material  is  possible  the  skill  of  the  manager 
is  displayed  in  making  a  combination  of  ores  that  will  give  the  re- 
sults desired  with  the  least  expenditure  of  fuel. 

The  most  fusible  slags  theoretically  are  not  the  most  econom- 
ical practically,  and  in  fact  cannot  be  successfully  employed  in  an- 
thracite and  coke  furnaces. 


D,g,;,zeclbyG00g[c 


BLAST  FURNACES,  231 

Silicious  slags,  easily  fusible,  attack  the  brick  work  of  the  lining 
and  of  the  bosh.  They  become  pasty  above  the  line  of  fusion, 
frequently  inducing  scaRblds  or  arches,  to  say  nothing  of  the  evil 
effects  upon  the  quality  and  grade  of  iron  caused  by  the  absorption 
of  sulphur. 

In  proportioning  the  flux,  care  must  be  taken  to  provide  for  the 
removal  of  the  sulphur  of  the  fuel,  as  well  as  the  sulphur  contained 
in  the  ores.  It  is  also  conditioned  upon  the  composition  of  the 
iron  to  be  made.  If  the  volume  of  slag  is  large  per  ton  of  iron  a 
somewhat  silicious  slag  can  be  depended  upon  to  remove  the  sul- 
phur, while  if  the  volume  of  slag  is  small  we  are  obliged  to  de- 
pend upon  high  temperature  and  basic  slag  to  prevent  the  union 
of  sulphur  with  the  iron.  The  effect  of  sulphur  upon  the  metal  is 
to  lower  the  grade  and  render  it  unsuitable  for  many  purposes. 
Occasionally  our  slags  contain  3%  of  sulphur  when  in  small  vol- 
ume, falling  to  2%  when  the  volume  of  slag  is  increased,  the  grade 
and  quality  of  the  metal  remaining  the  same. 

Pig  iron  contains  more  or  less  silicon. 

Upon  the  assumption  that  the  same  ores  are  used  in  making 
foundry  iron  of  2%  silicon  considerably  less  limestonb  flux  would 
be  required  than  in  making  a  mill  iron  of  only  1  %  silicon. 

This  is  frequently  overlooked.  The  character  and  quality  of 
the  iron  made  is  influenced  very  materially  by  the  fluxing. 

There  is  less  margin  for  variation  in  this  respect  than  the 
mere  working  of  the  furnace  alone. 

The  composition  of  the  slag  does  not  indicate  either  the  grade 

or  the  analysis  of  the  iron  made.     With  slag  of  practically  the 

same  composition  I  have  made  No.  I  x  foundry  iron  by  fracture 

,  containing  3^  silicon  with  large  crystallization,  and  iron  of  close 

grain  with  less  than  1  fo  silicon. 

The  percentage  of  flux  employed  will  be  considerably  less  with 
the  former  iron.  This  is  due  to  the  fact  that  the  iron  carries  oflT 
many  pounds  of  silicon  that  in  the  latter  must  be  taken  care  of  by 
the  slag  in  the  shape  of  silica. 

As  a  rule  slags  high  in  alumina  (exceeding  Ij^jare  undesirable. 
Silica  may  vary  from  275^  to  37%,  depending  upon  the  analyses 
of  the  ores  and  fuel,  the  volume  of  slag,  and  the  grade  and  quality 
of  iron  desired. 

Changes  occur  in  the  composition  of  slags,  due  to  mechanical 
causes,  requiring  constant  watchfulness  and  supervision  as  well  as 
the  variations  tn  the  ores,  limestone  and  fuel. 
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Theoretical  fluxing  is  one  thing,  but  practical  fluxing  to  obtain 
the  most  economical  results,  both  as  to  product,  quality  of  iron, 
fuel  consumption,  etc.,  is  quite  another  thing. 

It  gives  room  for  the  display  of  no  little  individuality  so  far  as 
the  management  is  concerned,  and  considerable  difTerence,  when 
judged  by  the  final  test  of  all,  viz.,  the  balance  sheet. 

By  experience  we  learn  to  distinguish  slags  by  their  physical 
appearance.  Chemical  analysis  is  too  slow  and  not  conclusive,  for 
while  indicating  a  safe  slag,  so  far  as  the  operation  is  concerned,  it 
does  not  show  the  refinements  that  will  suggest  themselves  to  the 
experienced  manager. 

The  most  successful  founders  of  the  old  school  were  good  judges 
of  slags,  quickly  observing  slight  changes  and  acting  promptly, 
guided  by  these  indications.  The  most  successful  Managers  of 
the  New  School  acquired  this  expert  knowledge  by  actual  contact 
with  the  daily  operations  of  the  furnace. 

It  is  in  this  particular,  along  with  others  of  perhaps  equal  im- 
portance, only  to  be  gained  by  an  apprenticeship,  long  or  short, 
depending  upon  the  individual,  that  Chemists,  attempting  to  run  a 
furnace  on  theory,  made  lamentable  failures. 

Fuel  and  Ores. 

Up  to  1882  anthracite  coal  was  the  exclusive  furnace  fuel  east 
of  the  Allegheny  Mountains,  coke  being  used  to  the  West 

The  mechanical  difficulties  of  blast  furnace  management  are 
much  greater  with  anthracite  fuel  and  the  magnetic  ores,  common 
to  the  East,  than  with  coke  and  the  easier  working  Lake  ores. 

Indeed,  the  anthracite  district  has  been  a  most  valuable  school, 
furnishing  in  the  past  some  of  the  ablest  and  most  successful  man- 
agers for  Western  furnaces. 

Some  years  ago  Mr.  Chas.  Foote,  now  Vice-President  of  the 
Illinois  Steel  Co.,  wrote  me  that  the  use  of  Connellsville  coke  and 
Lake  Superior  ore  in  the  blast  furnace  was  heaven  on  earth  to 
the  manager  accustomed  to  anthracite  coal  and  the  magnetic  ore» 
of  New  York  and  New  Jersey.  He  had  previously  managed  the 
Crown  Point  furnaces  on  Lake  Champlain,  and  wrote  feelingly,  ui^- 
ing  me  to  go  West.  I  did  not  go  West,  though  strongly  tempted, 
but  in  the  lapse  of  years  cheaper  transportation,  etc,  have  brought 
Lake  Superior  ore  and  coke  to  eastern  Pennsylvania,  so  that  we 
are  finding  more  comfort  in  living  than  we  did  some  years  ago. 

Anthracite  coal  is  dense  and  solid,  consuming  on  the  surface 
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only,  white  coke  is  porous  and  light,  the  combustion  permeating 
the  whole  structure.  Much  more  coke  can  be  burnt  in  the  same 
space  in  the  same  time,  thus  increasing  the  product  of  the  Turnace. 

Coke  offers  less  resistance  to  the  blast,  permitting  the  use  of  a 
latter  volume  of  air  per  minute  with  the  same  engine  and  boilers 
and  is  generally  higher  in  carbon  and  lower  in  ash  and  sulphur. 
Coal  will  carry  and  melt  as  many  pounds  of  ore  as  coke. 

The  fuel  consumption  per  ton  of  iron  for  long  periods  is  less 
with  coke  for  the  reason  that  the  furnace  can  be  handled  with 
greater  ease  and  with  less  danger  of  mechanical  disturbances. 

By  reason  of  the  more  uniform  working,  the  product  of  the 
furnace  is  larger,  and  the  fuel  consumed  has  a  larger  divisor. 

Coal  is  apt  to  splinter  and  decrepitate  upon  exposure  to  heat  and 
this  tendency  is  one  of  the  reasons  why  an  anthracite  furnace 
is  difficult  to  control.  The  dirt  thus  formed  in  the  furnace  not 
only  reduces  the  amount  of  combustible  fuel  reaching  the  tuyeres, 
but  accumulates  along  the  walU,  giving  rise  to  serious  mechanical 
difficulties.  Coal  dirt,  though  nearly  all  carbon,  will  notbum  in  the 
furnace.  It  is  carried  off  by  the  slag,  sometimes  in  comparatively 
large  quantities.  As  the  slag  flows  down  the  runner  from  the  tap- 
ping-hole or  cinder  notch,  into  the  car  provided  to  receive  it,  the 
dirt  will  separate.  The  slag  being,  heavier,  drops  at  a  different 
angle,  so  that  the  dirt  can  be  collected  on  a  shovel. 

When  examined,  the  small  particles  show  the  same  bright  frac- 
ture and  ofttimes  the  same  bright  surface  as  when  mined,  thus 
passing  through  the  fiery  furnace  unscathed. 

It  would  be  an  unspeakable  blessing  if  all  the  coal  dirt  formed 
in  the  furnace  was  only  thus  carried  off.  Unfortunately  this  is  not 
the  case.  Sometimes  the  obstruction  caused  by  its  accumulation 
so  seriously  impedes  the  passage  of  the  blast  that  we  are  obliged 
to  stop  the  engine,  remove  the  tuyeres  and  ravel  out  the  dirt 
through  the  tuyere  openings,  together  with  other  stock,  in  order  to 
secure  passage  for  the  blast  and  gases. 

Ores. 
Ores  of  the  same  oxidation,  belonging  to  the  same  class 
chemically  and  of  essentially  the  same  analysis  and  physical  struc- 
ture, vary  greatly  as  to  their  working  qualities  and  their  practical 
value.  One  may  part  with  its  oxygen  freely.  Another  may  hold 
it  very  tenaciously.  Why  this  is  so  I  do  not  know,  but  it  is  a  fact 
that  Influences  the  consumption  of  fuel  per  ton  of  iron  more  than 
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the  uninitiated  would  im^ine.  By  burdeo  is  meant  the  pounds 
of  ore  that  one  pound  of  fuel  will  carry,  that  is,  deoxidize  and 
melt,  converting  it  into  pig  iron.  The  burden  is  effected  by  this 
quality  existing  in  ores,  the  difference  between  the  burden  at  1.5 
lbs.  of  ore  and  1.75  lbs.,  the  grade  of  iron  remaining  the  same,  is 
oftttmes  the  difference  between  running  at  a  commercial  loss  or 
a  corresponding  profit. 

The  burden  is  also  afTected  by  the  richness  of  the  ore  mixture, 
for  instance,  notwithstanding  the  larger  valuipe  of  slag,  and,  of 
course,  the  larger  amount  of  flux  usually  used  with  a  50%  ore,  the 
furnace  will  carry  a  larger  burden  of  a  50%  ore  mixture  than  if  it 
was  60^.  This  is  due  to  the  chemical  duty  to  be  performed  in 
the  way  of  deoxidation.  With  a  burden  of  1.50  lbs.  ore  yielding 
509^,  the  iron.per  pound  of  fuel  is  0,75,  while  with  a  60%  ore  it  is 
0.90  lbs.  iron  per  one  pound  of  fuel.  A  correspondingly  larger 
amount  of  oxygen  is  to  be  removed  by  the  gases  in  the  latter  case. 

Other  things  remaining  the  same,  while  the  burden  possible 
with  a  60^  mixture  is  smaller  than  with  a  50%  mixture,  the  fuel 
per  ton  of  iron  made  will  be  less  with  the  60^  mixture. 

Magnetic  ores  are  usually  very  dense,  and  more  or  less  difficult 
to  handle,  parting  with  oxygen  slowly. 

If  ores  are  too  finely  divided  physically  they  are  a  source  of 
trouble.  The  gases,  meeting  more  resistance  in  their  ascent  from 
the  tuyeres,  will  seek  the  easiest  way  of  escape.  Channels  of 
travel  are  apt  to  be  formed,  or,  to  speak  technically,  "  the  fui^ 
nace  becomes  channeled."  The  effect  is  that  portions  of  the 
furnace  do  not  receive  their  share  of  the  gas,  and  ore  reaches 
the  crucible  holding  oxygen  in  combination.  This  is  destructive 
to  the  temperature  of  the  crucible  and  represents  a  loss  of  fuel  and 
waste  of  iron,  to  say  nothing  of  the  irregularities  that  will  develop 
at  and  about  the  boshes,  if  the  unequal  distribution  is  not  corrected. 

It  will  be  thus  seen  that  good  judgment,  skill  and  experience  of 
the  manager  in  selecting  and  combining  ores  to  accomplish  a  cer- 
tain end  play«  a  very  important  part,  and  figures  lai^ely  in  the 
final  result,  measured  in  dollars  and  cents. 

Furnaces  are  not  usually  run  for  pleasure,  nor  for  demonstrating 
any  particular  engineering  device  or  the  working  out  of  any  chem- 
ical theory,  however  attractive,  but  they  are  run  for  the  sake  of 
profit.  Frequently,  only  too  frequently,  we  are  disappointed  and 
sadly  disappointed  in  results,  but  the  man  that  combines  technical 
knowledge  with  practical  experience  and  an  acquaintance  with 
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business  conditions  and  requirements,  with  a  due  appreciation  of 
their  importance,  is  the  man  that  will  show  the  best  final  results 
and  is  the  manager  that  is  sought  after.  In  the  blast  furnace  bus- 
iness a  little  knowledge  is  very  dangerous.  The  man,  who  in  his 
own  estimation  knows  it  all,  of  course  has  no  inducement  to  learn. 
Limestone. 

The  flux  usually  employed  is  either  limestone,  calcite  or  mag- 
nesium limestone,  dolomite.  Whether  one  or  the  other  should  be 
used  depends  upon  circumstances,  commercial  and  technical. 

Either  will  answer,  so  far  as  mere  running  is  concerned. 

At  the  same  cost  per  ton  of  stone,  the  use  of  calcite  or  dolomite 
will  depend  in  great  measure  upon  the  composition  of  the  ore  mix- 
ture and  the  kind  of  iron  to  be  made. 
Pig  Iron. 

The  various  qualities  of  pig  iron  derive  their  names  from  the 
uses  to  which  they  are  put  or  from  their  composition. 

Bessemer  iron  is  pig  iron  of  suitable  composition  to  make  Bes- 
semer  steel. 

Basic  iron  is  pig  iron  suited  for  the  basic  open  hearth  steel 
manufacture. 

Basic  Bessemer  for  the  Basic  Bessemer  converter. 

Foundry  iron  for  use  in  foundry  to  be  remelted  and  cast  into 
various  forms.. 

Mill  iron  for  use  in  puddling  furnace  to  be  converted  into 
wrought  iron. 

Low  phosphorus  for  use  in  acid  open  hearth  steel  manufacture 
and  steel  castings. 

Spiegel.  Ferro  Manganese  and  Ferro  Silicon  are  irons  of  par- 
ticular composition,  for  special  purposes,  and  require  special  ores 
and  treatment  in  the  blast  furnace. 

Blast. 

Furnaces  are  now  operated  by  volume  of  air  blown  per  minute 
as  distinguished  from  the  old  practice  of  running  by  pressure  of 
blast.  Pressure  is  now  regarded  in  the  light  of  one  of  the  valuable 
indications  of  internal  working  or  conditions. 

Calculated  over  long  periods  as  measured  by  piston  displace- 
ment and  exclusive  of  wastage,  between  5  and  6  tons  of  air  are  re- 
quired to  produce  one  ton  of  iron,  and  from  60  to  65  cubic  feet  of  air 
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to  bum  one  pound  of  fuel,  depending  upon  the  tightness  of  pipes  and 
fixtures  and  ofthe  air  piston  of  blowing  engine.  Atmospheric  moist- 
ure plays  an  important  part.  It  is  never  absent.  It  enters  the 
tuyeres  as  vapor  of  water,  calling  for  an  increased  amount  of  fue) 
to  restore  the  heat  absorbed  by  converting  this  vapor  into  its  con- 
stituent parts,  oxygen  and  hydrogen.  Whether  the  air  contains  5 
grains  moisture  per  cubic  foot  or  10  grains,  either  must  be  provided 
for  by  extra  fuel  or  higher  heat  of  blast,  if  the  temperature 
of  crucible  is  to  be  maintained.  On  an  average  for  any  one  year, 
probably  125  pounds  of  water  per  ton  of  iron  will  be  forced  into 
the  tuyeres  in  the  shape  of  vapor,  while  during  the  humid  sum- 
mer months  it  may  amount  to  200  pounds  and  over. 

This  is  the  reason  why  more  fuel  per  ton  of  iron  is  required  dur- 
ing the  summer  as  compared  with  the  winter  months. 

As  a  rule  less  cubic  feet  of  air  is  required  per  minute  to  cod- 
sume  same  amount  of  fuel  during  the  fall,  winter  and  spring 
months  than  during  the  warm  months  of  the  year. 

BwsT  Furnace  Management. 

The  modern  blast  furnace  is  not  an  invention,  nor  a  discovery, 
but  a  growth.  It  represents  the  combined  results  of  numerous  ex- 
periences,  and  in  itself  is  the  epitome  of  many  a  hard-woo  fight. 
Sleepless  energy  and  untiring  devotion,  perseverance  in  overcom- 
ing obstacles  apparently  unsurmountable,  and  the  forgettii^  of 
self,  has  worked  out  many  unsolved  problems.  Blast  furnace  man- 
agement is  fearful  drudgery  for  a  man  not  in  love  with  his  work. 

No  department  of  iron  or  steel  manufacture  calls  for  closer  ap- 
plication and  attention  to  details.  It  is  absolutely  continuous. 
With  these  qualities  lacking,  no  amount  of  technical  knowledge 
will  win  success.  The  most  successful  managers  have  been  those 
that  were  so  absorbed  in  their  work  that  they  never  stopped  to  in- 
quire whether  they  were  being  suitably  paid. 

The  results  obtained  have  shown  that  capital  usually  seeks 
out  the  best  talent. 

Time  does  not  permit  to  more  than  merely  mention  a  few  of  the 
improvements.  The  hearth  with  open  foreheart  hand  tympe  gave 
place  to  the  German  patented,  closed  front.  The  principle,  however, 
was  worked  out  in  American  practice,  we  finally  adopting  amodified 
form  of  the  Lurman  device,  P'ire-brick  stoves,  an  English  inven- 
tion, have  practically  replaced  the  cast-iron  pipe  stoves  for  heating 
the  blast.    Enthusiastic  agents,  eager  to  swell  their  commissions. 
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made  extravagant  claims  for  super-heated  blast,  in  fact  represent- 
ing that  brick  stoves  were  really  a  panacea  for  all  blast-furnace  ills. 

They  have  proven  a  valuable  adjunct,  but  many  failures  and 
serious  troubles,  scaflblds,  etc.,  followed  their  introduction  in  many 
instances.  Numerous  minor  but  important  improvements  have 
been  made  in  tuyeres  and  tuyere  fixtures,  etc.,  permitting  the 
replacing  of  tuyeres  in  5  to  10  instead  of  30  to  40  minutes. 

We  have  replaced  tuyeres  with  only  stoppages  of  2  to  3  minutes. 

This  may  be  considered  incredible  by  many  furnace  managers. 
We  now  use  mechanical  appliances  for  stopping  the  iron-tapping 
hole,  an  invention  of  Samuel  W.  Vaughan,  manager  of  the  Cambria 
Iron  Co.'s  furnaces,  thus  saving  many  long  stoppages.  When  a 
furnace  is  making  iron  at  the  rate  of  8  to  10  tons  per  hour  or  more, 
the  importance  of  every  minute  saved  in  stoppages  can  be  appre- 
ciated. 

One  of  the  most  frequent  and  troublesome  of  the  mechanical 
difficulties  is  the  formation  of  "  scaffolds  "  in  the  furnace. 

A  scaffold  is  an  accumulation  on  the  walls  of  the  furnace,  offer- 
ing an  obstruction  to  the  regular  and  even  descent  of  the  material 
and  diverting  the  uniform  distribution  of  the  gases. 

Scaffold  material  is  an  agglomeration  of  coal  or  coke,  limestone 
and  ore,  partially  fused  into  a  solid  mass  andfastened  to  the  walls. 
Sometimes  scaffolds  form  a  short  distance  above  the  tuyeres  and 
gradually  grow,  extending  far  up  into  the  shaft  of  the  furnace.  At 
others  they  commence  at  the  top  of  the  boshes,  beyond  the  reach 
of  the  tuyeres,  extending  upwards  and  towards  the  centre  of  the 
furnace.  Not  unfrequently  the  area  of  the  furnace  is  so  com- 
pletely occupied  by  this  solid  mass  that  only  a  small  opening,  a 
few  feet  in  diameter  is  left  free  from  top  to  bottom. 

Of  course  the  operations  of  the  furnace  arc  brought  to  an  in- 
glorious close,  but  usually  only  after  a  hard  and  laborious  fight — a 
very  expensive  contest. 

On  other  occasions  the  obstructions  cause  irregular  working,  in- 
ferior iron  and  high-fuel  consumption,  with  excessive  costs,  but 
may  not  be  sufficiently  serious  to  put  the  furnace  out  of  blast.  As 
a  rule,  however,  it  does  not  pay  to  fight  a  serious  melted  scaffold  in 
the  hopes  of  restoring  the  furnace  to  good  working  condition.  It 
may  appeal  to  the  professional  pride  of  a  manager  to  continue  the 
fight,  but  as  a  commercial  proposition  it  is  usually  cheaper  to  stop, 
shovel  out  and  try  again.     Scaffolds  are   not  as  frequent  as  for- 
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merly,  but  they  are  still  a  serious  menace  and  in  one  form  or  an- 
other are  a  constant  source  of  danger  and  anxiety. 

It  is  estimated  that  fully  7056  of  the  heat  of  the  crucible  is 
brought  into  it  by  the  solid  materials  which  in  their  descent  through 
the  furnace  come  in  contact  with  the  highly-heated  gas  currents. 

The  effect  of  any  serious  interruption  to  the  regular  descent  of 
this  stock  can  be  thus  appreciated.  The  working  or  acting  area  of 
the  furnace  being  thus  reduced  by  the  scaffold  accumulation,  the 
flow  of  gases  is  confined  to  a  restricted  channel.  The  time  of  con- 
tact with  the  ores  is  lessened  so  that  they  reach  the  crucible  un- 
prepared  for  melting,  which  further  lowers  the  temperature  of  the 
crucible.  The  blast  meets  with  greater  resistance,  and  at  times  the 
whole  power  of  the  engine  fails  to  drive  the  air  through  the  furnace 
The  flow  of  gas  failing,  the  hot-blast  stoves  are  thus  deprived  of 
their  source  of  heat,  and  the  temperature  of  the  blast  falls.  The 
boilers  are  fired  with  coal  to  maintain  steam  to  operate  pumps  and 
keep  the  engine  moving.  Finally  a  passage  may  be  opened  and 
gas  again  flows  through  the  stoves  as  the  blast  finally  works  its  way 
through  the  obstruction. 

With  the  lowering  of  the  temperature  of  the  crucible  the 
tuyeres  are  closed  with  a  semi-fluid  mass  of  iron  and  slag,  com- 
munication between  the  tuyeres  and  cinder  notch  or  slag  opening 
and  the  Iron  tapping  hole  is  obstructed  by  the  partial  chilling  of 
the  contents  of  the  crucible.  Days  and  sometimes  weeks  elapse 
before  any  iron  of  merchantable  shape  and  quality  is  run  into  the 
pig  beds. 

My  first  experience  of  a  genuine  scaffold  of  the  worst  kind  was 
a  few  months  after  I  was  entrusted  with  the  responsibility  of  the 
management.  During  an  absence  of  a  few  days  my  foreman  filled 
into  the  furnacealotof  dirty  limestone.  The  limestone  shipments 
had  been  delayed  by  wet  weather.  The  centre  of  the  stock  pile 
was  reached,  which  proved  to  be  very  dirty  from  long  continued 
dumping  and  the  dailyremoval  of  clean  stone  from  the  edge  of  the 
pile.  For  two  weeks  I  never  saw  a  bed.  The  struggle  lasted  a 
month  or  more.  Finally  the  furnace  was  restored  to  normal  work- 
ing condition,  much  to  my  gratification,  but  at  great  expense  and 
loss  to  the  company.  I  was  thus  early  impressed  with  the  impor- 
tance of  exercising  the  most  careful  watchfulness  as  to  the  prepara- 
tion of  the  material  filled  into  the  furnace — ores,  fuel  and 
imestone. 
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It  was  a  valuable  though  a  costly  lesson,  and  I  have  since  tried 
to  make  good  use  of  it  It  pays  to  use  every  precaution  to  pre- 
pare the  stock  before  filling,  rather  than  throw  additional  work  on 
the  furnace  and  run  the  risks  of  serious  disturbance  of  its  operations. 

By  experience  we  learn  the  various  syntptoms  characteristic  of 
disorders  or  variations  from  normal  conditions,  just  as  physicians 
determine  disease. 

The  correct  diagnosis  is  mere  qr  less  difficult  and  obscure,  as 
different  causes  produce  the  same  results.  It  is  just  as  easy  for  the 
furnace  manager  to  draw  wrong  conclusions  and  administer  the 
wrong  remedy  as  for  the  doctor,  though  he  may  have  the  more  or 
less  intelligent  araistance  of  his  patient. 

In  the  meantime  the  patient  in  both  cases  suffers  the  penalty  of 
ignorance,  however  excusable  that  ignorance  may  be  on  the  part 
of  the  attending  expert. 

Serious  difficulties  command  the  attention  of  even  the  average 
workmen.  They  mean  hard  work  all  around.  In  many  instances 
less  than  one-half  of  the  labor  necessary  to  overcome  troubles 
would  have  prevented  them  altogether  if  the  warnings  had  been 
observed — in  other  words,  if  the  symptoms  had  been  detected  by 
close  application  and  attention  to  details.  I  have  always  endeav- 
ored to  impress  this  fact  upon  my  foremen,  by  precept  and  example. 

When  the  furnace  is  running  along  smoothly  then  is  the  time 
for  the  manager  to  be  watchful,  to  give  attention  to  minute  matters 
and  thus  endeavor  to  keep  her  running  regularly. 

The  average  man,  under  such  conditions,  is  apt  to  become  care- 
less and  neglectful.  He  fails  to  observe  indications  of  importance,, 
not  purposely,  but  simply  from  lack  of  intelligent  observation. 

Seeing,  he  sees  not,  that  is,  he  does  not  perceive;  the  mind  is- 
dormant.  Constant  watchfulness  and  preparation  for  difHculties 
that  may  never  come  is  no  more  an  evidence  of  undue  nervous- 
ness than  a  laudable  ambition  to  improve  one's  condition  is  to  be 
confounded  with  restless  discontent,  so  disastrous  to  all  effort. 

The  formation  of  scaffolds  is  due  to  many  causes,  and  sometimes 
they  apparently  come  from  no  traceable  cause,  simply  from  "  pure 
cussed  ness." 

Scaffolds  may  result  from  the  furnace  being  too  hot,  as  well  as  too 
cold;  from  errors  of  fluxing  or  variations  in  materials,  (theory 
may  be  alt  right  but  practice  all  wrong) ;  from  improper  filling  of 
stock,  either  from  badly  proportioned  bell,   neglect  in  the  stock 
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house  or  on  the  part  of  the  top  filler;  from  long  continued  use  of 
excessively  basic  slag,  lime  scaffolds  may  be  formed,  or  from  use  of 
slags  too  silicious. 

Unexpected  stoppages,  due  to  accidents,  allowii^  no  time  for 
preparation,  may  or  may  not  be  followed  by  scaffolds  more  or  less 
serious. 

The  gangue  of  certain  ores,  fusing  to  a  sticky  mass  at  com- 
paratively low  temperature  or  the  use  of  an  easily  clinkering  coal, 
may  be  responsible.  A  hard  and  tough  white  ash  coal  is  required 
for  blast  furnaces. 

Volume  of  air  blown,  area  of  tuyeres  and  heat  of  blast,  under 
certain  conditions,  are  frequently  important  factors. 

Time  will  not  permit  any  reference  to  remedies  employed  to 
dislodge  and  remove  scaffolds  other  than  to  remark  that  they  arc 
sometimes  heroic,  involving  the  liberal  use  of  dynamite  or  practi- 
cally blowing  out  or  lowering  Stock  below  the  scaffold,  thus 
loosening  it  by  melting  away  the  foundation  and  then  refilling. 

Methods  will  vary  with  circumstances  and  the  judgment  of 
manager. 

Other  disturbances  to  uniform  settling  of  the  stock  are  known 
as  "  arching,"  "  hanging  "  and  "  jumping."  These  invariably  pro- 
duce bad  results.  If  continued,  they  add  to  the  cost  of  the  iron 
and  at  same  time  cause  the  production  of  lower  grades  and  in- 
ferior quality.     They  are  not  necessarily  dangerous. 

If  not  corrected,  however,  the  conditions  producing  them  may 
lead  to  a  permanent  melted  scaffold.  They  may  be  considered  as 
warnings  of  something  worse  to  follow. 

Accumulations  may  form  on  the  bosh  walls  of  considerable 
thickness  that  in  no  way  interferes  with  the  uniform  working  of 
the  furnace.  If  these  accumulations  are  evenly  and  regularly  dis- 
tributed they  serve  to  protect  the  brickwork  from  fusing  and  from 
the  destructive  chemical  action  of  the  slag  and  gases. 

This  coating  at  times  forms  an  artificial  bosh,  more  durable 
than  the  original  brickwork,  in  fact  a  graphitic  lining. 

Furnace  "  kish  "  corresponds  closely  in  composition  with  native 
graphite,  from  which  plumbago  crucibles  are  manufactured. 

Artificial  graphite  contains  more  iron  than  the  native,  as  the  fol- 
lowing analysis  will  show : 

Fe.  %        SiO,.  %        C.  ft 
Native  graphite  1.6  to  4.6     2.4  to  8.6     78  to  85 

Artificial  or  furnace  graphite  17.3  2.20  70.74 
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When  two  to  three  tons  of  fuel  were  consumed  per  ton  of  iron, 
or  when  comparatively  large  furnaces  made  but  small  products, 
the  artificial,  or  furnace-made  bosh  lining  served  to  lengthen  the 
duration  of  the  blast.  Modern  practice,  however,  does  not  rely 
upon  this  formation  to  protect  the  bosh  walls,  finding  it  incon- 
sistent with  fuel  economy  and  lai^e  products. 

Modern  Construction. 

With  more  intelligent  management  the  common  construction 
previous  to  1880  was  found  inefficient.  The  changes  were  gp^dual, 
experimental,  groping  in  the  dark,  as  it  were. 

Each  change  was  made  to  overcome  some  special  difficulty,  as 
the  necessity  presented.  Probably  this  side  of  the  subject  can  be 
best  illustrated  by  giving  a  short  sketch  of  the  operations  of  the 
Warwick  furnace.     This  furnace  was  first  started  in  1875. 

From  187s  tothesummerof  i877itwa3  in  charge  of  experienced 
founders,  of  good  reputation,  but  one  scaffold  followed  another, 
varied  by  chilling,  about  every  six  months,  so  that  the  company 
was  brought  to  the  verge  of  bankruptcy.  The  causes  were  various, 
but  chiefly  to  the  lack  of  knowledge  of  the  material  used. 

The  ores  used  and  mined  by  the  company  were  of  different 
itomposition  from  those  usually  employed  in  the  Schuylkill  Valley 
at  that  time.  The  largest  product  of  iron  for  any  one  week  was 
190  tons,  which  represented  the  average  best  work  of  furnaces  of 
the  same  size  in  the  vicinity.  The  weekly  average,  however,  of  any 
one  blast  barely  exceeded  50  tons  per  week  for  the  reasons  men- 
tioned . 

November,  1877,  the  furnace  was  placed  in  my  charge.  No 
changes  in  construction  were  made  except  the  substitution  of  a  7- 
foot  bell  in  the  place  of  a  $-ioot  bell.  In  blowing  in,  the  furnace 
started  excessively  hot,  causing  me  much  anxiety,  but  it  proved  a 
blessing  in  disguise,  as  was  demonstrated  a  couple  of  years  later. 

A  graphitic  coating  was  formed  on  boshes,  or  a  scaffold  evenly 
distributed,  preserving  the  brick  work  without  interfering  with  the 
working  of  the  furnace.  The  bosh  walls  following  the  construction 
of  that  period,  were  about  3j^  feet  thick. 

In  the  course  of  a  few  weeks  the  furnace  reached  a  weekly  make 
of  300  tons  and  over,  an  unheard-of  product  at  that  time  for  an  an- 
thracite furnace  of  its  size. 

It  created  more  local  excitement  and  interest  than  a  make  of 
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t,300  tons  does  now.  When  congratulated  I  replied  that  I  was 
sorry,  as  I  was  afraid  that  a  standard  had  been  made  that  could 
not  be  reached  again.  We  ran  105  weeks  without  special  incident 
when  the  inwall  gave  way,  terminating  the  blast    • 

The  average  weekly  product  was  357  tons. 

The  furnace  was  relined,  maintaining  the  same  construction,  and 
blown  in  March,  1880.  My  troubles  now  commenced,  1880  being 
an  eventful  year.  It  was  a  life  and-dcath  struggle,  not  only  for  me, 
but  the  new  method  of  management  was  on  trial  also. 

I  had  earned  the  jealous  hatred  of  the  Oid  School  and  my 
troubles  were  a  source  of  no  little  satisfaction  to  many. 

Furnace  was  blown  in  March  28, 1 880,  care  being  taken  not  to  al- 
low the  furnace  to  start  so  hot,  or  grey  as  it  is  termed,  as  the  previ- 
ous blast.  A  good  start  was  made,  the  product  averaging  368  tons 
per  week,  but  we  only  ran  six  weeks.  A  new  furnace  disease  was 
developed,  symptoms  were  not  wanting,  but  their  significance  was 
not  appreciated  until  some  months  later.  No  serious  irregularities- 
were  experienced,  until  upon  a  certain  night  following  an  unusu- 
ally large  cast,  the  stock  settled  a  few  feet  from  the  top,a  common 
occurrence.  Following  each  cast  a  stoppage  was  then  necessary 
to  close  the  iron  tapping  hole.  On  starting  engine  it  was  found 
that  the  resistance  to  blast  entering  tuyeres  was  so  great  that  the 
engine  was  barely  able  to  run.  Gas  failed,  steam  became  short,  ne- 
cessitating heavy  firing.  The  tuyeres  became  a  dull  red,  showing 
partially  fused  iron  and  slag. 

Melting  practically  ceased.  Communication  between  tuyeres- 
cinder  notch  and  iron  notch  was  cut  off.  With  14  pounds  pres- 
sure at  the  tuyeres,  scarcely  any  flame  was  perceptible  at  the  open 
iron  or  cinder  hole.  Some  of  the  tuyeres  became  solid;  others 
melted  slowly.  The  liquid,  not  being  able  to  sink  into  crucible, 
formed  a  column  of  sufficient  weight  to  overbalance  the  air  pres- 
sure  in  tuyere  pipe  and  flowed  back  and  filled  the  pipe  with  a  mix- 
ture of  slag  and  iron. 

After  struggling  day  and  night  for  several  turns  I  was  forced  to 
admit  that  the  furnace  was  chilled.  We  proceeded  at  once  to 
empty  the  furnace.  In  cleaning  out,  it  was  noticed  that  from  the 
tuyeres  upwards  for  a  distance  of  ten  feet  or  more  the  contents 
were  a  mass  of  finely  divided  dirt,  analyzing  4756  coal,  46%  ore, 
7%  limestone.  Above  this  mass  of  dirt  the  stock  was  in  good 
condition.  Below  the  tuyeres  the  crucible  was  filled  with  dirt,  of- 
fering no  difficulty  to  remove. 
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There  was  no  iron  to  contend  with. 

When  furnace  was  finally  emptied,  me^surents  were  taken,  show- 
ing the  inwall  above  boshes  to  be  in  good  condition  and  of  about 
the  same  dimensions  as  when  blown  in,  but  the  bosh  walls  were 
completclj'  melted,  only  a  lighf  shell  on  the  outer  course  remain- 
ing, about  9"  thick  instead  of  42". 

It  was  assumed  that  the  brick  used  were  of  poor  quality,  but 
this  explanation,  while  the  best  that  could  be  given  at  the  time, 
was  not  satisfactory  to  me,  nor  probably  to  any  one  else. 

There  was  no  evidence  of  a  melted  scaffold  such  as  previously 
described,  and  "  dirt  scaffolds  or  dirt  troubles"  had  not  then  re- 
ceived a  name.  During  this  short  blast  we  made  mill  iron,  and 
my  critics  asserted  that  I  was  running  for  sake  of  a  record  with- 
out regard  to  the  durability  of  the  furnace  and  that  no  furnace 
could  stand  such  treatment. 

Repairs  were  made,  a  new  bosh  with  different  make  of  brick  be- 
ing constructed.  The  furnace  was  again  blown  in  August  27, 
1880. 

This  time  I  aimed  to  make  foundry  iron  to  meet  the  criticisms 
mentioned.  It  was  generally  understood  that  foundry  iron  formed 
graphitic  protections  to  the  bricks  and  to  this  extent  prolonged 
their  service.  This  was  undoubtedly  true  when  combined  with 
large  fuel  consumption  and  small  product,  but  fortunately  or  un- 
fortunately for  me  our  product  of  foundary  iron  averaged  382  tons 
per  week,  a  larger  weekly  product  than  had  yet  been  reached. 

In  nine  short  weeks  we  had  a  repetition  of  the  previous  blast 
almost  exactly.  In  the  midst  of  the  best  working  and  largest 
yield,  with  scarcely  any  warning,  the  furnace  was  again  chilled. 

Precisely  the  same  conditions  were  found  to  exist  as  before, 
only  more  so.  The  loss  of  brick  work  extended  higher  up  the 
boshes,  the  mass  of  dirt  being  proportionately  greater. 

To  say  that  I  was  discouraged  does  not  begin  to  portray  my 
feelings,  but  I  was  determined  to  kill  or  cure.  In  cutting  away 
the  brickwork  below  the  mantle,  in  order  to  make  an  opening  to 
remove  the  stock,  I  noticed  that  as  soon  as  the  workmen  penetrated 
and  air  was  drawn  in  through  a  small  hole  cinder  commenced  to 
trickle  down.  As  the  opening  was  enlarged,  the  stock  was  shown 
to  be  white  hot  and  in  good  condition.  It  then  occurred  to  me 
that  the  whole  trouble  was  due  to  the  dirt,  and  if  the  dirt  had  been 
removed  through  the  tuyeres  by  ravelling  out  we  would  have  been 
VOL.  XIX.— 17 
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saved  much  hot  and  hard  work  and  the  furnace  might  have  con- 
tinued in  blast.     At  the  time,  however,  it  was  too  late. 

When  furnace  was  emptied,  the  boshes  were  found  to  be  com- 
pletely destroyed,  but  the  inwall  was  in  good  condition. 

While  discouraged,  I  was  not  hopeless. 

I  was  now  satisfied  that  all  my  efforts  would  prove  of  no  avail 
unless  some  means  could  be  provided  to  preserve  the  boshes. 

The  walls  being  thick,  as  they  melted,  the  area  above  tuyeres 
greatly  enlarged.  The  cavities  thus  formed  filled  with  "  dirt "  or 
finely  divided  ore  and  coal. 

The  volume  of  air  blown  was  not  sufficient  to  fill  and  keep 
active  the  enlarged  area.  The  chilling  was  due  to  this  mass  of 
dirt  being  dislodged  and  settling  into  the  crucible,  thus  preventing 
all  contact  between  the  air  and  fuel,  the  temperature  being  just 
sufficient  to  form  a  pasty,  semi-fluid  mass. 

My  idea  was  to  hold  the  bosh-walls  intact  and  maintain  their 
shape  and  dimensions.  Mr.  P.  L.  Weimer,  of  Lebanon,  one  of  the 
most  progressive  and  intelligent  furnace  constructors  of  his  time, 
became  deeply  interested,  and,  as  a  result,  the  first  instance  of  a 
water-cooled  bosh,  in  this  section  at  least,  was  constructed. 

This  was  accomplished  by  employing  a  series  of  vertical  pipes 
encircling  the  entire  bosh  and  in  height  about  15  feet  above  the 
tuyeres.  They  were  placed  against  the  old  shell  of  brickwork  and 
only  a  lining  of  9"  brick  was  used  in  front  of  them. 

Many  were  the  criticisms  as  to  the  absurdity  of  attempting  to 
run  a  furnace  encircled  with  a  flowing  stream  of  water. 

The  furnace  thus  constructed  was  blown  in  December  15, 
1880,  continuing  in  operation  245  weeks,  showing  a  larger  prod- 
uct for  the  blast  than  had  ever  been  made  by  an  anthracite  furnace, 
average  weekly  product,  including  many  stoppages  and  delays, 
being  416  tons  and  the  total  make  about  102,000  tons. 

Thin  bosh  walls  had  been  previously  used  in  Germany,  but  had 
not  attracted  much  attention  in  this  country. 

This  blast,  terminating  September  i ,  1 885 ,  was  not  without  many 
incidents  of  interest  and  of  much  hard  work,  giving  opportunity 
to  study  the  "  dirt  trouble  "  or  "  dirt  scaffold,"  and  to  become  fa- 
miliar with  the  symptoms  and  guard  against  serious  consequences. 

By  maintaining  the  size  of  bosh,  the  "  dirt "  was  prevented  from 
accumulating  in  such  quantities  as  to  endanger  the  safety  of  the 
furnace.     It  would  take  too  much  time  to  go  into  further  detail. 
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but  sufBce  to  say  that  the  folly  of  thick  bosh  walls  was  demon- 
strated, thus  leading  to  the  present  construction  of  thin  walls  pro> 
tected  with  rows  of  bronze  bosh  plates,  which  method  was  elabo- 
rated in  the  West. 

"  Dirt  troubles "  were  recognized  as  one  of  the  conditions  co- 
incident with  the  new  practice  of  comparatively  large  product  and 
comparatively  low  fuel  consumption,  but  more  particularly  con- 
fined to  the  use  of  anthracite  coal.  They,  however,  are  not  un- 
known to  the  coke  furnaces. 

By  close  watching  we  are  now  able  to  control  them,  but  so  far 
have  not  succeeded  in  preventing  the  formation  of  the  dirt. 

The  blast  commencing  December,  1885,  was  of  180  weeks'  dura- 
tion, averaging  598  tons  per  week.  New  and  larger  iron  stoves 
were  added  to  the  equipment  during  the  repairs,  enabling  a  lai^er 
volume  of  air  to  be  blown  than  previously. 

This,  together  with  the  use  of  one  quarter  coke  addition  en- 
abled us  to  increase  our  product.  We  had  our  "  ups  and  downs," 
the  average  results,  however,  being  fairly  satisfactory.  The  bosh 
-coils  were  used  to  maintain  the  shape  and  size  of  the  boshe.*!,  18 
inches  of  brick  being  placed  in  front  of  them. 

The  blast  October,  i88g,  to  July,  1892,  lasted  144  weeks,  aver- 
■aging  744  tons  per  week.  A  new  stack  had  been  constructed,  70  feet 
faigh,  instead  of  53  feet,  and  bosh  walls  18  inches  thick,  protected 
with  water  coils  and  strengthened  with  a  bosh  jacket.  We  had 
several  serious  "  dirt  troubles."  With  each  improvement  in  con- 
struction, designed  to  overcome  the  troubles,  the  product  of  the 
furnace  was  increased  so  that  relatively  we  were  in  the  same  posi- 
tion in  this  respect  as  before.  However,  while  we  could  not  pre- 
vent the  accumulations,  we  learned  to  handle  them  to  better  ad- 
antage. 

Several  times  during  this  blast  we  were  obliged  to  use  oil  blow- 
pipes to  melt  out  chilled  tuyeres  and  open  the  iron  tapping  hole, 
-closed  with  chilled  iron,  remove  the  tuyere  and  ravel  out  the  stock 
which  consisted  chiefly  of  fine  dirt. 

For  several  days  little  or  no  merchantable  iron  was  made,  but 
finally  in  each  instance  the  furnace  was  restored  to  normal  work- 
ing condition. 

During  the  blast  from  October  i,  1892,  to  September,  1896,  206 
weeks,  we  made  a  product  of  about  204,000  tons  iron,  using  half 
coke  and  half  coal  as  fuel. 

In  the  first  six  months  we  had  several  serious  experiences  from 
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"  dirt,"  due  in  great  part  to  over-confidence  in  the  high  heats  of 
blast  from  our  new  brick  stoves  and  the  larger  use  of  coke.  It 
was  assumed  that  the  high  heats  of  blast  possible  with  brick 
stoves,  as  compared  with  cast-iron  pipe  stoves,  would  enable  us  to- 
contend  with  "  dirt  accumulations  "  without  taking  the  usual  pre- 
cautions. Greater  confidence  was  also  felt  in  the  bosh  construc- 
tion,'we  having  substituted  bronze  bosh  plates  for  the  water  coils. 
Only  4"  of  brick  work  was  in  front  of  the  bosh  plates  so  that  the 
bosh  could  only  enlarge  8"  in  diameter,  thus  leaving  less  room  for 
the  lodgment  of  dirt.  During  the  6rst  six  months  we  learned  that 
this  confidence  was  misplaced.  Our  old  enemy  was  as  much  io 
evidence  as  on  previous  occasions. 

Our  weekly  product  of  iron  reached  1,000  to  1,100  tons. 

The  dirt  accumulation  formed  higher  up,  lodging  at  the  top  of 
the  boshes,  above  the  bosh  plates  in  the  widestpart  of  the  furnace. 

Neglecting  in  a  measure  our  usual  precautions  and  taking 
chances  or  risks,  we  suffered  in  consequence.  The  average  fur- 
nace employee  is  naturally  conservative,  opposing  on  principle 
every  innovation  and  charging  every  trouble  to  any  new  device  or 
construction  that  may  have  been  adopted.  He  forgets  the  past 
and  is  constantly  citing  the  "  good  old  times,"  as  better  educated 
and  better  informed  people  are  in  the  habit  of  doing. 

The  new  bosh  plates  were  condemned  as  being  responsible  for 
the  irregular  working,  and  this  belief  caused  a  hopeless  discourage- 
ment to  take  possession  of  my  principal  men,  unfitting  them  for 
effective  work,  notwithstanding  all  the  records  I  was  able  to  show 
to  the  contrary.     They  could  not  or  would  not  be  convinced. 

On  one  occasion  an  opportunity  occurred  to  prove  conclusively 
that  bosh  plates  were  innocent  of  all  blame. 

Following  an  unusual  large  cast  of  iron,  as  on  previous  occasions, 
the  dirt  accumulation  loosened  and  moved  down  to  tuyeres  so  that 
the  furnace  would  not  take  any  blast. 

Instead  of  attempting  to  force  blast  into  the  furnace  and  thus 
closing  the  tuyeres  with  semi-fused  iron  and  slag,  the  engine  was 
stopped  and  several  tuyeres  removed  before  the  dirt  was  fused  into 
a  sticky  mass.     Bars  and  hoes  were  used  to  remove  the  stock. 

In  a  short  time  we  were  almost  overwhelmed  with  a  flow  of 
red  hot  dirt  Sowing  like  so  much  red  hot  pewter  sand. 

This  was  removed  and  the  ravelling  continued  until  the  lower 
part  of  furnace  was  completely  emptied,  but  there  was  no  move- 
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tnent  of  the  stock  on  top  ot  furnace.  Dynamite  cartridges  were 
used  above  and  below  to  cause  settling,  but  with  no  effect. 

The  men  were  cautioned  to  keep  away  from  tuyere  openings,  for 
fear  of  accident  in  case  the  stock  should  drop  suddenly  and  drive 
out  a  volume  of  burning  gas.  No  movement  occurring,  my  foreman 
and  myself  cautiously  approached  a  tuyere  opening  and,  reaching 
forward,  looked  up  into  the  shaft  of  furnace.  The  boshes  were 
found  to  be  perfectly  clean  and  in  beautiful  shape,  the  bosh  plates 
were  seen  to  have  nothing  whatever  to  do  with  the  trouble,  as  an 
arch  had  formed  fully  fifteen  feet  above  the  top  row  of  plates. 

The  skew  back  of  this  arch  was  later  located  more  exactly  by 
drilling  holes  through  the  brickwork. 

Had  this  arch  given  way  while  we  were  at  the  tuyeres  openings 
we  would  have  been  cremated. 

The  tuyeres  were  replaced  and  the  engine  started. 

Gas  issued  from  the  top  offurnace.  The  blast  pressure  was  low. 
This  gradually  increased,  becoming  quite  high  and  the  flow  of  gas 
almost  ceased  again.  Conditions  assumed  a  serious  aspect,  for  un- 
less this  arch  broke  away  the  blast  was  ended. 

Gradually  the  pressure  lightened,  showing  that  the  blast  was 
making  its  way  through  the  arch,  and  finally,  with  a  terrible  roar- 
ing noise,  the  stock  settled  or  jumped,  making  a  pyrotechnic  dis- 
play that  would  have  been  interesting  under  more  favorable  auspices. 

Red-hot  coke,  in  large  quantities,  was  driven  out  of  the  top  of  the 
furnace  (the  bell  fortunately  being  open)  down  through  the  gas  flues 
and  up  through  the  stove  checker  work  and  chininies,for  many  feet 
into  the  air.    This  occurred  about  midnight. 

The  scene  for  a  minute  or  two,  with  the  mass  of  fire  and  gas, 
was  calculated  to  cause  dismay,  if  we  had  had  time  to  think. 

Fortunately  no  one  was  injured. 

The  furnace  resumed  working  and  commenced  to  melt  regularly. 

In  the  course  of  a  few  days,  after  more  or  less  trouble  with  a 
high  bottom  and  chilled  tapping  hole,  necessitating  the  use  of  the 
oil  blow  pipe,  the  furnace  was  in  normal  working  condition. 

After  this  we  did  not  take  any  more  chances,-  All  were  con- 
vinced that  the  bosh  plates  were  not  the  cause  of  the  irregular 
working,  and  with  renewed  courage  we  went  to  work  to  combat 
our  old  enemy  with  the  confidence  born  of  many  victories. 

If  we  could  not  prevent  the  dirt  accumulating,  by  carefully 
watching  the  symptoms,  we  could  prevent  serious  consequences 
following. 
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So  far  the  present  blast  commencing  December,  1896,  has  been 
free  from  any  serious  troubles  of  the  kind,  but  only  for  the  reason 
that  we  are  constantly  on  the  watch  and  do  not  permit  the  slight- 
est symptoms  of  disorder  to  pass  unnoticed. 

We  are  now  making  1,200  to  1,400  tons  iron  per  week — the 
total  product  for  1897  being  63,137  tons — as  compared  with  17,- 
148  tons  for  1878. 

Careful,  experienced  and  intelligent  nursing  is  just  as  important 
in  the  modern  furnace  as  in  the  modern  hospital. 


THE  MINOR  PLANETS* 
Bv  JOHN  K.  REES. 

During  the  centuries  that  preceded  the  invention  of  the  tele- 
scope the  unaided  eyes  of  the  star  gazers  had  mapped  with  fair 
accuracy  the  positions  of  a  few  thousand  stars.  They  early  saw 
that  several  stars  were  different  from  their  fellows,  which  retained 
their  relative  positions  without  apparent  change  year  after  year. 
A  few  stars  were  observed  to  move  or  wander  among  the  others 
and  the  wanderers  they  styled  Planets. 

Studying  the  recorded  observations  of  Mercury,  Venus,  Mars, 
Jupiter  and  Saturn  led  Copernicus  in  the  middle  of  the  sixteenth 
century  to  declare  his  theory,  that,  about  the  sun  as  a  center  these 
planets  moved,  having  the  earth  as  a  companion. 

The  moon  was  known  to  be  a  satellite  of  the  earth.  Thus  six 
planets  and  one  satellite  were  recorded. 

The  beginning  of  the  seventeenth  century  brought  the  wonder- 
ful invention  of  the  telescope.  Galileo  with  his  "  Optick  tube  "  dis- 
covered in  1610  four  moons  of  Jupiter.  During  the  century  that 
followed  this  discovery  the  astronomers  with  their  cumbrous  tele- 
scopes found  that  Saturn  was  accompanied  by  interesting  com- 
panions. 

J.  D.  Cassini  and  Huyghens  observed  five  moons,  and  the  latter 
was  first  to  see  that  Saturn  was  encircled  by  a  wonderful  ring 

*  From  >  popalttT  leclure  before  ibe  New  York  Acsdemy  of  ScicDces  on  March  39, 
1897. 
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system,  making  it  the  most  ornate  and  curious  member  of  the  solar 
system. 

William  Herschel,  working  with  a  reflecting  telescope  of  his  own 
construction,  startled  the  world  by  adding  a  new  planet  to  those 
which  had  been  known  from  and  before  "  the  dawn  of  history." 
The  discovery  of  Uranus  on  March  13,  1781,  "had  the  surprising 
efTect  of  utter  novelty."  In  1787  Herschel  found  that  this  new 
planet  had  two  moons  and  in  1789  he  added  two  new  satellites 
to  Saturn's  complex  system. 

All  the  other  attendants  of  the  planets  have  been  discovered 
during  the  present  century,  and  on  September  23,  1846,  Dr.  Galle, 
of  the  Berlin  Observatory,  directing  his  telescope  to  the  part  of  the 
heavens  indicated  by  the  calculations  of  Le  Verrier,  added  the 
outermost  planet  to  our  system. 

Neptune  was  discovered  in  1846  by  Lassell  to  have  one  moon, 
and  the  same  observer  in  185 1  provided  Uranus  with  two  addi- 
tional satellites. 

Our  own  Bond  at  Cambridge  in  1848  gave  Saturn  his  eighth 
moon.  The  year  1877  was  made  memorable  by  the  splendid  dis- 
covery of  Asaph  Hall  of  two  minute  satellites  of  Mars. 

It  remained  for  keen-eyed  Barnard,  of  the  Lick  Observatory, 
using  the  great  telescope  there  mounted,  to  find  that  giant  Jupiter 
was  attended  by  a  very  small  fifth  moon.  This  discovery  was 
made  282  years  after  Galileo  first  showed  the  four  moons  that  are 
easily  visible. 

The  solar  system  as  known  at  the  close  of  the  eighteenth  cen- 
tury consisted  of  seven  planets  and  fourteen  satellites  or  moons ; 
at  the  end  of  the  present  century  the  number  is  increased  by  one 
planet,  seven  satellites  and  more  than  400  minor  planets,  numerous 
comets  and  meteor  swarms. 

The  illustrious  Kepler,  as  long  ago  as  the  beginning  of  the 
seventeenth  century,  while  groping  for  a  law  of  the  planetary  dis- 
tances, was  almost  reduced  to  despair  by  the  anomalous  space  be- 
tween the  orbits  of  Mars  and  Jupiter,  He  finally  gave  up  the  idea 
'■  of  reconciling  the  actual  state  of  tlie  planctarj'  system  with  any 
theory  he  could  form  respecting  it,  and  hazarded  the  assertion  that 
a  planet  really  existed  between  the  orbits  of  Mars  and  Jupiter,  and 
that  its  smallness  alone  prevented  it  from  being  visible  to  astrono- 
mers." 

In  1772,  nine  years  before  Herschel's  discovery  of  Uranus,  Pro- 
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feasor  Titius,  of  Wittenberg,  pointed  out  "  the  existence  of  a  re- 
markable symmetry  in  the  disposition  of  the  bodies  constituting 
the  solar  system." 

He  showed  that  if  we  write  down  the  numbers  o,  3,  6,  12,  24, 
etc,  each  of  which,  except  the  second,  is  two  times  the  previous 
number,  and  add  to  each  of  these  numbers  the  constant  4,  we  will 
get  a  series  of  4,  7,  10,  16,  28,  52,  etc.  These  first  six  numbers 
gave  with  fair  accuracy  the  relative  distances  of  the  then  known 
planets  from  the  sun,  the  earth's  distance  being  represented  by  the 
number  10.  With  one  remarkable  exception  (the  exception  that 
puzzled  Kepler  in  his  studies),  there  was  no  planet  known  at  the 
distance  28. 

Professor  Bode  put  in  this  place  a  hypothetical  planet.  The 
discovery  of  Uranus  in  1781  at  a  distance  which  nearly  complied 
with  the  law  strengthened  belief  in  the  truth  of  the  law.  Von 
Zach  in  1 785  actually  calculated  elements  for  this  "unseen  and 
unfelt  body."  For  fifteen  years  he  kept  in  mind  the  need  of  a 
careful  search  for  this  unseen  body, and  in  September,  i8cx),he  or- 
ganized at  Lilienthal  a  force,  jocularly  named  by  him  "Celestial 
Police,"  consisting  of  himself  and  five  other  astronomers  as  prime 
movers,  who  were  to  call  in  the  aid  of  others,  "for  the  express 
purpose  of  tracking  and  intercepting  the  fugitive  subject  of  the 
sun."  The  search  scheme  provided  that  the  heavens,  eight  de- 
grees on  each  side  of  the  equator,  should  be  divided  into  twen^- 
four  zones.  Each  zone  was  to  be  placed  under  the  care  of  a  sin- 
gle observer.  The  association  was  pushing  its  arrangements  as 
rapidly  as  the  lack  of  postal,  telegraph  and  railroad  facilities 
would  allow,  when  they  were  surprised  and  gratified  by  the  news 
that  the  sought-for  planet  had  been  discovered,  but  by  an  as- 
tronomer who  had  not  been  looking  for  the  body,  but  had  been 
carefully  observing  the  heavens  for  another  purpose. 

Professor  Piazzi,  at  the  observatory  of  the  University  of  Palermo 
in  Sicily,  had  been  working  for  nearly  ten  years  to  form  a  star 
catalogue.  On  the  first  night  of  the  present  century,  January  I, 
l8oi,hewas  observing  the  stars  in  the  constellation  of  Taurus, 
unaware  that  to  him  had  been  assigned  a  zone  by  the  Lilienthal 
enthusiasts.  He  found  an  eighth  magnitude  star  which  the  obser- 
vations of  the  subsequent  nights  proved  to  be  moving  slightly 
among  the  surrounding  stars.  He  thought  he  had  discovered  "a 
new  kind  of  comet  without  tail  or  coma,"  only  a  nucleus.     Piazzi 
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continued  to  watch  the  suspicious  body  until  a  serious  illness  com- 
pelled him, on  February, 1 1 ,  1 80 1,  to  give  up  for  the  time  being  all 
work.  He  had  previously,  however,  sent  letters  to  Oriani  in 
Milan  and  to  Bode  in  Berlin.  These  important  messages  were 
very  slow  in  reaching  their  destinations.  In  those  days  of  war,  in- 
tercommunication was  slow  indeed.  The  letter  to  Milan  con- 
sumed 72  days  and  that  to  Berlin  two  weeks  less.  "  The  delay 
just  afforded  time  for  the  publication  by  a  young  philosopher  of 
Jena,  named  Hegel,  of  a  "  Dissertation  "  showing,  by  the  dearest 
light  0/ reason,  \i\isX  the  number  of  ^\AncXs  could  not  exceed  seven" 
{the  number  then  known),  and  exposing  the  folly  of  certain  de~ 
vetees  of  induction  who  sought  a  new  celestial  body  merely  to  fill 
up  a  gap  in  a  numerical  series. 

As  soon  as  Bode  read  the  letter  he  concluded  that  the  body 
seen  by  Piazzi  was  the  looked-for  planet.  The  news  stirred  deeply 
the  scientific  world.  In  the  meantime  the  planet  had  moved  so 
■close  to  the  sun  as  to  be  no  longer  visible ;  then  alarm  was  felt 
lest  this  new  planet  should  be  lost,  for  the  observations  of  Piazzi 
were  not  sufficient  to  enable  the  mathematical  astronomers  of 
those  days  to  compute  the  path  of  the  new  body  among  the  stars. 
At  this  juncture  the  great  mathematician  Gauss  came  to  the 
rescue.  He  was  twenty-five  years  of  age  and  was  engaged  in 
teaching  at  Brunswick.  This  interesting  problem  made  Gauss  an 
astronomer  and  gave  to  the  world  the  Theoria  Moius.  He  devised 
new  methods  and  was  able  to  compute  from  Piazzi's  observations 
the  positions  the  planet  would  be  in  at  subsequent  dates.  Rain 
and  mist,  sleet  and  clouds,  prevented  proper  observations  until  the 
last  night  of  the  year,  when  on  a  clear  and  cold  night  the  star  was 
found  by  Von  Zach  (at  Gotha)  very  close  to  the  place  computed 
by  Gauss.  It  was  seen  by  Dr.  Olbers  at  Bremen  the  next  night, 
just  a  year  from  its  discovery.  Piazzi  named  the  planet  Ceres- 
Ferdinandea,  after  the  tutelary  goddess  of  Sicily  and  in  honor  of 
the  king  of  Naples.  Astronomers  have  retained  the  name  of 
Ceres  only. 

The  "  celestial  police  "  had  at  last  arrested  the  fugitive  and  had 
taken  her  picture  for  the  rogues'  gallery;  she  could  thereafter  never 
get  away  again,  her  habits  and  ways  of  moving  had  been  un- 
erringly determined. 

The  first  year  of  the  new  century  had  been  well  marked.  The 
mean  distance  of  Ceres  was  found  to  be  27.67.  The  distance  re- 
quired by  the  law  of  Titius  was  28,  the  earth's  distance  being  10. 
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On  March  28,  1802,  Dr.  Olbers  found,  near  the  place  where- 
Ceres  had  been  discovered,  a  second  planet  Gauss  again  made 
the  calculations  and  showed  that  the  new  planet  moved  in  a  very 
eccentric  orbit,  inclined  at  the  extraordinary  angle  to  the  ecliptic 
of  nearly  thirty-five  d^rees  and  at  about  the  same  mean  distance, 
but  in  other  respects  was  unlike  Ceres.  Dr.  Olbers  named  the 
new  planet  Pallas. 

The  astronomers  had  begun  their  search  to  find  a  planet  in  the 
great  gap  between  the  orbits  of  Mars  and  Jupiter,  expecting  to 
discover  one  body;  they  were  surprised  by  finding  a  second. 
Both  bodies  were  very  small,  very  much  smaller  than  the  old 
planets  and  smaller  even  than  the  moons  of  Jupiter.  Dr.  Olbers, 
on  considering  the  comparative  minuteness  of  these  new  members 
of  the  solar  system  and  the  fact  that  their  orbits  came  very  near 
to  each  other  at  the  intersection  of  their  planes,  suggested  that 
Ceres  and  Pallas  might  be  the  fragments  of  a  larger  body  which 
had  been  disrupted  by  an  internal  explosion.  This  theory  held  its 
ground  for  some  time,  and  gave  a  new  impulse  to  the  search.  If, 
Dr.  Olbers  thought,  an  explosion  had  occurred,  there  ought  to  be 
more  fragments.  The  eccentricities  and  inclinations  of  the  various 
orbits  might  be  different,  but  their  mean  distances  should  be  the 
same  and  the  orbits  should  intersect  at  two  points,  where  the  ex- 
plosion took  place  and  at  the  opposite  point.  Dr.  Olbers  proposed, 
therefore,  to  examine  most  carefully  every  month  the  two  portions 
of  the  heavens  where  the  orbits  of  the  so-called  fragments  already 
seen  crossed  each  other — the  northwestern  part  of  the  constella- 
tion of  the  Virgo  and  the  western  part  of  Cetus. 

In  the  meantime  Professor  Harding,  of  Lilienthal,  was  con- 
structing a  map  of  all  the  small  stars  near  the  paths  of  Ceres  and 
Pallas  in  order  to  aid  in  keeping  track  of  these  bodies.  While 
thus  engaged  he  discovered  the  third  member  of  the  group  on 
September  I,  1804.  This  body  was  found  near  the  place  where 
Olbers'  theory  looked  for  it.  Harding,  "deeming  it  appropriate  to 
place  Juno  near  to  Jupiter,"  selected  that  name  for  the  third  minor 
planet. 

Dr.  Olbers  continued  his  search  with  great  industry,  but  it  was 
not  until  March  29.  i807,that  he  was  fortunate  enough  to  discover 
the  fourth  minor  planet.  Gauss  gave  it  the  name  Vesta.  It  is  the 
brightest  of  these  bodies  and  may,  under  very  favorable  circum- 
stances, be  seen  by  the  naked  eye.    Olbers  considered  the  finding 
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of  Vesta  almost  a  proof  of  the  truth  of  his  explosion  theory.  He 
kept  up  the  search  for  nine  years,  when,  not  meeting  with  further 
success,  he  ceased  his  scrutiny.  We  now  know  that  he  looked  for 
too  bright  stars.  He  confined  his  searches  to  the  seventh  and 
eighth  magnitude  stars. 

It  was  not  until  1831  that  persistent  searching  was  resumed  by 
Herr  Hencke,  of  Driessen.  This  persevering  amateur  astronomer 
compared  certain  portions  of  the  heavens  with  the  maps  of  the 
Berlin  Academy.  "These  maps  extend  fifteen  degrees  on  each 
side  of  the  equator  and  contain  all  stars  down  to  the  ninth  magni- 
tude and  many  of  the  tenth."  Hencke  made  some  of  these  charts 
more  complete  by  inserting  fainter  stars.  For  nearly  fifteen  years 
he  examined  the  heavens  without  success,  but  on  December  8, 1845, 
he  discovered  the  fifth  minor  planet.  Professor  Encke,  at  the  re- 
quest of  the  discoverer,  named  the  new  body  Astrsea. 

The  amateur  of  Driessen  discovered  another  planet  July  1, 1847, 
and  Hind,  of  England,  added  two  more  to  the  list  during  the  same 
year.  1S47  was  the  first  year  in  which  more  than  one  body  had 
been  found.  Four  were  picked  up  from  1801  to  1807;  then  for 
more  than  thirty-eight  years  none  were  found,  because  the  astrono- 
mers looked  for  too  bright  stars  and  had  no  adequate  maps. 
Since  1845,  and  the  double  successes  of  Hencke  and  Hind,  the 
search  has  been  pushed  on  vigorously.  The  new  discoveries  have 
shattered  the  explosion  theory  of  Gibers,  and  no  sufficient  theory 
has  taken  its  place.  By  the  aid  of  better  telescopes,  more  obser- 
vers, finer  maps,  and  especially  by  the  assistance  of  photography, 
the  number  of  minor  planets  has  been  increasing  with  amazing 
rapidity  until  to-day  (March  29,  1897)  422  are  on  the  list  as  ob- 
served sufficiently  to  enable  the  computers  to  figure  out  the  orbits. 
There  are  besides  about  28  planets  that  have  been  insufficiently 
observed,  so  that  their  orbits  have  not  been  calculated.  The 
searcher  for  a  new  minor  planet  must  know  the  position  of  every 
one  of  the  celestial  400  in  order  to  be  certain  that  he  is  not  look- 
ing at  a  known  body. 

The  number  assigned  to  a  minor  planet  corresponded  exactly 
with  the  order  of  discovery  when  discoveries  were  few.  This  is 
not  the  case  at  present,  but  it  is  quite  closely  so.  Now  that  they 
are  so  numerous,  some  time  may  elapse  before  the  planet  is  proved 
to  be  a  new  one.  In  the  meantime  another  may  be  discovered 
and  shown  to  be  new  before  the  proofs  are  in  hand  as  to  the  first. 
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In  this  case  the  first  is  made  last  and  the  last  first ;  for  example. 
Max.  Wolf  at  Heidelberg  photographed  two  planets  on  the  iSth 
of  March,  1893,  and  one  on  the  21st;  Charlois  on  the  22d  at  Nice 
and  Palisa  on  thei9th  at  Vienna,  each  picked  up  with  his  tele- 
scope a  supposed  new  planet.  The  last  were  shown  to  be  new 
before  Wolfs  were  decided  upon.    Thus  we  have 

No.  326  by  Palisa,         discovered  March  19,  1S92. 
No.  327  "   Charlois,  "  "       22,    '■ 

No.  328  "Max  Wolf,  ■'  •■        18,    ■* 

No.  229  "      "         "  "  "21,     " 

No.  330  "     "        "  "  "        18,    " 

Up  to  the  present  time  there  have  been  44  successful  observers. 
Ten  of  these  have  discovered  g  or  more  planets;  fourteen  have 
discovered  between  2  and  9,  and  twenty  have  discovered  one  each. 
At  the  head  of  the  list  stand  Palisa  of  Vienna  and  Charlois  of  Nice, 
each  credited  with  83.  Third  in  order  of  number  discovered  comes 
our  own  lamented  Dr.  Peters,  of  the  Litchfield  Observatory  of 
Hamilton  College,  N.  Y.,  with  47;  then  follows  Max  Wolf  of 
Heidelberg  with  33,  and  Luther  of  Dusseldorf  and  Watson  of  Ann 
Arbor  with  24  and  22  respectively. 

Before  the  Atlantic  cables  were  laid,  and  before  telegraphic  com- 
munication was  arranged  between  observatories,  there  were  several 
cases  of  independent  discoveries.  Of  the  422  little  planets  whose 
orbits  are  known,  340  were  discovered  in  Europe,  76  in  the  United 
States  and  6  in  Asia.  The  340  credited  to  Europe  are  divided  as 
follows:  Germany  155,  France  158,  Great  Britain  14,  Italy  \\ 
Down  to  November  28,  1891,  when  Max  Wolf  first  tried  photog- 
raphy, 322  asteroids  (as  Herschel  named  them)  were  discovered  by 
use  of  the  telescope ;  since  the  date  named  only  7  have  been  added 
by  the  same  means.  Photography  has  picked  up  93  in  the  last 
five  years.  Thirteen  little  planets  were  found  between  1801  and 
1851,409  since  1851.  The  year  1892  was  the  most  prolific,  28 
being  added  to  the  list ;  of  these  4  were  by  telescope  and  the  rest 
by  photography.  1893  comes  next  With  27,all  but  one  obtained  by 
the  telescope.  1894  brought  20;  1895,  II  ;  1896,  13.  In  these 
statistics  we  are  dealing  only  with  the  planets  whose  orbits  have 
been  calculated  and  published.* 

•  There  «re  13  dates  on  which  3  planets  were  found ;  7  of  these  ojes  included  the 
observations  of  tso  meni  the  othen  of  one  man.  On  Septeniber  18,  1S93,  Chailois 
found  3;  September  25,  1S92,  Wolf  got  4,  and  on  January  7,  1896,  Cbarloit  *f  Nice 
and  Wolr  at  Heidelberg  brought  down  9  bjr  photography. 
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The  naming  of  the  minor  planets  has  given  considerable  trouble. 
Following  the  old  system  of  naming  the  major  planets  and  satel- 
lites after  deities  in  the  Greek  and  Roman  mythologies,  the  first 
discovered  little  planets  were  called  Ceres,  Pallas,  Juno,  Vesta, 
Astr^ea,  Hebe,  Iris,  etc.  This  system  was  in  the  main  continued 
until  the  multitude  exhausted  the  names;  then  names  were  given 
without  any  system,  but  always  feminine  names. 

Number  (12)  discovered  by  Hind  in  London  was  named  Vic- 
toria; (20)  was  styled  Massalia  after  the  ancient  name  of  Mar- 
seilles; so  (21),  the  first  asteroid  found  at  Paris  was  named  after  the 
ancient  Gallic  capital  Tutelia;  (54)  was  called  Alexandra  after 
Alexander  von  Humboldt ;  (67)  was  found  by  Pogson  at  Madras 
and  called  Asia;  (323)  was  the  first  minor  planet  discovered  by 
photography  on  December  20,  1891.  Max  Wolf  named  it  Brucia 
after  Miss  Catherine  W.  Bruce,  of  New  York  City,  who  has  done 
so  much  for  astronomy  in  an  appreciative  and  generous  manner. 
Harvard  Observatory  is  indebted  to  Miss  Bruce  for  its  new  pho- 
tc^raphic  doublet  of  24  inches  diameter  of  object  glass  and  about 
1 1  feet  focal  length.  Max  Wolf  was  made  happy  by  a  gift  from  the 
same  source  of  a  fine  photographic  outfit.  Vassar  College  Observ- 
atory owes  much  to  Miss  Bruce  for  instruments.  New  York  City 
has  reason  to  be  proud  of  its  two  patronesses  of  astronomy,  Mrs. 
Henry  Draper  and  Miss  Catherine  W.  Bruce.  (325)  was  christened 
Heidelberg  by  Wolf;  (327)  was  a  telescopic  discovery  by  Char- 
lois  on  March  22,  1892.  In  honor  of  the  proposed  celebration  of 
the  400th  anniversary  of  the  discovery  of  America,  he  called  the 
planet  Columbia.  (334)  was  named  by  Wolf,  to  do  honor  to  the 
proud  city  that  created  the-  splendid  exposition,  Chicago.  Wolf 
has  honored  California  also  in  naming  (341)-  The  last  four  to  re- 
ceive names  are  called  Elizabctha,  Edburga,  Bertholda,  Zahringta. 
Quite  a  number,  happily,  have  not  been  named  yet.  In  1849  Dr. 
Gould  proposed  to  represent  the  little  fellows  by  numbers  inclosed 
in  a  ring ;  this  system  has  been  used,  though  the  naming  continues. 

Just  as  in  the  case  of  the  major  planets,  each  minor  planet  was 
given  a  symbol  at  first,  but  the  rapid  increase  caused  this  method 
of  marking  to  be  given  up. 

The  apparent  diameter  of  the  largest  asteroid  is  less  than  one 
second  of  arc ;  to  look  at  it  Is  like  viewing  a  marble  3-10  of  an 
inch  in  diameter  at  the  distance  of  one  mile.  The  best  determina- 
tions of  the  diameters  of  the  four  largest  were'made  in  1894  and 
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iSgs.  by  Barnard,  with  the  filar  Micrometer  of  the  36-inch  equa- 
torial of  the  Lick  Observatory.  These  observations  gave  the 
diameters  as  follows : 

(1)  Ceres,  485  miles;  (2)  Pallas,  304  miles;  (3)  Juno,  118  miles; 
(4)  Vesta,  243  miles. 

It  is  surprising  to  find  Vesta,  the  brightest  of  the  four,  so  much 
smaller ;  this  has  been  proved  to  be  due  to  high  reflecting  power 
of  the  surface.  Its  reflecting  power  was  found  by  Barnard  to  be 
more  than  four  times  as  great  as  that  of  Ceres,  which  is  the 
largest. 

The  rest  of  these  bodies  are  probably  smaller  than  the  four 
named ;  some  of  them  no  bigger  than  a  terrestrial  mountain.  A 
minor  planet  12  to  13  miles  in  diameter  would  compare  with  our 
earth  as  a  sand  particle  to  a  sphere  one  foot  in  diameter.  A  body 
weighing  200  pounds  on  the  eaath's  surface  would,  on  (188) 
Menippe,  weigh  less  than  five  ounces.  A  weight  which  falls  here 
16  feet  in  the  first  second  would  there  fall  "^  of  an  inch.  A  per- 
son might  there  leap  to  a  height  of  several  hundred  feet,  in  which 
case  he  could  not  return  in  much  less  than  an  hour;  but  "  Of 
such  speculations  there  is  no  end,"  as  Sir  John  Herschel  remarks. 

The  mean  distances  of  the  asteroids  from  the  sun  differ  greatly  ; 
Medusa  (149)  has  the  smallest  mean  distance,  2.13  times  the  earth's 
distance  from  the  sun,  or  about  198  millions  of  miles;  Medusa 
makes  its  circuit  in  the  shortest  time,  3  years  and  40  day^.  Thule 
(279)  has  the  greatest  mean  distance,  4.26  times  the  earth's  dis- 
tance from  tne  sun,  or  about  400  millions  of  miles ;  it  has  a  period 
of  neariy  nine  years.  The  average  asteroid  is  246  millions  of 
miles  from  the  sun,  and  revolves  about  it  in  4j^  years.  The  in- 
clinations of  the  orbit  planes  to  the  ecliptic  average  about  8  de- 
grees, one  degree  more  than  the  inclination  of  Mercury's  orbit  to 
the  ecliptic,  but  Pallas  (2),  as  we  have  previously  remarked,  has  an 
inclination  of  35  degrees  and  Euphrosyne  (31),  of  26j^  degrees. 

Several  of  the  orbits  are  very  eccentric;  Aethra(l32)  has  almost 
a  cometary  eccentricity  of  0.34.  A  dozen  others  have  eccentri- 
cities or  about  0,30.  These  furnish  a  connecting  link  between 
comets  and  planets.  In  the  case  of  Aethra  its  greatest  distance 
is  twice  its  least  distance  from  the  sun :  312  millions  and  156  mil- 
lions of  miles. 

"The  complexity  of  the  interwoven  orbits  has  grown  almost  in 
the  numerical  proportion  of  discovery."    "  Yet  no  two  intersect. 
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because  no  two  lie  exactly  in  the  same  plane,  so  that  the  chances 
of  collision  are  at  present  nil.  There  is  only  one  case,  indeed,  in 
-which  it  seemstobe  eventually  possible.  M.  Lespiault  has  pointed 
out  that  the  curves  traversed  by  Fides  and  Maia  approach  so 
closely,  that  a  time  may  arrive  when  the  bodies  in  question  will 
cither  coalesce  or  unite  to  form  a  binary  system."  The  breadth  of 
the  zone  in  which  the  minor  planets  travel  is  about  275  millions 
of  miles.  They  go  out  dangeronsly  near  Jupiter  and  reach  inward 
to  Mars.  The  powerful  attractions  of  these  bodies,  especially 
Jupiter,  perturb  the  little  planets  very  greatly  and  make  the  cal- 
culations in  regard  to  their  orbits  and  positions  extremely  diffi- 
cult. This  labor  has  been  carried  on  for  years  by  a  special  bureau 
in  Berlin.  The  trouble  is  so  great  that  some  astronomers  have 
suggested  that  all  but  the  most  important  be  allowed  to  lose  them- 
selves ;  but  the  scientific  sentiment  is  against  such  a  policy.  The 
future  ought  to  behold  a  plan  whereby  the  enlightened  nations  will 
join  hands  in  dividing  up  the  labor.  These  are  the  days  of  inter- 
national agreement  and  enterprise  in  all  things,  and  surely  science 
should  share  in  the  great  benefits  to  be  certainly  derived  from 
international  cooperation. 

There  are  gaps  in  the  zones  of  the  asteroids  ;  these  gaps  appear 
to  be  at  such  distances  as  would  make  the  planet  circulating 
therein  have  a  period  commensurable  with  Jupiter's  period.  The 
result  would  be  that  Jupiter  would  get  a  frequent  pull  on  such 
planets  and  eventually  so  disturb  them  that  they  would  crowd 
into  the  adjacent  region,  where  the  disturbing  influence  would  be 
less  felt.  The  most  remarkable  gap  seems  to  be  between  3.27  and 
and  2.50,  *  where  the  mean  motion  is  two  and  three  times  as  great 
as  Jupiter's.  There  is  another  marked  gap  between  3.50  and  3.90, 
a  space  of  about  37  millions  of  miles  in  width,  in  which  circulate 
only  one  or  two  known  asteroids.  This  gap  covers  the  spaces  in 
which  asteroids  must  move  in  order  that  three  revolutions  of  Jupiter 
may  correspond  to  five  revolutions  of  the  minor  planets,  four  of 
Jupiter  to  seven  of  minor  planets,  five  to  eight,  five  to  nine,  and 
seven  to  eleven,  etc. 

That  the  law  of  commensurability  of  orbits  has  greatly  influenced 
the  present  distribution  of  the  asteroids,  as  suggested  by  Kirk- 
wood,  there  seems  to  be  no  room  for  doubt.  The  recent  investi- 
gations of  the  German  astronomers  show  that  as  the  number  of 
the  asteroids  increases,  this  law  exhibits  itself  more  strikingly. 

*'riie  e*rth't  distBnce  from  the  sun  being  reprMented  by  i. 
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The  very  rapid  augmentation  in  the  number  of  minor  planets 
indicates  that  there  may  be  thousands  or  even  millions  in  the  zone ; 
with  more  powerful  telescopes  and  more  sensitive  plates  we  may 
hope  to  find  many  of  these  thousands.  And  perhaps  the  same 
agencies  will  discover  asteroids  between  the  orbits  of  all  the 
planets.  It  may  happen  that  some  one  will  show  that  under  the 
influence  of  Jupiter  a  parabolic  comet  may  be  trapped  into  be- 
coming an  asteroid,  or  an  asteroid  may  be  so  powerfully  affected 
as  to  be  compelled  to  move  so  close  to  the  sun  as  to  become 
comet-like  in  appearance  and  orbit. 

As  to  the  origin  of  the  asteroids,  present  opinion  furnishes  three 
theories:  "One  is:  that  the  material,  which  according  to  the 
nebular  hopothesis  ought  to  have  been  concentrated  to  form  a 
single  planet  of  the  class  to  which  the  earth  belongs,  has  failed  to 
be  so  collected,  and  has  formed  a  flock  of  small  separate  masses. 
It  is  now  generally  believed  that  the  matter  which  at  present  forms 
planets  was  once  distributed  in  rings  like  those  of  Saturn.  If  so, 
this  ring  next  outside  of  Mars  would  necessarily  suffer  violent  per- 
turbations from  the  nearness  of  the  enormous  planet  Jupiter,  and 
so  would  be  under  very  different  conditions  from  any  of  the  other 
rings.  This,  as  Professor  Peirce  has  shown,  might  account  for  its 
breaking  up  into  many  fragments.  A  second  view  is  that  a 
planet  about  the  size  of  Mars  has  broken  to  pieces.  It  is  true,  as 
has  been  often  urged,  that  this  theory  in  its  original  form,  as  pre- 
sented by  Olbers,  cannot  be  correct.  No  single  explosion  of  a 
planet  could  give  rise  to  the  present  assemblage  of  orbits,  nor  is  it 
possible  that  even  the  perturbations  of  Jupiter  could  have  con- 
verted a  set  of  orbits  originally  all  crossing  at  one  point  (the  point 
of  explosion)  into  the  present  tangle.  The  smaller  orbits.are  so 
small  that,  however  turned  about,  they  lie  wholly  inside  the  larger 
orbits,  and  cannot  be  made  to  intersect  them.  If,  however,  we 
admit  a  serUs  of  explosions  this  difficulty  is  removed ;  and  if  we 
grant  an  explosion  atallthereseemsto  be  nothing  improbable  in  the 
hypothesis  that  the  fragments  formed  by  the  bursting  of  the  parent 
mass  would  carry  away  within  themselves  the  same  forces  and  re- 
actions which  caused  the  original  bursting,  so  that  they  themselves 
would  be  likely  enough  to  explode  at  some  time  in  their  later  his- 
tory." 

Kirkwood  has  suggested  the  third  theory,  the  same  cause  which 
separated  the  head  of  a  comet  into  several  pieces,  viz.:  The  ua- 


OiglizedbyGoOglc 


THE  MINOR  PLANETS.  259 

equal  tidal  action  on  the  different  parts  of  the  comet  by  the  sun's 
attraction,  may  in  the  distant  past  have  acted  to  divide  the  tenuous 
primitive  masses.  These  tenuous  masses  of  nebular  matter  were 
left  behind  by  the  contracting  sun,  and  later  his  tidal  influence  was 
so  powerful  as  to  break  several  of  the  masses  into  pieces.  ,  Kirk- 
wood,  Tisserand  and  the  German  astronomers  have  found  weighty 
evidence  in  favor  of  this  view.  It  would  seem  proper,  however,  to 
consider  that  we  might  apply  all  three  theories  at  once ;  the  facts 
rather  favor  such  a  combination. 

"  At  the  beginning  of  the  19th  century  this  new  field  of  research 
was  opened  to  astronomers.  A  class  of  bodies  till  then  unseen  by 
the  human  eye  and  unimagincd  by  the  human  brain;  a  class,  in- 
deBnite  in  number,  perhaps  more  difficult  to  enumerate  than  the 
stars  as  seen  without  a  telescope;  a  celestial  cluster,  in  short, 
within  our  own  solar  domain  was  first  revealed  to  telescopic  view." 

What  do  these  asteroids  indicate  in  regard  to  the  physical  his- 
tory of  planets  or  the  taws  by  which  the  heavenly  bodies  are  con- 
trolled? If  "the  universe  is  a  book  written  for  man's  reading," 
only  patient  study  may  resolve  the  problem  contained  in  these 
mysterious  leaves. 

Authorities  Consulted. 

(i)  Grant's  Histoiy  of  [^jsiatl  Astronomy  to  igth  Centurj. 

(i)  Clerke's  Hittoiy  of  Attronomy  during  the  igth  Century. 

(3)  The  Asteroiiis.     Kirltwood, 

(4)  Butletin  Aitronomique,  11(94-1897,  Paris. 

(5)  Annuatre  du  Bureau  dei  X»n{^tu<]es>  1897. 

(6)  Astronomical  Journal,  Cambridge,  Mass. 

(7)  Proceedings  of  the  Astronomical  Society  of  the  Pacific. 

(8)  Monlhty  Notices,  Royal  Astronomical  Society,  London. 

(9)  Obtervatoiy,  London. 

SulUlin  jii/rtH^mifue  (oi  January,  1S96,  shows  that  Charlois,  at  Nice,  between 
November  18,  1S94  and  August  39,  1S95,  exposed  41  plates  on  suitable  parts  of  the 
sky.  Only  nine  failed  to  show  traces  of  objects  sought.  In  the  remaining  3a  plates 
44  known  pbnels  and  11  new  ones  were  recognized.  4  of  the  new  ones  were  of  iilh 
magnitude,  3  of  13th,  i  of  13th  and  3of  14th.  Eleven  of  the  old  planets  were  of  the 
loib  tnagmtude  or  brighter. 

Max  Wolfs  photo- telescope  was  made  with  a  6-inch  portrait  lens.  304neh  focus,  70 
square  degrees  of  tield.  Two  photographs  of  each  region  were  taken ;  exposuie,  each 
a  houn.  One  way  of  comparing  the  two  of  same  region  is  to  compare  a  positive  with 
a  negative,  films  beli^  in  contact.  The  two  trails  will  be  seen  in  continuation  of  each 
other  if  they  are  real.  Another  method  of  detecting  the  trails  is  to  employ  a  stereo- 
scope. The  changed  posiiion  biings  out  the  trail  in  relief.  Measures  of  these  photo- 
graphs do  not  give  accurate  poiitions,  but  serve  as  guides.  See  Nalurt,  VoL  53,  p. 
■63,  and  AstrBHomiseie  NathrUkttn  3319. 
VOL.  XIX.— 18 
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AN  INTRODUCTION  TO  THE  STUDY  AND  EXPERI- 
MENTAL   DETERMINATION    OF    THE 
CHARACTERS  OF  CRYSTALS. 
By  ALFRED  J.  MOSES,  Ph.D. 


CHAPTER  IX 


THE    OPTICALLY  UNIAXIAL  CRYSTALS  (CootinaoJ). 


In  certain  hexagonal  and  tetragonal  crystals  moaochromatic 
plane  polarized  light  transmitted  tn  the  direction  of  the  ciystal 
axis  c  (optic  axis)  is  not  extinguished  by  crosstd  nicols,  but  is  ex- 
tinguished after  a  definite  rotation  of  the  analyzer. 
Pmne,  Circular  and  Elliptical  Polarization. 

If  light  with  vibrations  in  one  plane  is  decomposed  into  light 
with  vibrations  in  two  planes  at  right  angles,  any  ether  particle  in 
the  path  of  two  interfering  rays,  p.  1 34,  will  be  acted  upon  by  two 
vibrations  which  will  be  at  right  angles,  but,  generally  speaking, 
these  will  be  neither  of  the  same  phase  nor  of  the  same  inten^ty. 
The  effects  are  analogous  to  those  produced  upon  a  swinging 
pendulum  by  a  second  impulse  at  right  angles  to  the  first. 

1°.  In  general  the  resultant  motion  is  elliptical  and  the  light  is 
ellipitcally  polarised.  For  instance,  the  light  emerging  from  a 
doubly  refracting  plate  in  a  polariscope  is  in  general  ellipticaliy 
polarized. 

2°.  If  the  phase  difTerence  is  a  half 
vibration  (J^  A),  or  an  entire  vibration, 
the  resulting  motion  is  in  a  straight 
line  and  the  light  Is  plam  poltmstd. 
For  example,  Fig.  247,  if  AU  is  the 
original  direction,  OD  and  OC,  the 
components  at  right  angles  ^  k  apart, 
the  resultant  motion  will  be  EI  equal 
AU,  but  not  in  the  same  direction. 

3°.  If  the  vibrations  are  of  equal 
amplitude,  but  possess  a  phase  differ- 
ence of  %  K  that  is,  if  one  vibration  is 


Fig.  247. 


at  the  center  of  its  swing  when  the  other  reverses  its  direction,  lie 
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resultant  motion  is  circular  and  the  light  is  circulariy  polarised. 
For  example,  yellow  rays  emerge  from  a  quarter  undulation  mica 
plate  in  the  polariscope  circularly  polarized. 

In  the  Fresnel  rhomb.  Fig.  248,  the  index  of  refraction  of  the 
glass  and  the  angles  of  the  rhomb  are 

so  related  that  a  plane  polarized  ray  s 

S,  normally  incident,  experiences  a 
total  reflection  at  E  and  another  at  U 
at  sach  angles  that  at  each  reflection 
there  is  developed  a  phase  difference 
of  J^  i  between  the  component  vibra- 
ting in  the  plane  of  reflection  and  that 
vibrating  in  a  plane  at  right  angles 
thereto.  That  is,  the  vibration  of  any 
particle  in  the  emerging  ray  T  is  the 
result  of  two  component  vibrations  at 
right  angles  with  a  phase  difference  of 
]^  I,  but  not  in  general  of  equal  intensity.  The  ray  is  therefore 
elliptkally  polarized  and  if  examined  by  a  nicol  will  show  varia- 
tions in  intensity,  but  never  complete  extinction. 

If  the  plane  of  vibration  of  the  incident  light  is  at  45*^  to  the 
plane  of  reflection  of  the  rhomb,  the  component  vibrations  will  be 
equal  in  intensity,  the  emerging  light  will  be  circularly  polarised, 
the  analyzing  nicol  will  show  no  variation  in  intensity. 

If  two  rhombs  are  used,  the  four  successive  total  reflections  de- 
velope  a  phase  difference  of  yi  X,  that  is,  the  impulses  are  in  the 
same  straight  line,  the  emerging  light  is  plane  polarised  and  is 
extinguished  whenever  its  plane  of  vibration  coincides  with  that 
of  the  long  diagonal  of  the  nicol. 
Rotation  of  the  Plane  of  Polarization. 

Two  circular  vibrations  in  opposite  directions  in  the  same  plane 
are  equivalent  to  a  straight  lined  vibration  of  double  amplitude 
and  vice  versa.  A  particle  at  A,  Fig.  [249,  simultaneously  sub- 
jected to  two  motions  tending  to  carry  it  in  any  time  /,  at  a  uni- 
form angular  velocity  through  the  equal  arcs  AR  and  AL  would 
evidently  in  this  time  travel  along  the  path  AU=  2AS,  for  the 
component  SL  and  SR  at  right  angles  to  AS  are  equal  and  oppo- 
site and  of  no  effect  For  the  arcs  .i^^T'and  ALT,  the  distance 
travelled  would  be  AN^  2AT.  Conversely,  the  vibration  ^A'^is 
equivalent  to  the  two  circuTar  motions  ^^T'and  ALT. 
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If  a  plane  polarized  ray  be  decomposed  by  any  substance  into 
two  rays  circularly  polarized  in  opposite  directions,  these  rays,  in 
traversing  a  plate  of  given  thickness,  will  develope  a  phase  differ* 


Fig.  149. 


Fic.  asa 


ence.  *  and  on  emei^ence  will  combine  to  a  plane  polarized  ray. 

T/u  planes  of  vidration  (or  of  polarization,  see  p.  128)  of  Iht  iit' 
cident  and  emer^ng  rays  ■will  not  be  parallel. 

Let  AN,  Fig.  250,  represent  the  vibration  of  the  incident  ray, 
R  and  L  the  advance  points  of  the  emerging  rays  at  the  moment 
of  emergence,  then  will  DF  be  the  vibration  of  the  emergin  gray, 
D  being  midway  between  R  and  L,  for  only  for  this  direction  will 
the  components  SL  and  SR  neutralize  each  other. 

The  rotation  for  a  thickness  of  i  mm.  is  usually  denoted  by  «  and 
for  any  other  thickness  /,  by/a.  The  value  of  a  in  terms  of  the  wave  , 
length  and  the  indices  of  refraction  of  the  two  circularly  polarized 


raysf  is 


.^fC"-'^). 


The  Optic  Axis  a  Direction  of  Double  Refraction. 

In  this  division  of  uniaxial  crystals,  any  incident  plane- polariied 
ray  transmitted  in  the  direction  of  the  optic  axis,  is  converted  into  two 
diverging  rays  circularly  polarized  in  the  opposite  sense  (direction). 

From  the  formula  above  given,  the  divei^ence  «"— «' may  be 
calculated,  or,  even  when  minute  as  in  quartz,  it  may  be  experi- 
mentally shown  by  the  method  of  Fresnel  with  three  prisms  of 
quartz  cut  as  in  Fig.  25 1. 

*  Due  to  difference  in  velocity  and  lei]£th  of  path, 

\  Th.  Liebisch.     GrundrUt  dtr  Phys.  Kryil.  1896,  p.  134. 
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In  ^  /•/>  the  right-handed  ray  is  the  faster,  reaching  PAC'xt 
is  the  slower,  hence  is  bent  towards  the  normal  while  the  left-handed 
ray  is  bent  away  from  the  normal.     Reaching  ACE  the  right  is 


again  the  Taster  and  is  bent  from  the  normal  while  the  left  is  bent 
towards  it,  and  fiitally  on  emerging  both  are  bent  from  the  normal : 
all  changes  acting  to  increase  the  divergence  until  with  PA  C= 
152°  a  divei^ence  of  4°  is  reached  which  can  be  measured  by  a 
goniometer. 

It  can  be  shown  by  a  nicol  that  these  emei^ing  rays  are  circu- 
larly polarized  and  in  the  opposite  sense. 
Ray  Surface. 

The  ray  surface  is  closely  that  of  the  preceding  division,  but  with 
the  ellipsoid  and  sphere  not  quite  in  contact  ^t  the  optic  axis,  one 
of  them  a  little  flattened,  the  other  a  little  drawn  out.* 

It  is  probable  that  there  is  a  grading  from  plane  polarized  light 
transmitted  normal  to  the  optic  axis,  through  elliptically  polarized 
light,  the  eccentricity  of  the  ellipse  decreasing  with  the  angle  be- 
tween the  transmission  direction  and  the  optic  axis,  to  circularly 
polarized  light  in  the  direction  of  the  optic  axis. 

The  optic  axis  remains  an  axis  of  isotropy,  every  diameter  perpen- 
dicular to  it  is  an  axis  of  binary  symmetry,  but  there  are  no  planes  of 
symmetry  because  the  direction  of  rotation  in  corresponding  shells 
at  the  extremetics  of  the  optic  axis  are  reversed.f 

The  division  is  therefore  limited  to  crystals  in  which  the  crystal 
faces  are  not  symmetrical  either  to  any  plane  or  to  the  centre.  A 
further  condition  seems  to  be  that  the  right  and  left  forms  shall  be 
"  enantiomorphs  "  (the  one  can  not  by  rotation  about  any  axis  be 

•  Lang  with  quarti  ihows  the  velocity  of  the  ordinary  r»yi  near  the  axis  is  not  quite 
conslant  and  that  the  eilraordiiiary  does  not  follow  exactly  the  Hnygheni  law  of  com* 
mon  uniaxUl  crystals. 

f  The  ssnie  of  rotation  is  ndt  rererted  on  inverting  the  plate. 
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brought  into  coincidence  with  the  other).  For  example,  Group  17 
has  no  planes  of  symmetry,  but  the  forms  are  not  cnantiomorphs 
and  circular  polarization  does  not  occur. 

The  classes  in  which  circular  polarization  is  possible  are: 
Tetragonal  Svstem.  Class  9,  to  which  no  crystals  have  yet 
been  referred.  Class  10,  circular  polarization  is  not  proved  in  any 
crystal  of  this  class.  Class  12,  examples:  strychnine  sulphate, 
guanadin  carbonate,  diacetylphenol-thalein.  Hexagonal  :  (Rhou- 
BOHEDRAL  Division).  Class  16,  example:  sodium  periodatc,  Na 
IO4.  3H1O.  Class  18,  examples:  quartz,  cinnabar,  matico  cam- 
phor CiiHg]0,  tartrates  of  rubidium  and  caesium,  subsulphates  of 
lead,  potassium,  calcium  and  strontium ;  (Hexagonal  Division). 
Class  23,  example :  potassium-lithium  sulphate,  K  Li  SO^,  Class 
24,  circular  polarization  is  not  proved  in  any  cryStal  of  this  class. 

The  direction  of  rotation  corresponds  to  the  right  and  left  of 
the  enantiomorphs.*  With  one  ortwo  exceptions,f.^.,sulphateof 
strychnine,  circular  polarization  is  destroyed  by  dissolving,  fusing 
or  vaporizing  the  crystal.  Certain  substances,  however,  showing 
in  crystalline  condition  no  power  to  rotate  the  plane  of  polariza- 
tion show  it  in  solution  or  in  vapor,  and  are  called  optically  active. 
These  substances  when  in  crystals  are  enantiomorphic  right  or  left 
as  the  solution  is  right-handed  or  left-handed.  If  acids  are  optic- 
ally active  their  salts  usually  are  so-f 

With  Parallel  Monochromatic  Light  and  Crossed  Nicots. 

In  sections  normal  to  the  Optic  Axis  the  field  will  be  illuminated, 
though  only  feebly  in  thin  sections,  and  will  only  become  daric  when 
the  analyzer  has  been  turned  an  amount  equal  to  the  rotation 

That  is,  an  amount  increasing  with  the  thickness  and  double  re- 

*  Herschel  in  Trani.  Camiridge  Soe.  I,  43,  showed  MM  circakr  poUriialicin  In 
quart!  wu  apparently  produced  by  the  aame  cause  which  determined  the  posilkm  o( 
the  so-c*lled  plagihedni  faces,  Sot  a  plate  of  quartz  Gut  perpeadiciilar  to  the  TCrtial 
axis  of  a  ciyital  in  which  the  left  plagihedral  fuxs  occur  will  tam  the  plane  of  V^' 
izadon  of  the  inddent  ray  to  the  lefi  and  a  timikr  plate  from  a  crystal  thowing  Ibe 
right  plagihedial  faces  will  turn  this  plane  to  the  right. 

j-  See  Puleur's  lectures  before  Eoci61t  chinique  de  Paris  i860,  pnhliihrd  ai  No.  A 
OStvM'i /Ttassiier'iftr  £xacttii  ffiiiemcia/tin.  Utier  dit  Atymmltril.  Leipn& 
1891. 
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fraction  in  the  direction  of  the  optic  axis  and  decreasing  with  the 
wave-length.    Approximately 

A      B 

„=_+_+etc. 

In  all  other  sections  there  is  extinction  every  go°  and  brightest 
illumination  in  the  diagonal  positions.  Extinction  also  takes  place 
for  —  =1,2,  3,  etc.,  as  described  p.  139. 

With  Parallel  White  Light  and  Crossed  Nicols. 

In  sections  normal  to  tite  optic  axis,  since  the  rotation  increases  as 
the  wave-length  decreases,  the  different  colors  will  be  dispersed 
and  emerge  vibrating  in  different  planes.  As  the  analyzer  is 
turned  its  plane  of  vibration  willbesuccessively  at  right  angles  to  the 
planes  of  vibration  of  the  different  colors.  That  is,  at  any  time 
only  one  color  can  be  shut  out  completely  and  the  rest  in  varying 
degree.  The  color  with  vibrations  most  nearly  parallel  to  the 
vibration  planes  of  the  analyzer  will  be  least  shut  out  and  will  de- 
termine the  predominating  tint  in  the  color  seen. 

In  all  other  sections  there  will  be  extinction  every  90°  and  great- 
est brightness  in  diagonal  positions  and  the  color  tint  due  to  inter- 
ference as  described  p.  141. 
With  Convergent  Light  and  Crossed  Nicols. 

In  sections  normal  to  tlie  optic  axis,  with  monochromatic  light,  thin 
sections  will  show  the  dark  cross 
the  arms  of  which  will  always  be 
parallel  to  the  vibration  planes  of 
the  nicols  and  somewhat  indis- 
tinct near  the  centre.  In  thicker 
sections  the  bars  will  not  reach 
the  centre,  Fig.  252,  and  no  dark 
rings  will  form  there,  the  first  ring 
being  some  distance  out,  no  mat- 
ter how  thick  the  section  may  be, 
beyond  this  there  will  appear  the 
alternate  dark  and  light  rings 
with  radii  nearly*  as  in  last  divi-  p,^   ^^ 

don. 

*  Exact  meuurements  show  Ihal  the  radii  of  Ihe  circles  near  the  cenire  do  not  obey 
the  law  of  common  aniaxial  crystals.  J.  C  McConnelt,  /!ftV.  Trans.  Ray,  S<K.  t886 
177.  a99-     '887. 
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In  general  the  inner  circle  is  bright  except  when  the  thickness  for 
the  light  used  gives  /«=  180°  x  n,  in  which  »  k  1,2,  3,  etc,  when 
it  is  black.  With  white  light  the  central  circle  has  the  color  tint 
which  is  obtained  over  the  entire  field  when  parallel  light  is  used. 
On  turning  the  analyzer  each  ring  is  decomposed  into  four  arcs, 
which  widen  when  the  direction  is  that  proper  to  the  section  and 
narrow  when  it  is  the  opposite. 

In  sections  oblique  to  the  axis  essentially  as  described  p.  144. 

In  sections  parallel  to  l/ie  optic  axis  essentially  the  hyperbolic 
curves  of  Fig.  243. 

Determination  of  Optical  Characters. 
Most  of  the  determinations  are  exactly  as  described  under  the 
preceding  division.  References  may  therefore  be  made  as  follows; 
Direct  determination  of  principal  indices,  p.  131  ;  Extinction  direc- 
tions, p.  145 ;  Faster  and  slower  ray,  p.  I46;  Retardation,  p.  146* 
Strength  of  double  refraction,  p.  147, 

Determinatios  of  Direction  of  Rotation  of  Plane  of  Vibra- 
tion. 
In  a  section  normal  to  the  optic  axis  and  with  crossed  nicols: 

(a)  By  the  widening  of  the  arcs  when  the  analyzer  is  turned,  in 
the  direction  of  rotation. 

(b)  A  quarter  undulation  mica  plate  inserted  diagonally  above 


the  plate  converts  the  rings  and  cross  into  two  interwound  spirals, 
which  start  near  the  centre  and  wind  in  the  direction  of  rotation.* 

substance  give  a  fourfold  spiral  in 
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Fig.  253,  Right;  Fig.  354,  Left.    If  the  mica  is  placed  below  the 


(c)  The  direction  in  which  it  ts  necessary  to  turn  the  analyzer  to 
change  the  tint  of  passage  (see  below)  into  red  is  the  direction 
of  rotation. 

Determination  of  Angle  of  Rotation  of  Plane  of  Vibration. 
In  a  section  normal  to  the  optic  axis  and  with  crossed  nicols : 

(a)  With  monochromatic  light  the  rotation  of  the  analyzer  neces- 
sary to  produce  darkness  is  U. 

(b)  With  white  light  and  Tint  0/ Passage  or  Sensitive  lint.  When 
the  analyzer  is  at  right  angles  to  the  brilliantly  coloring  yellow 
green,  for  which  1=  550 w<  in  air.the  remaining  colors  unite  to  an 

easily    recognized    grayish    violet, 
called  the  tint  of  passage  or  sensi- 
tive tint,  because  the  slightest  fur- 
ther rotation  in  the  one  direction 
"gives  red  and  in   the  other  blue. 
■  Starting  with  the  polarizer  and  an- 
dj^  alyzer  parallel  the  angle  turned  by 
the  analyzer  to  produce  the  tint  is 
la  for  i  =.550/1/1    (middle  yellow). 
Fig.  255   shows  the  rotations  pro- 
duced by  a  quartz  plate  of  3.75  mm. 
Fib.  255  thickness.     With  parallel  nicols  the 

vibration  plane  of  yellow  is  then  at 
right  angles  to  PS  the  vibration  plane  of  the  analyzer  that  is  yellow 
is  extinguished  and  the  tint  of  passage  results.  With  crossed  nicols 
the  tint  of  passage  results  w^en  the  vibration  plane  for  yellow  is 
PS,  that  is,  for  a  rotation  of  180°  or  a  thickness  of  7.50  mm. 

(c)  With  white  light  and  spectrum. 

The  light  polarized  in  P,  Fig,  256,  passes  through  the  substance 
S,  the  collimator  C,  the  analyzer  A  and  through  a  slit  and  is  de- 
composed by  the  prism  R  and  viewed  by  the  telescope  T.  As  the 
analyzer  is  turned  a  dark  line  corresponding  to  the  extinguished 
ray  wilt  move  along  the  spectrum  and  the  angles  corresponding  to 
the  rotations  (from  crossed  position)  which  bring  this  line  into  co- 
incidence with  the  Frauenhofcr  lines  will  correspond  to  U  for  the 
corresponding  values  of  ^. 

If  a  quartz  plate  is  placed  at  0,  the  light  passes  through  the 
quartz,  analyzer,  slit  and  decomposing  prism  and  yields  a  spectrum 
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with  a  dark  line.     The  analyzer  is  turned  until  the  dark  line  coin* 


(  .   0-" 

\  /orti 


Fio.  356. 


cidcs  with  a  Frauenhofer  line ;  then  the  substance  is  introduced  anct 
the  rotation  necessary  to  bring  the  two  lines  again  into  coinci- 
dence is  the  value  of  la  for  that  color. 

If  a  biquartz  *  Fig,  257,  of  7.50  mm.  thick- 
y"^        "\      ness  be  used,  with  crossed  nicols,  or  one  of  3.75. 
mm.  with  parallel  nicols,  a  black  line  will  appear 
I  for  yellow  (^  =  SSOw^l,  which  for  slight  rotations 
\  /of  the  analyzer  will  move  into  the  blue  or  the  red. 

\  /  With  the  introduction  of  the  substance  at  S  the 

^- — I -^      black  line  is  disturbed  and  the  rotation  necessary 

Fg.  357.         jQ  re-establish  it  is  the  value  of /a  for  yellow. 

Absorption  and  Pleochrgism. 

In  uniaxial  crystals  with  monochromatic  light  the  two  rays  cor- 
responding to  any  direction  of  transmission  are  in  general  absorbed 
at  a  different  rate.  The  faster  ray  may  be  either  more  absorbed  or 
less  absorbed  than  the  slower,  the  absorption  of  the  ordinary  ray 
being  independent  of  the  direction  of  transmission,  while  that  of 
the  extraordinary  varies  with  the  inclination  to  the  optic  axis,  but 
is  constant  for  the  same  angle  and  differs  most  from  that  of  the 
ordinary  for  transmission  normal  to  the  optic  axis. 

With  white  light  the  color  seen  in  any  direction  will  be  due  to 
a  combination  of  the  ordinary  and  extraordinary  rays,  and  this 
combination  will  give  different  tints  in  different  directions. 

Usually  the  two  rays  are  viewed  separately  by  means  of  a  polar- 
izing microscope  with  the  analyzer  out.     The  color  varies  as  the 

*Two  semicircuUr  basal  plates  of  right  and  left  quartz,  of  equal  tbickness 
(BioCi  3.75  mm.,  Soleil's  7.50  mm.)  and  with  their  twinniag  plane  either  parallel  or  at 
right  angles  to  the  *ibration  plane  of  the  polarizer. 
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stage  is  turned  and  the  maximum  color  difTerences  are  obtained 
when  the  extinction  directions  coincide  with  the  vibration  plane 
of  the  polarizer  (shorter  diagonal). 

In  sections  normal  to  tke  oftk  axis  the  color  is  constant  for  all 
positions  of  tlie  stage. 

In  sections  parallel  to  t/ie  optic  axis.  If  the  extinction  direction 
parallel  to  the  optic  axis  is  placed  first  parallel  then  at  right 
angles  to  the  short  diagonal  there  will  be  seen  first  the  extraordi- 
nary, second  the  ordinary. 

In  all  other  sections  the  extraordinary  will  be  found  to  approach 
the  constant  tint  of  the  ordinary  as  the  sections  become  more 
nearly  perpendicular  to  the  optic  axis. 

The  colors  of  ordinary  and  extraordinary  may  be  contrasted 
side  by  aide  by  means  of  a  "  dichroscope"  consisting,  Fig,  258,  of 


Fig.  358. 

a  rhomb  of  calcite  in  which  ab  and  cd  are  the  short  diagonals  of 
opposite  faces.  To  these  faces  glass  wedges  aeb,  dfc  are  cemented 
and  the  whole  encased.  The  section  is  placed  at  P  and  the  light 
from  the  substance  passes  through  a  rectangular  orifice,  a  double 
image  of  which  is  seen  by  the  eye  at  E, 

When  the  planes  of  vibration  of  the  section  and  the  calcite  coin- 
cide the  two  rays  originated  in  the  section  will  have  the  maximum 
color  diflference  of  the  section. 

If  the  plate  is  turned  around  the  axis  of  the  dichroscope  each 
ray  from  the  crystal  is  decomposed  in  the  calcite  and  contributes 
a  portion  of  its  intensity  to  each  of  the  two  images  and  at  45°  each 
will  contribute  half  of  its  brightness  to  each  image  ;  that  is,  the 
the  two  images  will  then  be  alike  in  color  and  brightness. 
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In  any  orthorhombic,  monoclinic  or  triclinic  crystal  the  ray  sur- 
face for  light  of  any  definite  wave-length  is  symmetrical  to  three 
planes  at  right  angles  to  each  other  which  intersect  in  the  vibra- 
tion directions  of  the  fastest  and  slowest  rays,  the  third  intersec- 
tion being  the  vibration  direction  of  a  ray  of  some  intermediate 
velocity. 

The  planes  of  symmetry  are  called  Optical  principal  sections  and 
their  intersections  are  called  Principal  vibration  directions.*  No 
diameter  is  an  axis  of  isotropy,  that  is  a  direction  about  which  the 
crystals  arc  optically  equivalent,  but  in  two  directions  there  is  sin- 
gle refraction  and  these  directions  from  analogy  with  the  uniaxial 
are  called  the  "  Optic  axes  "  for  light  of  that  wave-length. 

As  in  the  uniaxial  crystals  the  relative  values  oi  l\it  principal  in- 
dices of  refraction,  that  is,  the  indices  of  the  rays  with  the  principal 
vibration  direction,  change  with  the  wave-length.  But  as  a 
consequence  the  directions  of  the  optic  axes  change  also, 
the  amount  of  change  or  so  called  "  dispersion  "  varying  from  a 
few  minutes  to  over  forty  degrees.  That  is,  th?  optic  axes  in  this 
group  of  crystals  are  not  fixed  in  position  as  in  the  uniaxial. 

With  decreasing  geometric  symmetry  not  even  the  optical 
principal  sections  or  principal  vibration  directions  remain  fixed  in 
direction,  but  alter  with  the  change  of  light.  Upon  this  so-called 
"Dispersion  of  the  Bisectrices"  are  based  optical  distinctions  be- 
tween the  systems. 

In  Ortltorhombic  Crystals  the  geometric  axes  are  always  princi- 
pal vibration  directions  and  the  axial  planes  are  optical  principal 
sections  for  all  colors. 

In  Monocliftic  Crystals  the  ortho  axis  b  is  always  a  principal  vi- 
bration direction  and  the  clinopinacoid  OIO  is  an  optical  principal 
section  for  all  colors,  lie  in  oio  but,  the  other  two  principal  vibra- 
tion directions  vary  in  position  with  the  wave-length. 

In  Triclinic  Crystals  there  are  no  principal  vibration  directions  or 
principal  sections  which  are  constant  for  all  colors. 

■Often  ciUed  axes  of  eluticity. 
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The  Optical  Indicatrix. 

The  inductive  method  by  which  the  present  conception  of  a  bi- 
axial ray  surface  has  been  reached  may  be  briefly  outlined  as- 
follows : 

It  was  shown  by  Huyghens  that  the  ray  surface  of  calcite  was  a 
double  surface  composed  of  a  sphere  and  an  ellipsoid  of  revolu- 
tion, and  the  ray  surfaces  of  other  tetragonal  and  hexagonal  sub- 
stances were  found  to  be  similar  and  symmetrical  always  to  the 
crystallographic  planes  of  symmetry.  It  was  later  shown  that 
from  an  ellipsoid  of  revolution  all  the  relations  between  direction 
of  transmission,  velocity  and  vibration  direction  could  be  deduced. 

By  analogy  it  was  conceived  that  for  any  less  symmetrical  crys- 
tal some  correspondingly  less  symmetrical  figure  or  Optical  Indi- 
catrix existed  from  which  these  relations  and  the  shape  of  the  ray 
surface  could  be  geometrically  determined.  Experiment  has 
proved  this  to  be  true,  and  that  for  orthorhombic,  monoclinic  and 
triclinic  crystals  the  optical  indicatrix  is  an  ellipsoid  the  three  rec- 
tangular axes  of  which  are  in  length  equal  to  the  so-called  princi- 
pal indices  of  refraction. 

Let  a  <  (9  <  J-  be  these  principal  indices  of  refraction  and  a,  6  and 
c  the  directions  of  vibration  of  the  corresponding  rays,  that  is,  o£ 
the  rays  with  greatest,  intermediate  and 
least  velocity  of  transmission.  Upon  the 
directions  a,  6,  c  lay  off  Oa  =  a.Oh^  fi, 
and  Oc=r  and  upon  these  as  axes  con- 
struct an  ellipsoid  that  is  the  Optical  In- 
dicatrix, Fig.  259.  Then,  by  analogy 
with  the  uniaxial,  p.  130,  for  any  diam- 
eter considered  as  a  direction  of  trans- 
mission there  are  two  points  of  the  sur- 
face the  normals  from  which  are  also 
normal  to  that  diameter.  T/i£se  normals 
are  at  once  the  directions  of  vibration  and 
the  reciprocals  of  the  velocities  of  the  rays 
transmitted  in  tlie  direction  of  the  diaiH'  Fig.  359. 

eter. 

Ray  Surface. 

The  shape  of  the  ray  surface  may  be  judged  from  the  shape  ot 
the  optical  principal  sections  ah,  cb  and  ac. 
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Optical  Principal  Section  a&.  For  the  direction  aO,  Fig,  259,  the  two 

noraiaU  are  \iO  and  ^0  corresponding  to  velocities-  and  - ;  for  the 

P  Y 

direction  W  the  normals  arc  aO 
and  tO,  corresponding  to  velocities 

-and  -,  for  any  other  direction 
«  r 

one  normal  is  cO,  the  other  a  line 
in  at),  found  as  described  on  p.  130 
and  varying  in  length  between  o,0 
and  W,  according  to  the  direction 
of  the  ray,  like  the  radius  vectors 
of  an  ellipse.  Hence  for  any  di- 
rection of  transmission  one  ray  vi- 
brates in  some  direction  in  afc,  but 
is  transmitted  with  a  veloci^  vary- 
ing hke  the  radius  vectors  of  an 

ellipse  between  -in  the  direction  b  to  -  in  the  direction  a,  Fie- 

o  r 

260,  and  corresponds  to  an  extraordinary  ray. 

The  other  ray  for  any  direction  vibrates  in  the  direction  of  c,  nor. 
mal  to  aB  and  is  transmitted  with  constant  velocity-.  It  corresponds, 
therefore,  to   an   ordinary   ray. 
Hence  for  at»  the  sections  of  the 
two  shells  are  as  in  Fig,  260. 

Optical  Principal  Section,  A. 
In  precisely  the  same  manner  it 
is  shown  that  for  any  direction 
of  transmission  in  the  plane  cb 
one  ray  is  extraordinary  in  that 
its  vibration  direction  is  always 
6  and  its  velocity  varies  between 

-,  in  the  direction  6, to  -inthe 
r  ^ 

direction  c  ;  whereas  the  other 
ray  is  ordinary  with  a  constant 
vibration  direction  a  normal  to 

cb  and  a  constant  transmission  velocity  -, 

tions  of  the  two  shells  are  as  in  Fig.  261. 


That  is  for  c6  the  sec- 
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Optical  Piincipal  Section  ac  or  Plane  of  t/u  Optic  Axes.  In  this 
-case  for  any  direction  of  transmission  one  ray  is  extraordinary 
with   its  vibration  direction  in  oc  and  velocity  varied  between 

—  in  the  direction  a  and  -  in  the  direction  c,  while  for  the  ordinary 

y  a 

ray  the  constant  vibration  direction  is  \>  and  the  constant  velocity 

-.     That  is,  in  this  section  of  the  two  shells,  there  must  be  four 

symmetrically  placed  points  of  in- 
tersection E,  as  shown  in  Fig.  262. 
Each  principal  section  then  con- 
sists of  an  ellipse  and  a  circle.  The 
entire  surface  maybe  generated  as 
follows. 

Revolve  the  section  ac  about  one 
of  its  axes  a,  the  curves  of  the  sec- 
tion touching  always  those  in  the 
section  ai  and  altering  according 
to  a  definite  law  until  after  90° 
rotation  they  coincide  with  the 
curves  of  the  section  eb. 
Optic  Axes.* 

In  Section  ac  of  the  indicatrix, 
Fig.  259,  there  must  be  a  radius 
vector  OL  equal  ^,  for  these  vary  between  a  and  y  .  Similarly 
■OL'  (not  shown)  symmetrically  opposite  OL  will  equal  ^,  The 
sections  of  the  indicatrix  through  OL  Ob  or  OL'  Ob  must  be  circles. 
In  section  ac  of  the  ray  surface,  Fig.  262,  near  but  not  at  the 
points  £,  common  tangent  planes  can  be  drawn  to  each  shell. 

The  directions  normal  to  these  circular  sections  in  the  indicatrix 
and  to  the  common  tangent  planes  in  the  ray  surface  are  the  so- 
called  optic  axes  AA  of  Fig.  262. 

A  circular  section  of  the  indicatrixisthecommonray  front  of  all 
the  diameters  determined,  p.  271,  by  the  normals  to  the  indicatrix 
from  each  point  of  the  circle.  Of  these  normals  only  one,  Ob,  is  tn 
the  circle,  hence  only  one  diameter  is  normal  to  the  circle  (the  optic 

■  The  direction*  EE  are  variously  called  Rajr  Axes,  Secondacy  Axes,  and  Bira- 
dtaJt  uid  are  simply  direclioiu  of  eqnal  ray  velocity,  the  ray,  huivever,  correspoading 
to  «.n  iDRDite  nnmbet  of  planes  tangeDt  at  M,  the  normals  to  which  diverge  and  form 
-a  cone  (outer  conical  refraction). 
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axis),  while  the  others  starting  from  0  diverge  and  Torm  a  cone. 
Furthermore  since  the  normals  are  all  in  different  directions  the 
rays,  transmitted  in  the  directions  of  the  diameters;  have  all  di- 
rections of  vibration.  The  same  facts  are  evident  from  Fig.  262 ; 
the  common  tangent  plane  caps  the  conical  depression  at  R. 
From  each  point  of  the  circle  of  contact  the  lines  to  0  represent 
rays  with  a  common  ray  front  and  of  which  the  front  normal  is 
the  optic  axis.  That  is,  each  optic  axis  is  the  front  normal  for 
a  diverging  cone  of  rays  (inner  conical  refraction)  which  on  emer- 
gence are  parallel  to  this  front  normal  but  each  of  which  has  a  dif- 
ferent direction  of  vibration. 
The  velocity  in  the  direction  of  an  optic  axis  is  evidently  ^-  ™- ■ 

Positive  and  Negative  Ray  Surfaces. 

In  the  plane  of  the  optic  axes  a  and  c  bisect  the  angles  between 
these  axes.  If  the  acute  bisectrix  is  c,  {Bx^  —  c),  that  is,  if  c  bisects 
the  acute  angle  between  the  optic  axes  the  ray  surface  is  said  to  be 
poiitive. 

If  the  acute  bisectrix  \&a.,\Bx^=^  a),thatis,ifa  is  the  acute  bisec- 
trix and  c  the  obtuse,  the  ray  surface  is  said  to  be  negative.  Tliis 
conforms  strictly  to  the  usage  in  the  uniaxial  which  is  a  special 
case  of  biaxial  with  the  angle  between  the  optic  axes  zero,  that  is 
with  one  optic  axis  in  the  direction  c. 

Refraction  in  Biaxial  Crystals. 

In  general,  following  the  Huyghens  construction,  p.  1 15. the  new 
ray  fronts  through  the  point  h,  Fig. 
208,  are  tangent  to  the  shells  in  points 
which  do  not  lie  in  the  plane  of  inci- 
dence, that  is,  both  rays  are  bent  out 
of  the  plane  or  are  extraonUmfy- 
With  normal  incidence  this  is  still 
true.  Let  SURT,  Fig.  263.  be  the 
section  of  the  indicatrix  normal  to 
the  ray.  The  planes  ROf  and  TOf 
through  the  axes  of  the  ellipse  and  the 
front   normal  contain  the  two  rays 

Oe  and  Ot  at  right  angles  to  the  surface  normals  RE  and  UN. 

These  normals  are  the  vibration  direction  of  the  rays  and  arc  not 


Fic.  J  63. 
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at  right  angles  to  each  other,  though  on  emergence  both  rays  retake 

the  direction  tywith  vibrations  at  right  angles  and  a  phase  difference. 
Because  SURT'is  normal  to  the  incident  ray  it  is  parallel  to  the 

plate,  hence  the  extinction  directions  in  the  plate  are  OR  and 

OUt\ie  projections  of  the  vibration  directions. 

If  the  plane  of  incidence  be  a  principal  sec- 
tion then  the  points  of  tangency  of  the  new 
ray  fronts  will  be  in  the  plane.  One  will  for 
all  directions  show  a  constant  refraction  in- 
dex and  may  be  called  the  ordinary. 

With  Parallel  Monochrohatic  Light  and 
Crossed  Nicols. 

In  sections  normal  to  an  optic  axis  the  field 
will   maintain   a  uniform  brightness   during 
rotation  of  the  stage,  because  p.  274,  in  the 
cmei^ing  cylinder  of  rays  developed  by  in- 
ner conical  refraction  each  ray  vibrates  in  a  different  plane. 

/«  all  other  sections  the  field  is  dark  every  90°  and  is  illuminated 
for  all  other  positions  and  most  brilliantly  in  the  diagonal  posi- 
tions.   The  field  is  also  dark  throughout  an  entire  revolution  for 


Fig.  364. 


-  =  r,  2,  3,  etc.,  p.  139,  and  brightest  for  -■  —  ^,  f,  \,  etc.. 


all 


conforming  to  similar  uniaxial  sections. 

Relation  between  Extinction  Directiom  and  Optic  Axes.  As  just 
explained,  the  extinction  directions  are  the  diameters  of  that 
central  section  of  the  indicatrix  which  is  parallel  to  the  plate.  The 
two  circular  sections  must  intersect  any  central  section  in  equal 
diameters  tt  which  from  the  nature  of  an  ellipse  must  be  symmet- 
rical to  the  axis  of  the  ellipse,  that  is,  to  the  extinction  directions. 

If  planes  be  passed  through  the  plate  normal  and  each  optic  axis 
their  traces  ee  will  be  at  90°  to  those  of  the  circular  sections,  hence 
also  symmetrical  to  the  extinction  directions.  Tliat  is,  the  extinc- 
tion directions  must*  bisect  the  angle  betivcen  Uie  traces  of  the  two 
planes,  each  through  tfte  plate  normal  and  an  optic  axis. 

With  Parallel  White  Light  and  Crossed  Nicols. 

In  sections  normal  to  an  optic  axis  for  light  of  one  color  there  is 


*  Upon  ihis  principal  and  aflei  a.  ilevice  bjr  Prof.  Groth,  Bohm  and  Wiedemann,  of 
Hnaich,  conttiuct  a  model  for  gnphic  deiermioalion  of  extinction  direcliooi. 
VOL,  xix.— 19 
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constant  illumination  throughout  rotation  because  of  internal  con- 
ical refraction  p.  274;  the  optic  axes  for  other  colors  are,  however, 
more  or  less  oblique  to  the  section  and  double  refraction  takes 
place,  and  as  the  resulting  vibration  directions  are  somewhat  dif- 
ferently oriented  for  each  color,  color  tints  result  somewhat  as  in 
circular  polarization. 

fn  all  other  sections.  If  there  is  no  marked  dispersion  of  the 
principal  vibration  directions  there  will  be  approximately  perfect 
extinction  every  90°  and  interference  colors  as  in  the  uniaxial,  but 
with  marked  dispersion  the  vibration  directions  in  any  plate  di- 
verge for  tile  different  colors  and  the  plate  can  never  be  perfectly 
dark  and  moreover  in  any  position  the  interference  colors  due  to 
phase  diliTerence  are  modified  by  color  tints  due  to  the  partial  or 
complete  extinction  of  certain  colors. 

With  Convergent  Monochromatic  Light  and  Crossed  Nicols. 

/«  sections  normal  to  a  or  c  there  will  be  darkness  whenever  the 

vibration  planes  of  the  emerging  rays  coincide  with  those  of  the 

.  nicols  and  whenever  —  is  a  whole   number;  see   p.  139.     The 

points  of  emergency  of  the  optic  axis  will  therefore  be  dark,  since 

J  J 

--  =  o,  and  the  paints  corresponding  to  -~  =»  I  will  together  form 

a  ring  around  each  axis  and  similarly  for  values  of  2,  3,  4,  etc., 

until  the  pair  corresponding  most  nearly  to  the  value    -  for  the  ceo- 

tre  of  the  field*  unite  at  or 
near  the  centre  to  a  cross  loop 
or  figure  eight  around  both 
axes  and  subsequent  rings 
form  lemniscates  around  this 

as  in  Fig.  265.    If  ''r  for  the 
FlO.  365.  ^ 

centre  is  less  than  unity  even 
the  6rst  ring  must  surround  both  axes,  giving  them  a  figure  more 

*For  the  rays  traDtmitled  normally  aX.  the  center  of  the  field  -^  ^-  (rr, — n).  II 
the  directioQ  oC  transmissioa  is  c  (hemfr,  — n^  y — ,^and  if  direction  is  a  then  n,  —  n 
:=fi  —  a.  In  either  case  -r-  is  known  and  determines  Ihe  number  of  rings  between 
the  axei  and  the  centre. 


DiglizedbyGoOglc 


CHARACTERS  OF  CRYSTALS.  277 

similar  to  that  of  a  uniaxial  crystal.  As  all  parts  of  lemniscates  are 
independent  of  positions  of  planes  of  vibration,  there  will  be  no 
change  from  rotation  of  the  stage. 

When  the  stage  is  rotated  so  that  principal  sections  are  parallel 
to  the  vibration  planes  of  the  nicols  all  the  rays  transmitted  in 
those  sections  (therefore  vibrating 
in  or  at  right  angles  to  those  sec- 
tions) will  be  extinguished  and 
there  will  be  a  sharp  dark  band 
joining  the  poles  and  another  some- 
what thicker  dark  band  at  right 
angles  to  the  first  and  midway  be- 
tween the  poles.  These  are  often 
called  brushes.  For  any  other  po- 
sition of  the  stage  the  vibrations  of 
some  other  rays  are  parallel  to  those 
of  the  nicols,  and  these  are  always 
so  distributed  that  the    resultant  Fic  266. 

dark  spots  form  the  branches  of  an 

hyperbola  through  each  of  the  axes.  At  the  diagonal  position  the 
effect  is  as  in  Fig.  266. 

As  the  stage  is  rotated  the  straight  bars  appear  to  dissolve  into 
the  hyperbola,  the  branches  of  which  appear  to  rotate  in  the  oppo- 
site direction  to  the  stage,  the  convex  side  always  toward  the  other 

axis.     If—  is  nowhere  equal  to  I  there  will  be  no  dark  rings,  but 

the  hyperbola  will  behave  as  usual.  Because  the  two  principal 
sections  are  planes  of  symmetry  the  curves  and  brushes  are  at 
all  times  symmetrical  to  the  traces  of  the  sections. 

In  sections  normal  to  b  the  dark  curves  due  to  —  =  1,2,3,  ^^c., 

are  hyperbolze  similar  to  those  shown.  Fig.  243.  No  brushes  are 
visible. 

In  sections  normal  to  an  optic  axis  there  will  be  the  same  forma- 
tion of  dark  rays  corresponding  to  whole  numbers   tor    "  ■  the 

curves,  however,  will  be  more  nearly  circles.  Fig.  267.  There  will 
be  a  straight  black  bar  bisecting  the  curves  whenever  the  trace  of 
the  plane  of  the  optic  axes  coincides  with  the  vibration  direction 
of  cither  nicol,  and  for  all  other  angles  of  rotation  there  will  be 


DiglizedbyGoOglc 


3;8  THE  QUARTERLY. 

one  arm  of  aa  hyperbola  through  the  axis,  Fig.  368,  the  convex 
side  towards  the  other  axis.  This  arm  will  rotate  in  the  opposite 
direction  to  the  stage. 


With  Convergent  White  Light  and  Crossed  Nicols. 

In  sections  normal  to  the  acute  bhectrix  Because  of  the  dispersion 
of  the  optic  axes  described,  p.  270,  the  centres  of  the  ring  systems 
are  not  the  same  for  the  different  colors.  If  there  is  also  a  dis- 
persion of  the  bisectrices  the  section  can  only  t>e  exactly  normal 
to  the  bisectrix  for  one  color.  These  facts,  added  to  the  general 
one  that  for  different  colors  the  greater  the  wave-length  the  greater 
the  distance  apart  of  the  rings,  render  it  possible  in  white  light  to 
determine  the  crystalline  system  by  the  distribution  of  the  colors, 
thus  obtaining  Divisions  V,  VI  and  VII. 

V.   ORTHORHOMBIC  CRYSTALS. 

Tlie  color  distribution  must  be  symmetrical  to  the  line  joining 
the  optic  axes  and  to  the  line  through  the  centre  at  right  angles 
thereto,  because  these  are  the  traces  of  the  principal  sections  com- 
mon to  the  ray  surfaces  of  all  the  colors.  Assuming  that  the  same 
principal  section  is  the  axial  plane  for  all  colors  there  may  be  two 
cases  :  1°.  The  axes  for  the  longer  wave-lengths  may  be  most  dis- 
persed, that  is,  the  angle  between  the  optic  axes  for  red  greater 
than  that  for  violet,  or  /)  >  o.  2°.  The  axes  for  the  shorter  wave- 
lengths may  be  most  dispersed,  that  is,  the  angle  between  the  optic 
axes  for  red  less  than  that  for  violet,  or  />  <  u. 

Figure  269  illustrates  the  second  class.  In  the  interference 
figure  for  the  diagonal  position  the  hyperbolae  will  pass  through 
the  axial  points  for  each  color  and  in  each  that  color  will  be  ex- 
tinguished, giving,  if  the  dispersion  is  great,  a  series  of  colored 
bands  ranging  from  red  (white  minus  violet  and  part  of  blue) 
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through  the  violet  axes;  to  blue  or  violet  (white  minus  red  and 
part  of  yellow)  through  the  red  axes.      Generally  the  intermediate 
colors  overlap,  producing  &  dark  band,  except  on  the  outer  fringes. 
That  is,  the  colors*  fringing 
the  hyperbola  are  in  in- 
verse position  to  the  axial 
points. 

Similarly,  if  the  full  line 
circles  represent  the  first 
extinction  ring  for  violet 
and  the  dotted  those  for 
red,  then  as  we  pass  from 
the  centre  red  is  first  ex- 
tinguished and  the  violet 
tint  shown. 

For  /)  <  o  the  red  is  fur- 
ther from  the  centre  than 
the  blue.  For  />  >  o  the 
red  is  nearer  the  centre 
than  the  blue.  Or  in  gen- 
eral, the  color  with  the 
larger  angle  is  nearer  the 
centre  of  the  field. 

If  the  axial  plane  is  not 
the  same  for  all  colors,  that 
is,  if  B  for  certain  colors 
becomes  a  or  c  for  others, 
then  the  interference  fig- 
ures will  be  turned  90° 
with  respect  to  each  other 
and,  if  superposed  in  white 
light,  will  give  a  complex 
figure  as  in  brookite. 


VI.     MONOCUNIC  CRYSTALS. 

There  must  also  be  considered  the  dispersion  of  the  bisectrices. 
Three  general  cases  have  been  distinguished,  in  all  of  which  010  is 
a  principal  section  and  the  ortho  axis  b  a  principal  vibration  direc- 
tion. 

*  The  dotted  carves  should  be  colored  blue ;  the  foil  line  curre*  red,  in  Figs.  36^ 
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(a)  Inclined  Dispersion,  The  optic  axes  for  all  the  colors  lie  in 
the  plane  oio  and  the  ortho  axis  b  is  6,  the  intermediate  principal 
vibration  direction,  but  a  and  c  vary  in  position  in  the  plane  oia 
Evidently  the  color  distribution  will  be  symmetrical  to  oio. 

Let  Fig.  270  represent 
the  planeoioina  section 
cut  normal  to  the  acute 
bisectrix  for  yellow  light. 
The  acute  bisectrices  for 
red  and  violet  will  be  ob- 
lique to  this  section  as 
represented.  Assume 
/t  <  o  and  construct  the 
interference  hyperbolse 
and  first  ring  for  the  di- 
agonal positions.  Four 
things  are  at  once  no- 
ticed : 

I  °.  The  color-distribu- 
tion  and  shape  are  sym- 
metrical to  the  trace  of 
OIO  and  to  this  line*  only. 
2°.  The  combination 
color  rings  around  the 
axes  due  to  overlapping 
of  rings  for  the  different 
colors  are  very  different, 
the  one  relatively  small, 
circular  and  intense,  the 
other  larger,  oval  and  re- 
latively dull.  The  se- 
quence of  colors  may  be 
the  same  or  reversed. 


^.e;^ 
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3°.  The  smaller  ring  is  further  from  the  centre  of  the  field. 

4°.  One  hyperbola  band  is  much  broader  than  the  other. 

(b)  Horizontal  Dispersion.  If  the  ortho  axis  b  is  the  acute  bisec- 
trix (cither  a  or  c  as  the  crystal  is  +  or  — )  then  the  planes  of  the 
optic  axes  must  for  all  colors  pass  through  it  and  be  normal  to  the 
plane  010.  In  a  section  cut  normal  to  the  acute  bisectrix  for  yel- 
low light  let  V&rA  R,  Fig.  27 1 ,  represent  the  axial  planes  for  violet 

*  Line  coantcling  the  axial  poinU. 
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and  red,  rr  the  optic  axes  for  red,  w  those  for  violet.     The  plane 
010  (not  shown)  is  normal  to  all  the  axial  planes. 

In  the  interference  figure  it  is  evident  that  the  color-distribution 
and  shape  of  the  lemniscates  are  symmetrical  to  the  trace*  of  OIO 
but  not  to  any  other  line.     Hence,  for  normal  position  the  hori- 


zontal dark  bar  will  be  centrally  black  from  overlapping  colors,  but 
on  the  edges  will  be  red  and  violet  or  blue. 

(c)  Crossed  Dispersion.  If  the  ortho  axis  b  is  the  acute  bisectrix 
(either  c  or  a  as  the  crystal  is  positive  or  negative)  then  will  the 
section  normal  to  the  acute  bisectrix  for  one  color  be  normal  for 
all  and  will  itself  be  parallel  to  010.  The  axial  planes  for  all  colors 
will  pass  through  d,  and  as  b  corresponds  to  a  or  c  it  is  an  axis  of 
binary  symmetry,  hence  the  color-distribution  and  shape  of  the 
lemiscates  must  be  such  that  any  straight  line  through  the  centre 
of  the  field  passes  in  each  direction  through  similar  points.  That 
is,  diagonally  opposite  parts  of  the  field  are  similar.  In  Fig.  272 
Vi.nA  R  are  the  axial  planes  for  violet  and  red. 

It  will  be  noticed  that  the  chief  reliance  throughout  is  upon  the 

*  Normal  al  centre  to  line  joining  Ihe  a.xes. 
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colors  that  fringe  the  horizontal  brush  or  the  hyperbola,  and  that 
this  is  in  every  case  the  other  end  of  the  spectrum  to  the  color  of 
the  light  producing  it. 


Fig   373. 

Vn.    TRICLINIC  CRYSTALS. 

With  triclinic  crystals  there  is  no  symmetry  at  all  in  the  arrange- 
ment of  the  colors  in  the  interference  figure  from  white  light 
Two  or  more  varieties  of  dispersion  may  occur  at  once. 

Plates  normal  to  the  obtuse  bisectrix  show  similar  phenomena, 
though  frequently  it  is  impossible  to  obtain  the  interference  figures 
within  the  field.  The  color-distribution  is  naturally  changed  as 
the  dispersion  of  axes  is  in  the  opposite  direction. 
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TESTS  OF  FULL-SIZED  CAST-IRON  COLUMNS. 
Bv  WM.  H.  BURR. 

Although  cast-iron  columns  are  among  the  oldest  of  metallic 
structural  members  it,  is  a  little  singular  that  they  have  been  tested 
to  failure  only  within  the  last  ten  years  and  in  small  numbers. 
This  is  the  more  serious  for  the  reason  that  to  the  non-technical 
mind  the  short  brittle  fracture  of  cast  iron  indicates  hardness  and 
strength  rather  than  unreliability  and  weakness. 

While  it  has  been  well  known  among  civil  engineers  for  many 
years  that  the  strains  in  cast-iron  for  given  loads  per  square  inch 
may  frequently  be  and  usually  are  nearly  twice  as  great  as  for 
wrought-iron,  there  has  arisen  the  thoroughly  erroneous  idea  that 
the  ultimate  resistance  of  cast-iron  columns  could  in  some  way  be 
shown  to  be  proportional  to,  or  a  function  of,  the  ultimate  com- 
pressive resistance  of  cast-iron  in  short  blocks.  That  idea  found 
apparent  confirmatioh  in  the  experiments  of  Hodgkinson  about 
sixty  years  ago.  He  experimented  on  columns  of  small  cross- 
sections  (solid  and  hollow),  not  over  4  inches  in  diameter,  and 
with  lengths  not  exceeding  ten  feet.  Columns  of  such  diameters, 
particularly  if  cast  for  experimental  purposes,  will  obviously  be 
far  freer  froip  internal  defects  hO  common  to  full-sized  cast-tron 
members  than  the  columns  used  in  structures.  It  has  long  since 
come  to  be  one  of  the  cardinal  principles  of  civil  engineering 
practice  that  the  ultimate  resistances  of  full  sized  members  of  all 
descriptions  can  only  be  determined  with  sufficient  accuracy  for 
the  best  practice  by  testing  such  members  to  failure. 

The  data  afforded  by  the  results  of  Hodgkinson's  test  of  these 
soiall  model  columns,  together  with  the  results  of  tests  of  short 
cast-iron  blocks,  have  been  the  basis  of  the  formula  and  tables 
used  in  the  design  of  cast-iron  columns  in  nearly  all  structural 
practice  to  the  present  time.  That  practice  has  chiefly  represented 
building  construction  for  the  reason  that  civil  engineers  have  ex- 
cluded cast-iron  columns  from  bridge  structures  for  more  than 
twenty  years.  They  have  realized  that  the  empirical  basis  of  the 
rormulse  in  use  was  dangerously  insufHcient,  and  the  early  experi- 
ences with  column  fractures  in  railroad  bridges  constituted  a  clear 
and  conclusive  demonstration  of  the  marked  unfitness  of  cast-iron 
for  such  purposes.     The  continued  use  of  cast-iron  columns  in 
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buildings,  however,  renders  imperative  the  testing  of  full-sized 
members  of  that  class  to  destruction  in  order  to  determine  rational 
and  safe  working  stresses. 

It  was  not  until  1888-18S9  that  a  series  of  the  needed  tests  was 
begun  at  the  request  of  Prof.  Lanza  in  the  large  Emery  machine' 
at  the  United  States  Arsenal  at  Watcrtown,  Mass.  Those  tests 
have  been  followed  by  others  at  PhcenixviJlc,  Pa.,  made  under  the 
auspices  of  the  Department  of  Buildings  of  New  York  City  in  1 896 
and  1897.  Although  the  entire  series,  including  both  the  tests  at 
Watertown  and  Phcenixville,  do  not  cover  the  variety  of  sectional 
forms  and  range  of  ratio  of  length  to  diameter  that  could  be  de- 
sired, the  results  are  sufficiently  extended  to  show  closely  what 
may  be  considered  the  proper  ultimate  values  for  hollow,  round 
cast-iron  columns  of  full  size. 

Table  I. 
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Table  I  shows  the  result  of  all  these  tests,  while  the  Plate  exhibits 
the  same  results  graphically.  The  tests,  Nos.  I  to  10  inclusive, 
were  made  at  Phcenixvillc  in  December,  1897,  and  Nos.  1 1  to  14 
inclusive  in  1896;  the  former  group  under  the  immediate  direction 
of  Mr.  W.  W.  Ewing.  and  the  latter  under  the  immediate  direction 
of  Mr.  Gus  C.  Henning.  The  results  shown  for  tests  15  to  18  in- 
clusive were  taken  from  H.  R.  Ex.  Doc.  No.  45  Fiftieth  Congress, 
2nd  Session,  but  those  for  Nos.  19  to  29  inclusive  are  either  taken 
or  digested  from  H.  R.  Ex.  Doc.  No.  16  Fiftieth  Congress,  ist 
Session,  being  portions  of  reports  of  tests  of  metals  and  other  ma- 
terials at  the  United  States  Arsenal,  Watertown,  Mass. 

As  Table  I  shows  the  columns,  Nos.  19  to  29  inclusive,  were 
slightly  conical,  although  probably  not  enough  so  to  affect  appre- 
ciably their  resistances.  The  areas  of  section  in  square  inches  for 
these  colums  were  taken  at  mid-distance  between  their  ends.  As 
the  area  of  section  varied  considerably  in  some  columns  that  opera- 
tion may  be  a  source  of  a  little  error  in  determining  the  ultimate 
resistance  per  square  inch  from  the  result  of  the  tests,  but  if  the 
error  exists  at  all  it  must  be  very  small.  The  mid-external  diam- 
eter was  also  taken  for  these  columns  in  determining  the  ratio  of 
tlie  length  over  the  diameter  shown  in  the  Table  and  in  the  Plate. 

As  will  be  observed  both  in  the  Table  and  in  the  Plate,  the  ulti- 
mate resistances  per  square  inch  determined  by  the  tests  are  quite 
variable,  even  for  the  same  ratio  of  length  over  diameter.  Indeed, 
in  a  number  of  cases  they  are  quite  erratic.  In  Nos.  i  'to  6,  for 
which  the  ratio  of  length  over  diameter  was  12.7,  the  ultimate  re- 
sistances vary  from  alittleover  24,000  lbs.  per  square  inch  to  over 
40,000  fts.  per  square  inch  with  no  failure  at  the  latter  value.  Again, 
the  ultimate  resistance  per  square  inch  for  No.  25,  which  shows  a 
ratio  of  length  over  diameter  of  less  than  20,  is  nearly  47,000  lbs. 
per  square  inch,  which  is  excessively  high  as  compared  with  other 
ultimate  resistances  with  the  same  or  less  ratio  of  length  over  diam- 
eter. These  erratic  results  are  not  surprising  in  view  of  the  ordi- 
nary character  of  the  metal.  It  should  be  remembered  that  the 
failures  of  these  columns  are  frequently  recorded  with  such  "  re- 
marks "  as  tlie  following  i  "  Foundry  dirt  or  honey-comb  between 
inner  and  outer  surfaces,"  "  bad  spots,"  "  cinder  pockets  and  blow 
holes  near  middle  of  column,"  "  flaws  and  foundry  dirt  at  point  of 
break."  In  other  words,  it  was  no  uncommon  feature  to  observe 
that  defects,  Baws  or  blow  holes  or  thin  metal  had  determined  the 
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place  of  failure.  There  is  considerable  uncertaia^  in  platting  the 
results  of  tests  afTected  by  these  abnormal  conditions,  but  a  more  or 
less  satisfactory  law  for  the  generality  of  cases  may  be  determined 
from  a  graphical  representation  of  the  results,  as  shown  on  Plate  I. 
On  that  Plate  the  ultimate  resistances  in  pounds  per  square  inch, 
as  shown  in  Table  I,  have  been  platted  as  vertical  ordinates,  while 
the  ratios  of  length  over  diameter  given  in  the  same  Table  are  rep- 
resented by  the  horizontal  abscissas,  all  as  clearly  shown.  The  full 
straight  line  drawn  in  about  a  mean  position  among  the  results  of 
the  tests  probably  represents  as  near  as  any  that  can  be  found  a 
reasonable  law  of  variation  of  ultimate  resistance  with  the  ratio  of 
length  over  diameter.  It  is  evident  that  within  the  range  of  these 
experiments  a  straight  line  will  represent  the  ultimate  resistances 
fully  as  well  as  any  curve,  if  not  better,  although  the  results  for  the 
lengths  of  thirty-four  times  the  diameter  begin  to  indicate  a  little 
curvature.  The  formula  which  represents  this  straight  line,  i'.  f., 
which  gives  the  ultimate  resistance  per  square  inch,  is  as  follows : 

p  =  30,500  -  160  ^  (1) 

It  is  to  be  borne  in  mind  that  these  columns  were  round  and 
hollow,  and  that  they  were  tested  with  flat  ends  in  all  cases.  The 
ordinary  formula,  based  upon  Hodgkinson's  tests,  and  frequently 
used  in  cast-iron  column  construction,  and  practically  required  by 
the  Building  Law  of  New  York  City,  is  as  follows: 

80,000 

^^^;  "' 

The  curve  corresponding  to  this  particular  form  of  Tredgold's 
formula  is  also  shown  on  the  Plate.  It  will  be  seen  that  at  the 
ratio  of  length  over  diameter  of  10  to  12  (not  an  uncommon  ratio) 
the  ultimate,  as  given  by  this  formula,  is  just  about  double  that 
shown  by  actual  test  In  other  words,  if  a  safety  factor  of  five 
were  required,  as  is  the  case  in  the  New  York  Building  Law.  the 
actual  safety  factor  would  be  but  2j4-  At  the  upper  limit  of 
length  over  diameter  permitted  by  the  Building  Law,  viz :  20,  the 
ultimate  resistance  given  by  the  ordinary  formula,  Eq.  2,  is  about 
1%  as  great  as  it  should  be.     In  other  words,  if  the  safety  factor 
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were  five  by  that  formula  the  actual  factor  /  -§-  </=  20  would  be  but 
a  little  over  three.  The  curve  represented  by  Eq.  2  is  seen  to 
cross  the  true  curve  at  a  ratio  of  length  over  diameter  of  about  29, 
A  glance  at  the  Plate  will  show  how  utterly  erroneous  and  danger- 
ous is  the  use  of  the  usual  formula  for  hollow  round  cast-iron 
columns ;  indeed,  that  formula  is  grossly  wrong,  both  as  to  the  law 
of  variation  and  the  values  of  ultimate  resistance. 

In  view  of  the  working  resistances,  which  have  been  used  in  the 
design  of  cast-iron  columns,  it  is  no  less  interesting  than  important 
to  compare  the  ultimate  resistances  per  square  inch  of  mild  steel 
columns.asdeterminedby  actual  tests,  with  the  ultimate  resistances 
of  cast-iron  columns,  as  shown  by  the  tests  under  consideration. 
The  broken  line  of  short  dashes  represents  the  formula 

/_  32.000-563- (3) 

determined  by  actual  tests  of  mild  steel  angles  made  by  Mr.  James 
Christie  at  the  Pencoyd  Bridge  Works,  and  which  are  well  known 
among  civil  engineers.  This  line  or  formula  shows  that  the  ulti- 
mate resistances  per  square  inch  of  mild  steel  columns  are  from  40 
to  50^  greater  than  the  corresponding  quantities  for  cast-iron,the 
same  ratio  of  length  over  diameter  being  taken  in  each  comparison. 

When  the  erratic  and  unreliable  character  of  cast-iron  is  consid- 
ered, it  is  no  material  exaggeration  to  state  that  these  tests  show 
that  the  working  resistance  per  square  inch  may  probably  be  taken 
twice  as  great  for  mild  steel  columns  as  for  cast-iron  ;  Indeed,  this 
may  be  put  as  a  reasonably  accurate  statement. 

The  series  of  tests  of  cast-iron  columns  represented  in  the 
Plate  largely  destroys  confidence  in  the  cast-iron  column  design 
of  the  past.  The  results  of  the  tests  constitute  a  revelation  of  a 
not  very  assuring  character  in  reference  to  cast-iron  columns  now 
standing,  and  which  may  be  loaded  approximately  up  to  specifica- 
tion amounts.  They  further  show  that,  if  cast-iron  columns  are  de- 
signed with  anything  like  a  reasonable  and  real  margin  of  safety,  the 
amount  of  metal  required  dissipates  any  supposed  economy  over 
columns  of  mild  steel.  As  a  matter  of  fact,  these  results  conclu- 
sively confirm  what  civil  engineers  have  long  known,  that  the  use 
of  cast-iron  columns  cannot  be  justified  on  any  reasonable  ground 
whatever. 
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THE  SCHOOL  OF  ARCHITECTURE  IN  ITS 
NEW  QUARTERS. 

By  professor  WILLIAM  R.  WARE. 

Since  the  last  issue  of  the  Quarterly  the  collections  of  the 
School  of  Architecture  have  been  put  in  place,  and  it  is  now  enjoy- 
ing in  full  measure  the  advantages  of.  its  new  home  in  Havcmeyer 
Hall.  The  spaciousness  of  these  quarters,  which  are  clean,  quiel 
and  light,  and  the  increased  facilities  which  they  give  for  the  use  of 
the  material  equipment  of  the  School,  much  of  which  has  until 
now  been  unavailable  for  want  of  room,  have  given  a  new  zeal  to 
students  and  instructors  alike.  The  installation  of  the  major  part 
of  these  collections  in  the  attic  story  was  made  possible  by  the 
same  generous  friend  of  the  School  who  has  so  o^en  supplied  its 
needs.  The  collections  themselves  are  already  extensive  and  in- 
teresting, and  bid  fair  to  grow  into  a  museum  of  exceptional 
value  for  the  courses  both  in  Building  Construction  and  in  the 
Decorative  Arts.  They  comprise  a  number  of  models  of  framed 
buildings,  roofs,  floors  and  so  forth,  with  full-sized  details  and  speci- 
mens of  building  materials  and  appliances,  hardware  and  iron 
work,  and  of  different  kinds  of  woods.  Besides  a  quantity  of  mod- 
ern American  and  English  glass  and  tiling,  there  are  fragments  of 
mediaeval  glass  work,  some  of  which  came  from  the  original  win- 
dows of  the  Sainte  Chapelle,  half  a  dozen  Saracenic  windows  in 
glass  and  plaster  from  houses  and  mosques  in  Cairo,  and  a  quan- 
tity of  Moorish  and  Spanish  tiles  from  a  dismantled  monastery  in 
Seville.  These  collections  are  constantly  increased  by  gift,  the 
manufacturers  of  useful  and  of  decorative  work  being  equally 
helpful  in  contributing  to  these  stores. 

The  Roman  casts,  ancient  and  modern,  from  fragments  of  tem- 
ples and  from  the  Villa  Madama,  presented  by  Mr.  C.  F.  McKim 
in  1 891 ,  which  were  scattered  about  on  the  walls  of  various  rooms 
in  Forty-ninth  Street,  are  now  effectively  exhibited  in  the  eastern 
draughting-room.  The  larger  pieces  make  a  fine  show  in  the 
Museum  above.  These  comprise  a  cast,  eight  or  ten  feet  long, 
from  the  frieze  of  the  Temple  of  Antoninus  and  Faustina,  a  sim- 
ilar fragment  from  the  Forum  of  Trajan,  and  the  great  alto-relievo 
of  the  Suovetaurilia,  from  the  voting  place  in  the  Roman  Forum. 
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They  are  appropriately  surmounted  by  a  relief  of  a  Roman  eagle 
within  a  wreath,  also  from  Trajan's  Forum,  and  are  flanked  by 
casts  of  the  two  lions  now  tn  the  Loggia  dei  Lanzi,  at  Florence, 
one  of  which  is  antique,  the  other  a  companion  piece  modelled  by 
Flaminio  Vacca.  The  glazed  sashes  in  the  ceiling  of  the  corridor 
beneath  have  been  removed,  resembling  the  corridor  to  the  atrium 
of  a  Pompeiian  house,  so  that  these  things  are  partially  discerned 
from  below. 

This  corridor  proves  to  be  one  of  the  most  attractive  as  well  as 
one  of  the  most  useful  of  places.  It  serves  not  only  as  a  SalU 
des  Pas  Perdus,  for  walking  and  talking  in  intervals  of  leisure,  but 
as  a  gallery  in  which  are  shown  the  fine  series  of  architectural 
drawings,  mostly  made  in  the  &cole  des  Beaux-Arts,  belonging  to 
the  department.  On  a  lower  line  is  hung  from  day  to  day  the 
current  work  of  the  School,  all  the  drawings  made  by  all  the 
classes  being  exhibited  here  in  a  sort  of  "  continuous  performance." 
The  comment  to  which  it  is  thus  exposed  makes  official  judgments 
and  criticisms  almost  unnecessary. 

The  department  library,  which,  like  this  corridor,  is  sixty-five  feet 
long,  is  one  of  the  largest  and  best  lighted  work  rooms  on  the 
grounds.  Here  are  the  six  or  eight  hundred  books  and  the  fifteen 
thousand  photographs  which  constitute  the  equipment  given  to 
the  department  by  Mr.  F.  A.  Schermerhorn  in  1882,  and  since 
then  constantly  increased  by  the  liberality  of  the  trustees.  Here 
also  are  innumerable  folios,  making  up  what  is  virtually  an  enor- 
mous scrap-book,  with  thousands  of  prints  and  engravings,  classi-  . 
fied  under  different  heads.  These  are  partly  gathered  from  jour- 
nals and  magazines,  but  in  addition  a  good  many  valuable  books 
of  plates  have  been  taken  to  pieces  and  the  prints  mounted  on  cloth 
or  cardboard  and  put  into  this  collection.  It  is  easily  understood 
that  this  greatly  increases  their  serviceableness,  especially  during 
the  annual  season  of "  historical  research,"  when  fifty  or  sixty  men 
at  once  are  ransacking  the  collections  to  find  special  illustrations 
of  special  topics  of  study.  Books  that  would  otherwise  be  accessi- 
ble to  only  one  are  thus  made  useful  to  a  dozen. 

Thestaircases  are  linedwith  the  unique  collection  of  plastermodels 
made  at  Blois  for  use  in  the  interior  decoration  of  Mr.  Cornelius 
Vanderbilt's  house  in  Fifty-seventh  Street,  given  by  him  to  the 
Schools  of  the  Metropolitan  Museum,  and  on  the  discontinuance 
of  those  classes  presented  by  the  Mus'^um,  with  his  cordial  appro- 
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bation,  to  the  School  of  Architecture.  They  comprise  several  hun- 
dred pieces,  mostly  copied,  on  a  reduced  scale,  from  the  famous 
staircase  of  Francis  the  First.  With  them  came  a  number  of 
valuable  drawings  made  by  the  late  Henry  O.  Avery,  and  the 
models  from  which  were  carved  the  beautiful  modern  Gothic  capi- 
tals in  the  interior  of  the  Academy  of  Design,  in  Twenty-third 
Street. 

At  the  entrance  of  the  first-year  drawing  room  has  also  been  set 
up  a  copy  of  the  large  model  of  one  corner  of  the  Parthenon  made 
for  the  Department  of  Architecture  of  Harvard  College,  and  also 
presented  by  Mr.  Schermerhorn.  It  was  made  in  Boston  by  Mr. 
C.  G.  McGregor,  from  drawings  by  Professor  H.  L.  Warren,  of 
Cambridge,  and  was  executed  under  his  personal  supervision.  This 
room,  cleared  of  the  packing  cases  which  last  term  encumbered  it, 
has  been  assigned  to  the  first-year  class  and  proves  to  be  an  ad- 
mirably lighted  draughting  room.  This  leaves  the  northwest  room 
free  for  drawing  from  the  cast  and  for  instruction  in  water-colors. 
It  is  a  delightful  room,  better  situated  than  any  on  the  grounds, 
the  windows  commanding  views  of  the  New  Jersey  shore  and  of 
the  Palisades  and  of  the  Hudson  River  from  Hoboken  to  Tarry- 
town.  Here  also  the  fourth-year  men  and  the  post-graduate  stu- 
dents meet  once  a  week  and  read  to  each  other  the  papers  they 
write,  and  exhibit  the  drawings  they  make,  in  fulfillment  of  the 
requirements  of  the  course  in  Advanced  Architectural  History. 

Of  these  post-graduate  students  mention  has  already  been 
made  in  the  July  number  of  this  journal,  which  described  the 
scheme  adopted  in  1891,  under  which  draughtsmen  of  experience 
were  admitted  on  the  same  footing  as  college  graduates.  This 
scheme  has  now  been  slightly  modified,  though  retaining  its  prin- 
cipal features.  It  has  in  the  main  worked  well.  During  these  six 
years,  besides  eighteen  college  graduates,  sixty-six  professional 
draughtsmen  have  been  in  attendance  for  periods  varying  from 
two  months  to  three  years,  most  of  them  spending  at  least  a  year 
in  the  School,  and  nearly  thirty  staying  two  years.  Six  have 
finally  joined  the  regular  fourth-year  class  and  taken  their  degree 
in  due  course.  These  special  students  have  for  the  most  part 
been  men  of  proved  ability  and  experience,  and  their  presence  has 
palpably  raised  the  character  of  the  school.  Indeed,  it  is  mainly 
in  such  students  that  we  can  expect  to  find  the  maturity  of  char- 
acter and  the  professional  skill  which  are  needed  to  enable  men 
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really  to  profit  by  the  exceptional  advantages  of  our  position.  At 
present  the  museums  and  libraries,  and  the  buildings,  public  and 
private,  by  which  we  are  surrounded,  and  which  themselves  con- 
stitute an  architectural  museum  of  priceless  value,  are  of  com- 
paratively little  service.  Most  of  our  students  arc  not  old  enough 
nor  far  enough  advanced  to  make  the  most  profitable  use  of  them. 

Moreover,  while  most  of  our  regular  students  come  from  this 
city  and  its  immediate  neighborhood,  as  is  the  case  in  the  College 
and  in  the  other  professional  schools,  sixty  per  cent,  of  these 
special  students  have  come  from  other  States,  mostly  in  the  West 
and  South,  as  against  thirty>three  per  cent,  in  the  Medical  School, 
twenty  per  cent,  in  the  Law  School,  eleven  per  cent,  in  the  Schools 
of  Applied  Science,  and  eight  per  cent,  in  the  College.  It  is  plain 
that  our  best  chance  of  gathering  students  from  the  country  at 
large  is  by  encouraging  the  attendance  of  this  class  of  men. 

But  in  some  respects  things  have  not  worked/just  as  was  ex- 
pected. It  was  supposed  that  men  of  this  maturity  and  experience 
would  be  able  to  take  part  without  difficulty  in  the  University 
Courses  in  History  and  Design,  which  are  identical  with  the  work 
of  the  fourth  year,  which  is  also  of  a  post-graduate  character. 
But  though  they  have  all  taken  part  in  the  Historical  studies,  and 
have  done  so  with  profit,  not  a  single  man  has  presented  himself, 
whatever  his  age  and  experience,  who  has  been  ready  for  our  fourth- 
year  work  in'  Design.  They  have  had  to  begin  with  the  third  or 
second-year  work,  and  even  that,  in  many  cases,  only  after  some 
weeks  practice  in  the  work  of  the  first  year. 

As  it  has  thus  become  plain  that  the  offices  do  not,  at  pres- 
ent, furnish  students  ready  for  really  post-graduate  work,  these  stu- 
dents will  hereafter  be  received  not  as  university  students,  but  on 
the  footing  of  the  special  students  who,  as  the  Circular  of  Informa- 
tion says,  may  be  received  "  for  reasons  of  weight,"  and  three 
or  four  years  of  professional  experience  will  in  general  be  held  to 
be  a  sufficiently  weighty  reason  in  each  case. 

The  provision  that  they  may  attend  for  briefer  periods  than  one 
term,  coming  for  two  months  at  a  time,  has  proved  every  way 
beneficial  and  will  be  continued.  The  position  of  professional 
draughtsmen  at  the  beginning  of  their  career  is  a  precarious  one, 
depending  upon  the  condition  of  business,  and  the  less  well  trained 
among  them  are  liable  constantly  to  find  themselves  with  several 
months  of  enforced  leisure  on  their  hands.    It  is  a  great  advantage 


DiglizedbyGoOglc 


SCHOOL  OF  ARCHITECTURE.  293 

to  such  men,  and  it  is  no  iaconvenience  to  us,  for  them  to  join  our 
classes  in  design  for  two  or  four  months  at  a  time,  taking  up  the 
-current  problems  and  doing  such  other  work  as  they  may  be  qual- 
ified to  take  part  in,  thus  turning  their  ill  fortune  to  serious  profit. 

The  fee  for  each  period  of  two  months  is  now  set  at  thirty  dol- 
lars, which  includes  the  privileges  of  the  draughting  room  and 
four  hours  of  lecture  or  recitation. 

It  is  an  interesting  circumstance,  as  I  have  elsewhere  pointed 
out,  that  the  existence  of  these  men  in  the  school,  side  by  side 
with  the  regular  students,  enables  us  to  try  the  experiment  of  con- 
-ducting,  along  with  our  present  curriculum,  a  freer  system  of  study. 
These  special  students,  like  the  students  in  a  European  university, 
study  whatever  subjects  they  wish,  in  whatever  order  they  are  pre- 
pared to  take  them  up,  the  only  requirement  being  that  they  shall 
be  of  mature  age  and  shall  be  qualified  to  pursue  them  to  advan- 
tage and  that  they  shall  take  the  regular  examinations  at  their  con- 
clusion. The  two  methods  go  on  harmoniously  together,  and  both 
are  contributing  in  different  ways  toward  the  growth  and  develop- 
ment of  our  undertakings.  But  as  the  exceptional  opportunities 
offered  to  professional  draughtsmen  become  better  known  we  may 
expect  that  they  will  constitute  an  increasingly  large  proportion 
of  our  students. 

The  Avery  Architectural  Library  in  its  new  and  handsome  room 
is  prominent  among  the  increased  facilities  of  the  School.  A  well- 
lighted  draughting  room,  equipped  with  tables  for  various  kinds  of 
-drawing,  has  been  opened  in  direct  connection  with  the  book- 
room.  Here  a  considerable  number  of  men  can  be  accommodated, 
with  their  drawing  boards  and  apparatus,  without  crowding  the 
book-room  itself.  This  perfectly  meets  the  needs  of  the  second 
and  third-year  classes  during  the  period  given  by  them  to  his- 
torical research,  and  of  the  fourth-year  men  in  their  studies  in 
Advanced  Architectural  History.  The  hospitalities  of  this  room, 
as  of  the  rest  of  the  Library,  are  cordially  offered  to  students  and 
architects  from  the  outside. 

The  methods  of  teaching,  either  in  construction  or  in  design, 
are  not  of  course  affected  by  change  of  place,  except  so  far  as  in- 
creased facilities  and  further  experience  have  given  them  a  new 
.development. 

The  chief  extension  of  our  work,  this  year  as  last,  has  been  in 
the  elective  course  in  Advanced  Architectural  Engineering,  given 
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in  the  fourth  year  as  an  alternative  to  thf  elective  course  in 
History  and  Design.  This  course  is  an  elastic  one,  the  choice  of 
studies  being  made  to  suit  each  student's  needs.  Last  year  the 
work  was  largely  of  a  practical  character,  involving  the  study  of 
modern  engineering  appliances  and  of  buildings  in  process  of  con- 
struction. This  year  it  has  taken  a  more  strictly  mathematical  and 
scientific  shape,  so  that  while  last  year  the  work  was  conducted  en- 
tirety within  the  Department  of  Architecture,  this  year  we  have 
availed  ourselves  of  the  resources  of  our  environment,  enjoying  the 
privileges  of  the  Department  of  Civil  Engineering.  It  has  been 
gratifying  to  Bnd  that  our  previsions  in  laying  out  our  own  work 
of  this  kind  have  been  measurably  justified  by  the  event,  and  that 
the  minimum  course  of  Mathematics,  Mechanics  and  Engineering, 
which  we  administer  under  the  title  Architectural  Engineering, 
has  proved  to  be  not  altogether  an  inadequate  or  unsuitable  prepara- 
tion for  these  more  advanced  studies.  We  did  not  mean  that  it 
should  be,  but  it  is  gratifying  to  find  that  it  is  not  The  proof  of 
th  pudding  comes  in  the  eating,  and  this  is  the  first  time  that  this 
particular  dish  has  been  served  up, 

The  most  noticeable  novelty  within  the  range  of  the  more 
strictly  professional  work  has  been  setting  the  first-year  men  to 
measuring  actual  work  and  drawing  it  out,  first  full  size  and  then 
to  a  reduced  scale.  Every  member  of  the  class  that  entered  the 
school  in  October  has  lately  made  drawings  of  the  porch  of  Havc- 
meyer  Hall  from  his  own  figures  and  then  cast  the  shadows  and 
rendered  it  in  color,  plan,  elevation  and  section.  A  little  later  in 
the  year  the  next  class  will  take  part  in  similar  work  on  a 
more  extensive  scale.  The  new  buildings  offer  an  admirable  op- 
portunity for  these  exercises,  which  take  the  place  of  the  work  of  . 
drawing  and  measuring  that  for  two  or  three  years  occupied  a 
part  of  the  autumn,  but  which  it  now  seems  better  to  abbreviate 
and  to  place  at  this  time  of  year.  The  summer  work  will  here- 
after be  made  to  consist  largely  of  such  drawings,  for  which  these 
exercises  will  have  furnished  the  necessary  preparation. 

The  experiment  has  also  been  tried  this  winter  of  inviting  archi- 
tects in  practice  in  the  city  to  pass  judgment  upon  the  successive 
problems  in  Design  of  the  fourth-year  men.  A  different  jury, 
consisting  of  two  persons,  has  served  each  time.  The  drawings 
are  sent  to  them  and  are  returned  with  their  written  report  and  criti- 
cisms which  are  read  to  the  class  and  are  supplemented  by  the 
more  detailed  comments  of  the  instructors. 
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At  the  same  time  a  variation  has  been  made  in  the  conduct  of 
the  work  in  Design  which  is  calculated  to  compass  two  important 
ends,  supplying  two  conspicuous  omissions. 

When  a  problem  is  completed  and  the  drawings  hung  up  for 
judgment  they  seem  to  be  immediately  transfigured.  Unsuspected 
defects  reveal  themselves ;  neglected  opportunities  cry  out  to  be  im- 
proved. This  comes  naturally  and  inevitably  from  the  new  rela- 
tions in  which  they  are  placed  and  from  their  comparison  with  one 
another.  They  are  seen  in  a  new  light.  When  to  this  is  added 
the  detailed  criticisms  of  a  jury,  every  man  feels  as  if  he  were  now 
just  beginning  to  understand  the  problem,  and  is  eager  while  the 
impression  is  still  fresh  to  take  a  hold  anew  and  do  things  as  he 
now  sees  they  ought  to  be  done. 

This,  of  course,  cannot  be.  Life  is  not  long  enough  to  do 
everything  twice  over;  the  academic  year  certainly  is  not.  The 
impulse  also,  however  genuine  and  sincere,  would  hardly  last  to 
carry  men  contentedly  through  what  would  be  largely  a  mere 
repetition  of  work  that  had  lost  the  element  of  novelty.  But  what 
we  have  done  is  this.  We  have  had  all  the  men  put  their  de- 
signs into  perspective,  and  then  study  them  anew,  with  a  view  of 
remedying  not  only  the  defects  pointed  out  by  the  jury,  but  those 
which  the  perspective  drawing  itself  has  revealed.  This  double 
interest  serves  to  carry  the  student  through  the  work  of  revision,  a 
work  in  which,  though  he  is  going  over  familiar  ground,  he  is  by 
no  means  treading  in  his  own  footsteps.  Every  line  he  draws  is  a 
new  one.  Moreover,  the  work  is  not  too  laborious,  since  a  sketch 
suffices  to  determine  the  proportions  and  the  sky-line,  and  it  then 
only  remains  to  bring  the  discussion  to  its  legitimate  result  by 
making  a  new  drawing,  a  tracing  will  suffice,  to  show  what  changes 
must  now  be  made  in  the  elevation,  to  make  it  correspond  with 
these  new  developments. 

Nothing  can  be  more  salutary  than  this  experience.  It  enables 
the  student  to  profit  at  once  by  the  special  criticisms  his  work  has 
received,  and  to  put  to  immediate  use  the  ideas  they  have  sug- 
gested while  these  ideas  are  still  in  that  "  nascent  state"  which,  in 
Design  as  in  Chemistry,  is  the  condition  most  favorable  to  new 
combinations. 

These  exercises  also  afford  a  legitimate  opportunity  for  making 
drawings  in  perspective,  without  introducing  them  as  a  separate 
exercise  in  draugtsmanship,  out  of  relation  with  the  main  current 
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of  school  work.  Even  a  sketch  is  of  value  as  making  the  theory 
and  practice  of  this  branch  of  Applied  Geometry  easy  and  familiar, 
but  if  the  drawings  are  carefully  finished,  the  skill  attained  is  an 
important  addition  to  the  resources  of  the  architect  and  one  which 
the  professional  draughtsman  can  hardly  afford  to  go  without. 
The  rendering  of  perspective  drawings,  whether  with  pen  or  pen- 
cil, or  with  the  brush  and  in  color,  is  an  art  by  itself,  which  it  is  well 
to  practice  on  occasion.  These  exercises  in  revision  afford  just 
the  needed  opportunity. 

Not  the  least  of  the  advantages  of  the  new  site  is  the  pure  and 
bracing  atmosphere  that  we  breathe.  We  are  only  one  or  two 
hundred  feet  above  the  river,  but  the  place  has  the  flavor  of  a 
mountain  top.  We  all  agree  that  we  have  never  been  so  well  and 
happy  as  since  we  have  lived  among  these  exhilarating  breeze* 
with  the  "  wide  aerial  landscape  "  everywhere  before  our  eyes. 


THE   CHRONOLOGY    OF    THE    MISSISSIPPI    SYSTEM. 
By  JAMES  L.CREENLEAF. 

A  glance  over  the  map  of  the  United  States  shows  the  vast  ex- 
tent of  country  which  the  Mississippi  drains.  The  comprehensive 
reach  of  its  great  tributaries  to  the  east  and  west,  justifies  the 
assertion  that  they  cover  every  variety  of  topography,  and  are 
affected  by  all  possible  extremes  of  climate.  Rich  farms  stretch 
mile  upon  mile  over  the  gently  undulating  land  from  the  AI- 
leghanies  westward.  The  distant  water  sources  are  laid  in  the 
wild  scenery  of  the  Rocky  Mountains.  One  may  steam  in  the 
drenching  rains  of  southern  swamps,  or  escape  to  the  dry  invigor- 
ating air  of  arid  plains.  If  you  seek  a  semi*tropical  vegetation, 
it  is  found  in  the  low  lands  of  Louisiana,  while  an  Arctic  winter 
holds  high  carnival  on  the  prairies  of  Dakota  when  the  blizzards 
howl.  One  and  all  of  these  regions,  comprising  every  variety  of 
heat  and  cold,  wet  and  dry,  high  and  low,  cultivated  and  .wild, 
unite  in  pouring  their  surplus  waters  into  the  great  resultant  known 
as  the  Mississippi. 

Varied  are  the  topography  and  climate  of  the  Mississippi  water- 
shed and,  in  consequence,  equally  varied  are  its  rivers.  It  is  true 
that  the  chief  agents  controlling  the  periods  of  high  and  low  water 
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in  a  stream  arc  the  fluctuations  in  rainfall  and  in  temperature 
through  the  successive  seasons  of  the  year.  Yet  there  is  not  a 
distinctive  feature  in  the  topography,  soil,  or  vegetation  of  any 
division  of  a  watershed  which  does  not  impress  itself  on  the  local 
water  course,  exerting  an  active,  although  subordinate  influence 

MAP  OF  TFIE  MISSISSIPPI  WATERSHED. 


Upper  Miisiitippi,  . 

Miuonri 

Ohio,       


Rea 

White,  St.  Fnuids,  Yaioo.and  remaining  area,  . 
Total  of  Mississippi  Waiershed, 


i73flooSq.  Miles. 

538,000   ■'  " 
a  14.000   " 

161,000   "  •■ 

97,000  « 

S6/MU    "  « 


Upon  the  fluctuations  of  flow.    These  factors  act  sometimes  in  co- 
operation with  the  variations  in  inten<iity  of  rainfall  and  tempera- 
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ture,  often  in  opposition  to  them  and  one  another,  and  the  result 
is  an  intricate  play  of  ever  changing  conditions.  Silent  forces  in 
the  water,  air  and  sunshine  are  continually  at  work  shifting  and 
interlacing  with  bewildering  complexity;  yet  holding  one  another 
in  a  delicate  poise  which  floats,  undulating  with  subtle  meaning, 
upon  the  rising  and  falling  surface  of  the  stream. 

If  this  play  of  forces  controlling  the  flow  is  complex,  however 
limited  the  watershed,  what  must  it  be  in  the  case  of  a  great  drain- 
age system  with  its  many  important  branches !  The  influences 
stamped  upon  each  side  stream  are  in  that  case  carried  down  to 
blend  in  kaleidoscopic  changes  upon  the  sensitive  surface  of  the 
main  river,  the  sleepless,  infallible  recorder  of  them  all. 

The  term  the  great  resultant  is,  therefore,  well  justified  in  speak- 
ing of  the  Mississippi,  Were  the  eyesight  keener  one  might  see 
all  the  countless  impulses  gathered  from  a  million  miles  of  country 
reflected  in  that  single  channel ;  he  could  read  to  the  full  the 
meaning  which  its  rising  or  falling  waters  carry  in  their  flow. 

This  intricate  adjustment  of  forces  is  in  operation  everywhere 
over  the  one  and  a-quarter  million  square  miles  of  the  Mississippi 
watershed.  Each  of  the  great  divisions  belonging  respectively  to 
the  Missouri,  Upper  Mississippi,  Ohio  and  other  rivers,  as  shown 
on  the  map,  has  its  peculiar  features  of  climate  and  topography, 
which  are  thus  stamped  upon  the  rise  and  fall  of  the  river  itself. 
A  study  of  the  Mississippi  system  from  this  standpoint,  condensed 
to  the  most  concise  terms  possible,  affords  the  following  record  of 
the  average  chronology  of  flow.  All  the  rivers  tributaiy  to  the 
Mississippi  show  a  decided  tendency  toward  low  water  in  the 
autumn.  This  condition  is  hable  to  be  varied  by  a  sudden  and  brief 
fall  freshet.  The  southern  rivers  begin  to  fall  from  a  high  stage 
in  June  and  the  northern  rivers  in  July.  All  begin  to  rise  from 
low  water  in  the  tatter  part  of  winter.  The  southern  rivers  show 
an  increasing  flow  in  January,  the  Ohio  in  late  January,  the 
Missouri  and  Upper  Mississippi  in  February.  Two  principal 
freshets  occur  during  the  year  in  each  of  the  large  tributary 
basins.  Considered  broadly,  and  for  alt  the  large  rivers,  the  period 
from  February  into  June  covers  the  times  of  occurrence  of  thete 
highest  two  stages.  Between  them  a  fair,  or  even  high  state  of 
flow  is  maintained.  There  is  a  tendency  for  the  higher  of  the  two 
rises  to  occur  in  late  winter  or  early  spring  on  the  southern  tribu- 
taries, whereas  the  Upper  Mississippi  and  Missouri   reach   their 
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culminations  in  the  latter  part  of  spring  and  summer.  The  coin- 
cidence of  high  flow  upon  more  than  two  of  the  lai^e  branches  is 
extremely  rare,  and  hence  it  is  an  exception  for  the  main  river  to 
be  subjected  to  the  enormously  congested  state  which  would  other- 
wise result. 

The  foregoing  statement  of  times  of  high  and  low  water  deals 
solely  with  effects ;  it  mentions  nothing  of  the  causes  producing 
these  effects,  neither  does  it  relate  the  one  to  the  other.  In  view 
of  the  intricate  play  of  conditions  which  have  been  shown  to  in- 
fluence the  chronology  of  flow  of  streams,  such  attempt  to  relate 
cause  and  effect  might  well  seem  hopeless.  He  would  soon  be  lost 
in  a  bewildering  maze  who  endeavored  to  unravel  all  the  threads 
of  detail  which  enter  the  subject.  As  the  variation  in  intensity  of 
rainfall  and  temperature  are,  however,  the  principal  factors  and, 
for  the  Mississippi  system,  have  such  dominant  influence  that 
other  causes  sink  from  view  behind  them,  it  is  entirely  possible  to 
see  the  influence  of  these  two  causes  and  trace  their  relations  to 
the  varying  depths  of  water  in  the  streams.  The  impossible  thus 
becomes  attainable,  and  the  hopeless  task  resolves  into  an  interest 
ing  study.* 

It  is  true  that  to  discuss  the  subject  within  the  limits  of  a  single 
paper  the  story  must  be  briefly  told,  so  briefly  as  to  possibly  seem 
to  the  student  of  the  Mississippi  a  mere  touching  here  and  there 
upon  the  subject  he  is  pondering,  careless  and  superficial  as 
the  dip  of  the  swallow  skimming  the  surface  of  the  water. 
But  no  apology  is  called  for,  even  to  the  student.  When  looking 
upon  a  landscape  there  is  a  certain  advantage  in  a  distant  point  of 
view,  in  that  it  affords  a  wider  comprehension  of  the  country  as  a 
whole  than  if  one  were  in  the  midst,  spying  out  each  ravine  and 
searching  with  the  geologist's  hammer  into  the  structure  of  the 
rocks.  So  it  may  welt  be  that  by  resolutely  viewing  the  Mississippi 
system  in  broad  prospective,  one  can.  realize  something  of  the  com- 
prehensive laws  which  govern  the  flow  of  the  rivers,  and  see  the 
•causes  of  their  rise  and  fall  with  the  alternating  seasons  of  the 
year.  Details  are  lost  to  sight  on  this  larger  horizon,  but  in  their 
stead  the  changing  seasons  are  mirrored  in  the  streams,  and  the 
march  of  law  is  seen  as  the  sweep  of  cause  and  effect  moves  in 
grand  procession  over  the  watershed  of  the  Mississippi. 

*  See  papers  upon  this  subject  by  the  writer  in  Ihe /fMfriViiit  Journal  of  SHtnet 
-of  July,  1896,  and  the  Engineering  Magaitne  of  March,  1S97. 
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Considered  thus  broadly,  there  exists  a  wave  of  special  concen- 
tration of  the  yearly  rainfall.  A  point  in  time  is,  as  it  were,  a 
nucleus  toward  which  the  intensity  of  rainfall  has  been  increasing 
during  the  past  weeks,  and  from  which  it  diminishes  into  the  future. 
This  nucleus  passes  with  wave-like  progress  through  time  and  over 
the  surface  of  the  country.  Starting  from  the  Gulf  in  late  winter  it 
travels  slowly  northward  up  the  less  elevated  lands  of  the  Missis- 
sippi, climbing  at  the  same  time  the  plains  leading  to  the  western 
mountains.  The  northern  portions  of  the  watershed  are  reached 
in  June  and  July.  There  is  a  similar  wave-like  progression  of  the 
period  of  melting  of  the  snow  and  ice.  From  its  imperceptible 
beginnings  in  the  southern  low  lands  it  travels  northward  like  the 
rainfall  wave,  also  spreading  cast  and  west  upon  the  elevated  coun- 
try. Its  last  traces  are  seen  late  in  summer  in  the  far  distant 
mountain  sources  of  the  Missouri,  and  doubtless  there  are  caves 
and  deep  ravines  high  in  the  mountains  where  it  retires  to  rest 
until  the  triumphal  progress  of  another  year.  Keep  the  progression 
of  these  two  waves  of  rainfall  concentration  and  melting  mentally 
in  view  and  note  the  corresponding  rise  and  fall  of  the  rivers.  It 
is  then  possible  to  catch  the  rhythm  of  nature's  harmonies  and 
realize  that  design  is  silently  passing  its  firm  hand  across  the  country. 

In  the  heavy  rains  of  late  winter  at  the  south  is  seen  the  coming 
of  the  rainfall  wave.  All  the  southern  streams  arc  forced  to  re- 
newed activity  by  its  vigor.  At  the  same  time  the  wave  of  melt- 
ing rises  from  the  southern  country,  gently  as  the  first  blush  of 
dawn.  There  are  halts  and  starts  as  the  weather  fluctuates,  but  on 
the  whole  the  advance  is  steady.  It  precedes  the  wave  of  rainfall 
concentration  and  travels  more  rapidly.  As  it  reaches  further  into 
the  regions  of  snow  and  ice  its  crest  is  more  pronounced,  its  action 
more  decided,  until  on  the  banks  of  the  Missouri,  the  ice  gorges 
are  piled  many  feet  in  height.  The  wave  of  melting  does  not  act 
alone,  but  with  the  rains,  which,  by  their  increase,  are  giving  evi- 
dence that  the  wave  of  rainfall  concentration  is  to  follow.  While 
the  wave  of  melting  is  passing  up  the  watershed  of  the  Ohio,  and 
is  largely  causing  in  February  or  March  the  greatest  freshet  of  the 
year,  it  is  at  the  same  time  covering  the  lower  tributaries  of  the 
Upper  Mississippi  and  Missouri.  With  the  aid  of  the  increasing 
rains  it  brings  the  former  river  in  March  to  the  crest  o(  the  second- 
ary rise,  but  the  Missouri  does  not  reach  its  similar  culmination 
until  April. 
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The  wave  of  rainfall,  ia  its  full  intensity,  swept  the  lower  portion 
of  the  Arkansas  watershed  in  February,  and  forced  the  river  to  a 
freshet  which  was  probably  the  greatest  of  the  year.  It  slowly  ex- 
pands over  the  Arkansas  watershed  and  eastward  upon  the  Ohio. 
In  April  or  May  it  gives  the  secondary  freshet  to  the  Ohio  and, 
diminished  in  vigor,  combines  with  the  wave  of  melting  upon  the 
elevated  sources  of  the  Arkansas  to  cause  a  freshet  which  is 
usually  the  greatest  for  that  river.  April  or  May  sees  also  the 
wave  of  melting  reach  the  lake  region  at  the  sources  of  the  Upper 
Mississippi  and,  with  the  rainfall,  create  the  secondary  freshet 
there. 

Gradually,  as  spring  passes  into  summer,  the  wave  of  rainfall 
concentration  invades  the  country  of  the  Upper  Mississippi  and 
Missouri.  Upon  the  former  river  it  causes  the  highest  water  of 
the  year,  possibly  as  early  as  April,  but  generally  sometime  from 
late  May  to  July.  During  June,  when  it  is  still  aided  somewhat  by 
the  wave  of  melting  which  is  passing  into  the  western  mountains, 
it  carries  the  flow  of  the  Missouri  to  its  highest  point.  In  June  to 
July  the  rainfall  wave  reaches  the  sources  of  the  Upper  Missis- 
sippi, bringing  a  freshet  which  is  olten  the  largest  for  that  region, 
and  so  it  disappears  ofT  the  Mississippi  watershed. 

Behind  the  wave  of  rainfall  concentration  as  it  passes  over  the 
country,  is  seen  a  wide  and  continued  prevalence  of  light  rains,  re- 
sulting in  a  wellntgh  universal  falling  of  the  depth  of  water  in  the 
rivers.  The  southern  rivers  begin  to  yield  in  June.  The  northern 
streams  hold  on  into  July,  but  they  finally  shrink  from  the  en- 
croaching drouth.  September  sees  them  all  completely  fallen  from 
their  high  estate.  This  universal  calm,  when  the  energies  of  the 
waters  are  at  low  ebb,  and  the  sun  broods  hot  over  the  land,  is 
often  rudely  broken  by  fall  rains  which  may  swell  the  rivers  to 
sudden  floods  that  as  rapidly  subside.  But  even  as  the  thunder 
storm  rising  in  the  evening  of  a  sultry  summer  day  serves  to  in- 
tensify the  calm  it  breaks,  so  the  fall  freshets,  if  they  occur,  em- 
phasize the  diminished  activity  and  universal  low  water  upon  the 
Mississippi  watershed  in  the  closing  season  of  the  year.  Then 
the  cold  of  winter  floats  down  like  the  Angel  of  Death,  drawing  its 
white  pall  over  the  sources  of  the  northern  streams,  and  they 
dwindle  in  their  channels.  The  rivers  of  the  south  run  low.  The 
cycle  of  the  year  is  compIete,and  the  Mississippi  watershed  is  lying 
in  quietness,  waiting  for  the  January  rains  to  herald  the  activities 
of  another  year. 
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A  SLIDING    STADIA   ROD. 

By   gilbert  THOMPSON. 

While  engaged  in  topographical  surveying  during  1897  1  de- 
signed and  used  a  sliding  stadia  rod  which  I  Tound  very  con- 
venient, and  submit  a  drawing  and  description  or  it  which  may  be 
of  interest  and  service  to  the  readers  of  the  Quarterly. 

It  isconstructed  of  straight  well-seasoned  pine  wood,  three-fourths 
of  an  inch  thick  when  planed,  and  consists  of  two  parts,  the  case 
and  the  slide.  At  the  top  of  the  latter  is  fastened  the  target,  which 
is  graduated  to  tenths  and  hundredths  of  a  foot,  it  being  assumed 
that  the  stadia  wires  are  so  set  that  one  foot  interval  on  the  rod 
corresponds  to  a  distance  of  one  hundred  feet  on  the  ground. 
The  slide  is  raised  when  required,  two  or  four  feet,  and  held  firmly 
and  exactly  in  place  by  a  pin. 

The  graduation  is  printed  in  dull  black  and  white  to  avoid  re- 
flections. A  light  red  is  used  instead  of  white  on  the  slide,  to  in- 
dicate that  it  is  raised,  and  how  many  feet.  No  numbering  is  used, 
the  even  feet  are  counted  as  also  the  decimals  of  a  foot  from  the 
target,  it  being  the  practice  to  set  the  lower  stadia  wire  on  such  a 
foot  mark  as  will  bring  the  upper  stadia  wire  across  the  target. 
For  some  constant  dark  backgrounds  scarlet  vermilion  may  be 
found  occasionally  preferable  to  black.  Shiny  preparations  of 
pigments  should  be  avoided,  as  well  as  varnish.  A  small  square 
(0.2  foot)  is  painted,  either  black  on  the  four-foot  space,  or  white 
in  the  iive-foot  space,  at  the  average  height  of  the  telescope,  for 
use  in  the  vertical  angles.  A  square  of  paper  may  be  used  until 
this  height  is  determined.  The  remaining  portions  are  painted 
a  neutral  tint. 

The  slide  is  held  in  the  case  by  three  brass  bands,  the  center  one 
13  placed  at  a  convenient  height  for  the  rodman,  through  which  a 
small  but  stiff  metal  pin  passes  ;  this  goes  also  through  the  slide 
and  clear  through  to  the  opposite  side  of  the  case.  This  pin  should 
be  straight  and  fit  closely.  The  slide  should  be  in  proper  position 
and  snug  down  in  the  case  when  the  hole  is  bored  through  it  to 
receive  this  pin,  and  should  be  of  the  same  diameter.  At  exactly 
two  feet  and  four  feet  below  this  pin-hole  arc  bored  holds  in  the 
slide  for  the  same  purpose.  A  sliding  slot  is  cut  at  each  hole,  to 
aid  in  setting  the  pin  quickly.  A  finger  hole  is  at  the  foot  of  the 
slide. 
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At  first,  I  considered  this  arrangement  of  holding  the  slide  in 
place  as  amake-shiTt.but  it  proved  to  be  so  easily  worked  and  held 
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the  slide  so  firmly  in  position,  that  I  cannot^after  several  months' 
constant  use  recommend  any  other  contrivance. 
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For  short  distances  it  would  probably  be  found  preferable  to  also 
graduate  the  back  of  the  slide,  sub-dividing  the  second  and  fourth 
foot  space  from  the  bottom,  the  same  as  the  target.  This  would 
admit  of  the  rod  being  also  used  as  a  level-rod,  which  is  occasioa- 
ally  desirable.  This  would  require  holes  to  be  bored  one  foot 
apart  on  the  slide  and  opposite  the  others.  These  should  be  oaly 
deep  enough  to  admit  about  half  the  pin,  the  rod  being  raised  one 
foot  or  more  as  required  to  bring  the  target  to  the  center  cross- 
hair. If  the  bands  only  touched  the  edges  of  the  slide,  a  flexible 
self-reading  rod  could  be  fastened  there  instead  of  making  a  gradu- 
ation. 

A  seven-foot  case  furnishes  an  extension  to  twelve  feet,  and  a 
nine-foot  case  on  the  same  principle,  would  extend  to  sixteen  feet. 

Such  a  rod  can  be  made  by  any  country  carpenter.  The  circles 
on  the  target  are  very  nicely  struck  with  an  adjustable  bit,  thecut- 
ting  giving  additional  sharpness  and  distinctness  to  the  graduation. 
With  the  aid  of  the  diagram  and  this  brief  description,  I  believe  its 
construction  in  the  field  will  be  found  practicable. 
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ABSTRACTS. 

METALLURGY  FOR  1897. 

By  Joseph  Stkuthms,  Ph.D. 

The  following  list  of  note  references  is  composed  of  the  more  important 
articles  on  general  melallurgical  practice  which  have  appeared  in  the  sci- 
entilic  periodicals  during  the  year  1897  : 

Abbreviations  Emfloved. 

Amer.  =  American,  Mach.  =  Machinist. 

Aust.  =  Australian.  Mag.  ^  Magazine. 

Can.  =  Canadian.  Manuf.  =  Manufacturer. 

Chem.  ='  Chemical.  Mech.  =  Mechanical. 

Col.  =  Colliery.  Min.  ^  Mining, 

Eng.  =  Engineering.  Rev,  ^^  Review. 

Guard.  =  Guardian.  Sci.  ^=  Scientific. 

Inst.  ^Institute.  Soc.  =  Society, 

Journ.  =:  Journal.  Trans.  =  Transactions. 

Refractorv  Materials, 

The  Manufacture  and  Care  of  Crucibles. — John  A.  Walker Iran  Age, 
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The  Electrolytic  Assay  as  Applied  to  Refined  Copper. — George  L. 
Heath. — Trans.  Atntr.  Inst.  Min.  Engs.,  September,  '97. 

Notes  on  the  Estimation  of  Arsenic  in  Copper. -^Jeorge  L.  Heath— 
Eng.  and  Min.  Jour.,  j6th,  '97. 

Gold. 

Present  and  Future  Gold  Production,  Statistical. — Eng,  and  Min. 
Jour.,  January  9th,  '97. 

Refractory  Low-Grade  Ores  at  the  Ouro  Preto  Gold  Mine,  Brazil.— S. 
G.  McCornaick. — Min.  Jour.,  January  iiA,  '97. 

Tellurides.  {What  they  are  and  how  they  are  worked.) — Min.  four., 
February  zo,  '97. 

The  Occurrence  and  Treatment  of  Certain  Gold  Ores  in  Park  County, 
Colorado. — B.  Sadtler. — Trans.  Amer.  Inst.  Min.  Engrs.,  March,  '^1. 

Practical  Treatment  of  Pyritic  Gold  Ores  at  Gibbonsville,  Idaho— 
Min.  and  Sci,  Press,  April  3d,  '97. 

The  Gold  Placers  of  Siberia. — E.  D.  Levat.  (Descriptive.)— £»f. 
and  Min.  Jour.,  January  23d,  '97. 

The  Gravel  Fields  of  Northern  California.— C.  L.  Hall.— ifts.  ani 
Set.  Press,  February  6th,  '97. 

Gold  Gravel  Washing  in  Eastern  Siberia E.  H.  Levat.     (Illustrated.) 

— Eng.  and  Min.  Jour.,  April  3d,  '97  and  Aust.  Min.  Standard,  June 
3d.  '97- 

A  New  Form  of  Dredge  for  River-Bed  Placers. — J.  M.  Sweeney.— 
Eng.  and  Min.  Jour.,  December  2Sth,  '97. 

Gold  Dredging  in  Montana. — E.  B.  Braden.  (111.). — Eng.  and  Mm. 
Jour,,  November  20th,  '97. 

Gold  Dredging  and  Gold  Saving. — Perry  F.  Nursey. — Industries  and 
Iron,  Oclober  29th,  '97. 

The  Klondike  Placers.— T.  K.  Rose Nature,  October,  '97. 

The  American  Hill  Placer  Mine,  Idaho. — Eng.  and  Min.  Jour.,  ^o- 
vember  a7th.  '97. 

Practical  Notes  on  Hydraulic  Mining, — George  H.  Evans. — Mtn.  anJ 
Sci.  Press,  April  10th,  '97. 

Some  Notes  on  Hydraulic  Mining — A.  J.  Bowie. — Eng.  and  Mia. 
Journ.,  Oclober  30th,  '97. 

Placer  Prospecting. — Aitnur  Lakes.  (Illustrated.) — Col.  £«^.,  June, 
'97- 

Placer  Mining. — Min.  Industry  and  Rev.,  July  8lh,  '97. 

Some  Notes  on  the  Milling  of  Gold  Ores. — John  E.  Hardman. — Can. 
Min.  Rev.,  April,  '97. 

Certain  Stamp  Mill  Process. — James  W.  Abbott. — Mtn.  andSa.  Press, 
January  2d,  '97. 

Gravitation  Stamp  Mills  for  Quartz  Crushing. — D.  B.  Morison. — lid. 
and  Iron,  May  7lh,  '97. 

The  Loss  of  Gold  in  Waste  Tailings Henry  Rosales Aust.  Min- 

Standard,  April  Slh.  '97. 

The  Solution  of  Gold  in  Accumulated  and  other  Slimes. — W.  A,  Cal- 
decolt. — Min.  and  Set.  Press,  September  i8ih,  '97. 
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Free  Milling  and  Chlorination  of  Gold  Ores  at  North  Brookfield,  Queens 
County,  N.  S. — Can.  Min.  Riv..,  May,  '97. 

The  Extraction  of  Gold  by  Chemical  Methods.— T.  K.  Rose Nature, 

March  nth,  '97. 

Practical  Workings  of  Chlori nation— Thomas  G.  Taylor,  Jr.  (Cham- 
pion Mines  at  Nevada  City.) — Min.  and  Set.  Press,  July  17th,  '97. 

Chloiination.  The  Gold  Industry  in  Australia.  (Iltustiated.) — La 
Revue  Technique,  Febniary  asth,  '07, 

The  Chlornation  Process. — Charles  P.  Williams. —  Cel.  Eitg.,  August 
■97. 

The  Modem  Gold  Chlormation  Process  for  the  Treatment  of  Gold 
Ores, — John  E.  Rothwell Min.  and  Sci.  Press,  December  iSlh,  '97. 

The  Cyanide  Process  in  Treatment  of  Gold  Ores Joseph  W.  Richards. 

— Jour.  Franklin  Institute,  February,  1897, 

Some  Problems  in  Cyaindrieg. — C.  C.  Longridge.  (Results  of  ex- 
periments.)— Min.  Jour.,  January  23d,  '97. 

Solvent  Power  of  Various  Cyanide  Solutions. — A.  F,  Crosse.  (Experi- 
mental Results.) — Min.  Jour.,  January  23d,  '97. 

Notes  on  Cyanide  Process. — J.  E.  Clennell. — Min.  and  Sei.  Press, 
March  a7th,  '97. 

The  Cyanide  Method  of  Gold  Extraction.  (Illustrated  description.) 
— Eng.  (London),  April  t6ih,  '97. 

Cyaniding  Gold  Ores. — H.  Resales.— ^^wx/.  Afin.  Standard,  April 
23d,  1S97. 

The  Extraction  of  Gold  from  Kalgoorlie  Ores.— Walter  J.  Siudds.— 
Aust.  Mm.  Standard,  April  39th,  '97. 

Applications  of  the  Cyanide  Process  in  South  Africa. — Charles  Butter:,. 
Working  details  and  method  of  treatment. — Eng.  and  Mm.  Jour.,  March 
6th,  '97. 

Successful  Cyaniding. — Aust.  Min.  Standard,  July  ist,  '97. 

Notes  on  Sump  Solutions,  Extractor  Box  Work  and  Cleaniiij;  up  in  the 
Cyanide  Process.— Alfred  James. — Eng.  and  Min.  Jour.,  September 
nth,  '97. 

Cyanide  Solutions  for  Leaching  Auriferous  Ores  and  Tailings. — Walter 
J.  Studds.  (Coolgardie  practice.) — Aust.  Min,  Standard,  September 
1 6th,  '97. 

Notes  on  the  Action  of  Potassium  Zinc  Cyanid  Solutions  on  Gold. — 
W.  J.  Sherwood. — Eng.  and  Min.  Jour.,  October  ad,  '97. 

The  Pelatan-Clerici  Process  at  the  De  Lamar  Mill,  Idahu — D.  B. 
Huntley. — Eng.  and  Min.  Jour.,  August  7th,  '97. 

The  Pelatan-Clerici  Process  at  De  Lamar. — (The  treatment  is 
briefly  outlined  on  the  solution  of  the  bullion  in  the  pulp  by  cyanide  and 
electrolytic  recovery.) — Min.  Ind.  and  Rev.,  January  38th,  '97. 

New  Cyaniding  Plants  at  Mercur,  Utah. — Eng,  and  Min.  Jour.,  July 
3"t,  '97. 

Roasting  Previous  lo  Cyaniding. — Wallace  Macgregor..— f/?^.  and 
Min.  Jour.,  August  14th,  '97. 

The  Precipitation  of  Gold  by  Zinc  Thread  from  Dilute  and  Foul 
Cyanide  Solutions. — Alfred  James. — Trans.  Amer.  Inst.  Min.  Engrs., 
March,  '97. 

Precipitation  of  Gold  from  Cyanide  Solutions. — L.  Ehrmann. — Min. 
and Sei.  Press,  June  19th,  '97. 
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The  Reduction  of  Zinc-Gold  Slimes. — £.  H.  Johnson. — Sautk  Aptean 
Min.Jour.,  June  19th,  '97. 

The  Sulman-Teed  (Bromo- Cyanide)  Proces  of  Gold  Extraction. 
— By  H.  LivingAon  Sulman  and  Frank  L.  Teed.  (Illustrated.  General 
description  and  details  of  practice  as  carried  out  at  Dry  Dame,  Anstralia, 
and  Iteloro,  Can.).— _/".  3'.  C.  I.,  December  31th,  '97, 

A  Plant  for  Parting  Low-Grade  Bullion F.  GuUkow. — (Illustrated 

description.) — Eng.  and  Min./aur.,  August  sist,  '97. 

Charcoal  in  Cyaniding. — Norman  Danvers  Power. — Used  as  precipi  - 
tant.). — Aust.  Afin.  Standard,  October  14th,  '97. 

Cyaniding  Sulphide  Gold  Ores. — R.  Recknagel. — Eng.  and  Min. 
Jour.,  November  i  jth,  '97. 

Gold,Ziiicand  Electrolysis. — A.  Andreoli. — EUclrgchemisehe  Zeitung, 
October,  '97. 

Alumimum  and  other  metals. 

Abstracts  in  Metallurgy  for  1896 lost^Yi^Wv.'CDtn.'—Schooi  of  Mines 

Quarteriy,  April,  '97. 

Aluminum. — Bradley  Aluminum  Patents.— £«j.  and  Min.  Jour.  Feb- 
ruary a7th,  '97, 

Recent  Determinations  of  the  Electrical  Conductivity  of  Aluminum. — 
Joseph  W.  Richards  and  John  A.  Thompson.— ^wr.  FrankUn  Institute, 
March,  '97. 

Aluminum,  Its  Present  and  Future. — Eng.  (London),  April    id,  '97. 

Aluminum  and  its  use  in  the  Foundry. — Joseph  Allison  Steinmetz. — 
Iron  Age,  April  islh,  '97. 

The  Working  of  Sheet  Aluminum Iron  Age,  April  a9th,  '97. 

Tests  of  Utensils  of  Aluminum. — M.  Balland. —  ComptesIiendus,^anc 
Sth,  '97. 

The  Working  of  Sheet  Aluminum Metal  Worker,  May  t$i\i,  '97. 

The  Utilization  of  Aluminum  in  the  Arts Alfred  E.  Htftit.— ^*''. 

Franklin  Institute,  August,  '97. 

Processes  in  the  Metallurgy  of  Aluminum  Developed  in  1897. — La 
Revue  Technique,  October  icth,  '97. 

Modem  American  Nickel  Refining. — Titus  Ulke. — Eng.  and  Min. 
Jour.,  July  3d,  '97. 

A  Large  Nugget  of  Platinum Cyrus  O.  Baker. — EUetrieat  Rev., 

March  a4th,  '97. 

Chinese  Tin  Smelting Frank  Oiven. — Col.  Guard.,  November  19th, 

'97- 

The  Influence  of  Lead  on  Rolled  and  Drawn  Brass Trans.  Amer, 

Imf.  Min.  Engs.,  September,  '97. 

Casting  a  Difficult  Metal.  (Copper  with  eight  to  twelve  per  cent,  of 
aluminum.) — Iron  Trades  Rev.,  August  26,  '97. 

Alloys — W.  C.  Roberts- Austen.  (Abstract  of  Cantor  lecture.)—- l/i«. 
Jour.,  March  20th,  '97. 

Alloys. — W.  C.  Roberts-Austen.  (Copper-zinc  series.) — Eng.,  Feb- 
ruary ijd,  '97. 

Alloys. — Professor  Roberts- Austen.  (Abstract  of  second  Cantor  lec- 
tuie.) — Eng.,  March  26lh,  '97. 

Alloys — Professor  Roberts- A usl en. ■  (.\bstract  of  third  Cantor  lec- 
ture.)— Eng.,  -April  zd,  97. 
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Alloys. — Professor  Roberts- Austen.  (Abstract  of  fourth  and  conclud- 
ing Cantor  lecture.) — Eng.  April  9th,  '97. 

Alloys. — Prof.  Roberts -Austen.  (First  lecture  before  the  Society  of 
Arts.)    /our.  Sfc.  Arts,  October  22A,  '97. 

Microscopic  Study  of  Alloys. — J.  K,  Rose. — Nature,  November, 
4th,  '97. 

Metallography  as  a  Method  of  Research. — M.  Osmond. — Sfahl  und 
Eisen,  November  ist,  '97  and  Amer,  Manuf.  and  Iron  World,  Decem- 
ber 3d,  '97. 

Improvements  in  Electrolytic  Separation  of  Metallic  Alloys. — Zeitsehr. 
Jur  Etectrochtmie,  March  jth,  '97. 

The  Smelting  of  Mixed  Zinc  and  Iron  Ores  at  Bethlehem,  Pa. — Jos, 
Von  Ehrenworth. — Col.  Guard.,  October  sad,  '97. 

Relations  Between  the  Melting  Points  and  the  Latent  Heats  of  Fusion 
of  the  Metals. — Joseph  W.  Richards.— ._/i>wr,  Franklin  Institute,  May, 
'97. 

Brass  Moulding.  Pattern  for  a  DifRcult  Brass  Casting. — Charles 
H.  AUmond. — Amer.  Mack.,  February  iSth,  '97. 

Bronze.  Durana  Metal.  A  New  Copper  Alloy — Sckweiurische 
Bauaeitung,  March  6th,  '97. 

Electric  Furnace  fOT  Distillation  of  Metals. — (Description  of  a  labora- 
tory furnace  for  use  at  high  temperatures.) — EUkirochemisch4 Ztitschrifi, 
January,  '97. 

The  Use  of  Eleclricity  for  Crucible  Fusings.— F.  H.  Leeds. — Electri- 
cian, January  2ad,  '97. 

Metallurgical  Applications  of  Electric  Healing. — H.  Poisson, — Sci. 
Jimer.  Supplement,  March  20th,  '97. 

Electric  Furnaces. — J.  Warren. — Electrician.  (London.)  March 
1 2th,  '97. 

p  Mines,  Columbia  Univeestty, 


ANALYTICAL   CHEMISTRY. 
By  Elwyn  Waller,  Ph.D. 

Fhcculation  in  Laboratory  Work Greig  Smith  (J.  S.  C.  I.,  XVI., 

872}.  The  action  of  certain  salts,  bases,  etc.,  in  causing  precipitates  to 
coagulate  into  masses,  has  been  shown  to  be  practically  identical  with 
the  coagulation  of  colloid  bodies  by  electrolytes  (Proc.  Lond.  Chem.  Soc., 
1891,  176;  see  also  Trans.  Lond.  Chem.  Soc,  i8ga,  160,  and  1895, 
63).  Trivalent  elements  were  found  10  have  the  greatest  coagulating 
power,  bivalent  elements  about  one-tenth  as  much,  and  monovalent  ele- 
raentsabout  one-five  hundredth.  The  order  of  efSciency  of  the  alkalies 
is  NH^,  K,  and  Na. 

BaSO^  is  flocculated  by  HCl,  but  NH^Cl  or  NH^NOg  is  quite  as 
efficient.  A  volatile  base  is  necessary,  as  some  adheres  to  the  precipitate. 
The  use  of  NH^NOg  in  precipitation  of  PjOj  by  molybdate  is  also  an 
example  of  the  use  of  a  flocculant. 

For  AgCl,  HNOg  is  usually  recommended,  but  in  cases  where  vol- 
umetric estimation  by  precipitation  is  employed  the  addition  of  a  little 
Alj(NOj)(  is  more  satisfactory  (Gay  Lussac  bullion  assay,  etc.). 
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In  the  titration  of  Mn  by  K^Ma^Og  Ferric  salts  are  equally  efficient 
witfa  Zn  salts  in  producing  Hocculation.  The  case  appears  anomalous 
biiice  Al  or  Ba  salts  do  not  seem  to  have  the  desired  efi'ect. 

In  separating  Co g  FcjCy,  3  orNigFcgCyuiNH^Clis  agood  flocculant. 
The  action  of  aliialies,  their  carbonates,  phosphates  and  oxalates  is  anii- 
flocculant  in  most  cases.  Lime  and  metallic  hydrates  hare  some  flocca- 
lating  effect,  in  some  cases  very  marked. 

In  the  Fehling  test  for  sugar,  KOH  is  superior  to  NaOH  in  affording 
a  dense  precipitate,  and  the  addition  of  K2SO4  (a  gms.  per  test)  is  es- 
pecially effective. 

Alkalimetry,  etc.,  Applied  to  Metals. — Lescoeur  (Bull.  Soc.  Chim., 
XVII.,  36  et  seq.}.  If  10  solution  of  neutral  salt  of  a  metal  (as  Al), 
phenol phthalein  is  added,  and  then  standard  alkali  is  added,  the  red 
alkaline  tint  of  the  phenol  phthalein  will  not  appear  until  all  of  the  oxide 
has  been  precipitated ;  litmus  acts  in  the  same  manner,  but  much  \ts 
sharply. 

If  methyl  orange  is  used  as  indicator,  the  alkaline  color  appears  at  aatx 
if  the  salt  were  neutral — if  the  solution  contain  free  acid,  the  acid  color 
disappears  when  the  free  acid  has  been  neutralized,  and  precipitation  is 
just  beginning.  In  oiber  words,  phenol  phthalein  indicates  the  passage 
from  neutrality  to  alkalinity,  methyl  oranee  indicates  the  passage  from 
acidity  to  neutrality.  By  utilizing  these  facts  many  bases  may  be  quan- 
titatively determined  by  use  of  acid i metric  solutions.  With  the  salts  of 
some  metals  affording  colored  precipitates,  as  ferric  salts,  etc.,  by 
dilution,  and  a  little  practice  for  the  eye  in  recognition  of  the  tints,  the 
titration  may  be  effected  with  good  results. 

Sodium  Bicarbonate. ^-'Laxigt  (Zts.  Angew  Chem.,  1897,  1G9).  This 
depends  upon  the  fact  that  NaHCOg  is  converted  to  Na^COg  by  NaOH. 
A  spot  test  with  AgNOg  is  used,  which  gives  a  brovn  coloration  when 
a  slight  excess  of  the  siandard  NaOH  solution  has  been  added.  To  pre- 
pare the  standard  NaOH  solution,  a  solution  of  Sp.  Gr.  1.16  is  made,  a 
little  BaClj  added— and  then  Ba(0H)2,  after  which  it  is  diluted  to  nor- 
mal strength. 

Estimating  Potassium Mercier  (Bull,  de  i'ass'n  Beige,  403).     By 

precipitation  and  weighing  of  the  metallic  Pt.  in  Kj  PtCl^.  After  ob- 
taining the  precipitate  in  the  usual  manner,  it  is  dissolved  in  boiling 
water,  and  HgjClj  added  little  by  little  to  the  boiling  solution,  until  an 
excess  is  deposited  on  the  bottom  of  the  beaker.  After  five  minutes' 
boiling  I  or  2  cc.  HCl  are  added  and  it  is  boiled  again.  On  cooling  and 
filtering,  all  the  Pt  is  found  in  the  precipitate,  which  is  washed,  ignited 
and  weighed,  affording  pure  Pt.  The  weight  multiplied  by  0.4835  gives 
KjO  present.  1 

Alumina  and  Farric  Oxide  in  Phosphates. — Lichtschlag  (Chem.  Ztg. 
XXL,  264).  Two  gms.  of  the  sample  are  fused  with  8  gros.  NajCOj, 
then  dissolved  in  water,  the  portions  adherent  to  the  crucible  being  dis- 
solved off  with  HCl.  Altogether  100  to  125  cc.  of  HCl.  (Sp.  Gr.  1.095) 
arc  added.  After  digestion  for  ten  minutes  at  50°  to  5o°  C.  the  liquid  is 
transferred  to  a  200  cc.  flask,  neutralized  with  NaOH,  heated  to  boiling 
and  30  cc.  of  a  20  per  cent.  NaOH  solution  added.  After  digestion  for 
fifteen  minutes  with  frequent  shaking  the  solution  is  made  up  to  the  mark, 
the  contents  well  mixed,  and  50  cc.  taken  fordetermining  AljOg.  Fe  is 
determined  in  the  precipitate  by  dissolving,  reducing  and  titrating  with 
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KjMojOg.  To  the  50  cc,  HCl  is  added,  and  the  solution  evaporated 
to  dryness,  taken  up  with  HCl,  and  precipitated  boiling  with  ammonia, 
anil  the  precipitate  of  AIPO4  washed  with  hot  water.  The  addition  oF 
a  little  alkaline  phosphate  before  precipitation  is  of  advantage. 

Iron  in  Ores Reinhardt  (Chem.    Ztg.,  XIIL,  323).     The    method 

recommended  is  a  combination  of  the  reduction  as  for  dichromate  titra- 
tion, and  Zimmerman's  (MnSO^)  permanganate  titration.  The  ferric 
chloride  solution  (hot)  is  reduced  by  SnCl,,  the  excess  of  reducing  agent 
removed  by  addition  of  HgCI^,  some  MnSO^  added,  and  the  solution 
titrated  with  standard  K^Mn^Og.  This  latter  is  used  with  free  HjSO^ 
and  HJPO4.  The  latter  acid  is  especially  useful  in  preventing  a  brownish 
coloration  when  the  titration  is  only  partly  completed,  and  effects  a  sharp 
end  reaction.  The  MnSO^  solution  is  prepared  by  mining  i  litre  of  water 
containing  300  grms.  MnSO^  and  acidified  with  H^SO^,  i  litre  of 
HjPO^  of  SpGr  1.3,  600  cc.  of  water  and  400  cc.  cone.  HjSO^,  60 
cc.  of  this  solution  is  used  with  each  titration  (on  0.5  to  1  grm.  of  ore). 
Mixer  and  Dubois  propose  a  modification  in  that  the  ore  is  dissolved  by 
HCl  with  with  the  addition  of  some  SnCl,  (insufficient  to  quite  reduce 
all  the  Fe  present)  adding  more  SnCI,  alter  solution  has  been  effected, 
and  then  proceeding. 

Zinc  Titration Ballard  (J.  S.  C.  I.,  XVI.,  399).     In  titrating  with 

standard  Na,S,  the  end-reaction  may  be  sharply  determined  by  "spot- 
ting "on  a  bright  silver  foil.  ZnS  tloes  not  affect  the  silver  unless  the 
solution  is  strongly  ammoniacaj,  but  one  part  of  Na^S  in  30,000  of 
water  gives  a  brown  stain  in  10  to  30  seconds. 

Nickelin  Nickel Sleelt Spiiller  (Chem.  Ztg.,  XXI.,  143).     a  grms. 

of  the  sample  are  dissolved  in  6occ.of  HNO,  (SpGr  i.a)  and  the  nitrous 
fumes  boiled  out.  After  cooling  the  Fe  is  precipitated  out  by  ZnO,  and  the 
solution  diluted  to  230  cc.  After  thorough  mixing  and  settling,  the  tint 
of  the  solution  is  compared  with  that  of  solutions  obtained  from  corre- 
sponding amounts  of  standard  samples  containing  known  amounts  of  Ni, 
which  have  been  treated  in  the  same  manner. 

Separating  Tin,  Arsenic  and  Antimony.  Dancer  (J.  S.  C.  I.,  XVI., 
403).  Treating  the  mixed  sulphides  with  Ca(OH)j  and  heating  to  So^C. 
dissolves  As  and  Sb  sulphides — leaving  So  completely  separated  from  Sb, 
in  an  insoluble  crystalliae  compound  the  nature  of  which  has  not  been  de- 
termined, but  soluble  in  cold  dilute  HCl,  or  in  dilute  HNOg  or  HjSO^ 
it  is  also  soluble  in  (NH4)2S.  If  the  As  is  present  in  amount  not  ex- 
ceeding s  to  6  per  cent,  of  the  Sn,  it  all  goes  with  the  Sb  into  solution. 
In  larger  amounts  it  is  likely  to  form  Ca^.^sO^  or  CagAsOj  by  standing 
and  to  precipitate  in  these  forms.  The  As  in  solution  with  the  Sb  may 
be  separated  by  adding  strong  ammonia  (5  cc.  for  every  roo  cc.  of  solu- 
tion), heating  to  nearly  boiling,  adding  glacial  HC^HgO^  drop  by  drop 
until  a  slight  permanent  precipitate  is  formed  and  then  boiling  when 
SbjSg  separates  in  dense  flocks  from  the  solution  which  should  still  smell 
of  ammonia.  Acidifying  the  filtrate  with  HCl  will  cause  separation  of 
AsjSg. 

Qualitative  for  Arsenic  and  Antimony. — Conradson  (J.  S.  C.  I., 
XVI.,  518).  The  method  described  is  a  systematic  application  of 
Hager's  test  {paper  wetted  with  AgNOg  held  in  the  gases  evolved  by  the 
action  of  acid  upon  metallic  Zn  or  Mg  in  presence  of  the  substance 
tested)  with  use  of  another  test  paper  ("nitro  iodine")  to  differentiate  As 
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and  Sb.  Four  test  pipers  are  used,  freshly  prepared  and  still  moist,  viz: 
I  Drop  of  Pb  (CjHgOj)j.  a  of  AgNO,,  3  of  HgCI,,  4  "Nitro 
iodine,"  two  drops  HNO,  (SpGr,  i.ao)  and  two  drops  of  a  10  per  cent. 
solution  of  KI.  Paper  i  is  used  to  test  for  freedom  from  HjS  in  the 
gases  which  may  be  nt  first  perceptible  in  many  cases  and  then  disappear. 
If  it  still  persists  in  a  blank  preliminary  test,  a  fresh  portion  of  Zn  and 
H3SO.  must  be  tried  before  introducing  the  solution  firom  the  substance. 
The  solution  from  the  substance  may  be  prepared  as  recommended  by 
Hager.  The  strength  of  the  acid  used  should  be  such  as  to  give  a  mod- 
erately slow  evolution  of  gas  to  which  the  test  papers  are  exposed  for  10 
to  15  minutes  each.  After  blank  tests  with  the  reagents  introduce  the 
solution  of  the  substance,  allow  the  gas  to  act  for  15  minutes  each  upon 
the  papers  introduced  in  the  order  indicated.    The  colors  will  be : 

I.  Pb  paper.     S  brown  to  black. 

3.  Ag  paper.     As  or  Sb,  bicvin  to  black. 

3.  Hg  paper.     As  alone,  yellow  to  yellowish  brown, 

3.  Ijg  paper.     As  and  Sb,  yellow  to  brown. 

4.  Nitro  iodine.     Sb,  bright  yellow  to  orange. 
4.  Nitro  iodine.     As  or  H,  no  color. 

Titration  of  Stannous  Sa/ts.—YouDg  (J.  Am.  Chem.  Soc,  XIX.,  809). 
Stannous  salts  can  be  titrated  accurately  in  acid  solutions  t>y  standard  I 
solution,  provided  no  other  oxidizing  or  reducing  substances  are  present 
The  solution  of  the  stannous  salt  must  be  protected  from  exposure  to  the 
sir,  as  it  oxidizes  very  readily,  and  no  iodate  should  be  present  in  the  I 
solution. 

Volumetric  for  Antimony. — Hanusfper  Chem.  Ztg.,  1897,  314).  AftCT 
filtering  and  washing  a  precipitate  of  Sb^S,  the  precipitate  (paper  and 
allj  is  boiled  with  an  excess  of  Fej(SO^)g.  The  reaction  occur- 
ring is : 

SbjSj  -f  sFej(SO^)j  +  8HjO  =  2H,SbO,  +  loFeSO^ 
+  sHjSO, -fSg. 

The  resulting  FeSO^  is  titrated  with  standard  K^MujOg,  Results 
are  correct  only  within  ±0.3  per  cent. 

Dissolving  Platinum Meker  (C.  Rend,  CXXV.,  No.  34).     If  one 

fuses  carefully  six  parts  of  (NH4)jS04  (at  about  3oo°C.)  and  then  adds 
one  part  NH^ Br  with  stuiring,  the  mixture  attacks  Pt  with  energy  (at 
about  33o°C.),  frothing  up  and  evolving  fumes  of  sulphate  and  bromide. 
When  dissolved  in  water  and  filtered,  vermillion  red  4NH^Br.Pt  Br^  re- 
mains practically  insoluble  in  solutions  of  ammonium  salts,  but  soluble  in 
boiling  water.  In  cold  water  it  dissolves  only  to  the  extent  of  about  one 
part  in  aoo. 

Copper  Estimation. — Soderbaum  (Berichte,  XXX.,  90a).  Precipita- 
tion by  acetylene  in  ammoniacal  solution  gives  a  complete  separatjcm. 
The  salt  is  dissolved  in  100  to  aoo  times  its  weight  of  water  in  a  f^ask,  made 
ammoniacal  and  the  CgH,  passed  through  it.  Warming  hastens  the  re- 
action and  affords  a  precipitate  more  easily  managed.  After  filtering  anc 
washing,  the  precipitate  is  digested  with  warm  dilute  HNO,  for  30  min- 
ttiinutes.  The  black  residue  is  fihered  off  and  ignited  separately  to  CuO. 
The  solution  is  also  evaporated  and  ignited  to  CuO.    Salts  of  fixed  alkalies 
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do  not  affect  the  precipitation,  but  it  is  retarded  by  umnomacal  salts. 
Precipitation  is  prevented  by  the  presence  of  Zn,  unless  some  SO,  has- 
been  pievioiisty  added. 

Copper  in  Bearing  Metal  Alloys. —  Garrigues  (J,  Am.  Chem.  Sec, 
XIX  934).  The  alloy  is  dissolved  inHNOg.  Add  a  slight  excess  of 
HjSOf  and  evaporate  to  expel  volatile  acids.  Dilute  and  add  SO,  untiV 
it  is  in  excess,  showing  the  cdor  when  gently  waimed,  precipitate  with 
alkaline  ihio-cyanat« — filter  and  wash  thoroughly.  Tiansfer  filter 
and  contents  back  into  the  beaker  in  which  precipitation  was  eifecied, 
boil  with  a  measured  excess  of  a  standard  NaOH  for  a  few  minutes,  ccol 
and  dilute  to  a  convenient  bulk — (say  loo  cc).  After  parsing  through  a 
dry  filter  take  an  aliquot  portion  (say  halfs  too  cc.)  and  titrate  to  neutral- 
ity with  standard  acid,  uMOg  methyl  orange  indicator.  The  alkalinity 
which  has  been  destroyed  is  the  measure  ot  the  Cu  present,  the  reaction 
being  :    aCuCNS  +  .NaOH  =  Cuj(OH),  +  aNaCNS. 

Refined  Co/t^r.—Electrolytic  Assay,  Heaih  (Trans.  Am.  Inst.  M.  E., 
Lake  Superior  nneeting,  July,  1897).  The  percentages  of  impurities  af- 
fecting the  quality  of  the  copper  are  to  small  to  be  capable  of  estimation, 
on  amounts  less  than  5  gims. 

Por  electrodes  it  is  best  to  use  Ft.  spirals  and  cylinders,  the  latter 
split  down  on  one  side. 

For  sources  of  electricity  the  crow  foot  gravity  cells  may  be  used. 
They  should  be  overhauled  twice  a  month.  Whtn  half  the  zincs  have^ 
been  dissolved  off  they  should  be  replaced.  Recast  with  addition  of  aI^ 
equal  amount  of  spelter.  In  starting,  fill  up  with  old  battery  liquid  to 
get  immediate  activity.  The  best  source  of  electricity  is  a  dynamo  cur- 
rent with  incandescent  lamps,  combined  with  storage  cells.  The 
"chloride  accumulator "  has  been  found  very  good.  A  voltmeter  and 
rheostat  are  necessary  adjuncts. 

The  analyses  should  be  connected  in  parallel.  For  the  solution 
H2SO4  is  preferable,  containing  HNOg  in  amount  not  quite  sufficient  to 
form  NH^HSO^  by  the  action  of  the  battery.  As  or  Sb  should  be  re- 
moved by  evaporation  with  CI  or  Br.  To  test  for  the  completion  of  the 
separation  freshly  prepared  HjS  water  is  best.  It  will  indicale  o.ooooor 
gm,  Cu  in  i  cc.  K^FeCy,  is  readily  rendered  uncertain  in  its  indica- 
tions by  the  presence  of  small  amounis  of  Fe. 

Method. — Dissolve  5  gms.  in  a  small  breaker  in  ao  cc.  of  HNOj,  add  5 
cc.  cone,  HjSO^  and  evaporate  until  dry  (or  while  fumes).  Cool,  add 
2.7  cc.  HNOj,  dilute  with  30  cc.  of  water,  warm  until  dissolved,  dilute 
to  T20  CC,  insert  the  electrodes  and  connect  up.  Use  a  current  of  0.25 
to  0.3  ampere.  When  the  solution  has  been  apparen.tly  colorless  for  la 
hours,  test  i  cc.  of  the  same  with  i  cc.  of  H^S  water  in  a  small  white 
capsule.  If  any  brownish  color  is  apparent  continue  the  action.  When 
precipitation  is  shown  to  be  complete,  transfer  the  electrode  quickly  to  a 
beaker  of  cold  water,  wash  with  water,  then  with  absolute  alcohol,  ignite 
off  the  alcohol,  cool  and  weigh.  In  the  test  experiments  the  time  con- 
sumed in  electrolyzing  was  36  to  60  hours. 

Id  the  discussion  of  the  paper  Mr.  Sperry  stated  that  the  most  satis- 
factory method  of  determining  As,  Sb  and  Bi  was  Rivot's  (separation  of 
Cu  by  sulphocyanide).  The  presence  of  much  HNO,  to  prevent  the  co- 
precipitation  of  Zn,  etc.,  was  found  not  to  be  necessary.  Mr.  Heath 
said  that  the  most  satisfactory  method  of  separating  Sb  (preliminary  to 
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inakiDg  the  electrolytic  assay  for  Cu)  was  that  of  Low,  somewhat  mod- 
ified. The  HCI  solution  of  the  Cu  was  evaporated  with  2  gms.  of  S 
dissolved  in  10  cc.  of  Br  until  the  mass  was  pasty.  The  residue  was 
then  treated  with  »o  cc.  of  liquid  Br,  and  evaporated  on  the  sand  bath 
until  whitish  fumes  of  SbBtg  were  no  longer  evolved.  Only  a  trace  of 
Sb  remained  with  the  Cu. 

Silver — Scarification  Instead  of  Cvptllation. — Warren  (Chero.  News, 
LXXVII.,  39).  The  lead  button  is  placed  on  a  bed  of  BaSO«  orSrSO^ 
pressed  with  a  Emooth  pestle  into  a  clay  dish.  A  lump  of  the  same  bnli 
as  the  button,  consisting  of  an  alloy  of  Fb  with  10  per  cent.  Bi  isadded, 
and  the  flame  from  a  blast  lamp  (with  foot  bellows)  is  made  to  impinge 
upon  the  mass  until  it  is  brought  to  red  heat.  The  flame  is  then  shoit- 
ened  to  give  a  strongly  oxidizing  flame,  and  the  temperature  of  the 
regulus  is  raised  to  bright  red.  The  FbO  forms  rapidly  and  is  partially 
absorbed  by  the  material  of  the  cupel.  The  blast  is  kept  up  until 
only  silver  remains.  If  the  amount  of  lead  b  large,  it  may  be  necessary 
to  remove  some  of  the  FbO  with  a  spatula  as  the  oxidation  prc^reses. 

Vanadium  Estimations — Browning  and  Goodman  (Zts.  Anorg.  Chem., 
XIII.,  427).  Boiling  a  solution  of  ammonium  vanadate  with  an  excen 
of  HjC^HjOj,  of  HjCjO^  or  of  H.CgHjO,  causes  a  reduction  to 
Y,04  which  may  be  titrated  by  standard  solution  of  1  after  adding  ex 
<:cssof  NaHCOg. 

Approximately  ten  times  as  much  of  the  organic  acid  as  there  is  V 
present  should  be  used.  Excess  of  HjCgH^O,  tends  to  give  high  results, 
which  is  not  the  case  with  the  other  two.  MoOg  is  reduced  by  the  same 
treatment,  but  WOg  is  not.  It  is  preferable  to  add  an  excess  of  the 
standard  I,  and  then  to  titrate  back  with  standard  AsjO,  solution. 

Selenium    and   Tellurium   in    Commercial    Copper Keller  (J.   Am. 

Soc.,  XIX.,  771)-  Precipitation  in  Ammoniacal  solution  by  FcjfOH), 
(Lehmann  and  Mager  Am.  Chem.  J,,  VIL,  17a)  is  a  satisfactory  method 
of  separating  these  elements  from  a  solution  of  the  commercial  Cu.  Dis- 
solve goo  gms.  or  more  of  the  sample  together  with  a  little  Fe,  in  HNO„ 
add  enough  NH4OH  to  hold  all  Cu  in  solution,  and  the  Se  and  Tewill 
be  found  in  the  precipitate.  Boil,  filter  and  wash.  The  excess  of  iron 
required  to  separate  Se  is  much  greater  than  for  Te. 

The  best  precipitant  for  both  is  SOj.  To  apply  it(orHjS)  success- 
fully both  must  be  present  in  the  ous  form,  which  can  be  obtuned  by 
boiling  with  strong  HCI.  No  heavy  metals  should  be  present,  as  they 
will  also  come  dgwn  to  some  extent.  Conduct  the  operation  in  the  cold. 
Saturate  the  strongly  acid  solution  In  the  cold  with  SO,,  let  stand  to 
hours,  and  then  filter.  In  solutions  containing  from  30  to  50  per  cent, 
of  HCI  of  SpGr  1.175.  ^°'^^  were  completejy  separated.  When  the 
acidity  was  greater,  some  Te  remained  dissolved,  and  when  at  So  or  90 
per  cent  no  Te  was  precipitated. 

To  separate  them  from  one  another  the  KCy  method  is  very  impCTfect. 
Se  is  dissolved  by  it,  but  also  some  Te,  In  strong  HCI  solution  Se  is 
precipitated  by  FeSO^.     Te  is  not. 

In  solutions  containing  Se  and  Cu,Bi,  etc.,  precipitation  by  H,S  and 
extracting  the  sulphides  with  Na^S  fails  lo  extract  all  Se. 

In  presence  of  Cu  the  reaction  with  HjS  seems  to  be 
SeOj  +  !HjS  =  SeSj-^2H,0 
3CUCI J  +  SeSj  +  3H1S  ^  ^CuS  +  CuSe  +  6HC1  -f  3S. 
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SeS,  forms  in  the  cold  (lemon  yellow),  but  is  partially  decomposed  by 
heating. 

Quafiiilataie  Separation  of  the  Halogens.— fZasnot^.  Rend.,  CXXVI., 
No  3).  The  solution  to  be  tested,  brought  to  a  bulk  of  200  cc.  and 
neutral,  is  placed  in  a  globe  stopcock  bulb  of  about  300  cc.  capacity. 
'ITicn  the  addition  of  10  drops  of  HjSO^  saturated  with  nitrous  fumes 
(from  the  action  of  HNOg  on  starch)  will  set  freeonly  I.  After  shaking, 
10  cc.  of  CSj  are  added,  which  take  up  the  I,  A  little  more  of  the  ni- 
trous HgSOf  and  of  the  CS^  is  added,  after  running  off  the  first  lot  of 
CSj  through  the  stopcock,  to  insure  complete  removal  of  the  I.  Three 
treatments  are  sufficient.  The  CS,  is  run  into  a  Hask  and  washed  with 
cold  water,  the  tirst  washings  being  returned  to  the  original  solution. 
The  I  can  be  determined  by  adding  K^HCOg  and  titrating  with  standard 
NajSjOg.  After  removing  I,  add  a  fewcc.  of  10  per  cent.  Hj  Cr04  so- 
lution and  3  or  4  cc.  of  HjSO^  (1:1)-  Stopper  firmly  and  then  float 
the  stopcock  bulb  for  30  to  60  minutes  on  a  water  bath  at  100°  C, 
After  cooling  completely,  only  Br  has  been  set  free,  which  is  extracted 
by  use  of  CS^,  as  in  the  case  of  I.  To  theCS,  in  a  flask  is  added  some 
KI  and  KHCOg  and  the  titration  effected  as  before  by  standard  Na^SjOj. 
In  the  remaining  solution  the  CI  may  be  determined  by  precipitation 
with  AgNOj,  or  it  may  be  calculated  by  difference. 

Detecting  Traces  of  Bromine — Baubigny  (C.  Rend.,  CXXV.,  654). 
This  depends  on  conversion  of  fluorescein  into  the  tetra  bromo  deriva- 
tive—eosin.  Paper  is  soaked  in  acetic  solution  of  fluorescein  and  allowed 
to  dry.  When  moistened  and  in  contact  with  vapor  of  Br  the  paper  will 
show  a  rose  color.  The  solution  to  be  tested  is  warmed  with  addition  of 
CuSO^  (6  gms.)and  KjMojOg  (0.7  gm.)  and  passing  through  it  a  slow 
current  of  air,  which,  after  passing  through  the  solution,  is  brought  in 
contact  with  a  bit  of  the  moistened  test  paper.  Free  CI  in  the  solution 
interferes  somewhat.  In  that  case  it  is  necessary  to  convert  into  chtOride 
(and  bromide)  before  making  the  test. 

Carbon  Monoxide — Mermet  (Bull,  Soc.  Chim.,  XVII.,  467).  A  weak 
solution  of  KjMujOg  acidulated  with  HNOj  is  decolorized  by  CO,  the 
more  rapidly  the  greaier  the  proportion  of  this  gas.  The  reagent  is  pre- 
pared thus : 

Solution  A — 3  to  3  gms.  AgNO,  In  1  litre  of  distilled  water. 

Solution  B — Boil  i  litre  of  distilled  water  with  a  few  drops  of  pure 
HNOg,  add  solution  of  K^Mn^Og  drop  by  drop  until  the  pink  tint  holds. 
This  is  to  purify  the  water  from  dust,  etc.  Cool,  and  then  dissolve  in  it 
I  gm.  KjMnjOj  crystals  and  add  50  cc.  of  Pure  HNOg,  fteserve  this, 
protected  from  light  and  from  dust. 

Make  up  the  reagent,  when  it  is  to  be  used,  by  mixing  in  these  pro- 
portions :  20  cc.  of  A,  I  cc.  of  B  and  I  cc.  of  HNOg.  The  HNOg  in 
all  cases  should  be  free  from  HC!  and  from  lower  oxides  of  N. 

To  make  a  test,  take  two  bottles  with  ground  stoppers  and  filled  with 
water.  Provide  for  each  bottle  a  cork  carrying  a  syphon,  wherewith  to 
draw  off  the  water  and  an  inlet  tube  plugged  with  cotton  to  prevent  the 
entrance  of  dust.  Empty  one  bottle  in  the  place  where  the  air  is  to  be 
tested,  and  the  other  in  the  open  air  near  by  as  a  check  test.  Introduce 
35  cc,  of  the  freshly- prepared  reagent  into  each  bottle,  stopper,  shake  up 
ajid  let  stand  in  a  place  not  exposed  to  a  strong  light.  The  rapidity 
with  which  the  reagent  is  decolorized  is  the  index  of  the  proportion  of 
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CO  present.  H^S  causes  a  similar  decolorization,  but  affords  a  brown 
tint  due  to  formation  of  Ag^S.  The  hydrocarbons  ot  illuminating  gas 
probably  also  decolorize  the  reagent. 

Carbonic  Acid  in  Natural  Waters. — Seyler  (Analyst,  XXII.,  311). 
The  author  has  satisfied  himself  by  experiments  given  in  detail  that 
methyl  orange  indicator  is  to  all  intents  unaffected  by  CO,  and  that 
phenolphthalein  is  strictly  neutral  to  bicarbonates,  In  the  latter  case,  to 
get  trustworthy  results,  the  solution  must  be  sufficient  dilute  to  retain  ab- 
solutely all  COj  in  aqueous  solution. 

too  cc,  of  the  water  is  titrated  with  N/10  NajCOg,  and  phenol- 
phthalein indicator.  This  gives  free  COj.  The  combined  COj  may  be 
estimated  by  titration  wiih  N/zo  HCl  and  methyl  orange  indicator,  neu- 
trality to  phenolphthalein  C0j-(-NajC0,  +  Hj;0  =  2NaHC0,,  neu- 
trality to  methyl  orange  NaHCO,  +  HCl  =  NaCl  +  H,0  +  CO,. 

The  mode  of  calculation  when  the  water  contains  free  mineral  acid 
(which  of  course  precludes  the  presence  of  bicarbonate)  is  evident. 
The  presence  of  ferrous  salts  requires  special  modifications,  but  such  cases 
are  infrequent.  In  upland  surface  waters  COj  both  free  and  combined 
are  tow.  In  mixed  water  from  cultivated  land,  free  CO,  is  low,  conn- 
bined  CO,  moderate.  In  underground  waters  free  CO,  is  usually  about 
0.5  per  100,000.  The  amount  is  closely  related  to  the  porosity  of  the 
strata.  The  amount  of  dissolved  O  is  often  correlated  to  that  of  free 
CO,  varying  in  inverse  proportion.  Many  natural  waters  have  been 
found  to  contain  neutral  carbonates  (alkaline  to  phenolphthalein).  Sea 
water  appears  to  be  invariably  so. 

.In  the  discussion  Mr.  A.  H.  Allen  asked  whether  the  author  had  found 
any  evidence  as  to  the  existence  of  CaHj(COg)j.  His  reply  was  in  the 
affirmative,  and  the  results  of  experiments  as  to  this  point  were  quoted. 
Thesolubilityof  MgCOg  in  water  was  referred  toby  the  author  and  others. 

Sulphates  in  Potable  Wafrrj.— Marboutin  (Bull.  Soc.  Chim.  [3], 
XVII.).  Acidulate  100  cc.  of  the  water  with  HCl,  boll  out  CO,, 
add  excess  30  cc.  of  standard  BaCl,,  let  stand  to  settle.  Then  neutral- 
ize with  a  little  ammonia,  and  add  30  cc.  K,CrO^  solution.  Cool  and 
make  up  to  300  cc.  In  roo  cc,  of  the  clear  liquid  determine  chromate 
remaining  by  adding  standard  AsjOg  to  the  solution  acidified  with 
HgSO^,  and  titrating  with  standard  I  solution  after  neutralizing  with 
KjCOj.     No  filtration  is  necessary. 

Sulphur  in  Coal.  */^.— Glaser  (J.  Am.  Chem.  Soc.,  XX.,  130),  Clark 
asserts  that  the  action  of  Na,Oj  on  coal  and  such  materials  is  too  violent 
for  use  in  analysis.  The  author  finds  it  available  in  this  manner :  The 
material  placed  in  an  Ag  or  Ni  crucible  is  covered  with  about  four  timts 
its  weight  of  Na,0,  and  upon  this  a  piece  of  NaOH  is  laid.  Heat  is 
applied  gently  and  cautiously  until  the  generation  of  gas  subsides.  Then 
dry  Na,Oj  is  shaken  over  the  half  fused  mass  in  small  quantities  at  a 
time,  until  all  the  carbon  has  been  burned,  when  the  mass  is  healed  up 
to  complete  fusion.  Lixlviation  and  treatment  in  the  ordinary  manner 
then  follow.  The  method  is  more  rapid,  and  more  readily  executed 
than  the  ordinary  alkali  and  nitrate  fusion. 

Sulphur   in   Bitumen Peckham  (J.  S.  C.  I.,  XVI.,  996).       Boiling 

with  fuming  HNOg,  with  or  without  additions  of  KNOg,  of  KCiOj.  or 
of  K,Mn,Og,  was  ineffective.  The  method  of  Carius  also  was  found  to 
be  useless.     The  only  method  found   to  be  satisfactory  was  intimately 
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mixing  in  a  laortar  3  gna.  of  the  bitumen  with  16  gms.  each  of  pure 
dry  Na,CO.  and  KNO,  and  projecting  the  mixture  a  little  at  a  time 
into  a  large  Ft  crucible  kept  at  a  dull  red  heat.  After  complete  fu!iion 
the  mass  is  dissolved  in  water,  acidified  with  HCl,  evaporated  to  remove 
SiOj,  etc.,  precipitating  with  BaCI,  as  usual. 

Covmereial  Sulphur  Chloride.— \x  Roy  (Rev.  Chim.  Ind.,  VIII., 
994).  10  to  15  gms.  of  the  sample  are  weighed  into  a  graduated  flask 
containing  a  known  amount  of  pure  CjH,.  The  flask  is  then  filled  to 
the  mark  with  pure  CgHg,  and  after  mixing  aliquot  portions  taken.  A 
portion  is  shaken  in  a  flask  with  a  known  volume  of  standard  NaOH 
(contiuning  19.37  gms.  Na,0  per  litre).  The  flask  is  then  warmed  to 
expel  the  C,H,.  When  the  S  is  all  dissolved  H^O^  is  added,  and  the 
mixture  warmed  to  convert  all  S  to  Na^SO^,  and  finally  boiled.  After 
cooling  the  excess  of  NaOH  is  titrated  with  standard  acid.  This  de- 
termines  (by  difference)  the  amount  of  NaOH  which  has  been  used  in 
formmg  Na,SO^  and  NaCI  with  the  S  and  CI  in  the  sample.  A  titration 
of  this  liquid  with  standard  AgNO,  affords  the  measure  of  the  NaCI,  and 
the  amount  of  S  and  CI  originally  present  may  be  calculated  from  the 
data  afforded. 

Phosphorus  in  S/eel—Mahoa  (J.  Am.  Chem.Soc.,  XIX.,  79a).  By 
using  the  acidimetric  test  on  the  yellow  precipitate  and  working  as  de- 
scribed, the  author  claims  to  be  able  to  determine  P  in  a  steel  in  eight 
minutes  starting  with  the  drillings,  if  arsenic  is  not  present.  The 
Melybdatt  solution  is  made  by  dissolving  100  gms.  MoOg  in  a  mixture  of 
aoo  cc.  ammonia  (SpGr  0.90)  and  200  cc.  water.  The  solution  is 
filtered  into  1250  cc  HNOg  (SpGr  i.z)  blowing  air  through  the  mix- 
ture. (15  cc.  ammonia  will  neutralize  50  cc.  of  this  solution).  The 
Standard  KOH  is  standardized  on  steels  of  known  contents  in  P  de- 
termined by  gravimetric  methods. 

Place  4  gms.  drillings  in  a  16  oz,  Erlenmeyer  flask,  containing  70  cc. 
water  and  20  cc,  HNOg  (SpGr  1.4).  Boil  until  dissolved,  then  add 
3  cc.  standard  KjMnOg  sohitioo  and  boil  until  no  longer  pink,  add  10 
cc.  HCl  (SpGr  1.2),  boil  until  clear,  remove  from  heat  when  ebulli- 
tion has  nearly  ceased,  add  a  mixture  of  50  cc.  MoOg  solution  and  locc. 
ammonia,  mixed  just  before  use.  Pour  into  the  middle  of  the  flask. 
Twirl  the  flask  first  in  one  direction  then  in  another — shake  about  15  sec- 
onds, filler  at  once  (with  pump),  wash  with  cold  water.  Then  place 
paper  and  precipitate  in  a  beaker  containing  excess  of  standard  KOH, 
add  phenolphthalein  and  determine  excess  by  use  of  standard  acid. 

Acidimetric  Determination  of  Phosphoric  Acid. — Kilgore  (J.  Am. 
Chem.  Soc.,  XIX.,  703).  A  continuation  of  the  discussion  on  this  sub- 
ject from  that  in  the  convention  of  Association  Official  Agricultural 
Chemistry.  The  chief  difficulty  with  those  who  tried  it  was  in  the 
slight  solubility  of  the  yellow  precipitate  in  water,  which  makes  the  wash- 
ings always  acid  to  delicate  indicators.     The  plan  recommended  is : 

Weigh  out  3  gms,,  incinerate  if  necessary.  Dissolve  in  aqua  regia, 
make  up  to  a  volume  of  200  cc.  For  low  percentages  (under  5)  use  40 
cc.  of  this  solution,  for  a  higher  percentage  (5  to  ao)  use  20  cc.  and  for 
percentages  over  ^o  use  10  cc.  Add  5  to  10  cone.  HjNOg,  nearly  nen- 
tralite  with  ammonia.  Heat  on  water  bath  to  60-65"  C,  add  50  cc. 
freshly- filtered  MoOg  solution  for  each  o.i  gm.  PjOj  presumably  present, 
and  digest  on  water  bath  for  ten  to  fifteen  minutes.  Decant  the  clear 
liquid  on  to  the  filter,  wash  twice  by  decantation  with  HNO,  of  60  per 
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cent. ,  using  about  50  cc.  of  3  per  cerit.  NH^NO ,  or  KNO,  solution,  transfer 
to  filter  and  wash  5  or  6  times  with  water,  using  150  10  250  cc.  Rinse 
contents  of  the  filter  back  into  the  beaker,  add  measured  amount  of 
standard  alkali  (excess),  then  pbenolphvhalein  and  titrate  back  with  stand- 
ard HNOg. 

ImolubU  Phosphorus  in  Iron  .Ores. — Mixer  and  Dubois  (J.  Am. 
Chem.  Soc.,  XIX.,  615).  In  some  ores  boiling  in  HCl  (SpGr,  i.io) 
for  30  to  60  minutes  leave  some  P,Oj  in  the  insoluble  residue.  The 
method  of  extracting  and  determining;  this  "insoluble"  PjO^  was  found 
to  be  most  expeditiously  and  accurately  accomplished  thus : 

Treat  about  i.j  gms.  of  ore  with  35  cc.  HCl  (Gr  i.io),  evaporate 
to  a  syrup.  Dilute  and  filler,  dry  and  ignite  the  residue.  Break  up  the 
ash  with  a  glass  rod,  and  ignite  for  a  few  minutes,  and  then  boil  the  re- 
sidue with  HCl  or  HNO,  for  about  5  minutes.  Filter  and  in  the  filtrate 
determine  PjOj  in  the  usual  manner. 

An  examination  of  insoluble  residues  from  ores  of  this  character  seemed 
to  indicate  that  the  insoluble  phosphorus  was  combined  with  AljO,, 

Determination  of  the  Phosphoric  Acid  a^  MgjPjO,. — Lasne  (Bull. 
Soc.  Chira.,  XVII.,  833).  The  conclusions  are;  1.  This  nnethod  of 
determining  P3O5  (with  addition  of  citrate)  without  other  preliminary 
except  removal  ol  SiO,  is  attended  with  no  essential  error. 

3.  Rapid  precipitations  cause  a  partial  formation  of  Mgg(POf ),  whirh 
does  not  become  transformed  to  MgNH^PO^  except  by  contact  for  16 
hours  with  CNH4)jCBHgO,  of  sufficient  concentration  (10  gms.  of  citric 
in  150  cc.  of  solution).     The  precipitation  should  stand  over  night. 

3.  Nevertheless  the  difference  is  not  sufficient  to  require  a  rejection  of 
rapid  method  if  a  proper  allowance  is  made. 

4.  The  transformation  of  Mgg(P04)2  into  MgNH^PO^  is  very  slow  in 
presence  of  NH^Cl  only.     Citrate  should  always  be  added. 

5.  Precipitation  of  MgNH^PO^  (to  determine  MgO)  in  presence  of  an 
excess  of  phosphate  is  always  accompanied  by  a  phosphate  poorer  in 
MgO,  which  is  larger  the  greater  the  excess  of  phosphate.  Determina- 
tions of  MgO  by  this  method  are,  therefore,  always  inaccurate. 

Estimating  Nitrites .—GtVAzvxi  (Arch.  Pharm.,  CCXXXV.,  241). 
0.1  or  o.z  gm.  of  the  nitrite  is  dissolved  in  500  cc.  of  water,  to  which  is 
then  added  0.5  gm.  KClOg  and  a  known  amount  of  N/io  AgNO,  and 
HNO,  to  strong  acid  reaction.  The  mixture  is  then  well  shaken.  The 
reaction  occurring  is:  3HNO, -|- HClOg  =- SHNO, -J- sHCt.  The  ex- 
cess of  Ag  is  then  determined  by  titration  with  standard  NaCl  solution. 
I  cc.  N/ioAgNOg  =  0.0142  gm.  HNOj  or  0.0114  gm.  N,Og.  By  di- 
luting 5  cc.  of  fuming  nitric  acid  to  750  cc,  and  similar  treatment  the 
NjO^  present  may  be  determined. 

1  cc.  N/10  AgNO,  =0.0276  gm.  NjO^. 

Commercial  Sodium  Sulphide Jean   (Ann.  de  Chim,  Analyt.,    II., 

341).  10  gms.  of  the  sample  are  dissolved  in  water  and  tillered,  theFeS 
being  determined  in  the  insoluble  portion.  The  filtrate  is  made  up  to  t 
litre,  of  which  10  cc,  are  titrated  by  standard  I,  with  starch  indicator  to 
determine  total  sulphur.  Another  10  cc.  are  distilled,  with  addition  of 
(NH4)jS0^,  the  distillate  being  received  in  2  cc.  of  N/10  acid.  After 
boiling  the  distillate  to  expel  HjS  it  is  titrated  back  with  N/io  alkali. 
The  acid  neutralized  by  the  NHg  from  the  distillation  is  calculated  to 
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Na^S.  The  residual  liquid  in  the  retort  is  cooled  and  titrated  with  N/10 
I,  which  gives  Na^SjOj.  The  rtifTerence  between  this  and  the  detenni- 
aation  uf  total  sulphur  is  ^a/iTu/a/fi/ as  NajS.  Deducting  from  this  the 
NajS  determined  by  (H^)2S0^  distillation  gives  /ree  sulphur  in  terms 
of  NajS. 

Adulterants  of  Portland  Cement. — Stranger  and  Blount  (J.  S.  C.  I., 
XVI.,  853).  Kentish  rag  stone — a  siliceous  lime  carbonate — acts  chiefly 
as  a  diluent,  though,  since  it  contains  a  little  moisture,  it  acts  in  some 
cases  advantageously  by  slaking  free  lime,  thus  taking  the  place  of  aera- 
tion. But  even  in  that  case  its  diluent  action,  and  consequent  deteriora- 
tion of  the  product,  is  the  most  marked  effect. 

Gypsum,  except  to  the  extent  of  3  per  cent,  to  control  the  setting,  is 
also  a  harmful  adulteration. 

Blast  furnace  slag  might  seem  to  be  of  advantage  because  it  might  act 
as  a  puzzolana.  When  granulated  this  is,  to  a  certain  extent,  true,  but 
the  ordinary  slag  allowed  to  cool  slowly  in  masses  has  no  influence  in  this 
way.  Moreover,  in  any  case  the  slag  always  contains  sulphide,  which  is 
a  serious  detriment.  By  its  slow  oxidation  it  would  produce  stresses 
which  interfere  with  the  strength  and  soundness  of  the  structure  in  which 
it  may  be  used. 

Iron  and  Steel. — Carnot  and  Goutal  (Am.  deChim.  Analyt.,  II.,  301), 
The  rapidity  of  solution  of  the  Fe  may  be  increased  by  placing  a  Pt  disc 
(perfurated)  in  the  bottom  of  an  Erlcnmeyer  flask,  introducing  50  cc.  of 
a  30  per  cent,  solution  of  aKCl,  CuClj,  for  each  gm.  of  metal  to  be 
treated,  acidifying  with  4  or  5  drops  of  HCl,  then  boiling  for  a  few  min- 
utes. After  cooling  to  10°  C.  the  metal  is  introduced,  and  the  tempera- 
ture raised  to  90°  or  95°  C.  To  avoid  oxidation,  and  also  to  agitate  the 
liquid,  a  stream  of  CO,  should  be  passed  through  it.  Under  these  con- 
ditions the  attack  is  very  rapid.  In  the  residue  C  and  S  may  be  de- 
termined by  treatment  by  well  known  processes ;  in  the  case  of  S  oxidation 
by  Br.  If  P  or  Cr  are  to  be  determined,  the  Cu  solution  used  should  be 
neutral.  For  P  treat  with  HNO,  and  Br,  oxidize  carbides  by  boiling 
with  some  CrOg,  then  dilule,  and  proceed  with  themolybdaCe  separation. 
For  Cr  fuse  the  residue  with  NajO,,  dissolve  in  water,  and  conduct  the 
rest  of  the  operations  as  usual.  W  and  Ti  are  also  left  in  the  residue,  if 
present.  Fortheir  determination  remove  SiOj  by  HF,  fuse  with  a  mixture 
KNO.  and  KjCOg  (8:  4).  Dissolve  in  water,  precipitate  WOj  by 
Hg,(NOg)j.  In  the  residue  determine  Ti  by  fusing  with  KHSO^,  re- 
ducing with  SOj  and  boiling  after  an  addition  of  NaCjH.O,,  to  separate 
TiO,. 

Coal  Analyses Kent  (Trans.   Am.  Inst.  M.  E.,  Chicago  meeting, 

February,  1897).  Examination  of  several  analyses  of  coals  appears  to 
show  that  in  bituminous  coals  the  fixed  carbon  is  nearly  equal  to  total  C 
minus  5  times  the  available  H  (H  —  \  O),  and  in  semi-bituminous  coals 
it  is  nearly  equal  to  total  C  minus  3  times  the  available  H.  The  ratio  of 
fixed  carbon  to  heating  power  for  each  coal  deposit  seems  in  a  general 
way  each  to  follow  a  law  of  its  own.  The  general  trend,  however,  is  in 
the  direction  of  the  Mahler  line  (average  of  tests  by  Mahler  calorimeter 
plotted  in  a  curve). 

Bronze  and  Brass. — Falet  (Ann.  de  Chim.,  Analyt.,  II.,  383).  When 
Zn  and  Cu  are  together  in  a  solution  each  interferes  with  titration  of  the 
other  (NajS  or  KCy).  The  author  proposes  as  a  rapid  method  titration 
of  both  together  in  ammoniacal  solution  by  standard  Na^S  solution,  then 
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acidifying  with  HCl  and  boiling  to  dissolve  ZnS,  and  after  filtering 
titrating  again  with  Na^S,  the  Cu  being  determined  by  difference. 

Bronte  and  Brass.  £iectrolytic.—}lQ\\vA  (Bull.  Soc.  Chim.,  XVII., 
886).  Dissolve  in  a  mixture  of  HNO,  (36°  B)  and  cone.  HjSO^. 
Proportions  should  be 

For  I  gm.  of  alloy    ao  cc.     HNO,     and     6  cc.     H^SO^ 
3  gms.  31  cc.         "  8cc.  " 

5  gras.  IS  cc-         "  *S  cc-  " , 

logins.  30  cc.         "  30  cc.  "' 

Dilute  to  350  cc.  and  heat  to  nearly  boiling  until  the  insoluble  residue 
(containing  some  SnOj)  is  well  granulated.  Then  in  this  solution  pre- 
cipitate Cu  by  electrolysis  with  the  usual  precautions.  Evaporate  the 
liquid  (free  from  Cu)  down  until  only  a  few  drops  of  HjSO^  are  lefi, 
take  up  with  HCl  and  water,  precipitate  by  H„S,  filter  and  wash  with 
cone,  solution  of  NaCl.  Dissolve  in  yellow  (NH^),S  solution,  evaporate 
to  dryness  on  the  water  bath,  and  talie  up  with  9  gms.  KCIO,  in  solution 
and  HCl.  Evaporate  again  to  dryness,  take  up  with  30  cc.  HCl  and 
water,  add  30  gms.  (NH4)jCjO^,  dilute  10350  cc,  warm  up  to  90°  and 
elecirolyze  (current  0.7  amp.).     Deposition  of  Zn  is  complete  in  11  hours. 

For  Sn  heat  the  filtrate  freed  from  Cu  and  Sn  and  evaporate  low, 
take  up  with  water,  neutralize  with  ammonia  and  add  15  cc.  of  a  10  per 
cent,  solution  of  (NH^j.C.HjOj,  9.4  cc.  of  glacial  HC,H,Oa  and 
ammonia  to  neutrality  (or  13.8  gms.  NH^CjHgO,  and  5  cc.  of  glacial 
acetic.  Dilute  to  350  cc.  Electrolyze  with  a  current  of  0,6  amp,  for 
12  hours,  which  deposits  the  Zn.  Fe,  if  present,  would  come  down 
with  the  Zn,  which  must  be  dissolved  up  and  titrated  with  standard 
K,Mn,0,.  Pb  should  be  determined  electrolytically  in  HNO,  solution 
of  a  separate  portion. 

Alloys  for  Metal  Bearings, — Garrigues  (J.  Am,  Chem.  Soc.,  XIX., 
934).  Cu  is  dctemiined  by  titration  after  KCNS  precipitation  (see 
above).  Sb  by  Mohr's  titration  with  I  in  alkaline  solution  after  reduction 
(Gooch  and  Gruener,  Am.  J.  Sci.,  XLIL,  233),  Pb  as  PbSO«  filtered 
through  paper  in  a  Gooch  crucible.  Sn  as  SnOj  or  in  presence  of  Sb 
by  difference.  The  residue  from  treatment  of  these  alloys  with  HNO.  is 
never  SnO,  alone,  but  may  contain  besides  SbjO^,  also  Fe.0g,PjOj, 
AsjO^,  and  small  amounts  of  Cu  and  Pb.  Fusion  with  Na^SjO,  may 
be  used  for  separation. 

As,  determined  by  distillation  method.  The  HNO,  solution  of  the 
alloy  should  be  boiled  with  a  little  KClOg  to  completely  oxidize  As,  and 
avoid  loss  thereof  until  one  is  ready  to  reduce  by  adding  FeSO^  and  to 
distil  off  AsClg  with  HCl.  P,  is  oxidized  up  and  determined  eventually 
as  MgjPjOj. 

Solid  Matter  in  the  Air Cohen  (J,  S,  C.  I.,  XVI.,  411).  Passing  30 

or  30  litres  of  the  air  through  a  zigzag  tube  smeared  inside  with  vase- 
line was  tried,  but  the  bestmeihod  wasfound  tobe  filtering  the  air  through 
a  cotton  plug.  The  increase  in  weight  was  determined  by  weighing  the 
plug,  using  as  a  counter  balance  another  cotton  plug  of  the  same  weight 
as  the  original. 

Mineral  Matter  in  Rubber  Goods. — De  Koningh  (J.  Am.  Chem.  Sec. , 
XIX.,  953).  Simple  ignition  gives  inaccurate  results.  If,  however,  5 
gms.  of  the  sample  are  treated  in  a  covered  beaker  with  50  cc,  of  fuming 
HCl  for  an  hour,  then  heated  to  70^  C,  for  another  hour,  50  cc.  of  water 
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added,  and  the  insoluble  material  filtered  and  washed  with  boiling  water, 
the  mineral  matter  is  practically  extracted,  and  the  residue  after  drying 
on  a  water  bath  and  finally  for  3  hours  at  105°  in  an  air  bath,  gives  rub- 
ber less  the  most  of  its  mineral  matter.  Ignition  of  this  residue  will  give 
the  remainder  of  the  ash  (in  many  cases  found  to  be  BaSO^). 


ALUMNI  AND  UNIVERSITY  NEWS. 
DEPARTMENT  OF  GEOLOGY. 

The  work  of  the  department  has  been  much  more  conveniently  and  sat- 
isfactorily done  this  year  than  ever  before,  as  the  facilities  at  the  new  site 
are  far  superior  to  those  at  the  old.  A  well-lighted  and  spacious  labora- 
tory has  been  something  much  needed  for  years  past  and  is  now  in  daily 
Hie.  In  petrography  the  lectures  are  much  facilitated  by  the  use  of  a  re- 
cently acquired  projecting,  microscopic  lantern  in  which  polarized  light 
■can  be  used.  A  well -illuminated  circle  of  polarised  light,  8  to  10  feet  in 
diameter,  can  be  thrown  on  the  screen,  and  the  field  of  the  microscope,  of 
a  quarter-inch  diameter,  can  be  magnified  to  this  extent.  Tlie  instru- 
ment was  first  used  in  series  of  three  lectures  given  by  Professor  Kemp  in 
December,  1897,  at  the  American  Museum  of  Natural  History,  on  the 
"  Development  of  the  Minerals  and  Textures  of  the  Crystalline  Rocks," 
and  was  primarily  obtained  for  this  purpose. 

In  addition  to  the  regular  instruction  in  the  department,  Professor 
Kemp  has  been  working  up  his  summer  notes  for  the  New  York  state 
geologist,  Professor  James  Hall.  One  report  will  shortly  appear  and  an- 
other is  partly  completed.  The  field  notes  taken  for  the  United  States 
geological  survey  arc  also  being  put  in  shape  for  a  report  to  the  D  irector. 
Dr.  Hollick  ha^  read  one  important  paper  on  the  "  Geolc^y  and  Botany 
of  Block  Island,"  before  the  New  Votk  Academy  of  Sciences,  which  will 
shortly  appear  in  its  annals.  He  is  now  engaged  on  further  researches 
upon  the  fossil  plants  of  the  eastern  Cretaceous.  Dr.  Julien  lectured  on 
the  '■"Elements  of  Strength  of  Building  Stones,"  on  March  ajd,  before 
the  Franklin  Institute  of  Philadelphia. 

The  department  has  recently  received  the  following  gifts:  An  elaborate 
model  of  the  great  zinc  mine  at  Franklin  Furnace,  N.  J.,  constructed  by 
Mr,  F.  L.  Nason,  for  the  Lehigh  Zinc  and  Iron  Co.  Since  the  consoli- 
dation of  the  Lehigh  Co.  with  the  New  Jersey  Zinc  and  Iron  Co.,  the 
model  was  presented  to  Columbia  through  the  kind  offices  of  Mr.  August 
Heckscher.  A  model  of  the  Black  Rock-Niagara  silver  vein  at  Butte, 
Mont.,  has  also  been  received  through  the  kindness  of  Mr.  W.  D.  Thorn- 
ton, recently  a  special  student  in  the  department.  The  model  is  con- 
structed of  30  tabular  slabs  of  well-seasoned  wood,  which,  when  put  to- 
gether side  by  side,  reproduce  the  geological  feature  of  the  veins.  The 
model  recently  figured  in  an  important  side-line  mining  suit,  that  was 
carried  to  the  United  States  supreme  court.  Mr.  William  E.  Dodge  has 
presented  us  with  a  line  suite  of  the  copper  ores  of  the  Copper  Queen 
mine  at  Bisbee,  Arizona.  The  suite  embraces  beautiful  masses  of  mala- 
chite and  azurite,  for  which  the  mine  is  famous.  Dr.  A.  R.  Ledoux  has 
given  us  several  large  masses  of  the  lin  ore  from  the  Harney  Peak  mines. 
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ID  the  Black  Hills.  Through  Mr  F.  H.  Knowlton,  of  the  U.  S.  Geo- 
logical Survey,  the  department  has  received  a  set  of  the  fossil  plants  re- 
cently described  by  Mr,  Knowlton  from  the  Yellowstone  Park.  A  set  of 
rocks  illustrating  the  geological  formations  of  the  Wasatch  mountains, 
Utah,  and  another  from  various  remote  points  in  northern  Wyoming, 
have  been  received.  The  last  came  from  Professor  W,  H.  Knight,  of  the 
University  of  Wyoming,  Dr.  Heinrich  Ries,  now  Barnard  Fellow  in 
the  University,  has  sent  to  the  department  a  valuable  series  of  specimens 
illustrating  the  raw  materials  and  finished  products  of  the  foreign  regions 
productive  of  clays  and  related  materials.  To  all  of  the  friends,  who 
have  in  this  way  remembered  Columbia,  the  department  expresses  its  ap- 
preciative thanks. 


BOOK  REVIEWS. 


Elements  ef  Theoretical  Physics.  By  Dr.  C.  Christiansen,  professor 
of  physics  in  the  University  of  Copenhagen.  Translated  into  English 
by  W.  F.  Magie,  Ph.D.,  professor  of  physics  in  Princeton  University. 
liie  Macraillan  Company,  New  York.     Pp.  333,  with  143  diagrams. 

This  treatise  presents  the  fundamental  principles  of  theoretical  phys- 
ics, or  in  other  words,  is  a  mathematical  treatment  covering  the  entire 
domain  of  physics.  Of  course  it  merely  touches  upon  the  salient  points, 
but  in  so  doing  furnishes  the  reader  with  a  comprehensive  view  extremely 
useful  no  matter  to  what  special  branch  he  may  later  confine  himself. 

An  extremely  short  introduction  in  which  the  author  states  that  in 
physics  it  is  assumed  that  all  phenomena  are  capable  of  ultimate  represen- 
tation by  motions  pref>ares  the  way  for  the  opening  chapter  on  general 
theory  of  motion,  which  is  by  far  the  best  in  the  book.  The  remainder 
of  the  subject  is  then  treated  analytically  under  the  following  headings  or 
chapters :  The  Theory  of  Elasticity,  Equilibrium  of  Fluids,  Motion  of 
Fluids,  Internal  Friction,  Capillarity,  Electrostatics,  Magnetism,  Electro- 
magnetism,  Induction,  Electrical  Oscillations,  Refraction  of  Light,  Ther- 
modynamics and  Conduction  of  Heat. 

There  is  no  separate  complete  treatment  of  sound.  This  branch  of 
physics  is  only  touched  upon  as  furnishing  examples  in  the  chapter  of 
eUuticity  under  the  sections  of  Wave  Motion  and  Vibrating  Strings, 

It  is  doubtful  whether  in  this  country  there  is  any  considerable  body  of 
readers  to  whom  this  book  will  be  of  much  use.  It  is  not  sufficiently  com  - 
prehensive  to  be  used  as  a  reference  book  by  one  who  has  worked  much 
in  the  subject  and  it  is  too  condensed  and  contains  too  few  illustrations 
and  details  to  be  of  any  great  aid  to  a  beginner.  Nevertheless,  we  realise 
that  there  is  need  of  a  book  which  will  enable  us  to  get  a  birds-eye  view, 
as  it  were,  of  the  whole  subject,  using  a  consistent  notation  throughout 
and  showing  how  the  various  branches  are  related  to  each  other.  T  he 
task  set  himself  by  the  author  in  attempting  to  condense  his  survey  into 
such  a  narrow  compass,  is  a  very  difficult  one,  and,  bearing  that  in  mind, 
the  result  produced  is  cettainly  admirable, 

W.  H.  F. 
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THE  HEATING  AND  VENTILATING  OF 
COLUMBIA  UNIVERSITY.* 

By  G.  A-  SUTER. 

It  would  be  very  difficult  to  give  an  intelligible  description  of 
the  various  blowers,  motors,  heaters  and  other  appurtenances 
which  comprise  the  heating  and  ventilating  apparatus  of  the  Co- 
lumbia University  Buildings  without  the  use  of  photographs  or 
steriopticon,  which  are  not  at  hand.  It  is  my  purpose,  therefore, 
to  confine  my  remarks  to  an  explanation  of  the  theory  of  the  hcat- 
ing  and  ventilating  apparatus,  explaining  or  describing  only  such 
details  as  are  necessary  to  a  proper  understanding  of  the  subject, 
leaving  you  to  personally  examine  the  machinery  in  the  various 
buildings,  by  which  the  results  described  are  accomplished.  This 
can  no  doubt  be  seen  at  any  time,  and  whenever  you  have  a  few 
hours  to  spare,  you  can,  by  your  own  observation,  learn  more  that 
you  will  remember  about  the  practical  operations  of  the  apparatus 
than  I  can  possibly  tell  you;  my  explanation  will  only  help  you  to 
understand  its  purpose. 

I  wish  to  give  you,  first,  a  brief  description  of  the  several  more 
important  methods  of  steam  heating  and  ventilating  with  which 
you  are  no  doubt  familiar ;  but  which  I  wish  to  present  to  you  in  a 
way  that  will  enable  you  to  better  understand  the  nature  of  the 
heating  and  ventilating  apparatus  we  are  about  to  discuss,  and  also 
its  general  appropriateness  for  the  Columbia  University  Buildings. 

I  wish  to  call  your  attention,  first,  to  the  simplest  and  the  most 
generally  adopted  method  of  steam  heating,  that  known  as  "  Direct 
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Radiation,"  in  which  the  radiators,  coils  or  other  heating  surfaces, 
which  warm  the  rooms,  are  located  directly  in  the  rooms.  Steam 
is  generated  in  a  boiler  in  some  other  portion  of  the  building  or 
grounds,  and  is  conveyed  through  a  system  of  steam-supply  pipes 
to  the  radiators  in  the  various  rooms,  in  which  the  steam  is  con- 
densed, thus  giving  up  the  latent  heat  of  vaporization,  and  then  the 
condensed  steani  or  water  flows  back  to  the  boiler  through  a  sys- 
tem of  so-called  return  pipes  either  by  gravity  or  by  the  assistance 
of  pumps  or  other  mechanical  means. 

Suppose  that  all  the  windows  and  doors  of  this  room  are  closed, 
also  the  air-supply  registers  and  the  exhaust  registers,  and  suppose 
that  the  air  in  this  room  is  at  a  temperature  of  70°  while  the  ex- 
ternal temperature  is  zero.  Suppose  now  that  there  is  no  heating 
apparatus  in  the  room,  then  the  air  in  the  room  will  cool  gradually, 
theheat  in  the  airbeingabsorbedby  the  exterior  walls  and  windows 
and  transmitted  to  the  outer  air  until  equilibrium  is  established 
and  the  inner  and  outer  temperature  are  the  same.  Every  room 
or  apartment  loses  heat  in  this  way  by  conduction  through  the 
outer  walls,  windows,  floors,  ceilings,  etc.  We  know  the  constants 
or  coefficients  by  which  we  quite  accurately  calculate  the  amount 
of  heat  that  is  so  transmitted  or  lost,  and  we  also  know  the  amount 
of  heat  given  out  by  various  styles  of  heating  surfaces.  The  direct 
radiating  surface  in  the  room  must,  with  these  data,  be  so  propor- 
tioned that  the  amount  of  heat  given  out  by  the  radiators  shall  be 
equal  to  or  somewhat  in  excess  of  the  amount  of  heat  transmitted 
through  walls,  windows,  etc.,  in  coldest  weather. 

Direct  radiation  is  the  most  eflScient  and  economical  method  of 
steam  heating.  It  has.  however,  one  great  defect,  and  that  is,  that 
when  a  system  of  direct  steam  heating  is  proportioned  so  that  it 
will  be  capable  of  warming  a  room  in  zero  weather,  it  is  much  too 
ample  for  warming  the  room  in  ordinary  winter  weather.  This  is 
due  to  the  fact  that  the  amount  of  heat  given  out  bya  steam  radi- 
ator is  practically  a  constant  quantity,  the  same  in  warm  weather 
as  in  cold  weather,  while  the  amount  of  heat  necessary  to  warm 
the  room  varies  in  direct  proportion  to  the  difference  between  the 
interior  and  the  exterior  temperature,  so  that  a  radiator  of  suffi- 
cient size  to  heat  the  room  to  70°  in  zero  weather  is  twice  as  large 
as  is  necessary  for  warming  the  room  to  70°  when  the  outside 
temperature  is  35°.  The  regulation  by  hand  of  a  direct  system  of 
steam  heating  is  very  difficult,  as  the  turning  on  or  off"  of  valves  is 
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usually  attended  to  by  the  occupants  of  the  room  only  after  a  cer- 
tain amount  of  discomfort,  either  from  heat  or  cold,  has  been  ex- 
perienced, and  the  temperature  of  the  room  will  vary  through  wide 
ranges  and,  therefore,  an  automatic  device  is  necessary  to  secure 
close  regulation. 

In  describing  to  you  the  method  of  direct  radiation,  I  have  as- 
sumed that  the  doors  and  windows  and  also  the  registers,  if  any, 
are  closed,  and  this  assumption  points  out  to  you  that  direct  steam 
heating  provides  for  no  ventilation  whatever,  and  in  cases  where  it 
is  desired,  not  only  to  have  heat,  but  at  the  same  time  to  have  a 
supply  of  fresh  air,  wc  use  the  second  method  of  steam  heating, 
that  known  as  "  Indirect  Radiation."  In  this  system  the  radiator 
or  coil  which  warms  the  room  is  located  outside  of  the  room,  us- 
ually in  the  cellar  below,  where  it  is  encased  in  an  enclosure  of 
sheet  metal,  brick  or  cfther  suitable  material,  and  cold,  fresh  air  is 
brought  to  the  radiator  or  coil,  warmed,  and  then  passed  through 
vertical  flues  and  registers  up  to  the  various  rooms.  The  air  en- 
tering the  room  must  be  heated  to  a  temperature  higher  than  that 
at  which  the  room  is  to  be  kept,  and  the  mixing  of  the  warm  air 
coming  in  with  the  cooler  air  already  in  the  room  maintains  the 
temperature  at  the  desired  point.  Having  brought  the  supply  of 
fresh  air  into  the  room,  it  is  necessary  also  to  provide  a  means  of 
taking  an  equal  quantity  out,  which  is  usually  done  with  ventilat- 
ing or  exhaust  flues,  extending  to  the  roof  of  the  building.  Now 
while  this  method  of  heating  provides  for  a  supply  of  fresh  air  and 
for  the  removal  of  the  vitiated  air,  it  is  also  defective  in  that  the 
supply  of  fresh  air  and  the  removal  of  the  vitiated  air  varies  in 
quantity  according  to  the  differences  between  the  inner  and  the 
outer  temperature  ;  the  less  this  difference  of  temperature  the  less 
will  be  the  amount  of  ventilation,  so  that  when  the  interior  and 
the  exterior  temperature  are  nearly  equal  there  is  practically  no 
ventilation.  It  is  also  a  defective  system  in  that  it  requires  the 
shutting  off  of  the  fresh-air  supply  whenever  the  room  is  warmer 
than  is  required. 

An  indirect  system  of  heating  is  more  expensive  in  the  con- 
sumption of  fuel  than  a  direct  system.  In  the  latter  all  the  heat 
given  out  by  the  radiators  is  utillized  directly  in  warming  the  air 
in  the  room,  and  theoretically  there  is  no  waste.  Of  course,  this 
condition  is  not  practically  attainable,  as  there  is  always  some 
leakage  of  air  in  or  out  of  the  room  through  doors,  windows,  etc., 
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but  the  theoretical  efficiency  of  a  direct  steam  heating  apparatus 
is  ioo%  and  practically  very  nearly  approaches  this.  On  the 
other  hand,  an  indirect  heating  system  is  subject  to  the  constant 
waste  of  the  amount  of  heat  contained  in  the  air  which  passes  out 
of  the  room  through  the  ventilating  or  exhaust  flues.  A  given 
amount  of  cold  air  is  taken  from  out  of  doors  at  the  outer  temper- 
ature and  a  corresponding  amount  of  air  is  expelled  from  the  room 
at  the  inner  temperature,  and  the  difference  between  these  two 
quantities  of  heat  represents  a  waste,  and  this  waste  represents  the 
exact  cost  in  heat  of  a  ventilating  system,  the  amount  oT  heat 
which  escapes  through  the  ventilating  flues  being  the  price  paid 
for  the  ventilation.  The  efficiency  of  an  indirect  system  is  in 
many  cases  as  low  as  25^  and  seldom  higher  than  50%;  thus, 
when  the  object  of  the  system  is  to  secure  heat,  it  is  uneconomical, 
and  when  the  object  is  to  secure  ventilation  its  results  are  not 
uniform  or  reliable. 

In  order  to  overcome  the  defects  of  an  indirect  system,  where 
ventilation  is  the  primary  object,  a  third  method  of  indirect  heat- 
ing or  ventilation  has  been  devised,  in  which  the  motive  power  is 
a  fan  or  blower,  capable  of  forcing  into  the  building  the  required 
amount  of  fresh  air  and  expelling  at  the  same  time  an  equal  amount 
of  vitiated  air  without  regard  to  the  temperature  conditions.  The 
air  so  introduced  must  be  heated  by  coils.  This  system,  known  as 
a  "  Mechanical  System,"  is  sometimes  purely  a  ventilating  system, 
not  used  for  heating,  and  in  such  case  the  fresh  air  is  heated  only 
to  the  temperature  of  the  room  or  slightly  higher. 

In  a  system  in  which  the  building  is  warmed  and  ventilated  by 
means  of  a  blower  or  fan,  the  same  ventilating  flues  which  are  used 
in  an  ordinary  indirect  system  must  be  provided  for  the  escape  of 
the  vitiated  air,  and  sometimes,  instead  of  using  the  motive  power 
or  fan  for  forcing  the  air  into  the  building,  the  fan  is  used  for  ex- 
hausting the  air  from  the  building,  while  the  fresh  air  is  allowed  to 
enter  as  in  ordinary  indirect  radiation.  This  gives  us  two  methods  of 
heating  and  ventilating  a  building  by  means  of  fans ;  the  one  being 
generally  known  as  the  "  Plenum  System  "  and  the  other  as  the 
"  Exhaust  System."  As  a  general  rule  it  may  be  said  that  the 
Plenum  System  is  to  be  preferred  to  the  Exhaust  System,  because 
in  the  Plenum  System  the  tendency  is  to  make  the  pressure  of  the 
air  within  the  building  slightly  higher  than  the  barometric  pressure 
outside,  and  thus  in  a  measure  draughts  from  windows,  doors,  etc.. 
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are  neutralized;  whereas  in  the  Exhaust  System  the  tendency  is 
towards  a  slight  reduction  in  pressure,  and  draughts  from  windows, 
doors,  etc.,  are  aggravated  by  this.  It  may  be  said  that  the  Ex- 
haust System  should  be  preferred  only  where  there  are  special  con- 
ditions which  demand  such  a  system. 

The  ideal  system,  however,  is  that  in  which  both  the  Plenum 
and  Exhaust  Systems  are  combined,  fans  or  blowers  forcing  fresh 
air  into  the  building  and  exhaust  fans  drawing  the  vitiated  air  out 
of  the  building. 

In  order  to  secure  economy  of  fuel  and  attendance  in  heating, 
ventilating  and  lighting  a  group  of  buildings  like  the  Columbia 
University  Buildings,  it  is  necessary,  first,  to  generate  all  the  steam 
for  heating,  ventilating,  lighting,  pumping  and  for  other  purposes, 
at  one  central  point  from  which  it  may  be  distributed  to  the  var- 
ious buildings  where  it  is  to  be  used.  It  would  not  do  to  have  a 
separate  boiler  or  generating  plant  in  each  building.  The  Power 
House  in  the  University  Hall  contains  the  boiler  plant,  the  electric 
lighting  machinery,  the  pumping  machinery,  and  from  this  power 
house  the  steam  for  heating  and  for  ventilating,  and  the  electricity 
for  lighting  and  power,  and  the  compressed  air  for  other  purposes, 
are  distributed  to  the  various  buildings  through  a  system  of  tun- 
nels connecting  the  buildings  with  the  power-house,  Tlie  total 
present  boiler  capacity  in  the  power  house  is  about  2000  horse 
power.  It  is  intended  that  the  total  power  in  the  future  shall  be 
upwards  of  4000  horse  power. 

In  selecting  a  method  of  heating  and  ventilating  the  various 
buildings  it  was  necessary  to  select  one  that  would  be  both 
economical  and  efficient  while  in  use.  The  heating  of  the  build- 
ings is  a  necessity  during  the  entire  week,  including  nights  and 
Sundays.  It  would  not  be  proper  to  allow  a  large  group  of  build- 
ings like  these  to  cool  'off  at  night  because  of  the  apparatus  and 
other  things  which  would  be  injured  by  cold  and  dampness.  It  is 
the  intention  to  keep  the  buildings  warm  day  and  night  and  also 
on  Sundays,  and  to  secure  economy,  therefore,  it  was  necessary  to 
heat  the  buildings  by  direct  radiation,  that  being,  as  I  have  told  you 
before,  the  most  economical  method  ;  on  the  other  hand,  the  ven- 
tilation is  required  only  at  such  times  as  the  buildings  are  occupied 
by  a  considerable  number  of  people,  usually  during  only  about 
eight  hours  per  day,  and  not  at  all  on  Sundays,  so  that  the  re- 
quirements of  the  heating  system  and  the  ventilating  system  are 
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quite  separate  and  distinct.  It  should  be  possible  to  shut  olf  or 
stop  the  ventilation  in  any  building  or  room  and  still  maintain  that 
building  or  room  at  a  proper  temperature,  and  it  should  likewise 
be  possible  to  shut  off  the  heating  apparatus  entirely  without  in 
any  way  affecting  the  ventilation.  The  ventilating  apparatus  is 
started  in  the  morning  and  shut  down  in  the  afternoon,  while  the 
heating  apparatus  continues  its  work  without  interruption  at  all 
times.  Radiators  have  been  placed  throughout  the  various  build- 
ings under  the  windows  because  the  windows  are  the  most  consid- 
erable sources  of  cold.  In  a  room  like  this,  in  which  the  window 
area  is  considerably  smaller  than  the  wall  area,  it  is,  nevertheless, 
a  fact  that  the  amount  of  heat  passing  out  through  the  windows  is 
more  than  twice  as  great  as  the  amount  of  heat  passing  out  through 
the  walls.  Placing  the  radiators  in  front  of  windows  places  the 
source  of  heat  immediately  at  the  source  of  cold,  and,  therefore, 
increases  the  efficiency,  as  the  cold  is  counteracted  before  it  passes 
into  the  room. 

The  ventilation  is  furnished  by  a  Plenum  System  of  fans,  which 
forces  the  air  through  various  ducts  and  flues  into  each  of  the 
rooms,  and  a  corresponding  system  of  Exhaust  ventilation,  which 
extracts  the  air  from  the  various  rooms  and  discharges  it  at  the  roof. 
The  blowers  and  exhaust  fans  are  driven  by  electric  motors ;  the 
incoming  air  is  warmed  by  means  of  indirect  heating  stacks  to  70°, 
which  is  the  temperature  of  the  rooms,  or  slightly  above  that  tem- 
perature in  very  cold  weather,  but  the  intention  is  that  the  air  en- 
tering the  rooms  shall  be  heated  to  a  sufficient  degree  only  to  avoid 
the  unpleasantness  of  draughts  and  at  the  same  time  not  produce 
an  appreciable  effect  on  the  heating.  It  is  intended  that  it  should 
never  be  necessary  to  shut  off  the  ventilation  in  order  to  prevent 
excessive  heating,  the  regulation  of  the  heating  being  accompli  shed 
solely  by  means  of  an  automatic  system  of  heat  regulation  which 
controls  the  direct  radiators. 

In  the  Library  Building  the  fresh  air  is  brought  down  from  the 
roof  of  the  building  through  a  fresh  air  shaft  and  is  then  forced  by- 
four  Sturtevant  blowers,  each  eight  feet  in  diameter,  through  four 
heating  stacks  or  coils  which  warm  the  air  to  the  required  tem- 
perature and  are  controlled  by  an  automatic  heat  regulating  sys- 
tem. From  these  heater  coils  the  air  is  forced  into  the  under- 
ground conduit,  fresh-air  duct  or  plenum  chamber,  which  entirely 
surrounds  the  central  portion  of  the  Library  Building,  and  from 
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this  conduit  the  various  ducts  and  underground  branches  convey 
the  air  to  the  vertical  fresh-air  flues,  which  deliver  the  air  through 
registers  in  the  various  rooms.  The  underground  conduits  in  the 
Library  Building  are  made  so  large  that  a  uniform  pressure  of  air 
is  maintained  throughout,  while  the  connections  between  the  under- 
ground conduits  and  the  vertical  flues  are  reduced  in  area  to  a 
sufficient  extent  to  make  these  connections  the  principal  resist- 
ance to  the  flow  of  air,  and  in  this  way  an  absolutely  uniform  dis- 
tribution of  air  through  all  the  flues  is  secured  and  maintained  at 
all  times.  The  exhaust  ventilation  in  the  Library  Building  is  ef- 
fected through  vertical  ventilating  flues  extending  from  the  various 
ventilating  registers  down  to  the  cellar  where  the  ventilating  flues 
are  all  joined  together  by  a  system  of  conduits  and  ducts  corre- 
sponding generally  in  size  and  distribution  to  the  conduits  and 
ducts  for  the  fresh-air  supply,  already  described,  and  out  of  these 
conduits  four  Sturtevant  exhaust  fans,  which  are  seven  feet  in 
diameter,  exhaust  the  air  and  force  it  up  through  the  foul  air  shaft 
to  the  roof.  The  method  of  regulating  the  flow  of  air  so  as  to 
make  it  uniform  in  all  the  flues  is  the  same  for  the  exhaust  system 
as  that  described  for  the  fresh-air  supply  system,  by  a  reduction 
of  area  in  the  connections  between  the  underground  conduits  and 
the  vertical  flues.  The  four  eight-foot  diameter  fresh-air  fans  and 
the  four  seven-foot  diameter  exhaust  fans  are  arranged  in  four 
groups,  each  group  containing  a  fresh-air  fan  and  an  exhaust  fan 
and  each  group  being  driven  by  a  25 -horse-power  electric  motor, 
Crocker-Wheeler  pattern,  arranged  so  that  the  fans  may  be  run  at 
several  speeds.  As  the  speeds  of  the  fresh-air  fans  and  the  foul- 
air  fans  are  thus  the  same,  and  as  the  former  are  of  greater  capa- 
city than  the  latter,  at  the  same  number  of  revolutions  the  amount 
of  fresh  air  forced  into  the  building  is  in  excess  of  the  amount  of 
air  exhausted,  and  the  purpose  of  this  is  to  secure  a  slightly  greater 
internal  pressure  of  air,  so  that  any  leakage  of  air  through  doors 
or  windows  shall  be  outward  rather  than  inward. 

The  systemsin  the  other  buildings  are  very  much  the  same  as  that 
in  the  Library  Building.  In  each  building  there  are  at  least  two 
fans,  driven  by  one  or  two  motors,  which  force  the  air  into  the  build- 
ing through  underground  Or  overhead  ducts  to  the  various  vertical 
flues  and  registers  and  into  the  different  rooms,  the  same  as  in  the 
Library  Building,  using  Sturtevant  blowers  or  fans  and  Crocker- 
Wheeler  motors.     The  exhaust  ventilation  is  accomplished  in  a 
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slightly  different  manner;  instead  of  bringing  all  the  foul  air  down 
to  the  cellar  to  exhaust  fans  and  then  forcing  it  up  again  through 
shafts  to  the  roof,  all  the  ventilating  flues  from  the  various  rooms 
are  taken  directly  to  the  attic  of  the  buildings  and  there  carried 
through  a  system  of  sheet-metal  ventilating  ducts  to  exhaust  or 
disc  fans,  of  the  Blackman  pattern,  driven  by  direct-connected  C, 
&  C.  electric  motors,  these  fans  discharging  the  foul  air  direct 
through  openings  in  the  roof  out  of  doors. 

What  I  have  stated  regarding  the  excess  of  fresh  air  forced  in 
over  the  amount  of  foul  air  exhausted  holds  true  of  all  the  build- 
ings, excepting  the  Chemistry  Building,  in  which  it  was  necessary 
to  provide  not  only  for  the  usual  amount  of  exhaust  ventilation,  but 
also  for  the  ventilating  of  numerous  hoods  or  rooms  in  which 
odors  and  noxious  gases  are  generated ;  this  necessitated  a  pro- 
portionately larger  amount  of  exhaust  ventilation  than  that  required 
in  the  other  buildings. 

In  the  University  Hall  Building  there  is  also  a  separate  system 
of  fresh-air  supply  for  the  power  house,  which  differs  from  Ihat  in 
the  other  buildings  in  that  the  air  supplied  to  the  power  house  is 
supplied  at  the  outside  temperature  without  being  warmed,  the  ob- 
ject of  this  air  supply  being  to  cool  the  power  house. 

You  will  notice  in  this  lecture  rooni  and  throughout  these  build- 
ings that  the  fresh-air-supply  registers  are  located  at  a  distance  of 
eight  feet  or  more  above  the  floor  level.  This  location  is  selected 
for  the  purpose  of  avoiding  direct  draughts  upon  persons  sitting 
or  standing  in  front  of  them,  such  as  would  be  experienced  if  the 
supply  registers  were  at  a  lower  level. 

On  the  other  hand,  the  exhaust  registers  are  placed  near  the 
floor,  and  we  are  permitted  to  do  this  because  an  outward  move- 
ment of  air  through  a  register  is  almost  imperceptible  at  a  very 
short  distance  from  it.  It  was  at  one  timeageneralbelief  that  the 
carbonic  acid  gas,  which  is  one  of  the  principal  products  of  respi- 
ration and  which  is  heavier  than  air,  settled  in  a  layer  or  stratum  at 
the  bottom  of  the  room,  and,  therefore,  it  was  the  custom  to  place 
the  exhaust  registers  at  the  floor  in  order  to  take  out  the  carbonic 
acid  gas  and  leave  the  purer  air  in  the  room.  Although  this 
theory  resulted  in  the  correct  placing  of  the  registers,  the  object 
sought  for  was  not  obtained  because  the  carbonic  acid  gas  was 
diffused  uniformly  through  the  air  in  the  room.  On  account 
of  the  principle  of  the  diffusion  of  gases,  carbonic  acid  gas  and 
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the  other  products  of  respiration  are  present  in  almost  uniforcn 
quantities  throughout  any  room,  and  not  more  at  the  floor  than  at 
the  ceiling.  The  ventilation  of  a  room  consists  in  keeping  the 
percentage  of  impurities  in  the  air  at  as  low  a  point  as  possible, 
not  in  eliminating  them  altt^ether,  so  that  from  the  standpoint  of 
ventilation  the  exhaust  registers  may  be  located  at  any  level  re- 
quired by  other  conditions,  architectural  or  otherwise.  One  mo- 
tive for  locating  them  near  the  floor,  or  the  condition  which  re- 
quires this  location,  is  the  satisfactory  heating  of  the  room.  If 
the  exhaust  registers  were  near  the  ceiling,  then  the  heated  atr, 
as  quickly  as  it  comes  from  the  radiators,  would  be  drawn  out  of 
the  room,  and  the  heating  of  the  room  would  not  only  be  unsatis- 
factory, but  might  even  be  a  failure,  and  these  registers  are,  there- 
fore, placed  near  the  floor,  not  because  that  position  best  suits  the 
ventilation,  but  because  the  satisfactory  and  economical  heating  of 
the  room  requires  it. 

The  steam  supply  for  these  buildings  comes  from  the  power 
house  through  a  system  of  high-pressure  pipes,  and  at  this  pres- 
sure it  is  used  for  operating  the  pumps  which  return  the  water  of 
condensation  from  the  heating  apparatus  to  the  power  house.  In 
each  building  there  are  separate  pumps,  always  in  duplicate,  for 
pumping  back  the  water  from  the  indirect  stacks  and  from  the 
direct-heating  system.  These  pumps  are  automatically  controlled 
by  pump  governors,  which  are  floats  operating  steam  valves  on 
the  steam-supply  pipes  of  the  pumps,  so  that  the  speed  of  the 
pumps  is  automatically  regulated  by  the  amount  of  steam  con- 
densed by  the  heating  and  ventilating  systems,  and  both  are  kept 
free  of  an  undue  accumulation  of  water,  which  is  pumped  back  to 
the  power  house  as  fast  as  it  is  condensed. 

The  steam  used  for  heating  in  the  Library  and  in  the  University 
Hall  is  the  exhaust  steam  from  the  electric  engines  and  pumps  in 
the  power  house,  which,  at  a  pressure  of  about  five  pounds  per 
square  inch,  is  supplied  to  both  buildings  from  these  engines.  The 
exhaust  steam  coming  from  an  engine  has  given  up  only  that 
small  portion  of  its  total  heat  which  is  the  equivalent  of  the  me- 
chanical work  performed  by  the  engine,  and  stiU  possesses  very 
great  value  for  heating.  There  is  sufficient  exhaust  steam,  which 
would  otherwise  be  wasted,  available  for  heating  these  buildings, 
so  that  the  Library  and  the  University  Hall  are  heated  practically 
without  cost  of  fuel.     Assuming  that  the  cost  of  fuel  is  chargeable 
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to  the  electric  plant  for  the  generation  of  light  and  power,  the 
heating  and  ventilating  of  these  two  buildings  is  secured  without 
cost ;  or  if  we  charge  the  heating  and  ventilating  apparatus  with 
the  cost  of  fuel,  then  the  electric  current  and  pumping  of  water, 
etc.,  is  secured  without  cost.  In  any  case,  when  all  the  exhaust 
steam  is  condensed  in  heating  or  ventilating  apparatus,  we  have 
the  greatest  possible  economy  of  fuel,  as  there  is  then  absolutely 
no  waste. 

As  it  is  expected  that  all  the  exhaust  steam  from  the  power 
house  can  be  condensed  in  these  two  buildings,  the  other  build- 
ings are  supplied  with  steam  for  heating  and  ventilating  directly 
from  the  high-pressure  pipes  coming  to  them  from  the  power 
house.  But  this  high  pressure  steam  is  also  reduced  to  low  pres- 
sure, less  than  ten  pounds  per  square  inch. 

We  use  low-pressure  steam  in  preference  to  high-pressure  steam 
in  heating.  It  has  a  lower  temperature,  thus  making  the  heating 
surface  or  radiator  less  dangerous  when  we  happen  to  come  in 
contact  with  it ;  it  is  less  dangerous  in  case  of  a  break  or  ex- 
plosion ;  it  imparts  a  milder  temperature  to  the  air ;  it  gives  up  a 
greater  quantity  of  its  total  heat  and  is,  therefore,  more  economical ; 
and  it  also  permits  the  admixture  of  the  the  exhaust  steam  from 
engines  and  pumps. 

The  high  pressure  of  the  steam  is  reduced  to  low  pressure  in 
each  building  by  means  of  automatic  reducing  valves  or  pressure 
regulators,  which  are  valves  that  throttle  the  steam  by  compelling 
its  passage  through  small  openings,  the  area,  and  the  opening  and 
closing  of  which,  are  controlled  by  the  pressure  of  the  steam  in 
the  low-pressure  pipes.  These  reducing  valves  are  capable  of  ad- 
justment, so  that  any  desired  pressure  may  be  automatically  mi 
tained. 

The  automatic  control  of  the  steam  pressures,  the  automatic 
turn  of  the  water  of  condensation  to  the  power  house,  the  automa- 
tic control  of  the  electric  motors  which  drive  the  blowers  and  fans, 
and  the  automatic  control  of  the  temperature  of  the  fresh  air  and 
of  the  separate  rooms,  all  reduce  the  cost  of  attendance  to  a  mini- 
mum. All  pipes,  throughout  the  tunnels,  throughout  the  cellars, 
in  all  recesses,  in  all  walls  and  everywhere,  as  .well  as  all  fresh-air 
ducts  made  of  sheet  metal,  are  covered  with  non-conducting  ma- 
terial to  save  heat  and  fuel.  These  factors,  coupled  with  the  sav 
ing  resulting  from  the  use  of  the  exhaust  steam,  produce  a  heating 
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and  ventilating  apparatus  which  is  as  economical  as  it  is  possible 
to  make  it.  But  notwithstanding  all  these  precautions  to  secure 
economy,  it  is  nevertheless  expensive  to  operate  this  heating  and 
ventilating  apparatus,  because,  as  I  have  told  you  before,  any  at- 
tempt at  ventilation  means  a  corresponding  waste  of  heat,  and  much 
ventilation  means  much  waste  of  heat,  and  this  waste  is  inseparable 
from  ventilation. 

I  have  prepared  a  table  to  illustrate  what  I  have  already  told 
you,  as  follows: 
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Column  I  gives  the  names  of  the  Buildings. 

Column  2  gives  the  cubical  contents  of  each  building  expressed 
in  cubic  feet. 

Column  3  gives  the  direct  heating  surface  in  radiators,  coils,  etc., 
in  each  building,  which  is  calculated  to  be  sufficient  for  warming 
it  to  70^*  Fahrenheit  in  zero  weather. 

Column  4  gives  the  quantity  of  steam  which  this  direct  radiating 
surface  will  condense  in  zero  weather,  expressed  in  standard 
horse  powers.  When  the  outside  temperature  is  higher  the 
quantity  of  steam  condensed  will  be  correspondingly  less.     This 
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saving  of  steam  when  the  weather  is  ojilder  is  secured  only  by 
reason  of  the  automatic  temperature  regulating  system. 

Column  5  gives  the  total  quantity  of  fresh  air  supplied  to  each 
building  in  cubic  feet  per  hour. 

Column  6  gives  the  quantity  of  steam  expressed  in  standard 
horse  powers,  condensed  in  the  indirect  heater  stacks  in  zero 
weather,  necessary  for  heating  the  above  quantity  of  fresh  air  per 
hour  from  zero  to  70°  Fahrenheit.  When  the  outside  temperature 
is  higher  the  quantity  of  steam  condensed  will  be  correspondingly 
less. 

Column  7  gives  the  power  consumed  by  electric  motors,  in  driv- 
ing the  blowers  and  exhaust  fans  by  which  this  air  supply  is  se- 
cured, in  horse  powers. 

Column  8  gives  the  total  power  employed  for  all  purposes  in 
zero  weather ;  for  direct  heating,  for  ventilating  and  for  motors, 
when  the  specified  results  are  obtained. 

This  table  is  approximate  only,  but  sufficiently  accurate  for  our 
purpose.  You  will  notice,  that,  by  comparing  columns  3  and  4, 
for  each  one  hundred  feet  of  radiating  surface  we  require  the 
equivalent  of  one  horse  power  of  steam,  or,  in  other  words,  each 
one  hundred  square  feet  of  radiation  will  condense  that  much 
sieam  in  zero  weather.  This  affords  you  an  easy  and  rapid 
method  of  estimating  the  required  boiler  capacity  for  a  direct 
steam-heating  apparatus,  making,  of  course,  due  allowance  for 
other  contingencies.  Likewise,  by  comparing  columns  s  and  6, 
you  will  notice  that  for  each  20,OoO  cubic  feet  of  fresh  aJr  supplied 
per  hour,  we  require  one  horse  power  of  steam  to  heat  that  quantity 
of  air  from  zero  to  70°  Fahrenheit,  the  temperature  at  which  it  is 
introduced  into  the  room.  Further,  by  comparing  columns  5  and 
7,  you  will  notice,  for  ea»;h  7S,ooO  cubic  feet  of  fresh  air  supplied 
and  exhausted  per  hour,  we  require  in  motive  power  or  mechanical 
energy  approximately  one  horse  power.  Now,  in  order  to  give 
you  a  tangible  measure  by  which  you  can  get  at  an  idea  of  what 
these  figures  mean,  I  have  given  in  the  last  line  of  the  table  the 
data  relating  to  this  lecture  room.  The  total  cubical  contents  of 
this  room  are  30,000  cubic  feet ;  the  total  direct  radiating  surface 
in  the  room  is  350  square  feet,  and  the  total  steam  consumption 
or  proportionate  boiler  capacity  required  for  the  heating  of  this 
room  in  zero  weather  is  3J^  horsepower.  The  moment, however, 
that  you  ventilate  this  room,  renewing  or  replacing  the  air  six 
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times  each  hour,  supplying  i8o,ooo  cubic  feet  of  fresh  air  per  hour, 
we  require  not  less  than  nine  horse  power  of  steam,  when  the  out- 
side temperature  is  at  zero,  to  warm  this  quantity  of  air  from  zero 
to  70°  Fahrenheit  or  room  temperature,  and  in  addition  thereto, 
2J^  horse  power  for  the  mechanical  effort  required  to  move  this 
quantity  of  air  in  and  out  of  the  room.  Therefore,  out  of  the  total 
of  15  horse  power  that  are  required  for  the  heating  and  ventilating 
of  this  room,  only  %%  horse  power  are  required  for  heating,  while 
1 1 J4  horse  power  are  required  for  ventilation .  Similarly,  out  of  a 
total  of  3550  horse  power  required  for  warming  and  ventilating 
these  buildings  in  zero  weather,  only  560  horse  power  are  required 
for  the  direct  heating,  while  2990  horse  power  are  needed  for  the 
ventilation.  When  the  outside  temperature  is  higher  these  quan- 
tities are  correspondingly  less,  except  that  the  motor  power,  of 
course,  remains  constant.  For  example,  at  35°  outside  tempera- 
ture, out  of  a  total  power  of  2017  horse  power,  the  direct  heating 
requires  280  horse  power,  the  ventilation  1102  horse  power  for 
heating  the  air,  and  635  horsepower  for  motive  power,  or  1737 
horse  power  for  both.  The  proportionate  amount  of  power  for 
the  ventilation,  as  compared  with  the  total  power,  increases  as  the 
outside  temperature  increases,  and,  as  our  average  temperature 
during  the  heating  season  is  not  far  from  35°,  it  is  fair  to  conclude 
that  the  ventilation  of  these  buildings  costs  about  six  times  as 
much  as  the  heating. 

This  gives  us  a  clear  illustration  of  the  cost  of  ventilation,  and 
an  explanation  of  why,  even  when  the  apparatus  is  provided,  the 
ventilation  is  somewhat  curtailed.  We  sometimes  wonder  why 
our  public  buildings  are  not  better  ventilated,  but  the  explanation, 
when  it  is  not  due  to  ignorance  or  incapacity,  is  found  in  the  ex- 
pense of  the  apparatus  and  in  the  expense  of  operation. 

In  these  six  buildings  we  have  a  total  cubical  contents  of  nearly 
ten  million  cubic  feet ;  we  furnish  and  remove  each  hour  nearly 
fifty  million  cubic  feet  of  air,  and  require  in  zero  weather  about 
3500  horse  power  for  heating  and  ventilating.  As  I  have  told 
you  before,  the  total  boiler  capacity  now  in  the  boiler  house  is 
about  2000  horse  power,  so  that  even  here  the  ventilation  may 
have  to  be  curtailed  in  extremely  cold  weather.  Fortunately, 
however,  zero  weather  is  quite  rare  in  New  York,  and  when  it 
does  come,  we  usually  do  not  notice  slightly  deficient  ventilation ; 
we  are  more  anxious  to  get  heat,  and  for  the  want  of  this  you  will 
never  suffer. 
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I  have  brought  with  me  a  model  of  the  Johnson  temperature 
regulating  apparatus,  which  is  employed  throughout  these  buildings 
to  maintain  a  constant  temperature  in  the  fresh-air  supply  and 
also  in  each  individual  room.  If  you  will  look  at  the  radiators 
you  will  notice  that  each  one  is  provided  with  peculiar  valves 
which  cannot  be  controlled  by  hand.  They  are  controlled  by 
compressed  air,  the  application  of  pressure  closing  the  valves  and 
the  relief  of  the  pressure  permitting  their  being  opened  by  metallic 
springs.  The  pressure  is  applied  to  a  flexible  rubber  diaphragm 
which  presses  on  the  stem  of  the  valve,  and  when  this  pressure  is 
released  the  metallic  spring  raises  the  stem  and  brings  the  flexible 
disc  back  to  its  original  position. 

The  so-calied  thermostat  which  you  see  on  the  wall  is  a  device 
for  controlling  the  supply  of  compressed  air,  connected  by  piping 
with  a  compressed  air  tank  in  the  power  house,  and  with  the 
steam  valves  on  the  radiators.  The  thermostat,  by  means  of  a 
three-way  valve,  admits  the  pressure  to  the  radiator  valves  when 
the  temperature  of  the  room  lises  to  the  desired  point,  and  thereby 
shuts  off  the  steam  supply,  while,  when  the  temperature  falls,  it  re- 
leases the  pressure  and  steam  is  turned  on  again. 

The  motive  power  for  the  three-way  valve  is  also  furnished  by 
compressed  air.  There  is  a  small  air  chamber,  one  side  of  which 
is  an  clastic  diaphragm.  To  this  air  chamber  there  is  a  minute  air 
supply  from  the  compressed-air  piping  and  also  a  minute  air  escape 
to  the  atmosphere.  There  is  also  a  U  shaped  thermostatic  strip, 
made  of  two  metais,  brass  and  steel,  practically  a  metallic  ther- 
mometer, which  is  so  sensitive  to  variation  of  temperature  that 
when  the  temperature  falls  less  than  one  degree  below  the  normal, 
this  thermostatic  strip  closes  the  minute  air  escape,  the  air  chamber 
is  inflated,  and  the  elastic  diaphragm  moves  the  three-way  valve, 
so  that  the  compressed  air  escapes  from  the  radiator  valves  and 
steam  is  turned  on.  Similarly,  if  the  temperature  rises  above  the 
normal  less  than  one  degree  the  thermostatic  strip  opens  the 
minute  air  escape,  which  permits  a  set  of  springs  to  move  the 
three-way  valve  into  the  other  position,  which  admits  compressed 
air  to  the  radiator  valve  and  shuts  off  the  steam.  These  thermo- 
stats may  be  set  at  any  desired  temperature,  and  the  maximum 
variation  from  the  desired  temperature,  when  the  thermostatic  ap- 
paratus is  well  adjusted,  is  one  degree. 

In  the  Columbia  University  Buildings  they  are  used  for  turning 
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on  and  shutting  off  steam  at  the  indirect  heating  stacks,  so  that 
the  air  supply  to  the  Buildings  shall  be  of  uniform  temperature,  and 
also  for  turning  on  and  shutting  off  steam  at  the  radiators,  so  that 
a  uniform  temperature  is  maintained  in  each  room. 

They  may  also  be  used  for  controlling  dampers  in  air  ducts,  as, 
for  example,  where  there  are  two  ducts,  one  supplying  warm  air 
and  the  other  supplying  cold  air,  both  connected  to  the  same 
vertical  flue  and  room. 

The  thermostats  can  be  employed  to  control  dampers  in  these 
ducts,  50  that  eithef  warm  air  or  cold  air  is  admitted  to  the  room 
according  to  its  temperature,  which  is  maintained  at  a  constant 
point.  Such  a  system  may  dispense  with  the  use  of  radiators  en- 
tirely, but  it  is  not  so  well  adapted  to  buildings  like  these.  It  is 
uneconomical  when  heat  alone  is  desired,  and  is  useful,  therefore, 
only  when  ventilation  is  required  at  all  times,  or  where  the  need 
for  heat  and  ventilation  always  occur  simultaneously. 

There  is  only  one  thing  more  I  want  to  say  to  you,  and  that  is, 
I  want  to  tell  you  who  is  the  author  of  the  heating  and  ventilating 
system  in  the  Columbia  University  Buildings.  I  think  we  have 
demonstrated  that  the  system  does  what  we  claim  for  it.  I  think 
it  wilt  work  well  and  satisfactorily,  and  I  have  no  hesitation  in 
saying  so,  because  it  is  not  my  system.  The  system  of  heating 
and  ventilation  in  these  buildings  was  designed  and  planned  by 
Mr.  Alfred  R.  Wolff,  who,  as  a  heating  and  ventilating  engineer,  is 
at  the  head  of  his  profession,  and  it  has  been  my  privilege  to  ex- 
ecute practically  as  perfect  a  system  of  heating  and  ventilating  as 
can  be  secured  in  a  group  of  buildings  of  this  character;  and  I 
mention  Mr.  Wolff,  because  it  is  only  just  that  1  should  give  to 
him  the  credit  of  having  planned  what  I  think  will  be  of  so  much 
benefit  to  you  as  you  go  through  your  college  course.  I  think  you 
will  be  enabled  to  do  so  now  without  seriously  imperiling  your 
health,  which  was  not  the  case  in  my  time,  and  the  credit  for 
whatever  good  you  will  derive  from  it  will  belong  to  Mr.  Wolff.  I 
think  the  College  authorities,  too,  should  be  credited  with  having 
been  liberal  in  the  expenditure  of  money  for  this  purpose.  The 
cost  of  the  heating  and  ventilating  apparatus  in  these  buildings 
represents  a  large  proportion  of  the  total  outlay  of  money  ex- 
pended on  this  block,  so  that  to  President  Low  and  to  Mr,  Dar- 
ling, who  had  the  general  supervision  of  these  matters,  credit  is 
also  due  for  the  appreciation  of  the  importance  of  this  branch  of 
the  work. 
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LIQUID  AIR,    ITS    PRODUCTION  AND   PROPERTIES.' 
By  SAMUEL  A.  TUCKER,  Ph.B..  F.CS. 

Researches  on  the  liquefaction  of  gases  have  been  conducted 
from  the  beginning  of  the  present  century,  and  the  first  gas  which 
was  obtained  in  the  liquid  state  was  chlorine. 

Northmore,  in  1806,  succeeded  in  obtaining  liquid  chlorine  by 
pressure  alone,  and  shortly  afterwards  Faraday  further  investigated 
the  subject  and  was  able  to  liquefy  many  other  gases,  such  as 
ammonia,  hydrochloric  acid,  cyanogen  and  nitrous  oxide.  The 
method  adopted  consisted  in  the  use  of  bent  tubes  of  strong  glass, 
one  end  being  filled  with  a  suitable  mixture  which  on  being  heated 
produced  the  gas  in  question  ;  the  other  limb  of  tube  was  sur- 
rounded by  a  cooling  mixture.  The  gas,  by  means  of  the  cold  and 
pressure,  is  in  this  way  reduced  to  a  liquid.  In  order  to  reduce  a 
gas  to  the  liquid  state  two  things  are  necessary,  viz.,  cold  and 
pressure ;  the  particular  temperature  under  which  a  gas  liquefies 
under  a  given  pressure  is  called  its  critical  temperature,  and  the 
given  pressure  is  its  critical  pressure. 

The  gases  experimented  with  by  Northmore  and  Faraday  were 
those  whose  critical  temperatures  and  pressures  were  easily  ob- 
tained, being  about  zero  degrees  Centigrade  with  a  pressure  vary- 
ing from  one  to  thirty  atmospheres.  Such  a  pressure  is  easily  ob- 
tained in  the  glass  tube  by  the  expansion  of  the  gas. 

Thus  sulphur  dioxide  is  reduced  to  the  liquid  state  when  cooled 
to  zero  with  a  pressure  of  1.53  atmospheres,  and  even  at  ordinary 
atmospheric  pressure  when  cooled  to  —  IO°  C,  which  may  be 
easily  shown  by  passing  dry  sulphur  dioxide  gas  through  a  tube 
surrounded  by  a  mixture  of  ice  and  salt,  when  it  condenses  to  a 
colorless  liquid.  With  the  means  at  Faraday's  disposal  it  was  im- 
possible for  him  to  investigate  the  subject  much  further,  but  in  the 
year  1833  liquefied  carbon  dioxide  was  produced  and  Faraday 
continued  his  researches.  Many  other  gases  were  liquefied,  and  he 
obtained  a  temperature  of  —  1 10°  C,  which  was  the  lowest  tem- 
perature which  had  thus  far  been  reached.  Many  of  the  gases 
liquefied  by  Faraday  are  still  preserved  at  the  Royal  Institution  in 

"From  a  lecture  delivered  before  the  Henrji  Electrical  Society,  at  HATOoe^er  HiU, 
Columbia  Univeraity,  on  April  15,  189S. 
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London,  but  there  were  several  gases,  such  as  oxygen,  nitrogen 
and  hydrogen,  which  it  was  at  that  time  impossible  to  change  to 
the  liquid  state,  and  nothing  more  appears  to  have  been  accom- 
plished until  1877,  when  the  researches  of  Pictet  and  Cailletetwere 
brought  before  the  French  Academy,  on  the  24th  of  December  of 
that  year. 

These  two  cxperimentei"s  worked  independently  and  on  totally 
different  lines.  Pictet  succeeded  in  obtaining  liquid  oxygen  by 
means  of  a  complicated  piece  of  apparatus,  the  low  temperature 
being  produced  by  the  rapid  evaporation  of  liquid  carbon  dioxide. 
This  produced  a  temperature  of  —130°  C,  <tnd  in  order  to  accom- 
plish this  end  he  made  use  of  large  quantities  of  liquid  sulphur 
dioxide,  which  cooled  the  carbon  dioxide  to  —65°;  two  powerful 
pumps  were  used  to  compress  these  gases  and  keep  them  con- 
stantly in  a  state  of  circulation ;  in  this  way  large  quantities  of 
liquid  carbon  dioxide  were  produced,  which  was  caused  to  surround 
a  copper  tube  supplied  with  oxygen  gas  from  a  strong  generator, 
and  by  its  evaporation  lowered  the  temperature  sufficiently  to  re- 
duce the  oxygen  to  the  liquid  state,  the  necessary  pressure  being 
derived  by  the  gas  itself  within  the  tube. 

Cailletet,  however,  worked  on  a  different  principle ;  his  apparatus 
was  much  simpler,  consisting  of  a  powerful  hydraulic  press  capable 
of  producing  a  pressure  of  I.OOO  atmospheres. 

The  oxygen  under  this  great  pressure  was  suddenly  allowed  to 
expand,  this  rapid  expansion  resulting  in  a  very  great  lowering  of 
the  temperatures  of  the  particles  of  the  gas,  the  heat  being  taken 
up  in  the  act  of  expanding. 

Cailletet  succeeded  in  liquefying  both  oxygen  and  carbonic  oxide 
in  this  way,  and  it  is  interesting  to  note  that  at  the  present  time 
the  processes  for  the  production  of  liquid  air  are  based  upon  this 
very  principle,  the  necessary  cold  being  always  obtained  by  ex- 
pansion of  a  portion  of  the  gas  by  a  sudden  dimunition  of  pressure. 
The  method  of  applying  this  principle  is  changed,  however,  in  the 
modern  forms  of  apparatus. 

It  was  not  until  1SS3  that  much  more  was  done;  in  this  year 
Wrobleski  and  Olszewski  both  succeeded  in  producing  liquid 
oxygen.  These  experimenters  used  apparatus  more  on  a  line  with 
Pictet;  the  low  temperature  was  not  produced  by  the  expansion  of 
the  gas  itself,  but  by  means  of  boiling  liquid  ethylene.  Their  re- 
searches were  conducted  in  a  very  thorough  manner,  and  much  of 
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our  data  on  the  physical  properties  of  matter  at  low  temperatures 
is  derived  from  their  work. 

Only  minute  quantities  of  liquefied  gases  were  produced,  but 
their  investigations  cover  a  very  wide  range  of  substances  exam- 
ined, and  a  careful  record  was  kept  of  temperatures  for  all  their 
experiments. 

They  studied  the  effect  of  extreme  cold  upon  substances  which 
had  hitherto  resisted  efforts  to  be  frozen,  such  as  absolute  alcohol, 
which  was  found  to  congeal  at  —130.5°  C,  and  carbon  disulphide, 
which  was  solidified  by  a  temperature  of  —116°  C. 

Besides  liquid  oxygen  they  obtained  liquid  nitrogen  and  found 
it  to  be  colorless, and  with  it  they  reached  a  temperature  of  —225° 
C.  by  its  evaporation  in  vacuo.  In  1884  they  appear  to  have  ob- 
tained liquid  hydrogen  independently. 

But  up  to  the  year  1 890  only  small  quantities  of  the  so-called 
permanent  gases  were  produced  in  the  liquid  state ;  thus,  in  1884. 
Olsweski  mentions  a  yield  of  6 cc. of  liquid  air.  In  i890,ho\vever. 
Professor  Dewar,  with  much  greater  facilities,  produced  liquid  air 
and  liquid  oxygen  in  large  quantities,  and  it  is  to  his  investigations 
that  we  are  indebted  for  the  most  complete  information  in  regard 
to  researches  at  low  temperatures.  These  researches  were  carried 
on  in  the  laboratory  in  the  Royal  Institution. 

His  apparatus  is  constructed  more  after  the  manner  of  Pictet, 
for  the  cooling  agent  employed  was  at  first  liquid  carbon  dioxide ; 
later  on  he  made  use  of  liquid  ethylene  instead.  The  oxygen  to  be 
liquefied  is  under  a  pressure  of  lOO  atmospheres,  and  in  passing 
through  coils  of  copper  tubes  surrounded  by  the  carbon  dioxide  is 
reduced  to  the  liquid  state.  He  in  this  way  produced  liquid  oxy- 
gen, as  well  as  liquid  air,  in  much  larger  quantities  than  any  pre- 
vious experimenters.  This  apparatus,  as  it  appears  at  present, 
comprises  a  powerful  gas  engine,  which  gives  the  power  to  the 
pumps  for  compressing  the  ethylene,  and  also  the  air  or  oxygen 
for  liquefaction,  and  the  liquefier,  which  is  a  coil  of  copper  tube 
surrounded  by  boiling  ethylene.  With  this  apparatus  it  is  possible 
to  produce  a  litre  of  liquid  air  in  about  two  hours. 

The  manufacture  of  the  ethylene  is  troublesome  and  expensive, 
as  it  takes  100  pounds  of  liquid  ethylene  for  the  proper  working 
of  the  apparatus.  This  is  all  made  from  alcohol  and  sulphuric  acid, 
and  is  attended  with  much  danger,  besides  giving  a  very  poor 
yield,  certainly  not  over  20'fc  ■    Dewar's  liquefier  is  shown  in  Fig.  i 
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for  use  with  carbon  dioxide.  Mr. 
Charles  E.  Tripler,  in  1890,  pro- 
duced liquid  air  with  an  exceedingly 
simple  form  of  apparatus,  and  his 
present  plant  differs  only  in  size 
from  the  one  originally  introduced. 
The  air  is  compressed  by  means 
of  a  three-part  pump  which  is  op- 
erated by  a  40-horse-power  engine. 
The  first  compression  is  at  60  lbs., 
the  second  at  750,  and,  finally,  the 
pressure  is  raised  to  2,000  lbs.  to 

the  square  inch.     The  compressed     i  9 

air,  which  has  now  become  heated 
by  the  compression,  passes  through 
a  tube  surrounded  by  running  wa- 
ter, which  takes  up  most  of  the 
heat ;  it  then  passes  through  a  filter 
to  the  liquefier  which  is  shown  in 
Fig.  2,  which  consists  of  a  coil  of 
copper  tube    into   which   the   gas 

flows.     Under  a  pressure  of  2.000   "— li^'^'-IHS^iJ.^^SSSSr'''^' 

Fio.  I. 

lbs.  a  portion  is  allowed  to  escape  by  means 
of  a  specially  constructed  valve  through  a 
small  opening ;  the  low  temperature  thus  pro- 
duced easily  liquefies  the  compressed  gas 
within  the  tube,  the  liquid  air  flowing  out  in 
large  quantities  after  a  short  time  from  the 
outlet  pipe.  With  this  apparatus  several  gal- 
lons of  liquid  air  can  be  produced  per  hour. 

At  Aix  la  Chapelle  it  is  said  they  are  con- 
structing a  plant  for  the  production  of  liquid 
air  by  the   Linde  system  on  a   large   scale, 
which  is  to  be  applied  to  an  improvement  in 
Fic.  3.  the  manufacture  of  chlorine  by  the  Deacon 

process,  but  up  to  this  time  Dr.  Linde's  pro- 
cess, although  producing  liquid  air  in  considerable  quantities, 
cannot  be  said  to  rank  with  Tripler's.  The  Linde  process  is  essen- 
tially the  same,  the  cold  being  produced  by  the  expansion  of  the 
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compressed  gas  through  a  small  aperture,  but  the  best  yield  ap- 
pears to  be  0-9  litres  of  liquid  air  per  hour.  It  will  be  seen  that 
neither  of  these  processes  differ  much  from  that  of  Cailletet  in 
1877,  although  in  output  they  far  exceed  anything  that  was  then 
possible. 

II  [    ^'  A       \         Before  discussing  the  properties  of 

liquid  air  it  will  be  well  to  draw  at- 
tention to  the  following  table  of  con. 
stants  of  liquefied  gases,  derived 
mainly  from  the  researches  of  Ols- 
zewski. 

It  was  noticed  by  Wroblewski  in 
1SS4  that  in  the  liquefaction  of  at- 
mospheric air,  its  behavior  was  differ- 
ent from  that  of  a  simple  and  regular 
gas,  and  this  is  what  we  would  nat- 
urally expect,  in  as  much  as  the  air 
is  a  mechanical  mixture  of  several 
gases  with  different  boiling  points. 
As  it  is  first  formed,  unless  previously 
washed  by  passing  the  gas  through 
caustic  soda,  the  liquid  appears  some- 
what cloudy,  from  separation  of  par- 
ticles of  solid  carbon  dioxide,  but  by 
passing  it  through  an  ordinary  paper 
filter  we  obtain  a  light  liquid,  perfectly 
clear  and  of  a  slightly  bluish  tinge. 

On  standing  in  a  vessel  exposed  to 
the  air  it  at  first  boils  violently  from 
contact  with  the  sides  of  the  vessel, 
but  after  a  few  seconds  it  remains  in 
a  quiet  state  of  ebullition.  The  nitro- 
gen, having  a  much  lower  boiling 
point  than  oxygen  and  argon,  natur- 
ally boils  off  first,  so  that  we  have  a 
fractional  distillation  constantly  go- 
ing on, the  liquid  becoming  more  and 
more  concentrated  in  oxygen,  and 
after  a  short  time  we  have  what  is  es- 
sentially liquid  oxygen. 
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Professor  Dewar  early  noticed  the  difficulty  of  preserving  liquid 
air  in  ordinary  vessels,  as  it  soon  boiled  away  by  the  radiant  heat 
from  surrounding  objects,  and  he  set  himself  to  work  to  discover 
the  best  means  of  retaining  it.  It  is  quite  impossible  to  store  the 
liquid  in  metallic  cylinders,  for  it  soon  exerts  a  tension  which  is 
capable  of  bursting  the  strongest  that  it  is  possible  to  construct. 
Dewar  found,  however,  that  it  could  be  retained  in  a  vacuum 
jacketed  vessel  for  a  much  longer  time  than  in  those  which  were 
not  surrounded  by  a  vaccuum. 

Some  of  these  vessels  are  shown  in  Fig,  3,  and  tests  were  made  ia 


Fig.  3. 

order  to  test  their  efficiency.  This  is  a  very  simple  matter,  as  the 
volume  of  gas  given  off  in  a  certain  time  from  the  vacuum  vessel 
can  be  easily  compared  to  the  volume  from  an  ordinary  vessel; 
thus  he  obtained  the  following  results  : 

Liquid  oxygen,  vacuum  vessel  170  cc.  gas  per  minute. 
"  "       ordinary  vessel  840  cc.      "  " 

The  next  improvement  made  in  the  apparatus  was  in  silvering 
the  walls  of  the  containing  vessel.  It  had  already  been  assumed 
that  at  the  temperature  of  boiling  oxygen  a  bright  metallic  coat- 
ing would  be  quite  transparent  to  radiant  heat.     Such,  however, 
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did  not  prove  to  be  the  case,  and  when  a  vacuum  is  used  in 
conjunction  with  silvering,  we  have  the  most  efficient  means  of 
storing  liquid  gases  which  exists.  Many  experiments  were  made 
to  prove  this,  and  it  was  found  that  even  when  a  vessel  was  used 
which  was  constructed  with  three  separate  vacuum  spaces,  6o^  of 
of  the  influx  of  heat  was  cut  ofT,  as  against  o^'^,  using  a  single- 
wall  vacuum  which  was  silvered. 

Such  vessels  will  retain  liquid  oxygen  for  many  hours,  but  it 
gradually  boils  off  even  from  the  best  apparatus  which  can  be  made. 
The  specific  gravity  of  liquid  air  is  easily  shown  by  pouring  some 
upon  the  the  surface  of  water  contained  in  a  large  flask.  At  first 
the  liquid  floats  upon  the  surface,  boiling  violently,  but  in  a  few 
moments,  the  nitrogen  having  boiled  away,  the  oxygen  sinks  in 
the  water  in  large  spheres  which  rise  and  fall,  being  partly  buoyed 
up  by  the  escaping  gas.  The  specific  gravity  of  liquid  nitrogen  is 
0.885,  whereas  that  of  liquid  oxygen  is  1. 124,  which  accounts  for 
this  effect. 

The  cooling  properties  of  liquid  air  are  among  the  most  striking, 
for  substances  immersed  in  it  are  reduced  to  a  temperature  of  at 
least  —182°  C,  resulting  in  a  complete  change  of  their  physical 
behavior.  Rubber  or  sheet  iron  are  made  so  brittle  that  they  can 
be  broken  like  glass  by  a  blow,  and  a  flower  exposed  to  such  a 
temperature  has  each  leaf  frozen,  still  in  the  form  that  it  originally 
appeared,  but  so  brittle  that  the  slightest  touch  crumbles  it  to 
pieces.  Absolute  alcohol  is  first  reduced  to  a  pasty  consistency 
by  being  brought  in  contact  with  liquid  air,  and  gradually  changes 
to  a  solid.  Mercury  is,  of  course,  frozen  with  the  greatest  ease, 
and  may  be  cast  into  ingots  of  any  desired  form  for  experimental 
purposes  in  regard  to  tensile  strength. 

When  the  hand  is  brought  in  contact  with  the  liquid  one  would 
naturally  suppose  that  the  flesh  would  be  instantly  frozen;  such, 
however,  is  not  the  case,  because  the  heat  of  the  hand  causes  a 
film  of  gas  to  be  formed  at  the  surface  of  the  skin,  which  for  a 
short  time  protects  it.  If  good  contact  does  take  place  the  result 
is  a  severe  sore,  which  generally  lasts  for  several  days. 

The  projection  of  a  jet  of  steam  over  the  surface  of  liquid  air  freezes 
the  gas  in  a  moment,  the  ice  particles  falling  like  a  miniature  snow 
storm,  and  it  is,  indeed,  a  sudden  transition  of  temperature,  for  901 
degrees  Centigrade  are  lost  in  a  moment  when  we  consider  that  the 
latent  heat  of  steam  is  540°,  from  water  at  lOO'^  to  ice  at  zero  179^ 
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more  are  lost,  and  finally  that  the  ice  itself  is  cooled  to  the  tempera- 
ture of  liquid  oxygen  or  —  182.  The  most  intense  cold  is  produced 
by  the  rapid  evaporation  of  liquefied  gases,  and  liquid  oxygen  or  air 
may  be  solidified  by  evaporating,  say,  a  litre  of  the  liquid  in  vacua. 
By  the  time  the  volume  has  been  reduced  to  half  a  litre  the  mass 
has  become  a  solid  of  jelly  consistency,  and  may  be  preserved  in 
this  way  for  some  time,  provided  a  tolerable  vacuum  is  kept  up 
with  a  good  mercury  pump.  On  exposure  the  solid  air  melts 
almost  immediately.  Liquid  hydrogen  may  even  be  produced  by 
first  coohng  the  gas  under  a  pressure  of  200  atmospheres  by  means 
of  liquid  oxygen,  and  then  allowing  it  to  expand  over  a  regenera- 
tion coil,  when  a  portion  of  the  hydrogen  changes  to  the  liquid  state, 
some  of  which  can  be  collected  in  a  vessel  placed  beneath.  It  is 
difficult  to  keep  it  for  any  length  of  time,  as  it  boils  violently,  be- 
sides being  in  a  constant  state  of  motion  from  the  force  with  which 
it  is  projected  from  the  coil. 

Liquid  oxygen,  when  placed  in  this 
liquid  hydrogen,  instantly  assumes  the 
solid  form,  which  is  that  of  a  hard,  opaque 
mass.  The  latent  heat  of  volatilization 
of  liquid  oxygen  was  found  by  Dcwar 
to  be  80  units,  and  the  apparatus  which 
he  constructed  for  the  purpose  of  deter- 
mining this  is  shown  in  Fig.  4. 

The  volume  of  gas  given  off  by  add- 
ing a  known  weight  of  mercury  at  a  cer- 
tain temperature  corresponds  to  the  lat- 
ent heat. 

It  will  be  noticed  from  the  drawing 
that  the  inner  tube  containing  the  liquid 
under  examination  is  perfectly  isolated 
from  all  external  sources  of  heat  by  be- 
ing jacketed  with  a  vessel  containing 
the  same  liquid,  which  is  in  turn  sur- 
rounded by  a  vacuum  wall.  "^'  ■*■ 

The  same  apparatus  may  be  used  to  determine  the  specific  heat. 
The  inner  vessel  is  this  time  exhausted  by  means  of  a  pump  to  }^- 
inch  pressure ;  the  manometer  is  then  connected  by  turning  the 
three-way  cock  and  mercury  introduced  from  the  reservoir  above 
the  inner  compartment,  until  the  pressure  shown  by  the  manometer 
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is  the  same  as  that  of  the  atmosphere.  From  this  we  know  the 
amount  of  heat  necessary  to  raise  a  given  quantity  of  liquid  from 
its  boiling  point  under  j4-inch  pressure  to  its  boiling  point  under 
normal  pressure.  In  this  way  the  mean  specific  heat  of  liquid 
oxygen  was  found  to  be  0,39  between  —198  and  —182.  It  has 
been  noticed  that  in  the  solidification  of  many  organic  substances 
by  liquid  air,  some  assume  a  crystalline  form,  such  as  carbon 
disulphide  and  carbon  tetra  chloride,  whereas  a  larger  number,  as 
alcohol,  turpentine,  chinoUne,  picoline,  etc.,  appear  as  glassy  solids. 
The  addition  of  a  few  drops  of  carbon  tetrachloride  to  alcohol 
causes  it  to  freeze  as  a  clear  solid,  and  it  has  been  suggested  that 
these  properties  may  be  used  with  advantage  for  investigation  in 
regard  to  o'rganic  substances.  The  property  of  rubber  to  expand 
on  cooling  is  well  shown  by  stretching  a  thin  piece  of  sheet  rub- 
ber over  the  wide  end  of  a  glass  funnel,  when,  on  the  application  of 
a  little  liquid  air,  the  surface  will  become  wrinkled.  On  resuming 
a  normal  temperature  the  elasticity  of  the  rubber  is  in  no  way  im- 
paired. Liquid  air  gives  us  the  means  of  producing  vacua  of  the 
highest  degree.  It  is  well  known  that  in  the  production  of  an  or- 
dinary vacuum  by  means  of  even  the  best  mercury  pumps,  there  is 
always  some  mercury  vapor  left  in  the  vessel,  which  exerts  an  ap- 
preciable tension. 

If,  however,  the  surface  of  the  vessel  is  brought  in  contact  with 
liquid  air,  the  residual  mercury  vapor  is  condensed  at  the  point  of 
contact  of  the  liquid  air  and  the  vacuum  is  increased  to  a  remark- 
able degree.  We  have  taken  an  ordinary  Crookes  tube  used  for 
X-rays  work,  and  by  means  of  a  few  drops  of  liquid  air,  the  vacuum 
was  increased  to  such  an  extent  that  the  passage  of  electricity  was 
entirely  prevented,  and  it  can  be  so  arranged  that  by  placing  a  few 
drops  of  liquid  air  in  an  indenture  of  the  tube,  the  discharge  will  be 
stopped  in  the  tube,  passing  between  terminals  placed  at  the  proper 
distance  outside. 

Extreme  cold  certainly  does  not  stop  the  subsequent  putrefaction 
of  unsterilized  organic  matter,  for  Professor  McKendrick  exposed 
sealed  tubes  containing  milk,  blood  and  fish  to  a  temperature  of 
—  i82^C.  for  an  hour,  all  of  which  became  putrid  when  brought 
back  to  ordinary  temperatures.  Neither  does  it  prevent  chemical 
action,  as  the  experiment  was  tried  of  exposing  a  rapid  Eastman 
photographic  plate  in  a  camera  to  the  same  temperature,  which,  on 
development,  produced  a  good  photograph. 
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Dewar  found  great  difficulty  in  determining  the  thermal  trans- 
parency; the  glass  vessels  used  affected  the  results  considerably, 
and  the  use  of  rock  salt  was  found  to  be  impractical. 

The  approximate  results,  however,  are  given  below;  taking 
chloroform  as  unity  and  correcting  for  differences  of  refractive 
index,  the  numbers  indicate  the  heat  transmitted. 

Chloroform,  i.o 

Carbon  disulphide,  1.6 

Liquid  oxygen,  0.9  ' 

Liquid  nitrous  oxide,  0.93 

Liquid  ethylene,  0,60 

Ether,  O-SO' 

It  will  be  seen  that  liquid  oxygen  is  almost  as 
transparent  to  heat  as  chloroform,  which  is  one  of 
the  most  transparent  liquids. 

The  capillarity  of  liquid  oxygen  was  found  to  be 
one-sixth  that  of  water;  it  is  also  a  very  high  insu- 
lator of  electricity ;  so  much  so  is  this  the  case  that 
a  discharge,  giving  a  spark  gap  of  25  millimeters  in 
the  air,  wilt  only  cover  a  distance  of  one  millime- 
ter in  liquid  oxygen.  Uewar's  investigations  into 
the  tensile  strength  of  materials  at  low  tempera- 
tures is  interesting,  but  was  attended  with  con- 
siderable difficulty.  The  supply  of  liquid  oxy- 
gen had  to  be  large,  as  not  only  the  material  ex- 
perimented with,  but  the  steel  jaws  of  the  testing 
machine  had  to  be  immersed  in  it,  as  will  be  seen 
from  Fig.  5.  The  results  obtained  are  given  in 
the  accompanying  tables,  the  tensile  strength  in 
most  cases  having  been  greatly  increased  by  the 
cooling. 
Breaking  stress  in  pounds : 

MeUlIic  wires 
at  15O  C 


0.09S  Inch  diameter 
»t  — 182O  C. 


320 
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Breaking  stress  in  pounds  cast : 

Metallic  tes 

t-pieceso 

.a  inch  diameter 

at  15°  C. 

at  — tSaO  C. 

Tin 

zoo 

390 

Lod 

77 

170 

Zinc 

IS 

s6 

Mercury 

3> 

Bismuth 

60 

30 

Antimony 

61 

30 

Solder 

300 

645 

Woods 

FuMble  metal 

140 

450 

A  good  way  of  showing  the  increased  tensile  strength  of  metals 
is  to  cool  a  spiral  of  lead  wire  in  liquid  air,  which  retains  for  some 
time  this  property  and  will  support  a  heavy  weight ;  but  as  it  grad- 
ually becomes  heated  to  ordinary  temperature  the  weight  falls  as 
the  spiral  elongates. 

The  optical  effects  of  liquid  air  are  extremely  curious.  That  it 
is  transparent  to  both  heat  and  light  is  easily  shown  by  passing  a 
strong  beam  from  the  electric  arc  through  a  bath  of  liquid  air, 
which,  on  being  brought  to  a  foctis,  easily  ignites  tinder  or  paper. 
It  seems,  at  first,  strange  to  think  that  the  heat  rays  are  passing 
through  a  medium  from —iSo  to  —190°  Centigrade.  The  spec- 
trum of  liquid  oxygen  is  continuous  and  shows  all  the  absorption 
bands,  and  the  effect  of  cooling  on  certain  bodies  brings  about  a 
remarkable  state  of  phosphorescence  and  fluorescence.  It  will  be 
remembered  that  this  property  is  due  to  the  less  refrangible  por- 
tion of  the  spectrum  than  the  exciting  rays,  and  depends  upon  the 
intensity  of  the  source  of  light ;  and  what  we  understand  by  phos- 
phoresence  is  the  property  of  emitting  a  glow  for  a  long  time, 
whereas  fluorescence  is  only  continued  for  a  short  period.  The 
effect  of  extreme  cold  seems  to  give  this  property  of  fluorescence  to 
those  substances  which  do  not  exhibit  it  at  ordinary  temperatures, 
for  substances  which  are  strongly  fluorescent  or  phosphorescent  at 
normal  temperatures  are  completely  deprived  of  this  property  by 
being  cooled  to  temperatures  far  above  that  of  liquid  air.  Thus 
calcium  sulphide  which  is  phosphorescent  at  15°  C.  is  rendered 
inert  by  being  cooled  to  a  temperature  of  —80°  C,  but  when 
heated  again  it  resumes  its  former  activity.  Most  organic  com- 
pounds show  a  bluish  green  phosphorescence  when  brought  to  a 
temperature  of  — i8o°  C;  such,  for  example,. are  gelatine,  India 
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rubber,  ivory,  celluloid  and  paraffin.  The  alkaloids  also  become 
phosphorescent,  and  nicotine  is  rendered  more  so  than  either  quino- 
line  or  pyridin. 

Colored  salts  are  often  completely  deprived  of  color ;  such  is  the 
case  with  iodide  of  mercury.  Of  the  organic  bodies  those  which 
show  the  most  exceptional  powers  of  phosphorescence  are  benzo- 
and  aceto.phenon.asparagin  and  phthalic  anhydride  ;  aceto-phenon 
being  the  most  phosphorescent  substance  at  low  temperatures  of 
organic  nature,  while  the  platino  cyanides  exceed  all  others  in  the 
inorganic  compounds.* 

The  refraction  index  of  liquid  air  for  the  D  ray  is  1.2053  ^^^ 
for  liquid  nitrogen  it  is  i  .2062.  Faraday,  in  his  researches  on  mag- 
netism, used  the  lowest  temperature  which  it  was  then  possible 
to  obtain,  by  evaporating  liquid  carbon  dioxide  with  ether  in  a 
vacuum  ;  such  a  combination  gives  a  temperature  of  —  1  io°C.  But 
he  was  unable  to  give  the  property  of  magnetism  to  those  sub- 
stances which  were  not  already  endowed  with  it ;  neither  was  iron 
made  non-magnetic,  as  he  thought  might  prove  to  be  the  case. 
Liquid  oxygen,  however,  is  decidedly  magnetic,  and  its  magnetic 
moment  is  as  l  to  1,000  as  compared  with  iron.  This  property  is 
well  shown  by  means  of  a  powerful  electro- magnet,  whose  poles 
are  bent  slightly  downwards;  on  putting  a  small  vessel  of  liquid 
oxygen  beneath,  it  is  actually  drawn  up,  forming  a  bridge  of  the 
hquid  between  the  poles.  On  breaking  the  circuit  it  instantly  falls, 
just  as  a  piece  of  iron  would. 

It  might  be  supposed  that  this  property  would  give  a  means  of 
separating  the  constituents  of  liquid  air,  by  attracting  the  oxygen 
away  from  the  nitrogen  by  a  magnet.  But  it  is  found  that  the 
nitrogen  is  retained  by  the  oxygen,  although  in  itself  it  is  non- 
magnetic. Prof.  Trowbridge's  investigations  pointed  to  the  fact 
that  the  magnetic  moment  of  a  permanent  magnet  was  diminished 
50%  by  cooling  to  —So*. 

Dewar,  however,  has  proved  that  by  cooling  to  —183°  C. 
and  subsequently  reheating  there  is  considerable  variation  in  the 
magnetic  moment  produced,  depending  upon  the  particular  magnet 
used,  but  that  if  this  treatment  is  repeated  a  few  times,  the  results 
become  constant  and  the  magnetic  moment  is  increased  to  from 
30  to  50%.     In   regard   to   alteration  in  electrical  conductivity, 

*  Dewar,  Proc.  Chem.  Soe  ,  1894,  p.  171. 
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Dewar  and  Fleming  have  carried  out  an  investigation  which  has 
led  to  some  important  results. 

It  is  easy  to  show,  as  we  have  done  for  lecture-room  experi- 
ment, that  the  effect  of  cooling  results  in  a  dimunition  in  the  re- 
sistance, by  simply  using  a  coil  of  fine  iron  wire,  which,  at  ordinary 
temperatures,  allows  just  sufficient  current  to  pass  to  produce  a 
moderate  glow  in  an  ordinary  incandescent  lamp.  On  plunging 
the  coil  in  liquid  air  the  lamp  will  glow  with  the  utmost  brilliancy. 

Experiments  were  tried  by  Dewar  and  Fleming  on  a  large  num- 
ber of  metals  and  alloys  and  great  difficulty  was  encountered  in 
obtaining  metals  of  absolute  purity,  for  the  slightest  trace  of 
another  metal  or  of  a  foreign  body  affects  the  results  greatly. 

The  metals  used  were  drawn  into  wires,  from  i  to  2  meters  long 
and  from  -jJj  to  ^  a  millimeter  in  diameter,  which  were  coiled 
loosely  about  a  small  piece  of  mica,  the  connections  being  made 
with  stout  copper  conductors.  The  resistance  was  determined  at 
five  points,  viz. : 
200°  C. 

100°  C,  the  temperature  of  boiling  water. 
0°  C,  the  temperature  of  melting  ice. 

—78°  C,  temperature  produced  by  combination  of  liquid  carbon 
dioxide  and  ether. 
—  182°,  temperature  of  liquid  oxygen. 

The  temperature  was  measured  by  a  platinium  pyrometer,  and 
the  results  point  to  the  conclusion  that  all  pure  metals  become 
perfect  conductors  of  electricity  at  the  absolute  zero  of  temper- 
ature, and  a  glance  at  the  plotted  curves.  Fig.  6,  show  this  very 
graphically . 
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The  conductivity  of  copper  surpasses  that  of  silver  at  low  tem- 
peratures, and  the  marked  difference  in  conductivity  is  apparent  if 
we  take  two  wires,  one  of  copper,  the  other  of  iron,  and  of  the  same 
length  and  thickness  which  will,  at  ordinary  temperatures,  show  the 
iron  to  have  six  times  the  greater  resistance,  but  at  the  temper- 
ature of  liquid  air  it  will  be  found  that  the  iron  wire  at  —1 86° 
C.  has  30%  less  resistance  than  the  copper  at  15°  C. 

It  is  interesting  to  note  that  the  poorest  conductors  among  the 
metals  are  those  having  the  highest  atomic  volumes  together  with 
large  valency.  The  determination  of  resistance  of  metals  at  low 
temperatures  from  what  has  been  said  in  regard  to  the  effect  of 
impurities  gives  a  means  scarcely  less  accurate  than  the  spectro- 
scope for  the  identification  of  foreign  bodies.  In  the  case  of  car- 
bon it  was  found  that  cooling  increased  the  electrical  resistance. 

The  influence  of  temperature  on  the  conductivity  of  alloys  is 
much  less  marked  than  with  pure  metals,  as  they  seem  to  show  a 
fairly  constant  temperature  coefficient  over  a  very  wide  range  of 
temperature. 

The  effects  of  liquid  oxygen  in  promoting  combustion  are  very 
striking,  a  piece  of  wool  or  cotton  saturated  with  it  burning  with 
the  greatest  rapidity,  and  when  confined,  on  being  ignited,  the  ex 
plosive  force  is  scarcely  less  than  that  of  gun-cotton. 

A  rod  of  carbon  heated  to  whiteness  in  the  electric  arc  continues 
to  burn  with  an  intense  light  when  plunged  into  the  liquid,  the 
carbon  dioxide  actually  solidifying  around  the  point  as  it  is  formed. 

We  have  here  a  remarkable  contrast  of  temperature  side  by  side, 
on  the  one  hand  a  cold  of  — i82°C.  of  the  liquid  oxygen,  and  on 
the  other  carbon  raised  to  a  state  of  incandescence,  which  is  proba- 
bly not  far  from  2CDoo°  C. 

Thus  far  no  industrial  uses  have  been  put  to  liquid  air,  yet  it 
does  not  seem  improbable  but  that,  when  it  is  made  more  cheaply 
there  will  be  many  applications  to  which  it  can  be  applied.  As  a 
refrigerating  medium  it  may  be  possible  to  apply  it  to  the  exclu- 
sion of  all  the  present  systems  for  the  production  of  cold,  for  be- 
sides producing  an  excessively  low  temperature,  it  adds  nothing 
injurious  to  the  atmosphere  on  evaporation. 

It  has  already  been  mentioned  that  the  tension  on  changing  to 
the  gaseous  state  is  so  great  that  as  yet  no  vessels  can  be  made 
sufficiently  strong  to  stand  it,  as  one  volume  of  liquid  air  produces 
748  volumes  of  gas,  but  it  is  not  unreasonable  to  suppose  that  a 
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way  may  be  discovered  by  which  this  power  may  be  utilized.  It 
certainly  would  necessitate  the  use  of  engines  of  peculiar  construc- 
tion. 

From  the  researches  on  electrical  conductivity  there  may  be 
commercial  applications  to  which  liquid  air  can  be  put,  as  it  is  to 
be  remembered  that  at  the  present  day  perhaps  the  largest  part  of 
the  capital  of  electrical  companies  is  applied  to  copper  conductors, 
and  if  a  practical  means  were  discovered  for  reducing  the  amount 
of  this  copper  used,  great  changes  would  certainly  be  brought 
about  in  electrical  management.  From  a  scientific  point  of  view 
the  production  of  liquid  air  gives  us  a  means  of  inquiry  as  to  the 
physical  states  of  matter,  which  opens  up  a  very  large  field  of  re- 
search of  the  greatest  interest. 


BETWEEN  THE  MINE  AND  THE  SMELTER— A  LEC- 
TURE DELIVERED  BEFORE  THE  GRADUATING 
CLASS  OF  THE  SCHOOL  OF  MINES. 

Bv  ALBERT  R.  LEDOUX,  A.M..  M.S.,  Ph.D. 

Gentlemen  :  It  is  probable  that  the  majority  of  you  upon 
graduation  will  seek  positions  either  at  the  mines  or  metallurgical 
works  of  our  Great  West  or  British  Columbia,  and  the  course  you 
have  taken  at  Columbia  University  has  amply  prepared  you  to 
apply  practically  in  the  field  the  instruction  here  provided.  But 
there  are  in  all  professions  practical  points  which  can  be  learned 
from  no  book,  which  are  not  taught  in  college  lectures,  and  I  have 
been  requested  to  speak  to  you  this  morning  as  a  practical  man 
who  has  had  some  twenty  years'  experience  since  leaving  the 
School  of  Mines,  in  lines  of  work  connected  with,  or  rather  con' 
ntcting,  mining  and  metallurgy.  I  have  chosen  for  my  subject: 
"Between  the  Mine  and  the  Smelter,"  and  shall  discuss  it  under 
two  head^  the  first  being  general  and  commercial,  and  the  second 
specific  and  technical. 

I. 

Mr.  Walter  B.  Devcreux,  one  of  the  most  successful  of  metallur- 
gists graduated  from  the  old  School  of  Mines,  has  in  his  lectures 
supplemented  from  his  lai^e  experience  what  your  permanent  in- 
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structors  have  told  you  of  conditions  necessary  to  be  carefully  con- 
sidered before  deciding  whether  your  smelter  or  mill  shall  be 
erected  at  the  mine  or  at  some  distant  point — questions  of  fuel, 
water  supply,  hauling,  etc. 

Let  us  suppose  that,  as  in  nine  cases  out  of  ten  is  the  fact,  you 
have  decided  to  locate  a  smelter  at  a  point  where  fluxes  and  fuel 
are  more  available  than  at  the  mine,  or  to  ship  your  ore  to  some  cus- 
tom works,  at  a  point  so  distant  in  either  event  that  it  necessitates 
railway  transportation.  The  first  problem  which  will  usually  con- 
cern you  will  be  that  of  freight  contracts.  There  are  some  rail- 
roads, like  the  Great  Northern,forinstance,  that  were  built  through 
an  almost  uninhabited  country  with  the  express  purpose  of  build- 
ing up  that  country  and  reaping  profits  in  future,  and  such  roads 
make  very  liberal  rates  to  miners  and  smelters  along  their  lines,  as 
well  as  to  other  settlers.  But  there  are  other  roads  primarily  built 
perhaps  to  secure  land  grants,  or,  which  run  from  one  populous 
district  to  another,  almost  regardless  of  grades,  and,  to  some  ex- 
tent, of  distance;  the  longer  the  distance  the  more  land  to  be  ob- 
tained from  the  government.  The  policy  governing  such  roads 
has,  generally  speaking,  been  unfavorable  to  industrial  develop- 
ment, unless  indeed  at  points  where  some  of  the  gentlemen  inter- 
ested in  the  railroad  were  interested  in  the  local  development. 

When  myfirmbegan  receiving  shipments  from  Montana,  in  1880, 
the  freight  rates  were  from  ^o  to  $60  a  ton.  They  probably  do 
not  exceed  ^18  at  this  time.  One  of  the  most  conspicuous  in- 
stances of  the  separation  for  economic  reasons  of  works  and  mines 
is  that  of  the  Boston-Montana  Company,  in  the  State  of  Montana. 
Their  mines  are  at  Butte,  and  their  works  at  Great  Falls,  a  dis- 
tance of  175  miles  apart,  with  one  of  the  main  ranges  of  the  Rocky 
Mountains  bet^veen.  At  Great  Falls  was  unlimited  water  power 
and  cheap  fuel;  at  Butte  was  not  enough  water  for  concentration, 
and  expensive  fuel.  Before  the  works  at  Great  Falls  were  started 
a  freight  contract  was  entered  into,  the  rates  of  which  are  popu- 
larly supposed  to  be  not  much  over  jfll.00  per  ton  of  ore  for  this 
17s  miles  of  haul  over  an  elevation  of  6,cxX)  feet.  By  way  of  con- 
trast, I  examined  a  mine  in  Nevada,  only  100  miles  from  fuel  and 
water  by  rail ,  but  ^3.50  per  ton  was  the  lowest  freight  named  for  a 
seven  per  cent,  copper  ore. 

Recently  competition  between  railroads  and  falling  prices  for 
metals  have  introduced  into  the  question  of  transportation  a  new 
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factor,  that  of  the  application  to  ores  of  the  "  milling  in  transit " 
applied  to  wheat.  You  know  that  a  railroad  will  take  a  contract 
to  carry  wheat  from  Dakota  to  New  York  at  a  certain  price,  con- 
senting that  the  wheat  shall  be  stopped  at  Minneapolis,  turned 
into  flour,  packed  in  barrels,  and  the  flour  go  forward  under  the 
original  contract.  There  are  likewise  shipments  of  ores  in  which 
the  freight  contract  is  based  upon  the  number  of  pounds  of  cop- 
per and  lead  which  they  contain,  as  determined  by  assay,  the  con- 
tract covering  the  transportation  of  the  ore  from  the  mine  to  the 
smelter  in  the  Middle  West  and  the  bullion  from  the  smelter 
to  the  Eastern  market;  all  considered  under  one  contract,  not 
completed  until  the  bullion  is  delivered.  You  can  readily  see  the 
necessity  for  carefully  considering  the  question  of  transportation 
before  deciding  where  to  locate  works,  from  this  brief  outline. 

There  is  still  another  question  of  transportation  which  has  been 
often  overlooked  by  producers  of  precious  metals  by  smelting, 
whose  product  is  in  the  form  of  rich  lead  or  copper  bullion ;  and 
when  I  have  suggested  that  it  was  worthy  of  consideration  I  have 
been  met  sometimes  with  incredulity  until  the  interested  parties 
began  to  figure :  that  is  the  difference  between  freight  and  express 
rates  on  precious  metals  from  the  Rocky  Mountains  to,  say.  New 
York. 

Take  for  illustration  the  Anaconda  Copper  Mining  Company. 
The  freight  on  its  product  in  the  form  of  converter  bars  or 
anodes  probably  does  not  exceed  .SlS-OO  per  ton  to  theAtlantic 
seaboard,  and,  of  course,  the  gold  and  silver  contained  in  the  cop- 
per pay  the  same  freight  by  the  ton.  During  the  fiscal  year 
ending  June  30,  1896,  the  Anaconda  Company  shipped  about 
108,000,000  pounds  of  copper,  containing  about  6,000.000  ounces 
of  silver  and  16,000  ounces  of  gold.  The  freight  on  these  206 
tons  of  gold  and  silver,  at,  say  ^15.00  a  ton,  amounted  to  not 
much  over  53,000.00;  but  had  this  material  been  refined  entirely 
in  the  West,  and  the  fine  gold  and  silver  all  been  sent  forward  by 
express,  the  expressage  and  insurance  at  2  cents  per  ounce  would 
have  amounted  to  $  1 20,000.00,  difference  enough  to  erect  an  elec- 
trolytic refinery  in  the  East  from  the  saving  of  two  years.  In  the 
East,  labor  is  cheaper,  sulphuric  acid  cheap,  and  there  is  a  market 
for  the  incidental  sulphate  of  copper  produced.  Then  again,  the 
distance  from  market  of  the  finished  product  has  great  influence 
with  the  location  of  works,  especially  for  ultimate  refining,  as 
freights  are  higher  as  a  rule  on  finished  products. 
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As  a  result  of  these  conditions,  slowly  realized,  sentiment  at 
present  is  strongly  in  favor  of  the  erection  of  copper  refining 
works  on  the  Atlantic  coast,  or  at  least  in  the  East,  and  it  is 
doubtful  whether  any  of  the  large  copper  producers  would  have 
put  up  their  electrolytic  plants  in  the  West  had  they  realized  that 
the  conditions  of  to-day  would  prevail,  unless  it  be  those  fortunate 
enough  to  be  located  on  the  Great  Northern,  with  the  water  power 
of  the  whole  Missouri  at  Great  Falls  to  draw  upon. 

Of  the  fifteen  electrolytic  refineries  in  the  United  States,  all  are 
east  of  Chicago,  except  three.  One-half  of  the  output  of  the 
Anaconda  is  refined  in  Baltimore,  and  for  the  next  two  or  three 
years  all  of  the  United  Verde  Copper  Co.'s  output,  of  Arizona, 
will  also  be  refined  near  the  port  of  New  York.  The  entire  pro- 
duct of  the  Canadian  Copper  Co.'s  copper-nickel  mines  at  Sudbury. 
Ontario,  is  also  refined  near  New  York,  and  all  the  copper  pro- 
ducers west  of  the  Mississippi  treat  their  material,  ultimately,  in 
the  East,  except  three. 

Of  course,  what  has  been  said  does  not  apply  to  gold  milling, 
nor  in  so  great  a  degree  to  lead  smelting,  although  much  Western 
lead  is  refined  in  the  East. 

This  brings  us  to  the  second  division  of  this  talk,  and  I  trust 
enough  has  been  said  to  cause  you  to  realize  the  importance  of 
studying  not  only  topography  and  fuel  supply  before  deciding 
where  your  works  shall  be,  but  also  the  transportation  and  railway 
situation. 

II. 

The  second  part  of  this  informal  talk  has  to  do  with  questions 
of  sampling  and  assaying.  While  some  of  you  will  be  mining 
engineers  in  practice  and  some  metallurgists,  perhaps  others  of  you 
will  stand  between  as  public  samplers  and  assayers.  Since  theory 
is  of  little  value  when  compared  with  practice,  and  since  I  am 
asked  by  your  professors  to  give  you  the  benefit  of  my  experience, 
you  will  doubtless  pardon  more  or  less  personal  allusion  in  what 
follows. 

While  the  mining  engineer  and  metallurgist — unless,  indeed,  the 
electrical  engineer  can  be  called  a  metallurgist — will  find  their 
greatest  opportunity  in  the  West,  the  analytical  chemist,  assayer 
and  sampler,  will  find,  in  all  probability,  his  largest  opportunity  in 
the  East,  or  at  least  as  far  east  as  the  great  manufacturing  and  re- 
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fining  centres  of  Omaha  and  Chicago.  He  must  remember,  in 
choosing  his  location,  that  not  alone  is  he  to  be  called  upon  to  handle 
material  going  to  buyers"  works,  or  those  of  refiners  on  toll,  but 
also  material  destined  for  export  to  Europe,  and,  moreover,  a  com- 
mercial laboratory  should  seek  all  branches  of  analysis. 

In  1880,  when  my  laboratory  was  opened  in  New  York,  there 
was  very  little  assaying  of  ores  or  metals  at  this  port,  except- 
ing iron  ores.  The  chief  support  of  an  analytical  laboratory 
was  from  manufacturers  of  chemicals,  fertilizers,  etc.  In  those 
days  chemists  received  from  Ss  to  $y  for  a  nitrogen  determination, 
and  S4  for  determination  of  phosphoric  acid.  To-day  some 
are  glad  to  receive  one  dollar  for  nitrogen  determinations,  and 
from  $2  to  $2.$0  for  phosphoric  acid.  Not  only  has  the  price 
fallen,  but  the  demand  for  rapid  work  has  become  more  ex- 
acting. One  of  the  first  things  the  chemist  discovers  on  graduation 
is  that  he  must  invent  short-cut  methods  if  he  would  keep  his 
business.  I  was  "  brought  up  "  on  Fresenius  and  taught,  for  in- 
stance, that  phosphoric  acid  could  only  be  safely  determined  after 
fusion,  separation  of  .silica,  solution  in  nitric  acid,  precipitation  as 
phospho-molybdate ;  this  after  twelve  hours'  standing  dissolved  in 
ammonia,  precipitated  as  ammonia-magnesia  phosphate — after 
standing  twelve  hours  filtered,  ignited,  etc.,  etc. 

This  means  at  least  forty-eight  hours  ;  but  I  was  startled  upon 
opening  my  laboratory  to  have  the  first  man  who  brought  in  a 
sample  of  phosphate  say  he  must  have  the  results  before  three 
o'clock  the  same  day.  All  business  changes.  The  assayer  of  the 
last  two  decades  has  seen  the  testing  of  chemicals,  drugs,  etc., 
almost  disappear  from  his  laboratory,  if  unwilling  to  accept  nom- 
inal prices,  and  sometimes  because  trade  customs  have  eliminated 
analysis.  For  instance,  all  the  bleaching  powder  and  all  the 
alkalis  imported  used  to  be  sold  on  American  test.  Now  the 
European  test  is  accepted  on  these  in  spite  of  the  fact  that  the 
trade  chemists  of  England  stilt  use  an  admittedly  erroneous  atomic 
weight  in  calculating  the  analyses  of  potash  compounds.  The 
analyst,  moreover,  finds  keen  competition  in  his  business  arising 
from  old  established  firms,  nevertheless  alive  to  modern  methods, 
or  from  other  chemists  who  can,  and  will  perhaps,  work  more 
cheaply  than  he,  Tliere  are  foreigners  in  this  business  here,  who 
in  some  cases  live  over  their  laboratories  or  in  them,  whose  high. 
est  ambition  is,  apparently,  an  income  of  gioo  per  month,  and 
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who  have  brought  the  price  of  sugar  testing,  for  instance,  from  $2 
per  sample  down  to  25  cents,  within  my  memory.  Then  there 
are  trade  newspapers  who,  by  way  of  advertisement,  have  labora- 
tory annexes,  and  at  reduced  rates  issue  certificates  of  test  for  dye- 
stuffs,  groceries,  drugs  and  chemicals  ;  and  then  in  some  centres 
there  is  the  additional  competition  of  men  employed  by  manufac- 
turing or  other  institutions,  with  assured  salaries,  but  with  the 
privilege  of  doing  outside  work,  who  do  not  depend  upon  their 
laboratories  alone  for  a  living,  and  who  can  cut  prices  proportion- 
ately. There  is  nothing  whatever  in  this  competition  that  is  un- 
professional or  unfair,  but  it  must  be  reckoned  with,  and  a  specialty 
should  be  chosen,  if  possible. 

While  the  analytical  business  has  suffered,  the  assaying  of  ores 
and  metals  has  increased  in  the  East,  and  in  the  eighties  there 
seemed  to  me  to  be  an  opening  for  an  ore  sampling  plant  at  this 
port.  Here  again  the  transportation  problem  had  to  be  considered. 
It  is  vitally  important  for  such  works  to  be  on  a  line  or  at  a  point 
where  railway  pools  cannot  bottle  you  up,  as  it  is  doubtful  if  your 
prestige  and  reputation  would  be  sufficient  to  bring  business  to 
your  works,  in  the  face  of  switching  charges  or  higher  freight  rates 
than  those  obtained  over  other  roads  and  at  other  points. 

In  locating  our  sampling  works,  having  ascertained  the  amount 
of  business  likely  to  be  brought  to  the  road  upon  which  we  located, 
we  interviewed  the  general  managers  of  several  trunk  lines  ter- 
minating at  this  city.  Their  reception  was  characteristic  of  the 
roads.  The  manager  of  one  line  did  not  exactly  quote  the  lan- 
guage of  its  "  Commodore  "  when  he  expressed  contempt  for  the 
general  public,  but  he  evidently  had  no  use  for  ore  samplers. 
Another  line  offered  a  piece  of  ground  on  the  meadows  several 
miles  from  water  transportation,  but  would  make  no  guarantee 
against  competitive  freights.  A  third  road  not  only  gave  the  land 
at  a  nominal  rental,  but  contributed  a  considerable  proportion  of 
the  labor  and  material  necessary  to  erect  the  works,  entered  into  a 
contract  that  it  would  protect  the  sampling  works  against  cut  rates 
offered  by  other  roads  ;  and  in  addition,  agreed  that  ore  or  other 
products  coming  to  this  port  could  be  stopped  not  only  for  samp- 
ling but  for  storage,  and  upon  the  completion  of  the  sampling  or 
storage,  the  road  would  take  them  over  again  and  complete  the 
haul  and  lighterage  under  the  original  bill  of  lading.  This  is 
storage  in  transit.     It  may  be  said  that  this  road  construed  this 
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contract  with  extraordinary  liberality.  For  instance:  When,  in 
1 889,  Mr,  Secretan,  of  Paris,  cornered  the  world's  output  of  cop- 
per, buying  the  entire  visible  supply,  and  the  entire  product  of 
nearly  all  the  mines,  sampling  was  pretty  lively  at  the  works  men- 
tioned. As  the  syndicate  approached  its  disastrous  end,  copper 
matte  began  to  halt  at  the  sampling  works  until  nearly  8,000  tons 
had  accumulated.  Then  the  syndicate  went  to  pieces,  and  its 
creditors  fell  foul  of  one  another  in  dividing  up  the  assets.  The 
copper  matte  was  the  subject  of  protracted  litigation.  It  remained 
in  the  sampling  works — most  of  it — seven  years,  at  the  end  of 
which  time  the  original  bags  had  rotted  and  carloads  were  inex- 
tricably mixed.  Upon  the  settlement  of  the  dispute  at  law  the 
matte  was  ordered  out.  The  musty  bills  of  lading  and  lighter 
notices  were  produced,  and  the  railroad  sent  its  empty  cars,  trans- 
ported and  lightered  to  ocean  steamers  some  7,000  tons,  seven 
years  after  it  had  started  from  its  Western  point  of  production. 
These  sampling  works  in  turn  brought  to  the  Erie  Railway  for 
several  years  a  business  of  50,000  tons  annually.  Choose  your 
location  with  care. 

We  have  found  as  another  bit  of  experience  that  not  simply 
must  one  be  sure  of  the  road's  ability  to  meet  its  obligations,  if  we 
are  obliged  to  tie  ourselves  up  to  one  line,  but  must  forecast  as  far 
as  possible  conditions  of  routing  and  export.  Some  two  years  ago 
roads  running  southeast  from  Kansas  discriminated  against  the 
port  of  ffew  York,  and  not  only  did  they  quote  a  lower  freight  to 
Gulf  ports,  but  via  Gulf  ports  to  Europe.  The  result  was,  much  of 
our  sampling  had  to  be  done  on  the  docks  at  Galveston,  New 
Orleans,  etc.  This  has  temporarily  been  put  a  stop  to  by  the 
Cuban  war,  and  New  York  is  again  securing  the  bulk  of  lead 
and  copper  freights,  even  when  the  material  is  produced  in  Ari- 
zona. 

Of  late  years  there  has  grown  up  in  this,  as  in  other  lines  of 
business,  the  endeavor  to  get  rid  of  the  middle  man — in  this  case 
the  public  sampler  and  assayer — and  buyers  and  sellers  have  en- 
tered into  contracts  in  which  the  sampling  is  to  be  done  at  buyer's 
or  seller's  works  by  representatives  of  both  parties.  There  have 
been  such  contracts  recently  entered  into,  and  questions  are  al- 
ready arising  which  cause  one  or  both  of  the  parties  most  inter- 
ested financially  to  regret  them.  Buyers  and  sellers  are  necessarily 
suspicious  of  one  another  on  general  principles,  especially  in  deal- 
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ing  with  material  of  great  value,  and  some  are  beginning  to  realize 
that  it  is  unwise  to  place  themselves  under  suspicion,  however  un- 
just. In  one  works,  owned  by  the  same  people  who  own  the 
mines,  such  serious  differences  arose  recently  between  the  respec- 
tive superintendents  that  it  ended  in  an  agreement,  not  only  that 
they  should  revert  to  independent  sampling,  but  that  the  material 
should  be  sampled  on  neutral  ground.  It  is  perhaps  justly  said 
that  it  is  too  much  to  expect  of  average  human  nature  that  im- 
partial sampling  shall  exist  at  the  works  or  the  mine  of  an  inter- 
ested party.  The  office  sees  so  much  lead,  copper,  gold  and  silver 
charged  on  the  books  and  holds  the  works  responsible  for  this 
amount  either  in  inventory  or  shipments.  The  smelter,  therefore, 
must  "  protect  itself  against  the  office,"  and  if  mistakes  are  made 
they  are  apt  to  be  on  the  safe  side  where  sampling  is  at  either 
seller's  or  buyer's  establishment. 

Neither  sampling  nor  assaying  is  an  exact  branch  of  science, 
especially  when  dealing  with  materials  containing  the  precious 
metals.  Your  practice  in  assaying  has  shown  you  what  variation 
you  can  get  in  any  samples,  as  you  vary  fluxes,  temperature  and 
time  of  fusion  or  cupellation.  Let  me  strongly  advise  you  to  make 
every  effort,  whether  you  are  a  seller,  buyer  or  sampler  of  ore  or 
furnace  products,  to  have  the  sales  contract  specify  how  the  assays 
shall  be  made.  Let  me  illustrate :  Suppose  you  are  to  handle 
Russell  process  or  other  rich  precipitates  or  any  sulphide  residues. 

Shall  you  determine  the  loss  in  slag,  the  error  due  to  volatiliza- 
tion and  to  cupel  absorption  ?  This  will  increase  your  result  quite 
twenty  per  cent,  in  silver,  under  ordinary  conditions.  Shall  you 
use  the  all-scorification  or  combination  method  on  copper-gold 
bars  or  mattes?  The  difference  in  gold  reported  will  be  consider- 
able. 

Now  as  to  sampling  methods:  In  the  early  eighties  our  chief 
export  of  furnace  material  was-  in  the  form  of  copper  ores.  We 
sampled  hundreds  of  cars  of  ore  from  Montana,  running  50  to  60 
per  cent,  of  copper.  The  lead  ores  then,  as  now,  stopped  in  the 
West,  only  the  bullion  coming  to  the  seaboard  for  export  or  refin- 
ing. Then  came  a  period  of  enormous  exports  of  copper  matte  ; 
next  began  the  era  of  bessemerizing,  applied  to  copper,  and  con- 
verter bars  became  the  chief  support  of  the  sampler.  These  mattes 
contained  less  than  30  ounces  of  silver  to  the  ton  on  the  average, 
and  no  silver  was  paid  for  unless  there  were  over  30  ozs. 
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Then  the  electrolytic  refinery  came  in,  and  as  silver  and  gold 
were  more  easily  extracted,  the  mines  sought  out  gold  and  silver- 
bearing  ores  and  run  up  the  values  present.  To-day,  the  exports 
and  treatment  of  furnace  products  near  New  York  consist  of  quite 
two-thirds  converter  copper  bars,  as  compared  with  one-third 
mattes. 

I  have  no  time  to  enter  into  details  of  sampling  or  assay 
methods,  but  refer  you,  if  interested,  to  the  discussion  of  those  to 
be  found  chiefly  in  the  Transactions  of  the  American  Institute 
of  Mining  engineers,  and  in  Vol.  I.  of  "Mineral  Industry"  for 
1S92. 

I  will  give  you,  however,  a  few  practical  examples  in  connection 
with  copper. 

In  an  article  prepared  by  me  in  1892  for  the  latter  work,  I  dis- 
missed the  problem  of  sampling  copper  bars  with  little  more  than 
by  quoting  with  approval  the  requirements  of  the  London  Metal 
Exchange's  "Contract  ]:"  the  bars  to  be  sampled  "  by  boring 
half  way  through  on  opposite  sides  near  opposite  ends."  But 
conditions  have  changed. 

The  gold  values  in  the  new  fields  of  British  Columbia  have 
enormously  increased  the  danger  and  difficulty  of  buying  and  sell- 
ing on  any  sample.  The  converter  bars  of  Trail,  B.  C,  or  North- 
port,  Wash.,  now  contain  from  <)■]  to  99  per  cent,  of  copper,  from 
15  to  300  ounces  of  silver,  and  from  lO  to  20  ounces  of  gold  per 
ton.  They  all  come  East,  but  how  can  they  be  sampled  ?  They 
are  generally  cast  in  molds  about  two  feet  long,  by  10  inches  wide, 
by  six  inches  deep,  tapering  toward  the  bottom — the  very  worst 
possible  shape  to  sample  by  drilling.  But,  worst  of  all,  the 
precious  metals  are  very  unevenly  distributed.  Keller  has  shown 
that  the  distribution  depends  on  the  impurities  present.  Boltons, 
Elliotts,  Lewis  and  other  English  refiners  have  proved  that  silver 
goes  with  the  sulphur,  usually  toward  the  top,  and  all  admit  that 
the  variation  is  influenced  by  the  rate  of  cooling,  A  single  illus- 
tration will  suffice : 

As  preliminary  to  an  investigation  I  am  now  conducting  at  the 
Laurel  Hill  Chemical  Works,  the  management  bored  100  holes  on 
the  top  and  45  on  the  bottom  of  an  average  converter  bar  made  of 
Rossland  (B.  C)  ores,  containing  about  99%  copper.  The  borings 
were  taken  for  separate  assays  every  i  ^^  inches,  with  the  following 
results : 
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Vertical  Section. 


A 

B 

i 

C 

On  line  A, 
■■    *■     B, 
"    .'    C, 
"    "     D, 
Another  trial 

gave 

Silver.  Cold. 
•37-  "7-56 
89.  14.13 
78.  13.56 
64.                            12.39 

the  following  result; 

Plan  of  Top  of  Pig. 

D 

(ozs,  per  ton.) 

Au.       Ag. 

Au, 

^f!- 

1^"  holes.  14.32     100. 

3"  holes,  13.45 

H- 

"       13.DO      94. 

12.25 

69. 

"       17.48     141- 

14-93 

los. 

"        "       21.41     irg. 

16.8s 

139. 

"       E,     ■■        "       18.57     173.  2452    300. 

Gold  varies  from  12  to    24  ozs.  pec  ton. 
Silver    "       "     69  to  300  "         '■ 

My  own  experience  shows  almost  as  much  variation  in  any  con- 
verter bars,  although  the  values  are  not  usually  so  high,  and  tlie 
danger  is,  therefore,  less.  Only  experiment  with  each  class  of 
product  can  show  you  a  safe  rule  for  each.  The  surest  generally 
applicable  method  is  to  melt  down  the  bars,  take  dip  samples,  cast 
these  into  thin  plates,  and  drill  the  latter.  But  this  cannot  be  done 
at  a  public  works,  and  if  done  at  buyer's  works  you  must  be  pres- 
ent day  and  night,  see  to  it  that  the  furnace  was  cleaned  out  well, 
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that  the  bottoms  have  already  been  saturated ;  you  must  weigh 
the  bars  and  the  anodes  or  other  refined  product,  weigh  and 
assay  the  slag,  and  sample  and  assay  what  is  left  in  the  furnace,  as 
it  is  hard  to  ladle  a  furnace  absolutely  dry.  The  bars  in  question 
are  sampled  by  us  by  boring  each  thrice,  all  the  way  through,  at 
the  points  marked  X,  Y.  Z,  uniting  the  drillings.  These  are  either 
ground  fine  and  mixed  for  assay  or,  better,  melted  and  cast  into  a 
plate,  and  bored.  This  is  as  fair  a  way  as  any  that  can  be  devised 
by  boring.  Bars  of  less  silver  and  gold  contents  we  bore  at  points 
that  successively  and  collectively  cover  the  entire  surfaces — top 
and  bottom — thus : 


II       la       13       14       IS 

The  first  bar  is  bored  at  I ,  the  second  at  2,  the  third  at  3,  etc, 
and  the  borings  mixed. 

Thin  plates,  like  anodes,  have  an  even  distribution  of  values  in 
gold  and  silver,  and  no  special  precautions  are  needed  in  drilling 
for  sample.  Perhaps  the  ultimate  solution  of  the  problem  will  be 
the  abandonment  of  the  old  Chili  Bar  mould  and  of  lugs  or  ears, 
and  the  casting  of  all  converter  copper  into  plates,  say  24X  iOx2 
inches  in  size. 

In  some  English  works  and  in  two,  at  least,  in  this  country,  bars 
are  sampled  like  lead  bullion  ;  that  is  as  to  the  location  of  the  holes. 
They  are  laid  side  by  side — three  or  five  in  a  row,  A  line  is 
drawn  diagonally  from  end  to  end,  and  the  sample  drawn  where 
this  hne  crosses  the  centre  line  of  each  bar,  thus: 
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I  have  stated  that  it  was  not  my  intention  to  repeat  details  of 
assay  methods,  as  you  have  received  these  in  your  ordinary  course, 
and  you  are  fortunate  in  having  in  your  professors  iHen  who  have 
come  in  actual  contact  with  the  commercial  and  husiness  side  of 
these  questions,  as  well  as  being  thoroughly  posted  in  the  theory. 
Nevertheless,  as  I  see  that  I  have  a  few  minutes  left  of  my  hour,  I 
will  give  you  one  or  two  more  practical  suggestions. 

Copper  mattes  are  no  longer  sampled  by  taking  a  tenth,  as  was 
customary  before  they  were  so  rich  in  the  precious  metals,  as  is 
usually  the  case  to-day;  but  with  the  exception  of  non-Argentiferous 
mattes — now  the  scarcest  of  all  in  the  market — they  are  sampled 
by  taking  one-third  or  one-fifth  as  a  minimum,  usually  by  putting 
the  whole  through  the  crusher,  rolls  and  automatic  samplers ;  it  is 
extremely  difficult  and  very  dangerous  to  sample  such  material  by 
hand,  and  should  only  he  resorted  to  when  it  is  impossible  to  do 
otherwise.  The  variation  in  copper  mattes  as  we  receive  them  is 
not  only  due  to  the  carelessness  of  some  smelters  in  making  ship. 
meats,  which  will  vary  very  considerably  in  richness  in  the  same 
car ;  such,  for  instance,  as  results  when  bessemer  and  reverbera- 
tory  mattes  are  mixed.  But  all  pigs  of  matte  vary  in  their  differ- 
ent parts,  even  more  erratically  than  do  copper  bars,  and  when 
gold-bearing  cannot  be  properly  sampled  by  any  method  of  chip- 
ping or  breaking  off  pieces,  only  by  crushing  the  whole. 

Perhaps  a  word  on  the  subject  of  weighing  may  interest  you,  as 
this  is  also  a  part  of  the  duties  of  the  public  sampler  to-day. 
Weigh  masters  should  be  sworn  in.  In  some  States  provision  is 
made  by  law  for  sworn  weighers.  The  weigh  master  goes  before 
a  notary  and  swears  that  he  will  conduct  the  business  of  weighing 
impartially,  and  without  favor  to  interested  parties.  We  have 
adopted  this  practice  at  the  port  of  New  York,  although  there  is 
no  law  on  this  subject  in  this  State. 

Weighing  is  usually  performed  on  a  beam  scale.  It  is  the  sim- 
plest apparatus  that  can  be  devised,  and  is  capable  of  accuracy  even 
in  the  hands  of  the  most  ignorant  weigher.  The  weight  is  usually 
not  taken  when  the  beam  is  level,  in  weighing  ores  or  crude  mattes, 
but  when  it  just  begins  to  rise,  which  gives  in  practice  an  allow- 
ance of  a  few  ounces  in  each  draft  of  say  600  lbs.  in  favor  of  the 
receiver  of  the  material. 

This  is  the  trade  custom  universally  adopted  by  all  public 
weighers,  and  probably  arose  from  the  fact  that  ores  and  mattes, 
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whether  bagged  or  not,  cannot  be  handled  without  losing  some- 
thing, if  nothing  more  than  the  dust  which  sifts  through  the  cover- 
ing. This  loss  in  material  exported  in  bags  is  very  considerable. 
The  bags  must  be  unloaded  from  the  cars  on  the  dock,  transferred 
to  a  lighter,  transferred  from  the  lighter  to  the  ocean  steamer, 
and  upon  arriving  transferred  from  the  steamer  to  a  lighter  and 
again  to  the  wharf.  It  Is  almost  impossible  to  prevent  freight 
handlers  from  using  hooks,  which  tear  the  bags  and  entail  a  loss 
in  addition  to  that  certain  to  arise  from  legitimate  handling. 

I  have  warned  all  foreign  buyers  that  they  must  expect  a  loss  of 
at  least  i  '/o  in  weight  on  material  shipped  in  bags,  as  between  the 
port  of  New  York  and  any  port  of  Europe.  Platform  scales  are 
frequently  used  in  weighing  where  the  material  is  handled  at 
buyer's  works.  A  platform  scale  is  a  more  delicate  instrument  than 
a  beam  scale  and  weighs  closer,  but  is  much  more  liable  to  get  out 
of  order,  and  it  is  much  more  difficult  to  detect  an  error  due  to 
imperfection  in  the  scale  than  when  the  ordinary  beam  is  used. 
No  possible  error  can  exist  in  the  beam  scale,  except  that  due  to 
the  enlargement  of  the  notches  by  long  use,  or  difference  in  the 
weights  employed,  through  constant  abrasion.  It  should  be  the 
rule  to  test  the  scales  by  standard  weights  once  every  day. 

As  malte  increased  in  value  buyers  have  begun  insisting  that  it 
shall  be  shipped  in  casks  rather  than  in  bags,  in  many  cases  being 
willing  to  pay  the  extra  cost  for  such  packing. 

Of  course,  questions  of  moisture  are  carefully  looked  after  at 
the  time  of  sampling  and  weighing,  large  samples  of  many  pounds 
being  taken  and  dried  in  steam -jacketed  ovens  to  determine  the 
loss  in  water. 

Speaking  of  weights  leads  me  naturally  to  warn  you  that  in 
dealings  with  Great  Britain,  where  tons  of  ore  or  furnace  material 
are  mentioned,  to  be  very  sure  what  kind  of  a  ton  is  meant.  In 
this  country  we  know  the  standard  or  short  ton  of  2,000  lbs.,  or  20 
cwt.  of  100  lbs.  each,  and  we  have  the  long  ton — so-called — of 
2,240  lbs.  You  know  also  that  a"  hundredweight "  is  not  100  tbs., 
in  Great  Britain  but  1 12  lbs, ;  but,  perhaps,  you  do  not  know  that 
ores  and  mattes  are  sold  there  by  a  different  ton  still,  known  as  the 
"  miner's  ton,"  which  consists  of  21  cwt.  of  1 12  lbs.  each,  or  2.352 
lbs.,  so  that  in  buying  a  ton  of  ore  you  would  receive  2,352  lbs. 

A  word  also  may  be  said  about  the  Cornish  assay  for  copper. 
It  is  unlikely  that  the  coming  generation  of  ore  dealers,  standing 
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between  this  country  and  Great  Britain,  will  meet  this  relic  of  an- 
cient tradition.  But  during  the  last  twenty  years  the  Cornish 
assay  for  copper  has  been  very  much  in  evidence  in  our  ore  trade 
with  Great  Britain.  You  know  that  all  our  contracts  in  America, 
as  well  as  those  entered  into  in  Germany  and  France,  for  copper 
material,  are  based  upon  the  percentage  of  copper  which  the 
material  contains,  as  determined  by  assay,  and  the  assayer  is  usu- 
ally left  to  select  his  own  method,  only  held  closely  by  both  par- 
ties to  the  understanding  that  his  results  shall  show  hoio  much 
copper  the  material  contains.  Of  course,  the  electrolytic  assay  is 
that  most  frequently  employed,  and  is,  by  all  odds,  the  most  accur- 
ate. But  for  a  century  the  Cornish  method  prevailed  in  Great 
Britain,  and  is  an  attempt  to  imitate  in  the  laboratory,  the  furnace 
operations.  A  sample  of  a  sulphide  ore,  for  instance,  is  roasted, 
fused  into  a  first  matte,  re-roasted,  fused  into  a  second  matte,  then 
brought  into  the  form  of  blister  copper,  then  refined,  and  the  final 
button  of  copper  is  weighed  and  reported  as  the  ■'  produce "  of 
that  particular  lot  of  material.  It  may  differ  anywhere  from  J^% 
to  3^  from  the  actual  amount  of  copper  that  the  material  contains, 
but  fairly  shows  the  English  refiner  how  much  copper  he  can  ex- 
pect to  save  out  of  the  material  in  question,  and  he  bases  his  prices 
accordingly.  The  American  buyer,  on  the  other  hand,  has  before 
him  only  the  total  amount  of  copper  which  the  sample  contains 
and  must  protect  himself  in  the  price  he  offeis  againstthe  difficul- 
ties in  smelting  the  material  bought ;  if  it  contains  lead,  arsenic, 
antimony,  or  such  impurities,  he  will  naturally  give  less  per 
pound  of  fine  copper,  as  shown  by  assay,  than  in  buying  material 
free  from  these  deleterious  substances.  Now  as  to  invoices:  I 
show  you  two  account  sales,  based  on  English  and  American 
methods,  respectively,  which  speak  for  themselves.  The  first  is  an 
actual  transaction  in  England,  in  1886: 
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Weighing,  -  91      ID        D      o   N. 


MoiHUK.  31  Gni 
Draft, 


Emptf  BiE<.     Good  no  w 

Dad    i8j7 


iiurucc  on  tibaa  Si  V 
Lcii  Ditcouni  ir  ir 


PliB  Sumpi. 


Apiil  19.  \  Frcighl  nn  97      11 
tPiiniaJ«(,.5(«re 


PlusuVid.  pr.  lonforimninglmoFlMi.  .    ^8 

Doet  »iid  Town  duo  on  nfiji  Tors  9-  ii.  4d.  pr-  ion, 

Inienr  on  fit.  chp.,  from  19  Ap.  (o  jo  June,  ^l  Ai%.: 
Livtipool  Ore  Whacf  dinrgEi  for:    Receiving,  weighing,  wan 


Net  proceed,  due  In  cash,  jo.h  Jnne,  i6;^_  _       .._  ._ 

E.  &  O,  K.. 
Liverpool,  ijTh  Mif,  iSsr.. 

AMgBicAN   System. 

Sold  for  Account  of 

93  libls.   Copper  Matte,  assajKng 47-55%  copper. 

Silver,  per  ton  of  200a  ix>unds,  .   .   .  117.50      ounces. 
Gold,        .<         1.              ..          .   .   _      o.ia 
Moisture, o.oi^ 
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Weight 116,853  pounds. 

Less  Moistnre,  .   .  n      " 

Net  Weight,  .  .116.841  '   " 

Copper  asuf,  less  t. 3  units 46.2^'^ 

Copper  p&id  for,  46,25^  of  116,841  pounds, 54i039      pounds. 

Silver  paid  foe,  being  95^  orallpresent 6,864.41  ounces. 

Gold  paid  (or 7,01      " 

54,039       pounds  Copper,  at  7^'  cents,  f4,lS8.oz 
6,511.19  ounces  Silver,  at   67X      "        41385.50 

7.01      "      Gold,  paid  for  at  txo,       146.10  ^8,713. 71 

This  tnnsootion  is  dated  November  ai,  1895. 

I  call  your  attention  to  the  curious  deductions  and  allowances 
in  the  English  account. 

First,  a  "draft"  of  ^l4  lbs,  is  subtracted  from  every  3  cwt.  in 
weighing.  There  is  a  charge,  for  primage,  for  master  porterage, 
for  dock  dues,  for  town  dues,  etc.,  etc. 

Since  silver  began  to  fluctuate  in  value  and  have  so  uncertain  a 
future,  it  has  been  quite  customary  to  base  contracts  on  the  price 
obtainable  on  the  date  of  future  delivery  of  furnace  material ;  some- 
times the  New  York  quotation,  sometimes  the  London  quotation 
is  taken  as  a  basis. 

But  my  time  is  up,  and  if  these  thoughts,  out  of  many  which 
have  suggested  themselves,  will  convince  you  that  there  is  a  field 
for  very  carefu!  study  which  lies  between  the  mine  and  the  furnace, 
or  the  furnace  and  the  market,  they  will  serve  a  useful  purpose. 
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AN  INTRODUCTION  TO  THE  STUDY  AND    EXPERI- 
MENTAL DETERMINATION  OF  THE 
CHARACTERS  OF  CRYSTALS. 

By  ALFRED  J.  MOSES.  Ph.D. 

CHAPTER  XI. 

DETERMINATION  OF  THE  OPTICAL   CHARACTERS 
OF  BIAXIAL   CRYSTALS. 

Some  of  the  determinations  are  exactly  as  described  under  the 
uniaxial.  References  may  therefore  be  made  of  follows :  Faster  and 
sloii'erray,^.  1^6;  Retardation,^.  \i^\  Stretigth  of  double  refraction, 
p.  147  ;  Thickness  of  section,  p.  147. 

Determination  of  Planes  of  Vibration  or  "  Extinction." 

In  biaxial  crystals  complete  extinction  in  general  is  only  ob- 
tained with  monochromatic  light,  p.  276.  The  methods  of  deter- 
mination are  as  described,  p.  145. 

Is  sections  normal  to  one  of  a,  b,  or  c  the  extinction  directions 
are  the  other  two  principal  vibration  directions.  In  sections  par- 
allel to  a,  l>,  or  c  one  extinction  direction  must  be  a  principal  vibra- 
tion direction.  In  sections  normal  to  an  optic  axis  no  extinction 
directions  are  obtained.  The  general  relation  between  extinction  di- 
rections and  optic  axes  is  described,  p.  275.  This  test  is  often  suffi- 
cient to  determine  the  crystalline  system,  especially  when  an  entire 
crystal  can  be  examined  and  the  extinction  directions  determined 
in  all  faces  and  zones. 

In  orth(yrliombk  crystals  extinction  will  aXw^yshe  parallel  or  sym- 
meltical  to  crystallographic  edges,  cleavage  cracks,  etc.  In  pina- 
coidal  faces  the  vibration  direction  wilt  be  parallel  to  the  crystal 

In  monocUnic  aystals  there  will  be  parallel  or  symmetrical  ex- 
tinction in  the  zone  [001  100]  and  in  this  zone  the  vibration  direc- 
tions in  the  base  and  orthopinacoid  will  be  parallel  to  the  axes.  In 
all  other  zones  the  extinction  will  be  oblique.  , 

In  triclinic  crystals  all  extinctions  will  be  oblique. 
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The  Orientation  and  Distinction  of  the  Fkincipal  Vibra- 
tion Directions. 

If  the  positions  of  the  optic  axes  are  known  then  all  three  prin- 
cipal vibration  directions  a,  h  and  c  are  also  known,  for  a  and  c  are 
the  bisectrices  of  the  angles  between  the  optic  axes  and  $  is  normal 
to  their  plane.  The  indices  a,  p  and  j-  may  then  be  determined,  as 
described  later,  and  the  indicatrlx  and  ray  surface  therewith  con- 
structed. 

In  orthorhombU  crystah  the  pinacoids  are  normal  to  a,  6  and  c. 
That  normal  to  b  will  show  with  convergent  monochromatic  light 
hyperbolje*  similar  to  Fig.  243  and  those  normal  to  a  and  c  will 
show  lemniscates,  Fig.  270. 

In  monoclinic  crystals  the  clinopinacoid  is  necessarily  cither  nor- 
mal to  b  and  shows  the  hyperbolic.  Fig.  243,  with  convergent 
monochromatic  light,  or  is  normal  to  a  or  c  and  shows  lemniscates. 
The  extinction  directions  therein  are  the  other  two  principal  vi- 
bration directions,  and  the  faster  and  slower  ray  may  be  distin- 
guished as  described,  p.  146.  Plates  may  be  ground  normal  to 
these  directions. 

In  triciinic  crystals  by  trial  a  face  is  found  which  with  convergent 
monochromatic  light  shows,  even  eccentric,  the  hyperbolae  or 
lemniscates  or  axial  image;  from  this  the  direction  is  judged  in 
which  a  new  face  may  be  ground  exactlyf  normal  to  a  principal 
vibration  direction.  The  extinction  directions  in  the  new  face  will 
be  the  other  principal  vibration  directions  and  the  faster  and  slower 
rays  corresponding  may  be  distinguished  as  on  p.  146.  Sections 
may  be  ground  normal  to  them.  If  there  is  dispersion  of  bisec- 
trices accurate  work  will  require  special  sections  for  each  color,  if 
the  dispersion  is  not  large,  sections  for  a  middle  color,  usually  soda 
yellow,  are  used. 

Direct  Measurement  of  the  Principal  Indices  of  Refraction. 

{a)  Prisms  with   a   refracting   edge  B,  Fig,  212,  parallel  to  a 

principal  vibration  direction  will  give  for  minimum  deviation,  p. 

1 16,  a  direction  of  transmission  RS  so  lying  in  an  optical  principal 

*  Bj  means  ofone  of  the  attach  ments  to  the  polarizing  microscope  described  p.  380-3S I 
MCtions  appronimnely  nonnal  to  fl,  b  or  c  may  be  tipped  so  that  the  lemniscates  or 
hyperbalse  are  obtained. 

fit  is  importint  to  leave  faces  of  known  formi  so  that  later  the  ground  faces  maf  be 
goniometticall]'  oriented, 

{The  ray  which  penetrates  a  tiicol  when  the  short  diagonal  is  parallel  to  B. 
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section  that  the  ray  vibrating  parallel!  to  the  edge  B  will  yield  a 
principal  index.  In  general  the  other  obtainable  index  is  not  a 
principal  index. 

By  Fig.  259  it  is  seen  that  if  B  is  parallel  to  c  the  transmission 
is  in  at>  and  the  ray  vibrating  parallel  to  B  yields  7-.  Similarly  if 
B  is  parallel  to  b,  ^  results ;  and  if  B  is  parallel  to  a,  a.  results. 

If  the  bisector  BD,  Fig.  212,  is  also  the  trace  of  an  optical  prin- 
cipal section  then  the  direction  of  transmission  RS  for  minimum 
deviation  is  also  a  principal  vibration  direction  and  both  rays  yield 
principal  indices. 

(d)  Prisms  in  which  B£>,  Fig.  212,  the  bisector  of  the  refracting 
angle  5  is  a  principal  vibration  direction  also  give  for  minimum 
deviation  a  direction  of  transmission  RS  lying  in  an  optical  prin- 
cipal section.  Therefore  the  index  ol  the  ray  vibrating  parallel  to 
BD,  that  is  at  right  angles  to  the  edge  B,  is  a  principal  index. 

By  Fig.  259  it  is  seen  that  if  BJ}  is  parallel  to  c,  the  transmission 
^5"  being  normal  to  BD  lies  in  the  plane  normal  to  c,  that  is  in  the 
optical  principal  section  ba  and  the  ray  vibrating  parallel  to  5/? 
or  at  right  angles  to  B  will  yield  f.  Similarly  if  BD  is  parallel  to 
b  the  ray  vibrating  at  right  angles  to  B  will  yield  fi  and  if  BD  is 
parallel  to  o  the  ray  vibrating  at  right  angles  to  B  will  yield  a. 

If  Q,  b,  or  c,  bisect  the  exterior  angle  B,  Fig.  212,  then  is  the 
bisector  BD  normal  to  this  principal  vibration  direction  and  RS 
parallel  thereto,  that  is  for  minimum  deviation  the  direction  of 
transmission  is  a  principal  vibration  direction  and  both  rays  yield 
orincipal  indices.     The  formula  under  (i>),  p.  131,  hold  for  (u)  and 

(c)  If  one  face  JiB,  Fig.  228,  of  a  prism  is  an  optical  principal 
section  and  the  refracting  edge  ^  is  a  principal  vibration  direction, 
rays  normally  incident  at  .-iB  will  be  transmitted  in  the  direction 
RS  parallel  to  another  principal  vibration  direction  and  each  ray 
will  yield  a  principal  index.  If  AB  is  ab  and  A  is  either  a  or  b, 
F'ig-  359,  then  RS  is  c  and  a  and  ,9  result.  The  formulae  under  (c), 
p.  131,  hold  good. 

(ii)  In  any  crystal  face  or  section  parallel  to  a  principal  vibration 
dtrection.by  the  methods  an^  formula;  of  pp.  118-123,  if  this  direc- 
tion is  made  the  direction  of  transmission  the  two  limit  lines,  as  in  p. 
1 32,  correspond  to  principal  indices ;  for  instance  if  the  transmission 
direction  is  a  the  two  limit-lines  correspond  to  ,9  and  ^.  If  tlie 
plate  is  turned  90°  in  its  own  plane  the  direction  of  transmission 
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will  be  normal  to  a  principal  vibration  direction  (to  a  in  case  given) 
and  the  limit-line  of  the  ray  the  vibration  direction  of  which  is  at 
right  angles  to  this  direction  of  transmission  will  correspond  to 
the  third  index. 

If  the  plate  is  parallel  to  a  principal  section*  then  cither  prin- 
cipal vibration  direction  used  as  a  direction  of  transmission  will 
give  two  of  the  principal  indices. 

Determination  of  the  Angle  Between  the  Optic  Axes. 

This  is  usually  accomplished  in  a  plane  parallel  plate  cut  nor- 
•  mal  to  the  acute  bisectrix.  In  orthorhombic  crystals  the  same 
plate  will  be  normal  for  alt  colors,  but  in  the  other  systems  this  is 
not  so,  but  if  the  plate  be  cut  normal  for  a  middle  color,  say  yel- 
low, the  results  for  all  colors  will  be  approximatelyf  accurate. 
The  apparent  angte,J  denoted  by  "zE,  is  larger  than  the  true  angle, 
denoted  by  2V,  and,  since  light  transmitted  in  the  direction  of  the 
optic  axis  has  the  middle  index  /9,  p.  274,  then 

sin  E 
■^      sm  V 

If  2E  exceed  iSo"  the  plate  is  usually  surrounded  by  oil  or  some 
Other  dense  medium  in  a  vessel  with  plane  parallel  sides.  Denot- 
ing the  angle  then  obtained  by  2H  and  the  index  of  the  surround- 
ing medium  by  k 


By  measuring  a  second  plate  normal  to  the  obtuse  bisectrix 
there  results 


*  If  the  plate  be  parallel  to  the  aplic  axu  the  two  boundaries  approach  as  the  plate 
is  tamed  and  meet  at  the  optic  axis.  In  Tact  the  shape  of  both  sections  of  the  Fces- 
nel  surface  ma;  be  plotted  and  even  the  optic  axial  angle  measured.  Liebisch, 
Grundriss  dtr  fhyi.  Krytt.,  373.    . 

f  The  rays  can  only  emerge  at  the  true  angle  when  the  optic  axes  are  normal  to  the 
surface,  as  in  a  sphere  or  in  a  cylinder  the  axis  of  which  is  perpendicular  to  the  axial 
plane  ;  or  when  the  outer  medium  hu  the  same  index  of  refraction  as  the  ray  trans- 
mitted in  the  direction  of  the  optic  axis.  The  former  is  rarely  practicable,  the  latter 
will  be  described  later. 

\  Plates  normal  to  obtuse  bisectrix  yield  V  ^  90O  —  K 
VOL.  XIX — *6. 
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but  as  2^+21^=180°  then  K+  1^  =  90°  and  sin  V  ■=  co%  V 
whence 

sin  V      n^\n.E^  sin  E 

- — "Tr— —    ~i-'-         or  tan  ('=   .     „ 

cosr     «  sin  E  ,1  sin  A 

This  measurement  involves  actual  rotation  of  the  plate  about  b  as 

an  axis  between  the  lenses  of  a  polariscope,  the  plane  of  rotation 

being  at  45°  to  the  vibration  planes  of  the  crossed  nicols  and  the 

arms  of  the  hyperbola  being  brought  in  succession  into  tangency 

with  one  cross  hair.     The  line  joining  the  optic  axes  in  the  images 

must  coincide  with  the  other  cross  hair. 


ll^ 


The  Groth  Unk-ersal  Apparatus.  The  optical  portion  of  the 
polariscope  shown,  Fig.  235,  is  placed  in  horizontal  position  in 
another  stand.  Fig.  273.  The  nicols  are  crossed  at  45°  to  the 
horizon  and  Just  enough  space  left  between  the  objectives  to 
permit  free  rotation  of  the  crystal  around  a  vertical  axis.  Above 
is  a  horizontal  graduated  circle  K  with  concentric  central  rings  E 
and  Fwhicli  in  turn  support  the  vertical  crystal  carrier.  The  lat- 
ter has  motions  of  adjustment  for  the  crystal  plate  which  in  the 
latest  type  of  instrument  are  exactly  those  of  the  Fuess  Goniometer, 
p.  iS,  but  more  frequently  are  simple  sliding  motions  of  a  plate  at 
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/and  spherical  segment  ("  mushroom  joint")  3XH.  In  this  simpler 
^pe  the  mineral  is  centered  by  drawing  the  front  tube  back  until 
the  crystal  is  in  focus,  then  centering  as  in  the  goniometer,  then 
the  images  are  centered  by  the  mushroom  joint  till  both  stay  on  a 
horizontal  line. 

The  closer  the  lenses  the  larger  the  image :  that  is,  a  small  crys- 
tal should  be  used,  and  as  the  best  results  are  obtained  with  rather 
narrow  interference  rings  the  crystals  should  be  of  such  a  thick- 
ness (selected  or  obtained  by  grinding)  that  the  lemniscates  are 
distinct.  In  measuring  in  a  denser  medium*  the  glass  vessel  M  is  ■ 
used  and  the  lenses  touch  its  walls. 

It  is  usually  a  sufficiently  accurate  selection  of  a  plane  normal 
to  a  bisectrix  if  the  center  of  the  Icmniscate  coincide  with  the  cen- 
ter of  the  field.  Groth  givesf  methods  for  more  accurate  deter- 
mination of  the  plane. 

TJu  No.  2  Fuess  Goniomeler,  Fig.  193,  may  be  used  for  the  meas- 
urement of  axial  angles  by  substituting  nicols  for  the  signal  tube 
in  the  collimator  and  for  the  eye  piece  in  one  of  the  telescopes  ; 
both  nicols  are  adjustable.  A  tube  containing  a  condensing  lens 
is  fitted  over  the  objective  end  of  the  collimator  like  a  cap  and 
the  telescope  is  converted  into  a  weak  microscope  by  the  extra 
lens  used  to  bring  a  crystal  into  focus.  The  crystal  section 
is  carefully  mounted  as  previously  described.  The  telescope 
is  set  opposite  the  collimator,  the  nicols  being  crossed  45"  to 
the  plane  of  rotation  of  the  goniometer  and  rotation  of  the 
carefully  centered  crystals  brings  the  two  branches  of  the  hyper- 
bola successively  into  contact  with  the  vertical  cross  hair. 

By  a  combination  of  the  axial  angle  apparatus  with  a  spectro- 
scopet  the  angle  for  all  portions  of  spectra  can  be  determined. 

A  Polarising  Microscope  may  be  used,  the  interference  figure  be- 
ing seen: 

{a)  By  placing  an  extra  lcns§  (Klein's  lens)  above  the  eye  piece, 
thus  making  visible  a  little  image  which  forms  there,  or 

{b)  By  placing  below  the  eye  piece  but  above  the  focal  plane  of 
the  objective  a  weak  magnifying  lens  {Bertrand  lens). 

'Maj  use  olive  oil,  □  Brom-Naplhalin,  Methylene  Iodide,  elc,  see  p.  135. 
■\Phynialischt  Kryst.,  714, 

t  A.  E.  Tullon,  Pkilas.  Trans.  R.  Sec.  London,  1894,  185,  913.  E.  A.  Wolfing, 
Min.  Mitth.,  1896,  15,  49. 

JTKhermat'a  Min.  MitlktiL,  XIV,,  375. 
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Two  methods  of  measuring  are  possible : 

(fl)  Measurement  of  Dhtattces  Apart  of  Emerging  Axes.  The 
nicols  are  set  at  the  diagonal  positions  and  the  distance  d  from  the 
centre  to  either  hyperbola,  or  the  average  of  the  two  distances,  is 
read  by   either   a   glass  or  screw   micrometer  eye  piece.     Then 

d  d  d 

sin  £■  ==  rp.  >  or  in  liquid,  sin  //=  -y--,  or  sin  ^'^~o/-. '"  which 

C  is  a  constant  for  the  same  system  of  lenses  and  is  determined 
once  for  all  with  a  crystal  of  known  axial  angle. 

If  the  section  is  oblique  to  the  bisectrix  it  may  be  tipped 
so  that  the  axis  of  the  microscope  coincides  with  the  direction  of  a 
bisectrix,  and  in  this  way  a  well  defined  interference  figure  is  fre- 
quently obtained.  A  simple  instrument  for  this  purpose"  con- 
sists of  a  clip  supported  IS  mm.  above  the  stage  by  a  ball  and 
socket  joint  giving  free  motion  in  all  directions,  through  an  angle 
of  about  45°.  Delicacy  of  manipulation  is  secured  by  a  long  key 
fitting  into  the  clip  arm.  A  special  lens  combination  is  needed  in 
order  to  bring  the  condenser  nearer  the  section, 

[b')  Measurement  by  Rotation  of  tJie  Section  as  in  the  Universal  Ap- 
paratus. This  involves  some  form  of  rotation  apparatus  attached 
to  the  stage  of  the  microscope,  by  which  the  angle  of  rotation  can 
be  read.  Two  forms  of  one  of  the  simpler  devices  arc  shown  in 
Fig.  274.  The  crystal  is  fastened  by  wax  to  the  end  of  a  glass 
axle  the  rotation  of  which  is  measured  on  a  graduated  vertical  cir- 
cle. The  crystal  projects  into  a  little  glass  trough  filled  with  re- 
fracting liquid  and  must,  by  trial,  be  adjusted  so  that  the  plane  of 
the  optic  axes  is  vertical.  The  measured  angle  is  then  2  H.  A 
similar  apparatus  is  described  by  Bertrand.f 

If  the  rotation  necessary  to  bring  the  hyperbolae  into  tangency 
with  the  cross  hair  cannot  be  secured  on  account  of  the  closeness 
of  the  objective  to  the  section;  one  hyperbola  maybe  just  brought 
into  the  field,  then  the  other  hyperbola  to  the  corresponding  point 
on  the  opposite  side  of  the  field.  The  angle  of  rotation  necessary 
to  install  the  second  point,  plus  the  angle  equivalent  to  2  d,  the 
distance  apart  of  the  two  points,  will  be  2  H. 

A  much  more  elaborate  device  is  needed  to  both  orient  the 
axial  plane  and  measure  the  axial  angle.     Perhaps  the  best  for  the 

•Described  by  T.  A,  Jaggar,  Jr.,  Amtr.  your.  Sci.,  III.,  129,  1897,  and  made  by 

Bausch  &  Lomb  Optical  Co.,  Rochester,  N.  Y. 
\BhH.  Sac.  Min.  dt  Fraace,  III.,  96,  1890. 
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examinatioa  of  small  complete  crystals  is  the  so-called  Universal 
Rotation  Apparatus*  of  Professor  Klein,  Fig.  275,  which  is  espe- 
cially designed  as  an  attachment  to  a  No,  VI.  Fuess  Microscope, 
p.    136.     The  microscope  is  tipped 
with  its  axis  in  horizontal  position 
and  the  plate  G  of  the  rotation  ap- 
paratus fastened   to  the  microscope 
stage  by  strong  clips  so  that  the  axle 
P  is  vertical.     The  crystal  is  attached 
at  Fhy  wax  and  centered  by  the  cross 
hairs  of  the  microscope  and  the  rect- 
angular and  rotary  movements  of  the 
microscope  stage.  Thereafter  it  may, 
while  still   in  the  line   of  sight,  be 
_  rotated   measured  amounts  in  three 

fiG,  2^4.  planes  at  right  angles  to  each  other 

by  the  vertical  arcs  L  and  L^,  and  the 
horizontal  circle  K.  A  small  cubical  vessel  with  two  opposite  walls 
of  glass  is  filled  with  a  strongly  refracting  liquid  and  raised  into  posi- 
tion between  the  converger  and  objective,  and  so  that  the  crystal  is 
immersed.    If  by  previous  examin- 
ations p.  375  or  from  the  geomet- 
ric properties  any  optical  principal 
section    is    known,   this   will    be 
placed  parallel  to  one  of  the  planes 

of  rotation.     If  by   manipulating  '° 

the  arcs  L  and  £,  with  the  nicols 
horizontal  and  vertical,  a  position  of 
the  crystal  is  found,  such  that  the 
field  remains  dark  throughout  a 
complete  rotation  by  K;  there  is  a 
principal  section  horizontal,  for  in 
no  other  sections  would  the  vibra- 
tions of  the  refracted  rays  remain 
horizontal  and  vertical,  p.  275-  If 
this  principal  section  is  the  plane  of 

the  optic  axes,  four  times  in  the  course  of  the  rotation  there  will 
be  a  brightening  of  the  field  due  to  the  emergence  of  an  optic 

*C.  ¥i\^\n,  SitiungiiiT.  der.  Akad.  Whstmekaflen.  Berlin,  1895,  p  .  91.     "  Der 
Univeraaldrehapparat,"  etc. 


DiglizedbyGoOglc 


383  THE  QUARTERLY. 

axis  (internal  conical  refraction),  p.  274.  IT  this  does  not  occur 
the  crystal  is  remounted  with  this  principal  section  vertical  and 
parallel  to  one  of  arcs  L,  L^.  Then,  if  the  arc  is  tipped  and  trial 
is  made  by  K,  another  principal  section  must  be  found  and  90° 
away  the  third,  and  one  of  these  must  be  the  axial  plane. 

Having  found  the  plane  of  the  optic  axes  the  approximate  posi- 
tions of  the  axes  are  noted,  the  converger  is  then  introduced,  the 
nicols  are  set  in  the  diagonal  positions,  the  Bertrand  lens  inserted 
or  the  Klein  ocular,  the  branches  of  the  hyperbola  are  brought  into 
tangency  and  the  four  positions  of  the  emerging  axes  are  read. 

A  special  lens  system  is  needed  with  this  apparatus  to  counter- 
act the  unusual  distance  between  crystal  and  objective. 

Measurement  of  the  True  Axial  Angle. 

If  the  refracting  liquid  used  in  any  of  the  preceding  methods 
has  an  index  of  refraction  equal  ,J  then  sin  H=:  sin  V.  To  practi- 
cally obtain  this,  a  liquid  with  n  a  little  above, J  is  used  and  the  dilu- 
ent added  drop  by  drop  until  the  boundaries  of  the  crystals  fade. 
Then  for  the  accurate  determination  some  coarse  powder  of  the 
substance  is  placed  on  an  object  glass,  a  drop  of  the  liquid  added,  a 
cover  glass  pressed  on  and  the  extinction  directions  determined  in 
a  selected  grain.  With  the  condenser  lowered  and  the  analyzer 
out,  the  two  directions  of  extinction  are  successively  made  to  co- 
incide with  the  vibration  direction  of  the  polarizer,  and  the  micro- 
scope is  focussed  sharply  on  the  dark  boundary  between  the  liquid 
and  the  grain.  The  objective  is  then  raised  and  the  dark  bound- 
ary line  appears  to  move  towards  the  substance  with  the  higher 
index  of  refraction.  If  the  liquid  is  of  the  mean  refractive  index 
of  the  crystal  the  border  will  for  one  position  move  towards  the 
liquid  and  for  the  other  towards  the  grain. 

A  final  proof  of  the  correctness  of  the  preparation  is  that  if 
«  =  i9  2/f,  +  2^„=  180°,  but  if  on  measurement  2/4  +  2//,> 

iSo°,  then     <i   and   too   much   diluent   has   been   added    or  if 

2H^  -f  2//„  <  lSo°  then  ,  >  i  and  more  diluent  should  be  added. 

Calcl'lation  of  Axial  Angle  from  Indices, 

Tliis  angle  may  be  calculated  from  the  principal  indices  of  re- 
fraction by  the  equation 
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Determination  of  Character  of  Ray  Surface. 

This  requires  in  general  a  section  normal  to  a  or  c  that  is  show- 
ing the  lemniscates.  Fig.  266,  with  convergent  monochromatic  light 
or  an  oblique  section  tipped  to  show  these  lemniscates. 

The  difference  between  the  lemniscates  formed  normal  to  the 
acute  bisectrix  and  the  obtuse  bisectrix  cannot  always  be  judged 
and  may  require  measurement  of  the  axial  angle. 

!/  the  section  is  ttormal  to  the  acute  bisectrix  then  the  latter  may 
be  proved  to  be  c  or  q,  that  is,  the  Ray  Surface  proved  to  be  posi- 
tive or  negative  as  follows : 

(a)  The  line  joining  the  optic  axes  is  placed  in  diagonal  posi- 
tion between  crossed  nicols  with  parallel  white  light  the  insertion 
of  a  test  plate  will  determine  as  described,  p.  146,  whether  this 
direction  is  the  vibration  direction  a  of  the  faster  ray  or  c  of  the 
slower  ray  (the  other  extinction  direction  being  6),  that  is,  whether 
this  section  is  normal  to  c  or  a  and  p. 274,  Bx^  ^  c,  +  ;  Bx^  ^  a,  — 

(i4)  With  convergent  light  and  crossed  nicols  the  line  joining 
the  axial  points  is  placed  in  diagonal  position  and  the  quartz 
wedge,  p.  146,  gradually  inserted  with  the  direction  c  parallel  to 
this  line.  If  the  crystal  is  positive  the  rings  around  each  axis 
will  expand,  moving  toward  the  centre  and  merging  in  one  curve, 
and  will  contract  and  increase  in  number,  if  the  crystal  be  negative, 
the  change  increasing  with  the  thickness  of  wedge  interposed. 
If  the  direction  c  of  wedge  and  the  line  joining  the  axial  points  are 
crossed  the  effects  are  reversed;*  that  is  expansion  of  the  rings 
when  the  length  of  the  wedge  is  parallel  to  the  line  joining  the 
axes  proves  positive  character  and  expansion  when  these  direc- 
tions are  crossed  proves  negative  character, 

(/)  If  with  the  line  joining  the  axial  points  in  normal  position 
the  mica  plate  is  inserted  in  the  diagonal  position  the  black  cross 
is  destroyed  and  the  rings  broken  and  new  flecks  developed  in  the 
same  quadrants  as  in  uniaxial,  but  the  position  of  the  flecks  does 
not  so  satisfactorily  suggest  the  signs  -J-  and  — 

*  Hence  it  is  always  practical  to  develop  the  lemniscate,  even  when  only  the  hjrper- 
bolx  are  visible,  by  inserting  the  wedge  so  as  to  produce  contraction. 
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If  the  section  is  normal  to  tlie  obtuse  bisectrix  all  the  results  are 
reversed. 
Crystals  :n  Thin  Rock  Sections. 

The  proper  orientation  of  a  haphazard  section  may  be  obtained 
with  the  Jaggar  apparatus,  but  for  precise  measurement  a  more 
elaborate  apparatus  is  essential.  The  different  types  of  univer- 
sal stage  of  von  Federow*  require  the  sections  to  be  mounted 
upon  a  special  round  glass  with  high  index  of  refraction,  while  the 
apparatus  of  Klein,  Fig.  276,  permits  the  use  of  ordinary  square  or 
rectangular  object  glass,  the  cover  glass,  however,  being  removed. 
The  metal  plate  G  is  clamped  to  the  microscope  stage.  The  metal 
vessel  B,  which  is  somewhat  more  than  a  half  sphere,  is  filled  with 
some  liquid  of  high  refractive  index  usually  glyerine  n  =  1.46. 


The  light  enters  through  the  glass  plate  a.  The  section  is  sup- 
ported in  the  liquid  by  the  glass  plate  .?  in  the  rim  7",  and  re- 
ceives motions  of  rotation  around  the  horizontal  axis  c  by  the  grad- 
uated circle  7~and  in  its  own  plane  by  the  knob  k,  which  turns  the 
fine-toothed  wheel  ~  in  contact  with  teeth  in  the  rim  7",. 
Absorption  and  Pleochboism. 

The  vibration  directions  of  the  rays  of  monochromatic  light 
which  undergo  greatest  and  least  absorption  and  a  direction  at 
right  angles  to  these  constitute  the  so-called  absorption  axes. 
Their  lengths  are  quite  independent  of  the  lengths  of  the  axes  of 
the  optical  indicatrix,  but  their  directions  are  frequently  though 
not  necessarily  the  same.  Upon  these  axes  can  be  constructed  an 
absorption  ellipsoid  from  which  the  absorption  in  all  directions  can 
be  deduced. 

*  Zcil./.  AVyjC.  V.  25.  p.  351. 

^  Siliun^'sbcr.  B/tlin  Akait.,  1895. 
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In  otthorkombic  crystals  the  directions  of  the  absorption  axes 
comcXAefar  all  colors  with  the  directions  of  crystal  axes  and  the 
axes  of  the  optical  indicatrix. 

In  monoclinic  crystals  one  absorption  axis  is  parallel  to  the  crys- 
tal axis  b,  therefore  to  one  of  the  axes  of  the  optical  indicatrix ;  the 
other  axes  lie  in  the  plane  OIO,  but  for  any  color  may  or  may  not 
coincide  with  the  axes  of  the  optical  indicatrix  for  that  color. 

In  trklinic  crystals  no  coincidence  is  essential. 

Although  subject  to  many  exceptions,  the  Jaw  of  Babinet  is 
generally  correct  that  "  the  slower  transmitted  ray  is  the  mbre  ab- 
sorbed." 

The  relative  absorption  of  the  two  rays  for  any  direction  of 
transmission  can  be  obtained  by  use  of  the  spectrophotometer  of 
P.  Glans,  which  consists,  Fig.  277,  of  a  collimator  C,  telescope  H 


^^' 


P\ 


[S 


c^ 


,    Fio.  277.  Fig.  278, 

and  prism  P-  The  vertical  slit  D  in  the  collimator  is  divided  into 
halves  by  a  cross  piece  of  metal,  and  the  entering  light  passes 
through  3  so-called  Rochon's  quartz  prism  R,  which  gives  a  double 
image.  Fig.  278,  of  each  half  of  the  slit,  the  height  of  the  slit  be-, 
ing  so  chosen  that  the  extraordinary  image  of  one  and  the  ordinary 
of  the  other  are  in  contact  in  the  centre  of  the  field  and  the  other  two 
are  shut  out  in  the  telescope.  If  now  the  crystal  plate  is  placed  in 
front  of  the  slit  with  its  extinction  directions  parallel  and  at  right 
angles  to  the  slit  the  two  rays  developed  will  pass  through  the 
prism  P  and  their  spectra  be  seen  in  the  telescope  one  above  the 
other,  and  by  means  of  the  horizontally  movable  eye  plate  E  any 
portion  may  be  viewed  alone  and  compared. 

By  introducing  a  nicol  .V  arranged  with  a  graduated  circle,  sothat 
when  at  zero  its  plane  of  vibration  coincides  the  principal  section 
of  the  Rochon  prism,  either  ray  may  be  shut  out  at  will  by  turn- 
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ing  the  nicol  to  o  or  90  and  the  spectrum  of  the  transmitted  ray 
compared  with  a  spectrum  scale  sent  through  5  and  reflected  into 
the  telescope, 

A  quantitative  comparison  can  be  made  as  follows  for  any  portion 
of  the  spectrum.  The  crystal  plate  is  removed  and  the  angle  of 
rotation  a  of  the  nicol  determined  at  which  the  two  spectra  of  the 
flame  are  equally  bright ;  this  will  be  somewhere  near  45**  but 
not  exactly.  The  plate  is  then  replaced  and  the  nicol  again 
turned  through  an  angle  ,9  to  secure  equal  intensity  for  the  desired 
portion  of  the  spectrum.     The  relative  intensities  are : 

*  =  tan'  a  cot' ,?." 

If  only  one  of  the  halves  of  the  slit  is  covered  the  intensity  may 
be  compared  with  that  of  the  incident  light. 

Transmission  along  one  of  the  principal  vibration  directions  a, 
b  or  c  will  yield  the  intensities  for  vibrations  parallel  to  the  other 
two.  As  pointed  out  these  are  directions  of  absorption  axes  in 
the  orthorhombic  crystals  but  not  necessarily  in  the  monoclinic  or 
triclinic  crystals. 

Generally  speaking,  the  records  made  are  simply  comparative, 
for  instance:  Absorption  strong  a>b>c,  or.  Absorption  feeble 
parallel  a.  More  commonly  the  record  is  as  to  pleochroism  or 
effect  with  white  light,  the  color  differences  for  vibrations  parallel 
a,  b  and  c  for  some  middle  color  being  recorded,  or,  the  colors 
for  directions  referred  to  some  definite  crystal  face.f 

The  pleochroic  images  are  viewed  either  with  a  microscope  or 
dichroscope  as  described,  p.  269,  or  the  apparatus  of  Klein,  Fig. 
275 ,  may  be  conveniently  used,  after  the  measurement  of  the  angle 
between  the  optic  axes,  by  adjusting  the  crystal  with  the  plane  of 
the  optic  axes  horizontal.  If  the  plane  of  vibration  of  the  polarizer 
is  vertical  and  the  analyzer  is  out,  the  color  obtained  throughout 

■•Liebisch  Grundrisi  dtr  f%ys.  A'ryst ,  p.  31a. 

fAmklusile.  Pleochroism  a  blood  red  lo  rose  red,  B  =  c  olive  green,  Dana'i 
Syslem,  p.  496. 

Titanite.  o  ^yellowish  red,  t)=^  greenish  red,  c  ^p^e  yellow.  Ri^ndolitc  Yellow 
lo  reddish  for  vibrations  normal  to  001,  green  parallel  001.  RosenbHsch  HalfitabtlUit, 
Ille. 

Axinite.  PLeochroism  strong,  normal  lo  r  pale  olive.green,  giving  with  dichroscope 
olive  green  and  violet  blue,  parallel  r  and  normal  Wedge  r/4/'cianamon  brown,  giving 
ia  and  violet  blue.     Dana's  System,  p.  53S. 
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especially  if  cut  normal 
i-polarized  light  two 


a  rotation  by  K  corresponds  to  6.     If  the  vibration  plane  of  the 
the  polarizer  is  horizontal,  transmission  parallel  to  the  bisector  of 
axial  angle  yields  the  color  for  one  of  a  or  c  and  by  a  rotation  of 
90°  with  K  the  color  of  the  other  results. 
Absorption  Tufts. 

Plates  of  crystals  with  strong  absorption,  i 
to  an  optic  axis,  often  show  in  convergent  n 
dark  tufts  symmetrical  to  the  plane  of  the  optic  axes,  but  sepn- 
ratcd  by  a  bright  space.  If  white  light  is  used  the  pencils  are  of 
different  color  to  the  rest  of  the  field. 

In  Fig.  279,  A  is  the  optic  axes  to  which  the  plate  is  normal ;  A' 
is  the  other  optic  axis.  Oblique  rays 
emerging  at  any  point  tn  on  the  line 
AA'  have  been  transmitted  in  the 
plane  of  the  optic  axes  and,  there- 
fore, one  of  the  rays  vibrates  in  the 
plane  of  the  optic  axis,  the  other 
parallel  to  the  principal  vibration  dir- 
ection b  or  AN.  Oblique  rays  from 
any  point  n^  on  the  line  AN  normal 
to  AA'  will  vibrate  (^sce  p.  27SJ  par- 
allel and  at  right  angles  to  the  bi- 
sector of  the  angle  Ain'A'.  As 
explained  by  Mallardt  the  intensity 
of  the  pencil  of  rays  emerging  at  m'  is  necessarily  less  than  that  of 
the  pencil  of  rays  emerging  at  /«,  the  difference  increasing  the 
nearer  the  points  are  to  each  other,  that  is,  normal  to  AA'  is  a  dark 
tult  growing  lighter  on  each  side  of  A.  Similar  effects  are  ob- 
tained for  points  not  on  AN,  the  total  result  being  two  tufts  or 
pencils  of  hyperbolic  shape  tangent  to  AA'. 

When  white  light  is  used  if  the  optic  axes  are  dispersed,  the  tufts 
are  not  exactly  superposed  and  the  borders  show  color  tints. 

The  test  may  be  made  by  holding  the  crystal  section  close  to 
the  eye  and  looking  at  the  bright  sky  or  by  removing  the  polarizers 
from  a  converging  polariscope. 

If  the  plates  are  examined  in  convergent  polarized  light,  the 
analyzer  being  removed,  two  types  may  be  distinguished  as  fol- 
lows : 


•AV.  Vmgt  lur  Theorie  der  Abtorplioi 
.rf».«.,  1885,  XXllI..  577. 

t  Ttaiildt  Crislallografhit,  II.,  361. 


des  Lictites  ia  Kijrstallen  IViidimattii'' 
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Type  I.  The  dark  tufts  will  appear  normal  to  the  plane  of  the 
optic  axis  and  in  a  clear  field,  when  the  plane  of  the  optic  axis 
is  normal  to  the  vibration  plane  of  the  polarizer.  Example :  Aiida- 
lusite  of  Brazil.  Plate  cut  normal  to  acute  bisectrix  and  placed 
on  a  thin  plate  of  azurite  shows  black  tufts  on  a  blue  ground. 

Type  II,  The  same  phenomenon  results  when  these  planes  are 
parallel.  Example :  Epidote  of  Knappenwand  Tyrol.  Cleavage 
plate  parallel  ooi  gives  tufts  symmetrical  to  oto,  with  white  light 
the  borders  towards  the  acute  bisectrix  are  dark  green  and  the 
opposite  are  dark  red. 

In  both  types,  with  a  rotation  of  the  plate  through  90"  from 
these  positions,  tufts  also  appear  parallel  to  the  plane  of  the  optic 
axes. 
Metallic  Reflections  or  Metallic  Lustre. 

The  metals  do  not  obey  the  usual  laws  of  reflection;  incident 
plane  polarized  light  is  reflected  as  such,  only  when  the  plane  of 
vibration  of  the  incident  light  is  parallel  or  at  right  angles  to  the 
plane  of  reflection;  and  in  both  of  these  cases  there  is  developed 
a  change  of  phase,  which  is,  however,  greater  in  the  latter  case 
than  in  the  former.  For  all  other  azimuths  of  vibration  the  vibra- 
tion of  the  reflected  light  is  the  result  of  two  unequal*  compo- 
nents at  right  angles  and  is,  therefore,  elliptically  polarized. 

The  intensityf  of  the  reflected  light  difTers  also  from  that  obtained 
with  transparent  substances.  For  normal  incidence  it  is  not  zero, 
but  considerable,  decreasing  as  the  angle  of  incidence  increases  up 
to  a  value  of  50°  to  60°,  thereafter  again  increasing  until  the 
angle  of  grazing  incidence  is  reached. 

For  a  given  incidence  certain  colors  are  reflected  by  metals 
more  strongly  than  others,  whereas,  transparent  substances,  even 
if  colored,  reflect  white  light.  The  combined  effect  of  this  intense 
and  selective  reflection  is  called  Metallic  Lustre. 

•Varying  from  o  for  normal  incidence  to  ?,'i  for  grazing  incidence  and  for  a  pirti- 
cular  BngU,  which  is  experimenlally  found  10  be  ihe  angle  of  maximum  polarization  of 
common  light,  passing  through  the  value  ?./4, 

|Cnuchy,  Voigt  and  Drude  have  studied  the  phenomena  and  calculated  the  indices 
of  refraction  and  absorption  for  a  number  of  metallic  substances  for  different  vibralioD 
directions  upon  fresh  cleavage  surface*.  For  gold  and  sil«r  a  higher  velocity  cf  light 
was  found  than  in  air,  but  very  high  absorption ;  for  lead,  platinum  and  iron  the  indices 
of  refraction  were  high,  hut  the  absorption  relatively  low.  Very  high  absorption  indices 
were  obtained  for  stibnite  and  galena,  Kundt  discovered  phenomena  of  double  re- 
fraction of  light  transmitted  through  extremely  thin  electrically  deposited  metallic  filnu. 
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Surface  Colors. 

Between  metaliic  and  transparent  substances  are  certain  which 
are  transparent  for  light  of  certain  wave-lengths,  but  stop  others  so 
completely  that  even  with  thin  sections  they  are  represented  in 
the  spectrum*  by  absorption  bands.  These  rejected  colors  are 
reflected. 

When  white  light  is  used  the  reflected  or  surface  color  is  strik- 
ingly unlike  the  transmitted  or  body  color,  for  instance,  a  drop  of 
fuchsin  solution  dried  on  a  glass  plate  shows  the  surface  color 
green  with  metallic  lustre  and  the  body  color  red,  or  if  a  glass  be 
laid  over  the  surface  color  is  blue-green.  A  crystal  of  potassium 
permanganate  polished  to  a  thin  layer  on  glass  gives  a  yellow  sur- 
face color  and  a  dark  violet  body  color. 

The  surface  and  body  colors  are  only  approximately  comple- 
mentary as  VViedemannf  has  shown.  The  surface  colors  in  uniaxial 
crystals,  moreover,  are  non-polarized  when  reflected  from  basal 
sections,  but  dichroic,  that  is,  elliptically  polarized  and  made  up  of 
two  components  vibrating  in  and  at  right  angles  to  the  plane  of 
reflection  for  other  sections.  For  instance,  with  crystals  of  mag- 
nesium platinocyanide  the  light  reflected  from  the  basal  plane  is 
violet  and  not  to  be  decomposed,  whereas  the  green  color  from  a 
prism  face  is  always  resolvable  into  two  colors  varying  with  the 
angle  of  incidence. 

Fluorescence. 

Certain  organic  compounds,  fluorite  containing  dissolved  organic 
matter  and  uranium  glass  possess  the  property  of  absorbing  light 
and  again  emitting  it  as  light  of  a  different  color.  If  sunlight  is 
focussed  on  a  dilute  solution  of  quinine  sulphate  it  becomes  deep 
blue  near  the  surface  of  entrance.  If  the  spectrum  of  the  trans- 
mitted light  is  examined  the  violet  and  ultra  violet  rays  are  missing, 
that  is  these  have  in  the  solution  been  turned  into  blue.  A  test 
tube  of  the  solution  held  in  a  solar  spectrum  beyond  the  visible 
rays  becomes  blue. 

In  fluorite  and  uranium  glass,  which  are  isotropic,  the  color 
produced  is  independent  of  the  direction  of  transmission.     In  the 


\Ann.  di  Fhys.  v.  151,  p.  625,  1874. 
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uniaxial  magnesiuin  platinocyanide  crystals*  with  sunlight  passed 
through  blue  or  violet  glass  the  green  surface  color  disappears  on 
the  prism  faces,  and  by  polarizing  either  the  incident  or  emerging 
light  a  dichroic  fluorescence  is  observed,  scarlet  red  for  vibrations 
normal  to  the  optic  axis,  orange  yellow  for  vibrations  parallel  to 
the  optic  axis.  If  the  violet  rays  are  incident  normal  to  the  base, 
polarization  reveals  only  one  color,  orange  yellow,  whatever  the 
azimuth  of  the  vibrations. 

Phosphorescence. 

Phosphorescence,  or  the  emission  of  light  by  a  substance  in  the 
dark  after  it  has  been  exposed  to  light,  heat,  friction,  mechanical 
force,  or  an  electrical  discharge,  has  not  been  clearly  shown  to  be  de- 
pendent in  any  way  upon  the  crystalline  structure.  It  is  developed 
by  one  process  or  another  in  a  large  number  of  minerals  and  salt5.t 

The  Norremberg  and  Relsch  Combinations  of  Mica  Plates. 

The  optical  phenomena  of  combinations  of  differently  oriented 
layers  of  a  doubly-refracting  substance  are  of  great  value  in  the 
development  of  theories  of  structure.  Muscovite  in  which  the 
acute  bisectrix  is  nearly  normal  to  the  cleavage  plane  is  especially 
convenient  for  these  experiments. 

If  two  plates  of  muscovite  of  equal  thickness  are  laid  so  that 
their  axial  planes  are  at  right  angles,  then  with  parallel  light  and 
crossed  nicols,  the  phase  difference  originated  in  one  is  exactly 
compensated  by  that  in  the  other,  and  the  field  will  be  dark 
throughout  rotation  of  the  stage.  With  convergent  light  four  axes 
will  emerge  equally  distant  from  the  centre  and'between  them 
thin  hyperbolic  color  curves,  the  asymptotes  to  which  form  a  black 
cross. 

Norremberg  discovered*  that  if  the  plates  were  made  so  thin 
that  the  phase  difference  of  the  rays  developed  in  any  plate  was 
less  than  a  wave-length,  and  tnat  if  a  pile  of  12  to  36  of  these  were 
made  the  axia!  planes  in  adjacent  plates  being  at  right  angles,  then 
not  only  did  the  compensation  of  the  phase  differences  give  a  dark 
field  with  parallel  light  and  crossed  nicols,  but  with  convergent 
light  the  isochromatic  curves  produced  by  the  oblique  rays  were 

•Lommel  in -4«i..  A /Iffi.,  VIII.,  634,  XLIV.,  311. 

fD.  Hahn,  Phospliotesceni  der  Minenlien,  Ziit.  f.  d.  git.  Naturaitt.,  Bd. 
XLIII.,  t,  131,  1874. 
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circles,  that  is,  the  effect  of  the  pile  was  exactly  equivalent  to  a 
basal  section  of  an  uniaxial  crystal.  Fig.  2S0. 

Reusch  found,  *  by  piling  1 2  to  36  similar  plates  so  that  the  axial 
planes  of  adjacent  plates  were  at  120°  to  each  other  asin  Fig.  281, 
that  with  parallel  incident  light  there  emerged  a  plane  polarized 
ray,  the  vibration  plane  of  which  had  been  rotated  in  the  direc- 
tion of  the  piling  through  an  angle  proportionate  to  the  thick- 


ness of  the  pile  that  is,  if  starting  at  the  lowest  plate  the  piling 
had  been  with  a  change  in  the  direction  of  the  hands  of  watch  the 
rotation  was  also  in  that  direction,  and  the  color  produced  with 
white  light  would,  by  rotation  of  the  analyzer,  also  in  the  direc- 
tion of  the  hands  of  a  watch,  pass  in  the  order,  red,  orange,  yellow, 
green,  blue,  violet 

With  convergent  light  Fig.  281  resulted,  the  centre  being  colored. 

This  conforms  strictly  to  the  behavior  of  a  basal  plate  of  right- 
handed  quartz,  except  that  by  rotation  of  the  stage,  a  slight  change 
of  color  takes  place,  this,  however,  decreases  as  the  mica  plates 
are  made  thinner. 

If  the  piling  were  in  opposite  direction  the  rotation  of  the  plane 
of  vibration  would  be  opposite  and  the  color  order  also.  Based  on 
these  and  similar  experiments,  theories  as  to  the  structure  of  cer- 
tain crystals  have  been  developed  by  Mallardif  Sohncke  and  others. 

•  Strickti.  At.  Wisseni.  Herlin,  July  8,  1869,  p.  530. 

t  Traile  di  CrillalUgrafkie  11.,  262-304;  ZHt.f.  Kryst.,  etc.,  XIX.,  529. 
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THE  BALLISTIC  GALVANOMETER  AND  SOME  OF 
ITS  APPLICATIONS. 

Bv  W,   H.   FREEDMAN,  E.E. 

A  ballistic  galvanometer  is  an  instrument  designed  for  the  pur- 
pose of  measuring  the  whole  quantity  of  electricity  which  passes 
in  a  current  of  short  duration.  It  is  so  called  because  the  moment 
of  inertia  of  the  moving  system  is  made  so  great,  and  conse- 
quently the  period  of  vibration  so  long,  that  the  current  has  be- 
gun and  ended  before  the  moving  system  has  sensibly  moved  from 
its  initial  position;  just  as  in  a  ballistic  pendulum  the  change  of 
momentum  of  an  impinging  bullet  has  entirely  taken  place  before 
the  pendulum  has  moved  from  the  position  of  stable  equilibrium 
which  it  has  under  the  action  of  gravity.  A  ballistic  galvanom- 
eter may  be  a  modified  Thomson  in  which  the  moving  system 
is  a  set  of  weighted  magnetic  needles,  or  a  modification  of  the 
D'Arsonval  type.  To  the  latter  class  belong  movable  coil  volt- 
meters, as  for  example  the  well-known  Weston  instrument.  The 
same  theory,  by  merely  assigning  to  the  symbols  the  proper  sig- 
nificance, fits  all  of  these  instruments. 

For  simplicity  let  us  confine  our  attention  to  the  case  of  a  gal- 
vanometer in  which  the  movable  system  is  a  magnetic  one.  Ar- 
range matters  so  that  in  the  zero  position  the  needle  lies  parallel 
to  the  plane  of  the  coils  and  also  parallel  to  the  lines  of  force  of 
the  field.  Now  imagine  the  needle  to  be  moving  due  to  a  current 
flowing  in  the  coils,  but  not  yet  having  reached  its  furthest  dis- 
placement. Call  the  kinetic  energy  of  the  moving  system  W. 
For  any  particle  of  mass  in  moving  in  a  straight  line  with  veloc- 
ity i'  we  have 

If  the  particle  rotate  around  an  axis  distant  r,  with  angular  ve- 
locity 01, 
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Or  for  any  mass 

But    ^-  will  be  constant  and  Imi'  is  in  mechanics  the  moment  of 
at 

inertia,  /,  therefore, 

'"-MS)"  « 

From  the  principle  of  conservation  of  energy  any  decrease  in 
this  kinetic  energy  must  appear  as  work  done.    The  rate  at  which 


dt 

velocity  must  be  finite,  the  angle  swept  over  can  only  be  do. 
Again  the  work  done  in  rotation  equals  the  moment  of  the  force 
overcome,  multiplied  by  the  angular  displacement.  The  force 
overcome  in  this  instance,  if  for  the  time  being  we  neglect  all  the 
other  resistances,  is  only  the  magnetic  one  whose  moment  is 
MH  s\a  0,  M\>eiag  the  magnetic  moment  of  the  needle  and  H 
the  strength  of  the  field.  We,  however,  have  also  a  force  due  to 
the  current,  x,  in  the  coils  assisting  the  motion.  The  moment  of 
this  force  is  MGx  cos  tf,  where  G  is  the  galvanometer  constant. 
Accordingly 

~   dt" 
Substituting  equation  (i)  we  get 

■  MGx  cos  ddd. 

Performing  the  indicated  operation  and  dividing  by  —  ds 

I  ^f  =  MGx  cos  d-MH  sin  d.  '    (2) 

This  equation  is  true  for  any  value  of  0.   Now  let  us  assume  that 
the  needle  has  not  yet  started  to  move  and  integrate  equation  (2) 
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between  the  times,  ^  =  o  and  t  =  /,,  where  r,  is  the  Instant  the 
needle  begins  to  move. 

/jT*"  ~dt  =  MG  jT*'  cos  &xdt  -  MH £^  sin  Ut. 

But  B  is  constant  at  zero  throughout  all  this  time,  so  that 
sin  9  —  o  and  cos  s  =  i 

^{(SL,-("L1=--^- 

Now  i  '  xdi  equals  the  integral  current  or  total  quantity  of  elec- 
tricity passed  through  the  coils.  The  velocity  of  the  needle  when 
t  is  zero,  is  evidently  zero,  and  when  t  is  /,,  it  is  the  initial  ve- 
locity or  the  velocity  with  which  the  needle  begins  to  move. 


Calling  this  (   ..) 


(3) 

From  equation  (3)  we  sec  that  the  initial  velocity  of  the  moving 
system  is  directly  proportional  to  the  total  quantity  of  electricity 
passed  through  the  galvanometer.  Therefore  this  initial  velocity  is 
a  measure  of  Q.  Instead  of  attempting  to  measure  the  initial  ve- 
locity directly  however,  we  express  it  in  terms  of  more  readily 
determinable  quantities.  If  the  moving  system  of  needles  has  only 
magnetic  forces  to  overcome,  the  work  done  can  be  determined  as 
follows :  The  magnetic  moment  being  MHsia  0,  the  work  done 
in  passing  over  an  arc  do  is  evidently  MHsm  odd  or  the  entire 
work  W|  done  against  the  magnetic  forces  by  the  needle  moving 
from  zero  to  its  elongation  0^  must  be 


">X 


MHsin  ddS- 


If  the  entire  discharge  has  passed  before  the  needle  starts,  the 
amount  of  work  done  must  be  done  at  the  es^pense  of  the  kinetic 
energy  of  the  needle  just  at  starting,  or 

U  (-^^y  =  jT  °MH  sin  edd  (4) 
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Performing  the  integratibn  indicated,  equation  (4)  can  be  placed  in 
the  form 

,dt\'      2MH,  „^ 

Remembering  however  that 

r  —  cos d^=  2  sin' iffj, 
equatioa  (5)  becomes 

and  extracting  the  square  root 

This  shows  that  the  initial  velocity  can  be'cxpressed  in  terms  o 
hair  the  angle  of  the  first  swing  of  the  needle. 

Substituting  equation  (6)  in  equation  (3)  we  obtain 

This  can  be  rewritten  as 

e=?J^  ■"-*».■  (7) 

The  next  step  in  the  deduction  is  to  substitute  in  equation  (7) 

the  value  of .  l-a-rr-     In  order  to  do  this  let  us  confine  our  atten- 

tion  to  the  needle  after  the  discharge  has  taken  place  and  it  is 
swinging  back  and  forth,  taking  into  account  only  the  magnetic 
forces. 

Equation  (2}  then,  since  x  or  the  current  has  become  zero,  can 
be  written. 

I^^l  -\.MHsme  =  o 

or  since  0  will  be  very  small 

/"^J  +  MI/e-o.  (8) 

This  is  the  equation  of  motion  of  the  needle  since  it  gives  a  rela- 
tion between  s  and  t,  true  at  any  moment.  Multiplying  by  2do 
equation  (8)  can  be  put 


D,g,;,zeclbyG00g[c 


396  THE  QUARTERLY. 

zdSd-e  MH 

-dl' I^''" 

Integrating  this  between  the  limits  c,  and  c, 

\d,),_-\di)-  /("■-"')■ 

Now  let  tfj  be  »„  the  maximum  value  of  0,  and  tf,  any  other  value 
whatever.     Then  since  at  elongation  the  velocity  must  be  zero, 

J  I     becomes  zero  and  we  have  the  general  equation 

Extracting  the  square  root  and  separating  the  variables 

Dividing  both  numerator  and  denominator  of  the  Rrst  member  by 
6^  and*  integrating 

The  first  member  of  this  equation  is  of  the  form    \—7- ^ 

which  equals  sin~'  x. 

_.  9  \MH 

Therefore  sm      \r  ™  A-  -j--t-\-  C 

Now  when  /  is  zero  then  o  is  zero,  and  since  sin~'  o  equals  zero 
then  C  must  be  zero. 

Consequently  ^   =sm^— ^.— /' 

or  **  =  "o  ^'"  \|""7~  ''  (9) 

This  is  the  equation  of  a  regular  sine  curve,  and  shows  that  the 
motion  is  a  simple  harmonic.     It  also  shows,  as  is  evident  should 
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be  the  case  since  we  have  neglected  all  frictional  resistances,  that 
the  vibration  continues  indefinitely  with  a  constant  amplitude. 
We  also  see  that  9  is  equal  to  zero  when  /,=  o,  and  again  zero 
when 

\Mirz 


the  needle  having  made  one  complete  oscillation,  or  when  the  time 

Now  calling  the  time  of  vibration  of  the  magnet  7^,  that  is,  the 
time  taken  for  e  to  pass  from  a  given  value  to  that  value  again 
when  it  is  increasing  in  the  same  direction,  we  have 


^.-'.-'.--4^; 


MH 


Substituting  the  value  of  ^"i/z/  from  equation  (lO)  in  equa- 
tion (7)  we  obtain 

In  deducing  equation  (i  l),  everything  has  been  neglected  except 
the  magnetic  forces.  There  are,  however,  other  forces  which  in 
practice  are  not  negligible.  There  effect  is' to  so  change  the  os- 
cillations of  the  needle  as  to  make  the  actual  time  of  vibration 
longer  than  7^  and  the  first  elongation  less  than  0^.  It  therefore 
becomes  necessary  to  determine  the  corrections  to  be  applied  in 
order  to  obtain  a  working  formula.  Besides  the  magnetic  mo- 
ment to  be  overcome,  there  are  in  reality  three  others  which 
should  enter  equation  (2),  and  are : 

1st.  The  torsional  moment.  This  is  due  to  the  torsion  of  the 
suspending  fibre  and  is  given  by  Hooke's  law  as  proportional  to 
e  so  that  it  equals  a  8. 

2d.  The  frictional  moment.  The  only  mechanical  friction  en- 
countered is  air  friction.  In  general  this  depends  on  the  velocity 
and  on  the  form  of  the  body,  but  for  small  velocities  and  smooth 
bodies,  such  as  prevail  here,  it  is  proportional  to  the  velocity  or 

equal  to  o  -,-. 
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3d.  The  moment  due  to  eddy  currents.  The  magnets  being 
of  conducting  material,  their  motion  in  a  magnetic  field  induces 
currents  in  them  which  by  Lenz's  law  oppose  the  motion  pro- 
ducing them.  The  induced  E.  M.  F.'s  being  proportional  to  the 
rate  of  change  or  the  tubes  of  induction  it  is  evident  that  the 
eddy  current  moment  is  proportional  to  the  velocity  or  equal  to 


Consequently  equation  (  2 )  should  really  be 

/  ^=  MGxQO%  e  -  MH  sin  e  -  ad  ~  b-f-   ~  c  ^.      (  12I 
dt^  ,  dt  dt        ^      ' 

Now  x-^0  before  the  needle  moves,  that  is,  the  discharge  has 
completely  taken  place;  0  can  be  written  for  sin  0  on  account  of 
the  small  deflections  ;  n^Oorinwell  constructed  Thomson  instru- 
ments torsion  can  be  neglected  and  b-^  c  can  be  written  A. 

Therefore  equation  {12)  in  our  case  becomes 

,  d^S        ,  dO        ,„M  ,     , 

This  is  the  true  equation  of  motion  instead  of  equation  (8)  and 
from  it  we  shall  be  able  to  obtain  the  proper  values  for  the  time  of 
vibration  and  the  first  elongation.  It  is  impossible,  however,  to 
integrate  equation  (13)  twice  and  thus  directly  find  the  relation  be- 
tween 0  and  /.  We  shall  therefore  follow  the  method  of  finding  the 
solution  of  ditferential  equations.  We  know  that  0  —J{i)  <irid  that 
this  function  must  contain  two  arbitrary  constants  on  account  of 
the  double  integration  involved.  Now  ti  it  is  possible  to  write 
down  such  a  function  of  /  as  will  contain  two  arbitrary  constants 
that  when  substituted  together  with  its  first  and  second  derivatives 
in  equation  {13)  it  will  satisfy  it,  then  this  will  be  the  relation  be- 
tween 0  and  ?  we  are  seeking,  provided  the  arbritrary  constants 
are  given  the  proper  values. 

Suppose  we  assume  #  =  (■"' 

accordingly  --%-  =  w/i"' 

and  ,-,  «M  »r<*', 

dt^ 

Substituting  in  equation  (13) 
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Iv^iT*  +  AmtT'  +  MHtf"'  =  o 
or 

Ini' -\- Am  +  MH  =  o.  (14) 

That  is,  we  have  entirely  eliminated  our  variables,  and  if  m  is 
given  the  value  obtained  Irom  equation  (14),  then  (*"  will  satisfy 
equation  (13).  Further,  it  is  evident  we  will  find  two  roots  of  equa- 
tion (14),  »«,  and  OTj,  so  that  d'  and  also  ^"'  will  each  be  a  solution. 
Accordingly,  C,**''  and  C,f"»'  will  also  each  be  a  solution  because 
either  will  merely  make  every  term  ol  the  first  member  of  equa- 
tion (13)  a  constant  times  its  present  value,  which  constant  can  be 
divided  out  since  the  second  member  is  zero.  Then  finally 
C",**''+C",f"''  must  be  a  solution.  For  it  is  merely  the  sum  of  the 
individuals  and  each  being  zero  their  sum  must  be  again  zero;  it 
also  contains  two  arbitrary  constants.  The  solution  therefore  is 
d^  €,<-"''+ C/^<  (IS) 

Solving  equation  (14)  by  ordinary  algebra  the  values  of  m  are 
found  to  be 


■&- 


^   ,      \.-P  '    MH 


A   _    \r 
'i/      Ni. 


_  _  MH 

Substituting  these  values  in  equation  (15)  we  have 

0=  CjC  +  C/  (16) 

■  We  know  that  when  /  =  o  then  fl=:o  for  the  needle  has  not  yet 
started  to  move.     These  values  substituted  in  equation  (16)  give 

o  -  c,  +  c; 

or  Cj  —  —  C,- 


Therefore  ^  =  (T/  \€^'  ~e      "  /-  (17) 

If  we  remember  that 


2^ir7sin;ir=f'*^- 
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Accordingly  arrange  equation  (17)  in  the  form 


»  - 

ciHA'" 

'-^)'-.- 

—  g 

-Vl 

and  we 

at  once  see  that 

t-C^t~-'' 

2  V^  sir 

■J(^ 

1 

^' 

Calling 

2Cy-'i 

\sK 

gives 

e  -  AV" 

"■''sinj(: 

MH 

i 

A' 

¥ 

0  is  zero  when  t  is  zero  and  also  when 


J^" 


for  then  the  value  of  the  sine  in  equatior.  (18)13  zero.  Consequently 
the  time  of  vibration  7~„  taking  into  account  air  resistance  and  eddy 
currents  is 

7;  =  A  -  /,  =     ,      ^"  (19) 

s  r    ~ap 

We  also  see  that  neglecting  the  effect  of  these  makes  A=s  o  and 
equations  (18)  and  (19)  reduce  to  equations  (9]  and  (10)  as  they 
should.  We  also  recognize  K  as  being  P^,  the  maximum  deflection 
when  no  frictional  resistances  exist. 

Substituting  from  equation  (19)  in  equation  (18)  we  have 


d^d^e  ■       siny  t-  (20} 

At  the  first,  third,  fifth,  etc.,  quarter  periods  we  get  the  maxi- 
mum deflections  or  elongations,  the  successive  maxima  difTcring 
from  each  other  and  gradually  growing  less.  Substituting  these 
values  for  t  in  equation  (20)  we  have  the  corresponding  values  of  fl 
or  the  successive  elongations,  so  that  for 
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T  --- 


It  is  evident  that 


(22) 
ATi    \ 

And  in  general 

So  that  we  see  the  ratio  between  any  two  successive  elongations 
is  constant  or  the  amplitudes  are  decreasing  in  a  constant  ratio. 
Passing  to  logarithms  the  last  of  equations  (22)  becomes 

-/_Iog    ^^     =h  (23) 

This  quantity  is  called  the  logarithmic  decrement.     Since,  how- 
ever, the  decrease  in  two  successive  swings  is  very  small,  the  ratio 

-^--'  is   so  near  unity  that  ).  would   always   appear  to   be  zero. 

Consequently  k  is  determined  in  the  following  manner.     From 
equations  (22)  we  observe 

»,        »,        9.  ».-.        '—'■'J' 

"»;  ^  »,  "»."■'■  ».  ~  ' 

».         <"-■'•'./' 


log  -  -(«-■)  -  ,. 


AT^ 
"   4/  ■ 


(24) 
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Ifi',  is  the  scale  reading  corresponding  to  0^,  and  s^  that  corre- 
sponding to  0^,  then  if  L  equals  the  distance  of  the  mirror  from  the 
scale  in  scale  divisions  since  the  angles  are  small 

(*,  =  tan  #,  =  % 

'  '       2L 

e  =  tan  s  «  ■*; 

"      zL 

d,      s, 

and  J  =  ---.  (25) 

Substituting  equation  (25)  in  equation  (24) 

^=— ^log^ 

«—  I  s^ 

or  .  ;  =  ^y^^  (log  J,  -  log  jj.  (26) 

Since  the  Naperian  logarithm  of  any  number  is  equal  to  2.3026 
times  its  common  or  Brigg's  logarithm,  expressed  in  the  latter 

^-V°T<'°s..'.-'<'S,.0-  (-'7) 

The  logarithmic  decrement  can  thus  be  easily  and  accurately  de- 
termined from  either  equations  {26)  or  {27)  by  merely  reading  any 
two  elongations  from  the  scale  and  noting  n.  This  quantity  has 
been  dwelt  upon  because  knowing  it  we  can  at  once  calculate  7, 
and  flj  from  the  observed  values  of  2,  and  0^. 
For  squaring  equation  (19)  it  becomes 


MH  ^,     A^T^ 

But  from  equations  (lo)  and  (23) 

.\IH     vf 

I '  ~  't; 

A'T' 
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Substituting  these  values 

which  gives 

^=.a.- 

Again,  if 

-1? 

the  first  of  equation 

s  (21)  becomes    , 

(28) 


Expanding  by  Maclaurin's   theorem  and   neglecting  all  powers 
after  the  first,  since  ^  is  very  small 

Performing  the  indicated  operation   and  only  keeping  the  first 
powers 

».-«,(i+j).  (29) 

Substituting  the  values  of  7^  and  o,  from  equations  (28)  and  (29) 
in  equation  (11),  it  becomes 

Since  0,  will  be  very  smalt 

is  the  same  as 

(l+^)sinl9,. 

Also  in  sensitive  galvanometers  i  will  be  so  small  that  ^'  can  be 
neglected  with  respect  to  ir".     Therefore  the  true  working  equation 
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of  the  ballisitic  galvanometer,  taking  air  resistance  and  eddy  c 
rents  into  account,  becomes 


c-f5('  +  r)^^"*^.- 


{30) 


The  most  important  physical  measurements  employing  a  ballis- 
tic galvanometer  are  the  following : 

1st.  Measurement  of  coefficients  of  self  and  mutual  induction. 

2d.  Determination  of  the  capacity  of  a  condenser. 

3d.  Measurement  of  number  of  lines  of  force, 

4th.  Determination  of  the  permeability  and  the  hysteresis  loss 
per  cycle  of  samples  of  iron  or  steel. 

Measurement  of  the  Coefficients  of  Induction. 
The  coefficient  of  self  induction  of  any  coil  not  having  an  iron 
core  is  easily  determined  by  making  it  one  of  the  arms  of  a  Wheat- 
stone's  Bridge  as  CD  in  Fig.  i,  the  galvanometer  being  a  ballistic 
one.     Balance  the  bridge  for  steady 
currents  and  then  open  the  key  K. 
When  this  key  is  again  pressed  down 
so  as  to  complete  the  circuit.although 
there  will  be  no  current  through  the 
galvanometer  when  the  currents  get 
steady,  yet,  a  transient   current  will 
flow  through   the   galvanometer,  in 
Fig.  I.  consequence    of   the    electromotive 

forces  which  exist  in  CD  arising 
from  the  self  induction  of  the  coil.  This  current  though 
only  transient  is  very  intense  while  it  lasts  and  causes  a 
Bnite  quantity  of  electricity  to  pass  through  the  galvanometer 
producing  a  finite  kick.  We  can  calculate  this  quantity  as  fol- 
lows :  an  electromotive  force  E  in  the  arm  CD  will  produce  a 
current  through  the  galvanometer  proportional  to  E\  let  this  cur- 
rent be  kE.  If  L  is  the  coefficient  of  self-induction  and  i  the 
current   in  the  arm  CD,  Ihen  the  instantaneous  E.M,F.  produced 

must  be     j   <^Li)    and   the  current  that   this   produces  through 
the  galvanometer  must  be 
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Integrating  this  equation  from  before  the  key  K  is  closed  until 
after  the  currents  have  become  steady 

The  first  member  is  Q,  the  integral  current,  so 

Now  i^  =  o,  as  the  circuit  was  open  and  i^  is  the  current  flowing 
through  CD  when  the  steady  state  has  been  reached.  Calling 
thisi^' 

Q  =  kU^. 
Substituting  for  Q  its-value  from  equation  (30) 
HTi  X\    .     ,^ 

Let  us  now  destroy  the  balance  of  the  Wheatstone's  Bridge  by 
inserting  a  small  additional  resistance  SS  in  the  arm  CD.  This 
will  cause  a  current  x^  to  flow  through  the  galvanometer.  To 
calculate  jr'  the  resistance  US  must  be  so  small  that  practically  the 
same  current  i^  is  flowing  through  CD  as  before.  The  effect  of 
introducing  SS  then  will  be  the  same  as  if  an  E.M.F.,  equal  to  the 
increased  drop,  I'^Ji"  were  introduced  in  CD.  This  E.M.F.  would 
cause  a  current  to  flow  through  the  galvanometer  of  k  times  itself 

■or  xf^ki^SS. 

But  a  steady  current  will  produce  a  permanent  deflection  f  of  the 
galvanometer,  which  is  acting  now  as  a  simple  tangent  instrument 
such  that 


ki^S  =  -=  tan  f 


H  _  JS_ 
Gi:i^  ~  tan  tp ' 


(33) 
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Substituting  equation  (32]  in  equation  (31) 

Let  us  call  s^  the  divisions  deflections  due  to  the  first  kick,  and  s 
the  divisions  due  the  permanent  deflection.  Now  since  the  angles 
are  small 

2  sin  iff,  =  2  -  i  ■  (?,  —  ^,  -  tan  ^,. 

But  tan  C[  =  -K  and  tan  ^  «  -\ ,  if  i  in  this  case  denotes  the  dis- 
tance of  the  mirror  from  the  scale  in  scale  divisions.     So  that 

2  sin  J  5,      tan  f?,      -t, 
tan ip        tan  f      s^'  '  ^^^' 

Finally  therefore         -^  "  "2^  (  '  +  2 )  7 '  '  <3  5) 

The  variation  of  SS  is  best  obtained  in  practice  by  a  multiple  arc 
arrangement.  When  P  is  made  equal  to  Q  the  disturbance  of  the 
balance  may  be  made  in  the  arm  BD  by  using  two  resistances  ^1 
and  R^  as  shown. 

The  coefficient  of  mutual  induction  of  two  coils  can  be  deter- 
mined  as  follows :  Let  A  and  B 
(Fig.  2)  represent  the  pair  of  coils 
of  which  A  is  placed  in  series  with 
a  ballistic  galvanometer  and  B  in 
series  with  a  battery  and  a  small  re- 


""^'-^''•f^  1         sistance  5.  this  second  circuit  being 

P    ^       provided  with  a  key  for  breaking  or 

_K_^ '         closing  the   circuit.     Let   R  be  the 

Fig.  3.  resistance  of  the   circuit   containing 

A,  while  L  and  J/ are  respectively  the 
coefficients  of  self-  and  mutual-induction  of  this  circuit.  When 
the  key  is  depressed  the  current  growing  in  the  circuit  con- 
taining B  sets  up  a  magnetic  field  which  while  growing  causes 
a  momentary  current  in  A  giving  a  kick  in  the  galvanometer. 
Let  y  be  the  instantaneous  value  of  the  current  in  A,  and  x 
the   instantaneous   value   of  the   current   in    B.     The  E.  M.  F. 

•-( 
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■jALy)  so  that  we  have  by  Ohm's  law 

|W-|(A.). 
y ^ • 

Integrating  this  from  before  the  circuit  is  closed  to  the  time  when 
X  has  become  steady  and  equal  to  i 

M  L 

But  ^j,  y^  and  y^  are  all  evidently  zero  while  ;r, »  (,  so  that 

„      ^  ■ 
0--R'- 

Substituting  for  Q  its  value  from  equation  (30) 

Now  cut  the  circuit  containing  the  coil  A  and  connect  its  ends  to 
the  terminals  of  S;  then  if  R  is  very  large  compared  with  ^  this 
will  not  alter  appreciably  the  current  flowing  around  B.  On  this 
supposition  the  current  flowing  round  the  galvanometer  circuit  will 

be  by  the  theory  of  shunts  equal  to  - 
sponding  angle  of  deflection  of  the  galvanometer, 
S      .      H 
R  +  S 
Combining  equations  (36)  and  {37) 

RS     r,/  /  V  sin  iff, 

R  +  S   ~7:V  "^  2)    tan  j; 
or  on  account  of  equation  {34)  we  have  finally 

The  Determination  of  the  Capacity  of  a  Condenser. 

Arrange  the  apparatus  as  shown  in  Fig,  (3).     Cis  the  condenser 

whose  capacity  is  to  be  determined,  G  the  ballistic  galvanometer, 


tan  f .  (37) 
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E  the  battety  and  K  a  discharge  key.  Place  the  key  so  that  the 
battery  charges  the  condenser.  Then  if  the  condenser  is  dis- 
charged through  the  galvanometer  by  moving 
the  key,  the  quantity  of  electricity  discharged 
will  produce  a  kick  of  the  needle  which  we 
have  seen  is  given  by  equation  (30).  If  F  is 
the  capacity  of  the  condenser  and  E  the 
electro-motive  force  of  the  battery  then  Q 
the  charge  in  the  condenser  is  given  by 
Fig.  3.  Q^FE.  (39) 

Therefore  combining  equations  (30)  and  (39_i  gives 

^-:^  z'l'  +  i)""*"'-  (f°) 

The  condenser  must  now  be  disconnected  and  a  resistance  box 

inserted  in  series  with  the  battery  and  galvanometer.     If  the  total 

resistance  in  circuit  be  now  R  then  by  the  theory  of  the  tangent 

galvanometer 

E      H 
,=._^_tani. 

where  f  is  the  permanent  angle  through  which  the  needle  is  de- 
flected.    Consequently 


EG      R  tan  if 
which  substituted  in  equation  (40)  gives 

I  sin  Jfl, 


T.  I        ^  V  s 

I 


and  on  account  of  equation  (34) 

''-  li^R\ 

By  replacing  the  condenser  by  a  cable  submerged  in  a  tank  this 
method  applies  to  determining  the  static  capacity  of  cables. 
Measurement  of  Number  of  Lines  of  Force. 
In  all  magnetic  measurements  employing  a  ballistic  galvanom- 
eter, the   instrument   is   either   of  the  D'Arsonval  or   voltmeter 
type  or  else  must  be  removed  to  a  distance  so  as  not  to  be  dis- 
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turbed  by  tlie  magnetic  forces.  Consider  a  coil  of  wire  of  5  turns 
in  circuit  with  a  ballistic  instrument.  Place  the  coil  in  any  mag- 
netic field  so  that  jV  lines  of  force  pass  through  the  coil.  Now 
imagine  the  magnetic  field  to  fade  away.  Then  as  the  lines  of 
force  fade  away  an  E.M.F.  will  be  set  up  in  the  coil  producing  a 
momentary  current  which  will  give  a  kick  in  the  galvanometer. 
Let  X  be  the  instantaneous  value  of  the  current,  L  the  coefficient 
of  self-induction  and  R  the  resistance  of  the  entire  circuit.     The 

dN 
instantaneous  E.M.F-  induced  in  the  coil  will  be  —  5—.- ,  so  that 

ai  _ 
we  have 

c 

■  dt      dt 


-•^.:77-;7,(^) 


Integrating  this  equation  from  the  time  the  feld  begins  to  vanish 
■  until  it  is  zero,  gives 

or  5  (jV,  -  A\)  =^RQ  +  L{x^-x^). 

N,  is  zero  and  N^  the  original  number  of  lines  of  force;  Q  is  the 
total  quantity  of  electricity  that  has  passed,  while  x^  and  x^  are 
evidently  both  zero. 

This  equation  therefore  reduces  to 

»-^Q.  (42) 

Substituting  from  equation  (30)  the  value  of  Q 

(i  +  -^)sinl»,  (43) 

If  now  a  standard  condenser  is  taken  and  charged  from  a  stand- 
ard cell,  then  its  charge  becomes  known  ;  call  this  Q^.     If  now  the 
condenser  be  discharged  through  the  same  ballistic 
^      H  T  I  X\    .     ,-, 


^(' 


so  that 

VOL,  XIX — as. 


R  sin  id, 

D,j.„.db,Googlc 


4IO  THE  QUARTERLY. 

which  on  account  of  the  angles  being  small  will  be 

A'-  2;  <?.  («) 

where  j,  is  the  number  of  divisions  deflection  due  to  the  lines  N 
and  J,  the  number  of  divisions  defection  due  to  the  discharge  of 
the  condenser  of  Q^  units  of  electricity. 

Calling  f,  merely  s  and  denoting  -^  by  K  equation  (44)  may 
be  written  N  =  Ks  (45) 

in  which  AT  would  be  the  constant  of  the  entire  inductive  circuit 
Therefore  we  see  that  the  number  of  lines  o(  force  cut  are  directly 
proportional  to  the  deflections  produced.  In  measurements  where 
relative  values  only  are  desired  it  is  of  course  unnecessary  to  deter- 
mine K  as  outlined,  for  a  mere  comparison  of  the  deflections  pro- 
duced gives  the  relative  number  of  lines  of  force. 

Owing  to  the  imperfect  nature  of  the  magnetic  circuit  of  dynamos 
and  motors,  the  flux  is  by  no  means  uniform  throughout.  Only  a 
portion  of  the  total  flux  generated  in  the  magnet  limbs  is  available 
for  the  establishment  of  electromotive  forces  in  the  armature  con- 
ductors; the  remainder  leaks  around  by  various  paths,  determined 
to  some  extent  by  the  design  of  the  machine.  The  ratio  of  maxi- 
mum to  useful  magnetic  flux,  or  coeflficient  of  leakage,  is  of  much 
importance  in  the  calculation  of  magnetic  circuits ;  it  is  usually  de- 
noted by  V.  In  any  actual  machine  this  coefficient  is  best  deter- 
mined by  a  temporary  secondary  circuit  containing  a  ballistic  in- 
strument. Thus  if  a  few  turns  of  wire  be  placed  around  the 
magnet  core,  and  this  wire  be  made  part  of  a  circuit  containing  a 
ballistic  galvanometer  and  suitable  resistance,  then  on  suddenly 
making  the  field  circuit  of  the  dynamo  or  motor,  a  throw  of  the  bal- 
listic needle  will  be  produced  which  will  be,  as  we  have  seen,  di- 
rectly proportional  to  the  magnetic  induction  within  the  field  core. 
On  breaking  the  field  circuit  a  throw  will  be  produced  in  the  op- 
posite direction.  If  now  the  exploring  coil  should  be  wound 
longitudinally  around  the  armature  so  as  to  have  the  same  number 
of  turns  as  around  the  field  core,  and  in  such  a  plane  as  to  include 
tlie  maximum  flux,  a  different  deflection  will  be  obtained  on  making 
and  breaking  the  field  circuit.     From  a  number  of  observations  the 
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mean  throw  for  each  position  can  be  obtained ;  the  ratio  of  these 
is  the  value  of  v  sought. 

A^ain  if  an  exploring  coil  of  a  known  number  of  turns  be  placed 
in  the  rear  of  the  pole  piece,  for  instance,  the  throw  obtained  in  a 
ballistic  galvanometer  in  series  with  the  coil  when  the  field  circuit 
is  broken  will  be  a  measure  of  the  leakage  from  the  surface.  This 
may  be  conveniently  expressed  as  a  percentage  of  the  maximum 
induction  obtained  near  the  middle  of  the  held  limb.  In  this  way 
the  entire  m^netic  circuit  can  be  investigated  in  regard  to  leak- 
age. The  efTect  of  sharp  corners  and  edges  will  be  fully  appre- 
ciated as  a  result  of  such  an  experiment. 

Determination  of  the  Pekmea8ilit\'  and  the  Hysteresis 

Loss    PER    CVCLE   OF   SAMPLES   OF   IrON    OR   StEEL. 

The  work  done  in  passing  a  unit  magnetic  pole  through  a  turn 
of  wire  carrying  a  current  /is  -  i,  if  i  is  expressed  in  amperes. 
Passing  a  unit  pole  through  a  solenoid  having  .9  turns  therefore  re- 
quires  an  amount  of  work  Si.  The  magnetizing  force  is  nu- 
merically equal  to  the  number  of  lines  of  force  per  square  centi- 
meter produced  provided  the  medium  is  air,  and  is  denoted  by  H. 
Calling  I  the  length  of  the  solenoid,  the  work  done  by  moving  a 
unit  pole  from  one  end  to  the  other  through  the  turns  must  be  HI, 

Consequently  HI  =  —  Si 

H.*§  (46) 

In  any  simple  magnetic  circuit  of  constant  cross-section  the 
total  flux  is  given  by  Hopkinson's  formula 

where  N  is  the  total  flux,  5  the  number  of  turns  and  i  the  current 

in  the  magnetizing  coil,  /  the  length  and  A  the  cross  section  of  the 

magnetic  circuit  and  a  the  permeability  of  the  material. 

Calling  the  flux  density  per  square  centimeter  B,  we  have 

N 
B=-j  (48) 
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Equation  (47)  may  be  written 


Substituting  equations  (46)  and  (48) 
B  _  !tH 


(49) 

With  the  aid  of  equations  (46),  (48)  and  (49)  the  permeability  of 
any  sample  may  be  determined  by  Hopkinson's  divided  bar 
method,  of  which  Fig.  4  shows  the  connections.    The  1 10  volt 


Fio.  4 


circuit  is  first  closed  throngh  a  coil  of  German  silver  resistance  R. 
By  moving  the  contact  point  a  any  desired  current,  measured  by 
the  ammeter  A,  can  be  sent  in  either  direction  through  the  solenoid 
C,  or  the  coils  C^  and  (T,  according  to  the  position  of  the  switches 
^,  and  B,.  D  is  the  sample  to  be  tested,  circular  in  cross-section, 
in  two  pieces  and  smaller  where  it  forms  the  core  of  the  magnetiz- 
ing coils  than  in  the  large  wrought  iron  yoke  E.  E  is  of  such 
dimensions  as  to  act  like  a  magnetic  short  circuit  between  the 
ends  of  D.  Coils  /"',,  F^  and  F^  together  with  the  ballistic  galvan- 
ometer G  form  the  inductive  circuit.  M  is  a  permanent  magnet 
which  is  moved  so  as  to  induce  E.  M.  F.'s  in  F  in  such  a  direction 
as  to  bring  the  galvanometer  to  rest. 
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The  constant  K  of  the  inductive  circuit  in  equation  (45)  is  first 
obtained  in  the  following  manner:  Send  a  definite  current  through 
C^  and  note  the  kick  produced.  The  number  of  lines  of  force  pro- 
duced can  be  calculated  from  equation  (4.6),  since  the  magnetic 
circuit  of  the  solenoid  being  air.  A'  i*  here  equal  to  H.  Knowing 
therefore  the  kick  and  the  number  of  lines  of  force  producing  the 
same,  K  becomes  known. 

Now  send  any  desired  current  through  C,  and  C^.  Then  sepa- 
D  so  that  F^,  which  is  attached  to  a  spring,  will  fly  out.  In  doing 
so,  it  will  cut  all  the  lines  of  force  induced  in  the  sample  and  pro- 
duce another  kick  in  the  galvanometer.  Thus  N  becomes  known 
from  equation  (45).  If  the  number  of  turns  in  /",  and  F^  are  not 
equal,  but  respectively  S^  and  5,,  then  their  ratio  must  be  intro- 
duced and 


"-%"- 


(so) 


B  and  H  can  now  be  calculated  from  equations  (48)  and  (46)  for : 
measuring  the  diameter  of  the  sample  core  by  a  micrometer,  A  is 
its  cross-section  in  square  cf  ntimeters ;  t  is  read  from  the  ammeter  ; 
5  is  the  number  of  total  turns  in  (T,  and  (T,,  and  /  is  the  length  of 
the  specimen  between  the  the  edges  of  the  yoke  in  centimeters,  all 
of  which  are  known. 

The  value  of  ;*  corresponding  to  any  value  of  the  current  there- 
fore becomes  known  from  equation  {49). 

Table  I. 


Annealed  Wrought  Iron. 
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The  corresponding  values  of  B,  /*  and  H  of  some  samples  of  iron 
examined  by  Hopkinson  are  given  in  Tabic  I,  and  the  relation  be- 
tween these  quantities  shown  graphically  by  the  curves  in  Figs.  5 
and  6  constructed  therefrom, 

It  is  well  known  that  several  kinds  of  magnetic  substances  ex- 
hibit residual  magnetism  after  having  been  subjected  to  magnetic 
forces.  Furthermore  closed  circuits  of  soft  iron  will  exhibit  a  con- 
siderable amount  of  residual  magnetism,  so  long  as  the  circuit 
which  they  constitute  is  unbroken.  Since  the  magnetic  forces,  if 
sufficiently  powerful,  produce  effects  on  the  molecules  of  a  mag- 
netizable body  that  remain  after  the  cause  has  passed  away,  it  fol- 
lows that  if  the  causes  change  in  a  continuous  manner  the  effects 
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Fig  5.     Annealed  Wrought  Iron. 

also  change  in  a  continuous  manner,  but  suffer  a  retardation  in 
phase,  the  effect  lagging  after  the  cause.  The  curve  between  B 
and //"shown  in  Fig.  5  is  consequently  only  true  for  increasing 
values  of  /I.  UH  is  gradually  increased  to  a  maximum  from  zero 
and  then  gradually  decreased  to  zero,  B  first  increases  to  a  maxi- 
mum and  then  decreases  but  does  not  curve  back  to  zero.  The 
curve  descending  from  the  maximum  does  not  coincide  with  the 
ascending  curve,  but  divei^es  more  and  more  as  H  approaches  zero. 
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The  number  of  lines  of  force  per  square  centimeter  that  thus  re- 
main as  the  residual  value  of  5  is  called  the  wwdH^wir^.  To  remove 
this  remanence d.  negative  magnetizing  force  must  be  applied.  The 
particular  value  of  the  magnetizing  force  which  is  needed  to  bring 
the  remanent  magnetization  to  zero  has  been  termed  by  Hopkin- 
son  the  coercive  force.    Professor  Ewing,  who  has  particularly  studied 
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Fig.  6.     Grey  Cast  Iron. 

the  residual  effects  exhibited  by  various  qualities  of  iron  or  steel, 
has  given  the  name  of  hysteresis  to  this  tendency  of  the  induction 
to  lag  in  phase  behind  the  magnetizing  force. 

Taking  now  any  sample  of  steel  or  iron,  subject  it  to  a  complete 
cycle.  For  example,  let  the  magnetizing  force  begin  at  zero,  rise 
to  a  maximum  and  decrease  back  to  zero  ;  then  reverse,  rise  to  a 
negative  maximum  and  fall  again  to  zero,  finally  rising  to  the  pre- 
vious positive  maximum.  The  corresponding  instantaneous  values 
of  B  and  H  can  be  determined  by  the  ballistic  method  as  if  we 
were  determining  the  permeability  at  each  point,  and  when  plotted 
will  always  give  a  closed  curvesimilar  to  Fig.  7,  This  cycle  is 
taken  from  Ewing's  researches  and  shows  the  results  he  obtained 
on  a  sample  of  annealed  .steel  pianoforte  wire. 
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The  fcict  that  a  cycle  of  magnetizatioii  as  described  always  yields 
a  closed  curve  has  been  shown  by  Warburg  and  Ewing  to  possess 
a  special  significance,  for  the  area  enclosed  is  a  measure  of  the 
work  wasted  or  converted  into  heat  in  carrying  the  iron  through 
this  cycle.  Perhaps  the  simplest  way  to  prove  this  is  to  think  of 
the  magnetization  as  being  produced  by  a  current  in  a  magnetizing 
solenoid,  and  to  consider  the  work  done  by  the  current  when  the 
magnetism  changes.     Take  as  the  core  of  the  solenoid  a  ring  or 
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Fig.  7.  Annealed  Steel  Piuioforte  Wire, 
very  long  rod  of  length  /  and  cross-section  A,  wound  with  5  turns 
of  the  wire.  Say  that  its  magnetic  induction  is  increased  by  an 
indefinitely  small  amount,  <fB,  in  an  indefinitely  small  time,  dt,  by 
increasing  the  magnetizing  current  to  an  indefinitely  small  extent 
Then  the  whole  number  of  lines  of  induction  within  the  solenoid  is 
increased  by  the  number  AdB,  and  the  time-rate  of  this  increase 

This  induces  in  the  surrounding  solenoid  an  electro- 
motive force  equal  to  SA  -      in  the  direction  opposite  to  that  of 

the  current.  The  current  has  accordingly  to  do  work  in  overcom- 
ing this  opposing  electromotive  force,  over  and  above  whatever 
further  quantity  of  energy  it  expends  in  Jieating  the  conducting 


.dB 
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wire.  Let  i  be  the  mean  value  the  current  has  during  the  time  dt. 
The  opposing  electromotive  force,  due  to  the  change  of  magnetic 
induction  in  the  core,  when  multiplied  by  the  current  and  by  the 
time  dt,  gives  the  quanty  of  work  done  by  the  currrent  in  produc- 
ing the  change  of  magnetism  dB  and  is 
dW^eidt 
^dB  . 
dt 

or  dW=SAidB  (51) 

The  fact  that  dt  disappears  shows  that  this  work  does  not  depend 
on  the  time-rate  at  which  the  change  of  induction  takes  place  ;  we 
have  the  same  quantity  of  energy  used  in  the  process  whether  the 
change  dB  takes  place  fast  or  slowly.  Since  the  volume  of  the 
core  is  lA  the  work  done  by  the  magnetizing  current  per  cubic 
centimeter  is  from  equation  (51) 

dW     SAi  ,_ 
lA-lA'^^ 


O-f" 


(S2) 

If  for  simplicity  we  call  now   the  energy  per   cubic  centimeter 
merely  W,  equation  (52)  becomes 

d\V  -  ^dB. 


t 
fore 

dW  =  —  HdB. 

4~ 

To  obtain  the  work  done  per  cubic  centimeter  of  the  metal  when 
B  is  changed  by  any  finite  amount,  caused  by  changing  the  mag- 
netizing force  from,  say,  a  value  //,  to  another  value  //,  we  have 
to  integrate  this  expression,  finding 

"'-^£''ffdB.  (S3) 

But  r  ' /W5  must  be  the  enclosed  area,  since /^  and  5  are  the  co- 
ordinates  of  the  curve. 
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Therefore  to  determine  the  hysteresis  loss  per  cubic  centimeter 
for  any  given  cycle  proceed  as  follows:  (I)  Determine  the  corre- 
sponding values  of  B  and  /^  so  as  to  plot  a  closed  curve  similar  to 
Fig.  7.  (2)  Find  the  area  by  a  planimeter,  or,  if  greater  accuracy 
is  required,  by  the  method  of  weighing.  {3)  Then  multiply  this 
area  by  the  number  of  H'&  per  unit  length  and  again  by  the  num- 
ber of  B'%  per  unit  length  of  the  scale  used  in  plotting  the  curve. 
(4)  This  product  divided  by  4^  gives  the  answer  in  ergs. 

If  the  hysteresis  loss  is  determined  for  one  cycle  it  can  be  calcu- 
lated for  any  other.  Steinmetz  has  shown  that  the  loss  of  energy 
due  to  hysteresis  by  reversals  of  magnetism  can  be  expressed 
with  sufficient  exactness  by  the  empirical  formula 

H--r,W'  (54) 

where  H  =  loss  of  energy  per  cubic  centimeter  and  per  cycle  in 
ergs 
B  =  the  maximum  value  of  the  reduction  per  square  centi- 
meter 
1}  a  a  coefficient  depending  upon  the  particular  sample. 
The  average  values  of  ^  for  different  materials  as  determined  by 
Steinmetz  are  given  in  Table  II. 

Table  II. 


MotcHal. 

i            ' 

M»leri.L 

5 

000a 

Sod  anne>l«d  cast  MMl 

o.<»8 

Very  tbin  soft  »heel  iron 

Soft  machine  steel 

Thin  good  ihect  iron 

!     0003 

Cut  steel 

0.01 30 

Thick  th«et  iron 

Most  ordinary  sheet  iron  1     |      0.004a  to 

0.0161 

Tmnsforiner  cores 

1      O0O4S 

0.035 

For  further  information  the  reader  is  referred  to  the  following 
works  which  have  been  freely  consulted  in  the  preparation  of  this 
article:  "Electricity  and  Magnetism,"  by  J.  Clerk  Maxwell; 
"  Electricity  and  Magnetism,"  by  Francis  E.  Nipher;  "  Elements 
of  Electricity  and  Magnetism,"  by  J.  J.  Thomson;  "  The  Electro- 
magnet," by  Silvanus  P.  Thompson ;  "  Manual  of  Physics  and  Ap- 
plied Electricity,"  by  E.  L.  Nichols;  "Elements  of  Practical 
Physics,"  by  Stewart  and  Gee  ;  "  Magnetic  Induction  in  Iron  and 
other  Metals,"  by  J.  A.  Ewing;  "Transactions  A.I.E.E.,  Vols.  IX.  ■ 
and  XI.,"  Steinmetz  on  Hysteresis. 
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THE  ASSAY  OF  TELLURIDE  ORES. 
By  CHARLES   H.  FULTON. 

The  growing  importance  of  teUuride  ores  and  the  fact  of  their 
relative  difRculty  of  assay  in  contrast  to  other  ores,  has  led  to  this 
work.  The  object  of  the  work  is  to  determine  where  the  difficulty 
and  losses  lie,  and  if  possible  to  remedy  these  defects  of  the  assay 
by  proper  methods  and  precautions. 

Ore  No.  i  is  a  telluride,  having  a  very  siliceous  gangue.  Pyrite 
is  present  in  small  amount. 

Ore  No.  2  is  a  very  rich  telluride  from  Cripple  Creek,  Colorado, 
containing  considerable  pyrite.     The  gangue  is  siliceous. 

The  ores  were  finely  crushed.  No.  I  to  lOO  mesh  and  No.  2  to 
IJO  mesh  to  insure  an  even  sample. 

The  crucible  assay  was  tried  on  these  ores  with  various  modifi- 
cations of  the  charge  as  regards  the  amount  of  litharge  present. 
All  assays  on  ore  No,  \  were  made  with  one  assay  ton  of  ore. 
Assays  on  ore  No.  3  were  made  with  i/j  A,  T,  of  ore.  The 
charges  for  No.  I  were  as  follows,  except  that  the  litharge  in- 
creased from  one  to  six  assay  tons. 

I  A.  T.  Ore. 

I  A.  T,  PbO. 

%  A.  T.  Silica. 

1  A.  T.  Soda. 

10  grams  borax  glass. 

2  grams  argol. 
Salt  cover. 

The  silver  in  the  ore  is  very  small  and  of  no  importance;  so 
20  milligrams  of  silver  foil  were  added  to  each  crucible  assay  to 
give  a  large  button  from  cupeliation  and  also  to  avoid  subsequent 
inquartation.  Four  iron  nails  were  added  to  each  assay  to  desul- 
phurize and  give  a  malleable  button.  The  weight  of  the  lead 
buttons  ranged  from  20  to  48  grams,  the  increase  in  weight  being 
due  to  the  increased  litharge.  AH  buttons  were  fairly  malleable 
and  were  cupelled  directly,  even  the  larger  buttons,  without 
rescorification.  The  cupeliation  was  conducted  at  a  low  heat  with 
feathers  of  litharge  forming  on  the  cupel.  The  assays  show  a 
regular  increase  of  gold  recovered,  as  the  litharge  increases  in  the 
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series  (see  Table  I,).  A  farther  increase  in  litharge  gave  no  better 
result. 

The  slags  from  these  assays  were  ground  up  and  mixed  with 
1  A.  T.  of  litharge,  and  2  grams  of  argol  and  remetted  to  deter- 
mine the  loss  of  gold  in  the  slag.  Silver  was  also  added  to  collect 
the  gold.  The  cupels  were  also  ground  up  and  mixed  with 
I  A.  T.  of  PbO,  I  %  A.  T.  of  borax  glass,  i  A.  T.  of  soda  and  2 
grams  of  argol ;  silver  was  also  added. 

The  results  show  that  there  is  a  considerable  loss  of  gold  in  the 
slag,  the  average  correction  being  .068  mgs.  equivalent  to  I.i6^. 
This  is  much  higher  than  the  loss  of  gold  in  slag  from  ordinary 
ores.  The  amount  of  gold  recovered  from  the  cupel  is  small,  only 
•013  rogs.  or  o.i2<^. 

It  is  also  to  be  noted  that  the  corrected  assays  increase  with  the 
greater  amount  of  litharge,  as  well  as  the  uncorrected  assays, 
which  points  to  the  fact  that  a  great  part  of  the  loss  is  due  to 
volatilization. 

Table  II.  shows  the  effect  of  increasing  litharge  on  a  rich  tellu- 
ride.  The  charges  for  this  ore  were  as  follows,  except  for  the  vary- 
ing litharge. 

1/5  A.  T.  Ore. 

2  A.  T.  PbO. 

I  A,  T.  Soda. 

^  A.  T.  Silica. 

I  gram  Argol. 

The  ore  had  considerable  reducing  power  and  one  gram  of 
argol  was  found  to  be  sufficient  to  give  the  right  sized  button. 
The  crucible  slags  were  remelted  and  the  resulting  lead  buttons 
cupelled.  The  actual  loss  of  gold  in  slags  for  this  ore  is  higher 
than  for  No.  i,  although  the  percentage  loss  decreases. 

The  cupel  loss  being  so  small,  was  neglected  in  this  case. 

When  the  button  resulting  from  the  fusion  of  a  telluride  ore  was 
brittle,  it  was  usually  deemed  necessary  to  rescorify  it,  before  cupel- 
lation.  A  set  of  assays  were  run  on  both  ores,  No.  I  and  No.  2, 
to  determine  whether  this  rescorification  was  of  advantage. 

These  sets  were  run  in  the  same  way,  with  increasing  litharge 
as  the  first  two  sets,  except  that  no  nails  were  added  to  ore  No.  i, 
and  that  all  the  buttons  were  rescorified. 

The  results  (see  Tables  III.  and  IV.)  show  that  the  gold  is  con- 
siderably lower  where  the  buttons  are  rescorified,  and  that  the  loss 
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takes  place  during  rcscorification,  the  greater  part  of  it  being  due 
to  volatilization. 

The  crucible  slags,  cupels  and  scoriiication  slags  were  remelted 
and  the  buttons  cupelled.  The  loss  in  the  crucible  slag  is  a  little 
higher  than  in  the  first  set.     (See  Tables  I.  and  III.) 

The  average  amount  of  gold  recovered  from  the  scorification 
slag  is  ,038  mgs.  equivalent  to  .65  % ,  The  amount  recovered  from 
the  cupel  is  very  small  and  less  than  in  set  No.  I.     (Table  I.) 

A  set  of  assays  was  run  on  ore  No.  2  to  confirm  these  results 
of  the  disadvantage  of  rcscorification.  The  results  were  uniformly 
lower  than  when  the  buttons  were  cupelled  directly ;  the  average 
result  by  direct  cupellation  being  90.04  mgs.  and  by  rescorificatton 
89.13  mgs. 

These  assays  were  run  with  nitre  and  iron  nails,  the  nitre  being 
added  to  increase  oxidizing  action,  and  the  nails  to  desulphurize 
and  reduce.    (Table  IV.) 

The  slags  and  cupels  of  this  set  were  not  remelted  and  the  assays 
not  corrected. 

A  charge  with  cyanide  of  potassium  was  also  run  on  ore  No.  I 
to  note  the  effect. 

Ore,  1  A.  T. 

KCy.  2  A.  T. 

PbO.  I  A.  T. 

Salt  cover. 

The  result  gave  gold  5.40  oz.  which  is  much  lower  than  assays 
run  by  the  regular  charges. 

The  following  are  the  average  results  obtained  from  the  four 
sets  of  assays. 

Ore  No.  i. 

Average  uncorrected  assay  when  cupelled  directly   .  5,65  mgs. 

Average  corrected  assay  when  cupelled  directly   .    .  5,74  mgs. 

Average  uncorrected  assay  when  button  is  rescorified  5,54  mgs. 

Average  corrected  assay  when  button  is  rescorified  ,  5.67  mgs. 


Average 
Average 
Average 
Average 
Average 
Average 


of  gold  in  crucible  slag 0-07S  t 

expressed  in  per  cent 1.23% 

loss  in  cupel  when  cupelled  directly  .    .    .      0.013  "igs- 

OSS  in  cupel  expressed  in  per  cent 12% 

OSS  in  scorification  slag 0.038  mgs. 

OSS  in  per  cent 65% 
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Total  gold  recovered  when  cupelled  directly  ....  0.09  mgs. 

Total  gold  recovered  in  per  cent 148^ 

Total  gold  recovered  when  rescorified 0.1 1  mgs. 

Total  gold  recovered  in  percent i-9S% 

Ore  No.  2. 
Average  uncorrected  assay,  cupelled  directly  .    .    ,    90.04  mgs. 

Average  corrected  assay,  cupelled  directly 90.55  mgs. 

Average  uncorrected  assay  when  bottom  is  rescorified  89,13  mgs. 

Average  corrected  assay  when  button  is  rescorified  ,    

Average  loss  of  gold  in  crucible  slag 0.09  mgs. 

Average  loss  of  gold  in  per  cent -45  /i 

These  figures  are  based  on  the  highest  corrected  assay  in  each 
case,  that  being  taken  as  100. 

A  set  of  assays  was  also  run  in  which  the  heat  of  the  fire  and 
time  in  fire  was  varied,  to  determine  whether  these  factors  had  any 
influence  on  the  result.  The  fires  varied  from  a  red  to  a  white 
heat,  and  the  time  from  30  minutes  to  one  hour. 

The  difference  in  results  was  very  small,  and  a  good  moderate 
fire,  with  from  40  to  50  minutes  in  the  furnace  gave  the  best  re- 
sults.    Cupellation  should,  however,  be  carried  on  at  a  low  heat. 

SCORIFICATION   ASSAYS. 

Both  ores  No.  I  and  No.  3  were  run  by  scorification  with  but 
very  indifferent  results,  one  fact,  however,  being  certain,  that  scori> 
fication  for  both  high  and  low  grade  ore  gave  low  results. 

Ore  No,  I  was  first  assayed  by  the  following  charge: 

Ore  l/s  A,  T. 

Test  Lead,  70  grams. 

Litharge  cover,  20  grams. 

Borax  glass,  J^  gram. 

This  gave  gold,  4.30  oz.,  against  crucible  method  of  5.62  oz. 
The  test  lead  was  increased  to  80  grams,  giving  gold  4.80  oz. 

Then  to  still  further  increase  the  ratio  of  test  lead  to  ore  these 
charges  (No.  i  and  No.  2)  were  run. 

No.  I.  No.  2. 

Ore  i/io  A.  T.  Ore  i/io  A.  T. 

Test  Lead,  50  grams.  Test  Lead,  60  grams. 

Litharge,  20  grams.  Litharge,  20  grams. 

Borax  glass,  i^  gram.  Borax  glass,  ^  gram. 
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These  were  run  in  duplicate  and  gave  the  following  result : 
No.   I.  No.  2. 

(a)  gold  =  4.20  oz.  (a)  gold  —  5,00  oz. 

(b)  gold  =  4.CX)  oz.  (b)  gold  —  5.40  oz. 

More  assays  were  run  by  various  charges,  but  invariably  gave  low 
results,  much  behind  those  of  the  crucible  assay. 

Ore  No.  2  was  run  by  the  following  charge : 

Ore  i/io  A.  T, 

Test  Lead,  50  grams. 

Litharge  cover,  20  grams. 

Borax  glass,  %  gram. 

This  gave  gold  74.S0  oz.     (No.  c.) 

The  test  lead  was  increased  to  60  grams  giving  gold  7S.70  oz. 
(No.  d.). 

The  scorification  slags  of  these  assays  were  ground  up  and  re- 
melted  and  gave  the  following  results : 

Recovered  from  No.  c,  0.42  oz. 

Recovered  from  No.  d,  0.38  oz. 
This  makes  the  corrected  result,  figured  to  the  assay  ton :  On  No. 
c,  79.0  oz. ;  on  No.  d,  81.8  oz. 

These  corrected  results  are  still  way  below  the  uncorrected  val- 
ues obtained  by  crucible  assay.  Th«  loss  of  gold  in  the  scorifica- 
tion slag  is  very  great,  but  a  greater  loss  takes  place  by  volatitiza- 
tion. 

These  facts  readily  prove  that  the  crucible  assay  is  much  the 
better  for  telluride  ores. 

CONXLUSIOKS. 

It  is  very  evident  that  a  large  excess  of  litharge  is  necessary  to 
obtain  good  results  in  assaying  a  telluride  ore.  The  amountwill  vary 
with  the  richness  of  the  ore,  the  proper  proportion  of  litharge  to  ore 
being  maintained  in  a  rich  telluride  by  decreasing  the  quantity  of 
ore.  A  definite  ratio  of  litharge  to  gold  for  telluride  ores  might 
be  established. 

The  loss  of  gold  in  the  crucible  slag  is  many  times  more  than  that 
in  assaying  ordinary  ores,  and  justifies  the  making  of  corrected  as- 
says when  accuracy  is  required. 

The  loss  of  gold  in  cupellation  which  is  recoverable,  is  not  of 
much  moment. 
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Scorification  of  any  kind  is  bad  for  a  telluride  ore,  whether  it  be 
direct  scorification  of  the  ore,  or  the  recorification  of  brittle  or  lar£e 
buttons.  The  loss  on  cupelling  a  large  or  brittle  button  directly 
is  much  less  than  if  it  were  first  rescoriRed. 

The  amount  of  gold  lost  in  the  scorification  slag  when  scorify- 
ing ore  directly,  is  very  great,  amounting  to  5.65I,  (page  424). 

The  highest  uncorrected  result  also  gives  the  highest  corrected 
result,  showing  that  loss  takes  place  by  volatilization. 

The  loss  of  gold  in  a  rich  telluride  is  greater  than  in  a  low  grade 
ore,  but  the  percentage  of  loss  decreases  with  the  richness  of  the 
ore. 

In  general,  the  crucible  assay  is  best,  by  far,  for  telluride  ores. 
The  fire  should  be  moderately  hot,  the  length  of  time  in  the  furnace, 
from  40  to  50  minutes.  The  assay  should  be  conducted,  so  as  to 
give  a  button  of  good  size,  from  20  to  28  grams,  which  can  be 
cupelled  direclly.  The  cupellation  should  be  made  at  a  low  heat 
with  crystals  of  litharge  forming  on  the  cupel.  When  the  assay 
is  to  be  accurate,  the  crucible  slag  should  be  remelted  and  button 
cupelled  and  the  resulting  gold  added  to  the  first  assay. 

Mr.  F.  C.  Smith  published  an  article  in  the  T.  A.  I.  M.  E.,  Vol. 
26,  p.  485,  on  "The  Occurrence  and  Behavior  of  Tellurium  in 
Gold  Ores,  etc.,"  which  is  partly  devoted  to  the  assay  of  tellurides- 

His  experiments  tend  to  pfove  that  the  crucible  a.ssay  is  the  bet- 
ter for  tellurides,  and  that  the  loss  of  gold  in  the  assay  is  very  great 
if  the  charge  is  not  properly  made  up  as  regards  the  amount  of 
litharge  present.  He  does  not  make  corrected  assays  or  licate 
the  losses. 

In  the  discussion  of  this  paper,  Mr.  W,  P.  Jenney,  states  that  he 
believes  an  oxidizing  charge  with  small  quantities  of  ore  would 
be  beneficial.  The  excess  of  PbO,  of  course,  has  this  action,  but 
to  try  this  point  further  the  assays  on  Table  IV.  were  made  by  the 
following  charge. 

i/S  A.  T.  Ore. 

4  A.  T.  PbO. 

\y^  A.  T.  Soda. 

I  A.T.  Silica. 

20  grams  Nitre. 

6  loops  iron  wire. 

The  iron  acted  as  reducing  agent.  The  buttons  were  good 
size,  malleable,  but  no  increase  in  gold  was  noticeable. 
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ANALYTICAL  CHEMISTRY. 
By  ELWYN   waller,  Ph.D. 

fi//er  Papers  ^Reducing  Action.— 1av\%  (Ch.  News,  LXXVII.,  133). 
The  filtration  of  chromate  solutions  through  paper  causes  a  perceptible 
^tduction  of  the  CrOj  as  determined  by  testing  against  standard  ferrous 
solution.  Several  papers  were  tried,  each  of  which  gave  results  slightly 
■different  from  the  others.  The  effects  were  most  decided  when  the  so- 
lution of  CrO,  was  hot  and  acid.  In  the  cold  the  reduction  was  in  some 
cases  nil. 

Aluminum  as  an  Electrode. — Hough  (J.  Am.  Chem.  Soc,  XX.,  302). 
Al  can  only  be  used  as  a  cathode,  being  dissolved  off  when  used  as  an 
anode.  In  sulphate  or  chloride  solutions  it  could  not  be  used  at  all.  la 
HNO,  solutions  it  appears  to  woric  well,  and  might  be  of  service  in  Cu 
determinations.  It  can  also  be  used  in  KNH^C^O^  solutions  such  as  are 
recommended  by  Clasen  for  certain  depositions.  Its  use  in  KCy  solu- 
tions is  also  possible. 

Pure  Copper  for  Analytical  Wur^.— Westmoreland  (Analyst,  XXII., 
86).  Many,  indeed  the  majority,  of  the  samples  of  copper  supplied  by 
chemical  dealers  as  "pure  "  were  found  not  to  be  so,  the  amount  of  pure 
copper  in  them  being  in  almost  all  cases  something  over  99  per  cent. 
One  sample  contained  only  94.42  percent.  Arsenic  was  lound  in  sev- 
eral of  the  samples,  in  one  case  0.67  per  cent.  Both  the  electrolytic 
-and  iodide  methods  were  used  in  determining  the  Cu. 

Alkalimetric  Indicator. ~~Q,n%\att  (Report  de  Pharm.,  1896,  208) 
recommends  Resazurin  C,  jH.NO^.  It  is  but  slightly  soluble  in  water, 
-more  so  in  alcohol,  and  readily  so  in  acetic  ether.  Aqueous  and  alka- 
line solutions  are  blue,  acid  are  red.  For  use  dissolve  0.2  gra.  in  40  cc. 
N/io  ammonia,  and  dilute  to  one  litre ;  2  or  3  drops  of  this  solution 
suffice  for  a  bulk  of  200  cc.  With  HNO3  it  is  not  usable.  Uncertain 
in  presence  of  COj.  The  delicacy  is  extreme.  The  Resazurin  is  made  by 
dissolving  4  gms.  Resorcin  in  300  cc,  of  {water  free)  ether,  and  adding 
40  to  4S  drops  of  HNOj  fSpGr  1.25)  saturated  with  HNOj.  After 
■standing  for  two  days  the  solution  is  poured  off  from  the  (brown)  crys- 
tals, which  are  washed  with  ether  until  the  washings  are  no  longer  col- 
ored blue'by  ammonia. 

Volumetric  for  &i//«ot.— Fer.ton  (J.  Lond.  Chem.  Soc.,  LXXIII., 
167).  Sodium  dihydroxytartrate  (NajC^HjOg)  was  found  by  this 
.author  to  be  quite  insoluble  in  water,  especially  when  cold.  He  has 
also  found  that  K^Mn^Og  oxidizes  the  dihydroxy tartaric  acid  quantita- 
tively. By  precipitating  a  concentrated  solution  of  sodium  chloride, 
sulphate  or  nitrate  with  a  saturated  solution  of  potassium  dibyroxylar* 
trate  (1  in  30)  in  ice  cold  solution,  and  filtering,  the  excess  of  the  pre- 
cipitant may  be  titrated  and  the  Na  thus  determined.  Metals  other  than 
K,  Na  and  Mg  must  be  absent.     Also  precipttaion  does  not  occur  in 
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borax  solutions.  NH^  sails  seem  to  exercise  some  solvent  action.  The 
solution  should  be  neutral  for  precipitation.  The  permanganate  is  best 
standardized  by  means  of  a  standard  solution  of  NaCl. 

Potassium  Delerminalion. — Moore  fj.  Am.  Chem.  Soc,  XX,,  340). 
K  may  be  determined  without  previuus  removal  of  Fe,  Al,  Ca,  etc.,  by 
treating  the  clear  solution  of  a  mineral,  soil,  etc.,  after  evaporating  off 
excess  of  acid,  essentially  in  the  same  manner  as  the  treatment  of  the  so- 
lution when  all  but  alkalies  have  been  removed.  Add  H,PlCI,  sufficient 
to  combine  with  the  K,  ct'aporate  low,  then  add  acidulated  alcohol,  made 
by  passing  dry  HCl  gas  into  alcohol  of  90  per  cent,  until  i  cc.  of  the 
same  neutralizes  about  7  '4  cc.  of  normal  KOH.  The  acidulated  alcohol 
removes  Fe,  Al,  etc.  The  sulphates,  NaCl,  etc.,  must  be  washed  out  by 
NH4CI  solution,  aoo  gms.  per  litre,  as  prescrilxd  by  Lindo.  Aftor 
washing  with  85  per  cent,  alcohol  pure  K,PtCI,  is  left. 

jilumina  in  Bauxite. —PYiiUlps  AndHaacock  {^  Am.  Chem.  Soc.,  XX., 
109).  The  manufacturer's  requirements  as  to  bauxite  are  as  follows  in  the 
order  of  their  importance  : 

I.  Easy  solubility  of  the  alumina  in  H^SO^ . 

3.  Rapid  filtration. 

3,  Rapid  washing. 

4.  Freedom  from  substances  that  on  going  into  solution  would  aflect 
the  quality  of  the  alum  or  other  products.  If  the  bauxite  is  ferruginous 
the  fourth  point  may  come  second.  The  usual  method  of  analysis  has 
been  to  treat  with  a  mixture  of  acids,  finally  evaporating  down  to  fumes 
of  SOg  to  determine  extractable  AI,Oj.  By  a  seres  of  experiments  it 
has  been  found  that  treatment  with  HjbO^  of  50°  B.  at  100°  C.  for  one 
hour  practically  extracts  all  the  Al  present  as  Alj(OH)g.  This  it  is  pro- 
posed shall  be  called  "  Free  alumina."  Heating  to  fumes  of  SO,  ex- 
tracts more  A1,0,,  some  of  which  apparently  comes  from  the  clay  in  the 
samples.  This  it  is  proposed  to  call  "  Combined  alumina  "  and  thesum 
of  these  two  to  be  called  "  Available  alumina."  The  method  of  analysis 
proposed  is: 

Moisture. — Dry  1  gms.  to  constant  weight  at  100°  C. 

Available  Alumina. — 3  gms.  bauxite,  10  cc.  cold  HjSO^  of  50°  B. 
Heat  gradually  in  a  casserole  with  stirring  to  fumes  of  liOj,  cover 
with  a  watch  glass  and  heat  for  10  minutes,  cool,  add  100  cc.  hot  water, 
boil  5  minutes,  filler  and  wash.  Cool,  dilute  to  aoo  cc.  and  taVe  (a> 
50  cc.  forAljOa,  Fe^Og  and  TiOj,  and  (i)  50  cc.  for  TiOj  and  Fe,0,. 
Dilute  (a)  to  300  cc.,add3  cc.  HCl,  boil,  add  slightly  excess  of  NH^OH, 
boil  s  minutes,  filter  and  wash  thoroughly.  Ignite  and  weigh  mixed 
AljOg,  FejOj  and  TiOj,  from  which  weight  Fe^Oj  and  TiOj  found  ia 
(i)  is  to  be  deducted. 

Titanium  oxide Dilute  (b)  to  350  to  400  cc.  after  neutralizing  with 

NHjOH,  and  then  adding  a  slight  excess  of  H,SO^;  add  SO,  to  reduce 
Fe  and  boil  for  one  hour,  keeping  up  the  volume,  and  also  Mding  SO, 
from  time  to  time  so  that  the  odor  is  all  the  time  decided.  Filter  hot, 
wash,  ignite  and  weigh  TiO,. 

Ferric  oxide. — Reduce  the  liltratc  from  TiOj  by  Zn  and  titrate  as  ns- 

Free  Alumina. — i  gms.  bauxite,  10  cc.  HjSO^  of  50°  B.  in  4-ounce 
Erlenmeyer  flask  provided  with  perforated  stopper;  heat  for  one  hour  in 
a  boiling-water  bath,  shake  frequently,  add  100  cc.  hot  water,  and  keep 
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in  the  bath  for  10  minutes.  Filter,  wash  and  treat  as  before,  except  that 
TiOj  docs  not  dissolve  and.thcrcforc,  does  not  have  to  be  determined. 
Weigh  AljO,  and  FcjO,  from  one  aliquot  portion,  and  determine  Fe  in 
another. 

For  determination  of  SiO,  total  AljO,,  etc.,  fusion  with  KHSO^  is 
recommended.  TiO^  i?  always  present,  someiimes  to  the  extent  of  4  per 
cent.  A  portion  (50  to  75  per  cent,  or  more)  is  soluble  in  HjSO^  con- 
centrated to  fume;. 

Alumina  and  Ferric  oxide  in  P/iotphates. — Lichtschlag  (Chem.  Ztg. 
XXI.,  264).  Fuse  2  gms.  with  8  gms.  NajCO,  for  twenty  minutes,  cool, 
detach  the  cake,  rinse  out  with  HCl,  which  is  used  afterward  to  dissolve 
the  mass  in  a  beaker.  Put  solution  into  a  300  cc.  flask — neutralize  with 
NaOH,  bring  to  boiling,  and  add  30  cc.  of  ao  per  cent.  NaOH  solution. 
Heat  15  minutes,  then  cool  and  fill  up  to  the  mark.  Filter  ofT  50  cc. 
add  excess  of  HCl,  then  a  little  Na^HPO^ ;  boil,  and  precipitate  out 
AIPO4  by  adding  excess  of  ammonia. 

The  Fe-Og  precipitated  out  by  the  NaOH,  miy  be  dissolved,  reduced 
by  Zn  and  titrated. 

Iron  by  Hydrogen. — Schmidt  (per  Rev.  Chlm.  Anal.  App.,  VI.  [3]  ja). 
0.4  gm.  of  the  sample  is  weighed  out  in  a  too  cc.  flask  and  a  to  a. 5  gms. 
of  I  (accurately  weighed)  are  added,  then  5  to  10  cc.  of  water.  The 
action  ensuing  dissolves  only  the  metal,  leaving  the  oxide  present,  i  gm. 
KI  is  then  added  and  the  excess  of  I  titrated  with  standard  Na,SjO,. 

Bichromate  Titration — Influence  of  Manganese. — Jervis  (Ch.  News, 
LXXVII.,  133).  The  presence  of  Mn  salts  in  the  solution  interferes  with 
the  development  of  the  blue -coloration  (end  reaction — spot  test  with 
KgFejCy,  j),  when  but  little  ferrous  salt  is  present,  and  may  prevent  it 
altogether  from  l)eing  seen.  Using  very  little  solution  of  KgFejCy.j 
helps  to  avoid  this  interference,  but  somewhat  impairs  the  delicacy  of  the 
reaction. 

Chrome  Steel  Analysts.— Yx^tx  {Ch.  News,  LXXVII.,  156).  In  ana- 
lyzing chrome  steel  by  Galbratth's  method,  was  found  to  give  high  results. 
The  method  consists  in  dissolving  in  HjSO^,  adding  K^Mn^Og  to  oxi- 
dize FcSO,  to  Fcj  {SO^Ig  and  Cr^Og  to  CrOg,  fihering  off  precipitated 
Mn  oxides,  adding  standard  ferrous  solution,  and  titrating  the  excess 
with  standard  KjCr^Oj.  The  results  were  found  to  be  higher  in  pro- 
portion to  the  amount  of  acid  used  for  dissolving  and  the  excess  of 
■  KjMnjO,  used.  Blank  tests  with  steel  containing  no  Cr,  using  the 
same  amounts  of  acid  and  KjMnjO,  gave  figures  which  when  deducted 
from  the  apparent  percentage  found,  gave  results  concordant  with  results 
obtained  by  Stead's  modified  KjMn^Og  method  and  Arnold's  phosphate 
method. 

Manganese  in  Plants  and  Sails. ~Y\char A  (C.  Rend  ,CXXVI.,  No.  7) 
applies  the  colorimetric  method  (forming  HjMnjOg  by  boiling  with 
HNOj  and  PbgO^  and  making  colorimetric  comparison).  The  amount 
of  material  convenient  to  use  (0.5  gm.  or  more)  must  be  determined  by  a 
preliminary  test.  The  material  should  be  well  pulverized  and  first  in- 
cinerated at  a  dull  red  heat.  (For  plants  the  temperature  of  incinera- 
tion should  be  somewhat  higher  than  for  soils. )  The  residue  is  mixed 
with  two  parts  of  NajCO,  and  calcined.  After  cooling  it  is  detached  by 
dilute  HNOg,  and  about  0.5  gm.  Pb^O^  added.  Then  pour  in  4  cc. 
HjO  and  2  cc.  HNO,,  boil  down  to  about  one  half,  let  stand  and  com- 
pare colors  with  standard  treated  in  the  same  manner. 
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Manganese  Electrolytic. — Kaeppcl  (Zta.  Anorg,  Chen.,  XVI.,  a68). 
A  firmly  adherent  deposit  of  MnO,  was  found  to  be  obtained  by  addition 
of  I  to  10  gms.  of  acetone  to  the  sulphate  solution,  and  etectroly zing  from 
2  to  s  hours  with  a  current  of  4  volts  and  0.6  to  1.2  amp.  at  50  to- 
60°  C.  After  washing  the  deposit  was  dried  i  to  a  hours  at  over  150°- 
180°  C.  From  mixtures  of  Fe  and  Mn  salts,  the  Fe  was  completely 
separated  by  adding  a  large  excess  of  Na^FjO^  (i  a  gms.  to  i  of  Fe  salt) 
and  a  few  drops  (5)  of  H,PO^,  leaving  it  still  alkaline  ,  and  electrolyzing 
at  35°-4o°  C.  for  8  or  9  hours.     4  volts  1.5  to  2.5  amp. 

Separation  of  Arsenic.—],  and  H.  S.  Paltinson  (J.  S.  C.  I.,  XVII,, 
211).  The  methods  described  depend  on  the  insolubility  of  As^Sj  in 
strong  HCl  iSp,  Gr.  1.16  to  1.17)  when  saturated  with  HjS.  Sulphides 
of  Pb,  Cd,  5n,  Sb,  and  Bi  are  entirely  soluble  in  acids  ot  this  strength. 
The  As  must  be  in  triad  form,  which  may  need  to  be  compleiely  induced 
by  addition  of  SnCl,.  When  dissolved  in  alkaline  sulphide  the  tendency 
to  assume  the  pentad  form  is  quite  pronounced,  and  the  solution  should 
be  exposed  to  the  air  as  little  as  possible.  To  insure  complete  saturMJoa 
of  the  acid  by  HjS,  the  addition  of  ZnS  may  in  some  cases  be  necessary. 
The  ASjSj  (separating  by  filtering  through  asbestos)  may  be  dissolved  by 
healing  with  cone.  HjSO,,  the  healing  being  prolonged  until  all  SOj  is 
eniirely  expelled,  and  may  be  titrated  with  standard  I  solution  after  dilu- 
tion j 

Tin  in  Tin  Plate,  elc.—\Qh.  (J.  S.  C.  I.,  XVII.,  325).  A  piece  of 
ihe  tin  plate  4  inches  square  is  cut  from  the  centre  of  a  sheet  taken  at 
random  from  the  box  (iia  sheets  joxaS  in.).  Put  100  cc.  CPHCl 
(Sp.  Gr,  i.ao)  in  a  graduated  200  cc.  flask  to  which  is  fitted  a  cork  with 
Bunsen  valve.  Drop  in  a  piece  of  marble  (about  5  gms.).  Insert  the 
cork  and  let  the  flask  stand  for  about  5  minutes.  Meantime  cut  the  4- 
inch  piece  into  strips  suitable  for  insertion  in  the  flask.  Remove  the  cork, 
drop  in  the  strips  quickly  and  replace  the  cork.  Heat  to  hasten  the  ac- 
tion, and  when  the  plate  is  nearly  dissolved  drop  in  another  piece  of 
marble  and  close  again.  The  moment  the  plate  is  entirely  dissolved, 
while  effervescence  still  comes  from  the  marble,  cool  as  rapidly  as  possi- 
ble until  the  solution  is  ice  cold.  Remove  the  cork,  and  add  ice  water 
to  the  mark,  pouring  down  the  side.  Stopper  lightly  and  mix  well. 
Then  by  means  of  a  pipette  transfer  50  cc.  to  an  S  oz.  Erlenmeyer  flask, 
add  a  little  starch  and  titrate  with  standard  I.  solution.  (That  used  by 
the  author  i  cc,  :^  0.000560  gm,  Sn.     It  is  standardized  once  a  week.) 

Run  into  another  flask  the  amount  of  I  solution  used,  and  add  to  it 
another  50  cc.  of  the  solution  dipping  the  end  of  the  pipette  below  the 
surface  until  just  at  the  end  of  the  delivery.  Add  a  little  starch,  and 
finish  in  the  ordinary  manner,  with  a  little  more  of  the  I  solution.  From 
the  result  calculate  Sn  per  spuare  inch,  and  this  number  X  0.98  gives 
weight  of  tin  in  pounds  per  box  of  ira  sheets  (20x28  in). 

Estimatin,^  Tin  in  Stannic  Salfs. — Fraenkel  and  Fasal  (Chem.  Ztg. 
Rep.  1898,  11).  The  Sn  is  precipitated  out  in  metallic  form  by  use  of 
metallic  Al  in  HCl  solution.  It  may  be  afterward  dissolved  up  in  HCl, 
and  titrated  with  standard  1  solution. 

Estimation  0/  Tin.—],  and  H.  S.  Pattinson  (J.S.C.T,,  XVIt.,  214). 
Sb„  (SOi)^  is  completely  insoluble  in  cold  cone  HaSO.  (SpOr  1.83)  when 
cooled.  Brought  into  solution  by  boiling  in  the  acid,  it  separates  com- 
pletely in  white  crystalline  form  on  cooling.     This  precipitate  may  be 
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separated  by  filtering  through  asbestos.  On  diluting,  neutralizing  with 
ammonia  and  adding  (^NH^)j  S.  As  and  Sn  go  into  solution  from 
which  they  are  precipitated  by  acidifying  with  diluted  HjSO^  (i  to  3  by 
vol.).  The  sulphides  sre  dissolved  by  boiliiiR  with  HCl  containing  Br. 
Decant  from  separated  S,  which  is  afterward  oxidized  up  by  fuming 
HNOg  and  the  solutions  united.  Clarke's  method  (oxalic  acid  in  HjS 
solution)  is  then  applied.  The  Sn  which  remains  dissolved,  is  precipi- 
tated out  by  neutralizing  with  ammonia  adding  tNH^)jS,  and  finally 
acidifying  with  acetic  acid. 

Lead  in  Drinking  Wa/^j-.— Liebrich  (Chem.  Ztg.,XXn.,  No.  34).  If 
the  water  is  acidified  with  HCjHgOj,  evaporated  10  small  bulk,  and 
treated  with  HjS,  treatment  of  the  precipitate  (with  HNO3  and  H^SO^) 
to  convert  to  PbSO^  and  weighing,  gives  high  results  on  account  of  the 
impurities  accompanying  the  PbS.  Treating  the  impure  PbSO^  with  a 
little  KOH  solution,  filtering  and  diluting  to  20  cc.  affords  a  solution  in 
which  colorimetric  comparisons  can  be  made  with  solutions  containing 
known  amounts  of  Pb.  Add  10  each  a  cc.  of  a  freshly  prepared  sohiiion  of 
(NH4)2S.  The  PbS  obtained  may  again  be  converted  into  PbSO^  and 
weighed  if  a  check  is  desired. 

Separation  of  Mercury  from  Bismuth. — Vanino  and  Treubert 
(Berichle,  XXXI.,  139).  The  solution  containing  these  metals  should 
be  weakly  acid.  To  this  is  added  excess  of  a  solution  made  up  in  the 
proportion  of  one  drop  of  commercial  hypophosphorus  acid  to  i  cc.  of 
HjOj.  HgjClj  separates  quantitatively,  filler,  wash  with  co/if  viilcr, 
dry  at  105°  C  and  weigh.  Heat  the  filtrate  to  expel  free  HCl  and  de- 
compose HjOj.  Then  render  slightly  alkaline  with  NaOH.  Again  add 
HHjPtlj,  and  heat  over  a  naked  flame,  with  frequent  stirring,  until  the 
black  precipitate  of  metalh'c  Bi  has  completely  separated  and  the  solution 
shows  no  cloudiness  by  diluting  with  water.  By  means  of  a  rod  com- 
press the  metallic  sponge  into  a  compact  mass,  filter  on  a  weighed  filler, 
wash,  dry  at  105°  C.  and  weigh. 

Separation  and  Estimation  of  Lead,  Copper  and  Arsenic. — Jean  (J. 
Pharm.  Chim.,  VII.,  No.  5).  Precipitate  by  HjS  from  HCl  solution, 
wash  the  sulphides  by  decantation,  treat  them  with  a  little  KCIO,  fol- 
lowed by  HjSO..  boil  out  CI,  add  alcohol  and  filter  off  PbSO^  for  de- 
termining Pb.  Render  the  filtrate  ammoniacal  to  an  extent  sufficient  to 
give  a  clear  solution  and  determine  Cu  by  titrating  with  standard  Na^S. 
Acidify  with  HCl  and  filler  out  CuS,  add  KCIO3  and  boil  down  to 
about  zo  cc,  nearly  neutralize  with  ammonia,  add  5  cc.  NaC^HgOj  and 
titrate  AsjOj  with  standard  uranium  solution. 

Ytfria  Earths  0/  Monazite  and  yEsthinite. — Fractional  crystallization 
Urban  C.  Rend.,  CXXVI.,  No.  n).  The  ethylsulphates  prtpared  by 
doublie  decomposition  between  the  yttric  sulphates  and  barium  ethylsul- 
phate  have  afforded  the  best  results.  The  separation  is  in  this  order: 
Yttrium,  terbium,  holmium  and  dysprosium  erbium,  ytterbium. 

Incandescent  Mantles — Welsbach  light,  etc.  Hinlz  (Fres.  Zts.  Anal. 
Chcm.,  XXXVir.,  94).  Cerium  may  be  volumetrically  determined  in 
presence  of  large  amounts  of  Th  by  means  of  Gibbs  reaction  (with  H„Oj) 
by  exercise  of  special  care.  Practise  is  necessary  to  attain  trustworthy 
results.  The  Ce  solution  must  be  acidified  with  dilute  HjSO^  to  an 
extent  sufficient  to  prevent  precipitation  of  Ce„(SO^),  on  boiling.  Cool, 
add  ammonium  persulphate  [(NH^)„S20j]'and   boil  for  one  or  two 
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minutes  to  pcroxidizc  Ce.  Cool  to  40-60*^  C.  by  standing  in  cold  water, 
add  a  second  portion  of  (NH4)jS507  and  heat  to  boiling  for  a  few  min- 
utes again.  Repeat  this  operation  of  cooling  down,  etc.,  making  the 
duration  of  the  final  boiling  5  to  1 1;  minutes.  Toward  the  end  of  the 
boiling  add  a  little  more  dilute  HjSO^  to  decompose  ihc  excess  of 
(NH,),S,0,.  Aboui  3  gms.  (NHJjSjO,  serves  for  0.3  gm.  Ce. 
About  one-haif  of  this  is  added  for  the  first  boiling,  and  one-founh  each 
for  the  second  and  third.  Thoroughly  cool  the  solution  which  now  con- 
tains all  the  Ce  as  CeOj,  run  in  from  a  burette  a  standardized  (dilute) 
solution  of  HjO,  until  decolorization  is  complete,  and  titrate  back  the 
cxctssof  HjO,  by  standard  KjMnjOj.  The  latter  may  be  standardized 
by  FeSO^,  56  of  Fe  correspond  to  140  of  Ce  or  to  172  of  CeOj.  Too 
large  an  excess  of  free  HjSO^  gives  low  results,  so  that  it  is  advisable 
before  titrating  to  pariialiy  neutralize  the  free  acid.  Photometric  tests 
tend  to  show  that  mantles  containing  99  parts  of  ThO,  10  one  of  CeO, 
are  unaffected  as  to  lighting  power  by  the  presence  of  up  to  ore  per  cent. 
of  neodymium,  lanthanum  or  yttrium  oxides,  or  of  0,2  to  one  per  cent, 
of  ZrOj.  The  effect  of  o.  i  per  cent  ZrO,  is  somewhat  in  doubt.  The 
presence  of  CaO  is  detrimental  causing,  rapid  disintegration  of  the  man- 
tles. 

To  examine  mantles  at  least  a  dozen  should  be  taken,  and  the  upper 
and  lower  ends  cut  off  and  rejerted.  After  weighing  extract  completely 
with  water  acidulated  with  a  few  drops  of  HNOg.  Incinerate  the  re- 
mainder, fuse  with  KHSO^,  dissolve  in  waler  and  HCJ,  precipitate  with 
ammonia,  and  add  the  HNOg  solution  of  the  principitate  to  the  first 
solution,  and  bring  the  whole  to  a  definite  volume,  in  certain  cases  a 
special  test  for  neodymium  can  be  made  on  the  concentrated  nitrate 
solution  with  the  spectroscope.  The  absorption  bands  are  readily  seen 
when  under  one  per  cent,  is  present. 

I.  In  an  aliquot  portion  after  evaporating  off  excess  of  acid,  precipitate 
with  H,C,0^.  Filter  and  wash  on  a  toughened  filler.  Rinse  off  into  a 
beaker,  heat  wiih  cone,  solution  of  (NH^ljC^O^,  dilute,  cool,  and  let 
stand  some  time  before  tillering.  Ignite  and  weigh  precipitate.  If  the 
weight  of  the  precipitate  is  not  more  than  j  per  cent,  tttore  than  the  CeOj 
(found  by  titrations  above)  the  Nd,  La  and  Yt  oxides  are  not  present  in 
proportions  sufficient  to  affect  the  illuminating  power  of  the  mantles. 
If  the  reverse  is  the  case,  dissolve  weighed  precipitate  in  the  crucible 
with  HjSO,  and  heat,  neutralize  with  amonia,  precipitate  with  (NH^jj 
CjO^,  etc. 

Test  the  filtrate  forZrOj  by  evaporating,  igniting  to  decompose  oxalates, 
dissolve  in  HCl,  and  after  driving  off  free  acid  test  micro  chemically, 
thus  :  Evaporate  a  drop  of  the  aqueous  solution  on  a  microscope  slide, 
then  add  a  drop  of  water,  and  a  drop  of  KHCjO^  solution,  dry  off,  and 
examine  with  the  microscope  for  the  characteristic  crystals  of  potassium 
zirconium  oxalate, 

a.  In  another  aliquot  portion  evaporate  off  free  acid,  precipitate  with 
HjCjO,  and  ignite  and  weigh  ihe  mixture  of  oxides,  ZcOj  excepted. 

3.  In  another  portion  titrate  Ce,  as  already  described. 

Separation  of  Tlwrium. — Wyrouboff  and  Verneuil  (C.  Rend., 
CXXVI.,  No.  4).  To  obtain  pure  ceriun  salt  it  is  sufficient  to  dissolve  a 
precipitate  of  mixed  Ce  and  Th  oxides  in  enough  HCl  to  reduce  the  Ce 
to  CeO,  add  a  little  H3PO4  and  evaporate  to  pastiness,  take  up  with 
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water  and  filler.  All  tlie  Th  and  a  little  of  the  Ce  remain  in  the  insolu- 
ble portion,  while  the  solution  contaios  only  Ce. 

A  modification  of  Cleve's  reaction  (addinft  HjO,  to  Th  (SO^),  which 
affords  gelatinous  Th^O,.SOg)  was  found  effective  in  this  way:  Having 
a  solution  of  Th  (NOg)^  containing  a  minimtim  of  free  acid,  the  addi- 
tion of  H3O2  in  excess,  and  heating  to  about  60°  precipitates  the  whole 
of  the  Th.  If  much  Ce  is  present,  small  amounts  will  remain  in  the  pre* 
cipitate.  By  dis^lving  in  HNO,  evaporating  to  dryness,  diluting  and 
again  using  H,Oj,  much  or  all  tlie  Ce  remaining  may  be  removed.  A 
third  precipitation  may,  however,  be  necessary.  The  precipitate  cannot 
be  calcined  or  dissolved  in  HNO,  directly  without  loss  from  the  vigorous 
escape  of  O,  The  mode  of  treating  the  precipitate  serving  to  avoid  this 
difficulty  was  as  follows :  After  washing  until  the  wash  water  gave  no 
precipitate  with  ammonia,  the  precipitate  was  detached  from  the  filter, 
and  dissolved  in  a  little  water  containing  2  gms.  NH^I  and  ace.  cone. 
HCl.  The  hot  solutian  is  run  through  the  filter  to  dissolve  adhering 
particles,  which  filler  is  then  washed.  From  the  solution  ammonia  will 
precipitate  Th  (OH),  which  can  then  be  dissolved  or  calcined  without 
mechanical  loss.  The  reaction  described  by  Dennis  (vid  Quarterly 
XXIII.,  173)  with  potassium  hydronitride  does  not  afford  a  complete 
separation  from  Ce. 

Tellurium  loiiometrU  method, — Norris  and  Fay  (Am.  Chem.  J.,  XX., 
278).  In  presence  of  a  large  excess  of  alkali,  dilute  and  cold,  the  re- 
action between  TeOj  and  Kj  MojOg  is  this: 

(1 )  aKMnO,  +  3TeOj  =  KjO  -f  MnO,  +  sTeO,. 

In  acid  solution  the  reactions  of  MnOj  and  KMnO^  respectively  are  : 

(2)  aMnO.  +  4KH-4H,S04  =  2MiiS04  +  2KjbO^H-4H,0  +  4I. 

(3)  aKMnO,  +  loKI  -j-  SHjbO,  =  aMnSO^  +  eK^SO^  +  aH,0  + 
lol. 

The  oxidation  of  TeO,  by  KMoO^,  followed  by  acidification,  and 
addition  of  KI  may  be  expressed  thus: 

(4)  aKMnO^  +  jTeO^  +  4KI  +  5H,S04  =  3TeO,  +  sK^SO*  + 
aMnSO^  +  SHjO  +  4l. 

A  determination  of  the  I  set  free  by  a  known  amount  of  KMnO^  so- 
lution, as  compared  with  the  amount  of  I  set  free  after  a  portion  of  the 
oxidizing  power  of  the  K.MnO^  has  been  expended  in  oxidizing  TeOj 
affords  a  basis  for  the  rapid  and  accurate  estimation  of  the  Te. 

The  standard  solutions  used  are  Na^SjO,  a pproxi relate ly  tenth  nor- 
mal KMn04  7  gms.  per  litre. 

The  TeOj  solution  is  treated  with  zo  cc.  of  a  10  per  cent,  solution  of 
NaOH.  Standard  KMnO^  is  then  added  from  a  burette  until  the  solu- 
tion shows  a  deep  pink  color.  This  mixture  is  then  diluted  with  ice 
water,  acidified  with  HjSOf,  a  gms.  of  KI  in  solution  added,  and 
titrated  with  the  standard  NajSjOj.  The  deficit  in  the  amount  of 
NajSjOg  required  m  this  case  as  comptared  with  the  amount  necessary 
when  the  TeOj  is  not  present  affords  a  measure  of  the  Te. 

Perchiorale  in  Chili  Saltpetre. — Selckmaun  (Zts.Angew.Chem.,  1898, 
loi).  The  amount  of  chloride  in  the  sample  is  first  determined.  Then 
5  to  10  gms.  of  the  sample  are  placed  in  a  porcelain  crucible  of  40  to 
50  cc.  capacity  and  3  or  4  times  the  weight  of  Pb.  in  chips  added,  and 
heat  is  applied  gradually.  The  salt  fuses  first,  ihen  the  Pb.  and  reaction 
between  Ihem  begins,  shown  by  evolution  of  gas  and  formation  of  PbO. 


D,^.,/.Jl.yCjOOJ^IC 


434  THE  QUARTERLY. 

By  use  of  a  hooked  Cu  wire  fresh  metallic  surfaces  may  be  brought  ii> 
contact  with  the  salt.  The  heat  should  be  regulated  so  as  to  avoid  loo 
rapid  n  reaction.  When  the  melt  becomes  thick  and  gas  no  longer  es- 
capes, which  occurs  in  about  to  minutes  after  beginning  of  lusion,  the 
heat  is  raised  a  little  until  the  bottom  of  the  crucible  is  at  dull  red,  at 
which  paint  it  is  maintained  for  one  or  two  minutes  to  complete  the  re- 
action. Too  strong  heating  which  will  fuse  the  PbClj  or  PbO  must  be 
avoided.  Then  cool  the  melt  and  leach  out  with  water  in  a  beaker. 
Reddish  PbO  and  small  globules  of  Pb  should  only  remain  undissolved. 
It  the  heat  has  been  too  high,  yellow  oxychloride  is  present.  In  that  case 
it  is  better  to  dissolve  it  in  a  solution  of  z  to  3  gms.  of  NaHCO,  or  in 
NaOH.  In  any  case  the  CI  should  be  determined  in  the  solution  gravi- 
meirically,  as  the  nitrite  present  does  not  permit  of  accurale  titration. 

Determining  Phosphine  in  Aielylene  Gas Hempel  and  Kahl  (Zts. 

Angew.  Chem.,  1898,  53).  .-Vcetylene  prepared  from  CaC,  is  dangerous- 
if  it  contains  PH^.  To  determine  this  impurity  a  series  of  experiments 
were  made,  the  results  of  which  showed  that  the  best  absorbent  for  PHg 
was  a  solution  containing  15,6  gms.  crystallized  CuSO^  in  100  cc.  of 
water,  to  which  was  added  5  cc.  of  diluted  HjSO^  (x:4  by  vol.).  This 
should  be  used  saturated  with  CjH,  and  in  contact  with  metallic  Hg. 
After  3  minutes  agitation  in  contact  with  the  gas,  standing,  etc.,  one- 
fourth  of  the  diminution  in  volume  represents  the  volume  of  PHj  origi- 
nally present. 

Aluminum  Phssphidti. — Analysis  Franck  (Fres.Zt  s.  Anal.  Chem. 
XXXVII.,  173V  ThebestsolventisdiluteHjSO^(i:3).  The  phosphide  is- 
dissolved  in  a  tiask,  and  the  evolved  gases  are  passed  through  a  series  of 
three  bottles  containing  solution  of  HCl  saturated  with  Br  (about  za  cc. 
in  each).  The  whole  apparatus  is  filled  with  COj  gas  during  the  opera- 
tion. Something  under  0.5  gm.  of  the  phosphide  is  taken,  placed  in  the 
flask,  50  cc.  of  water  added,  and  CO3  passed  through  the  whole  appara- 
tus for  15  minutes,  then  through  a  globe  stop-cock  funnel  tube  50  cc,  of 
the  diluted  HjS04  is  gradually  run  in.  After  standing  half  an  hour  the 
contents  of  the  flask  are  boiled  for  half  an  hour.  A  Bunsen  valve  is- 
placed  between  the  generating  flask  and  the  first  absorption  flask.  After 
the  operation  the  contents  and  rinsings  of  the  flasks  are  evaporated  in  a 
porcelain  dsh  to  dryness,  the  residue  taken  up  with  HNO3  and  the  PjO, 
determined  in  the  usual  manner.  VVith  an  apparatus  arranged  as  shown 
by  the  illustration  in  the  paper,  the  author  slates  that  the  third  absorption 
bottle  has  never  yet  shown  (hat  any  P  reached  it. 

Phosphoric  <7i'/rf.— Weighing  as  Phospho-Molybdale.  Gladding  (Ch. 
News,  LXXVII.,  37).  The  varied  results  obtained  by  analysis  of  the 
"yellow  precipitate"  has  usually  prevented  determination  of  PjOj  in 
this  manner,  except  where  the  amounts  were  very  small.  By  the  method 
of  treatment  below,  a  precipitate  having  the  constant  composition 
48MoOg,  iPjO,,  loNHj,  iiHjO  was  obtained,  which  was  weighed  on 
a  tared  liiter,  and  afforded  accurate  nsults  with  fertilizers  and  substances 
containing  15  to  20  or  more  per  cent.  PjOj. 

To  the  solution  containing  the  PjOj  (25  to  50  cc.)  are  added  15  cc. 
of  strong  ammonia  (Gr.  0.900)  and  then  HNO3  (Gr.  1.42)  to  acidity. 
The  beaker  is  then  p.vt  in  a  water  bath  kept  at  50-'  C.  and  the  ordinary 
5  per  cent,  molyhdate  solution  added  slowly  from  a.  burette  {3  drops  per 
second}  with  constant  stirring.     When  about  10  cc.  excess  of  molybdate 
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has  been  added,  xht  beaker  is  allowed  to  stand  10  minutes  in  the  bath. 
The  solution  is  then  filtered  through  a  weighed  filter,  and  washed  with 
dilute  HNOg  (1  in  100)  three  times  by  decantation,  and  three  times 
on  the  filter,  and  a  final  washing  with  distilled  water.  An  air  balh  is 
unsuited  for  drying  this  precipitate.  A  water  oven  may  be  used  for  pre- 
liminary drying,  but  for  final  drying  one  needs  a  glycerol  oven  contain- 
ing glycerol  SpGr.  1.16,  boiling  at  110°  C. 

Basic  Sia^s,  Citrate  Soluble  Phosphoric  yJf/rf.— Bottcher  (Chem.  Zlg., 
XXI.,  168).  On  adding  a  sufficient  amount  of  Mg  mixture  to  the 
Werner  (NH^)gCjH50T  solution  from  the  slags,  and  agitating  in  a  shak- 
ing apparatus  tor  half  an  hour,  the  P^^a  '^  completely  precipitated. 
The  solution  must  be  filtered  at  once,  smce  by  standing  some  SiOj  will 
also  separate. 

Boric  ^a;^. —Gladding  (J.  Am.  Chem.  Soc,  XX.,  388).  The 
material  containing  the  B^Og  is  rinsed  into  a  150  cc.  flask  with  some  95 
per  cent,  methyl  alcohol,  and  3  cc.  of  an  80  per  cent,  (syrupy)  solution 
of  H  jPO^.  The  flask  is  connected  on  the  one  side  with  a  condenser  and 
receiver,  on  the  other  with  a  flask  of  boiling  methyl  alcohol  {in  a  water 
balh)  the  vapors  being  delivered  by  a  tube  at  the  bottom  of  the  liquid  in 
the  flask  containing  the  material.  The  heat  applied  to  this  flask  is  so 
regulated  that  the  liquid  is  kept  at  a  bulk  of  15  to  35  cc.  In  about  30 
minutes  about  100  cc.  should  have  distilled  over.  To  this  is  added  a 
carefully  neutralized  mixture  of  40  cc.  glycerin  with  100  cc.  water  (phenol- 
phthaline  indicator),  and  the  whole  is  titrated  with  standard  NaOH, 
Distil  more  to  ensure  the  complete  removal  of  the  BjOj. 

Sulphide  ami  Sulphydrate  of  Sodium. — Dobriner  and  Schranz  (Zts. 
Angew.  Chem.,  18g7,  455).  Dissolve  12  gms.  of  the  (commercial)  sam- 
ple in  I  litre  and  run  about  35  cc.  of  the  solution  from  a  burette,  into 
48  cc.  of  a  twentieth  normal  I  solution  acidulated  with  10  cc.  normal 
H2SO4,  and  diluted  up  to  iSo  cc.  If  the  yellow  color  of  the  solution 
does  not  disappear,  repeat  the  experiment,  using  less  of  the  N/20  I  solu- 
tion. Then  add  a  little  starch  solution  and  titrate  the  excess  of  H^S  by 
the  I  solution. 

In  another  portion  of  6  gms.  of  the  sample  dissolved  in  water,  deter- 
mine Na  by  adding  excess  of  normal  H^SO,,  boiling  out  all  HjS,  and 
titrating  back  by  normal  alkali.  The  ]iroporiion  of  NajS.gH^O  and  of 
aNaHS-gHjO  or  of  NaOH  and  NajS.9HjO  may  then  be  calculated. 

Interaction  of  Thiosulphates  with  Cyanides. — Dobbin  (Ch,  News, 
LXXVII.,  131).  In  concentrated  solution  after  a  time  snlphiies  and 
thioC)anaies,  arc  formed  thus:  KjSjOa  -f  KCN  =  K^SOg  +  KCNS. 

Carbonin  Irons  — Harbeck  and  Lunge  (Zts.  Angew.  Chem.,  1898,395). 
find  that  on  treating  pig  iron  etc.,  with  Cu  solution  to  dissolve  the  iron, 
some  hydrocarbons  escape.  With  CuSO,  on  an  average  0.037  f*'  cent. 
C  is  lost,  with  2NH4C!,  CuClj  0.015  per  cent,  of  C  is  lost,  using  5  gms 
of  the  iron.  The  method  found  to  be  satisfactory  was  that  of  Lunge  and 
Marchlewski  (Zts.  Angew.  Chem.,  189  r,  413),  in  which  5  gms.  of  the  sam- 
ple is  treated  with  CUSO4  solution  in  a  closed  flask  through  which  a  cur- 
rent of  air  free  from  COj  is  passed,  the  air  being  afterward  drawn  through 
a  tube  filled  with  CuO  and  kept  at  red  heat  during  solution  and  finally 
through  weighed  potash  bulbs  suitably  charged.  CrOg  and  H^SO^  are 
then  added,  and  the  remaining  C  is  oxidi/.erl  and  caught  in  the  potash 
bulbs.  The  introduction  of  a  Pt  spiral  into  the  llask  prevents  bumping 
during  the  operation. 
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Caleium carbide. — Testing-Bamberger (Zts.  Angew.Chero.,  1898, 196). 
The  apparatus  resembles  in  appearance  the  Schrotter  CO,  apparatus,     lis 

capacity  is  about  400  cc,  with  on  the  one  side  a  stopcock  dropping  funnel 
ground  to  its  seat  in  the  neck  of  the  (double  tubulated)  Hask,  and  aa  the 
other  side  fitted  to  the  second  tubulure  a  drying  lube  containing  lumps 
of  CaCL,  The  dropping  funnel  is  filled  with  a  15  to  20  per  cent,  solu- 
tion of  NaCI,  and  50  to  60  gms  of  the  carbide  charged  into  the  flask. 
The  NaCl  solution  is  then  allowed  to  drop  slowly  upon  the  carbide,  until 
the  whole  has  been  decomposed,  the  CjH^  escaping  through  the  drying 
chamber.  The  remainder  of  the  NaCl  is  then  run  in  rapidly,  the  ap- 
paratus warmed,  and  a  current  of  air  drawn  through  it.  The  yield  <rf 
CjHj  is  then  determined  by  loss  of  weight.  Theoretical  yield  of  pure 
CaC  IS  40,625  per  cent. 

Carbonic  acid  in  Sodium  Bicarbonate. — Lunge  (Zts.  Angew.  Chem., 
1S97,  p.  41a).  Byheatingaboiito.85  gm.  of  thesampletn  vacuouptoabout 
260°  and  conducting  the  evolved  gas  into  a  gas  volumeter,  the  second 
moleculeof  COj  may  be  expelled  and  measured,  i  cc.  of  CO^  ^=  7.5124 
mgms.  NaHCOg,  The  mode  of  constructing  and  using  the  lube  is  care- 
fully described.  Heating  for  10  minutes  suffices,  after  which  the  appara- 
tus must  be  allowed  to  cool  for  10  minutes  before  measuring  the  gas. 

Analysis  0/  Silicates .-^l^tciXK  (C.  Rend.,  CXX.,  893).  To  avoid 
ibe  difficulties  involved  in  the  obtaining  of  SiOj  in  the  gelatinous  form, 
the  silicate  is  fused  with  three  times  its  weight  of  PbO.  After  cooling,  the 
mass  is  treated  at  40°  C.  with  (at  least)  ten  times  its  weight  of  a  mixture 
of  equal  parts  of  ordinary  and  of  fuming  HNOj,  afterward  diluted  with 
boiling  water  and  filtered.  Only  the  SiO,  of  the  mineral  remains  in- 
soluble. 

Colorimetric  for  Silica  in  Waters. — Jolles  and  Neurath  (Zts.  Angew, 
Chem.,  1898,315).  The  alkaline  mol>bdatesgi^-e  a  yellow  coloration  with 
dissolved  SiO^  is  presence  of  HNOg.  The  potassium  silico  molybdate 
has  the  strongest  color,  which  is  most  intense  when  the  temperature  of 
the  solution  is  at  about  80°  C.  The  reagent  is  prepared  by  dissolving 
KjMoO^  in  the  proportion  of  8  gms.  in  50  cc.  of  water,  and  adding  50 
cc.  of  C.  P.  HNOg  of  Sp.  Gr.  1.2.  The  comparison  solutions  are  prepared 
by  diluting  a  solution  of  water  glass  (in  which  the  SiOj  has  been  accu- 
rately determined  to  such  an  extent  that  one  has  a  set  of  solutions  con- 
taining respectively  in  20  cc.  o.ooooi,  0.00004,0.00006,  0.0C008,  a. 0001, 
0,0002,  0.0004,  00006,  D.CJ008  and  0.001  gm.  of  SiO^.  The  compari- 
son test  tubes  should  be  of  such  calibre  that  20  cc.  will  have  a  depths  of 
about  18  cm.  20  cc.  of  the  water  to  be  tested  is  taken,  1  cc.  of  the  reagent 
added  10  it,  and  also  to  20  cc.  each  of  the  comparison  solutions,  and  the 
tubes  immersed  in  a  wa'er  bath  which  is  heated  to  80°.  The  depths  of 
color  are  then  compared.  Good  approximate  results  are  readily  obtained. 
The  presence  of  arsenic  is  rather  a  remote  contingency.  That  of  phos- 
phates, however,  may  in  some  cases  cause  error.  In  such  contingency  a 
color  comparison  on  the  raw  water,  and  another  test  on  the  solution  ob- 
tained after  evaporating  down  with  HNOg  to  remove  SiOj  and  dissolving 
up,  will  afford  a  correction  to  be  applied  to  the  first  reading. 

Coal  Analysis. — Report  of  Committee  (J.  Am.  Chem.  Soc,  XX., 
281).  This  report  is  only  preliminary  and  tentative,  criticisms  and  the 
record  of  experiments  being  invited. 

1.  Sampling — .At   least   five    pounds    is    the  amount  recommended, 
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which  should  be  broken  up,  quartered,  etc.,  as  rapidly  as  possible,  the 
final  sample  being  well  pulverized. 

3.  Moisture Dry  one  gm.  in  an  open  porcelain  or  Pt,  dish  at  104'* 

lo  107°  for  one  hour,  best  in  a  double  waited  bath  containing  pure 
toluene,  cool  in  a  desiccator  and  weigh  covered.  Experiments  recorded 
as  to  comparative  results  by  this  method,  and  by  drying  over  HJSO4 
showed  a  somewhat  larges  loss  over  HgSO^.  Experiments  as  to  loss  01 
volatile  matter  along  with  the  moisture  tended  to  show  that  thb  loss  was 
less  than  o.i  per  cent  and  may  usually  be  disteganled. 

3.  Volatile  Combustible  Matter. — Place  one  gm,  fresh  undried  coal  in 
a  platium  crucible  (10  to  30  gms.)  having  a  tight  fitting  cover,  heat  over 
the  full  Harae  of  a  Bunsen  burner  for  seven  minutes.  Crucible  should  be 
supported  on  P(.  triangle,  bottom  6  to  8  cm.  above  the  burner.  Flame 
should  be  aa  to  30  cm,  high  when  burning  free,  and  determination  should 
be  made  in  a  place  free  from  drjughts.  Upper  surface  of  the  cover 
should  burn  clear,  but  under  surface  should  remain  covered  with  carbon. 
Loss  is  mobture  and  volatle  combustible  matter. 

4.  Ash. — Burn  the  portion  of  coal  used  for  determining  moisture  at 
first  over  a  very  low  flame,  with  ihe  crucible  open  and  inclined,  till  free 
from  carbon.     This  is  more  rapid  than  burning  the  coke  to  ash. 

5.  Fixed  Carbon. — Obtained  by  difference  in  the  ordinary  manner. 

6.  Sulphur No  recommendations  made.     Inquiries  are  made  as  to 

the  methods  used, 

7.  Heating  Effect. — Should  be  calculated  on  coal  burned  to  COj  and 
HjO  (vapor)  at  100°  C,  and  stated  either  in  calories  per  kilo  or  Eng- 
lish heat  units  per  pound.  Theoretical  evaporative  effect  calculated  by 
dividing  calories  per  kilo  by  536  or  English  heat  units  per  pound  by  96,5, 

Heiting  effect  within  two  per  cent  can  be  calculated  thus :  Subtract 
from  too  the  per  cent,  of  moisture  and  ash,  and  one-half  the  per  cent,  of 
sulphur,  and  multiply  the  remainder  by  So. 7,  the  product  will  be  heating 
effect  expressed  in  calories. 

Test  for  wa/fr.— Brooks  (Chem.  News,  LXXVII.,  191),  The  salt 
Pblj.aKI  is  white  but  decomposes  in  presence  of  water,  afrordinjj  yellow 
Pblg.  To  prepare  it  i  gm.  PbCNOg)^  is  dissolved  in  10  cc.  of  water, 
and  saturated  solution  of  KI  added  until  the  precipitate  just  dissolves. 
Then,  by  standing  a  few  minutes,  a  copious  crystalline  precipitate  of  the 
salt  occurs.  Pour  off  the  supernatant  I  quid  and  shake  the  precipitate  for 
a  few  minutes  with  10  cc.  of  absolute  alcohol.  Pour  it  off,  dry  it  rapidly 
with  filtering  paper,  and  preserve  in  a  stoppered  bottleovcr  CaClj.  The 
mother  liquor  can  be  utilized  for  another  crop  of  crystals  by  adding  a 
little  more  Pb(NOj)j.  The  substance  is  more  sensitive  than  anhydrous 
CuSOj  for  tests  as  to  the  anhydrouscondition  of  absolute  alcohol,  ether, 
chloroform,  etc.  Though'  decomposed  by  water  it  dissolves  in  saturated 
KI  solution.     When  heated  it  becomes  temporarily  yellow. 

Sulphuric  Acid  and  Lime  in  Waters.— ^.(Ma  (J.  Pharm.  Chem.  [6], 
VII,,  No.  6).  100  cc.  of  the  water  Is  boiled  in  a  flask  (after  addition  of 
0.1;  to  1  cc.  of  a  solution  of  Na^COj  and  NaOH),  for  about  5  minutes, 
cooled  and  tilled  up  to  the  mark.  After  mixing,  50  cc.  is  filtered  off, 
acidified  with  s  to  10  drops  of  HCl,  and  after  boiling  to  expel  CO,  it  is 
juit  Dcutraliied  with  ammonia  and  10  cc.  of  twentieth  normal  baClj 
solution  added.  After  boiling  for  a  short  time  allow  to  stand  for  15 
minutes.     Then  add    10  cc.   twentieth  normal  chromate  (3.69  gms. 
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KjCr^Of  dissolved,  rendered  alkaline  with  ammonia  and  then  diluted  to 
I  litre;  and  boil.  Cool,  filter,  and  determine  excess  of  chramate  by 
standard  ferrous  solution.     Telle  (ib.  No.  4)  gives  the  same  method, 

using  KI  and  NajSjO,  to  estimate  the  excess  of  chromate.  The  lime 
which  remains  on  the  ^Iter  from  the  first  operation  (boiling  with  Na,CO, 
and  NaOH)  is  dissolved  through  by  moistening  with  HCl,  and  washing 
with  water.  After  rendering  the  solution  alkaline  with  ammonia  10  cc 
deci-normal  (NH^'j^CjO^  solution  is  added,  it  is  made  up  to  100  cc. 
and  after  shakingis  allowed  to  stand  for  at  least  30  minutes.  The  lime 
can  then  be  estimated  by  permanganate  titration  either  of  the  oxalic  acid 
in  the  precipitate,  or  the  excess  of  oxalate  in  the  solution. 

Testing  Paints. — Loesner  (per  Analyst.,  XXllI.,  77).  To  determine 
the  permeability  a  piece  of  polished  sheet  iron  (3x4  in.)  is  painted  with 
two  coats  of  the  paint,  the  ^rst  coat  being  dried  on  before  the  second  is 
applied.  The  iron  is  then  supported  at  z  inches  above  the  surface  of  the 
water  in  a  boiling  (constant  level)  water  bath.  Afier  15  hours  of  steam- 
ing, and  drying  at  100°,  the  paint  is  removed  by  aniline,  and  the  surface 
of  the  iron  examined  for  rust,  Sheet  iron  strips  prepared  in  the  same 
way  may  be  similarly  exposed  to  the  fumes  of  33  per  cent.  HCl  at  20°  C. 
for  13  hours  to  determine  resistance  to  acid  fumes.  Any  incrustations 
forming  on  the  surface  should  be  removed  from  time  to  time  by  washing 
with  water.  Fats,  laquers,  etc.,  requite  only  a  four-hour  test  conducted 
in  the  manner  described. 

Sulphur  Mottochluride. — ^Action  on  minerals.  Smith  (J.  Am.  Chem. 
Soc.,  XX.,  389).  The  liquid  was  poured  over  some  of  the  pulverized 
mineral  in  a  glass  tube  from  which  the  air  was  then  expelled  by  CO^  and 
the  tube  was  sealed.  The  action  in  the  cold  was  noted,  and  where  de- 
composition did  not  occur  at  all,  or  only  partially,  the  tube  was  healed. 
Complete  decomposition  cccurred  in  the  case  of  most  of  the  sulphide 
minerals.  Molybdenite  was  not  completely  decomposed  even  after  heat- 
ing to  300°  C.  Rutile,  wolfraoite,  scheelite  and  columbite  are  all  decom- 
piled. With  sulphides  of  the  non-metals  the  decomposition  was  violent 
and  complete  without  the  application  of  heat. 


ALUMNI  AND   UNIVERSITY   NEWS. 


DEPARTMENT   OF    METALLURGY. 

With  the  incoming  of  Professor  Howe  to  ihe  Chair  in  Metallurgy,  a 
radical  change  was  made  in  the  instruction  given  by  the  Department. 

The  subject  of  Metallurgy  is  so  broad  and  comprehensive  that  the  lec- 
tures were  divided,  Professor  Howe  lecturing  on  the  metallurgy  of  cop- 
per during  the  months  of  October,  November  and  December  and  on  the 
metallurgy  of  iron  and  sleel  during  the  balance  of  the  year.  Dr.  Siruth- 
ers  delivered  the  lectures  on  general  metallurgy  during  October,  Novem- 
ber and  December,  and  lectured  on  the  metallurgy  of  lead,  gold,  silver 
and  the  minor  non-ferrous  metals  during  the  rest  of  the  year. 
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Practical  instiuctioD  in  (be  metallurgical  laboratory  was  given  during 
the  entire  year  10  ihe  students  in  t>.e  couxse  of  metallurgy,  and  students 
in  other  departments  have  done  consideiable  furnace  work  in  our  labor- 
atories. 

In  July,  1897,  the  second  year  of  the  summer  school  in  practical 
metallurgy  was  held  at  Chicago,  Pittsburg  and  environs,  under  charge  of 
Dr.  Stroihere.  The  subject  of  the  manufacture  of  iron  and  steel  was 
chosen  for  study  and  the  works  of  the  Illinois  Steel  Company  and  the 
Carnegie  Sleel  Company,  together  with  several  others',  were  visited  and 
carefully  studied.  The  changes  recommended  by  the  Committee  on  the 
Course  in  Metallurgy  will  go  into  effect  during  the  coining  year.  In 
brief,  these  changes  are  as  follows :  The  course  in  metallurgy  will  be 
changed  so  that  a  greater  difference  will  exist  between  it  and  the  course 
in  Mining  Engineering;  to  that  end  more  instruction  will  be  given  in 
Ciiemistry  and  Electrical  Engineering  and  less  in  Mining  and  Mechan- 
ical Engineering  than  hitherto. 

The  additionsmade  are  chiefly  instruction  in  rapid  methods  of  analysis, 
such  as  are  in  actual  use  in  laboratories  of  metallurgical  works,  in  gas 
analysis,  in  the  calorimetry  of  fuels,  in  electro-chemistry  and  electro- 
TOctallurgy.  To  make  room  for  these  additions  several  courses  in  min- 
ing engineering,  mechanics  and  mechanical  engineering  will  be  omitted. 

Through  the  kindness  of  a  friend,  the  metallurgical  furnace  room  will 
be  equipped  with  several  furnaces  to  be  used  un  an  illustrative  scale  and 
other  much  needed  apparatus. 

Dr.  Mcllhiney  has  resigned  from  the  position  of  assistant  in  metallurgy 
but  will  remain  in  the  Department  as  an  honorary  fellow.  Mr.  R,  S. 
McCaffery,  of  the  class  of  '96,  School  of  Mines,  has  been  appointed  to  the 
assislantship.  The  students  of  the  Schools  of  Mines  and  Chemistry  at- 
tending the  lectures  in  Metallurgy  visited  several  smelters  and  foundries 
under  direct  charge  of  the  Department.  The  works  of  the  Nichols 
Chemical  Company,  at  Laurel  Hill,  N.  Y.;  the  Guggenheim  Smelting 
and  Refining  Company,  at  Perth  Amboy,  N.  J.;  and  the  foundry  of  the 
Worthington  Pump  Company,  at  Elizabethport,  N.  J.,  were  visited  and 
studied.  The  students  of  the  School  of  Mines  also  visited  the  works  of 
the  Bethlehem  Iron  and  Steel  Company,  at  Bethlem,  Pa.,  with  the  class 
in  mechanical  engineering. 

The  department  has  been  favored  by  many  gifts  of  specimens  of  metals 
and  products  of  their  manufacture  for  the  collection  and  for  use  in  the 
laboratories  of  the  Department.  Professor  Thomas  Egleston  has  recently 
given  the  Departmental  Library  more  than  a  hundred  volumes  of  standard 
meiiillurgical  works.  The  Departmental  Library,  which  was  started  this 
year,  has  already  shown  its  efficiency  by  the  number  of  students  in  attend- 
ance. Nine  new  advance  courses  on  metallurgy  have  been  offered  and  a 
large  num  berof  new  diagrams  have  been  made.  Special  work,  publica- 
tions and  investigations  by  members  of  the  Department  are  detailed  as 
follows : 
By  Prof.  H.  M.  Howe: 

PuBUCATiONS. — "  The  Connection  Between  the  Hardening  Power  ai.d. 
the  Retardations  of  Low  Carbon  Steel,"  Engineering  and  Mining  Journal, 
Vol.  LXIV.,  Sept.  25,  1897,  p.  367,  and  Engineering  (London),  Vol. 
LXIV.,  Oct.   22,   1897,  p.  514.     "Note  on  the  Use  of  the  Tri-Axial 
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Diagram  and  Isometric  Tetrahedron  for  Graphic  Illustrations."  "  Trans- 
actions of  the  American  Institute  of  Mining  Engineers,  Vol,  XXVll.  (to 
appear). 

Investigations. — Also  the  following  investigations,  the  results  of  which 
are  not  yet  published:  (i)  "On  the  Melting  Point  of  Extra  Fusible 
Cast-irons."  (i)  "On  the  Hardening  of  Nickel-steel."  (3)  "On  the 
Distribution  of  the  Effects  of  Hardening  in  the  DifTercnt  Layers  of  a  Bar." 
(4)  "  On  the  Hardening  of  Nearly  or  Quite  Carbonless  Iron,  Copper  and 
Platinum  in  Melting  Mercury  and  Melting  Alcohol." 

By  Joseph  Struthers,  Ph.D. : 

Special  Work. — In  charge  of  the  Summer  School  in  Practical  Metal- 
lurgy at  Chicago  and  Pittsburg,  July,  1897.  Students  of  the  School  of 
Mines  in  attendance.  Subjects  studied  ;  The  Manufacture  and  Work- 
ing of  Iron  and  Steel. 

Publications. — "  Abstracts  and  Note  References  in  Metallurgy  for  the 
Year,  1897,"  School  of  Mines  Quarterly,  April,  1898,  Vol.  19,  No. 
3.  "Fuel  and  Refractory  Materials,"  A.  Humboldt  Sexton  (Review), 
School  of  Mines  Quarterly,  Nov.,  1897,  Vol.  19,  No.  r.  "The 
Stamp  Milling  of  Gold  Ores,"  T.  A.  Rickard  (Review),  School  or 
Mines  Quarterly,  Nov.,  1897,  Vol.  19,  No.  i.  "  The  Mineral  Indus- 
try," Volume  V,  edited  by  R.  E.  Rolhweli  (Review),  School  of  Mines 
Quarterly,  Nov.,  1897,  Vol.  19,  No.  i.  "  Notes  on  Lead  and  Copper 
Smelting  and  Copper  Maile  Converting,"  H.  W.  Hixon  (Review), 
School  or  Mines  Quarterly,  Nov.,  1897,  Vol.,  19,  No.  i.    . 

Investigations, — "  On  the  Study  of  the  Cooling  Curves  of  Metals 
and  their  Corresponding  Temperatures,"  with  Mr.  G.  C.  Kenning. 

By  P.  C.  Mcllhiney  : 

Papers  read  before  the  American  Chemical  Society  on  '*  Some  Experi- 
ments in  Thermo-Electric  Pyrometry  "  and  "  A  Method  of  Determining 
the  Resistance  of  Electrolytes." 


BOOK  REVIEWS. 


Elements  of  the  Differential  and  Integral  Calculus  with  Appiicathns. 

By  William  S.  Hall,  Professor  of  Technical  Mathematics  in  Lafayette 

College.     D.  Van  Nostrand  Company,  New  York.     1897.     8vo,  pp. 

xi  -r  249  with  44  figures. 

This  work  is  an  introduction  to  the  study  of  the  Differential  and  Inte- 
gral Calculus  and  is  intended  for  colleges  and  technical  schools.  In  the 
first  few  chapters  the  student's  attention  is  concentrated  upon  the  deriva- 
tive and  ihe  fundamental  formulas  are  deduced  strictly  by  the  method  of 
limits.  Differentials  are  then  introduced,  being  defined  as  infinitely  small 
increments.  The  method  of  infinitesimals  is  said  to  differ  only  in  phrase- 
ology and  notation,  from  that  of  limits. 
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As  soon  as  the  fundamental  formulas  of  differentiation  have  been  es- 
tablished, the  corresponding  inverse  operations  or  integrations  follow. 
This  emphasizes  the  fact  of  integration  being  merely  the  inverse  of  differ- 
entiation, rendering  the  whole  subject,  it  seems,  more  intelligible  besides 
saving  much  time  and  space. 

The  remainder  of  the  book  touches  upon  the  usual  subjects  treated  in 
the  ordinary  calculus  text-book  but  in  a  rather  clear  and  forcible  manner. 

The  special  points  in  favor  of  the  book  are  : — 

1.  The  use  of  the  symbol  3  to  denote  partial  differentiation.  This  in 
the  practical  application  of  the  calculus  is  an  immense  aid. 

2.  Many  of  the  numerical  problems  illustrating  the  text  show  actual 
applications  in  engineering  practice.  This  renders  the  book  especially 
useful  to  engineers  and  engineering  students. 

3.  A  table  of  integrals  arranged  for  convenience  and  reference  forms 
an  appendix  of  twelve  pages. 

4.  It  contains  a  chapter  on  Differential  Equations  which  distinguishes 
the  work  from  any  other  text-book  on  the  subject  of  the  calculus.  This 
addition  is  particularly  valuable  to  engineering  students,  especially  those 
in  electrical  engineering,  and  gives  them  information  which,  heretofore, 
they  were  compelled  to  seek  in  more  advanced  courses  and  at  much  more 
labor  and  greater  expenditure  of  time. 

The  work  is  certainly  what  the  author  claims  for  it  and  shows  much 
care  and  thought  in  its  preparation  as  well  as  a  complete  understanding 
of  the  needs  of  an  engineering  student. 

W.  H.  F. 
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In  the  20th  Century 

Up-to-Date  Factorlei,  Laboratories  and 
Motallurglcal  Works  will  uss  none  but 

Gas-Biast  Furnaces! 


The  Automatic  "AMERICAN  OIL  GAS  MACHINE  " 
NOW  Mippllei  the 

tir  1100  direrent  kindi  ofBAS-BLAST  FURNACES. 


Ptnphlets  and  Cttaloioea  M  appllettlM  tfl 

-4  AMERICAN   GAS   FURNACE   CO.ii^ 

23  JOHN  STREET,  NEW  YORK  CITY. 

•96    JENKINS    '96 

Is  the  perfection  of  Joint  Pacttng, 
;  Instantaiieous,   does  not  squeeze 

out  and  not  necessary  to  follow  up 
joint.  We  guarantee  it  to  last  for 
years  on  any  and  all  pressures  of 
steam  or  any  kind  of  joint  where 
packing  is  required.  Does  not  rot, 
bum  or  blow  out,  thereftare  the  best 
for  all  purposes. 
Call  for  and  insist  on  having  '96  JENKINS  '96  stamped  like  cut. 

JENKINS  BROS.,  New  York,  Boston,  Philadelphia,  Chicago. 
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Projection  Appiatus  for  Hineralogists. 

Everybody  knows  about  oar  apparatus  for  projectiog  picluies.  We  wish  to 
inform  ;0D  that  w«  also  make  a  lice  of  instruments  for  projection  which  can  be 
used  far  scientific  invest igalion. 

Our  Projection  Spectroscope  is  net  a  prism  simply  stuck  up  in  front  of  a  lantern, 
but  an  instrument  as  careruily  Studied  as  any  made  by  KUss. 

Our  Projection  Polariscopes  read  to  minutes,  and  have  all  the  accessories  which 
fdentisis  have  found  needful. 

For  those  interested  in  rock   sections  we  offer  special  apparatus  for  demonstra- 

We  hare   the  best   of  bdlilies,  the  most  skillful  of  workmen,  out  prices  are 
right  and  we  guarantee  the  performance. 
Write  or  call  for  information. 

T-  B-  COLT'  <Sc  CO., 

Principal  Offices;    115-117  Nassau  St,  New  York,  U.  S.  A. 
Branches  :  Chicago,  111.    San  Frarfciaco,  Cal. 

For  Fine  Line  Draftlnff  the  Best  JPencU  Made  is 

DIXON'S  ^.r:";?."  NO.  219^. 

'    If  your  dealer  does  not  keep  them  aond  10  oanta  tor  lunple.    It  will  pay  joa 

Jib.  DizDii  CzmcifalB  Cd.,  JBrsey  City,  N.  J., 

Manufacturers  of  Plumbago  Crucibles,  Lubricating 
eraphite,  Oraphite  Specialties,  and  Miners,  Im- 
porters and  Manufacturers  of  Graphite  for  all  Pur- 
poscH.    Established  18it7' 

THE  WESTON  STANDARD 

VOLTMETERS  and  AMMETERS 

For  Iiaboratory  T7«e. 

WATTMETERS#VOLTMETERS 

For  Alternating  and  Dlreot  Current  Clrouita- 

STATION  AMMETERS  and 
VOLTMETERS. 


I  111-130  Wmiam  Straet, 
ITEWASE,  V.  J. 


Tie  ffBstoB  Electrical  iDstraiDt  Co,,' 

D„„i.dL,CjOOglC 


THE  GARVIN  MACHINE  CO. 

SPRING  AND  VARICK  STS. 
NEW  YORK. 


MACHINERY  AND  TDDLB 

FOR  HETAL  WORKIHO. 


Largi  Stock  alwiy*  on  hand.    New  and  SeBondhand. 

Exr«r<m«nUI  Work  Don*  lor  OiriiMtrt.    Elliinitai  Sinn. 


Crescent  Steel  Co., 

PITTSBURGH,    PH., 

MAITTTrACTITBESS    OF  THE   WEZiI^KMOVTH 

Crescent  Steel 

For  Rock  Drills  and  Mining  Work. 


Tool  and  Die  Steel  of  the  Beat  Quality.  Slieet  Steel, 
Spring  and  Maclilnery  Steelt 

Steel  for  Edge-Tools  and  Hardware  of  Everf  Description, 
POLISHED  DRILL  RODS  and  FIMB  VTIRE. 

Steel  Forcings,  Coiled  Springs,  Etc 


Wcatcra  OCBce  and  WarBhaux,  Eaitsrn  OOca  ■nd  WmhoiiH, 

64  «jtd  ee  So.  CliDtOD  Stroet,  480  Faul  Btroet, 

CHICAOO,  ILL.  NEW  TOBE.  N.  T. 

m  HIEDLEE 

The  Perfection  of 
Pumps 

BUILT   ONLY   BV 

Fraser  &  Chalmers. 

CBlMeO,  ILL,  U.  8.  A.  „„,„  ,„.„„  „„,„ 

Also  Mining  and  Ore-Treating  Machinery  of  Every  Kind. 


F.  W.  Devoe  &  C.  T.  Haynolds  Co., 

Cor.  Futton  and  William  Streets,  New  York, 

and  176  Randolph  Street,  Chicago, 

UANUFACTCBERS  OF 

A.RTI8TS'     M^TERI^LS, 

BXTPLIES  FOR 

Oil  and  Water  Color  Painting,  Pastel  and  Miniature  Painting, 

Etching,  Ornamenting  and  Designing.     Materials  for  Tap 

estry  Painting,  Repousse   Tools  and  Lustre  Painti- 


— MANUFACTUBKRS  OF  FINELY  PREFABBD— 

Artists'    Oil    Colors    in    Tubes. 

FUTE  r^TTSEES  FOB  OIL  &  WATES  COLOB.FAIlTTma. 
Dry  Colors,  Colors  in  OU  and  Japan  Fine  Varnishes, 

Bsady  Uised  Faints,  White  Lead,  &c 

— MASUFACTVUEHS  OF— 

MATHEMATICAL   INSTRUMENTS, 

Engineers'  Supplies  and  Draughtsmen's  Materials, 
TSimares,  Tnaigles,  Scaler.  Tap.  Cmsa  Section  Papers.  TbeoHolltes.  TraDEits,  Levels.  Etc. 


We  do  all  the  binding  for 
Columbia  College. 


Neumann  Bros. 

College  and  General 

Book  Binders, 

6  AND  7  EAST  16TH  ST., 

HEAR  STH  AVEMtTE, 

NEW    YORK. 

D,^.,/.Jl.y  Google 


^ilLPULSOMETER  ^^^i? 

"The  Contraotcr's  rriand." 

aFTEN  IMITATED— NEVEE  EQUALLED. 
OTER  20,000  IN  USE. 


Recent  Important  Improvements. 


The  Haodlest,  Simplest  and  Host  Efficient 
Steam  Pump  for  OeneraJ  Uining,  QaanriiiKi  ILul- 
load,  IrriKating,  Drainage,  Ooal-washlng,  Tank- 
filling,  Paper  Mill,  Sewer  and  Bridge  Oontractors' 
PnrpoaeB,  etc.,  etc. 

Unddy  or  gritty  llqtiids  handled  without  In- 
inry  to  the  pump. 

CATALUUOE  on  APPUCATIOM, 
CURBKSPUMDKNGB  HOLIOITRD. 


PULSOMETER  STEAM  PUMP  CO. 

135  GREEBTWICH  ST.,  NEW  YORK. 


Roessler  &  Hasslacher 
Chemical  Co. 

Importins  and  MaunfaotnrinK  ClieiiiiBts, 

CYANIDE  AND  ALL  MINING  CHEMICALS 

lOO  Wtlliam  St.,  NEW  YORK 


mm  mvi  ims 

I  y«r  Stan 

"BrdDdt's  Triple  EipaBSion  Gaskets" 


I 


Fnr  atnlllDg  Bonn  ot  BBSli)e>.  Pump*. 
kDd    HlisivtaT  >    good   paoklBK  ■>  ra- 


l>DlI«r> 

n   lole  ai.<l    H.ii.l   hoi.   plat.i  in 
cari^liiK  tigb  ■(•wm  pi«HDr«i. 

Dold  watBi,  Joint  pHcklDS*.  Hoiesnd 

EnglD 

ers-  anppUe*  ol  every  deaorlptloD. 

IBOLP 

]  BRANDT,  38  Cortlandt  St.,NevYork 

D„„i.dL,COOglC 


Magnolia  Metal, 

IN  UBE  BV  TEN  LEADING  OOVERNMENTS. 

BEST  MTI-FRICTIOII  MniL  FOR 


Woolan  Mill,  8tlk  Milk  Jnt*  HlU.  Kabber  Hill.  Bucmr  MIU,  Plonr  Hill  »Bd  «U  M 


BEWARE  OF  FRAUDULENT  IMITATIONS.        FOR  SALE  BY  ALL  DEALERS. 


MAGNOLIA  METAL  COMPANY, 

Londan.  B.  0.  266-267  WEST  ST.,  NEW  YORK. 

Oennlns  >bsnalU  HetKl  1«  Mmds  Up  In  Bn*  of  Whleb  TbK  U  •  ras-Umlle. 


POR   JBA.I.E    BY    AX>I>   DE;AZ.ER8. 


Crosby 

Hine  and  Draft 


Recorder- 


Feen  IVaur  Kt^olai 


OK  tun.  ITiitar  OagH 


Branden  Valve. 

Rabber,  with  Wire  Coll  Inttrtlon. 

mil  ontlut  leTeTBl  ordln»ry  BabbM  Tait'i. 


Crosby  Steam  Oage  and 
Valve  Co. 

Office  Md  Works:  BOSTON,  MASS. 

SUrrai  RMtnii,  Nov  Tork.  Chlain,  Lnndon,  Eng. 
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WORTHINGTON 
MINE  PUMPS 

Specialty:  Triple  Expansion  and  Hie:h  Duty 
Station  Pumps  with  guaranteed  duty  of  76.000- 
000  to  125,000,000  foot  pounds  of  work  with 
too  Pounds  of  Coal ;  also,  Sinking  Pumps  of 
large  capacity. 

PUMPS,  CONDENSERS  AND  WATER  METERS  FOR  ANY  SERVICE. 


HENRY  R.  WORTHINGTON 

NEW  YORK 

BOSTON  PHILADELPHIA  CHICAGO 

ST.  LOUIS  CLEVELAND 

INDIANAPOLIS        DETROIT         NEW  ORLEANS        ATLANTA 

The  Pelton  Water  Wheel 

is  the  recogDized  standard  wbeel  for  Blectri* 
cat.  MlDlDgr*  and  Air-Compreasor  Work,  and 
poBsesaes  among  its  many  otber  advautageiit 

HIGH  EFFICIEKCT.  CLOSE  REQULATIOIT  AND 
GREAT  DURABILITY. 

Over  7000  wheels  now  In  actual  nse— for  all 
classes  of  work  and  under  beads  ranging  from 
20  feet  to  aoOO  feet.  Plans  and  Estimates  fur- 
nished on  Application.    Addrora 

THE  PELTON  WATER  WHEEL  COMPANY, 

Hydraulic  Enslxieers, 

143  Liberty  Street.  ,,       121  and  123  Main  Street, 

NEW  vomt  CITy.  saii  fuhcisco,  c*u 

OATALOau.S  MAILED  Otf  HSOUWaT, 


"RACKAROCK.' 


11 

THE  ONLY  SaFE 


HIGH  EXFLOSIVE. 

*•  RACKAROCK  "  contaliM  no  Oljrcnlne  or  Oim  Cottan. 

The  Cheapest  Best  a«d  Strongest  Explosive  Made. 

U  enmpoMed  of  two  fncmdlenM  vrtiicb  an  lUpped  aefiante  and  kept  ooe  from 
tlie  otber  mtD  required  for  uae. 

240,000  lbs.  Tised  in  Floor  Rock,  Hell  Cfate,  N.7. 

••  RACKAROCK  "  kiu  an  enviaiU  rttard.     Na  Accidtnti  have  ever 
occutred  by  iti  uii  im  any  Tumnel. 

Ho  HokIohs  OasM,  Mo  Haadacha,  Mo  Mansaa. 

Fuzes,  Caps  and  Electric  Batteries. 

RENOROCK  POWDER  CO., '°°  ^"Sew'Vobk 

MINING  machinery! 

Rock  Drills 

For  all  purposes  and  of  all  sizes. 
Steam  or  Compressed  Air. 

Air  Compressors 

SmPLE,  DURABLE.  ECONOMrCAL. 

ALL  SIZES. 

For  Running  Pumps,  Rock  Drills,  Coal  Cutting 

Machines,  Etc. 

SCND   FOn  CATALOGUE 

(rand  drill  coTl 

lOO  Brosdway.  ITEW  TOBE. 


in  tlr»  tUta  «£  IHcktt  |g<rch. 


CoInmbi&  Unlvcnitjr  inckide*  both  >  coUege  and  i  nmreTtilj  in  th«  ttrid  atoac 
of  the  wordi.  The  college  ii  Colnmbia  College,  founded  in  1754  u  King'*  College. 
The  oniTenity  coniitu  of  the  FBcnltie*  of  Law,  Medicine,  fiiiloMii^y,  Rilitiea- 
Sclence,  Pure  Sdence  and  Applied  Science.  Tcaehen  College,  a  profettiaiia]  Kbaol 
for  teachen,  while  financially  an  independent  corporation,  ii  alio  a  part  of  the  nai- 
*erMl]r.  At  a  profcMional  sdiool  it  ii  condscted  by  it*  own  ficnllj.  From  the  point 
of  view  of  the  nniTertity,  iu  conraes  in  education  that  lead  to  a  d^ree  hll  nnder  the 
Faculty  of  Fhiloiophy. 

The  point  of  contact  between  the  college  and  the  luuTeitily  ii  the  aenior  year  of 
the  College,  dnriag  which  year  students  in  the  college  poitue  Uieir  ttndiei,  with  the 
content  of  the  college  faculty,  under  one  or  more  of  uie  facultiei  of  the  ntUTenity. 

Each  school  u  under  the  charge  of  iti  own  facnltiei,  except  that  the  Schoou  of 
mdArchir  ■  '"    -•---•-       --.--•>—■-- 


*s  of  the  whole  iiutilntion,  a 


nity  council  hai  been  eatablished. 


I.  THE  C0LLE8E. 
The  college  oBen  a  conrie  of  four 
yean,  leading  to  the  degree  of  Bachelor 
of  Aria.  Candidate*  for  tdmiuion  to  the 
college  mnit  be  at  least  fifteen  yean  of 
age,  and  pata  an  examination  on  pre- 
scribed snbjecU,  the  particular)  concern' 
ing  which  may  be  found  in  the  annual 
Circnlar  of  Inlonnatioo. 

II.  THE  UNIVERSITY. 

In  a  technical  sense,  the  Faculties  of 
Law,  Medicine,  Pbjloiopliy,  Political  Sci- 
ence, Pure  Science  and  Applied  Science, 
taken  together,  constitute  the  University. 
These  &^Itiet  offer  advanced  courses  of 
study  and  inveiligiation,  reiifectively,  in 
(a)  private  or  municipal  law,  (J)  medi- 
cine, (i)  philosophy,  philology  and  letters, 
(  d)  history,  economics,  and  public  law, 
(f)  mathematics  and  natural  science, 
and  (/)  applied  science.  Coune*  of 
study  under  all  of  these  faculties  are  open 
to  members  of  the  senior  class  in  the  col- 
lege and  liso  to  all  students  who  have 
successfnlly  pursued  an  equivalent  conrse 
of  undergraduate  study  to  the  close  of  the 
junior  year.  These  courses  lead,  through 
the  bachelor's  degree,  to  the  university 
degrees  of  Master  of  Aits  and  Doctor  of 
Philosophy.  The  degree  of  Master  of 
Laws  ii  also  confen'ed  for  advanced 
work  in  law  done  nnder  the  Faculties  of 
Law  *nd  Political  Science  together. 

III.  THE  PROFESSIONAL  SCHOOLS 
The  Faculties  of  Law,  Medicine  and 
Applied  Science,  conduct  respectively  the 
professional  schools  of  Law,  Medicine, 
and  Mines,  Chcmistiy,  Engineering  and 
Architecture,  to  which  stadents  are  ad- 
mitted as  candidates  for  professional  de- 
grees on  terms  prescribed  by  [he  faculiies 

SETH  LOW,  LL.D. 


concerned.  The  faculty  of  Teachers 
College  conducts  professional  coanes  for 
teachera,  that  lead  to  the  diploma  ol 
Teachers  College. 

I.  The  School  of  Law,  established  in 
iS^SioBeis  aconnc  of  three  yean  in  the 
princi^des  and  practice  of  private  and 

Enblic  law,  leading  to  the  degree  of 
achelor  of  Laws. 

a.  The  College  of  Pbysidani  and  Sur- 
geons, founded  iit  1807,  oEIers  a  conise 
of  (bur  ye«rs,  in  the  principles  and  pnM- 
tice  of  medicine  and  turgery,  leading  to 
the  degree  ol  Doctor  of  MeJiidne. 

3.  The  School  of  Mines,  established  in 
1864,  ofi^n  courses  ol  study,  each  of  four 
years,  leading  to  a  professional  degree,  in 
mining  engineering  and  in  .metal  lurnr. 

4.  The  Schools  of  Chemistry,  Engi. 
neering  and  Architecture,  set  oEf  from  the 
School  of  Mines  in  1896,  offer  respec- 
tively, courses  of  study,  each  of  fonr  years, 
leading  to  an  appropriate  professional 
degree,  in  analytiosl  and  applied  chem- 
istry; in  civil,  sanitary,  electrical  and 
mechanical  engineering;  and  in  arch>- 

S,  Teachers  College,  founded  in  1888 
chartered  in  1889,  was  included  in 
the  University  in  1898.  It  offers  coarse* 
of  study,  each  of  four  years,  leading  to 
the  college  dir^oma,  for  secondary,  ele- 
mentary and  kindet^rarlen  teachers.  II 
also  oSers  courses  ot  two  years,  leading 
to  a  departmental  diploma  in  Art,  Do- 
mestic Science,  Domestic  Art  and  Manuftl 
Training.  Certain  of  its  courses  are  ac- 
cepted by  Columbia  University,  and  may 
be  taken  by  students  of  the  university  in 
partial  fbtfillinent  of  the  reooirements  fiir 
the  degrees  of  Bachelor  of  Arts,  Master 
of  Arts  and  Doctor  of  Phik>sophy,  with- 
ODt  entra  charge. 

President 
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Brovrn  A  Sbarpe  Kfg.  Ca. 

Pvovidenoe^  R*  I. 

HilllDir,  GrlndlQg,  Screw  aud  Gear  Catting  HacbioeH  for 
Technical  Schools,  Experimental  Work  or  Hanufboturtng 
Eatabllsh  meats. 

Also  Catters,  Gearst  Oaoxes,  Scales,  Micrometers  and 
other  Small  Tools  for  Stndents,  Dranghtsmen  and  Machinists.  . 

18tl8  Catalogue  showing  ttO  dlfiterent  Machines  andSOO 
TBrleties  of  Sinall  Tools,  sent  upon  application. 

H.  B.  Coho  &  Company, 

Electric  Light,  Heat  and  Power  HacliiDery, 

ST.  FJLTJXm  BUIX.OINO* 
220  BROADWAY,  NEW  YORK. 


SCLLINO  AGENTS  FOR 

The  Eddy  EluMc  11^  Co.  Tlie  Wimo  ElMtrlc  1%.  Co. 

Joseph  OiUott^s  Steel  Pens. 

FOB  GBNBBAL  WRITING,  No*.  404,  332,  604  E.  P.,  601  K  P.,  1044. 
POU  PrUE  WRITING,  Nos.  303uid  170  (Ladies' Pen),  No.  1. 
FOB  BBOAO  WRITING,  Nee.  294, 389;  Stab  P<Aa%^  849, 1008, 1009 

1010,  1043,  983. 
FOB  ARTISTIC  USB  in  Boe  dranings,  Noi.  66S  (Crow  QnlU),  290, 

291,  S3T,  860  and  1000. 
Other  &iyl<»  to  mit  all  bands.    Gold  Medals  at  Paris  Bzposltlon, 

1V78  and  1889,  and  tbe  Award  at  Chicago,  189a 


Joieph  GiUott  Sc  Bona,  91  Jolm  Street,  New  Tork. 


DiglizedbyGoOglc 


The  School  of  Mines  Quarterly. 

Journal  of  Applied  Science. 

VOL   XIX..  i»»T-a« 
ZTBUr  YOn^  CITT. 


SnbKrtplkii  PriM,|2M  Ptr  lbiniiii.«rBOC«nurir  HiMbv. 
MM  •httolil  Iw  mad*  fftM  to  ordit  of  -  tCHOOL  W  KIKt  QtUneitLr." 


J.F.  KBUP.PTOtofaaolep.  LE.  WOOLaON.lBMnKtorln  Dnwtng. 

R.  FXELK.  Jr.,  Ad).  Pn<.  HlnlOB.  A.  D.  F.  HAMLIM.AiU.  ProC 

K.  WaIXXB,  Pnl:  Aastrtkml  CblmfeKiT.  W.    H.    FBEEDUAJI.  Tilor 


MaUKlDC  XdHor.  B.  S.  HATKK. 


S*  HlHBI.  COLDUmU  COLCBSB    Md  irbHa  0| 

Uou  iron  uiia  cnai  tioi~      '  ~ 

SaoboaT.  HiNma*u»T, 


rU^nprhiliwIlltMientOK  BEQIIBSTto 
I  DuO*  Mftin  tbs  dlnrlbaUoD  of  tbo  trp*,  K  < 
EXTKA  rvprlnti,  EKla  pagei  or  oonn  will )»  ru 


nafOUowincwMedlH^iblMnvclDUiBaj  mw  lit  <iM>1d«>  at  tmo V  BrseMii*  wdi ; 
I0.I.   Stan*  CbMds. W.  P.  TBOinsiBa* 

>  N.  T.  illKU    0>ll.a,__ .^. T.  KVLBSTOK 


HaL*.    PTiHalUDaiUitaiiorM(wli>DkM]P»IiftntkiaiifO«,ni>agH„ M.Bau»M 

THE  SCHOOL  OF  MINES  QUARTERLY,  Cvlnnbia  Ualverglty,  New  Vwk  City. 

Advertiser's  Index. 

nee  Co. FnalCow  Ilk.  CIlMi'i  Sia)  Pin, 

iipc 9  Uiifnolia  Maul, 

*l  AppsintiK, NeuuBD,  Book  BiDdir, . 

ilicnriir,  . »  P'lton  WBKrWtwICo- 

l.RKaii  ni«1  Co. ....      I  PulKinlta' Suun  Fuw  Co., 

CiDckn.Wbttkr&Co, BadiConr  Ruid  DriU  Ca,     

Cnaby  Sieim  Cau, i  Rudolph  Bnadi, 

Dixon  Cnidbla  Co. .  .     1  Resdrock  Fovdcr  Co. 

BinMr  S  Ancnd, B«ck  Carer  Koeala  &  HiuladwrCo,       

F.  W.  Devoc  &  C.  T.  lUywIdi  Co, 3  Wowon  Elcaiicil  Co. 

KnHnftCbalinen, - Woodbrldse  School, Back 

CurlnMichlBeCo., 1  WorthlBilaD  MIbc  Fmp, . 

H.  B.  Cal»  ft  Co. 9  Juklu  Broibai. Frmu 


AnericaD  Ga>  Funncc  Co. , 
Brown  (kSbai 
Coh  Elccirici. 
Colunbta  Unl' 
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Eimep  &  Amend, 

Importers  and  Manufacturers  of 

Chemicals, 

Chemical  and  Physical  Apparatus, 

Platinum  and  Assay  Goods, 

205,  207,  209  and  211  Third  Avenue,  Cor.  18th  Street. 

MfiW  TORfi. 

leib  Sircct  Elevated  R.  K.  Station. 


aOLK  AOSMTS  FOK 

Jena  Normal  Oloaa,  the  Qlase  of  the  Future. 

Sohmldt  &  Haensoh'B  Polarisoopefl,  Optical  QaodB,  etc. 

Qrelner  ft  Friedrloh'B  German  Chlaaaware, 
Otass.  Bobleloliar  &  SohnH's  Ohamloally  Pure  Filter  Papers. 
Stender'B  Black  Xiotterad  Beagent  Bottles. 

AOEMTa  FOR 

Oarl  Zeiss  Mloroeoopee,  OfctleotiTes,  eto. 

Sartorlus  Balances. 

Dr.  Or.  Qmebler'B  Mloroeooplo  Ooods,  Stains,  eta 

T.  Deamoutis,  Iiemaire  Se  Oo.'s  Oberaioall?  Pure  Hammered  Platiaum. 

SPECIALTIES. 

Full  Lines  of  Assay  Qoods,  inolndlos  Blowpipe  Apparatus,  eto. 

Boyal  Berlin  ft  Meissen  pOToelatn. 

EaTolier'B  Bohemian  OUss. 

Fine  Analytloal  Balances  and  Weights. 

Oolleotions  of  MetalB,  Minerals,  Bootes,  Orystals,  Crystal  Uodels,  etc. 

Btrlotlr  O.  P.  Ohemioala  and  Adds. 

I  oi  Direct  Connected  Dynamos  I 

S         Will  Bear  Comparison  with  those  or  An;  Other  Maher.         S 


J      EXAMINE  THOSE  AT  COLUMBIA  UNIVERSITY.     J 

^  Crocker -Wheeler  Electric  Co  J 

S      KttinOfUct:  39CoFtlandtSt.,II.Y.     Works :  Ampere.  Hnmark,  K.J.       t 
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